
VP-725xl

6 Switchers in 1 -  Five dedicated 4x1 
video formats:  Composite,  s-Video (Y/C),  
Component (YUV),  15-pin HD,  HDMI and 
USB (jpeg) 
Scaled computer and HDTV outputs -          
1 x 5 BNC, 1 x 15-pin HD and 1 x HDMI
HQV® Video Processing - represents the 
state-of-the-art in video processing technology 
HQV is a the trademark and service marks 
of of IDT, Inc.
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A RAINBOW OF SOLUTIONS

21-Input ProScale™ Presentation 
Digital Scaler/Switcher

610T/R PT-571/572

Used for sending DVI signals with a resolution 
of up to 1920x1200 at 60Hz over LC optical 
cable
System Range - Up to 500m (1640ft)
Max. Data Rate - 1.65Gbps. 
HDTV Compatible. 
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System range  -  up to 90 meters at 1080p 
Support for CAT5/6/7 using Kramer STP 
cables
Max. Data Rate - 1.65Gbps.
Passes EDID
HDTV Compatible. 
HDCP & HDMI 1.3 Compliant.
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HDMI Over Twisted Pair 
Transmitter & Receiver

Detachable DVI Optical 
Transmitter & Receiver

澳門: 美歌訊劃方案有限公司
查詢熱線: +853 2870 2020

電郵: info@mediago-iA.com

Web: www.mediago.com.hk

港澳總代理:
香港: 美歌科技有限公司
查詢熱線: +852 2797 8128

電郵: channel@mediago.com.hk

www.kramerelectronics.com

DISTRIBUTION AMPLIFIERS      SWITCHERS & ROUTERS      CONTROL SYSTEMS      FORMAT & STANDARD CONVERTERS

  RANGE EXTENDERS & REPEATERS      SPECIALTY AV PRODUCTS      SCAN CONVERTERS & SCALERS      

CABLES & CONNECTORS      ROOM CONNECTIVITY      ACCESSORIES & RACK ADAPTERS      SIERRA VIDEO


