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101L ..................................... 1.20

102MX ................................. 13.53

102xl ..................................... 13.52

103AV................................... 1.13

103YC ................................... 1.36

103YCB ................................ 1.36

104LN .................................. 1.27

104M .................................... 1.70

104R ..................................... 1.71

105A ..................................... 1.64

105V ..................................... 1.28

105VB .................................. 1.29

106 ....................................... 1.69

123Vxl ................................... 1.26

401C ..................................... 4.4

401DN .................................. 4.5

401Dxl .................................. 4.6

465 ....................................... 13.57

482xl ..................................... 13.58

4x1V ...................................... 2.18

4x1VB ................................... 2.18

4x4A ...................................... 2.40

602R/T ................................ 5.64

610R/T ................................ 5.65

611R ..................................... 5.62

611T ..................................... 5.62

613R/T ................................ 5.73

614R/T ................................ 5.66

616R/T ................................ 5.66

621R ..................................... 5.67

621T ..................................... 5.67

622R ..................................... 5.68

622T ..................................... 5.68

6241HD................................ 2.57

6241HDxl ............................. 2.57

6241N .................................. 2.57

640R ..................................... 5.71

640T ..................................... 5.71

6410N .................................. 13.59

6420N .................................. 13.60

648 ....................................... 5.70

6502 ..................................... 2.60

6505 ..................................... 1.96

670RN* .................................. 5.72

670T* ..................................... 5.72

671R ..................................... 5.69

671T ..................................... 5.69

672R ..................................... 5.63

672T ..................................... 5.63

673R/T ................................ 5.74

6808HDxl ............................. 4.26

6809HD................................ 4.27

690R ..................................... 5.75

690T ..................................... 5.75

705xl ..................................... 5.13

706xl ..................................... 5.13

711N .................................... 5.9

712N .................................... 5.9

713 ....................................... 5.10

714 ....................................... 5.10

717 ....................................... 5.11

718 ....................................... 5.11

7408 ..................................... 4.7

7508 ..................................... 4.8

810 ....................................... 6.16

820 ....................................... 6.17

840Hxl .................................. 6.18

841 ....................................... 6.19

850* ....................................... 6.20

900N .................................... 13.33

900xl ..................................... 13.34

901 ....................................... 13.35

902 ....................................... 13.36

903 ....................................... 13.37

905xl ..................................... 13.38

906 ....................................... 13.39

907 ....................................... 13.40

907xl ..................................... 13.41

908 ....................................... 13.42

910 ....................................... 13.43

914* ....................................... 13.44

920* ....................................... 13.32

Audio Video  

Display System (AVDS)......... 12.6

DS Vision 3000 (DSV3K) .... 12.4

DS Vision Digital (DSVD) ...... 12.2

Dolev 5* .................................. 13.27

Dolev 6* .................................. 13.28

Dolev 8* .................................. 13.29

EDID Designer* ...................... 3.58

EXT-RS232 ........................... 12.10

EXT-VGA ................................ 12.11

FC-10ETH .............................. 4.32

FC-113 .................................. 4.16

FC-132ETH* ........................... 3.41

FC-14 .................................... 4.14

FC-21ETH* .............................. 3.42

FC-22ETH* .............................. 3.42

FC-24ETH* .............................. 3.42

FC-29 .................................... 3.52

FC-31xl .................................. 4.22

FC-32 .................................... 4.23

FC-321 .................................. 4.17

FC-322 .................................. 4.18

FC-331 .................................. 4.19

FC-332 .................................. 4.20

FC-340 .................................. 4.28

FC-340S ................................ 4.29

FC-4 ....................................... 4.15

FC-400 .................................. 4.9

FC-4001 ................................ 4.10

FC-4046 ................................ 4.11

FC-41 .................................... 4.21

FC-46xl .................................. 4.30

FC-49 .................................... 4.31

FC-50 .................................... 5.34

FC-7501 ................................ 4.12

FC-8 ....................................... 4.33

Galil 4-C* ................................. 13.4

Galil 4-CO* .............................. 13.5

Galil 4-O* ................................. 13.10

Galil 5-O ................................. 13.11

Galil 6-C ................................. 13.6

Galil 6-CO .............................. 13.7

Galil 6-I .................................. 13.13

Galil 6-O ................................. 13.12

Galil 8-C* ................................. 13.8

Galil 8-CO* .............................. 13.9

K-Config 2* ............................. 3.59

K-Router Plus* ........................ 3.60

K-Touch ................................. 3.61

KDS-DEC3* ............................. 6.49

KDS-EN1 ............................... 6.48

KDS-EN2T/R ........................ 6.50

KDS-EN3* ............................... 6.49

KDS-MP1 .............................. 6.24

KW-11 .................................. 6.25

Kramer CORE™ .................... 2.105

MT-P6P ................................. 3.15

MT-P9P ................................. 3.15

MTH-1 ................................... 10.10

MTH-2 ................................... 10.10

MTH-3 ................................... 10.10

MV-5* ..................................... 6.26

MV-6 ..................................... 6.27

OC-1N .................................... 6.31

OC-4 ...................................... 6.32

PIP-200xl .............................. 6.28

PIP-300 ................................. 6.28

PIP-4 ...................................... 6.30

PIP-400 ................................. 6.28

PL-15 .................................... 3.47

PL-18 .................................... 3.53

PL-50 .................................... 3.54

PL-8 ....................................... 3.55

PS-1DN ................................. 2.108

PS-1DVI ................................. 6.40

PS-1FW ................................. 6.41

PT-101DP ............................. 5.78

PT-101H4 ............................. 5.79

PT-101HDCP ........................ 5.76

PT-101Hxl ............................. 5.80

PT-102AN ............................. 1.62

PT-102SN ............................. 1.35

PT-102VN ............................. 1.22

PT-103V ................................ 1.24

PT-110xl*................................ 5.16

PT-120xl*................................ 5.17

PT-1C* .................................... 5.81

PT-1CAT5.............................. 6.5

PT-1FW ................................. 6.6

PT-1Hs .................................. 6.7

PT-1PS .................................. 6.42

PT-1SPDIF ............................. 13.61

PT-201VGA ........................... 2.22

PT-2H .................................... 5.82

PT-2SPDIF ............................. 13.61

PT-4iREX ............................... 3.48

PT-561 .................................. 5.38

PT-562 .................................. 5.38

PT-571 .................................. 5.39

PT-571HDCP ........................ 5.36

PT-572+ ................................ 5.39

PT-572HDCP+ ...................... 5.36

PT-580T* ................................ 5.40

PT-5R/T ................................ 3.49

PTH-1 Long Wing ................. 10.11

PTH-1 Second Wing ............. 10.11

PTH-1 .................................... 10.11

RB-6 ...................................... 3.56

RC-108 ................................. 3.44

RC-116 ................................. 3.44

RC-160 ................................. 3.45

RC-2 ...................................... 3.16

RC-2C .................................... 3.17

RC-3TBU ............................... 3.38

RC-4 ...................................... 3.57

RC-43T* .................................. 3.18

RC-52A ................................. 3.19

RC-52N ................................. 3.20

RC-53D ................................. 3.38

RC-54DL ............................... 3.39

RC-5B2 ................................. 3.40

RC-5B4 ................................. 3.40

RC-62 .................................... 3.21

RC-62L .................................. 3.21

RC-62X .................................. 3.21

RC-63A ................................. 3.22

RC-63AL................................ 3.22

RC-63AX ............................... 3.22

RC-63D* ................................. 3.23

RC-63DL* ............................... 3.23

RC-63DLN*............................. 3.23

RC-63DX* ............................... 3.23

RC-6iR ................................... 3.24

RC-712M .............................. 3.26

RC-74DL ............................... 3.25

RC-76M ................................ 3.26

RC-76R ................................. 3.27

RC-78R ................................. 3.27

RC-7B .................................... 3.28

RC-7LC .................................. 3.29

RC-7RL .................................. 3.30

RC-80 .................................... 3.46

RC-8iR ................................... 3.31

RC-IR2 ................................... 3.57

RC-IR3 ................................... 3.57

RK-1 ...................................... 10.3
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RK-121WP ........................... 10.8

RK-13 .................................... 10.3

RK-19 .................................... 10.9

RK-1T2PT ............................. 10.6

RK-1UTB ............................... 10.9

RK-1UTB/T ........................... 10.9

RK-2T1PT ............................. 10.6

RK-2WP ................................ 10.8

RK-3T .................................... 10.5

RK-3TR .................................. 10.7

RK-4PT .................................. 10.6

RK-4X .................................... 10.3

RK-551 ................................. 3.15

RK-6T .................................... 10.5

RK-701xl ............................... 10.3

RK-81 .................................... 10.4

RK-81X.................................. 10.4

RK-9T .................................... 10.5

RK-MEDN .............................. 10.4

RK-SM ................................... 10.4

RK-T2B .................................. 10.7

RK-T2SB ................................ 10.7

RK-WP16.............................. 10.8

RK-WP6 ................................ 10.8

SD-7108 ............................... 1.89

SG-6005xl ............................. 6.21

SG-6006 ............................... 6.22

SI-1VGA ................................. 2.36

SI-VGAT ................................. 2.37

SID-DP ................................... 2.68

SID-DVI .................................. 2.69

SID-H ..................................... 2.70

SID-VGA ................................. 2.71

SID-X1N* ................................ 2.72

SID-X2N* ................................ 2.73

SID-X3N* ................................ 2.74

SKIC ....................................... 13.31

SL-1 ....................................... 3.34

SL-10..................................... 3.35

SL-12..................................... 3.36

SL-14RCN ............................. 3.37

SP-10D .................................. 4.13

SP-1G .................................... 6.35

SP-4D .................................... 6.36

SV-1 ....................................... 3.15

SV-301 .................................. 3.10

SV-301xl ............................... 3.10

SV-302 .................................. 3.11

SV-303 .................................. 3.11

SV-304 .................................. 3.12

SV-305 .................................. 3.13

SV-306 .................................. 3.14

SV-551 .................................. 3.6

SV-551ALC ........................... 3.6

SV-552 .................................. 3.8

SV-552ALC ........................... 3.8

SWM-1*.................................. 13.30

Site-CTRL™ ........................... 3.62

TP-10 .................................... 5.12

TP-100AXR ........................... 5.18

TP-102HD ............................. 5.19

TP-104HD ............................. 5.20

TP-105HD ............................. 5.55

TP-107AVR ........................... 5.21

TP-112HD ............................. 5.56

TP-114 .................................. 5.57

TP-120 .................................. 5.22

TP-120-od ............................. 5.22

TP-121xl*................................ 5.23

TP-122xl*................................ 5.23

TP-123 .................................. 5.24

TP-123-od ............................. 5.24

TP-123EDID .......................... 5.24

TP-124 .................................. 5.24

TP-124-od ............................. 5.24

TP-125-od ............................. 5.25

TP-125EDID .......................... 5.25

TP-125xl................................ 5.26

TP-126-od ............................. 5.25

TP-126xl................................ 5.26

TP-133 .................................. 5.27

TP-134 .................................. 5.27

TP-141 .................................. 5.28

TP-142 .................................. 5.28

TP-185 .................................. 5.29

TP-200AXR ........................... 5.18

TP-202 .................................. 5.51

TP-205A ............................... 5.58

TP-210 .................................. 5.59

TP-210A ............................... 5.60

TP-219HD ............................. 5.30

TP-300FW ............................ 5.37

TP-310A ............................... 5.31

TP-41 .................................... 5.14

TP-410 .................................. 5.61

TP-42 .................................... 5.14

TP-43 .................................... 5.52

TP-45EDID ............................ 5.15

TP-45RC................................ 5.32

TP-46N .................................. 5.15

TP-50 .................................... 5.33

TP-573 .................................. 5.41

TP-574 .................................. 5.41

TP-575 .................................. 5.53

TP-576 .................................. 5.54

TP-578H* ............................... 5.42

TP-580R ............................... 5.43

TP-580RXR ........................... 5.44

TP-580T ................................ 5.43

TP-580TXR ........................... 5.44

TP-581T ................................ 5.45

TP-582R ............................... 5.45

TP-582T ................................ 5.45

TP-9 ....................................... 5.12

TR-1 ....................................... 6.33

TR-1A .................................... 13.48

TR-1YC .................................. 6.34

TR-2A .................................... 13.49

TR-2YC .................................. 6.34

TR-3 ....................................... 13.50

TR-91* .................................... 13.51

TR-92* .................................... 13.51

TR-93* .................................... 13.51

TR-94* .................................... 13.51

TailorMade ............................ 2.87

Tavor 5-O* .............................. 13.25

Tavor 8-T* ............................... 13.26

The Digital Step-in™ System .. 2.64

VA-100P ............................... 6.43

VA-101P12 .......................... 6.44

VA-101P5 ............................. 6.45

VA-102P12 .......................... 6.44

VA-102P5 ............................. 6.45

VA-102P512 ........................ 6.46

VA-11 .................................... 6.8

VA-130FW ............................ 5.77

VA-14 .................................... 13.54

VA-16xl .................................. 13.47

VA-1DVIN .............................. 6.9

VA-1Hs .................................. 6.37

VA-1K .................................... 6.38

VA-1USB-R* ............................ 5.35

VA-1USB-T* ............................ 5.35

VA-1VGAN............................. 6.10

VA-1VGAxl* ............................. 6.11

VA-256xl ............................... 13.55

VA-2H .................................... 6.12

VA-40 .................................... 6.39

VA-50P .................................. 6.47

VA-680D ............................... 13.56

VA-8xl .................................... 13.47

VIA Collage* ............................ VIA.2

VIA Connect PRO* .................. VIA.3

VM-100C .............................. 1.42

VM-1021 .............................. 1.33

VM-1042 .............................. 1.38

VM-1045 .............................. 1.41

VM-1055 .............................. 1.44

VM-10HD .............................. 1.94

VM-10HDxl ........................... 1.94

VM-10xl ................................. 1.18

VM-1110xl ............................ 1.66

VM-1120 .............................. 1.67

VM-114H .............................. 1.80

VM-114H2C ......................... 1.78

VM-114H4C ......................... 1.79

VM-12HDCP ......................... 1.75

VM-1610 .............................. 1.68

VM-16H ................................ 1.84

VM-1H4C .............................. 5.46

VM-200HDCP ....................... 1.72

VM-20ARII............................. 1.19

VM-216H .............................. 1.85

VM-22H ................................ 1.76

VM-22HD .............................. 1.91

VM-24H ................................ 1.81

VM-24HC .............................. 1.83

VM-24HDCP ......................... 1.74

VM-25 ................................... 1.34

VM-28H ................................ 1.85

VM-2C ................................... 1.37

VM-2DH ................................ 1.86

VM-2DP ................................. 1.87

VM-2HD ................................ 1.90

VM-2HDCPxl ......................... 1.73

VM-2HDxl .............................. 1.90

VM-2HN* ................................ 1.77

VM-2Hxl ................................ 1.76

VM-2N ................................... 1.9

VM-300HDCP ....................... 1.72

VM-30AVB ............................ 1.14

VM-30CA .............................. 1.39

VM-312 ................................. 1.12

VM-3AN ................................ 1.63

VM-3HN* ................................ 1.77

VM-3VN ................................ 1.25

VM-400HDCP ....................... 1.72

VM-4DP ................................. 1.88

VM-4HC ................................ 1.82

VM-4HD ................................ 1.92

VM-4HDCPxl ......................... 1.74

VM-4HDxl .............................. 1.92

VM-4HN* ................................ 1.77

VM-4Hxl ................................ 1.81

VM-50AN .............................. 1.65

VM-50CA .............................. 1.40

VM-50V ................................. 1.30

VM-51 ................................... 1.31

VM-5ARII ............................... 1.15

VM-5DS ................................. 1.16

VM-5HDxln ............................ 1.93

VM-5YCxl............................... 1.17

VM-73 ................................... 1.23

VM-80V ................................. 1.32

VM-8H ................................... 1.84

VM-92 ................................... 1.21

VM-9S ................................... 1.10

VM-9T ................................... 1.11

VP-1 ....................................... 4.24

VP-10 .................................... 1.45

VP-100 .................................. 4.25

VP-103 .................................. 1.55

VP-108 .................................. 1.60

VP-111K ............................... 1.47

VP-123 .................................. 1.43

VP-123V ............................... 1.43

VP-12NHD ............................ 1.61

VP-12x8 ................................ 2.98
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New products colored in red

VP-14 .................................... 3.50

VP-14xl .................................. 3.43

VP-15 .................................... 1.45

VP-1608 ............................... 2.90

VP-161xl ............................... 2.39

VP-16x18AK ......................... 2.99

VP-18 .................................... 1.45

VP-200AK ............................. 1.53

VP-200Dxl ............................. 1.51

VP-200K ............................... 1.52

VP-200xln ............................. 1.54

VP-201xl ............................... 2.23

VP-210K ............................... 1.48

VP-211K ............................... 2.25

VP-222K ............................... 2.26

VP-242 .................................. 2.27

VP-27 .................................... 2.124

VP-28 .................................... 2.125

VP-2K .................................... 1.49

VP-2L ..................................... 1.46

VP-2x2................................... 2.91

VP-300K ............................... 1.52

VP-31 .................................... 2.28

VP-311DVI ............................ 2.47

VP-31KSi ............................... 2.29

VP-321xl ............................... 2.39

VP-32K .................................. 2.30

VP-400K ............................... 1.52

VP-409 .................................. 7.4

VP-41 .................................... 2.31

VP-410 .................................. 7.5

VP-411DS ............................. 2.33

VP-417 .................................. 7.6

VP-419xl ............................... 7.7

VP-420 .................................. 7.8

VP-421 .................................. 7.9

VP-422 .................................. 7.10

VP-423 .................................. 7.11

VP-424* .................................. 7.12

VP-425* .................................. 7.13

VP-426* .................................. 7.14

VP-427* .................................. 7.15

VP-435 .................................. 7.16

VP-436N ............................... 7.24

VP-437N ............................... 7.26

VP-43xl .................................. 4.34

VP-460 .................................. 7.28

VP-461 .................................. 7.30

VP-470 .................................. 7.17

VP-472 .................................. 7.18

VP-473 .................................. 7.19

VP-480 .................................. 7.20

VP-481 .................................. 7.21

VP-482 .................................. 7.22

VP-483 .................................. 7.23

VP-4x1CS .............................. 2.32

VP-4x4K ................................ 2.92

VP-4x8................................... 2.93

VP-4x8AK .............................. 2.94

VP-4xl .................................... 1.56

VP-501N ............................... 7.64

VP-505 .................................. 7.65

VP-506 .................................. 7.66

VP-553* .................................. 7.32

VP-5R .................................... 1.57

VP-5xl .................................... 1.56

VP-61N ................................. 2.34

VP-61xl .................................. 2.34

VP-64ETH ............................. 2.88

VP-66ETH ............................. 2.88

VP-690 .................................. 7.34

VP-6xln .................................. 1.58

VP-701xl ............................... 7.67

VP-72 .................................... 1.50

VP-725N ............................... 7.36

VP-725NA ............................ 7.38

VP-728 .................................. 7.40

VP-729 .................................. 7.42

VP-730 .................................. 7.44

VP-731 .................................. 7.46

VP-747 .................................. 7.48

VP-747T ................................ 7.50

VP-770 .................................. 7.51

VP-771 .................................. 7.53

VP-773AMP.......................... 7.55

VP-774AMP.......................... 7.55

VP-790 .................................. 7.57

VP-791* .................................. 7.59

VP-792 .................................. 7.60

VP-793* .................................. 7.61

VP-794* .................................. 7.62

VP-800 .................................. 6.23

VP-81KSi* ............................... 2.35

VP-81SIDN* ............................ 2.67

VP-84ETH ............................. 2.88

VP-885 .................................. 2.86

VP-88K .................................. 2.89

VP-8K .................................... 1.59

VP-8x4................................... 2.95

VP-8x4AK .............................. 2.96

VP-8x8................................... 2.93

VP-8x8AK .............................. 2.97

VS-1011 ............................... 2.15

VS-106 .................................. 13.45

VS-1201xl ............................. 2.14

VS-121HC ............................. 2.19

VS-12DP-IR ........................... 2.44

VS-1616A ............................. 2.102

VS-1616D ............................. 2.107

VS-161H ............................... 2.54

VS-162V................................ 2.83

VS-211H ............................... 2.51

VS-211HA* ............................. 2.49

VS-211HDxl .......................... 2.56

VS-21B .................................. 2.10

VS-21DP-IR ........................... 2.45

VS-21H-IR ............................. 2.50

VS-21HDCP-IR ...................... 2.46

VS-24xl .................................. 2.11

VS-2DVA ............................... 2.24

VS-30FW .............................. 6.13

VS-311H ............................... 2.52

VS-3232A ............................. 2.103

VS-3232DN .......................... 2.107

VS-3232V ............................. 2.84

VS-3232Vxl ........................... 2.84

VS-33Vxl ................................ 2.17

VS-401USB........................... 2.62

VS-402xl ............................... 2.75

VS-406 .................................. 13.46

VS-40FW .............................. 6.14

VS-411 .................................. 2.15

VS-41AV................................ 2.12

VS-41H .................................. 2.54

VS-41HC ............................... 2.53

VS-41HD ............................... 2.58

VS-41HDCP .......................... 2.48

VS-41USB ............................. 2.61

VS-421 .................................. 2.13

VS-4228 ............................... 2.104

VS-42HC ............................... 2.85

VS-42HDCP* .......................... 2.114

VS-42HN ............................... 2.109

VS-44FO* ................................ 2.123

VS-44HC ............................... 2.85

VS-44HD ............................... 2.119

VS-44HDCP* .......................... 2.115

VS-44HDxl ............................. 2.119

VS-44HN ............................... 2.109

VS-48HDxl ............................. 2.120

VS-48HN ............................... 2.111

VS-4FW ................................. 6.15

VS-4X .................................... 2.41

VS-55A .................................. 2.42

VS-55V .................................. 2.20

VS-55YC ................................ 2.21

VS-5x5 ................................... 2.77

VS-601xlm ............................ 2.14

VS-606xl ............................... 2.78

VS-611 .................................. 2.15

VS-626 .................................. 2.79

VS-62H* .................................. 2.110

VS-6464DN .......................... 2.107

VS-66FW .............................. 2.113

VS-66HDCPxl ........................ 2.116

VS-66HN ............................... 2.111

VS-6EII ................................... 2.76

VS-6EIII .................................. 2.76

VS-801USB* .......................... 2.63

VS-801xlm ............................ 2.14

VS-802xl ............................... 2.75

VS-804xl ............................... 2.78

VS-808TP ............................. 2.100

VS-808YC ............................. 2.80

VS-808xl ............................... 2.78

VS-81AV................................ 2.16

VS-81FW .............................. 2.55

VS-81H .................................. 2.54

VS-81HD ............................... 2.58

VS-81HDxl ............................. 2.59

VS-81SP ................................ 2.43

VS-828 .................................. 2.79

VS-82HDxl ............................. 2.121

VS-84HDCPxl ........................ 2.116

VS-84HN ............................... 2.111

VS-88A .................................. 2.101

VS-88DT* ................................ 2.112

VS-88DVI ............................... 2.117

VS-88FO* ................................ 2.123

VS-88HCB ............................. 2.81

VS-88HD ............................... 2.122

VS-88HDCPxl ........................ 2.116

VS-88HDxl ............................. 2.122

VS-88HN ............................... 2.111

VS-88SDI ............................... 2.118

VS-88V .................................. 2.82

VS-8FW ................................. 6.15

Video Display System (VDS) ... 12.8

WP-306 ................................ 5.47

WP-4iR .................................. 3.51

WP-500 ................................ 3.32

WP-501 ................................ 3.33

WP-561 ................................ 5.48

WP-562 ................................ 5.48

WP-571 ................................ 5.49

WP-572 ................................ 5.49

WP-577VH* ........................... 5.50

WP-580R.............................. 5.43

WP-580RXR ......................... 5.44

WP-580T .............................. 5.43

WP-580TXR ......................... 5.44

WSI-1VGA ............................. 2.38

Yarden 4-C* ............................ 13.14

Yarden 4-O* ............................ 13.17

Yarden 5-O* ............................ 13.18

Yarden 6-C* ............................ 13.15

Yarden 6-CH* ......................... 13.22

Yarden 6-ID* ........................... 13.21

Yarden 6-O* ............................ 13.19

Yarden 6-OD* ......................... 13.20

Yarden 8-C* ............................ 13.16

Yarden 8-CH* ......................... 13.23

Yarden 8-T* ............................ 13.24
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AD-A35M/2RF ........................8.79

AD-BF/BF .................................8.79

AD-BF/RM ................................8.79

AD-BM/2BFT ...........................8.79

AD-BM/2BFY ...........................8.79

AD-BM/75 ...............................8.79

AD-BM/RF ................................8.79

AD-D9F/D9F ............................8.79

AD-D9M/D9M .........................8.79

AD-DF/DF/RA .........................8.80

AD-DF/DF/RA-FLAT ................8.80

AD-DF/DM/RA ........................8.80

AD-DF/HM ...............................8.79

AD-DM/GF ................................8.79

AD-DM/HF ...............................8.79

AD-GF/GF .................................8.79

AD-GM/GF/RA ........................8.79

AD-GM/GM ..............................8.79

AD-HF/HF .................................8.79

AD-HF/HF/RA .........................8.80

AD-HF/HF/RA-FLAT ................8.80

AD-HF/HM/RA ........................8.79

AD-RF/RF .................................8.79

ADC-DF/HM .............................8.80

ADC-DM/DF+GF .......................8.80

ADC-DM/HF .............................8.80

ADC-DMA/5BF-1 .....................8.80

ADC-DPM/DF ...........................8.80

ADC-DPM/GF ...........................8.80

ADC-DPM/HF ...........................8.80

ADC-HM/HF/PICO*...................8.80

ADC-MDP/DF ...........................8.80

ADC-MDP/GF ...........................8.80

ADC-MDP/HF ...........................8.80

BC-1T ........................................8.18

BC-1T/LSHF .............................8.69

BC-1X ........................................8.9

BC-1X/LSHF(22AWG)-300M ....8.67

BC-1X59 ...................................8.10

BC-2S ........................................8.20

BC-2S/LSHF .............................8.70

BC-2S12/LSHF* ........................8.72

BC-2S14/LSHF* ........................8.71

BC-2T ........................................8.19

BC-2X ........................................8.11

BC-3X ........................................8.12

BC-3X2T7S ...............................8.17

BC-4S14/LSHF* ........................8.73

BC-4X ........................................8.13

BC-5X ........................................8.14

BC-5X/LSHF .............................8.68

BC-5X26 ...................................8.16

BC-5X5S ...................................8.15

BC-CAT5E/LSHF ......................8.76

BC-CAT6a*..................................8.25

BC-DGKat524 ...........................8.21

BC-DGKat623 ...........................8.22

BC-DGKat623/LSHF* ...............8.74

BC-DGKat7a23 .........................8.23

BC-HDKat6a* .............................8.24

BC-RG63G* ................................8.8

BC-STP ......................................8.27

BC-XTP ......................................8.26

BC-XTP/LSHF ...........................8.75

BCP-1T ......................................8.58

BCP-2/16*.................................8.57

BCP-2/22*.................................8.56

BCP-2S ......................................8.60

BCP-2T ......................................8.59

BCP-4F/50M* ...........................8.54

BCP-5X-SOLID ...........................8.55

BCP-DGKat623 ........................8.61

BCP-RG63G* ..............................8.53

C-2LC/2LC ...............................8.48

C-2RAM/2RAM .......................8.50

C-3RVAM/3RVAM ...................8.36

C-3RVM/3RVM .......................8.35

C-4FDM/4FDM ........................8.44

C-4LC/4LC ...............................8.48

C-5BM/5BM ............................8.34

C-5RVAM/5RVAM ...................8.36

C-A35M/2IRE ..........................8.51

C-A35M/2RAM &  

C-A35F/2RAM .........................8.49

C-A35M/2RAM &  

C-A35F/2RAM .........................8.49

C-A35M/A35F .........................8.49

C-A35M/A35M .......................8.49

C-A35M/D9F ...........................8.50

C-A35M/IRE .............................8.51

C-A35M/IRR ............................8.51

C-AC/POWERCORD .................9.24

C-AFDM/AFDM ........................8.43

C-AS35M/AS35F ....................8.49

C-BM/BM .................................8.34

C-D9F/3PM..............................8.80

C-DGK6/DGK6 .........................8.52

C-DM/DM .................................8.42

C-DM/DM/FLAT(W)................8.42

C-DM/DM/XL ..........................8.42

C-DMA/5BM ............................8.44

C-DPM/DPM ............................8.45

C-DPM/HM ..............................8.46

C-FM4/FM4 .............................8.47

C-FM6/FM4 .............................8.47

C-FM6/FM6 .............................8.47

C-FM9/FM9 .............................8.47

C-FODM/FODM ........................8.43

C-FODPM/FODPM ...................8.46

C-FOHM/FOHM ........................8.41

C-GM/3RVM & C-GM/3RVF ..8.32

C-GM/5BM & C-GM/5BF & 

C-GF/5BM & C-GF/5BF ..........8.33

C-GM/GM & C-GM/GF ............8.28

C-GM/GM(45) ..........................8.28

C-GM/GM(90) ..........................8.29

C-GM/GM(90-UP) ....................8.29

C-GM/xl ....................................8.29

C-GMA/GMA(45) .....................8.30

C-GMA/GMA(90) .....................8.31

C-GMA/GMA(90-UP) ...............8.31

C-GMA/GMA ............................8.30

C-GMAC/GMAC .......................8.31

C-HDK6/HDK6* ........................8.52

C-HM/DM .................................8.41

C-HM/HM .................................8.38

C-HM/HM-KRTL .......................8.39

C-HM/HM/A-C ........................8.41

C-HM/HM/A-D ........................8.41

C-HM/HM/ETH .......................8.38

C-HM/HM/FLAT-KRTL ............8.40

C-HM/HM/FLAT/ETH ............8.39

C-HM/HM/PICO* ......................8.39

C-HM/HM/PRO .......................8.38

C-IRR/HDR4F-KIT .....................8.51

C-MBM/MBM ..........................8.34

C-MDM/MDM* ..........................8.42

C-MDMA/MGMA .....................8.44

C-MDP/HM ..............................8.46

C-MDPM/MDPM* .....................8.45

C-MDPMA/MDPMA* ................8.45

C-MGM/MGM ..........................8.28

C-MGMA/MGMA .....................8.30

C-MH1/MH1 ............................8.32

C-MHM/MHM ..........................8.40

C-MHMA/MHMA .....................8.40

C-MHWP500 ............................8.32

C-MRVM/MRVM......................8.35

C-R3VM/R3VM .......................8.35

C-R4VM/R4VM .......................8.36

C-RVM/RVM ............................8.35

C-SC/SC/OM3 .........................8.48

C-SF/2RVM & C-SM/2RVM ...8.37

C-SM/2BM & C-SM/2BF .......8.37

C-SM/SM .................................8.37

C-SMA/SMA .............................8.37

C-TOSLINK/KRTL* .....................8.52

C-UAM/DC35-3 .......................8.80

C-XLQM/XLQF..........................8.50

CABLE BOOT .............................8.85

CABLE PULL SLEEVE ................8.86

CC-BNC/RCA/F .......................8.83

CCR-BNC ...................................8.84

CCR-RJ45 .................................8.85

CLS-DM/DM ............................8.78

CLS-GM/GM .............................8.77

CLS-GMA/GMA ........................8.77

CLS-HM/HM/ETH ...................8.78

COLOR RINGS ...........................8.84

CON-HD15 ................................8.85

CP-2RAM/2RAM .....................8.65

CP-3RVAM/3RVAM ................8.64

CP-A35M/A35M .....................8.65

CP-DGK6/DGK6.......................8.66

CP-GM .......................................8.63

CP-GM/GM/xl ..........................8.62
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New products colored in red

CP-GMA/GMA/xl .....................8.62

CP-HM/DM ..............................8.64

CP-HM/HM/ETH .....................8.64

CP-MH1/MH1/xl ....................8.63

CPA-UAM/UAF* ........................8.65

CTW-BNC ..................................8.84

F-010 ........................................9.56

F-021 ........................................9.56

F-110 ........................................9.59

F-121 ........................................9.57

F-571 ........................................9.57

FERRITE CORES ........................8.86

FLA-10 ......................................9.58

FLA-12 ......................................9.58

FLA-13 ......................................9.58

FLA-1F .......................................9.58

FLA-2F .......................................9.58

FRAME-1G ................................9.35

FRAME-2G ................................9.35

K-ABLE-BOX ..............................9.25

K-POD301 .................................9.28

On-Wall Box (Decora) ...............9.54

On-Wall Box (EU) ......................9.54

On-Wall Box (Merten) ...............9.55

On-Wall Box (US) ......................9.55

RC-10TB* ...................................9.72

RC-11TB ...................................9.72

RC-20TB ...................................9.73

RC-21TB ...................................9.73

RG-6 BNC .................................8.82

RG-6 RCA ..................................8.82

RTBUS-11 .................................9.29

RTBUS-12 .................................9.30

RTBUS-21 .................................9.31

SID-XBP* .....................................9.26

T-2INSERT .................................9.26

T-RC ...........................................9.27

T-TBLANK .................................9.27

T10F ..........................................9.21

T1AF ..........................................9.19

T3F ............................................9.20

T4F ............................................9.20

T5F ............................................9.21

T6F ............................................9.21

TBUS-10xl .................................9.17

TBUS-1Axl .................................9.12

TBUS-201xl ...............................9.32

TBUS-202xl ...............................9.33

TBUS-3xl ...................................9.13

TBUS-4xl ...................................9.14

TBUS-5xl ...................................9.15

TBUS-6xl ...................................9.16

TL-B/CRIMP .............................8.81

TL-B/REM .................................8.81

TL-LCT .......................................8.81

TL-STRIP ....................................8.81

TL-STRIP/C ...............................8.81

TL-WS .......................................8.81

TS-201 POWER-SOCKETS* .......9.23

TS-Power-Socket .......................9.22

UTBUS-1xl .................................9.18

VA-122 ......................................8.79

VPM-2 .......................................9.39

W-1F .........................................9.65

W-2BLANK ...............................9.72

W-2UC ......................................9.73

W-5PS .......................................9.73

W-BLANK* ..................................9.72

W-COM1 ...................................9.69

W-DP .........................................9.64

W-DVI ........................................9.64

W-DVIA......................................9.64

W-H ...........................................9.63

W-LM ........................................9.68

W-S1 .........................................9.63

W1145 .....................................9.71

W4545 .....................................9.71

WA-1H ......................................9.65

WA-1PN* ....................................9.65

WA-1XLF ...................................9.68

WA-1XLM .................................9.68

WA-20N ....................................9.38

WA-21N ....................................9.38

WA-22N ....................................9.38

WA-23N ....................................9.38

WA-2N ......................................9.62

WA-3N ......................................9.66

WA-45 ......................................9.66

WAP-1 ......................................9.45

WAS-1N ....................................9.67

WAS-3 .......................................9.63

WAS-3P ....................................9.63

WAS-4 .......................................9.63

WAV-1N ....................................9.66

WAV-1R ....................................9.67

WAV-1RP ..................................9.67

WAV-2.......................................9.49

WAV-3.......................................9.62

WAV-5.......................................9.47

WAV-5C ....................................9.47

WAV-5H ....................................9.50

WAV-5YC ..................................9.47

WAV-645 ..................................9.48

WAV-6H ....................................9.51

WAV-6UBA ...............................9.48

WAV-6YC ..................................9.48

WAV-DA1 .................................9.52

WAV-DA2 .................................9.52

WBR ..........................................9.61

WCP ..........................................9.71

WCP-2.......................................9.71

WCP-21 ....................................9.71

WD-2F .......................................9.69

WD-2M .....................................9.69

WD-FM ......................................9.69

WD-MF ......................................9.69

WHC-3 ......................................9.62

WP-101 ....................................9.40

WP-110 ....................................9.40

WP-110xl* ..................................9.41

WP-120 ....................................9.41

WP-121 ....................................9.42

WP-210 ....................................9.42

WP-210A ..................................9.43

WP-211DS ...............................9.43

WP-220 ....................................9.44

WP-230 ....................................9.44

WP-27 ......................................9.36

WP-28 ......................................9.36

WP-2UC* ....................................9.45

WP-301xl* ..................................9.45

WP-3TB ....................................9.35

WP-H1M ...................................9.50

WP-H2M ...................................9.50

WPN-11 ....................................9.39

WPN-12 ....................................9.39

WPX-3 .......................................9.46

WR45 .......................................9.62

WRR ..........................................9.61

WSP-1 .......................................9.68

WU-AA ......................................9.70

WU-AB ......................................9.70

WU-BA ......................................9.70

WV-11N ....................................9.37

WV-12N ....................................9.37

WV-20N ....................................9.37

WVS-1 .......................................9.49

WVS-2 .......................................9.49

WX-1N ......................................9.60

WX-2F .......................................9.59

WX-2M .....................................9.59

WX-F5B ....................................9.60

WX-FM ......................................9.60

WX-MF ......................................9.60

WXA-1 ......................................9.46

WXA-2 ......................................9.61

WXA-2P ....................................9.61

WXA-3 ......................................9.46

WXA-H* ......................................9.51

WXL-1FM ..................................9.53

WXL-2F .....................................9.53

WXV-1 .......................................9.46
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SIERRA PRODUCT INDEX

Lassen XL™ & Lassen HD™ Series Routing Switchers 

16x16 & 32x32 Overview ................................................................11.2

Lassen XL™ 16 Series Video Routing Switchers 

16x16 Composite Video Routing Switchers with Balanced Stereo Audio ..11.3

Lassen XL™ 32 Series Video Routing Switchers 

32x32 Composite Video Routing Switchers with Balanced Stereo Audio ......11.4

Lassen HD™ 16 Series Video Routing Switchers 

16x16 HD-SDI (1.5G) Routing Switchers with Analog or Digital Audio .....11.5

Lassen HD™ 32 Series Video Routing Switchers 

32x32 HD-SDI (1.5G) Routing Switchers with Analog or Digital Audio .....11.6

Lassen XL™ 16 & 32 Series Audio Routing Switchers 

16x16 & 32x32 Analog & Digital Audio only Routing Switchers .............11.7

Viper Composite Video Routing Switchers 

8x8 & 64x64 Modular Composite Video Routing Switchers ..................11.10

Yosemite Composite Video Routing Switchers 

32x96 to 128x128 Modular Composite Video Routing Switchers  ........11.12

Yosemite Analog Audio Series Routing Switchers 

32x32 & 128x128 Modular Analog Audio Routing Switchers ...............11.14

Alta Pro™ Series Video Routing Switchers 

8x4, 8x8, 12x4 & 12x8 Overview  ...................................................11.16

Alta Pro™ Routing Switchers 

8x4, 8x8, 12x4 & 12x8 RGBHV & RGB/YUV Routing Switchers with  

Balanced Stereo Audio ......................................................................11.17

Sierra Pro™ XL Series Routing Switchers 

8x16, 16x8, 16x16,16x32, 32x16, 32x32 Overview .........................11.19

Sierra Pro™ XL 16 Series Video Routing Switchers 

8x16, 16x8 & 16x16 RGBHV & RGB/YUV Routing Switchers  

with Balanced Stereo Audio  ............................................................11.20

Sierra Pro™ XL 32 Series Video Routing Switchers 

16x32, 32x16 & 32x32 RGBHV & RGB/YUV Routing Switchers  ........11.21

Sierra Pro™ XL 16 and 32 Series Front Control Panels 

Sierra Pro™ XL Front Control Panel Overview ....................................11.22

Sierra Pro™ XL 32 Series Audio Routing Switchers 

16x32, 32x16 & 32x32 Companion Balanced Stereo Audio  

Routing Switchers ..........................................................................11.23

Sierra Pro™ 64 XL Series Video Routing Switchers 

32x48 to 64x64 Overview ..............................................................11.25

Sierra Pro™ 64 XL Series Video Routing Switchers 

RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio  .....11.26

Aspen 3G HD-SDI Routing Switchers 

16x16, 32x32 & 72x72 3G HD-SDI Routing Switchers  ......................11.28

Aspen Remote Control Panels 

16x16, 32x32 & 72x72 Ethernet XY Remote Control Panels  

for Aspen Routers .........................................................................11.29

Ponderosa 3G HD-SDI Routing Switchers 

8x8 to 128x128 Modular 3G HD-SDI Routing Switchers .....................11.31

SierraView™ SVG MultiViewer 

4-20 HDMI/HD-SDI input Pro-Centric Modular MultiViewer  .................11.33

SierraView™ SMP-xx and MV-xx MultiViewer Family 

SMP-xx amd MV-xx Broadcast-Centric Family Overview     .....................11.34

SierraView™ SMP-xx MultiViewer Family 

4-16 HDMI/HD-SDI input Broadcast-Centric Modular MultiViewer  ........11.35

SierraView™ MV-xx MultiViewer Family 

4-64 HDMI/HD-SDI input Broadcast-Centric Modular MultiViewer  ........11.36

TyLinx Pro 

Router Control Software  ................................................................11.39

MediaNAV™ 

Advanced Browser-Based Control and Configuration Software  

and Mediator-EC Controller .............................................................11.42

Sierra Programmable Control Panels  ...............................................11.43

Sierra Single Bus & XY Control Panels  .............................................11.45

SP-14 

Broadcast-Grade Frame Rate and Standards Converter with  

Motion Estimation and Motion Compensation .....................................11.46
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AV SOLUTIONS FOR MEDICAL ENVIRONMENTS

NAME DESCRIPTION INPUTS OUTPUTS SIZE PAGE

SWITCHERS & ROUTERS

VS-1616D* 2x2 to 16x16 Modular Multi−Format Digital Matrix Switcher 2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

19” (4U) 2.107

FORMAT & STANDARDS CONVERTERS

FC-113* HDMI to 3G HD−SDI Format Converter 1 HDMI 2 3G HD-SDI DigiTOOLS® 4.16

FC-331* 3G HD−SDI to HDMI Format Converter 1 3G HD-SDI 1 HDMI DigiTOOLS® 4.19

RANGE EXTENDERS & REPEATERS

PT-571HDCP* DVI (HDCP) over Twisted Pair Transmitter 1 DVI (HDCP) 1 DGKat Pico TOOLS™ 5.36

PT-572HDCP+* DVI (HDCP) over Twisted Pair Receiver 1 DGKat 1 DVI (HDCP) Pico TOOLS™

602R/T Detachable DVI Optical Transmitter & Receiver 1 DVI
2 Optical LC

2 Optical LC
1 DVI

Misc 5.64

610R/T Detachable DVI Optical Transmitter & Receiver 1 DVI
4 Optical LC

4 Optical LC
1 DVI

Misc 5.65

614R/T Single−Fiber Detachable DVI Optical Transmitter & Receiver 1 DVI
1 Optical SC (M)

1 Optical SC (M)
1 DVI

Misc 5.66

SPECIALTY AV PRODUCTS

MV-6* 3G HD−SDI Multiviewer 6 3G HD-SDI 1 3G HD-SDI
1 HDMI
1 CV

19” 6.27

KW-11* Wireless High Definition Transmitter/Receiver 1 HDMI
1 Wireless RF

1 Wireless RF
1 HDMI

MiniTOOLS™ 6.25
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Kramer’s AV solutions play an instrumental role in a variety of hospital settings. We give doctors and other clinical professionals smart 

and precise signal management solutions for the operating room to increase efficiency and support team collaboration. We enhance 

learning and training environments both in the classroom and remotely. And we make it easier for doctors and hospital administrators to 

seamlessly present and collaborate in (and out of) the boardroom. 

In the modern medical environment, securing clinical data is essential. Kramer follows the highest industry standards for data security. 

Kramer AV solutions for medical environments are certified according to the IEC 60601-1-2, Clause 2.1.3, Medical Electrical Equipment, 

Part 1: General Requirements for EMC standard, which is required when accessory devices are used at locations where medical 

personnel and patients are present. 

Kramer also meets other specific national and international industry certifications for medical data security as necessary.   

* To order the medical version of the above products, use the -MD extension to their name.



TABLE OF CONTENTS

Each group contains its own specific table of contents.
Note: Specifications are subject to change without notice.

VIII KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016

WWW.KRAMERELECTRONICS.COM INTRODUCTION  TABLE OF CONTENTS

    INTRODUCTION

ALPHABETICAL PRODUCT INDEX ............................................ I

CABLES, CONNECTORS & ROOM CONNECTIVITY INDEX .... IV

SIERRA PRODUCT INDEX .........................................................VI

AV SOLUTIONS FOR MEDICAL ENVIRONMENTS .................. VII

TABLE OF CONTENTS ............................................................. VIII

ICON GLOSSARY ...................................................................... XII

KRAMER ELECTRONICS COMPANY MILESTONES ............. XIV

KRAMER ELECTRONICS AWARDS AND RECOGNITIONS ....XV

FROM THE DESK  OF DR. JOSEPH KRAMER........................ XVI

KRAMER MARKETING TOOLS ............................................... XVII

ABBREVIATIONS..................................................................... XXII

VIA GROUP 

    COLLABORATION

WIRELESS COLLABORATION SOLUTION  ......................... VIA.2

GROUP 1 

    DISTRIBUTION AMPLIFIERS

ALL DISTRIBUTION AMPLIFIERS  ............................................ 1.9

ANALOG

AV (CV & Y/C + Audio) ...............................................................1.9

CV (Composite Video) ................................................................1.20

Y/C (s-Video) .............................................................................1.35

Component (YUV) ......................................................................1.37

RGBHV & RGBS .........................................................................1.43

Computer (15-Pin HD) ...............................................................1.46

Twisted Pair (CAT 5) ..................................................................1.61

Audio Only ..................................................................................1.62

Microphone ................................................................................1.69

RF (Cable TV) .............................................................................1.71

DIGITAL

DVI  ............................................................................................1.72

HDMI ..........................................................................................1.76

Display Port ...............................................................................1.86

HD-SDI & SDI .............................................................................1.89

Audio Only ..................................................................................1.96

GROUP 2 

    SWITCHERS & ROUTERS

SINGLE OUTPUT  ...................................................................... 2.10

ANALOG 

AV (CV & Y/C + Audio) .............................................................2.10

CV (Composite Video) ................................................................2.17

Y/C (s-Video) .............................................................................2.21

Computer (15-Pin HD) ...............................................................2.22

Audio Only ..................................................................................2.40

DIGITAL

Display Port ...............................................................................2.44

DVI .............................................................................................2.46

HDMI ..........................................................................................2.49

FIREWIRE® ................................................................................2.55

HD-SDI & SDI .............................................................................2.56

Audio Only ..................................................................................2.60

USB ............................................................................................2.61

Twisted Pair ...............................................................................2.64

ROUTERS (MATRIX SWITCHERS)

FIXED & MODULAR I/O ........................................................... 2.75

ANALOG 

AV (CV & Y/C + Audio) .............................................................2.75

CV (Composite Video) ................................................................2.82

Y/C (s-Video) .............................................................................2.83

Component (YUV) ......................................................................2.85

RGBHV & RGBS .........................................................................2.87

Computer (15-Pin HD) ...............................................................2.91

Twisted Pair/CAT 5 ................................................................2.100

Audio Only ................................................................................2.101

RS-422 ....................................................................................2.104

DIGITAL

HDMI ........................................................................................2.105

FIREWIRE® ..............................................................................2.113

DVI ...........................................................................................2.114

HD-SDI & SDI ...........................................................................2.118

PRESENTATION SWITCHERS

MULTI‑FORMAT .......................................................................2.124



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016

WWW.KRAMERELECTRONICS.COM 

IX

INTRODUCTION  TABLE OF CONTENTS

GROUP 3 

    CONTROL  SYSTEMS

SUMMITVIEW™ SYSTEM ......................................................... 3.6

Switcher/Processor ....................................................................3.6

Wall Plate Inputs .......................................................................3.10

Mounting Accessories ...............................................................3.15

MEDIA & ROOM CONTROLLERS .......................................... 3.16

CONTROL PROCESSORS ...................................................... 3.34

AUXILIARY CONTROL PANELS ............................................. 3.38

COMMUNICATION CONTROLLERS ..................................... 3.41

CONTROL PANELS .................................................................. 3.44

REPEATERS & HUBS ............................................................... 3.47

CONTROL ACCESSORIES ...................................................... 3.52

CONTROL SOFTWARE ............................................................ 3.58

GROUP 4

    FORMAT & STANDARDS CONVERTERS 

STANDARD DEFINITION VIDEO .............................................. 4.4

CV & Y/C ....................................................................................4.4

Component RGB/S/HV ............................................................4.14

HD‑SDI ......................................................................................... 4.16

15‑PIN HD COMPUTER ........................................................... 4.22

AUDIO & DIGITAL VIDEO CONVERSION .............................. 4.26

COMMUNICATIONS CONVERTERS .................................... 4.32

GROUP 5

    RANGE  EXTENDERS & REPEATERS

TRANSMITTERS & RECEIVERS............................................... 5.9

ANALOG

AV (CV & Y/C + Audio) ...............................................................5.9

CV (Composite Video) ................................................................5.13

Component (YUV) ......................................................................5.14

Computer (15-Pin HD) ...............................................................5.16

USB/RS-232 & IR .....................................................................5.34

DIGITAL

DVI .............................................................................................5.36

FIREWIRE® ................................................................................5.37

HDMI ..........................................................................................5.38

TRANSCEIVERS ........................................................................ 5.51

DISTRIBUTION AMPLIFIERS .................................................. 5.55

COMPOSITE VIDEO .................................................................. 5.62

COMPUTER GRAPHICS VIDEO ............................................. 5.63

DVI ................................................................................................ 5.64

FIREWIRE® ................................................................................. 5.70

HDMI ............................................................................................ 5.71

HD‑SDI ......................................................................................... 5.73

REPEATERS

DVI ................................................................................................ 5.76

FIREWIRE® ................................................................................. 5.77

HDMI ............................................................................................ 5.78



X KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016

WWW.KRAMERELECTRONICS.COM INTRODUCTION  TABLE OF CONTENTS

GROUP 6

    SPECIALTY AV PRODUCTS

VIDEO ACCESSORIES ............................................................... 6.5

EDID EMULATORS ..................................................................... 6.9

FIREWIRE® HUBS ..................................................................... 6.13

SIGNAL GENERATORS............................................................ 6.16

MEDIA PLAYERS ....................................................................... 6.24

WIRELESS .................................................................................. 6.25

PICTURE‑IN‑PICTURE /MULTIVIEWER ................................ 6.26

ISOLATION TRANSFORMERS & CLAMPERS .................... 6.31

VIDEO/COMPUTER/SYNC PROCESSORS ....................... 6.35

POWER SUPPLIES ................................................................... 6.40

H.264 ENCODER/STREAMER ............................................. 6.48

HDMI OVER IP (JPEG2000) .................................................... 6.50

GROUP 7

    SCAN CONVERTERS & SCALERS 

VIDEO SCALERS ......................................................................... 7.4

PRESENTATION SCALER/SWITCHERS ............................. 7.24

EVENT/BROADCAST SCALERS ........................................... 7.57

SCAN CONVERTERS ............................................................... 7.64

GROUP 8

    CABLES & CONNECTORS

BULK CABLES ............................................................................. 8.8

Video Cables ................................................................................8.8

Audio/Control Cables ................................................................8.18

Twisted Pair Cables ...................................................................8.21

CABLE ASSEMBLIES ............................................................... 8.28

VIDEO ASSEMBLIES

15-PIN HD .................................................................................8.28

BNC ...........................................................................................8.34

RCA ............................................................................................8.35

s-Video (4-PIN) ...........................................................................8.37

HDMI ..........................................................................................8.38

DVI .............................................................................................8.42

Display Port ...............................................................................8.45

FIREWIRE® ................................................................................8.47

LC Fiber Optic ............................................................................8.48

SC Fiber Optic ............................................................................8.48

AUDIO ASSEMBLIES

3.5mm .......................................................................................8.49

RCA ............................................................................................8.50

XLR ............................................................................................8.50

GROUP 8 (CONTINUED)

    CABLES & CONNECTORS

CONTROL ASSEMBLIES

9-Pin D (RS-232) .......................................................................8.50

IR Emitter ...................................................................................8.51

IR Receiver .................................................................................8.51

TWISTED PAIR ASSEMBLIES

RJ-45 (CAT 5) ...........................................................................8.52

TOSLINK .....................................................................................8.52

PLENUM CABLES

BULK CABLES ........................................................................... 8.53

Video Cables ..............................................................................8.53

Audio/Control Cables ................................................................8.56

Twisted Pair Cables ...................................................................8.61

CABLE ASSEMBLIES ............................................................... 8.62

VIDEO ASSEMBLIES

15-pin HD ..................................................................................8.62

RCA ............................................................................................8.64

HDMI ..........................................................................................8.64

AUDIO ASSEMBLIES

3.5mm .......................................................................................8.65

RCA ............................................................................................8.65

CONTROL ASSEMBLIES

USB ............................................................................................8.65

TWISTED PAIR ASSEMBLIES

RJ-45 (CAT 5) ...........................................................................8.66

LOW SMOKE & HALOGEN FREE

BULK CABLES ........................................................................... 8.67

Video Cables ..............................................................................8.67

Audio/Control Cables ................................................................8.69

Twisted Pair Cables ...................................................................8.74

CABLE ASSEMBLIES ............................................................... 8.64

VIDEO ASSEMBLIES

15-pin hd ...................................................................................8.77

DVI .............................................................................................8.78

HDMI ..........................................................................................8.78

ACCESSORIES AND TERMINATIONS

TOOLS, ADAPTERS & CONNECTORS  ................................ 8.79

Adapters & Adapter Cables  .....................................................8.79

Tools ..........................................................................................8.81

Connectors ................................................................................8.82

Miscellaneous ............................................................................8.86



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016

WWW.KRAMERELECTRONICS.COM 

XI

INTRODUCTION  TABLE OF CONTENTS

GROUP 9

    ROOM CONNECTIVITY

MODULAR SOLUTIONS  ......................................................... 9.12

TBUS

Enclosure ...................................................................................9.12

Inner Frame ...............................................................................9.19

Power Socket .............................................................................9.22

Power Cord ................................................................................9.24

ACCESSORY PRODUCTS

Cable Retractors .......................................................................9.25

Brackets ....................................................................................9.26

FIXED SOLUTIONS  .................................................................. 9.28

WALL PLATES

FRAMES  ..................................................................................... 9.35

ACTIVE

AV (Audio & Video) ....................................................................9.36

Video Only ..................................................................................9.37

Audio Only ..................................................................................9.38

Computer (15-Pin HD) ...............................................................9.39

Power Amplifiers ........................................................................9.45

PASSIVE

Computer (15-Pin HD) ...............................................................9.46

RCA ............................................................................................9.49

s-Video .......................................................................................9.49

HDMI ..........................................................................................9.50

DVI .............................................................................................9.52

XLR ............................................................................................9.53

ACCESSORIES

Wall Boxes .................................................................................9.54

FLOOR BOX FRAMES .............................................................. 9.56

MOUNTING FRAMES ............................................................... 9.56

ACCESSORIES .......................................................................... 9.58

INSERTS ..................................................................................... 9.59

SINGLE & DOUBLE INSERTS

Computer (15-Pin HD)  ..............................................................9.59

BNC ...........................................................................................9.61

RCA ............................................................................................9.61

s-Video (4-pin) ............................................................................9.63

HDMI ..........................................................................................9.63

DVI .............................................................................................9.64

Display Port ...............................................................................9.64

“F” ..............................................................................................9.65

3.5 mm .....................................................................................9.65

XLR ............................................................................................9.68

Speaker/Volume Controller .......................................................9.68

9-PIN D-sub (RS-232) ................................................................9.69

USB ............................................................................................9.70

RJ-45 (CAT 5/Ethernet) ...........................................................9.71

Cable Pass-Through ...................................................................9.71

Blank Cover Plate.......................................................................9.72

Control .......................................................................................9.72

Power Supplies (DC) ..................................................................9.73

GROUP 10

    MOUNTING & RACK ADAPTERS

RACK ADAPTERS ..................................................................... 10.3

Desktop ......................................................................................10.3

Tools & DigiTOOLS® ..................................................................10.5

Pico TOOLS™ .............................................................................10.6

Large TOOLS ..............................................................................10.7

Wall Plates & Inserts ................................................................10.8

ACCESSORIES .......................................................................... 10.9

Under Table Mounting Brackets ................................................10.9

Projector Ceiling Mount Accessories ......................................10.10

GROUP 11

    SIERRA VIDEO

LASSEN....................................................................................... 11.2

VIPER ..........................................................................................11.10

YOSEMITE .................................................................................11.12

ALTA PRO ..................................................................................11.16

SIERRA PRO XL ........................................................................11.19

ASPEN ........................................................................................11.28

PONDEROSA ............................................................................11.31

SIERRAVIEW™ .........................................................................11.33

CONTROL SOFTWARE ...........................................................11.39

HARDWARE CONTROL PANELS .........................................11.43

MEDIA PROCESSING .............................................................11.46

GROUP 12

    DIGITAL SIGNAGE

DISTRIBUTION SYSTEMS ....................................................... 12.2

EXTENSION SYSTEMS ..........................................................12.10

GROUP 13

    AUDIO

SPEAKERS ................................................................................. 13.4

COMMERCIAL (GALIL) ............................................................... 13.4

HIGH-PREFORMANCE (YARDEN) ............................................ 13.14

POWERED (TAVOR) ................................................................ 13.25

STUDIO-GRADE (DOLEV) ......................................................... 13.27

ACCESSORIES ......................................................................... 13.30

POWER AMPLIFIERS ............................................................... 13.4

HI -Z (70V/100V) .................................................................. 13.32

LO-Z (4Ω/8Ω) ......................................................................... 13.33

HI -Z (70V/100V) .................................................................. 13.32

VOLUME CONTROLLERS ......................................................13.47

TRANSFORMERS AND ISOLATORS ...................................13.48

MIXERS AND PROCESSORS ...............................................13.52

FORMAT CONVERTORS ........................................................13.57



ICON GLOSSARY

ANALOG  VIDEO

Universal (CV, Y/C, YUV) 
3 BNC

Twisted Pair/CAT 5 
RJ-45/RJ-11

Universal (CV, Y/C, YUV) 
3 RCA

Universal (CV, Y/C YUV, RGBHV) 
5 BNC

VGA-UXGA & YUV
15-pin HD

RGBHV 
5 BNC

Universal (CV, Y/C YUV, RGBHV) 
15-pin HD

RGBS 
4 BNC

Twisted Pair/CAT 5 
Terminal Block

VGA-UXGA 
15-pin HD

s-Video 
2 BNC

s-Video 
4-pin

VGA-UXGA & HDTV 
15-pin HD

RGBS & YUV 
4 BNC

Cable/MATV 
F connector

SCART 
European AV

Composite video 
RCA

Composite video 
BNC

Component (YUV) 
3 RCA

Component (YUV) 
3 BNC

DC Power Output 

POWER
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FireWire® 400
4-pin FireWire

2LC-Fiber

DIGITAL VIDEO

Sync 
BNC

Serial Digital Interface
BNC

HDMI
High Definition Multi-Media Interface

3G High Definition Serial Digital Interface
BNC

FireWire® 800
9-pin FireWire

High Definition Serial Digital 
Interface BNC

FireWire® 800
9-pin FireWire®

4LC-Fiber

FireWire® 400
6-pin FireWire®

Dual Link - High Definition 
Serial Digital Interface
2 BNC

DVI
Digital Video Interface

DisplayPort

Mini DisplayPort

Fiber Optic

HDMI/DVI 
HDMI & DVI on a DVI connector

SC-Fiber
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ANALOG AUDIO

Unbalanced Mono
RCA

Unbalanced Stereo
2 RCA

Unbalanced Mono/Stereo
3.5mm

Unbalanced Stereo
Terminal Block

Balanced Mono/Stereo
XLR

Balanced Stereo
6-pin Terminal Block

Microphone
6.5mm or 3.5mm Headphones Speakers

V o 8

A

n

9

R

v

U
DIGITAL AUDIO

S/PDIF Audio
RCA

S/PDIF Audio
3.5 mm

AES/EBU Audio
6-pin Terminal Block

AES-3id
BNC

AES/EBU Audio
XLR

TOSLINK® Audio
Optical

53

qj 7

COMMUNICATIONS

RS-232
9-pin D-Sub

RS-232
3-pin Terminal Block

RS-232
3.5mm

RS-422
9-pin D-Sub

RS-485
3-pin Terminal Block

RS-485
Mini XLR

Ethernet
RJ-45

Relay
Contact Closure

Remote
Contact Closure Infrared

USB 
Type A

USB 
Type B

USB 
Type C

Control & Power 
K-Net

General Purpose I/O
Wi-Fi
802.11b/g d

g

H

S

#

&
f

i

X

@

N

e

h

W

!

T
COMPATIBILITY

[]{| High Bandwidth Digital Content 
Protection Compliant() [] Compatible 

with HDTV Signals

DGKat
Digital Twisted Pair: Kramer Core™ HDBaseT
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1981 Commenced operations

1982  Opened European distribution facility

 Introduced first PAL video processor with image 

enhancement and color control

1983 Patented new technologies: automatic video noise gate, 

color processor-screen splitter and symmetrical video 

boost/cut circuitry

1984 Introduced first combined video/audio processor

1986 Received 14 cover stories on new products in leading 

European video magazines

1988  Introduced first PAL s-Video Y/C processors and DAs at  

Photokina show

1989 Launched Kramer "VP" product line, pioneering 

computer graphics conversion and distribution

1990  Introduced new chip technology in Kramer Broadcast 

products

1992  Kramer Broadcast series installed in five leading 

broadcast studios in Europe

1996  First to develop high bandwidth TP (twisted-pair) 

products

1997  Opened US subsidiary 

Developed the market’s fastest VGA distribution amplifier

1998 Patented the Video Tester (hand-held, battery-operated 

tester for video signal presence)

1999 Patented Kramer TOOLS™ - received Reader's Choice 

Award from Broadcast Engineering Magazine

2000 VP-800 VGA/XGA Color Bar Generator receives Pick 

Hit Award from Video Systems Magazine at NAB show 

Opened office in UK

2001  Expanded product line to include scalers, scan 

converters and presentation matrix switchers

2002 Opened sales offices and warehouses in Russia and 

China 

Expanded product line with wall plate interfaces and 

accessories 

Introduced the extremely popular ProScale™ Digital 

Scaler/Switchers

2003  Opened sales offices and warehouses in France, 

Australia and Singapore

 Acquired Sierra Video

2004 Opened sales office and warehouse in Italy

2005 Opened offices in Mexico and Spain

2006  Celebrated 25th anniversary 

Extended product warranty to seven years 

Opened offices in Sweden, South Korea, Germany, 

Poland and India

KRAMER ELECTRONICS COMPANY MILESTONES

2007 Opened office in Canada

2008  Introduced SummitView™ Integrated Media/Room 

Control systems

 Introduced Cobra™ high-resolution/long distance twisted 

pair transmission product line

2009  Introduced Kr-isp® Advanced Sync Processing 

Premiered first digital (HDMI, DVI) over fiber optic 

devices for long-distance digital transmission

2010  Introduced high-fidelity omnidirectional flat ceiling 

speakers for boardrooms

2011  Celebrated 30th Anniversary 

Introduced modular line of Digital Matrix Switchers

2012  Sierra Video's Aspen wins Star Superior Technology 

Award at NAB show 

Our Digital Step-in™ system wins Systems Product of 

the Year 

Opened offices in Switzerland, HK, Finland and New 

Zealand

2013  Kramer & ComQi form global strategic partnership to 

manufacture and sell Media Distribution products 

RapidRun system added to Kramer’s Cable & 

Connectors line 

InfoComm honors Dr. Joseph Kramer with Pioneer of 

AV award 

Kramer wins Manufacturer of the Year at AV Awards 

VP-771 Switcher/Scaler wins Systems Product of the 

Year at AV Awards 

Kramer and Calibre join forces to offer most 

comprehensive range of Scalers 

Opened office in Chile

2014 Opened offices in Kenya and Austria 

Kramer acquires WOW Vision 

Kramer and HighSecLabs join forces 

Kramer becomes 150th Dante adopter 

Galil, Yarden, Tavor, and Dolev speaker families 

introduced to Kramer’s audio line 

Kramer introduces VIA family of Presentation and 

Collaboration solutions  

Kramer’s VIA Collage wins Best of Show at InfoComm 

Kramer Cable wins 4K HDBaseT Category Cable 

Challenge at InfoComm 

Dr. Kramer honored in SCN Magazine Hall of Fame

I N T R O D U C T I O N   K R A M E R  E L E C T R O N I C S '  C O M P A N Y  M I L E S T O N E S
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2013 

Kramer Electronics wins the 2013 Manufacturer of the Year at the AV Awards event.

2014 

Kramer wins independent 4K HDBaseT Category Cable Challenge at InfoComm 2014 

conducted by Redband Radio and AVNation.

2014 

Kramer’s VIA Collage™ wins Best of Show at InfoComm 2014 from Government 

Video Magazine and Sound & Video Contractor Magazine.

2014 

VP-771 wins the InAVative award for a Video Processing or Distribution Product. 

The VP-771 is a high-quality 9−Input ProScale™ Presentation Switcher/Scaler with 

speaker outputs.

2014 

Kramer VIA Collage™ wins Sound & Video Contractor Magazine Innovative Products 

award, the presentation and collaboration product’s fourth major award in 2014.

2013 

Kramer's VP-771 Presentation Scaling Switcher wins the 2013 Systems Product of 

the Year at theAV Awards event.

I N T R O D U C T I O N   K R A M E R  A W A R D S

2013 

Dr. Joseph Kramer, Founder, President & Chairman of Kramer Electronics wins the 

Adele De Berri Pioneer of AV Award at InfoComm 2013

2013 

Malissa Dillman, Kramer Electronics Training & Education Manager wins Educator of 

the Year Award at InfoComm 2013 
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FROM THE DESK OF DR. JOSEPH KRAMER 

Winner of the Adele De Berri Pioneer of AV Award, InfoComm 2013

I N T R O D U C T I O N   O U R  M I S S I O N  S T A T E M E N T

VIA - COLLABORATION

DISTRIBUTION AMPLIFIERS

SWITCHERS & ROUTERS

CONTROL SYSTEMS

FORMAT & STANDARDS CONVERTERS

RANGE EXTENDERS & REPEATERS

SPECIALTY AV PRODUCTS

SCALERS

CABLES & CONNECTORS

ROOM CONNECTIVITY

MOUNTING & RACK ADAPTERS

SIERRA VIDEO

DIGITAL SIGNAGE

AUDIO

Thirty-three years ago, I jumped into the dawn of the video era with a 

high-res vision of the future. Kramer Electronics was born. In the three 

decades since, we have expanded into global markets with innovative 

video, audio and computer signal processing solutions. 

Today, our customers can choose from a diverse array of over 1,200 

products designed and manufactured right from our headquarters in 

Jerusalem. 

In the beginning, I was motivated by my love of electronics, my vision for 

the future of video technology and my passion to innovate. Some things 

never change. 

At Kramer, we have succeeded year after year to deliver solutions on the 

very cutting edge of a rapidly evolving industry. We take great pride in 

introducing over 100 new products a year fueled by extensive investments 

in R&D and direct customer feedback.

Above all, we are a customer-driven company. Our personal connection 

with our customers is our top priority, a source of great pride and crucial 

to our continued success. We stand behind every product we sell and are 

well known for uncompromising service and customer support.

Our solutions serve a broad range of markets, including corporate, 

education, houses of worship, entertainment, digital signage, medical, and 

government. We have sales and support offices in over 100 countries and 

across six continents – and we export to over 100 countries worldwide. 

As AV technology races forward, Kramer is at the forefront of an ever-

evolving industry. But some things never change. The same vision and 

passion that fueled our innovative spirit 33 years ago can be seen and felt 

today in each and every one of our products.

With your help and feedback, we continue to tackle the exciting challenges 

that lay ahead in the industry we all love. 

We hope you enjoy our 2015 catalog!

All the best,

Dr. Joseph Kramer

Founder, President & Chairman
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The Directory of Products, available in a number of foreign languages, describes 

Kramer’s active products with specifications, diagrams and highlights on new 

products. The directory is a source for selected AV information and is available 

in print, CD or on the Kramer Web site.

NEW PRODUCT BROCHURE 

The New Products Brochure describes new products released by Kramer.  

The brochure is available in print or on the Kramer Web site.

BROCHURES 

Brochures are multi-page publications describing products or solutions in  

a specific functional family, such as modular and fixed digital solutions,  

3G HD-SDI solutions, ProScale™ digital presentation scaling switchers, table 

mounted cable management solutions, home cinema, HDMI, and more. 

KRAMER MARKETING TOOLS
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FLYERS

Flyers are two to four-page marketing descriptions of products, solutions or 

case studies. Flyers are available in print or on the Kramer Web site.

POSTERS

Kramer posters are available for trade shows, seminars, training sessions, 

and other Kramer events. Posters can also be used for display in local and 

regional offices.

USER MANUALS & QUICK START SHEETS

User manuals aid the user in identifying, connecting and operating a specific product 
or group of products. The latest version of each user manual and guide is available 
in PDF on the Kramer Web site. 

Quick Start Sheets are one-page summaries describing basic setup and operation 
of a product or group of products. Printed manuals and quick starts are shipped 
with most products.

BRAND BOOK

The Kramer Brand Book includes all Kramer brand information:  

logos, graphic images and rules for their authorized use. Available on CD.

CALENDAR

Kramer's wall calendar is published annually, featuring the photography of  

Dr. Joseph Kramer. 
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KRAMER ONLINE TOOLS

KRAMER WEB SITE 

www.kramerelectronics.com contains the most up-to-date information on all 

Kramer products, solutions, white papers, marketing collateral, and technical 

support.

E‑BLAST NEWSLETTERS

E-Blasts are email marketing newsletters with descriptions of new products, 

solutions, tools, publications, and general marketing news from Kramer. To 

subscribe, visit the Contact Us page on the Kramer Web site.

TWISTED PAIR COMPATIBILITY ENGINE

The TP Compatibility Engine is an interactive application that indicates which 

twisted pair transmitter works with which twisted pair receiver. You can 

search by the product name or by the required capability, such as: HDMI, DVI, 

bidirectional RS-232, and more. 
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APPLICATIONS

MATRIX

The Desktop/Mobile Matrix is a local, multilingual search engine application 

for all Kramer products.

ROOM CONNECTIVITY CONFIGURATOR 

The Room Connectivity Configurator allows the user to configure and assemble 

the various parts of a room control, table, wall, floor, or rack mount solution, 

and share the results. 

KRC REALITY VIEWER 

Kramer’s KRC Reality Viewer supplements Kramer's Room Connectivity 

Configurator. It allows the user to visualize a KRC pre-built product design in 

augmented reality.
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KRAMER CORE™ CONFIGURATOR 

The CORE Configurator enables the user to configure and assemble a modular 

multi-format digital matrix switcher. Users can start by choosing the chassis, 

then add or remove their choice of input/output modules. 

 

KRAMER CABLE AND ADAPTER SEARCH ENGINE

The Kramer Cable and Adapter Search Engine helps the user find the cables 

and adapters needed for their installation. The search engine specifies input 

and output for each product as well as type and size information.
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19” 1U ................. 19” (W) x various depths x 1 rack unit high 
(1.75”)

19” 2U ................. 19” (W) x various depths x 2 rack units high 
(3.75”)

1U ....................... One standard rack unit in height (1.75”)
3G HD-SDI ............. 3 gigabit HD-SDI
A ......................... Amperes
AC ....................... Alternating current
AES ...................... Audio Engineering Society
AES/EBU .............. A digital audio standard
AUTO.....................Automatic (referring to an automatic switcher)
AV ....................... Audio/Video
AWG .................... American Wire Gauge (wire thickness)
Bal (B) .................. Balanced audio
BNC ..................... Connector type, usually for video
BRD ..................... Blu-ray device
C ......................... Celsius
CAT 5/6/7 ........... Category 5/6/7 twisted pair cable
CCTV .................... Closed circuit TV
CE ........................ European Union safety mark
CV ....................... Composite video
D ......................... Depth, digital audio
DA ....................... Distribution amplifier
dB ........................ Decibels (a measure of sound power)
DC ....................... Direct current
DDC ..................... Display Data Channels – a communication 

protocol between a graphics card and a monitor
Deg ...................... Degrees
Diff Gain ................ Differential gain
Diff Phase ............. Differential phase
DP ....................... DisplayPort
DVD ..................... Digital Video Disk
DVI ....................... Digital Video Interface
DVI-D .................... DVI connector carrying digital signal
DVI-I ..................... DVI connector carrying digital & analog signal
E .......................... Embedded audio
EBU...................... European Broadcasting Union
EDID ..................... Extended display identification data
EQ ....................... Cable equalization
ETH ...................... Ethernet
EU ....................... European Union
F .......................... Fahrenheit
ft ......................... Feet
FTP ...................... Foil-covered twisted pair
H ......................... Height
half 19” ................ Two machines of this size fit into a 1U-rack adapter
HDBaseT (HDBT)  ... Connectivity standard for distribution of 

uncompressed HD multimedia content
HDMI .................... High Definition Multimedia Interface
HD-SDI .................. High Definition Serial Digital Interface
HDTV.................... High definition television
IR ........................ Infrared
JPEG .................... Image compression file format
kg ........................ Kilogram
kHz ...................... Kilohertz (1000 cycles per second)
lb ......................... Pound
LCD ...................... Liquid crystal display
LED ...................... Light emitting diode
M ........................ Mechanical, mono, male, mega (depending 

on usage)
m ......................... Meters
max. ..................... Maximum
MHz ..................... Megahertz (one million cycles per second)
N/A ..................... Not applicable
NTSC .................... National Television System Committee – 

analog television system

PAL ...................... Phase Alternating Line – analog television system
PC ....................... Personal computer
PDP ..................... Plasma display panel
PIP ....................... Picture in Picture
P&P ..................... Picture-and-picture
RCA ..................... Connector type, usually for audio
RF ........................ Radio frequency
RGBHV ................. Component video having separate red, green, 

blue and horizontal and vertical sync signals
RGBS ................... Component video having separate red, green, 

blue and (composite) sync signals
RJ-11/RJ-45 ......... Connector types, usually network
RS-232 ................. A standard for serial binary data signals 

commonly used in computer serial ports
RS-485 ................. A standard defining the electrical 

characteristics of drivers and receivers for 
use in balanced digital multipoint systems

S ......................... Stereo
S/N ..................... Signal to noise ratio
S/PDIF ................. Sony/Philips Digital Interconnect Format – 

digital audio
SDI ....................... Serial Digital Interface
SECAM ................. Analog color television system first used in 

France
SVGA .................... A computer graphics video format of  

800 x 600 pixel resolution
SXGA .................... A computer graphics video format of  

1280 x 1024 pixel resolution
THD ..................... Total harmonic distortion, a measure of  

audio signal fidelity
TM ....................... Trademark
TP ........................ Twisted pair cable
U/B/D/E  ............ Unbalanced, balanced, digital, embedded 

audio
UL ....................... Underwriters Laboratories – a safety testing 

and certification organization
Unbal (U) ............... Unbalanced audio
USB ..................... Universal Serial Bus
UXGA ................... A computer graphics video format of  

1600 x 1200 pixel resolution
V ......................... Volt
VA ....................... Volt ampere, a power measure
VCR ..................... Video cassette recorder
VGA ..................... Video graphics array, generally referring to 

640 x 480 pixel resolution; often used as 
a generic representation for a computer 
graphics video interface

VIS ....................... Vertical interval switching
Vpp ...................... Volts peak-to-peak, a measure of signal level
W ........................ Width
W, D, H ................ Width, depth, height
WUXGA ................ A computer graphics video format of  

1920 x 1200 pixel resolution
XGA ..................... Extended graphics array - a high resolution 

computer graphics video standard usually 
referring to 1024 x 768 pixel resolution

XLR ...................... Connector type, usually for professional 
balanced audio

Y ......................... Luminance
Y Pb Pr ................. Color space encoding scheme for component 

video
YC (Y/C) ............... Analog video that carries luma (luminance) 

and chroma (color) signals
YUV ..................... Video component system using luminance, 

red and blue
Ω ......................... Ohm, a measure of electrical resistance
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Kramer introduces VIA, our new family of wireless presentation and collaboration solutions featuring the award 
winning VIA Collage™ and VIA Connect PRO. 

Kramer VIA lets people easily get actual work done during meetings. Users can view, edit, comment on, and 
share files between individuals or with all participants simultaneously. With VIA, it’s easy to collaborate on 
and finalize projects in real time – and save the results. VIA’s proprietary technology stands out in the market 
with full HD resolution (1080p60) wireless video streaming. Most other products do not allow full frame rate, 
causing videos to be choppy and difficult to watch.

VIA removes common meeting annoyances such as searching for adapters or passing a cable to someone else 
and waiting for them to configure their laptop to display an image. In one click, the user’s screen (on any PC, 
Mac, iOS, or Android device) appears on the main display. Whether in the room, down the street or halfway 
around the world, VIA users can instantly connect to a meeting and collaborate with other meeting participants 
in real time. 

 ■ Convenient Login - Conventional Wi-Fi or LAN.

 ■ Operating System Support - Windows, Apple and Android.

 ■ Intuitive User Interface - Easy to use.

 ■ High-Quality Video Streaming - Full HD 1080p60.

 ■ Large User Base Support - Up to 255 participants.

 ■ Powerful Security - User authentication, 1024-bit encryption and dynamic room codes.

 ■ Touchscreen Compatible - For whiteboard with full annotation controls.

 ■ Advanced Web Pages - For setup and configuration.

VIA
COLLABORATION





COLLABORATION
MODEL DESCRIPTION INPUT OUTPUT SIZE AUDIO PAGE

VIA.1 WIRELESS COLLABORATION SOLUTION

VIA Collage NEW Wireless Presentation and Collaboration Solution 1 HDMI
5 USB-A 
2 Ethernet

1 HDMI
1 DP

Misc U VIA.2

VIA Connect PRO NEW Wireless Presentation and Collaboration Solution 4 USB-A 
1 Ethernet

1 HDMI
1 DP Mini

Misc D VIA.3

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR, RS-232, RS-485

K-NET

COLOR KEY
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VIA Collage

The award winning VIA Collage, VIA’s flagship solution, 
allows up to six user screens on a single main display 
and up to 12 screens simultaneously on two displays. At 
any time, any meeting participant can step in as a main 
presenter. Users can also put the main display on their 
screen. This feature is especially useful for participants 
sitting far away from the main display.

VIA Collage supports third-party applications for editing 
and sharing documents, video conferencing, chatting, and 
more.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 4 USB 3.0, 1 USB 2.0, 1 LAN on a RJ−45 
connector (1 iAMT8.0 on an RJ−45 connector, for 
future use), 1 unbalanced stereo audio (line or mic).

GRAPHIC OUTPUTS: 1 HDMI, 1 DisplayPort.
PORT: 1 RS−232 on a 9−pin D−sub connector for projector 

control (for future use).
AUDIO OUTPUT: Analog line out, embedded HDMI.
PROCESSOR: 2.9GHz quad core, low power consumption.
MAIN MEMORY: 4GB, high speed.
STORAGE: 64GB, solid−state drive.
LAN: Dual gigabit LAN port, 10/100/1000/auto, one with 

iAMT 8.0.
AUDIO: Integrated high definition audio 5.1 channel.
POWER SUPPLY: 120W power adapter (19V, 6A).
INPUT VOLTAGE: 100 ~ V220V AC, 50/60Hz, auto sensing.
NET WEIGHT: 2.3kg (5.1lbs).
DIMENSIONS: 29.7cm x 5.6cm x 21.1cm (11.7” x 2.2” x 8.3”) W, D, H.
INCLUDED ACCESSORIES: 3 power cords (US, EU, UK), DP to HDMI Kramer adapter.
OPTIONAL ACCESSORY: 2U rack adapter.

Wireless Presentation and Collaboration Solution

P F 8 U H !
FEATURES

 ● Multimedia - Share smooth full motion video (up to 1080p60), 
MP3 files and photos.

 ● Click to Collaborate - Collaborate instantly using your own device 
through a main display. Multiple users can edit and control what's 
happening on the main display at the same time.

 ● Cloud - Drag and drop files to the cloud to share instantly with 
everyone in the meeting.

 ● Whiteboard - Create, annotate, illustrate, review, edit or highlight 
shared content.

 ● Chat - Send a message to another participant in the meeting.

 ● File Transfer - Share a file with one or several participants.

 ● View Main Display - View the main display on your own device.

 ● Enable Control - Give a participant control over the presenter's MAC® 
or PC laptop.

 ● HDMI Input - Connect any external HDMI source (camera, DVD, Blu-
ray™) and present it on main display.

 ● Third Party Apps - Use applications inside VIA Collage such as 
Microsoft Office®, Skype®, Go To Meeting®, Lync®, WebEx®, etc.

 ● Web Browsing - Open a built-in browser for presenting any content 
directly from a Web site.

 ● Touchscreen Support - Use seamlessly with current touch technology.

NEW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.45

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

VIDEO IN

HDMI - IN

DC IN19V

iAMT

RS-232

LAN

DP

HDMI

USB 3.0

AV - IN

LINE OUT

MIC IN

AUDIO

DISPLAY OUT

Speakers

Keyboard &
MouseHDMI DisplayDP DisplayLaptop

iOS Device

Android Device

Wireless
Router

Audio

USB
USB

HDMI

DP

C
A
T5

From
SID-X3N

VIA.2

C O L L A B O R A T I O N  W I R E L E S S  C O L L A B O R A T I O N  S O L U T I O N
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VIA Connect PRO

VIA Connect Pro can show up to four users on a main display and 
allows any user to step in as the main presenter. Participants can 
share files, chat or stream high-quality video content using any laptop 
or mobile device.

TECHNICAL SPECIFICATIONS

INPUTS: 4 USB 3.0, 1 LAN on an RJ−45 connector.
GRAPHIC OUTPUTS: 1 HDMI, 1 mini DisplayPort.
AUDIO OUTPUT: 1 S/PDIF.
PROCESSOR: 4th generation Intel® Dual core 1.4GHz.
MAIN MEMORY: 4GB, high speed.
STORAGE: 32GB, solid−state drive.
LAN: Gigabit LAN.
AUDIO: Analog or embedded HDMI, S/PDIF Realtek ALC269.
POWER SUPPLY: 65W power adapter (19V, 3.4A).
INPUT VOLTAGE: 100V ~ 220V AC, 50/60Hz, auto sensing.
NET WEIGHT: 0.475kg (1.0lbs).
DIMENSIONS: 11.8cm x 11.5cm x 4.0cm (4.6” x 4.5” x 1.6”) W, D, H.
INCLUDED ACCESSORIES: 3 power cords (US, EU, UK),  

Kramer mini DP to VGA adapter,  
VESA mounting bracket.

Wireless Presentation and Collaboration Solution

P u j H !

FEATURES

 ● Multimedia - Share smooth full motion video (up to 1080p60), 
MP3 files and photos.

 ● Click to Collaborate - Collaborate instantly using your own device. 
Multiple users can interact and control what's happening on the main 
display at the same time.

 ● Cloud - Drag and drop files to the cloud to share instantly with 
everyone in the meeting.

 ● Whiteboard - Create, annotate, illustrate, review, or highlight shared 
content.

 ● Chat - Send a message to a colleague in the meeting.

 ● File Transfer - Share a file with one or several participants.

 ● Enable Control - Give a participant control over the presenter's MAC® 
or PC laptop.

NEW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-RVM/RVM RCA Composite Video Cable 8.35

MacBook/
Laptop

iOS
Device

Android
Device

Ethernet

HDMI

C
A
T5

SS

Wireless
Keyboard & Mouse
for Admin Control

DP
Display

Mini DP
(See Note)

HDMI
Display

-or-

Note: For VGA display, use Mini DP to VGA 
Adapter Cable (included accessory)

VIA.3

C O L L A B O R A T I O N  W I R E L E S S  C O L L A B O R A T I O N  S O L U T I O N
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Kramer Electronics offers high-performance distribution amplifiers (DAs) for any AV application and signal format. 
Applications include presentation, education, houses of worship, digital signage, residential, and broadcast. 
To meet each application’s requirements, Kramer DAs come in three sizes: 19-inch rack mount units, desktop 
units and ultra-compact Kramer TOOLS™.

Our 19-inch rack mount units are ideal for both professional AV and broadcast applications. They boast high 
bandwidth and extremely low differential gain and differential phase performance required in the most demanding 
professional applications.

Our desktop and Kramer TOOLS models offer simple, economical and compact solutions for any AV application. 
These units can also be mounted with Kramer rack mount adapters.

 ■ Multiple Signal Formats - Audio, composite video, s-Video, component video, RGBHV, computer graphics 
video, SD/HD/3G HD-SDI, DVI, DisplayPort, HDMI, FireWire®, twisted pair, and RF.

 ■ Superior Performance - High bandwidth, low noise amplification and low crosstalk between outputs.

 ■ Expandability - Many DAs include looping inputs to create larger systems.

 ■ Designed for System Integration - Most DAs have Level (Gain) and EQ (Peaking) controls for driving signals 
over long distances.

 ■ Reliable - Designed for unattended 24-hour operation; industry leading 7-year warranty.

GROUP 1
DISTRIBUTION AMPLIFIERS 





DISTRIBUTION AMPLIFIERS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.1  ALL DISTRIBUTION AMPLIFIERS 

ANALOG

1.1.1   AV (CV & Y/C + AUDIO) 

VM-2N 1:2 Composite/SDI Video & Stereo Audio Distribution Amplifier 1 CV 2 CV Desktop U 1.9

VM-9S 1:2 Composite Video & Stereo Audio Distributor & Line 
Amplifier

1 CV 2 CV Desktop U 1.10

VM-9T 1:2 Composite Video & Stereo Audio Distribution Amplifier 
with a Twisted Pair Output

1 CV 2 CV
1 CAT 5

Desktop U 1.11

VM-312 1:2 Multi−Format Video & Stereo Audio Distribution Amplifier Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV

Desktop U 1.12

103AV 1:3 Composite Video & Stereo Audio Distribution Amplifier 1 CV 3 CV TOOLS U 1.13

VM-30AVB 1:3 Composite Video & Stereo Audio Distribution Amplifier 1 CV (BNC) 3 CV (BNC) Desktop U 1.14

VM-5ARII 1:5 Composite Video & Stereo Audio Distribution Amplifier 1 CV 5 CV 19” (1U) U 1.15

VM-5DS 1:5 Composite Video & Stereo Audio Distribution Amplifier & 
Scaler

1 CV 5 CV
1 VGA

19” (1U) U 1.16

VM-5YCxl 1:5 Composite Video & s−Video with Stereo Audio Distribution 
Amplifier

Dual-Format
- 1 CV
- 1 Y/C

Dual-Format
- 5 CV
- 5 Y/C

19” (1U) U 1.17

VM-10xl 1:10 Composite Video & Stereo Audio Distribution Amplifier 1 CV 10 CV 19” (1U) U 1.18

VM-20ARII 1:20 Composite Video & Stereo Audio Distribution Amplifier Multimode
- 1 CV
- 1 Y/C
- 1 RGBS

Multimode
- 20 CV
- 10 Y/C
- 5 RGBS

19” (2U) U 1.19

1.1.2   CV (COMPOSITE VIDEO) 

101L 1:1 Composite Video Line Amplifier 1 CV 1 CV MultiTOOLS® N/A 1.20

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

PT-102VN 1:2 Composite Video Distribution Amplifier 1 CV 2 CV Pico TOOLS™ N/A 1.22

VM-73 1:3 Multi−Format Video, HDMI & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI

Multi-Format
- 3 CV
- 3 Y/C
- 3 YUV
- 3 VGA
- 3 HDMI

19” (1U) E 1.23

PT-103V 1:3 Composite Video Distribution Amplifier 1 CV 3 CV Pico TOOLS™ N/A 1.24

VM-3VN 1:3 Composite Video Distribution Amplifier 1 CV 3 CV TOOLS N/A 1.25

123Vxl 1:3 Composite Video Differential Line Amplifier 1 CV 3 CV TOOLS N/A 1.26

104LN 1:4 Composite Video Differential Line Amplifier 1 CV 4 CV TOOLS N/A 1.27

105V 1:5 Composite Video Distribution Amplifier 1 CV (RCA) 5 CV (RCA) TOOLS N/A 1.28

105VB 1:5 Composite Video Distribution Amplifier 1 CV (BNC) 5 CV (BNC) TOOLS N/A 1.29

VM-50V 1:5 Composite Video Distribution Amplifier 1 CV 5 CV Desktop N/A 1.30

VM-51 1:5 Composite/SDI Video Distribution Amplifier 1 CV 5 CV MiniTOOLS™ N/A 1.31

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

VM-80V 1:8 Composite/SDI/s−Video Distribution Amplifier Dual-Mode
- 1 CV
- 1 Y/C

Dual-Mode
- 8 CV
- 4 Y/C

Desktop N/A 1.32

VM-1021 1:20 Composite/SDI Video Distribution Amplifier 1 CV/SDI 20 CV/SDI 19” (1U) N/A 1.33

VM-25 1:25 Composite Video Distribution Amplifier 1 CV 25 CV 19” (1U) N/A 1.34
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.1.3   Y/C (S‑VIDEO) 

PT-102SN 1:2 s−Video Distribution Amplifier 1 Y/C 2 Y/C Pico TOOLS™ N/A 1.35

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

VM-73 1:3 Multi−Format Video, HDMI & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI

Multi-Format
- 3 CV
- 3 Y/C
- 3 YUV
- 3 VGA
- 3 HDMI

19” (1U) E 1.23

103YC 1:3 s−Video Distribution & Line Amplifier 1 Y/C 3 Y/C TOOLS N/A 1.36

103YCB 1:3 s−Video Distribution & Line Amplifier 1 Y/C 2 Y/C
1 Y/C (BNC)

TOOLS N/A

VM-80V 1:8 Composite/SDI/s−Video Distribution Amplifier Dual-Mode
- 1 CV
- 1 Y/C

Dual-Mode
- 8 CV
- 4 Y/C

Desktop N/A 1.32

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

1.1.4   COMPONENT ( YUV )

VM-2C 1:2 Component Video Distribution Amplifier 1 YUV/HD 2 YUV/HD TOOLS N/A 1.37

VM-312 1:2 Multi−Format Video & Stereo Audio Distribution Amplifier Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV

Desktop U 1.12

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

VM-1042 1:2 RGBS/Component Video Distribution Amplifier 1 RGBS 2 RGBS 19” (1U) N/A 1.38

VM-73 1:3 Multi−Format Video, HDMI & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI

Multi-Format
- 3 CV
- 3 Y/C
- 3 YUV
- 3 VGA
- 3 HDMI

19” (1U) E 1.23

VM-30CA 1:3 Component Video, S/PDIF & Stereo Audio Distribution 
Amplifier

1 YUV 3 YUV Desktop U/D 1.39

VM-50CA 1:5 Component Video, S/PDIF & Stereo Audio Distribution 
Amplifier

1 YUV 5 YUV 19” (1U) U/D 1.40

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

VM-100C 1:10 Component Video Distribution Amplifier 1 YUV 10 YUV 19” (1U) N/A 1.42

1.1.5   RGBHV & RGBS 

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-123 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 RGBHV 3 RGBHV 19” (1U) N/A 1.43

VP-123V 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 VGA 3 RGBHV 19” (1U) N/A
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.1.5   RGBHV & RGBS (continued)

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

VM-20ARII 1:20 Composite Video & Stereo Audio Distribution Amplifier Multimode
- 1 CV
- 1 Y/C
- 1 RGBS

Multimode
- 20 CV
- 10 Y/C
- 5 RGBS

19” (2U) U 1.19

VM-1055 1:5 RGBHV Video Distribution Amplifier 1 RGBHV 5 RGBHV 19” (1U) N/A 1.44

VP-10 1:10 RGBHV Video Distribution Amplifier 1 RGBHV 10 RGBHV 19” (3U) N/A 1.45

VP-15 1:15 RGBHV Video Distribution Amplifier 1 RGBHV 15 RGBHV 19” (3U) N/A

VP-18 1:18 RGBHV Video Distribution Amplifier 1 RGBHV 18 RGBHV 19” (3U) N/A

1.1.6   COMPUTER (15‑PIN HD) 

VP-2L 1:1 Computer Graphics Video Line Amplifier 1 VGA 1 VGA MiniTOOLS™ N/A 1.46

VP-111K 1:1 Computer Graphics Video Line Amplifier (500MHz) 1 VGA 1 VGA TOOLS N/A 1.47

VP-210K 1:1 Computer Graphics Video Line Amplifier (350MHz) 1 VGA 1 VGA TOOLS N/A 1.48

VP-2K 1:2 Computer Graphics Video & Stereo Audio Distribution 
Amplifier

1 VGA 2 VGA MultiTOOLS® U 1.49

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

VM-73 1:3 Multi−Format Video, HDMI & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI

Multi-Format
- 3 CV
- 3 Y/C
- 3 YUV
- 3 VGA
- 3 HDMI

19” (1U) E 1.23

VP-200Dxl 1:2 Computer Graphics Video Differential Line Amplifier 1 VGA 2 VGA TOOLS N/A 1.51

VP-200K 1:2 Computer Graphics Video Distribution Amplifier 1 VGA 2 VGA TOOLS N/A 1.52

VP-300K 1:3 Computer Graphics Video Distribution Amplifier 1 VGA 3 VGA TOOLS N/A

VP-400K 1:4 Computer Graphics Video Distribution Amplifier 1 VGA 4 VGA TOOLS N/A

VP-200AK 1:2 Computer Graphics Video & Stereo Audio Distribution 
Amplifier

1 VGA 2 VGA TOOLS B/U 1.53

VP-200xln 1:2 Computer Graphics Video Line & Distribution Amplifier 1 VGA 2 VGA TOOLS N/A 1.54

VP-103 Computer Graphics Video Line Amplifier & Format Converter 1 VGA 2 RGBHV Desktop N/A 1.55

VP-4xl 1:4 Computer Graphics Video Distribution Amplifier 1 VGA 4 VGA Desktop N/A 1.56

VP-5xl 1:5 Computer Graphics Video Distribution Amplifier 1 VGA 5 VGA Desktop N/A

VP-123 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 RGBHV 3 RGBHV 19” (1U) N/A 1.43

VP-123V 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 VGA 3 RGBHV 19” (1U) N/A

VP-5R 1:5 Computer Graphics Video Twisted Pair Receiver & 
Distribution Amplifier

1 CAT 5 5 VGA/HD Desktop N/A 1.57

VP-6xln 1:6 Computer Graphics Video Distribution Amplifier 1 VGA 6 VGA 19” (1U) N/A 1.58

VP-8K 1:8 Computer Graphics Video Distribution Amplifier 1 VGA 8 VGA Desktop N/A 1.59

VP-108 1:8 Computer Graphics Video & Balanced Stereo Audio 
Distribution Amplifier

1 VGA 8 VGA 19” (1U) B 1.60

VP-12NHD 1:12 Computer Graphics Video & HDTV Distribution Amplifier 
with 3 Twisted Pair Transmitters

1 VGA/HD 12 VGA/HD
3 CAT 5

19” (1U) N/A 1.61

F-010 Active Mounting Box − Computer Graphics Video Line 
Amplifier for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

1 T-Block Mounting 
frame

N/A 9.58

F-021 Active Mounting Box − Computer Graphics Video & Audio Line 
Amplifier for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

3 T-Block Mounting 
frame

U 9.58

TP-202 Computer Graphics Video over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
2 VGA/HD

TOOLS N/A 5.51

TP-210 1:10 Computer Graphics Video over Twisted Pair Transmitter 
with Dual 15−pin HD Outputs

1 VGA/HD 2 VGA/HD
10 CAT 5

19” (1U) N/A 5.59
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.1.6   COMPUTER (15‑PIN HD) (continued)

TP-210A 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

2 VGA/HD
10 CAT 5

19” (1U) U/D 5.60

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

VP-222K 2x1:2 Computer Graphics Video Switcher 2 VGA 1:2 VGA TOOLS N/A 2.26

VP-242 2x1:4 Computer Graphics Video Switcher 2 VGA 1:4 VGA MegaTOOLS™ N/A 2.27

VP-32K 3x1:2 Computer Graphics Video & Stereo Audio Switcher 3 VGA 1:2 VGA Desktop B 2.30

VPM-2 Active Wall Plate − Computer Graphics Video Line Driver & 
Insert Frame

1 VGA
3 Insert Slots

1 VGA
3 Insert Slots

Wallplate N/A 9.38

1.1.7   T WISTED PAIR (CAT 5) 

VP-12NHD 1:12 Computer Graphics Video & HDTV Distribution Amplifier 
with 3 Twisted Pair Transmitters

1 VGA/HD 12 VGA/HD
3 CAT 5

19” (1U) N/A 1.61

TP-102HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter

1 VGA/HD 2 CAT 5 TOOLS N/A 5.19

TP-104HD 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.20

TP-105HD 1:2 Twisted Pair Line Driver & Distribution Amplifier 1 CAT 5 2 CAT 5 TOOLS N/A 5.55

TP-112HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 2 CAT 5 TOOLS N/A 5.56

TP-114 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.57

TP-202 Computer Graphics Video over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
2 VGA/HD

TOOLS N/A 5.51

TP-205A 1:5 Computer Graphics Video,  Audio, &  RS−232 over 
Twisted Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

5 CAT 5 Desktop U/D 5.58

TP-210 1:10 Computer Graphics Video over Twisted Pair Transmitter 
with Dual 15−pin HD Outputs

1 VGA/HD 2 VGA/HD
10 CAT 5

19” (1U) N/A 5.59

TP-210A 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

2 VGA/HD
10 CAT 5

19” (1U) U/D 5.60

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

TP-410 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 CAT 5
1 RS-232

10 CAT 5
1 VGA/HD

19” (1U) U/D 5.61

1.1.8   AUDIO ONLY 

PT-102AN 1:2 Stereo Audio Distribution Amplifier 1 Stereo (U) 2 Stereo (U) Pico TOOLS™ U 1.62

VM-3AN 1:3 Balanced Stereo Audio Distribution Amplifier 1 Stereo (B) 3 Stereo (B) TOOLS B 1.63

105A 1:5 Stereo Audio Distribution Amplifier 1 Stereo (U) 5 Stereo (U) TOOLS U 1.64

VM-50AN 1:5 Balanced & Unbalanced Stereo Audio Distribution 
Amplifier

Dual-Mode
- 1 Stereo (B)
- 1 Stereo (U)

Dual-Mode
- 5 Stereo (B)
- 5 Stereo (U)

Desktop B/U 1.65

VM-1110xl 1:10 Balanced Mono Audio Distribution Amplifier Dual-Mode
- 1 Mono (B)
- 2 Stereo (B)

Dual-Mode
- 10 Mono (B)
- 5 Stereo (B)

19” (1U) B 1.66

VM-1120 1:10 Balanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Mono (B)
- 1 Stereo (B)

Dual-Mode
- 20 Mono (B)
- 10 Stereo (B)

19” (2U) B 1.67

VM-1610 1:10 Balanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Stereo (B)
- 2:1 Stereo (B)

Dual-Mode
- 10 Stereo (B)
- 5 Stereo (B)

19” (1U) B 1.68

1.1.9   MICROPHONE 

106 1:2 Microphone to Line Distribution Amplifier 1 Mic 2 Line Audio TOOLS B 1.69

104M 1:4 Dynamic Microphone Distribution Amplifier 1 Mic 4 Line Audio TOOLS U 1.70

1.1.10   RF (CABLE T V ) 

104R 1:4 RF Distribution Amplifier 1 RF 4 RF TOOLS N/A 1.71
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

DIGITAL

1.1.11   DVI 

VM-200HDCP 1:2 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 2 DVI (HDCP) MegaTOOLS™ E 1.72

VM-300HDCP 1:3 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 3 DVI (HDCP) MegaTOOLS™ E

VM-400HDCP 1:4 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 4 DVI (HDCP) MegaTOOLS™ E

VM-2HDCPxl 1:2 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 2 DVI (HDCP) DigiTOOLS® E 1.73

VM-4HDCPxl 1:4 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 4 DVI (HDCP) 19” (1U) E 1.74

VM-24HDCP 2x1:4 DVI (HDCP) Distribution Amplifier 2 DVI (HDCP) 4 DVI (HDCP) 19” (1U) E

VM-12HDCP 1:12 DVI (HDCP) Distribution Amplifier 1 DVI (HDCP) 12 DVI (HDCP) 19” (1U) E 1.75

1.1.12   HDMI

VM-22H 2x1:2 HDMI Distribution Amplifier 2 HDMI 2 HDMI DigiTOOLS® E 1.76

VM-2Hxl 1:2 HDMI Distribution Amplifier 1 HDMI 2 HDMI DigiTOOLS® E

VM-73 1:3 Multi−Format Video, HDMI & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI

Multi-Format
- 3 CV
- 3 Y/C
- 3 YUV
- 3 VGA
- 3 HDMI

19” (1U) E 1.23

VM-2HN NEW 1:2 4K HDMI Distribution Amplifier 1 HDMI 2 HDMI DigiTOOLS® E 1.77

VM-3HN NEW 1:3 4K HDMI Distribution Amplifier 1 HDMI 3 HDMI DigiTOOLS® E

VM-4HN NEW 1:4 4K HDMI Distribution Amplifier 1 HDMI 4 HDMI DigiTOOLS® E

VM-114H2C 2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier 1 HDMI
1 DGKat

2 HDMI
2 DGKat

Desktop E 1.78

VM-114H4C 2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair 
Distribution Amplifier

1 HDMI
1 DGKat

4 DGKat Desktop E 1.79

VM-114H 2x1:4 HDMI/Twisted Pair Switcher & HDMI Distribution 
Amplifier

1 HDMI
1 DGKat

4 HDMI Desktop E 1.80

VM-24H 2x1:4 HDMI Distribution Amplifier 2 HDMI 4 HDMI 19” (1U) E 1.81

VM-4Hxl 1:4 HDMI Distribution Amplifier 1 HDMI 4 HDMI 19” (1U) E

VM-4HC 1:4 HDMI Distribution Amplifier 1 HDMI 4 HDMI Desktop E 1.82

VM-24HC 2x1:4 HDMI Switcher & Distribution Amplifier 2 HDMI 4 HDMI Desktop E 1.83

VM-8H 1:8 HDMI Distribution Amplifier 1 HDMI 8 HDMI 19” (1U) E 1.84

VM-16H 1:16 HDMI Distribution Amplifier 1 HDMI 16 HDMI 19” (1U) E

VM-28H 2x1:8 HDMI Distribution Amplifier 2 HDMI 8 HDMI 19” (1U) E 1.85

VM-216H 2x1:16 HDMI Distribution Amplifier 2 HDMI 16 HDMI 19” (1U) E

VM-1H4C 1:4 HDMI Twisted Pair Transmitter & Distribution Amplifier 1 HDMI
1 RS-232
1 IR

4 DGKat Desktop E 5.46

1.1.13   DISPL AY PORT

VM-2DH DisplayPort to DVI/HDMI Format Converter 1 DP 1 DVI
1 HDMI

DigiTOOLS® E 1.86

VM-2DP 1:2 DisplayPort Distribution Amplifier 1 DP 2 DP DigiTOOLS® E 1.87

VM-4DP 1:4 DisplayPort Distribution Amplifier 1 DP 4 DP 19” (1U) E 1.88

1.1.14   HD‑SDI & SDI

SD-7108 1:8 SDI Distribution Amplifier 1 SDI 8 SDI 19” (1U) E 1.89

VM-2HD 1:2 HD−SDI Video Distribution Amplifier 1 HD-SDI 2 HD-SDI Pico TOOLS™ E 1.90

VM-2HDxl 1:2 3G HD−SDI Distribution Amplifier 1 HD-SDI 2 3G HD-SDI Pico TOOLS™ E

VM-22HD Dual−Mode 1:2 HD−SDI Distribution Amplifier Dual-Mode
- 1 HD-SDI (DL)

Dual-Mode
- 2 HD-SDI (DL)

DigiTOOLS® E 1.91

VM-4HD 1:4 HD−SDI Video Distribution Amplifier 1 HD-SDI 4 HD-SDI DigiTOOLS® E 1.92

VM-4HDxl 1:4 3G HD−SDI Video Distribution Amplifier 1 3G HD-SDI 4 3G HD-SDI DigiTOOLS® E
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.1.14   HD‑SDI & SDI (continued)

VM-5HDxln 1:5 3G HD−SDI Distribution Amplifier 1 3G HD-SDI 5 3G HD-SDI DigiTOOLS® E 1.93

VM-10HD 1:10 HD−SDI Video Distribution Amplifier 1 HD-SDI 10 HD-SDI 19” (1U) E 1.94

VM-10HDxl 1:10 3G HD−SDI Distribution Amplifier 1 3G HD-SDI 10 3G HD-SDI 19” (1U) E

VM-20HD Multimode 1:10 HD−SDI Distribution Amplifier Multimode
- 1 HD-SDI
- 2:1 HD-SDI
- 1 HD-SDI (DL)

Multimode
- 20 HD-SDI
- 10 HD-SDI
- 10 HD-SDI (DL)

19” (1U) E 1.95

1.1.15   T WISTED PAIR (CAT 5) 

VM-114H2C 2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier 1 HDMI
1 DGKat

2 HDMI
2 DGKat

Desktop E 1.78

VM-114H4C 2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair 
Distribution Amplifier

1 HDMI
1 DGKat

4 DGKat Desktop E 1.79

VM-1H4C 1:4 HDMI Twisted Pair Transmitter & Distribution Amplifier 1 HDMI
1 RS-232
1 IR

4 DGKat Desktop E 5.46

1.1.16   AUDIO ONLY

6505 1:5 S/PDIF Distribution Amplifier 1 S/PDIF 5 S/PDIF DigiTOOLS® D 1.96

1.1.17   IR 

PT-5R/T IR Extender & Repeater 1 IR
1 CAT 5

5 IR Emitters
1 CAT 5

Pico TOOLS™ N/A 3.49

1.2.LINE DRIVERS (EQ CONTROL) 

ANALOG

1.2.1   AV (CV & Y/C + AUDIO) 

VM-9S 1:2 Composite Video & Stereo Audio Distributor & Line Amplifier 1 CV 2 CV Desktop U 1.10

VM-9T 1:2 Composite Video & Stereo Audio Distribution Amplifier 
with a Twisted Pair Output

1 CV 2 CV
1 CAT 5

Desktop U 1.11

VM-30AVB 1:3 Composite Video & Stereo Audio Distribution Amplifier 1 CV (BNC) 3 CV (BNC) Desktop U 1.14

VM-5ARII 1:5 Composite Video & Stereo Audio Distribution Amplifier 1 CV 5 CV 19” (1U) U 1.15

VM-5DS 1:5 Composite Video & Stereo Audio Distribution Amplifier & 
Scaler

1 CV 5 CV
1 VGA

19” (1U) U 1.16

VM-10xl 1:10 Composite Video & Stereo Audio Distribution Amplifier 1 CV 10 CV 19” (1U) U 1.18

1.2.2   CV (COMPOSITE VIDEO) 

101L 1:1 Composite Video Line Amplifier 1 CV 1 CV MultiTOOLS® N/A 1.20

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

PT-102VN 1:2 Composite Video Distribution Amplifier 1 CV 2 CV Pico TOOLS™ N/A 1.22

VM-3VN 1:3 Composite Video Distribution Amplifier 1 CV 3 CV TOOLS N/A 1.25

PT-103V 1:3 Composite Video Distribution Amplifier 1 CV 3 CV Pico TOOLS™ N/A 1.24

123Vxl 1:3 Composite Video Differential Line Amplifier 1 CV 3 CV TOOLS N/A 1.26

104LN 1:4 Composite Video Differential Line Amplifier 1 CV 4 CV TOOLS N/A 1.27

VM-51 1:5 Composite/SDI Video Distribution Amplifier 1 CV 5 CV MiniTOOLS™ N/A 1.31

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

VM-80V 1:8 Composite/SDI/s−Video Distribution Amplifier Dual-Mode
- 1 CV
- 1 Y/C

Dual-Mode
- 8 CV
- 4 Y/C

Desktop N/A 1.32

VM-1021 1:20 Composite/SDI Video Distribution Amplifier 1 CV/SDI 20 CV/SDI 19” (1U) N/A 1.33

VM-25 1:25 Composite Video Distribution Amplifier 1 CV 25 CV 19” (1U) N/A 1.34
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1.2.3   Y/C (s‑VIDEO) 

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

103YC 1:3 s−Video Distribution & Line Amplifier 1 Y/C 3 Y/C TOOLS N/A 1.36

103YCB 1:3 s−Video Distribution & Line Amplifier 1 Y/C 2 Y/C
1 Y/C (BNC)

TOOLS N/A

VM-80V 1:8 Composite/SDI/s−Video Distribution Amplifier Dual-Mode
- 1 CV
- 1 Y/C

Dual-Mode
- 8 CV
- 4 Y/C

Desktop N/A 1.32

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

1.2.4   COMPONENT ( YUV ) 

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

VM-30CA 1:3 Component Video, S/PDIF & Stereo Audio Distribution 
Amplifier

1 YUV 3 YUV Desktop U/D 1.39

VM-50CA 1:5 Component Video, S/PDIF & Stereo Audio Distribution 
Amplifier

1 YUV 5 YUV 19” (1U) U/D 1.40

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

1.2.5   RGBHV & RGBS 

VM-1045 1:5 Component Video Distribution Amplifier Multimode
- 4:1 CV
- 2:1 Y/C
- 1:1 RGBS

Multimode
- 5 CV
- 5 Y/C
- 5 RGBS

19” (1U) N/A 1.41

VM-92 9−Channel Multimode Video Distribution Amplifier Multimode
- 9:1 CV
- 4:1 Y/C
- 3:1 YUV
- 2:1 RGBS

Multimode
- 2 CV
- 2 Y/C
- 2 YUV
- 2 RGBS

19” (1U) N/A 1.21

VP-123 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 RGBHV 3 RGBHV 19” (1U) N/A 1.43

VP-123V 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 VGA 3 RGBHV 19” (1U) N/A

VP-10 1:10 RGBHV Video Distribution Amplifier 1 RGBHV 10 RGBHV 19” (3U) N/A 1.45

VP-15 1:15 RGBHV Video Distribution Amplifier 1 RGBHV 15 RGBHV 19” (3U) N/A

VP-18 1:18 RGBHV Video Distribution Amplifier 1 RGBHV 18 RGBHV 19” (3U) N/A

1.2.6   COMPUTER (15‑PIN HD) 

VP-2L 1:1 Computer Graphics Video Line Amplifier 1 VGA 1 VGA MiniTOOLS™ N/A 1.46

VP-111K 1:1 Computer Graphics Video Line Amplifier (500MHz) 1 VGA 1 VGA TOOLS N/A 1.47

VP-2K 1:2 Computer Graphics Video & Stereo Audio Distribution 
Amplifier

1 VGA 2 VGA MultiTOOLS® U 1.49

VP-210K 1:1 Computer Graphics Video Line Amplifier (350MHz) 1 VGA 1 VGA TOOLS N/A 1.48
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

1.2.6   COMPUTER (15‑PIN HD)  (continued)

VP-72 1:2 Multi−Format Video & Computer Graphics Video 
Distribution Amplifier

Multi-Format
- 2:1 CV
- 2:1 Y/C
- 1:1 YUV
- 2:1 VGA

Multi-Format
- 2 CV
- 2 Y/C
- 2 YUV
- 2 VGA

19” (1U) N/A 1.50

VP-200Dxl 1:2 Computer Graphics Video Differential Line Amplifier 1 VGA 2 VGA TOOLS N/A 1.51

VP-200AK 1:2 Computer Graphics Video & Stereo Audio Distribution 
Amplifier

1 VGA 2 VGA TOOLS B/U 1.53

VP-200xln 1:2 Computer Graphics Video Line & Distribution Amplifier 1 VGA 2 VGA TOOLS N/A 1.54

VP-103 Computer Graphics Video Line Amplifier & Format Converter 1 VGA 2 RGBHV Desktop N/A 1.55

VP-4xl 1:4 Computer Graphics Video Distribution Amplifier 1 VGA 4 VGA Desktop N/A 1.56

VP-5xl 1:5 Computer Graphics Video Distribution Amplifier 1 VGA 5 VGA Desktop N/A

VP-123 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 RGBHV 3 RGBHV 19” (1U) N/A 1.43

VP-123V 1:3 RGBHV Computer Graphics Video Distribution Amplifier 1 VGA 3 RGBHV 19” (1U) N/A

VP-5R 1:5 Computer Graphics Video Twisted Pair Receiver & 
Distribution Amplifier

1 CAT 5 5 VGA/HD Desktop N/A 1.57

VP-6xln 1:6 Computer Graphics Video Distribution Amplifier 1 VGA 6 VGA 19” (1U) N/A 1.58

F-010 Active Mounting Box − Computer Graphics Video Line 
Amplifier for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

1 T-Block Mounting 
frame

N/A 9.58

F-021 Active Mounting Box − Computer Graphics Video & Audio Line 
Amplifier for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

3 T-Block Mounting 
frame

U 9.58

TP-202 Computer Graphics Video over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
2 VGA/HD

TOOLS N/A 5.51

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over 
Twisted Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

VP-242 2x1:4 Computer Graphics Video Switcher 2 VGA 1:4 VGA MegaTOOLS™ N/A 2.27

VPM-2 Active Wall Plate − Computer Graphics Video Line Driver & 
Insert Frame

1 VGA
3 Insert Slots

1 VGA
3 Insert Slots

Wallplate N/A 9.38

1.2.7   T WISTED PAIR (CAT 5) 

TP-105HD 1:2 Twisted Pair Line Driver & Distribution Amplifier 1 CAT 5 2 CAT 5 TOOLS N/A 5.55

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR, RS-232, RS-485

K-NET

COLOR KEY
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611549

IN
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OUT 1

OUT 2
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Composite
Video Recorder 1

Composite
Video Player

Composite
Video Recorder 2

CV

Audi
o CV

Audi
o

Audi
oCV

VM‑2N
1:2 Composite/SDI Video & Stereo Audio Distribution Amplifier

The VM-2N is a high-performance distribution amplifier for composite 
or SDI video and unbalanced stereo audio signals. It inputs one signal, 
provides correct buffering and isolation and distributes the signal to 
two identical outputs.

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● Desktop Size - Compact size. 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

B o

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, DC coupled,  
1Vpp/75Ω on a BNC connector;  
1 balanced stereo/mono audio,  
+4dBu/50kΩ on RCA connectors.

OUTPUT: 2 composite video, 1Vpp/75Ω on BNC connectors;  
2 balanced stereo/mono audio,  
+4dBu/50Ω on RCA connectors.

MAX. AUDIO LEVEL (-3dB): 22dBu.
VIDEO BANDWIDTH: Exceeding 400MHz.
AUDIO BANDWIDTH: >100kHz (1dB).
DIFFERENTIAL GAIN: <0.05%.
DIFFERENTIAL PHASE: 0.1Deg.
K-FACTOR: <0.05%.
S/N RATIO: Better than 85dB (audio), 75dB (video).
SDI EFF. RANGE: Up to 50m.
AUDIO THD+N: 0.017%.
POWER CONSUMPTION: 230V AC, 50Hz (115V AC USA), 4.6VA.
WEIGHT: 0.62kg (1.3lbs) approx.
DIMENSIONS: 16.5cm x 12cm x 4.5cm (6.5" x 4.7" x 1.8") W, D, H.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

DISTRIBUTION AMPLIFIERS  ALL DISTRIBUTION AMPLIFIERS  AV (CV & Y/C + AUDIO) 
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75Ω INHi-Z
LOOP

1

2

Video Inputs

Video Outputs

IN       LOOP

Audio Inputs

Audio Outputs

2

1

Composite Video
Recorder

Composite Video
Player

CV CV

Audio Audio

VM‑9S

1:2 Composite Video & Stereo Audio Distributor & Line Amplifier

The VM-9S is a high-performance distributor and line 
amplifier for composite video and unbalanced audio 
signals. It provides controls to compensate for signal 
losses inherent in long cable runs.

FEATURES

 ● Bandwidth - 84MHz (-3dB).

 ● Audio Level Control.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Desktop Size - Compact size. Can be rack mounted in a 
1U rack space with the optional RK-MEDN adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video with loop,  
1Vpp/75Ω, on BNC connectors with 
termination switch;  
1 unbalanced stereo audio, 1Vpp/50kΩ 
on RCA connectors.

OUTPUTS: 2 composite video,  
1Vpp/75Ω on BNC connectors;  
2 unbalanced stereo audio,  
1Vpp/100Ω on RCA connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 84MHz.
AUDIO BANDWIDTH (-3dB): 25kHz.
DIFF. GAIN: 0.2%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%
S/N RATIO: 74dB.
CONTROL: 0/+8dB (audio and video).
COUPLING: Video DC, audio AC.
THD: 0.03% @1kHz.
POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC USA), 

3.5 VA.
DIMENSIONS: 24.5cm x 18cm x 4.5cm  

(9.6” x 7” x 1.7”) W, D, H.
WEIGHT: 1.2kg (2.6lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−MEDN 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B o
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VM‑9T
1:2 Composite Video & Stereo Audio Distribution Amplifier with a Twisted Pair Output

The VM-9T is a high-quality distribution amplifier for composite video 
and unbalanced stereo audio signals. It inputs one signal, provides 
correct buffering and isolation and distributes the signal to two identical 
outputs and one twisted pair output on an RJ-45 connector.

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Level (Gain) & EQ (Peaking) Controls - Recessed trimmers 
to prevent tampering.

 ● Audio Level Control.

 ● System Range (Twisted Pair) - More than 500m (1500ft). 
Greater distances possible depending on signal resolution 
and cable.

 ● Cable (Twisted Pair) - UTP (unshielded twisted pair) or STP 
(shielded twisted pair) such as CAT 5.

 ● Worldwide Power Supply - 100-240V AC.

 ● Desktop Size - Compact size. 2 units can be rack 
mounted side-by-side in a 1U rack space with the optional 
RK-1 adapter.

B r o

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video with loop,  
1Vpp/75Ω on a BNC connector;  
1 unbalanced stereo audio with loop, 
+4dBu on RCA connectors.

OUTPUTS: 2 composite video,  
1Vpp/75Ω on BNC connectors;  
2 unbalanced stereo audio,  
+4dBu on RCA connectors;  
1 twisted pair on an RJ−45 connector.

MAX. OUTPUT LEVEL: Video: 2.4Vpp; Audio: +21dBu.
BANDWIDTH (-3dB): Video: 350MHz; Audio: 43kHz.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.06Deg.
K-FACTOR: <0.05%.
S/N RATIO: 76dB.
CROSSTALK (all hostile): -67dB.
CONTROLS: Video: Level: -0.4dB to +6dB; EQ.: 0dB 

to +10dB @50MHz; Audio: Level: -12dB 
to +12dB.

COUPLING: Video: DC; Audio: AC.
AUDIO THD + NOISE: 0.02%.
AUDIO 2nd HARMONIC: 0.005%.
POWER CONSUMPTION: 100−240V AC 50/60Hz, 12VA.
DIMENSIONS: 21.46cm x 16.25cm x 4.36cm  

(8.45” x 6.39” x 1.72”) W, D, H.
WEIGHT: 1.4kg (3.3lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19" rack adapter.

Composite Video
Player

CV

CV

CV

Audio

A
ud

io

CAT 
5 ca

ble
Audio

Display

Amplifier

712N

Composite 
Video

Recorder

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

DISTRIBUTION AMPLIFIERS  ALL DISTRIBUTION AMPLIFIERS  AV (CV & Y/C + AUDIO) 
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VM‑312

1:2 Multi−Format Video & Stereo Audio Distribution Amplifier

The VM-312 is a distribution amplifier for multi-format 
video: composite, s-Video (Y/C), and component 
(HDTV) signals, each with unbalanced stereo audio. The 
unit takes one video/audio input of each format and 
distributes it to two identical outputs.

FEATURES

 ● High Bandwidth - Composite: 490MHz (-3dB), s-Video (Y): 
420MHz (-3dB) & Component: 450MHz (-3dB).

 ● HDTV Compatible - Component input.

 ● Desktop Size - Compact size. 2 units can be rack 
mounted side-by-side in a 1U rack space with the optional 
RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video,  
1Vpp/75Ω on an RCA connector;  
1 component video (Y, B−Y, and R−Y), 
1Vpp/0.7Vpp/75Ω on RCA connectors; 
1 s−Video, 1Vpp/0.3Vpp/75Ω on  
a 4−pin connector;  
1 unbalanced stereo audio,  
4dBu/50kΩ on a 3.5mm mini jack.

OUTPUTS: 2 composite video,  
1Vpp/75Ω on RCA connectors;  
2 component video (Y, B−Y, and R−Y), 
1Vpp/0.7Vpp/75Ω on RCA connectors; 
2 s−Video, 1Vpp/0.3Vpp/75Ω on  
4−pin connectors;  
2 unbalanced stereo audio,  
4dBu/150Ω on 3.5mm mini jacks.

MAX. OUTPUT LEVEL: Video: 1.8Vpp; Audio: 21Vpp.
BANDWIDTH (-3dB): CV: 490MHz; YUV: 450MHz; Y/C: 

420MHz; Audio: >100kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 75dB; Audio: 82dB.
CROSSTALK (all hostile): Video: -52dB @5MHz;  

Audio: −45dB video into audio @15kHz.
COUPLING: Video: DC; Audio: input: AC; output: DC.
AUDIO THD + NOISE: 0.047% @1kHz.
AUDIO 2nd HARMONIC: 0.001% @1kHz.
POWER CONSUMPTION: 12V DC, 130mA.
DIMENSIONS: 21.5cm x 16.25cm x 4.36cm  

(8.45” x 6.39” x 1.72”) W, D, H.
WEIGHT: 1.2kg (2.65lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

C - + 8 []

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49
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103AV

1:3 Composite Video & Stereo Audio Distribution Amplifier

The 103AV is a compact distribution amplifier for composite video 
and unbalanced stereo audio signals. It takes one input, provides 
correct buffering and isolation and distributes the signal to three 
identical outputs.

VIDEO

103AV

1:3
 A

udio-S
tereo / Video D

A

Video
Recorder 3

Video
Player

Video
Recorder 1

12V DC

OUT 3

OUT 2

OUT 1

AUDIO

OUT 1
OUT 2

OUT 3

CV

CV CV

Audio

Audio Audio

FEATURES

 ● High Bandwidth - 320MHz (-3dB).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video,  
1Vpp/75Ω on an RCA connector;  
1 unbalanced stereo audio,  
1Vpp/33kΩ on a 3.5 mm mini jack.

OUTPUTS: 3 composite video,  
1Vpp/75Ω on RCA connectors;  
3 unbalanced stereo audio,  
1Vpp/150Ω on 3.5mm mini jacks.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 320MHz.
AUDIO BANDWIDTH (-3dB): 20kHz.
DIFF. GAIN: 0.1%.
DIFF. PHASE: 0.16Deg.
K-FACTOR: <0.05%.
VIDEO S/N RATIO: 72dB.
AUDIO S/N RATIO: 85dB unweighted.
CROSSTALK: −70dB @20kHz.
VIDEO COUPLING: AC.
AUDIO THD+NOISE: 0.02%.
POWER CONSUMPTION: 12V DC, 50mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C 8

DISTRIBUTION AMPLIFIERS  ALL DISTRIBUTION AMPLIFIERS  AV (CV & Y/C + AUDIO) 

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

1.13

D
IS

T
R

IB
U

T
IO

N
 A

M
P

L
IF

IE
R

S



VM‑30AVB

1:3 Composite Video & Stereo Audio Distribution Amplifier

The VM-30AVB is a compact distribution amplifier for composite or 
SDI video and unbalanced stereo audio signals. It provides controls to 
compensate for signal losses inherent in long cable runs.

TECHNICAL SPECIFICATIONS

INPUTS: 1 video, 1 Vpp/75Ω on a BNC connector;  
1 audio stereo, 1Vpp/70kΩ on RCA connectors.

OUTPUTS: 3 video, 1 Vpp/75Ω on BNC connectors;  
3 audio stereo, 1Vpp/150Ω on RCA connectors.

MAX. OUTPUT LEVEL: Video: 2Vpp; audio: 5.4Vpp.
BANDWIDTH (-3dB): Video: 430MHz, audio: 100kHz.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.07Deg.
K-FACTOR: 0.05%.
S/N RATIO: Video: 73dB, audio: 83dB.
CONTROLS: Video level: -1.1 to +1.8dB, EQ.: 0 to +4.6dB @5.8MHz; 

Audio level: -66 to +16dB.
COUPLING: AC.
AUDIO THD+NOISE: 0.3%.
AUDIO 2nd HARMONIC: 0.02%.
POWER CONSUMPTION: 12V DC, 50mA typical.
DIMENSIONS: 16.5cm x 12cm x 4.5cm (6.5” x 4.7” x 2.8”) W, D, H.
WEIGHT: 0.65kg (1.4lbs) approx.
INCLUDED ACCESSORIES: 12V DC power supply,  

brackets for stacking multiple units.
OPTIONS: RK-1 19" rack adapter.
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Recorder 3

CV
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CV
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o

CV

A
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FEATURES

 ● High Bandwidth - 430MHz at -3dB.

 ● Video on BNC Connectors.

 ● Audio Level Control.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Desktop Size - Compact size. Two units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

B m o

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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VM‑5ARII

1:5 Composite Video & Stereo Audio Distribution Amplifier

The VM-5ARII is a high-performance distribution amplifier for composite 
or SDI video and unbalanced stereo audio signals. It provides controls 
to compensate for signal losses inherent in long cable runs.

FEATURES

 ● High Bandwidth - 360MHz (-3dB).

 ● Audio Level Control.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Video AC/DC Coupling Selection.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Standard 19" (1U).

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite or single component video 
with loop, 1Vpp/75Ω on BNC connectors 
with a termination switch;  
1 unbalanced stereo audio with loop, 
+4dBu/50kΩ on RCA connectors.

OUTPUTS: 5 composite or single component video, 
1Vpp/75Ω on BNC connectors;  
5 unbalanced stereo audio, +4dBu/150Ω, 
27Vpp max. on RCA connectors.

MAX. OUTPUT LEVEL: Video: 2.2Vpp; Audio: 27Vpp.
VIDEO BANDWIDTH (-3dB):360MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.06Deg.
K-FACTOR: 0.05%.
VIDEO S/N RATIO: 76dB.
AUDIO S/N RATIO: 85dB.
AUDIO THD: 0.021% 1V @1kHz.
CONTROL: Video gain: −1 to +1.8dB;  

Audio gain: −40 to +6dB;  
EQ.: 0 to +2.5dB.

COUPLING: DC/AC selectable (video), AC (audio.)
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V USA) 21VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 1.9kg (4.2lbs) approx.
INCLUDED ACCESSORIES: Power cord.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B o
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TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video with loop, 
1Vpp/75Ω on a BNC connector with 
a termination switch;  
1 unbalanced stereo audio with loop, 
+4dBu/50kΩ on RCA connectors.

OUTPUTS: 5 composite video, 1Vpp/75Ω on 
BNC connectors;  
5 unbalanced stereo audio, 
+4dBu/50Ω, 27Vpp max.  
on RCA connectors;  
1 VGA through WXGA on a 15−pin 
HD (F) connector.

SCALED OUTPUT  
RESOLUTIONS:

 
VGA (640x480), SVGA (800x600), 
XGA (1024x768), WXGA (1366x768).

MAX. VIDEO OUTPUT LEVEL: 2.2Vpp.
BANDWIDTH (-3dB): Video: 360MHz. Audio: 60kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.06Deg.
K-FACTOR: 0.05%.
S/N RATIO: Video: 76dB; Audio: 85dB.
CONTROLS: Video gain: −1 to +1.8dB;  

Audio gain: −40 to +6dB;  
EQ.: 0 to +2.5dB.

COUPLING: Video: DC/AC selectable; Audio: AC.
AUDIO THD + NOISE: 0.021% (1V, 1kHz).
POWER CONSUMPTION: 100−240V AC, 50/60Hz 15VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 1.94kg (4.3lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

The VM-5DS is a high-quality distribution amplifier for composite video 
and unbalanced stereo audio signals. It takes one composite video 
and stereo audio input, provides correct buffering and isolation and 
distributes the signal to five identical audio and video outputs plus one 
scaled output.

1:5 Composite Video & Stereo Audio Distribution Amplifier & Scaler

VM‑5DS

FEATURES

 ● Bandwidth - 360MHz (-3dB).
 ● Scaled Graphics Output Resolutions - VGA (640x480), 
SVGA (800x600), XGA (1024x768), or WXGA 
(1366x768).

 ● Selectable Input Signal Termination.
 ● Video AC/DC Coupling Selection.
 ● Video Level (Gain) & EQ (Peaking) Controls - With recessed 
control trimmers.

 ● Audio Level Control.
 ● Looping Input.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B $ o
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VM‑5YCxl
1:5 Composite Video & s−Video with Stereo Audio Distribution Amplifier

FEATURES

 ● High Bandwidth - 300MHz (-3dB).

 ● Dual Format - 1:5 composite video with stereo audio 
section & 1:5 s-Video (Y/C) with stereo audio.

 ● Built-in Bidirectional Format Conversion - 1:10 DA 
(5 composite & 5 Y/C with stereo audio) for either the 
composite video or s-Video (Y/C) input.

 ● Extra Converted Output Connectors - For each signal type, 
composite video and s-Video (Y/C), there is a dedicated 
format converted output.

 ● Looping Input.

 ● Input Signal Termination.

 ● Video AC/DC Coupling Selection.

 ● Standard 19" (1U).

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video with loop, 1Vpp/75Ω 
on a BNC connector;  
1 Y/C with loop, (Y) 1Vpp/75Ω, (C) 
0.3Vpp/75Ω on a 4−pin connector; 
2 unbalanced stereo audio with loop, 
1Vpp/50 kΩ on RCA connectors.

OUTPUTS: 5 composite video, 1Vpp/75Ω on BNC 
connectors;  
5 Y/C, Y=1Vpp/75Ω, C=0.3Vpp/75Ω 
on 4−pin connectors; 
2x5 unbalanced stereo audio, 
1Vpp/100Ω on RCA connectors.

VIDEO BANDWIDTH (-3dB): 300MHz (composite to composite  
or Y/C to Y/C).

AUDIO BANDWIDTH (-3dB):100kHz.
DIFF. GAIN: 0.26%.
DIFF. PHASE: 0.11Deg.
K-FACTOR: 0.1%.
VIDEO S/N: 73.5dB.
AUDIO S/N: 87.4dB unweighted (1Vpp).
VIDEO CROSSTALK: −58dB @5MHz.
NON-LINEARITY: <0.05%.
CONTROL: Y/C to Y/C or composite,  

composite to composite or  
Y/C program switches.

COUPLING: DC or AC (video); AC (audio).
AUDIO THD: 0.021%, 1kHz.
2nd HARMONIC: 0.003%, 1kHz.
POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC USA), 12VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.6lbs) approx.
INCLUDED ACCESSORIES: Power cord.

The VM-5YCxl is a unique dual-format 1:5 distribution amplifier for 
composite video and s-Video (Y/C) signals with unbalanced stereo 
audio. The unit is a truly flexible DA that can handle both composite 
and s-Video (Y/C) signals and includes built-in high-quality signal format 
conversion.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B - o
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The VM-10xl is a broadcast quality 1:10 distribution amplifier for 
composite or SDI video signals with unbalanced stereo or balanced 
mono audio. It provides controls to compensate for signal losses 
inherent in long cable runs.

VM‑10xl
1:10 Composite Video & Stereo Audio Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video with loop,  
1Vpp/75Ω with termination switch  
on BNC connectors;  
2 balanced stereo/mono audio with loop, 
1Vpp/50kΩ on RCA connectors.

OUTPUTS: 10 composite video,  
1Vpp/75Ω on BNC connectors;  
10 balanced stereo/mono audio, 
1Vpp/50Ω on RCA connectors.

MAX. OUTPUT LEVEL: Video: 1.6Vpp; Audio: 26.5Vpp.
BANDWIDTH (-3dB): Video: 360MHz, Audio: 100kHz.
DIFF. GAIN: 0.07%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 77dB, Audio: 87dB.
CONTROLS: Video level: (−1.2dB to +6dB),  

EQ. (0dB to +8.1dB);  
audio level: (0dB to +6dB); 
balanced/stereo selector switch  
and audio control enable switch.

COUPLING: Video: DC/AC; Audio: AC (input), DC 
(output).

AUDIO THD + NOISE: 0.023%.
AUDIO 2nd HARMONIC: 0.001%.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V USA), 4.7VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.1kg (4.6lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 360MHz (-3dB).

 ● Audio Controls.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Video AC/DC Coupling Selection.

 ● Standard 19” Rack Mount Size - 1U.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B o
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VM‑20ARII
1:20 Composite Video & Stereo Audio Distribution Amplifier

The VM-20ARII is a multi-format, high-performance distribution amplifier 
that can also be configured for composite video and unbalanced stereo 
audio signals. It can be configured as a 1:10 distribution amplifier for 
s-Video (Y/C) signals or a 1:5 distribution amplifier for RGBS signals, 
both with unbalanced stereo audio.

TECHNICAL SPECIFICATIONS

INPUTS: 4 video with loop, 1Vpp/75Ω on BNC 
connectors with termination switches; 
4 unbalanced stereo or balanced mono 
audio, +4dBu/50kΩ on RCA connectors.

OUTPUTS: 20 video (1:20, 2x1:10, 4x1:5, 1:10, 
2x1:5), 1Vpp/75Ω on BNC connectors; 
20 unbalanced stereo or balanced mono 
audio (1:20, 2x1:10, 4x1:5, 1:10, 2x1:5), 
+4dBu/50Ω 27Vpp max. on RCA 
connectors.

VIDEO BANDWIDTH (-3dB): 430MHz.
AUDIO BANDWIDTH (-3dB):110kHz.
DIFF. GAIN: 0.06%.
DIFF. PHASE: 0.08Deg.
VIDEO S/N RATIO: 76dB.
AUDIO S/N RATIO: 80dB.
VIDEO CONTROL: −1.2 to +1.7dB level, 0 to +2.4dB EQ.
AUDIO CONTROL: +0.3 to +6.2dB.
VIDEO COUPLING: DC/AC user selectable.
AUDIO COUPLING: AC (input), DC (output).
AUDIO THD+NOISE: 0.02%.
2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 230V AC 50/60Hz (115V USA) 18.5VA.
DIMENSIONS: 19" x 7" x 2U  W, D, H, rack mountable.
WEIGHT: 3.6kg (7.9lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 430MHz (-3dB).

 ● Multi-Mode Operation - Configure as a 1:20 (composite), 
1:10 (s-Video), or 1:5 (RGBS) DA.

 ● Grouped Audio Level Control.

 ● Grouped Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Video AC/DC Coupling Selection.

 ● Standard 19" (2U).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

B o
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101L
1:1 Composite Video Line Amplifier

The 101L is a high-performance line amplifier for composite video 
signals. It provides controls to compensate for signal loss inherent in 
long cable runs.

FEATURES

 ● Bandwidth - 500MHz (-3dB).

 ● Controls - Level (gain) & EQ (peaking) on recessed trimmers to prevent 
unintentional resetting.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video,  
1Vpp/75Ω on a BNC connector.

OUTPUT: 1 composite video,  
1Vpp/75Ω on a BNC connector.

MAX. OUTPUT LEVEL: 2.5Vpp.
BANDWIDTH: 500MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
S/N RATIO: 75dB.
CONTROLS: Level: −0.8dB to 6.5dB; EQ.: 0dB to 8dB.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 60mA.
DIMENSIONS: 5.32cm x 4.36cm x 7.25cm  

(2.09" x 1.72" x 2.85") W, D, H.
WEIGHT: 0.15kg (0.33lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

B
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑92
9−Channel Multimode Video Distribution Amplifier

The VM-92 is a high-performance multi-mode distribution amplifier for 
composite, s-Video (Y/C), component (YUV), and RGBS video signals. 
It can also be configured as a 9x1:2 composite, 4x1:2 s-Video (Y/C), 
3x1:2 component (YUV) or 2x1:2 RGBS DA.

FEATURES

 ● High Bandwidth - 500MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Input - Each channel.

 ● Multi-Mode Operation - Configure as a 1:18 composite 
video, 1:8 s-Video (Y/C), 1:6 component video 
distribution amplifier.

 ● Selectable Input Signal Termination - Each channel.

 ● EQ (Peaking) Control - Each channel.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 9 independent channels with loop, 
1Vpp/75Ω on BNC connectors.

OUTPUTS: 9x2 independent channels,  
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 3.3Vpp.
BANDWIDTH (-3dB): 500MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 70dB.
CROSSTALK (all hostile): -53dB.
CONTROLS: EQ. 0 to 11dB @50MHz.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 7VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
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TECHNICAL SPECIFICATIONS

INPUTS: 1 composite or SDI video,  
1Vpp/75Ω on a BNC connector.

OUTPUTS: 2 composite or SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 430MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: 76.1dB.
CONTROL: Gain: −1.2 to +6dB; EQ.: 0 to +7.5dB @50MHz via 

trimmers accessible from the front panel.
POWER CONSUMPTION: 12V DC, 30mA.
DIMENSIONS: 6cm x 6.5cm x 2.5cm (2.36" x 2.56" x 1") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

PT‑102VN
1:2 Composite Video Distribution Amplifier

The PT-102VN is a distribution amplifier for composite video or SDI 
signals. It takes one input, provides correct buffering and isolation and 
distributes the signal to two identical outputs.

FEATURES

 ● High Bandwidth - 430MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑73
1:3 Multi−Format Video, HDMI & Computer Graphics Video Distribution Amplifier

The VM-73 is a 5-input multi-format distribution amplifier for composite, 
s-Video (Y/C), component (YUV), computer graphics video and HDMI 
signals. The unit is five 1:3 distribution amplifiers in one package.

FEATURES

 ● High Bandwidth - Composite: 430MHz; s-Video (Y): 
440MHz; component (YUV) 430MHz; computer graphics 
video: 405MHz (all values at -3dB).

 ● HDTV Compatible.

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel, 
HDMI).

 ● HDCP & HDMI Compliant.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19” Rack Mount Size - 1U. Rack “ears” included.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite on a BNC connector,  
1 s−Video on a 4−pin connector,  
1 component (Y, Pb/Cb, Pr/Cr) on  
3 RCA connectors,  
1 XGA on a 15−pin HD connector,  
1 HDMI on an HDMI connector.

OUTPUTS: 3 composite on BNC connectors,  
3 s−Video on 4−pin connectors,  
3 component (Y, Pb/Cb, Pr/Cr) on  
3 RCA connectors each,  
3 XGA on 15−pin HD connectors,  
3 HDMI on HDMI connectors.

OUTPUT LEVEL: 1.8Vpp (composite), 1.9Vpp (Y/C), 2.0Vpp 
(component), 2.0Vpp (XGA).

BANDWIDTH (-3dB): 430MHz (composite),  
440MHz (Y/C),  
430MHz (component),  
405MHz (XGA),  
2.25Gbps (HDMI).

DIFF. GAIN: 0.05% (composite), 0.06% (Y/C),0.05% 
(component), 0.05% (XGA).

DIFF. PHASE: 0.05Deg (composite), 0.02Deg (Y/C), 
0.05Deg (component), 0.03Deg (XGA).

S/N RATIO (@5MHz): 62dB (composite), 62dB (Y/C), 74dB 
(component), 69dB (XGA).

COUPLING: DC (composite); Y−DC, C−AC (Y/C);  
DC (component); DC (XGA).

K-FACTOR: <0.05%.
CROSSTALK (all hostile): −60dB.
POWER CONSUMPTION: 100−240V AC, 100mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H.
WEIGHT: 2kg (4.4lbs).
INCLUDED ACCESSORIES: Power cord, rack “ears”.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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PT‑103V

The PT-103V is a composite video distribution amplifier. It takes one 
input, provides correct buffering and isolation and distributes the 
signal to three identical outputs.

FEATURES

 ● High Bandwidth - 407MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.

1:3 Composite Video Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 1Vpp/75Ω on an RCA connector.
OUTPUTS: 3 composite video, 1Vpp/75Ω on RCA connectors.
MAX. OUTPUT LEVEL: 1.9Vpp.
BANDWIDTH (-3dB): 407MHz.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 78dB.
CONTROLS: Gain: -1.2dB to +6.2dB, EQ.: 0 to + 6.1dB, 50MHz.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 28mA.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.44" x 2.05" x 0.94") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35
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VM‑3VN

The VM-3VN is a distribution amplifier for composite video signals. 
The unit takes one input, provides correct buffering and isolation and 
distributes the signal to three identical outputs.

FEATURES

 ● High Bandwidth  - 430MHz (-3dB).

 ● Selectable Input Signal Termination.

 ● Level (Gain) & EQ (Peaking) Controls.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

1:3 Composite Video Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video on a BNC connector.
OUTPUTS: 3 composite video on BNC connectors.
MAX. OUTPUT LEVEL: 1.8Vpp.
BANDWIDTH (-3dB): 430MHz.
DIFF GAIN: 0.12%.
DIFF PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 74.3dB.
CONTROL: Level: −1.6 to +6dB; Equalization: 0 to +6dB.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 27mA.
DIMENSIONS: 11.7cm x 6cm x 3.2cm (4.6” x 2.4” x 1.3”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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123Vxl

1:3 Composite Video Differential Line Amplifier

The 123Vxl is a high-performance line amplifier for composite or SDI 
video signals. It includes controls and circuitry to compensate for 
signal losses and noise inherent in long cable runs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite/SDI video with loop, differential, 
1Vpp/75Ω on a BNC connector.

OUTPUTS: 3 composite/SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 1.7Vpp.
BANDWIDTH (-3dB): 425MHz.
DIFF. GAIN: 0.5%.
DIFF. PHASE: 0.3Deg.
K-FACTOR: <0.05%.
S/N RATIO: 60.3dB.
CONTROLS: Level: −1.8dB to +5.6dB,EQ.: 0 to +15dB @5.8MHz, 

75Ω termination switch.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 80 mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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FEATURES

 ● High Bandwidth - 425MHz (-3dB).

 ● Differential Circuitry - Reduces noise & hum found in long cable runs.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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104LN

The 104LN is a high-performance line amplifier for composite or SDI 
video signals. It includes differential circuitry to help eliminate noise 
often found on the input cable in a long run.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite/SDI video, differential,  
1Vpp/75Ω on a BNC connector.

OUTPUTS: 4 composite/SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 1.6Vpp.
BANDWIDTH (-3dB): 423MHz.
DIFF. GAIN: 0.22%.
DIFF. PHASE: 0.1Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73.3dB.
CONTROL: Level: −1.3 to 6dB; EQ. 0 to 10.2dB.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 95mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”), W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

1:4 Composite Video Differential Line Amplifier
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FEATURES

 ● High Bandwidth - 423MHz (-3dB).

 ● Differential Circuitry - Reduces noise & hum found in long cable runs.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable
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105V

1:5 Composite Video Distribution Amplifier

The 105V is a high-performance distribution amplifier for composite 
video signals. It takes one input, provides correct buffering and 
isolation and distributes the signal to five identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video,  
1Vpp/75Ω on an RCA connector.

OUTPUTS: 5 composite video,  
1Vpp/75Ω on RCA connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.1%.
DIFF. PHASE: 0.15Deg.
K-FACTOR: <0.05%.
S/N RATIO: 75dB.
CONTROL: Up to +6dB.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 100mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm  

(4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

V
 IN

IDEO

V
 O

IDEO
UTPUTS

105V

1:5
 H

igh R
esolution Video D

A

12V DC

1       
2       

3       
4       

5

GAIN

Composite Video
Recorder 1

Composite Video
Player

Composite Video
Recorder 5

CV

CV CV

+

FEATURES

 ● Bandwidth - 400MHz (-3dB).

 ● Connectors - RCA (105VB has BNCs).

 ● Level (Gain) Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35
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105VB

1:5 Composite Video Distribution Amplifier

The 105VB is a high-performance distribution amplifier for composite 
video signals. It takes one input, provides correct buffering and 
isolation and distributes the signal to five identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video,  
1Vpp/75Ω on a BNC connector.

OUTPUTS: 5 composite video,  
1Vpp/75Ω on BNC connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.1%.
DIFF. PHASE: 0.1Deg.
K-FACTOR: <0.05%.
S/N RATIO: 80dB.
CONTROL: Up to +6dB.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 100mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm 

(4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.
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FEATURES

 ● Bandwidth - 400MHz (-3dB).

 ● Connectors - BNC (105V has RCA).

 ● Level (Gain) Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑50V

1:5 Composite Video Distribution Amplifier

The VM-50V is a high-performance distribution amplifier for composite 
or SDI signals. It takes one input, provides correct buffering and 
isolation, and distributes the signal to five identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite/SDI video with loop,  
1Vpp/75Ω on BNC connectors  
with a termination switch.

OUTPUTS: 5 composite/SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 480MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.12Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73dB.
CONTROL: 75Ω termination switch.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 40mA.
DIMENSIONS: 16.5cm x 12cm x 4.5cm  

(6.5” x 4.7” x 2.8”) W, D, H.
WEIGHT: 0.62kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply, brackets for stacking multiple units.
OPTIONS: RK−1 19" rack adapter.

Composite Video
Player

CV CV CV

Composite Video
Recorder 1

Composite Video
Recorder 5

40mA

FEATURES

 ● High Bandwidth - 480MHz (-3dB).

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑51

1:5 Composite/SDI Video Distribution Amplifier

The VM-51 is a high-performance distribution amplifier for composite 
or SDI video signals. It takes one input, provides correct buffering and 
isolation and distributes the signal to five identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite/SDI video,  
1Vpp/75Ω on a BNC connector.

OUTPUTS: 5 composite/SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 2.3Vpp/75Ω.
BANDWIDTH (-3dB): 420MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.07Deg.
K-FACTOR: 0.05%.
S/N RATIO: 73dB.
CONTROL: Level: −0.9 to +1.9dB;  

EQ.: 0 to +4.5dB @5.8MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 80mA.
DIMENSIONS: 9.9cm x 4.7cm x 2.4cm  

(3.9” x 1.85” x 0.94”) W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting brackets.
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FEATURES

 ● High Bandwidth - 420MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Compact Size - Part of the Kramer TOOLS family of compact high-
quality and cost-effective solutions.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑80V
1:8 Composite/SDI/s−Video Distribution Amplifier

The VM-80V is a high-performance distribution amplifier 
for composite or SDI signals. It can also be configured as 
a 1:4 DA for s-Video (Y/C) signals and has controls to 
compensate for signal losses inherent in long cable runs.

TECHNICAL SPECIFICATIONS

INPUTS: 2 composite/SDI video,  
1Vpp/75Ω on BNC connectors  
with termination switches.

OUTPUTS: 2x4 composite/SDI video,  
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 330MHz.
DIFF. GAIN: 0.12%.
DIFF. PHASE: 0.5Deg.
K-FACTOR: <0.05%.
S/N RATIO: 74dB.
CONTROL: 75Ω termination switch,  

1:8 or 2x1:4 selector switch.
NON-LINEARITY: 0.1%.
COUPLING: DC or AC (internal selection).
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 10VA.
DIMENSIONS: 22cm x 18cm x 4.5cm 

 (8.7” x 7” x 1.8”) W, D, H (half 19”).
WEIGHT: 1.3kg (2.9lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19" rack adapter.
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FEATURES

 ● High Bandwidth - 330MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Dual-Mode - Configure as either a 1:8 (composite) or 1:4 
(s-Video) DA.

 ● Video AC/DC Coupling - Internally selectable.

 ● Companion Unit to the VM-80A Audio DA.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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VM‑1021

1:20 Composite/SDI Video Distribution Amplifier

The VM-1021 is a high-performance distribution amplifier for 
composite or SDI video signals. It provides controls to compensate for 
signal losses inherent in long cable runs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video/single component with 
loop, 1Vpp/75Ω on a BNC connector 
with termination switch.

OUTPUTS: 20 composite/component video, 
1Vpp/75Ω on BNC connectors.

VIDEO BANDWIDTH(-3dB): 350MHz.
DIFF. GAIN: 0.1%.
DIFF. PHASE: 0.07Deg.
K-FACTOR: <0.05%.
VIDEO S/N RATIO: 74dB.
CONTROL: Level: −1.1dB to + 2.7dB;  

EQ.: 0 to 2.9dB @4.4MHz.
NON-LINEARITY: 0.1%.
COUPLING: AC, DC, and clamped − user selectable 

with front panel switches.
DC CLAMP: 0VDC black level, or sync tip.
POWER CONSUMPTION: 230V AC, 50/60Hz (115V USA), 6.7VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● Grouped Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Clamping - Black or sync tip selectable.

 ● Video AC/DC Coupling Selection.

 ● Standard 19" (1U).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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1:25 Composite Video Distribution Amplifier
VM‑25

The VM-25 is a high-performance distribution amplifier for composite 
video signals. It takes one input, provides correct buffering and 
isolation, and distributes the signal to 25 identical RCA outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video with loop on an RCA 
connector.

OUTPUTS: 25 composite video on RCA connectors.
MAX. OUTPUT LEVEL: 1.7Vpp.
BANDWIDTH (-3dB): 430MHz.
DIFF. GAIN: 0.08%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73.8dB.
CONTROLS: Level: −1.2dB to +6.2dB; EQ.: 0dB to 

+8dB @50MHz.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 162mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.1kg (4.7lbs) approx.
INCLUDED ACCESSORIES: Power supply.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35
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FEATURES

 ● Bandwidth - 430MHz (-3dB).

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Grouped Level (Gain) and EQ (Peaking) Controls.

 ● Standard 19" (1U).

C



1:2 s−Video Distribution Amplifier

PT‑102SN

The PT-102SN is a high-performance video distribution amplifier for 
s-Video (Y/C) video signals. The unit takes one input, provides correct 
buffering and isolation, and distributes the signal to two identical 
outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 s-Video on a 4-pin connector.
OUTPUTS: 2 s-Video on 4-pin connectors.
MAX. OUTPUT LEVEL: 1.3Vpp.
BANDWIDTH (-3dB): 150MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: 76dB @5MHz.
CONTROLS: Gain: luma (Y) -1.9dB to +5.1dB;  

chroma (C) 0dB to +6.8dB, @5MHz.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 25mA.
DIMENSIONS: 6.22cm x 5.18cm x 2.44cm  

(2.45" x 2.04" x 0.96") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK-4PT 19” rack adapter.

FEATURES

 ● Bandwidth (Y) - 150MHz (-3dB).

 ● Y & C Level (Gain) Controls.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.

12V DC

OUT 1           OUT 2

s-Video Player

Y/C
Y/C

Display 1 Display 2

Y/C

SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.37
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103YC/103YCB

1:3 s−Video Distribution & Line Amplifier

The 103YC and 103YCB are high-performance line amplifiers for 
s-Video (Y/C) signals. They are ideal for use in systems where the 
main display device is located a relatively long distance from the signal 
source.

TECHNICAL SPECIFICATIONS

INPUT: 1 Y/C, (Y) 1Vpp/75Ω, (C) 0.3Vpp/75Ω  
on a 4−pin connector.

OUTPUTS: 3 Y/C, (Y) 1Vpp/75Ω, (C) 0.3Vpp/75Ω,  
on 4−pin connectors (103YC);  
2 outputs on 4−pin connectors and one output  
on 2 BNC connectors (Y and C) (103YCB).

BANDWIDTH (-3dB): 420MHz (Y).
MAX. OUTPUT LEVEL: 2.6Vpp/75Ω (Y).
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 72.4dB.
CONTROL: Y level: −1 to +6.5dB,  

Y EQ.: 0 to +10.5dB,  
C level: − 0.6 to +5.9dB.

COUPLING: AC (103YC); Y DC, C AC (103YCB).
POWER CONSUMPTION: 12V DC, 40 mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● High Bandwidth (Y) - 420MHz (-3dB).

 ● Controls - Y & C level (gain) and Y EQ (peaking).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.37

C-SM/2BM s-Video to 2 BNC Breakout Cable 8.34
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VM‑2C
1:2 Component Video Distribution Amplifier

FEATURES

 ● High Bandwidth - 510MHz (-3dB).

 ● HDTV Compatible.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 component video (Y, Pb/Cb, Pr/Cr, or Y, U, V), 
1Vpp/75Ω on RCA connectors.

OUTPUTS: 2 component video (Y, Pb/Cb, Pr/Cr, or Y, U, V), 
1Vpp/75Ω on RCA connectors.

MAX. OUTPUT LEVEL: 2.4Vpp.
BANDWIDTH (-3dB): 510MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73dB weighted.
CROSSTALK (all hostile): 58dB @5MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 71mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 0.98" x 2.95"), W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The VM-2C is a high-performance distribution amplifier for component 
video (RGB/YUV) signals. It takes one input, provides correct 
buffering and isolation and distributes the signal to two identical 
outputs.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.33
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1:2 RGBS/Component Video Distribution Amplifier
VM‑1042

The VM-1042 is a high-performance distribution amplifier for RGBS 
or component video signals. The unit has four channels of single 
BNC inputs each with two outputs that allow configuration as a four 
1:2 composite video, two 1:2 s-Video (Y/C), or one 1:2 RGBS or 
component (YUV) video distribution amplifier.

TECHNICAL SPECIFICATIONS

INPUTS: 4 component/composite video with loop, 
1Vpp/75Ω on BNC connectors with 
termination switches.

OUTPUTS: 2x4 component/composite video, 
1Vpp/75Ω on BNC connectors.

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 200MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: 0.05%.
VIDEO S/N RATIO: 73dB.
NON-LINEARITY: 0.1%.
CONTROL: Level: −2.2dB to +2dB,  

EQ.: 0 to +1.3dB @4.4MHz  
via underside trimmers.

COUPLING: DC.
POWER CONSUMPTION: 230V AC, 50/60Hz (115V USA), 3.2VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● Bandwidth - 200MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Standard 19" (1U).
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.37
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1:3 Component Video, S/PDIF & Stereo Audio Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 component video (Y, Pb/Cb, Pr/Cr), 
1Vpp, 0.7Vpp, 0.7Vpp/75Ω on RCA 
connectors;  
1 S/PDIF, 75Ω on an RCA connector; 
1 unbalanced stereo audio, +4dBu 
(nominal)/50kΩ on 3.5mm mini jacks.

OUTPUTS: 3 component video (Y, Pb/Cb, Pr/Cr), 
1Vpp/0.7Vpp, 0.7Vpp/75Ω on RCA 
connectors;  
3 S/PDIF, 75Ω on RCA connectors; 
3 unbalanced stereo audio +4dBu 
(nominal)/150Ω on 3.5mm mini jacks.

MAX. OUTPUT LEVEL: Video: 2.3Vpp;  
Audio: 1.8Vpp (S/PDIF); 25dBu (analog).

BANDWIDTH (-3dB): Video: 400MHz, fully loaded;  
Audio: >100kHz.

DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 74dB;  

Audio: 87dB (analog).
CONTROLS: Video level: -4.1dB to +6.4dB;  

Audio level: -70dB to +6.2dB;  
EQ.: 0dB to +6.3dB.

COUPLING: Video: DC; Audio: Input: AC; Output: DC.
AUDIO THD + NOISE: 0.065%.
AUDIO 2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 12V DC, 500mA.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm  

(8.4” x 6.4” x 1.7”) W, D, H.
WEIGHT: 3.7kg (8.2lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) & EQ (Peaking) Controls - Individual controls for 
each of the component/HDTV video signals (Y, Pb, Pr).

 ● Level (Gain) Controls - Left & right for unbalanced stereo 
audio.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

The VM-30CA is a high-performance distribution amplifier for 
component video (YUV), S/PDIF and unbalanced stereo audio signals.  
It takes one input of each signal type, provides correct buffering and 
isolation, and distributes the signal to three identical outputs.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C-RVM/RVM RCA Composite Video Cable 8.35
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1:5 Component Video, S/PDIF & Stereo Audio Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 5 component video (Y, Pb/Cb, Pr/Cr), 
1Vpp/0.7Vpp, 75Ω on 15 RCA  
connectors; 5 S/PDIF on 5 RCA 
connectors; 5 unbalanced stereo audio 
150Ω, 4dBu on 10 RCA connectors.

OUTPUTS: 5 component video (Y, Pb/Cb, Pr/Cr), 
1Vpp/0.7Vpp, 75Ω on 15 RCA 
connectors; 5 S/PDIF on 5 RCA 
connectors;  
5 unbalanced stereo audio 150Ω,  
4dBu on 10 RCA connectors.

MAX. OUTPUT LEVEL: Video: 2.3Vpp;  
Audio: 1.8Vpp (S/PDIF); 22dBu (analog).

BANDWIDTH (-3dB): Video: 400MHz, Fully Loaded;  
Audio: 350MHz (S/PDIF); 40kHz (analog).

DIFF. GAIN: 0.08%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 76dB @5MHz; Audio: 90dB 

(analog).
CROSSTALK (all hostile): Audio: −70dB @15kHz, video into audio.
CONTROLS: Y, Pb, Pr level: -1.2dB to +6.6dB; analog 

audio level: −67dB to +6.3dB;  
EQ. @50MHz: 0 to +5.9dB.

COUPLING: Video: DC;  
Audio: analog: Input: AC; Output: DC; 
S/PDIF: DC.

AUDIO THD + NOISE: 0.015% (analog) @1kHz.
AUDIO 2nd HARMONIC: 0.003% (analog) @1kHz.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 7VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) & EQ (Peaking) Controls - Individual controls for 
each of the component/HDTV video signals (Y, Pb, Pr).

 ● Level (Gain) Controls - Left & right for unbalanced stereo 
audio.

 ● Standard 19” Rack Mount Size - 1U. Rack "ears" included.

The VM-50CA is a high-performance distribution amplifier for 
component video (YUV), S/PDIF and unbalanced stereo audio signals.  
It takes one input of each signal type, provides correct buffering and 
isolation, and distributes the signal to five identical outputs.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-RVM/RVM RCA Stereo Audio Cable 8.35
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1:5 Component Video Distribution Amplifier

FEATURES

 ● High Bandwidth - 415MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Input - Each channel.

 ● Selectable Input Signal Termination - Each channel.

 ● Level (Gain) and EQ (Peaking) Controls - Each channel.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 4x1 video with loop, 1Vpp/75Ω on  
BNC connectors.

OUTPUTS: 4x5 video, 1Vpp/75Ω on  
BNC connectors.

MAX. OUTPUT LEVEL: 2.7Vpp
BANDWIDTH (-3dB): 415MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73dB, 5MHz.
CROSSTALK (all hostile): −58dB.
CONTROLS: Level: -2dB to +6.1dB;  

EQ.: 0dB to 9dB @50MHz.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 2VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

The VM-1045 is a high-performance distribution amplifier for component 
video signals.  It can be configured as a four 1:5 composite video, two 
1:5 s-Video (Y/C) or one 1:5 component (RGB/S) distribution amplifier.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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The VM-100C is a high-performance distribution amplifier for 
component (RGB/YUV) video signals. It takes one input, provides 
correct buffering and isolation, and distributes the signal to 10 identical 
outputs on RCA connectors.

1:10 Component Video Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 component video with loop (Y, Pb/Cb, 
Pr/Cr) on RCA connectors.

OUTPUTS: 10 component video (Y, Pb/Cb, Pr/Cr) on 
RCA connectors.

MAX. OUTPUT LEVEL: 2.5Vpp.
BANDWIDTH (-3dB): 450MHz, fully loaded.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 76.8dB.
CROSSTALK (all hostile): -51dB.
CONTROLS: Level: -1dB to +6.4dB; EQ.: 0dB to +7.3dB.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz; 46mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 450MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35
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VP‑123/VP‑123V

The VP-123 and VP-123V are high-performance 
amplifiers for computer graphics video signals with 
resolutions up to and exceeding UXGA. They take one 
VGA input, provide correct buffering and isolation, and 
distribute the signal to three identical RGBHV outputs.

1:3 RGBHV Computer Graphics Video Distribution Amplifiers

TECHNICAL SPECIFICATIONS

INPUTS: 1x3 component/RGB/composite 
video, 1Vpp/75Ω on BNC connectors 
(VP−123) or on a 15−pin HD (F) connector 
(VP−123V), H Sync and V Sync, TTL level.

OUTPUTS: 3x3 component/RGB/composite video, 
1Vpp/75Ω on BNC connectors 3 x H Sync, 
V Sync TTL level on BNC connectors.

MAX. OUTPUT LEVEL: 2.1Vpp/75Ω (R, G, B).
BANDWIDTH (-3dB): 450MHz.
DIFF. GAIN: 0.13%.
DIFF. PHASE: 0.02Deg.
K-FACTOR: <0.05%.
S/N RATIO: 82.3dB.
CROSSTALK: 55.9dB, all hostile.
CONTROLS: Level: −0.8 to +6.3dB; EQ.: 0 to +13.6dB 

@50MHz.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC or 12V DC, 100mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.36kg (5.2lbs) approx.
INCLUDED ACCESSORIES: Power supply, power cord.

FEATURES

 ● High Bandwidth - 450MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Worldwide Power Supply - 100-240V AC & 12V DC.

 ● Standard 19" (1U).
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28
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1:5 RGBHV Video Distribution Amplifier
VM‑1055

The VM-1055 is a high-performance distribution amplifier for RGBHV 
video signals. It provides correct buffering and isolation and distributes 
the signal to five identical outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 1x5 component/RGBHV/composite 
video, 1Vpp/75Ω on BNC connectors, 
(2 of them can be either video or 
SYNC 1Vpp/75Ω or TTL level/510Ω).

OUTPUTS: 5x5 component/RGBHV/composite 
video, 1Vpp/75Ω on BNC connectors 
(2 of them can be either video or 
SYNC 1Vpp/75Ω or TTL level/510Ω).

MAX. VIDEO OUTPUT: 2Vpp.
VIDEO BANDWIDTH (-3dB): 300MHz.
DIFF. GAIN: 0.1%.
DIFF. PHASE: 0.1Deg.
K-FACTOR: <0.05%.
VIDEO S/N RATIO: Better than 74dB.
COUPLING: DC.
NON-LINEARITY: 0.1%.
POWER CONSUMPTION: 230V AC 50/60Hz (115V USA), 

5.3VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack 

mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 300MHz (-3dB).

 ● HDTV Compatible.

 ● Selectable Sync input Termination - 75Ω (video), 510Ω 
(Graphics/TTL).

 ● Standard 19" (1U).
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34
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1:10, 1:15, 1:18  RGBHV Video Distribution Amplifiers
VP‑10/VP‑15/VP‑18

The VP-10, VP-15 and VP-18 are three high-performance 
distribution amplifiers for RGBHV video signals. They 
provide correct buffering and isolation and distribute the 
signal to 10, 15, or 18 identical outputs.

TECHNICAL SPECIFICATIONS

INPUTS: Analog red, green, blue signals, 
0.7Vpp/75Ω, H & V syncs, TTL or 
analog level on BNC connectors with 
termination switches and AC/DC input 
coupling selection switches.

OUTPUTS: 10/15/18 sets of analog red, green, 
blue signals, 0.7Vpp/75Ω, H & V syncs, 
TTL or analog level on BNC connectors 
with termination switches and AC/DC 
input coupling selection switches.

VIDEO BANDWIDTH (-3dB): 350MHz.
DIFF. GAIN: 0.12%.
DIFF. PHASE: 0.15Deg.
K-FACTOR: <0.05%.
VIDEO S/N RATIO: 71dB.
VIDEO CROSSTALK: -65dB.
CONTROL: Output level -1.4 to +1.7dB;  

EQ. 0 to 2.3dB @5MHz for  
sets of 5 outputs.

POWER CONSUMPTION: 230V AC, 50/60Hz,  
(115V AC, USA), 7VA.

DIMENSIONS: 19" x 7" x 3U  W, D, H, rack mountable.
WEIGHT: 6kg (13.2lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● HDTV Compatible.

 ● Grouped Level (Gain) and EQ (Peaking) Controls.

 ● Video AC/DC Coupling Selection.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Standard 19" (3U).

RGBHV High
Resolution

Graphics Source

RGBHV 

RGBHV RGBHV 

RGBHV 
Display 1

RGBHV 
Display 15 SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34
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VP‑2L

1:1 Computer Graphics Video Line Amplifier

The VP-2L is a high-performance line amplifier for computer graphics 
video signals with resolutions up to and exceeding UXGA. It provides 
controls to compensate for signal losses inherent in long cable runs.

FEATURES

 ● Resolution up to UXGA.

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls - Recessed control trimmers to 
prevent tampering.

 ● ID Bit Control.

 ● Compact Size - Part of the Kramer TOOLS family of compact high-
quality and cost-effective solutions.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUT: 1 UXGA on a 15−pin HD (F) connector.
MAX. OUTPUT LEVEL: 1.5Vpp.
RESOLUTION: Up to UXGA.
DIFF. GAIN: 2.7%.
DIFF. PHASE: 0.09Deg.
K-FACTOR: 0.1%.
S/N RATIO: 73dB.
CONTROLS: Level: -7.4dB to +4dB; EQ.: 0 to +26.4dB.
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 307mA.
DIMENSIONS: 4.27cm x 5.64cm x 2.2cm  

(1.68" x 2.22" x 0.87") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply.

VP-2
L5V DC INPUT

UXGA Line Am
plifie

r

OUTPUT
LEVEL

EQ.

ON

Computer Graphics
Source

Display

Long cable

Sh
or

t 
C
ab

le

VGA
VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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FEATURES

 ● High Bandwidth - 500MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● EQ (Peaking) Control.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

1:1 Computer Graphics Video Line Amplifier (500MHz)
VP‑111K

Projector

UXGA
Display

Computer
Graphics Source

5V DC

OUTPUT

EQ.

VGA

VGA

VGA

The VP-111K is a high-performance line driver for signals exceeding 
UXGA. It provides controls to compensate for signal losses inherent 
in long cable runs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA with loop on a 15−pin HD connectors.
OUTPUTS: 1 UXGA on a 15−pin HD connector.
MAX OUTPUT LEVEL: 2.2Vpp.
BANDWIDTH (-3dB): 500MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: 75dB.
CONTROLS: EQ.: 0 to 10dB @50MHz.
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 114mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑210K
1:1 Computer Graphics Video Line Amplifier (350MHz)

The VP-210K is a high-performance line amplifier for computer 
graphics video signals with resolutions up to and exceeding UXGA. 
The unit provides controls to compensate for signal losses inherent 
in long cable runs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA with loop on a 15−pin HD (F) connector.
OUTPUT: 1 UXGA on a 15−pin HD (F) connector.
VIDEO BANDWIDTH (-3dB): 350MHz.
DIFF. GAIN: 0.41%.
DIFF. PHASE: 0.53Deg.
VIDEO S/N RATIO: 66dB.
K-FACTOR: <0.05%.
CONTROLS: Level: −1.2 to +6.3dB;  

EQ: 0 to +4dB @50MHz.
POWER CONSUMPTION: 5V DC, 108mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.25kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting brackets.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

Computer
Graphics SourceProjectorDisplay

VGA

VGA

VGA

LOOP

OUTPUT

5V DC

Hi-Z

75Ω

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑2K

1:2 Computer Graphics Video & Stereo Audio Distribution Amplifier

The VP-2K is a high-performance distribution amplifier for computer 
graphics video signals, with resolutions up to and exceeding UXGA, 
and unbalanced stereo audio signals. The unit distributes one input 
signal to two identical outputs.

FEATURES

 ● High Bandwidth - 380MHz (-3dB).

 ● HDTV Compatible.

 ● Kramer Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is too low) by 
restoring the sync signal waveform. Kr-isp® advanced sync processing 
can be enabled or disabled.

 ● Level (Gain) & EQ (Peaking) Controls.

 ● Audio Level Control.

 ● Selectable AC/DC Coupling.

 ● ID Bit Control.

 ● Compact MultiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-13 rack adapter.
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TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD (F) connector;  
1 unbalanced stereo audio on RCA connectors.

OUTPUTS: 2 UXGA on 15−pin HD (F) connectors;  
2 unbalanced stereo audio on RCA connectors.

MAX. OUTPUT LEVEL: Video: 2.2Vpp; Audio: 6.8Vpp.
BANDWIDTH (-3dB): Video: 380MHz; Audio: >100kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K FACTOR: <0.05%.
S/N RATIO: Video: 73dB; Audio: 89dB.
CONTROLS: UXGA: Level: -1.1dB to 6.5dB;  

EQ.: 0dB to 5.3dB@50MHz;  
Audio Level: -50dB to 6.2dB;  
ID BIT switch; coupling switches;  
sync processing (normal or Kr−isp®).

COUPLING: Video: DC/AC selectable;  
Audio: input AC; output DC.

AUDIO THD + NOISE: 0.064%.
AUDIO 2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 5V DC, 150mA.
DIMENSIONS: 16.2cm x 10.7cm x 4.4cm (6.4” x 4.2” x 1.7”) W, D, H.
WEIGHT: 0.7kg (1.5lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−13 19” rack mount.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

VP‑72
1:2 Multi−Format Video & Computer Graphics Video Distribution Amplifier

The VP-72 is a seven input multi-format distribution amplifier for 
composite, s-Video, component (HDTV or SDTV), and computer 
graphics video signals with resolutions up to and exceeding UXGA. It 
was designed from user feedback to complement Kramer’s ProScale™ 
digital scaler/switcher line and includes seven 1:2 distribution 
amplifiers in one package: two composite, two s-Video (Y/C), one 
component, and two computer graphics video.

TECHNICAL SPECIFICATIONS

INPUTS: 2 CV on BNC connectors, 2 Y/C on 4−pin 
connectors, 1 YUV on BNC connectors,  
2 UXGA on 15−pin HD (F) connectors.

OUTPUTS: 4 CV on BNC connectors, 4 Y/C on 4−pin 
connectors, 2 YUV on BNC connectors,  
4 UXGA on 15−pin HD (F) connectors.

MAX. OUTPUT LEVEL: 2.4Vpp/75Ω (CV), 2.5Vpp/75Ω ("Y" 
channel Y/C), 2.3Vpp/75Ω ("Y" channel 
YUV), 2.5Vpp/75Ω (VGA) @100% white 
field.

BANDWIDTH (-3dB): 500MHz (CV), 520MHz ("Y" channel Y/C), 
470MHz ("Y" channel YUV), 485MHz (VGA).

DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.02Deg.
K-FACTOR: 0.05%.
S/N RATIO: 75dB.
CROSSTALK: −61dB.
CONTROLS: CV Level: -0.7dB to +6.4dB; EQ.: 0dB to 

+7.2dB;
Comp (YUV) Level: -1.1dB to +6.4dB; EQ.: 
0dB to +7.2dB;
Y/C C Level: -1.3dB to +6dB; Y 
Level: -0.9dB to +6.3dB; Y EQ.: 0dB to 
+8dB;
Underside accessible trimmers, ID bit 
control switches on graphics inputs.

COUPLING: DC; Chroma (Y/C): AC.
POWER CONSUMPTION: 100−240V AC, 3.5VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● High Bandwidth - Composite: 500MHz; s-Video: (Y) 
520MHz; YUV (Y) 470MHz; VGA: 485MHz (all values 
at -3dB).

 ● HDTV Compatible.

 ● Grouped Level (Gain) and EQ (Peaking) Controls.

 ● ID Bit Control.

 ● Standard 19" (1U).
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VP‑200Dxl
1:2 Computer Graphics Video Differential Line Amplifier

The VP-200Dxl is a high-performance differential line and distribution 
amplifier for computer graphics video signals with resolutions up to 
and exceeding UXGA. It includes differential circuitry to help eliminate 
noise often found on the input cable in a long run.

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Differential Circuitry - Reduces noise & hum found in long cable runs.

 ● ID Bit Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 analog red, green, blue signals, 0.7Vpp/75Ω,  
H & V sync, TTL level on a 15−pin HD (F) connector.

OUTPUTS: 2 analog red, green, blue signals, 0.7Vpp/75Ω,  
H & V syncs, TTL level on 15−pin HD (F) connectors.

BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.17%.
DIFF. PHASE: 0.1Deg.
COUPLING: DC.
K-FACTOR: <0.05%.
S/N RATIO: 71.5dB.
CONTROL: Level: −1.1 to +6dB, EQ.: 0 to +14.5dB, ID bit.
POWER CONSUMPTION: 12V DC, 150mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm  

(4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting brackets.
OPTIONS: RK−3T 19” rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑200K/VP‑300K/VP‑400K
1:2, 1:3, 1:4 Computer Graphics Video Distribution Amplifiers

The VP-200K, VP-300K and VP-400K are distribution amplifiers for 
computer graphics signals up to and exceeding UXGA. The units take 
one input, provide correct buffering and isolation, and distribute the 
signal to two, three or four identical outputs.

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● ID Bit Control.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled.

 ● EDID PassThru - Passes EDID signal from display to source via output 1.

 ● Selectable Sync Input Impedance - 75Ω (video), 510Ω (Graphics/TTL).

 ● DC Coupling.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD connector.
OUTPUTS: 2/3/4 UXGA on 15−pin HD connectors.
MAX. OUTPUT LEVEL: 2.2Vpp.
BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 72dB @5MHz.
CONTROLS: ID BIT switch; internal analog/TTL switches for setting 

the sync.
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 130mA.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm  

(4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, 3ft 15−pin HD cable, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

VP-300K

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑200AK
1:2 Computer Graphics Video & Stereo Audio Distribution Amplifier
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The VP-200AK is a high-performance distribution amplifier for 
computer graphics video signals, with resolutions up to and exceeding 
UXGA, and unbalanced stereo audio. It takes a computer graphics 
video and stereo audio input and outputs two computer graphics 
video, two balanced, and two unbalanced stereo audio signals.

FEATURES

 ● High Bandwidth - 510MHz (-3dB).

 ● HDTV Compatible.

 ● Audio Outputs - Simultaneous balanced and unbalanced stereo.

 ● EQ (Peaking Control) Audio Level (Gain) Controls.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled via internal switches.

 ● ID Bit Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD (F) connector,  
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUTS: 2 UXGA on 15−pin HD (F) connectors,  
2 unbalanced stereo audio on 3.5mm mini jacks,  
2 balanced stereo audio on detachable 5−pin  
terminal blocks.

MAX. OUTPUT LEVEL: Video: 2.0Vpp; Audio: 7.2Vpp.
BANDWIDTH (-3dB): Video: 510MHz; Audio: >100kHz.
DIFF. GAIN: 0.55%.
DIFF. PHASE: 0.10Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 72.5dB @5MHz;  

Audio: 82dB (balanced); 88dB (unbalanced).
CONTROLS: EQ: 0dB to 4.7dB @50MHz.
COUPLING: Video: DC; Audio: AC at the output; DC at the input.
AUDIO THD + NOISE: 0.005% @1kHz (unbalanced and balanced).
AUDIO 2nd HARMONIC: 0.003% (unbalanced); 0.001% (balanced).
POWER CONSUMPTION: 5V DC, 120mA.
DIMENSIONS: 12cm x 7.18cm x 2.42cm (4.7" x 2.8" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, 3ft 15−pin HD cable, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30
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VP‑200xln
1:2 Computer Graphics Video Line & Distribution Amplifier

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● ID Bit Control.

 ● AC/DC Coupling Selection - Individually for R, G, & B signals.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

The VP-200xln is a high-performance line and distribution amplifier 
for computer graphics video signals with resolutions up to and 
exceeding UXGA. It provides controls to compensate for signal losses 
inherent in long cable runs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUTS: 2 UXGA on 15−pin HD (F) connectors.
MAX. OUTPUT LEVEL: 2Vpp.
BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 71dB.
CONTROLS: Level: -1.5dB to +6.1dB, EQ.: 0 to +7.3dB @50MHz.
COUPLING: AC/DC.
POWER CONSUMPTION: 12V DC, 95mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑103
Computer Graphics Video Line Amplifier & Format Converter

FEATURES

 ● High Bandwidth - 315MHz (-3dB).

 ● HDTV Compatible.

 ● Dual Outputs.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Output Sync Selectable.

 ● Compact Desktop - Can be rack mounted in a 1U rack 
space with the optional RK-MEDN adapter.

The VP-103 is a line amplifier and format converter for 
computer graphics video signals. It accepts a computer 
graphics video input on a 15-pin HD connector and 
converts it to two identical outputs of either RGBS, RGsB, 
or RGBHV.
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TECHNICAL SPECIFICATIONS

INPUT: 1 analog red, green, blue with loop, 
0.7Vpp/75Ω, H & V sync, TTL level  
on a 15−pin HD (F) connector.

OUTPUTS: 2 analog red, green (with or without 
composite sync), blue signals, 
0.7Vpp/75Ω, H & V syncs TTL level 
(Hi−Z load) or analog level (75Ω load)  
on BNC connectors; composite sync TTL 
levels (Hi−Z load) or analog level (75Ω 
load).

VIDEO BANDWIDTH (-3dB): 315MHz.
DIFF. GAIN: 0.47%.
DIFF. PHASE: 0.15Deg.
VIDEO S/N RATIO: 75dB.
CONTROL: Composite sync or horizontal sync 

output, green or green + sync selected 
via front panel switches, level control: 
−1 to +4.1dB, EQ. control: 0 to +8.6dB 
@5.8MHz.

COUPLING: AC, inputs and outputs, with input 
protection circuitry.

POWER CONSUMPTION: 12V DC, 110mA.
DIMENSIONS: 24.5cm x 18cm x 4.5cm  

(9.6” x 7” x 1.8”) W, D, H.
WEIGHT: 1.1kg (2.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−MEDN 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28
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1:4, 1:5 Computer Graphics Video Distribution Amplifier
VP‑4xl/VP‑5xl

The VP-4xl and VP-5xl are high-performance distribution 
amplifiers for computer graphics video signals with 
resolutions up to and exceeding UXGA. They take one 
input, provide correct buffering and isolation, and 
distribute the signal to four or five identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA input on a 15−pin HD (F) 
connector.

OUTPUTS: 4 (VP−4xl), 5 (VP−5xl) UXGA on  
15−pin HD (F) connectors.

MAX. OUTPUT LEVEL: 1.9Vpp.
BANDWIDTH (-3dB): 375MHz.
DIFF. GAIN: 0.12%.
DIFF. PHASE: 0.28Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73.7dB.
CONTROLS: EQ: 0 to 6.6dB @50MHz.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 4.3VA.
DIMENSIONS: 22cm x 18cm x 4.5cm (8.7" x 7" x 1.7") 

W, D, H, (half 19", 1U).
WEIGHT: 1.2kg (2.64lbs).
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● High Bandwidth - 375MHz (-3dB).

 ● HDTV Compatible.

 ● EQ (Peaking) Control.

 ● ID Bit Control.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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1:5 Computer Graphics Video Twisted Pair Receiver & Distribution Amplifier

VP‑5R

The VP-5R is a high-performance distribution amplifier 
for computer graphics video signals on a twisted pair 
cable. It takes one twisted pair input and distributes the 
signal to five identical computer graphics video outputs on 
15-pin HD connectors.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Twisted Pair Connectors - RJ-45 connectors.

 ● High Bandwidth (15-pin HD) - 445MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● System Range (CAT 5) - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
VP-5R powers both transmitter and receiver when the 
devices are within 150ft (50m) of each other.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair on an RJ−45 connector.
OUTPUTS: 5 UXGA on 15−pin HD connectors.
BANDWIDTH (-3dB): 445MHz.
MAX. OUTPUT LEVEL: 1.4Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 3.4%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: < 0.05%.
S/N RATIO: 74dB.
CONTROLS: Level: -8.2dB to +4.3dB;  

Line EQ.: 0 to +30dB;  
Out EQ.: 0 to +8.6dB.

COUPLING: AC.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA) 9.2VA.
DIMENSIONS: 22cm x 18cm x 4.5cm (8.7” x 7” x 1.7”) 

W, D, H (half 19”, 1U).
WEIGHT: 1.2kg (2.6lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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VP‑6xln

1:6 Computer Graphics Video Distribution Amplifier

FEATURES

 ● High Bandwidth - 500MHz (-3dB).

 ● HDTV Compatible.

 ● ID Bit Control.

 ● EQ (peaking) Control.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUTS: 6 UXGA on 15−pin HD (F) connectors.
MAX. OUTPUT LEVEL: 1.7Vpp.
BANDWIDTH: 500MHz.
DIFF. GAIN: 0.09%.
DIFF. PHASE: 0.01Deg.
K-FACTOR: <0.05%.
S/N RATIO: 72dB.
CONTROLS: 0 to +10dB EQ.
COUPLING: DC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 18VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

The VP-6xln is a high-performance distribution amplifier 
for computer graphics video signals with resolutions up 
to and exceeding UXGA. It takes one input, provides 
correct buffering and isolation, and distributes the signal 
to six identical outputs.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑8K

1:8 Computer Graphics Video Distribution Amplifier

The VP-8K is a high-performance distribution amplifier for 
computer graphics video signals with resolutions up to 
and exceeding UXGA. It takes one input, provides correct 
buffering and isolation, and distributes the signal to eight 
identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15-pin HD (F) connector.
OUTPUTS: 8 UXGA on 15-pin HD (F) connectors.
MAX. OUTPUT LEVEL: 2.2Vpp.
BANDWIDTH (-3dB): 370MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K FACTOR: <0.05%.
S/N RATIO: 73dB.
CONTROLS: TTL/ANALOG switch (on the rear panel).
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 390mA.
DIMENSIONS: 21.46cm x 16.25cm x 4.36cm  

(8.45” x 6.4” x 1.72”) W, D, H.
WEIGHT: 0.7kg (1.5lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-1 19” rack adapter.

FEATURES

 ● High Bandwidth - 370MHz (-3dB).

 ● HDTV Compatible.

 ● Selectable Sync Input Impedance - 75Ω (video), 510Ω 
(Graphics/TTL).

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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VP‑108
1:8 Computer Graphics Video & Balanced Stereo Audio Distribution Amplifier

The VP-108 is a high-performance computer graphics video amplifier 
for computer graphics signals, with resolutions up to and exceeding 
UXGA, and balanced stereo audio signals. It takes one computer 
graphics and a balanced stereo audio input signal and outputs eight 
computer graphics and balanced stereo audio signals.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA with loop on 15−pin HD (F) 
connectors; 1 balanced stereo audio, 
+4dBu 100kΩ on detachable terminal block 
connectors.

OUTPUTS: 8 UXGA on 15−pin HD (F) connectors;  
8 balanced stereo audio, +4dBu/50Ω on 
detachable terminal block connectors.

MAX. OUTPUT LEVEL: Video: 1.5Vpp, Audio: 25Vpp.
BANDWIDTH (-3dB): Video: 400MHz, Audio: 100kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: 0.05%.
S/N RATIO: 74.3dB, Audio: 77.7dB unweighted.
CONTROLS: Level: −1.1 to +6.2dB;  

Audio: Level: −0.9 to +8.6dB.
EQUALIZATION: 0dB to +8dB, 50MHz.
COUPLING: DC.
AUDIO THD + NOISE: 0.022%.
AUDIO 2nd HARMONIC: 0.003%.
POWER CONSUMPTION:100−240V AC, 50/60Hz, 7.3VA.
DIMENSIONS: 19" x 7" x  1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED  
ACCESSORIES:

 
Power cord, null−modem adapter, 
Windows®−based Kramer control 
software.

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Input.

 ● Level (Gain) & EQ (Peaking) - R, G & B.

 ● Audio Level (Gain) Controls.

 ● ID Bit Control.

 ● Control - RS-232 & contact closure for individual output 
disconnect.

 ● Selectable Input Signal Termination.

 ● Standard 19" (1U).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19
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1:12 Computer Graphics Video & HDTV Distribution Amplifier with 3 Twisted Pair Transmitters

VP‑12NHD

The VP-12NHD is a high-performance distribution amplifier for 
computer graphics video signals. It takes one input, provides correct 
buffering and isolation, and distributes the signal to twelve computer 
graphics outputs on 15-pin HD connectors and three twisted pair 
outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUTS: 12 UXGA on 15−pin HD (F) connectors,  

3 twisted pair on RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.7Vpp.
BANDWIDTH (-3dB): 330MHz (UXGA).
MAX. RESOLUTION: Up to UXGA.
DIFF. GAIN: 0.17% (UXGA).
DIFF. PHASE: 0.44Deg (UXGA).
K-FACTOR: <0.05%.
S/N RATIO: 73dB.
CONTROLS: Level: −0.8dB to 2.4dB.
COUPLING: DC.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA), 

31VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

FEATURES

 ● High Bandwidth (15-pin HD) - 330MHz (-3dB).

 ● Max. Resolution (Twisted Pair) - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Sync Polarity Settings - H & V switches for improved 
display compatibility with the CAT 5 outputs.

 ● Power Connect™ System - A single connection to the 
transmitter powers all units when the receivers are within 
150ft (50m) of the transmitter.

 ● Twisted Pair Connectors - RJ-45 connectors.

 ● Control - RGB Level (Gain), ID bit.

 ● System Range (Twisted Pair) - Up to 100m (300ft).

 ● Cable  (Twisted Pair) - UTP (unshielded twisted pair) or 
STP (shielded twisted pair) such as CAT 5.

 ● Standard 19" (1U). Rack "ears" included.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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PT‑102AN

1:2 Stereo Audio Distribution Amplifier

The PT-102AN is a high-performance audio distribution amplifier 
for unbalanced stereo signals. The unit takes one stereo input and 
distributes the signal to two identical stereo outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 unbalanced stereo audio on a 3.5mm mini jack.
OUTPUTS: 2 unbalanced stereo audio on 3.5mm mini jacks.
MAX. OUTPUT LEVEL: 5Vpp.
BANDWIDTH (-3dB): >100kHz.
S/N RATIO: 85dB @1kHz.
CONTROLS: Level: −55dB to +20dB.
COUPLING: AC.
AUDIO THD + NOISE: 0.01% @1kHz.
AUDIO 2nd HARMONIC: 0.004% @1kHz.
POWER CONSUMPTION: 12V DC, 20mA.
DIMENSIONS: 6.22cm x 5.18cm x 2.44cm (2.45" x 2.04" x 0.96") 

W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19” rack adapter.

FEATURES

 ● Level (Gain) Controls.

 ● S/N Ratio - 85dB.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.

Audio

A
udio

Audio

Power Amplifier
with Speakers

12V DC

OUT 1         OUT 2

Unbalanced Stereo
Audio Player

Unbalanced
Stereo Audio

Recorder

SUGGESTED CABLES ‑ For complete list see our Web site.

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49
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1:3 Balanced Stereo Audio Distribution Amplifier

VM‑3AN

The VM-3AN is a high-performance distribution amplifier for balanced 
stereo audio signals. The unit takes one stereo input and distributes 
the signal to three identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo audio on a 5−pin terminal block.
OUTPUTS: 3 balanced stereo audio on 5−pin terminal blocks.
MAX. OUTPUT LEVEL: Audio: 18.5Vpp.
BANDWIDTH (-3dB): >100 kHz.
S/N RATIO: 90dB @1kHz.
CONTROL: Output level control:−77 to +6dB, R+/−, L+/− channels.
AUDIO THD + NOISE: 0.008%.
AUDIO 2d HARMONIC: 0.001%.
POWER CONSUMPTION: 12V DC, 89mA.
DIMENSIONS: 11.7cm x 6cm x 3.2cm (4.6” x 2.4” x 1.3”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● S/N Ratio - 90dB.

 ● L & R Level (Gain) Controls.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

1.63

D ISTR IBUT ION  AMPL I F I ERS   ALL  D I S TR I BUT I ON  AMPL I F I ERS   AUD IO  ONLY

D
IS

T
R

IB
U

T
IO

N
 A

M
P

L
IF

IE
R

S

A



105A
1:5 Stereo Audio Distribution Amplifier

The 105A is a high-performance distribution amplifier for unbalanced 
stereo audio signals. It takes one stereo input and distributes the 
signal to five identical stereo outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 unbalanced stereo/balanced mono,  
1Vpp/33kΩ on a 3.5mm mini jack.

OUTPUTS: 5 unbalanced stereo/balanced mono,  
1Vpp/50Ω on 3.5mm mini jacks.

MAX. OUTPUT: 5Vpp.
AUDIO BANDWIDTH (-3dB): 20kHz.
S/N RATIO: 80dB unweighted.
CONTROL: Left and right gain rear trimmers (0 to +3.5dB).
COUPLING: AC.
AUDIO THD + NOISE: 0.03% (2nd harmonic).
POWER CONSUMPTION: 12V DC, 100mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Level (Gain) Controls.

 ● S/N Ratio - 80dB (unweighted).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49
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1:5 Balanced & Unbalanced Stereo Audio Distribution Amplifier

VM‑50AN

TECHNICAL SPECIFICATIONS

INPUTS: 1 balanced stereo audio,  
+4dBu/50kΩ on a detachable terminal block connector;  
1 unbalanced stereo audio, 
1Vpp/50kΩ on a 3.5mm mini jack.

OUTPUT: 5 balanced stereo audio,  
+4dBu/50Ω on detachable terminal block connectors;  
5 unbalanced stereo audio,  
1Vpp/470Ω on 3.5mm mini jacks.

MAX. OUTPUT LEVEL: >24dBm.
BANDWIDTH (-3dB): 40kHz; fully loaded.
S/N RATIO: 84dB, unweighted.
CONTROLS: Level (for right and left): 0.4 to 9.5dB.
COUPLING: Input: AC; Output: DC.
AUDIO THD + NOISE: 0.002% @1kHz, balanced output.
AUDIO 2nd HARMONIC: 0.022% @1kHz, balanced output.
POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 16.5cm x 12cm x 4.5cm (6.5” x 4.7” x 1.7”) W, D, H.
WEIGHT: 0.6kg (1.3lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-1 19” rack adapter.

The VM-50AN is a high-performance distribution amplifier for 
balanced and unbalanced stereo audio signals. It takes one balanced 
or unbalanced stereo input and distributes the signal simultaneously 
to ten stereo outputs (five balanced and five unbalanced).

FEATURES

 ● Balanced/Unbalanced Input Selection.

 ● S/N Ratio - 84dB (unweighted).

 ● Level (Gain) Controls.

 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VM‑1110xl

The VM-1110xl is a high-performance distribution 
amplifier for balanced mono audio signals on XLR 
connectors. It can also be configured as a 1:5 
distribution amplifier for stereo balanced audio signals.

1:10 Balanced Mono Audio Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 2 balanced stereo audio,  
+4dBu/50kΩ on XLR (F) connectors.

OUTPUTS: 10 balanced stereo audio,  
+4dBu/50Ω on XLR (M) connectors.

MAX. OUTPUT LEVEL: 23.8Vpp.
BANDWIDTH (-3dB): >100kHz.
S/N RATIO: 89.3dB.
CROSSTALK: −78dB.
CONTROLS: Level (x2): −0.7dB to +5.1dB, mode 

selector switches.
COUPLING: AC (input); DC (output).
AUDIO THD + NOISE: 0.081%.
AUDIO 2nd HARMONIC: 0.006%.
POWER CONSUMPTION: 230V AC, (115V AC USA), 6VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● Level (Gain) Controls.

 ● Dual Mode - Configure as 1:10 (mono) or 1:5 (stereo) 
DA.

 ● S/N Ratio - 89.3dB.

 ● Standard 19” Rack Mount Size - 1U.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.50
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VM‑1120
1:10 Balanced Stereo Audio Distribution Amplifier

The VM-1120 is a high-performance distribution amplifier 
for balanced mono audio signals on XLR connectors. It 
can also be configured as a 1:20 distribution amplifier for 
mono balanced audio signals.

TECHNICAL SPECIFICATIONS

INPUTS: 2 balanced stereo or 4 balanced 
mono audio, +4dBu/50kΩ on XLR (F) 
connectors.

OUTPUTS: 10 balanced stereo or 20 balanced 
mono audio, +4dBu/50Ω on XLR (M) 
connectors.

MAX. OUTPUT LEVEL: 23.8Vpp.
BANDWIDTH (-3dB): >100kHz.
S/N RATIO: 89.3dB.
CROSSTALK: −78dB.
CONTROLS: Level (x4): −0.7dB to +5.1dB, mode 

selector switches.
COUPLING: AC (input); DC (output).
AUDIO THD + NOISE: 0.081%.
AUDIO 2nd HARMONIC: 0.006%.
POWER CONSUMPTION: 230V AC, (115V AC USA), 15VA.
DIMENSIONS: 19" x 7" x 2U  W, D, H, rack mountable.
WEIGHT: 3.5kg (7.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● Grouped Audio Level Controls.

 ● Dual Mode - Configure as 1:20 (mono) or 1:10 (stereo) 
DA.

 ● S/N Ratio - 89.3dB.

 ● Standard 19” Rack Mount Size - 2U.

RIGHT

LEFT

OUT 1A

INPUT A
INPUT B

OUT 1B
OUT 2A

OUT 2B
OUT 3A

OUT 3B
OUT 4A

OUT 4B
OUT 5A

OUT 5B

Balanced Audio
Acceptor 10

Audio Player

Balanced Audio
Acceptor 1

Audio

Audio
Audio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.50
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The VM-1610 is a high-performance distribution amplifier 
for balanced stereo signals. It can also be configured as 
two 1:5 balanced stereo audio distribution amplifiers.

1:10 Balanced Stereo Audio Distribution Amplifier

VM‑1610

TECHNICAL SPECIFICATIONS

INPUTS: 2 balanced stereo audio, +4dBu, 
50kΩ on detachable terminal blocks.

OUTPUTS: 10 (or 2x5) balanced stereo audio, 
+4dBu, 50Ω on detachable terminal 
blocks.

AUDIO BANDWIDTH (-3dB): >100kHz.
MAX. AUDIO OUTPUT: 18Vpp.
GAIN RANGE: 0.5dB to +9.5dB (4 trimmers, 2 for 

each input channel).
AUDIO S/N RATIO: 92dB @1Vpp.
CROSSTALK: −84.5dB.
CONTROL: Front selector switch for 1:10 or 

2x1:5 operation, 4 front accessible 
gain trimmers.

COUPLING: AC (input), DC (output).
AUDIO THD + NOISE: 0.011% at 1kHz.
2ND HARMONIC: 0.003%.
POWER CONSUMPTION: 230V AC (115V AC USA), 21VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● Grouped Audio Level Controls.

 ● Dual Mode - Configure as 1:10 or 2x1:5 DAs.

 ● S/N Ratio - 92dB @1Vpp.

 ● Standard 19" (1U).

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TECHNICAL SPECIFICATIONS

INPUT: 1 balanced mono microphone on  
a 3−pin terminal block connector.

OUTPUTS: 2 balanced mono line outputs on 
 3−pin terminal block connectors.

MAX. OUTPUT LEVEL: 27Vpp (22dBu).
BANDWIDTH: >40kHz.
S/N RATIO: 81dB.
CONTROLS: Mic. type selector pushbutton,  

−14dB to +68dB LINE OUT trimmers  
(master trimmer at max.),  
+37dB to +68dB master trimmer  
(line out trimmer at max.)

COUPLING: Input, AC; output, DC.
AUDIO THD + NOISE: 0.18%.
AUDIO 2nd HARMONIC: 0.16%.
POWER CONSUMPTION: 12V DC, 132mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket
OPTIONS: RK−3T 19" rack adapter.

106

1:2 Microphone to Line Distribution Amplifier

The 106 is a high-quality distribution amplifier for balanced mono 
microphone signals. It takes one dynamic or condenser microphone 
input and distributes the signal to two line-level outputs.

FEATURES

 ● Mic Input Selector - Condenser or dynamic.

 ● Phantom Power - 48V DC.

 ● S/N Ratio - 81dB.

 ● Level (Gain) Controls - Individual and master output adjustments.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-1T Mono Audio/Control Bulk Cable 8.18
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104M

1:4 Dynamic Microphone Distribution Amplifier

The 104M is a high-quality distribution amplifier for dynamic 
microphone signals. It takes a microphone input and distributes the 
signal to four identical line-level outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 mono microphone, 5mVpp/10kΩ on  
a 6.5mm phone jack.

OUTPUTS: 4 mono line level, 1Vpp/150Ω on 
6.5mm phone jacks.

MAX. OUTPUT LEVEL: 4.8Vpp.
AUDIO BANDWIDTH (-3dB): 37kHz.
GAIN CONTROL: 5dB to 54dB.
S/N RATIO: 78dB.
AUDIO THD + NOISE: 0.1% @1kHz.
POWER CONSUMPTION: 12V DC, 20mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm 

 (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Level (Gain) Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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1:4 RF Distribution Amplifier
104R

TECHNICAL SPECIFICATIONS

INPUT: 1 RF, 0.5Vpp/75Ω (max.) on an “F” type connector.
OUTPUTS: 4 RF, 0.5Vpp/75Ω (max.) on “F” type connectors.
BANDWIDTH: 40MHz to 3000MHz (+/−3dB).
COUPLING: AC.
RF GAIN: +6dB typical across band.
NOISE FIGURE: 3.5dB.
POWER CONSUMPTION: 12V DC, 80mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.32kg (0.71lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

104R
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OUT 1
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To RF
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To RF
Input

To RF
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TV
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Recorder
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Receiver

ON     1
2VDC

The 104R is a high-performance distribution amplifier for analog RF 
signals. It takes one RF (CATV/MATV) signal and distributes it to four 
identical outputs.

FEATURES

 ● High Bandwidth - 3GHz.

 ● RF Gain - +6dB across band.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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VM‑200HDCP/VM‑300HDCP/VM‑400HDCP
1:2, 1:3, 1:4 DVI (HDCP) Distribution Amplifiers

The VM-200HDCP, VM-300HDCP and VM-400HDCP are distribution 
amplifiers for DVI signals. They reclock and equalize the signal and 
distribute it to two, three or four identical outputs.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Looping DVI Output.

 ● EDID Acquisition - Default, single output or all connected outputs  
(auto-mix).

 ● Controls - EDID Read and Select buttons.

 ● Active Input & Output LED Indictors.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI−I (F) connector with loop.
OUTPUTS: 2/3/4 DVI−I (F) connectors.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH STANDARD: HDCP.
CONTROLS: SELECT and READ buttons for selecting and 

storing EDID information.
INDICATOR LEDs: OUTPUTS 1 to 2/3/4 and power LEDs.
POWER CONSUMPTION: 5V DC, 450mA.
DIMENSIONS: 18.8cm x 11.27cm x 2.57cm  

(7.4" x 4.44" x 1.01”) W, D, H.
WEIGHT: 0.42kg (093.lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

DVD Player

LCD TV

DVI

DVI

Plasma 
Display

DVI

VM-400HDCP

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42
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1:2 DVI (HDCP) Distribution Amplifier
VM‑2HDCPxl

The VM-2HDCPxl is an HDCP compliant distribution amplifier for DVI-D 
signals with resolutions up to and including WUXGA and 1080p. It 
reclocks and equalizes the signal and distributes it to two identical 
outputs.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● Max. Resolution - Up to WUXGA & 1080p.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● Input/Output - DVI-D signal (on a DVI-I connector).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
DVI systems.

 ● Active Input & Output LED Indicators.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI, 1.2Vpp on a DVI Molex 24−pin female connector; 
DDC signal 5Vpp (TTL).

OUTPUTS: 2 DVI, 1.2Vpp on DVI Molex 24−pin female connectors; 
DDC signal 5Vpp (TTL).

COMPLIANCE WITH 
STANDARDS: Supports DVI 1.1 and HDCP.
MAX. RESOLUTION: Up to WUXGA (1920x1200), 1080p.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
CONTROLS: EDID button for selecting and storing EDID information.
POWER CONSUMPTION: 5V DC 810mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" 1.0") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

OUTPUT 2

Computer
Graphics Source

OUTPUT 1

ProjectorDisplay

DVI

DVI

DVI

5V DC

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42
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VM‑4HDCPxl/VM‑24HDCP

The VM-4HDCPxl and VM-24HDCP are high-performance 
distribution amplifiers for DVI signals. The units reclock 
and equalize one input signal (VM-4HDCPxl) or one of 
two input signals (VM-24HDCP) and distribute it to four 
identical outputs.

1:4, 2x1:4 DVI (HDCP) Distribution Amplifiers

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for DVI systems.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 2 DVI−D on DVI−I Molex 24−pin (F) 
connectors, 1.2Vpp, DDC signal  
5Vpp (TTL).

OUTPUTS: 4 DVI−D on DVI−I Molex 24−pin (F) 
connectors, 1.2Vpp, DDC signal  
5Vpp (TTL).

BANDWIDTH: 6.75Gbps (2.25Gbps per graphic 
channel).

CONTROLS: EDID SELECT, EDID READ; IN 1, IN 2 
buttons, RS−232, IR (VM−24HDCP).

INDICATOR LEDs: OUTPUT STATUS LEDs.
POWER CONSUMPTION: 100−240V AC, 50/60Hz 17VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears"; null−modem 

adapter, Windows®−based control 
software, infrared remote control 
transmitter (VM−24HDCP only).

INPUT

OUTPUT 1

OUTPUT 2

OUTPUT 3

OUTPUT 4

DVI

DVI

DVI

DVI
DVI

FP ORROGRAMING

DVD Player

Plasma
Display 1

LCD TV 1

LCD TV 2
Plasma

Display 1

VM-4HDCPxl

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42
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VM‑12HDCP
1:12 DVI (HDCP) Distribution Amplifier

The VM-12HDCP is an HDCP-compliant distribution amplifier for DVI-D 
signals with resolution up to 1080p or UXGA. It reclocks and equalizes 
the signal and distributes it to twelve identical outputs.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for DVI systems.

 ● Active Input & Output LED Indicators.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI−D on a DVI−I connector,  
1.2Vpp; DDC signal 5Vpp (TTL).

OUTPUTS: 12 DVI−D on DVI−I connectors, 
1.2Vpp; DDC signal 5Vpp (TTL).

BANDWIDTH: 4.95Gbps (1.65Gbps per graphic 
channel).

CONTROLS: SELECT and READ buttons for 
selecting and storing EDID information.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 11VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack 

mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

OUTPUT 12

OUTPUT 9

OUTPUT 10

OUTPUT 11

OUTPUT 7

INPUT

OUTPUT 8

OUTPUT 1

OUTPUT 2

OUTPUT 3

OUTPUT 4

OUTPUT 5

OUTPUT 6

Projector Display

DVI

DVI
DVI

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42
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VM‑22H/VM‑2Hxl
1:2 HDMI Distribution Amplifiers

The VM-22H and VM-2Hxl are distribution amplifiers for HDMI 
signals. The units reclock and equalize one input signal (one of two 
selectable on the VM-22H) and distribute it to two identical outputs.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, CEC.

 ● 3D Pass-Through.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Active Output LED Indicators.

 ● Control - Front panel or IR switching (VM-22H).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal integrity to travel longer distances.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (VM−2Hxl); 2 HDMI 
connectors (VM−22H).

OUTPUTS: 2 HDMI connectors.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID SETUP button, input select button.
INDICATOR LEDs: IN 1, IN 2, OUT 1, OUT 2, and ON LEDs.
POWER CONSUMPTION: 5V DC, 910mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" 1.0") 

W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

5V DC

HDMI IN 1

Plasma
Display

DVD Player 1

DVD Player 2

HDMI

HDMI

HDMI

HDMI IN 2
HDMI OUT 1

HDMI OUT 2

LCD TV

HDMI

VM-22H

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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NEW

VM‑2HN/VM‑3HN/VM‑4HN
1:2/3/4 4K HDMI Distribution Amplifiers

The VM-2HN/VM-3HN/VM-4HN are distribution amplifiers for HDMI 
signals. they reclock and equalize the signal and distribute it to two/
three/four identical outputs.

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per graphic channel).

 ● Max. Resolution - Up to 4K and 1080p at 60Hz.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● HDMI Support - Deep Color, x.v.Color™, Dolby® TrueHD, Dolby Digital 
Plus, DTS-HD®, and 7.1 multi-channel audio.

 ● Active Input & Output LED Indictors.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 2/3/4 HDMI connectors.
MAX. DATA RATE: 10.2Gbps (3.4Gbps per graphic channel).
COMPLIANCE WITH HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID Setup button.
INDICATOR LEDs: OUTPUTS 1 to 2/3/4, and ACTIVE LED.
POWER CONSUMPTION: 5V DC, 800mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 0.9")  

W, D, H.
WEIGHT: 0.3kg (0.67lb).
INCLUDED ACCESSORIES: Power supply.
OPTIONAL: RK−3T 19" rack adapter.

DVD

HDMI

LCD Display
with Speakers

Plasma
Display 3

HDMI

Plasma
Display 1

HDMI

HDMI

VM-4HN

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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VM‑114H2C

2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector,  
1 DGKat twisted pair on an RJ−45 connector.

OUTPUTS: 2 HDMI connectors,  
2 DGKat twisted pairs on RJ−45 connectors.

MAX. DATA RATE:: 6.75Gbps (2.25Gbps per graphic channel) 
(HDMI), 4.95Gbps (1.65Gbps per graphic 
channel) (DGKat).

COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: Input select button, EDID select button,  

panel lock button, RS−232, local and  
remote IR controls.

INDICATOR LEDs: IR communication, power, IN 1( HDMI),  
IN 2 (CAT 5), OUTPUT 1, 2, 3 and 4.

POWER CONSUMPTION: 12V DC, 910mA.
DIMENSIONS: 21.5cm x 7.5cm x 4.4cm  

(8.5" x 3.0" x 1.7") W, D, H.
WEIGHT: 0.9kg (1.98lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, bracket installation kit, RC−IR3 
infrared remote control transmitter.

OPTIONS: RK−1 19” rack adapter.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel) 
(HDMI), 4.95Gbps (1.65Gbps per graphic channel) (DGKat).

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● DGKat™ Signal Integration - Kramer’s unique technology 
for converting TMDS as well as control and communication 
to signals that run over twisted pair cables. We strongly 
recommend using Kramer DGKat™ cables designed specifically 
for optimum performance.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent 
EDID handling & processing algorithm ensures Plug and Play 
operation for HDMI systems.

 ● HDMI Support - x.v.Color™, HDMI Uncompressed Audio Channels, 
Dolby TrueHD, DTS-HD (only on the TP inputs and outputs).

 ● 3D Pass-Through.
 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the 
digital signal to travel longer distances.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m 
(98ft) at 1080p on shielded BC-DGKat524 cable. Up to 90m 
(295ft) at 1080i, or up to 70m (230ft) at 1080p on shielded 
BC-DGKat623 cable. Up to 100m (330ft) at 1080i or up to 90m 
(295ft) at 1080p on shielded BC-DGKat7a23 cable.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum 
range and performance, use Kramer's BC-DGKat524, 
BC-DGKat623 or BC-DGKat7a23 cables. Note that the 
transmission range depends on the signal resolution, source 
device and display used. The distance using non-Kramer CAT 5, 
CAT 6, and CAT 7 cables may not reach these ranges. Use only 
shielded cable where both ends of the shield are soldered to 
ground.

 ● Active Input & Output LED Indicators.
 ● Compatible Transmitters/Receivers - Transmitters: PT-571,  
TP-573, TP-577; Receivers: PT-572, TP-575, TP-576, TP-577.

 ● Power Connect™ System - A single connection to the transmitter 
or the receiver powers both units when the devices are within 
90m (270ft) of each other.

 ● Flexible Control Options - Front panel buttons, RS-232, infrared 
control sensor, remote included.

 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 adapter.

12VDC

HDMI

Plasma 
Display LCD TVDVD Player

From TP source, 
for example,

PT-571 HDMI 
Line Transmitter/

VM-114H2C/
VM-114H4C

RS-232

HDMI

HDMI

To TP acceptor, 
for example, 

PT-572+ HDMI 
Line Receiver/

VM-114H/VM-114H4C

C
A
T 

5

CAT 5

IR
Sensor

IR Remote
Controller

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19

The VM-114H2C is a high-performance switcher and distribution 
amplifier for HDMI and DGKat™ twisted pair signals. It reclocks and 
equalizes one of two selectable input signals (HDMI or DGKat twisted 
pair) and distributes it to two DGKat twisted pair and two HDMI 
outputs.
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VM‑114H4C

2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector, 
1 DGKat twisted pair on an RJ−45 connector.

OUTPUTS: 4 DGKat twisted pairs on RJ−45 connectors.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH  
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: Input select button, EDID select button, 

panel lock button.
INDICATOR LEDs: IR communication, power, IN 1 (HDMI), 

IN 2 (CAT 5), OUTPUT 1, 2, 3 and 4.
POWER CONSUMPTION: 12V DC, 2A.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm

 (8.5" x 6.4" x 1.7") W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit, RC−IR3 

infrared remote control transmitter.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● DGKat™ Signal Integration - Kramer’s unique technology 
for converting TMDS as well as control and communication 
to signals that run over twisted pair cables. We strongly 
recommend using Kramer DGKat™ cables designed 
specifically for optimum performance.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent 
EDID handling & processing algorithm ensures Plug and Play 
operation for HDMI systems.

 ● HDMI Support - x.v.Color™, HDMI Uncompressed Audio 
Channels, Dolby TrueHD, DTS-HD (only on the TP inputs and 
outputs).

 ● 3D Pass-Thru.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the 
digital signal to travel longer distances.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m 
(98ft) at 1080p on shielded BC-DGKat524 cable. Up to 90m 
(295ft) at 1080i, or up to 70m (230ft) at 1080p on shielded 
BC-DGKat623 cable. Up to 100m (330ft) at 1080i or up to 
90m (295ft) at 1080p on shielded BC-DGKat7a23 cable.

 ● Cable - Requires STP (shielded twisted pair) cable. 
For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 or BC-DGKat7a23 cables. Note 
that the transmission range depends on the signal resolution, 
source device and display used. The distance using non-
Kramer CAT 5, CAT 6, and CAT 7 cables may not reach these 
ranges. Use only shielded cable where both ends of the shield 
are soldered to ground.

 ● Active Input & Output LED Indicators.

 ● Power Connect™ System - A single connection to the 
transmitter or the receiver powers both units when the 
devices are within 90m (270ft) of each other.

 ● Flexible Control Options - Front panel buttons, RS-232, 
infrared control sensor, remote included.

 ● Compact Desktop - 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

12VDC

DVD Player

From TP source, 
for example,

PT-571 HDMI 
Line Transmitter/

VM-114H2C/
VM-114H4C

RS-232

HDMI

C
A
T 

5

To TP acceptors, 
for example, 

PT-572+ HDMI 
Line Receiver/

VM-114H/VM-114H2C

CAT 5

IR
Sensor

IR Remote
Controller

CAT 5

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19

The VM-114H4C is a high-performance switcher and distribution 
amplifier for HDMI and DGKat™ twisted pair signals. It reclocks and 
equalizes one of two selectable input signals (HDMI or DGKat twisted 
pair) and distributes it to four DGKat twisted pair outputs.
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VM‑114H

2x1:4 HDMI/Twisted Pair Switcher & HDMI Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector; 
1 DGKat™ on an RJ−45 connector.

OUTPUTS: 4 HDMI connectors.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel, 

HDMI), 4.95Gbps (1.65Gbps per graphic 
channel, DGKat).

COMPLIANCE WITH  
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: Input select button, EDID select button, 

panel lock button.
INDICATOR LEDs: IR communication, power, IN 1 (HDMI), 

IN 2 (CAT 5), OUTPUT 1, 2, 3 and 4.
POWER CONSUMPTION: 12V DC, 500mA.
DIMENSIONS: 21.5cm x 7.5cm x 4.4cm 

(8.5" x 3.0" x 1.7") W, D, H.
WEIGHT: 0.9kg (1.98lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit, 

RC−IR3 infrared remote control transmitter.
OPTIONS: RK−1 19” rack adapter.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel, 
HDMI), 4.95Gbps (1.65Gbps per graphic channel, DGKat).

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● DGKat™ Signal Integration - Kramer’s unique technology 
for converting TMDS as well as control and communication 
to signals that run over twisted pair cables. We strongly 
recommend using Kramer DGKat™ cables designed 
specifically for optimum performance.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● HDMI Support - Deep Color (on the HDMI input), x.v.Color™, 
HDMI Uncompressed Audio Channels, Dolby TrueHD, 
DTS-HD.

 ● 3D Pass-Through.
 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m 
(98ft) at 1080p on shielded BC-DGKat524 cable. Up to 
90m (295ft) at 1080i, or up to 70m (230ft) at 1080p 
on shielded BC-DGKat623 cable. Up to 100m (330ft) 
at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - Requires STP (shielded twisted pair) cable. 
For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 or BC-DGKat7a23 cables. 
Note that the transmission range depends on the signal 
resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not 
reach these ranges. Use only shielded cable where both 
ends of the shield are soldered to ground.

 ● Active Input & Output LED Indicators.
 ● Power Connect™ System - A single connection to the 
transmitter or the receiver powers both units when the 
devices are within 90m (270ft) of each other.

 ● Flexible Control Options - Front panel buttons, RS-232, IR 
control sensor, remote included.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

12VDC

HDMI

Plasma
Display LCD TVDVD Player

From TP source, 
for example,

PT-571 HDMI 
Line Transmitter/

VM-114H2C/
VM-114H4C

RS-232

HDMI

HDMI

C
AT

 5

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19

The VM-114H is a switcher/distribution amplifier for HDMI and 
DGKat™ twisted pair signals. It reclocks and equalizes one of two 
selectable input signals and distributes it to four identical HDMI 
outputs.
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VM‑24H/VM‑4Hxl

2x1:4/1:4 HDMI Distribution Amplifiers

The VM-24H and VM-4Hxl are distribution amplifiers for 
HDMI signals. The units reclock and equalize one input 
signal (of two selectable input signals on the VM-24H) 
and distribute it to four identical outputs.

INPUT 1

INPUT 2

OUTPUT 1
OUTPUT 2

OUTPUT 4

OUTPUT 3

DVD Player

Plasma
DisplayLCD TV

Plasma
Display

Set Top Box
Source

LCD TV

RS-232

HDMI
HDMI

HDMI

HDMI HDMI

HDMI

VM-24H

TECHNICAL SPECIFICATIONS

INPUTS: 1/2 HDMI connectors 
(VM−4Hxl/VM−24H).

OUTPUTS: 4 HDMI connectors.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH  
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID SELECT, EDID READ; IN 1, 

IN 2 buttons, RS−232 (IR VM−24H).
INDICATOR LEDs: OUTPUTS 1 to 4, and ACTIVE LED.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 16VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI 
Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, 
CEC.

 ● 3D Pass-Through.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Active Output LED Indicators.

 ● Control - Front panel, RS-232 or IR switching (VM-24H).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal integrity to travel longer distances.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VM‑4HC

1:4 HDMI Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 4 HDMI connectors.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic 

channel).
COMPLIANCE WITH  
HDMI STANDARD: HDMI and HDCP.
CONTROLS: SELECT and READ buttons for selecting 

and storing EDID information.
INDICATOR LEDs: OUTPUTS 1 to 4 and power LEDs.
POWER CONSUMPTION: 5V DC, 1.1mA.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm  

(8.5” x 6.4” x 1.7”) W, D, H.
WEIGHT: 0.6kg (1.32lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● EDID Acquisition - Default, single output or all connected 
outputs (auto-mix).

 ● HDMI Support - Deep Color, x.v.Color™, up to 7.1 
Uncompressed Audio Channels.

 ● 3D Pass Thru.

 ● Active Input & Output LED Indictors.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

LCD TV

HDMI

DVD
Player

HDMI

Plasma 
Display 1

HDMI

Plasma 
Display 3

HDMI

5V DC

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

The VM-4HC is a distribution amplifier for HDMI signals. It reclocks and 
equalizes the signal and distributes it to four identical outputs.
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VM‑24HC

2x1:4 HDMI Switcher & Distribution Amplifier

The VM-24HC is a high-performance switcher and distribution amplifier 
for HDMI signals. The unit accepts one of two HDMI inputs and 
distributes the selected signal to four HDMI outputs.

LCD TV 1

HDMI

RS-232

DVD
Player

HDMI

Plasma 
Display 4

HDMI

Set Top Box
Source

HDMI

5V DC

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI connectors.
OUTPUTS: 4 HDMI connectors.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic 

channel).
COMPLIANCE WITH  
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID SELECT, EDID READ, IN 1, 

IN 2 buttons, RS−232, IR.
INDICATORS: POWER, IR, OUTPUT LEDs.
POWER CONSUMPTION: 5V DC, 1.1A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm 

(8.5” x 6.4” x 1.7”) W, D, H.
WEIGHT: 0.6kg (1.3lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19” rack adapter.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphics 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● EDID Handling - Acquires the EDID from one output, from 
all connected outputs (auto-mix) or uses a default EDID.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● HDMI Support - With Deep Color, x.v.Color™, up to 7.1 
Uncompressed Audio Channels.

 ● 3D Pass-Through.

 ● Flexible Control Options - Front panel, IR remote &  
RS-232.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VM‑8H/VM‑16H
1:8, 1:16 HDMI Distribution Amplifier

The VM-8H and VM-16H are distribution amplifiers for 
HDMI signals. They reclock and equalize the signal and 
distribute it to eight and sixteen identical outputs.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Active Output LED Indicators.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 8/16 HDMI connectors.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: SELECT and READ buttons for selecting 

and storing EDID information.
INDICATOR LEDs: OUTPUT STATUS 1 to 8/16.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 28VA 

(VM−8H), 48VA (VM−16H).
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 3.5kg (7.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

INPUT

OUTPUT 9

OUTPUT 10

OUTPUT 11

OUTPUT 12

DVD Player

OUTPUT 13

OUTPUT 14

OUTPUT 15

OUTPUT 16

Plasma 
Display 16

. . .

OUTPUT 1

OUTPUT 2

OUTPUT 3

OUTPUT 4

OUTPUT 5

OUTPUT 6

OUTPUT 7

OUTPUT 8

Plasma 
Display 1

HDMI HDMI
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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VM‑28H/VM‑216H

2x1:8/2x1:16 HDMI Distribution Amplifiers

The VM-28H and VM-216H are distribution amplifiers 
for HDMI signals. They reclock and equalize one of two 
selectable input signals and distribute it to eight or 
sixteen identical outputs.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, CEC.

 ● 3D Pass-Through.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent 
EDID handling & processing algorithm ensures Plug and Play 
operation for HDMI systems.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the 
digital signal to travel longer distances.

 ● Control - RS-232 & IR.

 ● Active Output LED Indicators.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI connectors.
OUTPUTS: 8/16 HDMI connectors.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic 

channel).
COMPLIANCE WITH  
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID, IN 1, IN 2, IR remote controller 

and LOCK buttons.
INDICATOR LEDs: Output status LEDs.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 28VA 

(VM−28H), 48VA (VM−216H).
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack 

mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR remote control 

transmitter, rack "ears".

VM-216H

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VM‑2DH

DisplayPort to DVI/HDMI Format Converter

TECHNICAL SPECIFICATIONS

INPUT: 1 DisplayPort connector.
OUTPUTS: 1 DVI, 1.2Vpp on a 24−pin Molex female connector; 

DDC signal, 5Vpp (TTL); 1 HDMI.
STANDARDS COMPLIANCE: Supports DVI 1.1, HDCP and HDMI.
RESOLUTION: Up to WUXGA (1920x1200), 1080p.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
CONTROLS: EDID button for selecting and storing EDID information.
POWER CONSUMPTION: 5V DC 800mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).
 ● Resolution - Up to WUXGA a 1080p.
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Default EDID - For fast and efficient connection to the display.
 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Standards Compliance - HDMI, HDCP, DDWG DVI 1.0.
 ● Supports Up to 8 Embedded Audio Channels.
 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

5V DC

Plasma
Display

Display
Port

DVI

HDMI

DVI Projector

Computer Graphics 
Source

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.45

The VM-2DH is a converter for DisplayPort signals. The unit inputs a 
DisplayPort signal that it converts to HDMI and DVI outputs.
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VM‑2DP

1:2 DisplayPort Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 DisplayPort connector.
OUTPUTS: 2 DisplayPort connectors.
MAX. DATA RATE: 10.8Gbps (2.7Gbps per lane).
COMPLIANCE WITH 
HDMI STANDARD: Supports DisplayPort 1.1a and HDCP 1.3.
CONTROLS: Output and EDID select buttons.
INDICATORS: IN, OUT 1, OUT 2, and ON LEDs.
POWER CONSUMPTION: 5V DC, 90mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.15cm x 2.44cm 

(4.7" x 2.81" 0.96") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Max. Data Rate - 10.8Gbps (2.7Gbps per lane).

 ● Max Resolution - 2560x1600 @60Hz.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
DisplayPort systems.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

5V DC

OUT 1

INPUT

Display
Port

Computer
Graphics
Source Display 1 Display 2

OUT 2

Display
Port

Display
Port

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.45

The VM-2DP is a high-quality distribution amplifier for DisplayPort 
signals. The unit distributes one input signal to two identical outputs.
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VM‑4DP

1:4 DisplayPort Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 DisplayPort connector.
OUTPUTS: 4 DisplayPort connectors.
MAX. DATA RATE: 10.8Gbps (2.7Gbps per lane).
COMPLIANCE WITH 
HDMI STANDARD: Supports DisplayPort 1.1a and 

HDCP 1.3.
CONTROLS: EDID Select and Read buttons.
INDICATORS: Power, Active and 4 output LEDs.
POWER CONSUMPTION: 100−240V AC.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U  W, D, H.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

FEATURES

 ● Max. Data Rate - 10.8Gbps (2.7Gbps per lane).

 ● Max. Resolution - 2560x1600 @60Hz.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for DisplayPort systems.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

Display
Port

Computer
Graphics 
Source Display Display Display Display

Display
Port

Display
Port

Display
Port

Display
Port

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.45

The VM-4DP is a high-quality distribution amplifier for DisplayPort 
signals. The unit distributes one input signal to four identical outputs.
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1:8 SDI Distribution Amplifier

SD‑7108

The SD-7108 is a high-performance distribution amplifier for multi-
standard SDI (SMPTE 259M) video signals. It takes one input, provides 
re-clocking and equalization and distributes the signal to eight identical 
outputs and one parallel ECL output.

TECHNICAL SPECIFICATIONS

INPUT: 1 SDI, 75Ω on a BNC connector.
SERIAL OUTPUTS: 8 SDI reclocked, 75Ω on BNC 

connectors, adjustable amplitude.
PARALLEL OUTPUT: ECL level outputs on a 25−pin  

D−sub (F) connector.
VIDEO RESOLUTION: 10−bit or 8−bit, automatic according  

to input resolution.
STANDARDS: 4fsc PAL, 4fsc NTSC, 4:2:2 (525/625), 

and 360Mbps widescreen (525/625).
EQUALIZATION: Automatic for up to >30dB cable loss.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 14VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord.

FEATURES

 ● Level (Gain) Control.

 ● Resolution - 8 & 10-bits (automatic).

 ● Output - Parallel ECL output on a 25-pin D-sub connector.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Standard 19" (1U).

SDI Display/
Recorder 8

 SDI Video Player

SDI Display/
Recorder 1

 SDI

 SDI SDI

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

m
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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VM‑2HD/VM‑2HDxl

1:2 HD−SDI & 3G Distribution Amplifiers

FEATURES

 ● Max. Data Rate - 1.485Gbps (VM-2HD), 3Gbps (VM-2HDxl) per 
channel.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), HD-SDI 
(SMPTE 292M) (both units); 3G HD-SDI (SMPTE 424M) (VM-2HDxl).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.

The VM-2HD and VM-2HDxl are high-performance distribution 
amplifiers for 3G HD-SDI signals. The units take one input, provide 
reclocking and equalization and distribute the signal to two identical 
outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD−SDI (plus 3G HD−SDI on the VM−2HDxl), 
75Ω on a BNC connector.

OUTPUTS: 2 SD/HD−SDI (plus 3G HD−SDI on the VM−2HDxl) 
equalized and reclocked, 75Ω on BNC connectors.

MAXIMUM DATA RATE: 1.485Gbps (VM−2HD), 2.97Gbps (VM−2HDxl).
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 250mA.
DIMENSIONS: 6.22cm x 5.24cm x 2.41cm 

(2.45" x 2.06" x 0.95") W, D, H.
WEIGHT: 0.14kg (0.31 lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19" rack adapter.

VM-2HD



VM‑22HD
Dual−Mode 1:2 HD−SDI Distribution Amplifier

The VM-22HD is a high-performance distribution amplifier for HD-SDI 
and dual link HD-SDI signals. The unit can be configured as a dual 1:2 
distribution amplifier, or as one 1:2 dual-link distribution amplifier.

FEATURES

 ● Max. Data Rate - 1.485Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), 
HD-SDI (SMPTE 292M) & dual link (SMPTE 372M).

 ● Dual-Mode Operation - Configure as two 1:2 or one dual link 1:2 DA.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 2 SMPTE−259M, 344M, 292M, 372M serial video,  
75Ω on a BNC connector.

OUTPUTS: 4 equalized and reclocked SMPTE−259M, 344M,  
292M, 372M outputs, 75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
MAX. BAUD RATE: 1.485Gbps.
POWER CONSUMPTION: 12VDC, 250mA.
DIMENSIONS: 12.1cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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I SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for  

3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34
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VM‑4HD/VM‑4HDxl
1:4 HD−SDI & 3G Distribution Amplifiers

The VM-4HD and VM-4HDxl are high-performance distribution 
amplifiers for 3G HD-SDI signals. The units take one input, provide 
reclocking and equalization and distribute the signal to four identical 
outputs.

FEATURES

 ● Max. Data Rate - 1.485Gbps (VM-4HD), 2.97Gbps (VM-4HDxl).

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), HD-SDI 
(SMPTE 292M) (both units); 3G HD-SDI (SMPTE 424M) (VM-4HDxl).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD−SDI (plus 3G HD−SDI on the VM−4HDxl), 75Ω 
on a BNC connector.

OUTPUTS: 4 SD/HD−SDI (plus 3G HD−SDI on the VM−4HDxl) 
equalized and reclocked, 75Ω on BNC connectors.

MAXIMUM DATA RATE: 1.485Gbps (VM−4HD), 2.97Gbps (VM−4HDxl).
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 250mA.
DIMENSIONS: 12 x 7.5 x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H (VM−4HD).

12.02cm x 7.08cm x 2.42cm (4.73" x 2.79" x 0.95") W, D, 
H (VM−4HDxl).

WEIGHT: 0.14kg (0.31 lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for  

3G HD−SDI Bulk Cable

8.8
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VM‑5HDxln

1:5 3G HD−SDI Distribution Amplifier

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI,  
75Ω on a BNC connector.

OUTPUTS: 5 SD/HD/3G HD−SDI equalized and reclocked, 
75Ω on BNC connectors.

MAX. DATA RATE: 3Gbps.
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
COUPLING: AC.
POWER CONSUMPTION: 5−20V DC: @5V 280mA, @12V 130mA, @20V 

80mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 9.9cm  x 8.0cm x 2.5cm (3.9" x 3.15" x 1.0") W, 

D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTION: RK-3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8

4 []
The VM-5HDxln is a high-performance distribution amplifier for 3G 
HD-SDI signals. The unit takes one input, provides reclocking and 
equalization, and distributes the signal to five identical outputs.

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● HD-SDI & SDI Indication LEDs.

 ● Power - 5-20V DC on terminal block.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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VM‑10HD/VM‑10HDxl
1:10 HD−SDI & 3G Distribution Amplifiers

FEATURES

 ● Max. Data Rate - 1.485Gbps (VM-10HD), 2.97Gbps  
(VM-10HDxl).

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M) (both units); 3G HD-SDI (SMPTE 
424M) (VM-10HDxl).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Looping Input.

 ● Standard 19" (1U). Rack "ears" included.

The VM-10HD and VM-10HDxl are high-performance 
distribution amplifiers for 3G HD-SDI signals. The units 
take one input, provide reclocking and equalization and 
distribute the signal to ten identical outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD−SDI (plus 3G HD−SDI on the 
VM−10HDxl) with loop, 75Ω on a BNC 
connector.

OUTPUTS: 10 SD/HD−SDI (plus 3G HD−SDI on the 
VM−10HDxl) equalized and reclocked, 
75Ω on BNC connectors.

MAXIMUM DATA RATE: 1.485Gbps (VM−10HD), 2.97Gbps 
(VM−10HDxl).

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
COUPLING: AC.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 5VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 1.5kg (3.3lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable
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Multimode 1:10 HD−SDI Distribution Amplifier

The VM-20HD is a high-performance distribution amplifier for HD-SDI 
and dual link HD-SDI signals. The unit can be configured as a 1:20, 
two 1:10 or a 1:10 dual link distribution amplifier.

FEATURES

 ● Max. Data Rate - 1.485Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M) & dual link HD-SDI (SMPTE 
372M) signals.

 ● Multi-Mode Operation - Configure as one 1:20, two 
1:10 or one dual link 1:10 DA.

 ● Looping Inputs for Cascading Multiple Units.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD−SDI and dual link with loop, 
75Ω on BNC connectors.

OUTPUTS: 22 SD/HD−SDI and dual link,  
equalized and reclocked,  
75Ω on BNC connectors.

RESOLUTION: 8 and 10−bits (automatic).
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
MAX. DATA RATE: 1.485Gbps.
COUPLING: AC.
POWER CONSUMPTION: 100−240V AC; 50/60Hz, 9VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 1.5kg (3.3lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable
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1:5 S/PDIF Distribution Amplifier
6505

TECHNICAL SPECIFICATIONS

INPUT: 1 S/PDIF on an RCA connector.
OUTPUTS: 5 S/PDIF on RCA connectors.
STANDARDS: CP1201, IEC−60958, AES−3id and S/PDIF.
SAMPLE RATE: 32kHz to 96kHz.
INPUT IMPEDANCE: 75Ω.
OUTPUT IMPEDANCE: 75Ω.
POWER CONSUMPTION: 5V, 120mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non-condensing.
DIMENSIONS: 12cm x 6.95cm x 2.44cm 

(4.72" x 2.74" x 0.96") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

A
ud

io

Power Amplifier 5Power Amplifier 1

DVD Player
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Audio

The 6505 is a high-performance distribution amplifier for S/PDIF 
digital audio signals. The unit takes one S/PDIF input and distributes 
the signal to five identical S/PDIF outputs.

FEATURES

 ● Input - 1 RCA connector.

 ● Output - 5 RCA connectors.

 ● Sampling Rates - 32kHz to 96kHz.

 ● Signal Re-clocking & Re-sampling - Enables transmission of S/PDIF 
signals over longer distances.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES

C-RVM/RVM RCA Composite Video Cable 8.35

j
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Kramer Electronics offers a comprehensive line of high-performance switchers and routers for any AV application 
and signal format. Applications include presentation, education, houses of worship, digital signage, residential, 
and broadcast. To best meet the requirements of each application, Kramer switchers and routers come in 
three sizes: 19-inch rack mount units, desktop units and the ultra-compact Kramer TOOLS™.

Our 19-inch rack mount units are ideal for professional AV and broadcast applications. These units feature both 
manual and RS-232 control with high-bandwidth performance. Some models also feature Ethernet, RS-485 or 
contact closure control.

Our desktop and Kramer TOOLS models offer simple, economical and compact solutions for any AV application. 
These units can also be mounted with Kramer rack mount adapters.

 ■ Multiple Signal Formats - Analog/digital audio, composite video, s-Video (Y/C), component video, RGBHV, 
computer graphics video, SD/HD/3G HD-SDI, DVI, HDMI, FireWire®, and video over CAT 5.

 ■ Superior Performance - High bandwidth. 

 ■ Complete Line Up - Mechanical, electrical and vertical interval models available.

 ■ Designed for System Integration - Manual and remote control options, including IR, RS-232, RS-422/485, 
and contact closure options available on many units.

 ■ Reliable - Backed by an industry leading 7-year warranty.

GROUP 2
SWITCHERS & ROUTERS
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SWITCHERS & ROUTERS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

SWITCHERS

2.1   SINGLE OUTPUT 

ANALOG 

2.1.1   AV (CV & Y/C + AUDIO)

VS-21B 2x1 Composite Video & Stereo Audio Mechanical Switcher 2 CV 1 CV Desktop U 2.10

VS-24xl 2x1 Composite Video & Balanced Stereo Audio 
Standby Switcher

2 CV 1 CV Desktop B 2.11

VS-41AV 4x1 Composite Video & Stereo Audio Mechanical Switcher 4 CV 1 CV Desktop U 2.12

VS-421 4x1 Composite Video & Stereo Audio Switcher 4 CV 1 CV Desktop U 2.13

VS-601xlm 6x1:3 Composite Video & Stereo Audio Switcher 6 CV 1:3 CV 19” (1U) U 2.14

VS-801xlm 8x1:3 Composite Video & Stereo Audio Switcher 8 CV 1:3 CV 19” (1U) U

VS-1201xl 12x1 Composite Video & Stereo Audio Switcher 12 CV 1 CV 19” (1U) U

VS-411 4x1 Composite Video & Balanced Stereo Audio Switcher 4 CV 1 CV 19” (1U) B 2.15

VS-611 6x1 Composite Video & Balanced Stereo Audio Switcher 6 CV 1 CV 19” (1U) B

VS-1011 10x1 Composite Video & Balanced Stereo Audio Switcher 10 CV 1 CV 19” (1U) B

VP-27 12−Input Multi−Format Presentation Switcher Multi-Format
- 4 CV
- 4 s-Video
- 4 VGA

Multi-Format
- 1 CV
- 1 Y/C
- 1 VGA

19” (1U) U 2.124

VP-28 14−Input Multi−Format Presentation Switcher with 
Stereo Audio

Multi-Format
- 3 CV
- 3 DVI-I
- 3 VGA
- 3 HDMI
- 2 DP

Multi-Format
- 1 CV
- 1 DVI-I
- 1 VGA
- 1 HDMI
- 1 DP

19” (1U) U 2.125

VS-81AV 8x1 Composite Video & Stereo Audio Mechanical Switcher 8 CV 1 CV 19” (1U) U 2.16

2.1.2   CV (COMPOSITE VIDEO) 

VS-33Vxl 3x1 Composite Video Switcher 3 CV 1 CV TOOLS N/A 2.17

4x1V 4x1 Composite Video Mechanical Switcher 4 CV 1 CV TOOLS N/A 2.18

4x1VB 4x1 Composite Video Mechanical Switcher 4 CV 1 CV TOOLS N/A

VS-121HC 12x1:2 Composite Video, s−Video & Component Video 
Switcher & Transcoder

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV

1:2 YUV 19” (1U) N/A 2.19

VS-55V 5x1 Composite Video Switcher 5 CV 1 CV Desktop N/A 2.20

2.1.3   Y/C (S‑VIDEO) 

VS-121HC 12x1:2 Composite Video, s−Video & Component Video 
Switcher & Transcoder

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV

1:2 YUV 19” (1U) N/A 2.19

VS-55YC 5x1 s−Video Switcher 5 Y/C 1 Y/C Desktop N/A 2.21

2.1.4   COMPONENT ( YUV ) 

VS-121HC 12x1:2 Composite Video, s−Video & Component Video 
Switcher & Transcoder

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV

1:2 YUV 19” (1U) N/A 2.19

2.1.5   COMPUTER (15‑PIN HD) 

PT-201VGA 2x1 Computer Graphics Video Mechanical Switcher 2 VGA 1 VGA Pico TOOLS™ N/A 2.22

VP-201xl 2x1 Computer Graphics Video Mechanical Switcher 2 VGA 1 VGA TOOLS N/A 2.23

VS-2DVA 2x1 Computer Graphics Video, DVI & Stereo Audio Switcher Dual-Format
- 2 DVI
- 2 VGA

Dual-Format
- 1 DVI
- 1 VGA

Desktop U 2.24

VP-211K 2x1 Computer Graphics Video & Stereo Audio 
Standby Switcher

2 VGA 1 VGA TOOLS U 2.25

VP-222K 2x1:2 Computer Graphics Video Switcher 2 VGA 1:2 VGA TOOLS N/A 2.26

VP-242 2x1:4 Computer Graphics Video Switcher 2 VGA 1:4 VGA MegaTOOLS™ N/A 2.27
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2.1.5   COMPUTER (15‑PIN HD) (continued)

VP-31 3x1 Computer Graphics Video Switcher 3 VGA 1 VGA Desktop N/A 2.28

VP-31KSi 3x1 Computer Graphics Video & Stereo Audio 
Step−In Switcher

3 VGA 1 VGA
1 CAT 5

Desktop B/U 2.29

VP-32K 3x1:2 Computer Graphics Video & Stereo Audio Switcher 3 VGA 1:2 VGA Desktop B 2.30

VP-28 14−Input Multi−Format Presentation Switcher with 
Stereo Audio

Multi-Format
- 3 CV
- 3 DVI-I
- 3 VGA
- 3 HDMI
- 2 DP

Multi-Format
- 1 CV
- 1 DVI-I
- 1 VGA
- 1 HDMI
- 1 DP

19” (1U) U 2.125

VP-41 4x1 Computer Graphics Video Mechanical Switcher 4 VGA 1 VGA Desktop N/A 2.31

VP-4x1CS  4x1 Computer Graphics Clean Switcher 4 VGA 1 VGA 19” (1U) U 2.32

VP-411DS 4x1 Computer Graphics Video & Stereo Audio 
Standby Switcher

4 VGA 1 VGA Desktop U 2.33

VP-27 12−Input Multi−Format Presentation Switcher Multi-Format
- 4 CV
- 4 s-Video
- 4 VGA

Multi-Format
- 1 CV
- 1 Y/C
- 1 VGA

19” (1U) U 2.124

VP-61N 6x1 Computer Graphics Video Switcher 6 VGA 1 VGA 19” (1U) N/A 2.34

VP-61xl 6x1 Computer Graphics Video & Balanced Stereo Audio 
Switcher

6 VGA 1 VGA 19” (1U) B

VP-81KSi 8x1 Computer Graphics Video & Stereo Audio Step−In 
Switcher

8 VGA 1 VGA
1 CAT 5

19” (1U) B/U 2.35

SI-1VGA Remote Control Step−In Module Insert 1 VGA 1 VGA Long  Insert U 2.36

SI-VGAT Computer Graphics Video Step−In Module 1 VGA 1 VGA TOOLS U 2.37

WSI-1VGA Wall Plate Insert − 15−pin HD Step−In Module 1 VGA 1 VGA Double Insert U 2.38

SID-VGA Computer Graphics over Twisted Pair Transmitter & 
Step−In Module

1 VGA 1 DGKat DigiTOOLS® U 2.71

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

VP-161xl 16x1 Computer Graphics Video & Balanced Stereo 
Audio Switcher

16 VGA 1 VGA 19” (2U) B 2.39

VP-321xl 32x1 Computer Graphics Video & Balanced Stereo 
Audio Switcher

32 VGA 1 VGA 19” (4U) B

TP-219HD 2x1 Computer Graphics & HDTV Video Switcher over 
Twisted Pair Transmitter

2 VGA/HD 1 CAT 5 TOOLS N/A 5.30

2.1.6   AUDIO ONLY 

4x4A 4x1:4 Stereo Audio Switcher 4 Stereo (U) 1:4 Stereo (U) TOOLS U 2.40

VS-4X 4x1 Balanced Stereo Audio Mechanical Switcher 4 Stereo (B) 1 Stereo (B) Desktop B 2.41

VS-55A 5x1 Stereo Audio Switcher 5 Stereo (U) 1 Stereo (U) Desktop U 2.42

VS-81SP 8x1 Loudspeaker Switcher 8 Stereo 1 Stereo 19” (1U) U 2.43

VS-106 1x10 Stereo Audio Line Switcher or 1x6 8 Watt RMS 
Stereo Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.45

VS-406 1x10 Stereo Audio Line Switcher or 1x6 33 Watt RMS 
Stereo Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.46

DIGITAL

2.1.7   DISPL AY PORT

VS-12DP-IR 1x2 DisplayPort Switcher with IR 1 DP 2 DP DigiTOOLS® E 2.44

VS-21DP-IR 2x1 DisplayPort Switcher with IR 2 DP 1 DP DigiTOOLS® E 2.45

SID-DP DisplayPort over Twisted Pair Transmitter & Step−In Module 1 DP 1 DGKat DigiTOOLS® U/E 2.68
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2.1.7   DISPL AY PORT (continued)

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

2.1.8   DVI

VS-21HDCP-IR 2x1 DVI (HDCP) Video Switcher with IR 2 DVI (HDCP) 1 DVI (HDCP) MultiTOOLS® N/A 2.46

VS-2DVA 2x1 Computer Graphics Video, DVI & Stereo Audio Switcher Dual-Format
- 2 DVI
- 2 VGA

Dual-Format
- 1 DVI
- 1 VGA

Desktop U 2.24

VP-311DVI 3x1 DVI (HDCP), Stereo & S/PDIF Audio Standby Switcher 3 DVI (HDCP) 1 DVI (HDCP) Desktop B/D/U 2.47

VS-41HDCP 4x1 DVI (HDCP) Switcher 4 DVI (HDCP) 1 DVI (HDCP) Desktop N/A 2.48

VP-81SIDN NEW 8x1 DGKat Digital Step−In Switcher 8 DGKat
1 HDMI
1 DVI

1 DGKat
1 HDMI

19” (1U) U/B/
D/E

2.67

SID-DVI DVI over Twisted Pair Transmitter & Step−In Module 1 DVI 1 DGKat DigiTOOLS® U 2.69

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

2.1.9   HDMI

VS-211HA NEW 2x1 Automatic HDMI Standby Switcher 2 HDMI 1 HDMI DigiTOOLS® U/E 2.49

VS-21H-IR 2x1 HDMI Switcher with IR 2 HDMI 1 HDMI DigiTOOLS® E 2.50

VS-211H 2x1 Automatic HDMI Standby Switcher 2 HDMI 1 HDMI DigiTOOLS® E 2.51

VS-311H 3x1 HDMI, Stereo & S/PDIF Audio Standby Switcher 3 HDMI 1 HDMI Desktop U/D/E 2.52

VS-41HC 4x1 HDMI Switcher 4 HDMI 1 HDMI Desktop E 2.53

VS-41H 4x1 HDMI Switcher 4 HDMI 1 HDMI 19” (1U) E 2.54

VS-81H 8x1 HDMI Switcher 8 HDMI 1 HDMI 19” (1U) E

VS-161H 16x1 HDMI Switcher 16 HDMI 1 HDMI 19” (1U) E

VP-81SIDN NEW 8x1 DGKat Digital Step−In Switcher 8 DGKat
1 HDMI
1 DVI

1 DGKat
1 HDMI

19” (1U) U/B/
D/E

2.67

SID-H HDMI over Twisted Pair Transmitter & Step−In Module 1 HDMI (F) 1 DGKat DigiTOOLS® U/E 2.70

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

VM-22H 2x1:2 HDMI Distribution Amplifier 2 HDMI 2 HDMI DigiTOOLS® E 1.76

VM-2Hxl 1:2 HDMI Distribution Amplifier 1 HDMI 2 HDMI DigiTOOLS® E
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2.1.9   HDMI (continued)

VM-24H 2x1:4 HDMI Distribution Amplifier 2 HDMI 4 HDMI 19” (1U) E 1.81

VM-4Hxl 1:4 HDMI Distribution Amplifier 1 HDMI 4 HDMI 19” (1U) E

VM-28H 2x1:8 HDMI Distribution Amplifier 2 HDMI 8 HDMI 19” (1U) E 1.85

VM-216H 2x1:16 HDMI Distribution Amplifier 2 HDMI 16 HDMI 19” (1U) E

2.1.10   FIREWIRE®

VS-81FW 8−Port FireWire® Mechanical Switcher 8 Ports N/A Desktop N/A 2.55

2.1.11   HD‑SDI & SDI

VS-211HDxl 2x1:2 3G HD−SDI Automatic Standby Switcher 2 3G HD-SDI 1:2 3G HD-SDI DigiTOOLS® E 2.56

6241N 4x1 SDI Switcher 4 SDI 1 SDI DigiTOOLS® E 2.57

6241HD 4x1 HD−SDI Switcher 4 HD-SDI 1 HD-SDI DigiTOOLS® E

6241HDxl 4x1 3G HD−SDI Switcher 4 3G HD-SDI 1 3G HD-SDI DigiTOOLS® E

VS-41HD 4x1:2 HD−SDI Switcher 4 HD-SDI 1:2 HD-SDI 19” (1U) E 2.58

VS-81HD 8x1:2 HD−SDI Switcher 8 HD-SDI 1:2 HD-SDI 19” (1U) E

VS-81HDxl 8x1:2 3G HD−SDI Switcher 8 3G HD-SDI 1:2 3G HD-SDI 19” (1U) E 2.59

2.1.12   AUDIO ONLY

6502 4x1:2 S/PDIF Switcher 4 S/PDIF 1:2 S/PDIF TOOLS D 2.60

2.1.13   USB

VS-41USB 4x1 USB Switcher 4 USB-A 1 USB-A DigiTOOLS® N/A 2.61

VS-401USB 4x1 USB 2.0 Switcher 4 USB-B 1 USB-A TOOLS N/A 2.62

VS-801USB 8x1 USB 2.0 Switcher 8 USB-B 1 USB-A MegaTOOLS™ N/A 2.63

2.1.14   T WISTED PAIR

The Digital 
Step-in™ System

2013 Most InAVative Video Distribution Product Award, 
2012 Systems Product of the Year AV Award

2.64

VP-81SIDN NEW 8x1 DGKat Digital Step−In Switcher 8 DGKat
1 HDMI
1 DVI

1 DGKat
1 HDMI

19” (1U) U/B/
D/E

2.67

SID-DP DisplayPort over Twisted Pair Transmitter & Step−In Module 1 DP 1 DGKat DigiTOOLS® U/E 2.68

SID-DVI DVI over Twisted Pair Transmitter & Step−In Module 1 DVI 1 DGKat DigiTOOLS® U 2.69

SID-H HDMI over Twisted Pair Transmitter & Step−In Module 1 HDMI (F) 1 DGKat DigiTOOLS® U/E 2.70

SID-VGA Computer Graphics over Twisted Pair Transmitter & Step−In 
Module

1 VGA 1 DGKat DigiTOOLS® U 2.71

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

ROUTERS (MATRIX SWITCHERS)

2.2   FIXED & MODULAR I/O

ANALOG 

2.2.1   AV (CV & Y/C + AUDIO) 

VS-402xl 4x2:2 Composite Video & Balanced Stereo Audio 
Matrix Switcher

4 CV 2:2 CV 19” (1U) B 2.75

VS-802xl 8x2:2 Composite Video & Balanced Stereo Audio 
Matrix Switcher

8 CV 2:2 CV 19” (2U) B

VS-6EII 4x4 Composite Video & Stereo Audio Matrix Switcher 
(100MHz)

4 CV 4 CV Desktop U 2.76

VS-6EIII 4x4 Composite Video & Stereo Audio Matrix Switcher 
(265MHz)

4 CV 4 CV Desktop U
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2.2.1   AV (CV & Y/C + AUDIO) (continued)

VS-5x5 5x5 Composite Video & Balanced Stereo Audio 
Matrix Switcher

5 CV 5 CV 19” (1U) B 2.77

VS-606xl 6x6 Composite Video & Stereo Audio Matrix Switcher 
(200MHz)

6 CV 6 CV 19” (2U) U 2.78

VS-804xl 8x4 Composite Video & Stereo Audio Matrix Switcher 
(200MHz)

8 CV 4 CV 19” (2U) U

VS-808xl 8x8 Composite Video & Stereo Audio Matrix Switcher 
(200MHz)

8 CV 8 CV 19” (2U) U

VS-626 6x6 Composite Video & Stereo Audio Matrix Switcher 
(100MHz)

6 CV 6 CV 19” (2U) U 2.79

VS-828 8x8 Composite Video & Stereo Audio Matrix Switcher 
(100MHz)

8 CV 8 CV 19” (2U) U

VS-808YC 8x8 s-Video & Balanced Stereo Audio Matrix Switcher 8 Y/C 8 Y/C 19” (2U) B 2.80

VP-885 8x8 Multi−Format Video & Balanced Audio Matrix Switcher 8 Universal
- CV
- Y/C
- YUV

8 Universal
- CV
- Y/C
- YUV

19” (3U) B/D 2.86

VS-88HCB 8x8 Universal Matrix Switcher 8 Universal
- CV
- Y/C
- YUV

8 Universal
- CV
- Y/C
- YUV

19” (3U) B/D 2.81

2.2.2   CV (COMPOSITE VIDEO) 

TailorMade Multi−Format Video Matrix Switchers with or without 
Stereo Audio

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

19” B/U 2.87

VS-88V 8x8 Composite Video Matrix Switcher 8 CV 8 CV 19” (1U) N/A 2.82

VS-162V 16x16 Composite Video Matrix Switcher (90MHz) Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

19” (2U) N/A 2.83

VS-3232V 32x32 Composite Video Matrix Switcher (300MHz) 32 CV 32 CV 19” (2U) N/A 2.84

VS-3232Vxl 32x32 Composite Video Matrix Switcher (500MHz) 32 CV 32 CV 19” (2U) N/A

2.2.3   Y/C (S‑VIDEO) 

VS-162V 16x16 Composite Video Matrix Switcher (90MHz) Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

19” (2U) N/A 2.83

TailorMade Multi−Format Video Matrix Switchers with or without 
Stereo Audio

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

19” B/U 2.87

2.2.4   COMPONENT ( YUV ) 

TailorMade Multi−Format Video Matrix Switchers with or without 
Stereo Audio

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

19” B/U 2.87

VS-42HC 4x2 Component Video & Digital Audio Matrix Switcher 4 YUV 2 YUV 19” (1U) D 2.85

VS-44HC 4x4 Component Video & Digital Audio Matrix Switcher 4 YUV 4 YUV 19” (1U) D

VS-88HCB 8x8 Universal Matrix Switcher 8 Universal
- CV
- Y/C
- YUV

8 Universal
- CV
- Y/C
- YUV

19” (3U) B/D 2.81

VP-885 8x8 Multi−Format Video & Balanced Audio Matrix Switcher 8 Universal
- CV
- Y/C
- YUV

8 Universal
- CV
- Y/C
- YUV

19” (3U) B/D 2.86

VS-162V 16x16 Composite Video Matrix Switcher (90MHz) Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

19” (2U) N/A 2.83
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2.2.5   RGBHV & RGBS

TailorMade Multi−Format Video Matrix Switchers with or without 
Stereo Audio

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

19” B/U 2.87

VS-162V 16x16 Composite Video Matrix Switcher (90MHz) Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

Multimode
- 16 CV
- 8 Y/C
- 5 YUV
- 4 RGBS

19” (2U) N/A 2.83

VP-64ETH 6x4 RGBHV & Balanced Stereo Audio Matrix Switcher 6 RGBHV 4 RGBHV 19” (3U) B 2.88

VP-66ETH 6x6 RGBHV & Balanced Stereo Audio Matrix Switcher 6 RGBHV 6 RGBHV 19” (3U) B

VP-84ETH 8x4 RGBHV & Balanced Stereo Audio Matrix Switcher 8 RGBHV 4 RGBHV 19” (3U) B

VP-88K 8x8 RGBHV & Balanced Stereo Audio Matrix Switcher 8 RGBHV 8 RGBHV 19” (3U) B 2.89

VP-1608 16x8 RGBHV & Balanced Stereo Audio Matrix Switcher 16 RGBHV 8 RGBHV 19” (3U) B 2.90

2.2.6   COMPUTER (15‑PIN HD) 

VP-2x2 2x2 Computer Graphics Video & Balanced Stereo Audio 
Matrix Switcher

2 VGA 2 VGA Desktop B 2.91

VP-4x4K 4x4 Computer Graphics Video & Balanced Stereo Audio 
Matrix Switcher

4 VGA 4 VGA 19” (1U) B 2.92

VP-4x8 4x8 Computer Graphics Video Matrix Switcher 4 VGA 8 VGA 19” (1U) N/A 2.93

VP-8x8 8x8 Computer Graphics Video Matrix Switcher 8 VGA 8 VGA 19” (1U) N/A

VP-4x8AK 4x8 Computer Graphics Video & Stereo Audio Matrix 
Switcher

4 VGA 8 VGA 19” (2U) B/U 2.94

VP-8x4 8x4 Computer Graphics Video Matrix Switcher 8 VGA 4 VGA 19” (1U) N/A 2.95

VP-8x4AK 8x4 Computer Graphics Video & Stereo Audio Matrix 
Switcher

8 VGA 4 VGA 19” (2U) B/U 2.96

VP-8x8AK 8x8 Computer Graphics Video & Stereo Audio Matrix 
Switcher

8 VGA 8 VGA 19” (2U) B/U 2.97

VP-12x8 12x8 Computer Graphics Video Matrix Switcher 12 VGA 8 VGA 19” (1U) N/A 2.98

VP-16x18AK 16x18 Computer Graphics Video & Balanced/Unbalanced 
Stereo Audio Matrix Switcher

16 VGA 16 VGA
2 CAT 5

19” (5U) B/U 2.99

2.2.7   T WISTED PAIR/CAT 5 

VS-808TP 8x8 Twisted Pair Matrix Switcher 8 CAT 5 8 CAT 5 19” (1U) B/U 2.100

2.2.8   AUDIO ONLY 

VS-88A 8x8 Balanced Stereo Audio Matrix Switcher 8 Stereo (B) 8 Stereo (B) 19” (1U) B 2.101

VS-1616A 16x16 Balanced Stereo Audio Matrix Switcher 16 Stereo (B) 16 Stereo (B) 19” (2U) B 2.102

VS-3232A 32x32 Balanced Stereo Audio Matrix Switcher 32 Stereo (B) 32 Stereo (B) 19” (2U) B 2.103

TailorMade Multi−Format Video Matrix Switchers with or without 
Stereo Audio

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

Multi-Format
- CV
- Y/C
- YUV
- RGBHV

19” B/U 2.87

2.2.9   RS‑422 

VS-4228 8−Port RS−422 Matrix Switcher 8 Ports N/A 19” (1U) N/A 2.104

DIGITAL

2.2.10   HDMI

Kramer CORE™ Any Format. Any Wire. One Kramer CORE™ 2-16 Modular
4-32 Modular
8-64 Modular

2-16 Modular
4-32 Modular
8-64 Modular

19” E 2.105
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

2.2.10   HDMI (continued)

VS-1616D 2x2 to 16x16 Modular Multi−Format Digital Matrix Switcher 2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

19” (4U) E 2.107

VS-3232DN 4x4 to 32x32 Modular Multi−Format Digital Matrix Switcher 4-32 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- HDMI
- Optical LC
- DGKat

4-32 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- HDMI
- Optical LC
- DGKat

19” (6U) E

VS-6464DN 8x8 to 64x64 Modular Multi−Format Digital Matrix Switcher 8-64 Modular
- DVI
- DVI (HDCP)
- Optical LC

8-64 Modular
- DVI
- DVI (HDCP)
- Optical LC

19” (10U) E

PS-1DN Redundant Power Supply for VS−3232DN/VS−6464DN 1 AC Power N/A Misc N/A 2.108

VS-42HN 4x2 HDMI Matrix Switcher 4 HDMI 2 HDMI 19” (1U) E 2.109

VS-44HN 4x4 HDMI Matrix Switcher 4 HDMI 4 HDMI 19” (1U) E

VS-62H NEW 6x2 4K HDMI Matrix Switcher 6 HDMI 2 HDMI Desktop E 2.110

VS-48HN 4x8 HDMI Matrix Switcher 4 HDMI 8 HDMI 19” (1U) E 2.111

VS-66HN 6x6 HDMI Matrix Switcher 6 HDMI 6 HDMI 19” (1U) E

VS-84HN 8x4 HDMI Matrix Switcher 8 HDMI 4 HDMI 19” (1U) E

VS-88HN 8x8 HDMI Matrix Switcher 8 HDMI 8 HDMI 19” (1U) E

VS-88DT NEW HDMI/HDBT Matrix Switcher 8 HDMI
9 IR
1 RS-232
1 Ethernet

8 HDMI
8 HDBaseT
9 IR

19” (2U) N/A 2.112

VM-24HC 2x1:4 HDMI Switcher & Distribution Amplifier 2 HDMI 4 HDMI Desktop E 1.83

2.2.11   FIREWIRE®

VS-66FW 6−Port FireWire® Matrix Switcher 6 Ports N/A 19” (1U) N/A 2.113

2.2.12   DVI

Kramer CORE™ Any Format. Any Wire. One Kramer CORE™ 2-16 Modular
4-32 Modular
8-64 Modular

2-16 Modular
4-32 Modular
8-64 Modular

19” E 2.105

PS-1DN Redundant Power Supply for VS−3232DN/VS−6464DN 1 AC Power N/A Misc N/A 2.108

VS-1616D 2x2 to 16x16 Modular Multi−Format Digital Matrix Switcher 2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

2-16 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- DVI (Fiber)
- HDMI
- HDMI (Fiber)
- HDMI (+An Aud)
- HDMI (+Dig Aud)
- DGKat
- HDBaseT
- VGA

19” (4U) E 2.107

VS-3232DN 4x4 to 32x32 Modular Multi−Format Digital Matrix Switcher 4-32 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- HDMI
- Optical LC
- DGKat

4-32 Modular
- DVI
- DVI (HDCP)
- DVI (DL)
- HDMI
- Optical LC
- DGKat

19” (6U) E

VS-6464DN 8x8 to 64x64 Modular Multi−Format Digital Matrix Switcher 8-64 Modular
- DVI
- DVI (HDCP)
- Optical LC

8-64 Modular
- DVI
- DVI (HDCP)
- Optical LC

19” (10U) E
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2.2.12   DVI (continued)

VS-42HDCP 4x2 HDCP Compliant DVI Matrix Switcher 4 DVI (HDCP) 2 DVI (HDCP) 19” (1U) E 2.114

VS-44HDCP NEW 4x4 HDCP Compliant DVI Matrix Switcher 4 DVI (HDCP) 4 DVI (HDCP) 19” (1U) E 2.115

VS-66HDCPxl 6x6 DVI (HDCP) Matrix Switcher 6 DVI (HDCP) 6 DVI (HDCP) 19” (2U) E 2.116

VS-84HDCPxl 8x4 DVI (HDCP) Matrix Switcher 8 DVI (HDCP) 4 DVI (HDCP) 19” (2U) E

VS-88HDCPxl 8x8 DVI (HDCP) Matrix Switcher 8 DVI (HDCP) 8 DVI (HDCP) 19” (2U) E

VS-88DVI 8x8 DVI Matrix Switcher 8 DVI 8 DVI 19” (2U) N/A 2.117

2.2.13   HD‑SDI & SDI

VS-88SDI 8x8 SDI Matrix Switcher 8 SDI 8 SDI 19” (1U) E 2.118

VS-44HD 4x4 HD−SDI Matrix Switcher 4 HD-SDI 4 HD-SDI 19” (1U) E 2.119

VS-44HDxl 4x4 3G HD−SDI Matrix Switcher 4 3G HD-SDI 4 3G HD-SDI 19” (1U) E

VS-48HDxl 4x8 3G HD−SDI Matrix Switcher 4 HD-SDI 8 HD-SDI 19” (1U) E 2.120

VS-82HDxl NEW 8x2 3G HD−SDI Matrix Switcher 8 3G HD-SDI 2 3G HD-SDI
2 HDMI

19” (1U) E 2.121

VS-88HD 8x8 HD−SDI Matrix Switcher 8 HD-SDI 8 HD-SDI 19” (1U) E 2.122

VS-88HDxl 8x8 3G HD−SDI Matrix Switcher 8 3G HD-SDI 8 3G HD-SDI 19” (1U) E

VS-44FO NEW 4x4 3G HD−SDI over Fiber Optic Matrix Switcher 4 Optical LC 4 Optical LC 19” (1U) E 2.123

VS-88FO 8x8 3G HD−SDI over Fiber Optic Matrix Switcher 8 Optical LC 8 Optical LC 19” (1U) E

PRESENTATION SWITCHERS

2.3  MULTI‑FORMAT 

VP-27 12−Input Multi−Format Presentation Switcher Multi-Format
- 4 CV
- 4 s-Video
- 4 VGA

Multi-Format
- 1 CV
- 1 Y/C
- 1 VGA

19” (1U) U 2.124

VP-28 14−Input Multi−Format Presentation Switcher with 
Stereo Audio

Multi-Format
- 3 CV
- 3 DVI-I
- 3 VGA
- 3 HDMI
- 2 DP

Multi-Format
- 1 CV
- 1 DVI-I
- 1 VGA
- 1 HDMI
- 1 DP

19” (1U) U 2.125

2.4   MULTI‑FORMAT  (WITH SCALING)

VP-460 3−Input Analog & 3G HD−SDI ProScale™ Presentation 
Switcher/Scaler

1 VGA/HD
1 CV (RCA)
1 3G HD-SDI

Scaled
- 1 HDMI
- 1 3G HD-SDI

Desktop D/E 7.28

VP-461 3−Input Analog & HDMI ProScale™ Presentation 
Switcher/Scaler

1 VGA/HD
1 HDMI
1 DP

Scaled
- 1 HDMI
- 1 VGA/HD

19” (1U) U/E 7.30

VP-553 Boardroom Presentation Switcher/Dual Scaler 2 CAT 5
3 HDBaseT
3 HDMI
2 VGA/HD
2 CV (RCA)
4 USB-A

Scaled
- 1 HDBaseT
- 2 HDMI

19” (2U) U/B/
D/E

7.32

VP-690 9−Input HDMI, 3G HD−SDI & Analog ProScale™ 
Presentation Digital Scaler/Switcher with 2K Support

2 CV (RCA)
2 YUV
2 VGA/HD
2 HDMI
1 3G HD-SDI

Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (1U) U/D/E 7.33

VP-725NA 21−Input ProScale™ Presentation Digital Scaler/Switcher 
with Balanced Stereo Audio

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV
- 4 VGA
- 4 HDMI

5 Unscaled
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI
3 Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (3U) E/B 7.37

VP-728 9−Input ProScale™ Presentation Scaler/Switcher 4 Universal
- CV
- Y/C
- YUV/HD
2 VGA
2 HDMI
1 USB-A

Scaled
- 1 VGA/HD
- 1 HDMI

19” (1U) U/D/E 7.39
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DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR cable, RS-232, RS-485

K-NET

COLOR KEY

MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

2.4   MULTI‑FORMAT  (WITH SCALING) (continued)

VP-729 9−Input ProScale™ Presentation Scaler/Switcher with 
Ethernet Control

4 Universal
- CV
- Y/C
- YUV/HD
2 VGA
2 HDMI
1 USB-A

Scaled
- 1 VGA/HD
- 1 HDMI

19” (1U) U/D/E 7.41

VP-730 9−Input ProScale™ Presentation Scaler/Switcher with 
Speaker Outputs

2 Universal
- CV
- Y/C
- YUV/HD
4 VGA
2 HDMI
1 USB-A

Scaled
- 2 VGA/HD
- 1 HDMI

19” (1U) B/D/E 7.43

VP-731 9−Input ProScale™ Presentation Scaler/Switcher with 
Ethernet Control & Speaker Outputs

2 Universal
- CV
- Y/C
- YUV/HD
4 VGA
2 HDMI
1 USB-A

Scaled
- 2 VGA/HD
- 1 HDMI

19” (1U) B/D/E 7.45

VP-747 8x2:3 ProScale™ In−CTRL™ Dual Scaler Seamless Switcher 8 Universal
- CV
- Y/C
- YUV/HD
- RGBS
- RGBHV
2 HDMI/DVI

3 Program
- VGA/HD
- RGBHV
- HDMI/DVI
3 Preview
- VGA/HD
- RGBHV
- HDMI/DVI

19” (3U) E 7.47

VP-747T In−CTRL™ Remote Control Console with T−Bar 16 Buttons 4 RS-485 19” (4U) N/A 7.49

VP-770 8−Input ProScale™ Presentation Switcher/Scaler with 
Speaker Output

2 HDMI
2 VGA/HD
1 YUV/HD
2 CV (RCA)
1 DP

Scaled
- 1 HDMI
- 1 VGA/HD
- 1 DGKat

19” (1U) U/B/
D/E

7.50

VP-771 9−Input ProScale™ Presentation Switcher/Scaler with 
Speaker Outputs

2 HDMI
2 VGA/HD
1 YUV/HD
2 CV (RCA)
1 DP
1 3G HD-SDI

Scaled
- 1 HDMI
- 1 VGA/HD
- 1 3G HD-SDI
- 1 DGKat

19” (1U) U/B/
D/E

7.52

VP-773AMP 8−Input HDMI & HDBaseT ProScale Presentation 
Switcher/Scaler with 2K Support and Audio Power Amplifier

4 HDMI
2 VGA
1 CV
1 DP

Scaled
- 2 HDMI
- 1 HDBaseT

19” (1U) U/B/
D/E

7.54

VP-774AMP 9−Input HDMI & HDBaseT ProScale™ Presentation 
Switcher/Scalers with 2K Support and Audio Power 
Amplifier

4 HDMI
2 VGA
1 CV
1 DP
1 3G HD-SDI

Scaled
- 2 HDMI
- 1 HDBaseT
- 1 3G HD-SDI

19” (1U) U/B/
D/E

VP-790 8−Input ProScale™ Genlock Presentation Scaler/Switcher 2 CV
1 Y/C
1 YUV
1 VGA
1 DVI
1 HDMI
1 3G HD-SDI

Scaled
- 1 VGA
- 1 HDMI/DVI
- 1 3G HD-SDI

19” (1U) D/E 7.55
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TECHNICAL SPECIFICATIONS

INPUTS: 2 composite video on BNC 
connectors, 4 unbalanced stereo 
audio on RCA connectors.

OUTPUTS: 1 composite video on a BNC 
connector, 2 unbalanced stereo 
audio on RCA connectors.

BANDWIDTH: 700MHz (−3dB).
DIFF. GAIN: 0.01%.
DIFF. PHASE: 0.01Deg.
K-FACTOR: <0.05%.
VIDEO S/N RATIO: 81dB.
VIDEO CROSSTALK (all hostile): 51dB @5MHz.
CONTROLS: Channel selector via push button on 

front panel.
SWITCHING SYSTEM: Mechanical, break−before−make.
COUPLING: DC.
AUDIO THD + NOISE: 0.085%
AUDIO 2nd HARMONIC: 0.005%.
POWER CONSUMPTION: None used, mechanical switcher.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 10.2cm x 4.4cm  

(7.4" x 4" x 1.7") W, D, H.
WEIGHT: 0.64kg (1.4lbs) approx.
OPTIONS: RK−81 19” rack adapter.

FEATURES

 ● High Bandwidth - 700MHz (-3dB).

 ● Mechanical (Passive) Switching - No power required.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-81 adapter.

VS‑21B
2x1 Composite Video & Stereo Audio Mechanical Switcher

The VS-21B is a high-performance switcher for composite 
video and unbalanced stereo audio signals. It switches any 
one of two inputs to a single output.

Set Top Box
Source

CV

Audi
o

Audi
o

Audi
o

CV

CV

Video 
Player

Video 
Display SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B o
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FEATURES

 ● High Bandwidth - 620MHz (-3dB).

 ● Control - Automatic, front panel or contact closure.

 ● Automatic Standby Switching (On/Off) - When enabled, any 
interruption of the input 1 signal (default), automatically 
switches input 2 to the output.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

VS‑24xl
2x1 Composite Video & Balanced Stereo Audio Standby Switcher

The VS-24xl is a high-performance switcher for composite 
and balanced stereo audio signals. When configured as a 
stand-by switcher, it switches to input 2 when the signal 
on input 1 is interrupted.

TECHNICAL SPECIFICATIONS

INPUTS: 2 composite video, 1Vpp/75Ω on BNC 
connectors; 
2 balanced stereo audio +4dBu on 
detachable terminal block connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 
1 balanced stereo audio +4dBu on a 
detachable terminal block connector.

MAX. OUTPUT LEVEL: Video: 2.1Vpp.
VIDEO BANDWIDTH (-3dB): 620MHz.
AUDIO BANDWIDTH (-3dB): >65MHz (suitable for S/PDIF).
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: 0.05%.
S/N RATIO: Video: 74dB; Audio: 71dB weighted.
CROSSTALK: Video: −56.3dB @5MHz; 

Audio: −65.8dB @1kHz.
CONTROLS: Video level: −0.8 to +6.4dB; 

EQ: 0 to +12.8dB.
AUDIO THD + NOISE: 0.019%.
AUDIO 2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 12V DC, 90mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 22cm x 18cm x 4.5cm (8.7” x 7” x 1.7”) 

W, D, H (1/2 19”, 1U).
WEIGHT: 1.2kg (2.65lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

Connect 
to a

Contact
Closure
Switch

Composite Video
Player

(Master Source)

Composite Video
Player

(Source 2)

Display
with Speakers

A
udio

Audio

CV

CVCV A
udio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

B A X
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4x1 Composite Video & Stereo Audio Mechanical Switcher
VS‑41AV

The VS-41AV is a high-performance switcher for 
composite video and unbalanced stereo audio signals. It 
switches any one of four inputs to a single output.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 1Vpp/75Ω on BNC 
connectors; 4 unbalanced stereo audio, 
+4dBu typical, on RCA connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on 
a BNC connector; 1 unbalanced 
stereo audio, +4dBu typical, on RCA 
connectors.

SWITCHING SYSTEM: Mechanical, break−before−make, 
audio−follow−video mode. 

BANDWIDTH (-3dB): Video: 520MHz (-3dB), 
Audio: 100kHz (-3dB).

CROSSPOINTS: 4 for video, 4x2 for audio, 
1 set active at any given time. 

SIGNAL LEVELS: Video: up to 3Vpp; Audio: +30dBu. 
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F). 
HUMIDITY: 10% to 90%, RHL non−condensing.   
DIMENSIONS: 18.8cm x 10.2cm x 4.4cm 

(7.4” x 4” x 1.7”) H, W, D.
WEIGHT: 0.65kg (1.44lbs) approx.
OPTIONS: RK−81 19” rack adapter.

Composite Video
Recorder

Composite
Video Player 1

Composite
Video Player 4

CV
Audi

o
Audi

o
Audi

o
CV

CV

OUT

IN 1

IN 2

IN 3

IN 4

OUT

Video

Audio

R

L

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B o

FEATURES

 ● High Bandwidth - 520MHz (-3dB).

 ● Mechanical (Passive) Switching - No power required.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-81 adapter.
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4x1 Composite Video & Stereo Audio Switcher
VS‑421

The VS-421 is a high-performance switcher for composite 
video and unbalanced stereo audio signals. It switches any 
one of four audio and video signals to a single audio and 
video output.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video/SDI, 1Vpp/75Ω, on 
BNC connectors; 
4 unbalanced stereo audio/balanced 
mono, +4dBu typ. on RCA connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on BNC 
connectors; 
1 unbalanced stereo audio/balanced 
mono +4dBu typ. on RCA connectors.

VIDEO BANDWIDTH (-3dB): 330MHz.
AUDIO BANDWIDTH (-3dB): 50kHz.
SIGNAL LEVELS: Up to 3Vpp video, +30dBu audio. 
NON-LINEARITY: 0.1%. 
DIFF. GAIN: 0.1%. 
CONTROL: 4 front panel buttons, contact closure.
DIFF. PHASE: 0.03Deg.
K-FACTOR: 0.05%. 
LUMA S/N: >71dB. 
SWITCHING: Vertical interval or immediate.
VIDEO CROSSTALK: −65dB. 
POWER CONSUMPTION: 230V AC, 50/60Hz, 

(115V AC USA) 4.6VA. 
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F). 
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 24.5cm x 18cm x 4.5cm 

(9.6” x 7” x 1.7”) W, D, H.
WEIGHT: 1.4kg (3.1lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−MEDN 19" rack adapter.

AudioAudio

Audio
CVCV

CV

Composite Video
Player 1

Composite Video
Player 4

Composite Video
Recorder

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B o X

FEATURES

 ● High Bandwidth - 330MHz (-3dB).

 ● Switching - Vertical interval or immediate (selectable).

 ● Control - Front panel or contact closure.

 ● Desktop Size - Compact size. Can be rack mounted in a 
1U rack space with the optional RK-MEDN adapter.

 ● Compact Desktop - Can be rack mounted in a 1U rack 
space with the optional RK-MEDN adapter.
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 ● High Bandwidth - 400MHz (-3dB) for xlm models, 
250MHz for VS-1201xl.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, & contact closure.

 ● Output - 3 audio & video (xlm models).

 ● Standard 19" (1U).

6x1, 8x1, 12x1 Composite Video & Stereo Audio Switchers
VS‑601xlm/VS‑801xlm/VS‑1201xl

The VS-601xlm, VS-801xlm, and VS-1201xl are 
high-performance switchers for composite video and 
unbalanced audio signals. Switching during the vertical 
interval ensures glitch-free switching with genlocked 
sources.

TECHNICAL SPECIFICATIONS

INPUTS: 6, 8, 12 composite/single component 
video, 1Vpp/75Ω, on BNC connectors; 
6, 8, 12 unbalanced stereo audio, 
+4dBu, 10kΩ, on RCA connectors; 
1 external sync input (or composite 
video) 1Vpp/75Ω, on a BNC connector.

OUTPUTS: 1x3 (xlm)/1(xl) composite/single 
component video, 1Vpp/75Ω on BNC 
connectors; 1x3 (xlm)/1(xl) unbalanced 
stereo audio up to +4dBu/50Ω, 
(24dBu) on an RCA connector.

VIDEO BANDWIDTH (-3dB): 400MHz.
AUDIO BANDWIDTH (-3dB): 55kHz.
MAXIMUM AUDIO OUTPUT: +24dBu (28Vpp).
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: 0.05%.
VIDEO S/N: 77.6dB.
AUDIO S/N RATIO: 90.3dB, unweighted.
NON-LINEARITY: Less than 0.1%.
AUDIO CROSSTALK: −79dB.
CONTROL: 12 illuminated front panel buttons, 

RS−232, RS−422, contact closure.
AUDIO THD+NOISE: 0.02%.
2nd HARMONIC: 0.003% (1kHz).
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC USA) 16VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 3.1kg (6.88lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based control 

software, null−modem adapter.

Audi
o

Audi
o

Audi
o

CV

CV CV

Composite Video
Player 12

Composite Video
Player 1

Composite Video
Recorder

RS-232

VS-1201xl

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

B p o d h X
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FEATURES

 ● Bandwidth - 250MHz (-3dB).

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, & contact closure.

 ● Standard 19" (1U).

4x1, 6x1, 10x1 Composite Video & Balanced Stereo Audio Switchers
VS‑411/VS‑611/VS‑1011

The VS-411, VS-611, and VS-1011 are high-
performance switchers for composite video and balanced 
stereo audio signals. Switching during the vertical interval 
ensures glitch-free switching with genlocked sources.

TECHNICAL SPECIFICATIONS

INPUTS: 4, 6, 10 composite/single component 
video, 1Vpp/75Ω, on BNC connectors; 
4, 6, 10 balanced stereo audio, +4dBu, 
10kΩ, on terminal blocks; 1 external 
sync input (or composite video) 
1Vpp/75Ω, on a BNC connector.

OUTPUTS: 1 composite/single component video, 
1Vpp/75Ω on a BNC connector; 
1 balanced stereo audio up to 
+4dBu/50Ω, (24dBu) on terminal blocks.

BANDWIDTH (-3dB): Video: 250MHz (typical); 
Audio: 55kHz.

DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 77.6dB; 

Audio: 95dB, unweighted.
NON-LINEARITY: 0.1%.
MAXIMUM AUDIO OUTPUT: 28Vpp.
AUDIO CROSSTALK: −79dB.
AUDIO THD+NOISE: 0.02%.
2nd HARMONIC: 0.003% (1kHz).
CONTROL: Illuminated front−panel buttons, 

RS−232, RS−485 and contact closure.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC USA).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 3.1kg (6.88lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based control 

software, null−modem adapter.

Audio Connections
are not Shown

Genlock
Source

Video Player 6Video Player 1 Video Recorder

CV CVCV

CV
VS-611

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

B p A d h X



2.16 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM S W I T C H E R S  &  R O U T E R S   S I N G L E  O U T P U T   A V  ( C V  &  Y / C  +  A U D I O ) 

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

The VS-81AV is a high-performance switcher for 
composite video and unbalanced stereo audio signals. It 
switches any one of eight video and audio inputs to a 
single video and audio output.

8x1 Composite Video & Stereo Audio Mechanical Switcher
VS‑81AV

TECHNICAL SPECIFICATIONS

INPUTS: 8 composite video, 1Vpp/75Ω on BNC 
connectors; 
8 unbalanced stereo audio on RCA 
connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 
1 unbalanced stereo audio on an RCA 
connector.

BANDWIDTH (-3dB): Video: 400MHz; audio: 100kHz.
SWITCHING SYSTEM: Mechanical, break−before−make. 
CROSSPOINTS: 1 of 8. 
SIGNAL LEVELS: Up to 3Vpp video, +30dBu audio. 
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable. 
WEIGHT: 1.5kg (3.3lbs) approx. 

Composite Video
Player 1

Composite Video
Recorder

Composite Video
Player 8

Audi
o

Audi
o

Audi
o

CV

CV CV

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B o

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● Mechanical (Passive) Switching - No power required.

 ● Standard 19" (1U).
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3x1 Composite Video Switcher
VS‑33Vxl

The VS-33Vxl is a high-performance switcher for composite video 
signals. Switching during the vertical interval ensures glitch-free 
switching with genlocked sources.

TECHNICAL SPECIFICATIONS

INPUTS: 3 composite video, 1Vpp/75Ω on BNC connectors.
OUTPUT: 1 composite video, 1Vpp/75Ω on a BNC connector.
MAX. VIDEO OUTPUT: 1.8Vpp/75Ω. 
VIDEO BANDWIDTH (-3dB): 46MHz.
DIFF. GAIN: 1.25%. 
DIFF. PHASE: 0.5Deg. 
K-FACTOR: <0.05%. 
VIDEO S/N RATIO: 73dB. 
SWITCHING: Vertical interval. 
CROSSTALK: −44dB @5MHz. 
POWER CONSUMPTION: 5V DC, 22mA. 
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.72" x 2.74" x 0.96") W, D, H. 
WEIGHT: 0.3kg (0.66lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK−3T 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

B

FEATURES

 ● Bandwidth - 46MHz (-3dB).

 ● Vertical Interval Switching - Genlocks to input 1.

 ● Contact Closure Remote Switching Capability.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● Video Connectors - RCA (4x1V), BNC (4x1VB).

 ● Mechanical (Passive) Switching - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

4x1V/4x1VB

4x1 Composite Video Mechanical Switchers

The 4x1V and 4x1VB are high-performance switchers for composite 
video signals. They mechanically switch any one of four signals to a 
single output.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite or 1 component video, 
1Vpp/75Ω on RCA connectors (4x1V) or BNC 
connectors (4x1VB).

OUTPUT: 1 composite video or single component channel, 
1Vpp/75Ω on an RCA connector (4x1V) or a BNC 
connector (4x1VB).

BANDWIDTH (-3dB): 400MHz. 
SWITCHING SYSTEM: Mechanical, break−before−make. 
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx. 
INCLUDED ACCESSORIES: Mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

4x1
VB

4x1 H
igh R

esolution Video S
witcher

INPUT SELECTOR

IN1   IN2   IN3   IN4

OUTPUT

IN2

IN3

IN1

IN4

Composite Video
Recorder

Composite Video
Player 1

Composite 
Video

Player 4

CV

CV CV

4x1 VB

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C B
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VS‑121HC
12x1:2 Composite Video, s−Video & Component Video Switcher & Transcoder

RS-232

DisplayComponent Video
Player

s-Video Player

Composite Video
Player

CV

Y/C

YUV
YUV

The VS-121HC is a multi-format switcher and transcoder. 
The unit switches and transcodes one of four composite 
video or one of four s-Video signals to two identical 
component video outputs. It also switches one of four 
component video input signals to the two identical 
component video outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 1Vpp/75Ω on 
RCA connectors; 4 s−Video, 1Vpp (Y), 
0.3Vpp (C)/75Ω on 4−pin connectors; 
4 component video, 1Vpp/75Ω on RCA 
connectors.

OUTPUTS: 2 component video, 1Vpp/75Ω on RCA 
connectors.

MAX. OUTPUT LEVEL: Video: 2.1Vpp, XGA: 0.77Vpp; 
Audio: 27Vpp.

BANDWIDTH (-3dB): Video: 350MHz (component); 
Audio: 40kHz.

DIFF. GAIN: <0.07% (component).
DIFF. PHASE: <0.05Deg (component).
S/N RATIO: Video: 75dB; 

Audio: 75dB/1Vpp.
CONTROLS: 12 selector buttons, lock button, 

RS−232, RS−485, Ethernet, IR.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 

(115V AC, USA) 7VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

rack "ears", RC−IR2 remote control 
transmitter, external remote IR cable, 
Windows®−based Kramer control 
software.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

C - + d h H S []

FEATURES

 ● High Bandwidth - 350MHz (-3dB) component video.

 ● HDTV Compatible.

 ● Format Conversion - Transcodes composite video & 
s-Video to component video and passes the component 
video signals.

 ● Video Standards - NTSC3.58 and NTSC4.43; PAL B, D, 
G, H, I, M, N; and SECAM. Does not support HD.

 ● Operates in Tandem with VS-121HCA.

 ● Control - Front panel, RS-232 (Windows®-based Kramer 
software is included) & RS-485, Ethernet & IR remote 
(included).

 ● Standard 19" (1U).
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The VS-55V is a high-performance switcher for composite video 
signals. Switching during the vertical interval ensures glitch-free 
switching with genlocked sources.

5x1 Composite Video Switcher
VS‑55V

TECHNICAL SPECIFICATIONS

INPUTS: 5 composite or 1 component video, 
1Vpp/75Ω on BNC connectors.

OUTPUTS: 1 composite video or single component channel, 
1Vpp/75Ω on a BNC connector; 
EXT connector (RCA) for switcher extension.

MAX. VIDEO OUTPUT: 1.6Vpp/75Ω.
VIDEO BANDWIDTH (-3dB): 150MHz. 
DIFF. GAIN: 0.88%. 
DIFF. PHASE: 0.35Deg. 
K-FACTOR: <0.05%. 
VIDEO S/N RATIO: Better than 73dB. 
SWITCHING: During vertical interval of source 1. 
NON-LINEARITY: 0.3%. 
CROSSTALK: <−45dB @5MHz. 
CONTROL: 5 front panel buttons, contact closure via the 

LINK connector (9−pin D−sub). 
POWER CONSUMPTION: 12V DC, 100mA.
DIMENSIONS: 16.5cm x 12cm x 4.5cm (6.5” x 4.7” x 1.8”) W, D, H. 
WEIGHT: 0.66kg (1.46lbs) approx. 
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

Composite
Video Player 1

CV CV CV

Composite
Video Player 5

Composite
Video Recorder

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

B X

FEATURES

 ● Bandwidth - 150MHz (-3dB).

 ● Vertical Interval Switching.

 ● Control - Front panel and contact closure (via link connector).

 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-1 adapter.
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The VS-55YC is high-performance switcher for s-Video 
(Y/C) signals. Switching during the vertical interval 
ensures glitch-free switching with genlocked sources.

5x1 s−Video Switcher
VS‑55YC

TECHNICAL SPECIFICATIONS

INPUTS: 5 Y/C, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on 4−pin connectors.

OUTPUT: 1 Y/C, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on a 4−pin connector.

MAX. VIDEO OUTPUT (Y): 1.4Vpp/75Ω (Y). 
VIDEO BANDWIDTH (Y) (-3dB): 120MHz. 
DIFF. GAIN: 0.03%. 
DIFF. PHASE (C): 0.07Deg. 
K-FACTOR: <0.05%.
VIDEO S/N RATIO (Y): 78dB. 
SWITCHING: During vertical interval of source 1. 
CONTROL: 5 front panel buttons, contact 

closure via the link connector. 
POWER CONSUMPTION: 12V DC, 125mA. 
DIMENSIONS: 16.5cm x 12cm x 4.5cm 

(6.5” x 4.7” x 1.8”) W, D, H. 
WEIGHT: 0.64kg (1.4lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK−1 19” rack adapter.

s-Video
Player 1

s-Video
Player 5

Display

Audio 
Source 1

Audio 
Source 5 Amplifier

VS-55A

VS-55YC

Y/C

Y/C

Y/C

Audi
o

Audi
o A

udio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.37

- X

FEATURES

 ● Bandwidth (Y) - 120MHz (-3dB).

 ● Vertical Interval Switching.

 ● Control - Front panel & contact closure (via link connector).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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PT‑201VGA

2x1 Computer Graphics Video Mechanical Switcher

The PT-201VGA is a high-performance switcher for computer 
graphics video signals with resolutions up to and exceeding UXGA. It 
switches either of two signals to a single output.

TECHNICAL SPECIFICATIONS

INPUTS: 2 analog red, green, blue signals, 0.7Vpp/75Ω, H & V sync, 
TTL level, on 15-pin HD (F) connectors.

OUTPUT: 1 analog red, green, blue signals, 0.7Vpp/75Ω, H & V syncs, 
TTL level, on a 15-pin HD (F) connector.

BANDWIDTH (-3dB): 1200MHz.
DIMENSIONS: 6cm x 6.5cm x 2.5cm (2.36” x 2.56” x 1”) W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Mounting bracket.
OPTIONS: RK-4PT 19” rack adapter.

SELECT

2x1 V
GA S

witcher

PT201VGA

OUTPUT

INPUT1
INPUT2

1
2

Source 1

Display

Source 2

VGA

VGA
VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$ []{_

FEATURES

 ● High Bandwidth - 1200MHz (-3dB).

 ● HDTV Compatible.

 ● Mechanical (Passive) Switching - No power required.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-4PT rack adapter.
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VP‑201xl

The VP-201xl is a high-performance switcher for computer graphics 
video signals with resolutions up to and exceeding UXGA. It switches 
either of two signals to a single output.

2x1 Computer Graphics Video Mechanical Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 2 analog red, green, blue signals, 0.7Vpp/75Ω, H & V 
sync, TTL level, on 15-pin HD (F) connectors.

OUTPUTS: 1 analog red, green, blue signals, 0.7Vpp/75Ω, H & V 
sync, TTL level, on 15-pin HD (F) connector.

VIDEO BANDWIDTH (-3dB): 1300MHz.
SWITCHING METHOD: Mechanical.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.26kg (0.58lbs) approx.
INCLUDED ACCESSORIES: Mounting bracket.
OPTIONS: RK-3T 19" rack adapter.

PC Source 1DisplayPC Source 2

VGA

VGA

VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$ []{_

FEATURES

 ● High Bandwidth - 1300MHz (-3dB).

 ● HDTV Compatible.

 ● Mechanical (Passive) Switching - No power required.

 ● Bidirectional Operation - Can be used as a 2x1 switcher (2 inputs, 
1 output) or a 1x2 switcher (1 input, 2 outputs).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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DVI Computer
Graphics Source 1

DVI ProjectorAnalog
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Audio connections
are not shown

VGA

VGA

DVI

DVI

VS‑2DVA

The VS-2DVA comprises two 2x1 switchers in one box, 
each with unbalanced stereo audio; one for computer 
graphics signals with resolutions up to and exceeding 
UXGA, and the other for DVI-D signals. The computer 
graphics video and DVI sections can be switched 
independently or in tandem.

2x1 Computer Graphics Video, DVI & Stereo Audio Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 2 XGA/UXGA on 15−pin HD (F) 
connectors, with corresponding 
2 unbalanced stereo audio +4dBu 
on 3.5mm mini jacks; 
2 DVI, 1.2Vpp on DVI Molex 24−pin 
female connectors, DDC signal 5Vpp 
(TTL) with corresponding 2 unbalanced 
stereo audio +4dBu on 3.5mm mini jacks.

OUTPUTS: 1 XGA/UXGA on a 15−pin HD (F) 
connector with corresponding 
1 unbalanced stereo audio +4dBu 
on a 3.5mm mini jacks; 
1 DVI, 1.2Vpp on a DVI Molex 24−pin 
female connector, DDC signal 5Vpp (TTL) 
with corresponding 1 unbalanced stereo 
audio +4dBu on a 3.5mm mini jack.

MAX. OUTPUT LEVEL: Video: 1.6Vpp; Audio: 14.2dBu.
BANDWIDTH (-3dB): Video: 340MHz, fully loaded; 

Audio: >100kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.02deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 74.2dB; Audio: 87.3dB.
CROSSTALK (all hostile): Video: -55.9dB; Audio: -59dB.
COUPLING: Video: DC; Audio: DC.
AUDIO THD + NOISE: 0.019%.
AUDIO 2nd HARMONIC: 0.003%.
POWER CONSUMPTION: 12V DC, 280mA.
DIMENSIONS: 22cm x 18cm x 4.5cm 

(8.7" x 7" x 1.7") W, D, H.
WEIGHT: 1.3kg (2.9lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-DM/DM DVI Copper Cable 8.43

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

$ G 8 X []{_

FEATURES

 ● High Bandwidth - 340MHz (-3dB) computer graphics; 
4.95Gbps (1.65Gbps per graphic channel) DVI.

 ● HDTV Compatible.

 ● DVI Input & Output - DVI-D signal (on a DVI-I connector).

 ● VGA Input & Output - Up to UXGA on 15-pin HD 
connectors.

 ● Audio - Unbalanced stereo audio on 3.5mm mini jacks for 
each input and output.

 ● Kramer Equalization & re-Klocking™ Technology  (DVI 
Section) - Rebuilds the digital signal to travel longer 
distances.

 ● Switching - Separate or ganged (selectable).

 ● Control - Front panel or contact closure.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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VP‑211K

2x1 Computer Graphics Video & Stereo Audio Standby Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 2 computer graphics video with loop on 15−pin HD 
connectors, 
2 unbalanced stereo audio on 3.5mm mini jacks.

OUTPUTS: 1 computer graphics video on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

MAX. OUTPUT LEVEL: Video: 1.6Vpp; Audio: >10.5Vpp.
BANDWIDTH (-3dB): Video: 300MHz; Audio: >100kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 71dB; Audio: 71dB weighted.
CROSSTALK: Video: -59dB @5MHz; Audio: <-66dB @1kHz.
CONTROLS: Contact closure remote control, input default selection 

switch.
COUPLING: DC.
AUDIO THD + NOISE: <0.032%.
AUDIO 2nd HARMONIC: <0.004%.
POWER CONSUMPTION: 5V DC, 200mA.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The VP-211K is a high-performance switcher for computer graphics 
video signals, with resolutions up to and exceeding UXGA, and 
unbalanced stereo audio signals. When configured as a standby 
switcher, it switches to the secondary input upon loss of the primary 
input.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

$ 8 X

FEATURES

 ● High Bandwidth - 300MHz (-3dB).

 ● Looping Input - Input 1.

 ● Automatic Standby Switching - Switches from secondary input to 
primary input when a signal is detected.

 ● Control - Automatic or contact closure.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled.

 ● Primary Input - Selectable.

 ● Active Input LED Indicators.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.



OUTPUT 1

Computer
Graphics Source 1

Display

Display

VGA

VGA

VGA

OUTPUT 2

5V DC

Computer
Graphics Source 2

VGA

S W I T C H E R S  &  R O U T E R S   S I N G L E  O U T P U T   C O M P U T E R  ( 1 5 ‑ P I N  H D )

2.26 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

TECHNICAL SPECIFICATIONS

INPUTS: 2 UXGA on 15-pin HD connectors.
OUTPUTS: 2 UXGA on 15-pin HD connectors.
VIDEO BANDWIDTH (-3dB): 415MHz.
DIFF. GAIN: <0.02%.
DIFF. PHASE: <0.02Deg.
VIDEO S/N RATIO: 73dB.
K-FACTOR: <0.05%.
CROSSTALK: -58dB @5MHz.
DIMENSIONS: 12cm x 7.0cm x 2.5cm (4.7" x 2.8" x 1.0") W, D, H.
POWER CONSUMPTION: 5V DC, 115mA.
WEIGHT: 0.26kg (0.58lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK-3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$ []{_

VP‑222K
2x1:2 Computer Graphics Video Switcher

The VP-222K is a high-performance switcher for computer graphics 
video signals with resolutions up to and exceeding UXGA. It switches 
one of two inputs to two identical outputs.

FEATURES

 ● High Bandwidth - 415MHz (-3dB).

 ● HDTV Compatible.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring 
the sync signal waveform. Kr-isp® advanced sync processing can be 
enabled or disabled.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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VP‑242
2x1:4 Computer Graphics Video Switcher

The VP-242 is a high-performance switcher for computer graphics 
video signals with resolutions up to and exceeding UXGA. It switches 
one of two inputs simultaneously to four identical outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 2 VGA/UXGA on 15-pin HD (F) connectors.
OUTPUTS: 4 VGA/UXGA on 15-pin HD (F) connectors.
MAX. OUTPUT LEVEL: 2.5Vpp/75Ω.
BANDWIDTH (-3dB): 420MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: 0.05%.
S/N RATIO: 73dB.
CROSSTALK: -61.5dB @5MHz.
CONTROL: Level: -1 to +6dB; EQ.: 0 to +8dB @5MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 100mA.
DIMENSIONS: 19cm x 13.5cm x 2.5cm (7.5” x 5.3” x 0.98”) W, D, H.
WEIGHT: 0.6kg (1.32lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-T2B 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$ []{_

FEATURES

 ● High Bandwidth - 420MHz (-3dB).

 ● HDTV Compatible.

 ● ID Bit Control.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.



OUTPUT

INPUT C

INPUT B

INPUT A

Computer Graphics
Source C

Projector

Computer Graphics
Source A

VGA VGA VGA

S W I T C H E R S  &  R O U T E R S   S I N G L E  O U T P U T   C O M P U T E R  ( 1 5 ‑ P I N  H D )

2.28 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

The VP-31 is a high-performance switcher for computer 
graphics video signals with resolutions up to and 
exceeding UXGA. It switches any one of three inputs to 
a single output.

3x1 Computer Graphics Video Switcher

VP‑31

TECHNICAL SPECIFICATIONS

INPUTS: 3 VGA/UXGA on 15−pin HD (F) 
connectors.

OUTPUT: 1 VGA/UXGA on a 15−pin HD (F) 
connector.

VIDEO BANDWIDTH (-3dB): 450MHz. 
DIFF. GAIN: 0.05%.
S/N RATIO: 73dB.
SWITCH TIME: Less than 5msec.
SWITCH CONTROL: 3 electronic illuminated buttons with 

electronic interlock. 
COUPLING: DC. 
POWER CONSUMPTION: 230V AC, 50/60Hz 

(115V AC, USA) 5.1VA.
DIMENSIONS: 24.5cm x 18cm x 4.5cm 

(9.6” x 7” x 1.8”) W, D, H.
WEIGHT: 1.4kg (3.1lbs) approx. 
INCLUDED ACCESSORIES: Power cord. 
OPTIONS: RK−MEDN 19” rack adapter. 

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.30

$ []{_

FEATURES

 ● High Bandwidth - 450MHz (-3dB).

 ● HDTV Compatible.

 ● Compact Desktop - Can be rack mounted in a 1U rack 
space with the optional RK-MEDN adapter.
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The VP-31KSi is a high-performance analog step-in 
switcher for computer graphics video with resolutions 
up to WUXGA and unbalanced stereo audio signals. The 
unit can switch any one of three inputs to one computer 
graphics video, one unbalanced and one balanced stereo 
audio and one twisted pair output. The VP-31KSi works in 
conjunction with up to three VGA Remote Control Step-in 
Modules including the SI-1VGA (for TBUS-10), SI-VGAT 
(under the table) and WSI-1VGA (for standard TBUSes).

3x1 Computer Graphics Video & Stereo Audio Step−In Switcher

VP‑31KSi

TECHNICAL SPECIFICATIONS

INPUTS: 3 UXGA on 15−pin HD connectors, 
3 unbalanced stereo audio on 3.5mm 
mini jacks.

OUTPUTS: 1 UXGA on a 15−pin HD connector, 
1 twisted pair on an RJ−45 connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack, 1 balanced audio stereo on a 
5−pin detachable terminal block.

MAX. OUTPUT LEVEL: Video: 2.2Vpp; 
Audio: stereo unbalanced 7.9Vpp, stereo 
balanced 15.8Vpp differential (17dBu). 

BANDWIDTH (-3dB): Video: out 440MHz max, CAT 5 (Rec Out) 
150MHz; Audio: stereo unbalanced 20kHz, 
stereo balanced 20kHz.

VIDEO RESOLUTION: Up to WUXGA.
DIFF. GAIN: XGA: 0.06%.
DIFF. PHASE: UXGA: 0.05Deg. 
K FACTOR: UXGA: <0.05%. 
S/N RATIO: Video: UXGA 69.5dB @5MHz, CAT 5 

69.1dB; Audio: stereo unbalanced 80.8dB 
@1KHz, stereo balanced 80.8dB @1kHz, 
CAT 5 (Rec Out) 80.1dB.

CROSSTALK (all hostile): Video: UXGA -63.2dB @5MHz; Audio: local 
stereo unbalanced -117.7dB @1KHz, local 
stereo balanced −108.8dB @1kHz.

VOLUME CONTROL: Audio: stereo unbalanced −116.3 to 
21.1dB; stereo balanced -109.7 to 27.1dB. 

COUPLING: Video: UXGA—DC, TP Out—DC; 
Audio: Balanced/unbalanced—In/Out AC. 

AUDIO THD + NOISE: Stereo unbalanced 0.026%, 
stereo balanced 0.01%. 

AUDIO 2nd HARMONIC: Stereo unbalanced 0.002%, 
stereo balanced 0.003%.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 12V DC 260mA. When connected to 

TP−122/N or TP124, 750mA.
DIMENSIONS: 16.9cm x 16.7cm x 3.2cm  (6.7” x 6.57” x 1.3”) 

W, D, H rack−mountable.
WEIGHT: 1.1kg (2.43lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based Kramer 

control software, RC−IR3 Infrared 
Remote Control transmitter.

OPTIONS: SI−1VGA, SI−VGAT and WSI−1VGA Remote 
Step−in modules; RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

% r 8 A e h H X S []{_

FEATURES

 ● High Bandwidth - 440MHz (-3dB), CAT 5 (Rec Out) 150MHz.
 ● HDTV Compatible.
 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide range 
of computers (even if the sync level is too low) by restoring the sync signal 
waveform.

 ● Remote Step-In Switching - Supports up to 3 Kramer Remote Step-In Panels 
(for example, the SI-1VGA, WSI-1VGA or SI-VGAT) for remote inputs and 
remote step-in control.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID handling 
& processing algorithm ensures Plug and Play operation for analog systems.

 ● Multiple Unit Cascade - Cascades up to 8 units to create a "virtual" switcher 
of up to 17 inputs.

 ● Audio Switching Modes - Audio-Follows-Video (AFV) and audio breakaway 
switching.

 ● Flexible Control Options - Front panel, remote step-in panels, RS-232 
(K-Router™ Windows®-based software is included), RS-485, Ethernet via a 
built-in Web server, contact closure & IR remote (included).

 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-1 adapter.
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VP‑32K
3x1:2 Computer Graphics Video & Stereo Audio Switcher

The VP-32K is a high-performance switcher for computer 
graphics video signals with resolutions up to and 
exceeding UXGA, and balanced stereo audio. It switches 
any one of three inputs to two identical outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 3 UXGA on 15-pin HD connectors, 
3 balanced stereo audio, 
10kΩ on 5-pin terminal block connectors.

OUTPUTS: 2 UXGA on 15-pin HD connectors, 
2 balanced stereo audio on 5-pin terminal 
block connectors.

MAX. OUTPUT LEVEL: Video: 2.3Vpp; Audio: 6.8Vpp.
BANDWIDTH (-3dB): Video: 420MHz; Audio: >100kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 72dB @5MHz; Audio: 88dB @1kHz.
CROSSTALK (all hostile): Video: -54dB; Audio: -77dB @1kHz.
CONTROLS: Front panel push buttons, contact closure 

remote control (on rear panel).
COUPLING: Video: DC; Audio: Input: AC; Output: DC.
AUDIO THD + NOISE: 0.009%.
AUDIO 2nd HARMONIC: 0.001%.
POWER CONSUMPTION: 5V DC, 210mA.
DIMENSIONS: 21.46cm x 18cm x 4.36cm 

(8.45" x 7" x 1.72") W, D, H.
WEIGHT: 1.1kg (2.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-1 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FEATURES

 ● High Bandwidth - 420MHz (-3dB).

 ● HDTV Compatible.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● Control - Front panel & contact closure.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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The VP-41 is a high-performance switcher for computer 
graphics video signals with resolutions up to and 
exceeding UXGA. It switches any one of four signals to 
a single output.

4x1 Computer Graphics Video Mechanical Switcher

VP‑41

TECHNICAL SPECIFICATIONS

INPUTS: 4 VGA/UXGA on 15−pin HD (F) connectors.
OUTPUT: 1 VGA/UXGA on a 15−pin HD (F) connector.
VIDEO BANDWIDTH (-3dB): 750MHz.
CONTROL: Four front panel buttons. 
CROSSTALK: −58dB at adjacent channels @10MHz. 
COUPLING: DC. 
DIMENSIONS: 25.5cm x 10.2cm x 4.5cm 

(10” x 4” x 1.8”) W, D, H. 
WEIGHT: 1.1kg (2.4lbs) approx. 
OPTIONS: RK−81X 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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FEATURES

 ● High Bandwidth - 750MHz (-3dB).

 ● HDTV Compatible.

 ● Mechanical (Passive) Switching - No power required.

 ● Compact Desktop - 2 units can be rack mounted side-
by-side in a 1U rack space with the optional RK-81X 
adapter.
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VP‑4x1CS
4x1 Computer Graphics Clean Switcher

$ 8 A d H W S []
FEATURES

 ● Max. Resolution - Up to UXGA (including WUXGA).

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● HDTV Compatible.

 ● Clean Switching.

 ● EDID Handling - The monitor EDID is written to all 
four inputs. When the monitor is changed, the EDID 
automatically updates.

 ● Independent Audio Level Adjustment.

 ● Audio-Follow-Video Switching.

 ● Contact Closure Switches - Remote input selection and 
output muting.

 ● Lock Button - To prevent unwanted tampering with the 
front panel buttons.

 ● Protocol 2000 & 3000 Support.

 ● Flexible Control Options - Front panel buttons, IR remote 
with transmitter or optional remote extension cable,  
RS-232, Ethernet, contact closure switches.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 4 computer graphics on 15−pin HD 
connectors, 4 unbalanced stereo audio 
on 3.5mm mini jack connectors.

OUTPUTS: 1 computer graphics on a 15−pin 
HD connectors, 1 balanced stereo 
audio on a 5−pin terminal block, 1 
unbalanced stereo audio on a 3.5mm 
mini jack.

VIDEO BANDWIDTH: Up to UXGA (including WUXGA).
VIDEO COUPLING: DC.
COLOR PHASE: 0Deg.
VIDEO INPUT IMPEDANCE: 75Ω.
VIDEO OUTPUT IMPEDANCE: 75Ω.
VIDEO S/N RATIO: >-52dB @5MHz unweighted.
VIDEO ISOLATION/CROSSTALK: <-54dB @5MHz unweighted.
AUDIO COUPLING: AC.
AUDIO INPUT IMPEDANCE: 100kΩ.
AUDIO OUTPUT IMPEDANCE:150Ω.
DC OFFSET: 40mV.
AUDIO BANDWIDTH: 21kHz @-3dB.
AUDIO SIGNAL/NOISE RATIO: 86dB @1kHz A weighted.
THD + NOISE: 0.008% @1kHz A weighted.
AUDIO CROSSTALK: -72dB @1kHz.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 23VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet, 
audio level, remote contact closure 
input selector switches, remote 
contact closure mute switch.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.28” x 1U (W, D, H).
WEIGHT: 1.7kg (3.74lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack ”ears”.
OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

The VP-4x1CS is a high-performance clean switcher for computer 
graphics signals up to UXGA (including WUXGA) and unbalanced stereo 
audio. The unit clean switches any one of four computer graphics 
video of the same resolution and unbalanced stereo audio inputs to 
the computer graphics video, balanced and unbalanced stereo audio 
outputs.
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4x1 Computer Graphics Video & Stereo Audio Standby Switcher

VP‑411DS

TECHNICAL SPECIFICATIONS

INPUTS: 4 UXGA with loop on IN 1 on 15−pin HD 
connectors, 4 unbalanced stereo audio 
with loop on IN 1 on 3.5mm mini jacks.

OUTPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack.

MAX. OUTPUT LEVEL: Video: 1.8Vpp; Audio: 7.2Vpp.
BANDWIDTH (-3dB): Video: 300MHz; Audio: >40kHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.06Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 73dB @5MHz; Audio: 93dB.
CROSSTALK (all hostile): Video: -50dB @5MHz; 

Audio: -72dB @1kHz.
CONTROLS: Input selector; PANEL LOCK and OFF 

pushbuttons; IR remote control reception 
window; connector for extended IR 
reception;  
RS−232 connector; contact closure 
terminal block for external wire switching; 
input priority selector DIP−switches; 
normal/Kr−isp® and program/normal 
mode selectors via slide switches on the 
underside.

COUPLING: Video: DC; Audio: DC.
AUDIO THD + NOISE: 0.004% @1kHz.
AUDIO 2nd HARMONIC: 0.002% @1kHz.
POWER CONSUMPTION: 12V, 230mA.
DIMENSIONS: 21.5cm x 16.25cm x 4.36cm 

(8.46” x 6.4” x 1.7”) W, D, H.
WEIGHT: 1.1kg (2.43lb) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control.
OPTIONS: RK−1 19" rack adapter, external remote 

IR receiver cable.

The VP-411DS is a high-performance switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA, 
and unbalanced stereo audio signals. When configured as a standby 
switcher, the switching priority can be set for each of the four inputs.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

$ 8 d W S
FEATURES

 ● High Bandwidth - 300MHz (-3dB).

 ● Looping Input - Input 1.

 ● Automatic Standby Switching - Priority can be set for each 
of the 4 inputs via DIP-switches.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● Primary Input - Selectable.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based Kramer software is included), contact 
closure, & IR remote (included).

 ● Output Disconnect.

 ● Front Panel Lockout.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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The VP-61xl is a high-performance switcher for computer graphics 
video signals, with resolutions up to and exceeding UXGA, and balanced 
stereo audio signals. The VP-61N has all the same features of the 
VP-61xl but without audio.

6x1 Computer Graphics Video Switchers
VP‑61N/VP‑61xl

TECHNICAL SPECIFICATIONS

INPUTS: 6 analog red, green, blue signals, 
0.7Vpp/75Ω, H & V syncs, TTL level on 
15−pin HD (F) connectors; 
6 balanced stereo audio signals, +4dBu 
typical, 24dBu max. on detachable terminal 
blocks (VP−61xl).

OUTPUTS: 1 analog red, green, blue signal, 0.7Vpp/75Ω, 
H & V syncs, TTL level on a 15−pin HD (F) 
connector; 1 balanced stereo audio signal, 
+4dBu typical, 24dBu max. on a detachable 
terminal block (VP−61xl).

BANDWIDTH (-3dB): 400MHz (video); 100kHz (audio).
SWITCH TIME: Less than 5ms. 
CONTROL: Six illuminated buttons with electronic 

interlock; RS−232 via an additional 9−pin 
D−sub connector on rear panel.

COUPLING: DC. 
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA) 3 VA. 
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable. 
WEIGHT: 2.7kg (6lbs) approx. 
INCLUDED 
ACCESSORIES:

Power cord, Windows®−based Kramer 
control software. 

FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Control - Front panel & RS-232 (K-Router™ Windows®-
based Kramer software is included).

 ● Standard 19" (1U).

+ G - + G -

+ G - + G -

+ G - + G -

+ G - + G -

+ G - + G -

+ G - + G -

+ G - + G -

R       L

R       L

R       L

R       L

R       L

R       L

RS-232

OUTPUT

INPUT F

INPUT E

INPUT D

INPUT C

INPUT B

INPUT A

R

PROGRAM

Computer
Graphics
Source 6

Display

RS-232

Computer
Graphics
Source 1

VGA VGA

VGA

VP-61xl

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VP‑81KSi

8x1 Computer Graphics Video & Stereo Audio Step−In Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 8 UXGA on 15−pin HD (F) connectors, 
8 unbalanced stereo audio on 3.5mm 
mini jacks.

OUTPUTS: 1 UXGA on 15−pin HD connector, 
1 twisted pair on RJ−45 connector, 
1 unbalanced stereo audio on a 3.5mm mini 
jack, 1 balanced audio stereo on a 5−pin 
detachable terminal block.

MAX. OUTPUT LEVEL: Video: 2Vpp; Audio: stereo unbalanced 
7.8Vpp, stereo balanced 15.6Vpp 
differential.

BANDWIDTH (-3dB): Video: out 440MHz, CAT 5 (Rec Out) 
150MHz; Audio: stereo unbalanced 20kHz, 
stereo balanced 20kHz.

VIDEO RESOLUTION: VGA to WUXGA.
DIFF. GAIN: XGA: 0.04%.
DIFF. PHASE: UXGA: 0.07Deg.
K FACTOR: UXGA: 0.2%.
S/N RATIO: Video: UXGA 68.3dB @5MHz; Audio: stereo 

unbalanced 74dB @1KHz, stereo balanced 
74.4dB @1kHz; CAT 5 (Rec Out) 69.8dB.

CROSSTALK (all hostile): Video: UXGA -52dB @5MHz; Audio: local 
stereo unbalanced -73dB @1KHz, local 
stereo balanced <72dB @1kHz.

VOLUME CONTROL: Audio: stereo unbalanced −65.4 to 25.8dB; 
stereo balanced −59.4 to 31.8dB.

COUPLING: Video: UXGA−DC, TP Out−DC; Audio: 
stereo unbalanced−In AC, Out DC, stereo 
balanced−In AC, Out DC.

AUDIO THD + NOISE: Stereo unbalanced 0.08%, 
stereo balanced 0.08%.

AUDIO 2nd HARMONIC: Stereo unbalanced 0.001%, 
stereo balanced 0.001%.

POWER CONSUMPTION:100−240V AC 50/60Hz, 29VA.
DIMENSIONS: 43.6cm x 19.1cm x 4.4cm (19” x 7.5” x 1U) 

W, D, H rack−mountable.
WEIGHT: 1.7kg (3.8lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, Windows® based Kramer 
control software, RC−IR3 infrared remote 
control transmitter, one SI−1VGA remote 
step−in module, rack "ears".

OPTIONS: External remote IR receiver cable, 15m 
extension cable, SI−1VGA remote step−in 
module.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

% r 8 A d h H X S []{_

FEATURES

 ● High Bandwidth - 440MHz (-3dB), CAT 5 (Rec Out) up to WUXGA.

 ● HDTV Compatible.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring the 
sync signal waveform.

 ● Remote Step-In Switching - Up to 8 users, connected through SI-1VGA 
remote input/switching step-in modules, can each step in to switch the 
input to the local remote PC.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
analog systems.

 ● Multiple Unit Cascade - Cascades up to 8 units to create a "virtual" 
switcher of up to 57 inputs.

 ● Audio Switching Modes - Audio-Follows-Video (AFV) and audio breakaway 
switching.

 ● Flexible Control Options - Front panel, remote step-in panels, RS-232 
(K-Router™ Windows®-based software is included), RS-485, Ethernet 
via a built-in Web server, contact closure & IR remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VP-81KSi is a high-performance analog step-in 
switcher for computer graphics video with resolutions 
up to WUXGA and unbalanced stereo audio signals. The 
unit can switch any one of eight inputs to one computer 
graphics video, one unbalanced and one balanced stereo 
audio and one twisted pair output. The VP-81KSi works in 
conjunction with up to eight VGA Remote Control Step-in 
Modules including the SI-1VGA (for TBUS-10), SI-VGAT 
(under the table) and WSI-1VGA (for standard TBUSes).
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Remote Control Step−In Module Insert

SI‑1VGA

The SI-1VGA is a step-in remote control insert module for VGA and 
unbalanced stereo audio signals. The module fits into a Kramer TBUS-10 
& K-POD301 Podium Table Bus, and is used for remotely taking control 
of a compatible switcher, such as the VP-81KSi.

FEATURES

 ● HDTV Compatible.

 ● Remote Step-in Switching - Illuminated button remotely switches the 
VP-81KSi.

 ● Easy Installation - Installs in a TBUS-10 & K-POD301, Podium Table Bus.

 ● Long Insert. Installs in K-POD301, TBUS-10 or T1AF-14L.

$ 8 []

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUTS: 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

CONTROL: Front panel push button.
DIMENSIONS: 8.9cm x 3.1cm x 2.4cm (3.5" x 1.2" x 0.94”) W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED ACCESSORIES: M3 x 6mm screws (2) black.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52
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TECHNICAL SPECIFICATIONS

INPUTS AND OUTPUTS: UXGA on 15−pin HD connectors and unbalanced stereo 
audio on 3.5mm mini jacks.

DIMENSIONS: 12cm x 7cm x 2.5cm (4.9" x 2.8" x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
OPTIONS: RK-3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

The SI-VGAT is a step-in commander for computer graphics video and 
unbalanced stereo audio signals. The unit includes a “Step-In” button 
that makes the local source the active input on the main display of the 
switcher (such as the VP-81KSi).

Computer Graphics Video Step−In Module

SI‑VGAT

FEATURES

 ● Max. Resolution - WUXGA.

 ● HDTV Compatible.

 ● Control - Step-in button.

 ● Compatible Switcher - VP-81KSi.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

$ 8 []{_
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Wall Plate Insert − 15−pin HD Step−In Module

WSI‑1VGA

The WSI-1VGA is a step-in remote control panel for VGA and 
unbalanced stereo audio signals. The dual-insert module fits into 
any TBUS or wall plate and is used for remotely taking control of a 
compatible switcher, such as the VP-81KSi.

FEATURES

 ● HDTV Compatible.

 ● Remote Step-in Switching - Illuminated button remotely switches the 
VP-81KSi.

 ● Wall Plate Insert - Dual slot.

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

CONTROL: Front panel push button.
DIMENSIONS: 8.9cm x 3.1cm x 2.4cm (3.5" x 1.2" x 0.94”) W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED ACCESSORIES: M3 x 6mm screws (2) black.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52
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VP‑161xl/VP‑321xl
16x1, 32x1 Computer Graphics Video & Balanced Stereo Audio Switchers

FEATURES

 ● High Bandwidth - 500MHz (-3dB).

 ● HDTV Compatible.

 ● Flexible Control Options - Front Panel, RS-232 (K-Router™ 
Windows®-based Kramer software is included), RS-485, 
contact closure, & IR remote (included).

 ● Expandable - Cascades multiple units.

 ● ID Bit Control - Each input.

 ● Audio Breakaway Switching.

 ● Mounting - Standard 19" rack mount - 2U (VP-161xl), 4U 
(VP-321xl).

 ● Standard 19" (2U).

TECHNICAL SPECIFICATIONS

INPUTS: 16/32 analog red, green, blue signals, 
0.7Vpp/75Ω, H & V syncs, 
TTL level on 15−pin HD (F) connectors; 
8 balanced stereo audio signals, 
+4dBu (typ.) on detachable terminal blocks.

OUTPUTS: 1 analog red, green, blue signals, 
0.7Vpp/75Ω, H & V syncs, 
TTL level on a 15−pin HD (F) connector; 
1 balanced stereo audio signal, 
+4dBu (typ.) on detachable terminal block.

BANDWIDTH (-3dB): Video: >500MHz; Audio: 100kHz.
MAX. INPUT/OUTPUT: Video: 2Vpp; Audio: 26dBu.
S/N RATIO: Video: 73dB; Audio: >83dB.
CROSSTALK (all hostile): Video: −47dB @5MHz; 

Audio: −65dB @1kHz.
COUPLING: Video: DC; Audio: DC.
AUDIO THD + NOISE: <0.025%.
AUDIO 2nd HARMONIC: <0.003%.
CONTROLS: Front panel buttons; RS−232, RS−485; 

IR remote control; detachable terminal 
blocks for remote contact closure 
switches.

POWER CONSUMPTION: 230V AC, 50/60Hz, 
(115V AC, USA) 12VA max.

DIMENSIONS: 19" x 7" x 2U W, D, H, rack mountable 
(VP−161xl), 
19" x 7" x 4U W, D, H, rack mountable 
(VP−321xl).

WEIGHT: 3.4kg (7.5lbs) approx.(VP−161xl), 5.5kg 
(12.2lbs) approx.(VP−321xl).

INCLUDED ACCESSORIES: Power cord, null−modem adapter, 
Windows®−based Kramer control 
software, IR remote control transmitter.

The VP-161xl and VP-321xl are high-performance 
switchers for computer graphics video signals, with 
resolutions up to and exceeding UXGA, and balanced 
stereo audio signals. They can switch any one of 16 and 
32 inputs to a single output.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52
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FEATURES

 ● S/N Ratio - 90dB.

 ● Level (Gain) Control.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

4x4A
4x1:4 Stereo Audio Switcher

The 4x4A is a high-performance switcher for unbalanced stereo audio 
signals. It switches any one of four input signals simultaneously to four 
identical outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 4 unbalanced stereo audio, 
1Vpp/33kΩ on 3.5mm mini jacks.

OUTPUTS: 4 unbalanced stereo audio, 
1Vpp/220Ω typical on 3.5mm mini jacks.

MAX OUTPUT LEVEL: 5.2Vpp (+7dBu).
AUDIO BANDWIDTH (-3dB): 100kHz. 
S/N RATIO: 90dB.
CROSSTALK: −79dB @1kHz.
AUDIO THD + NOISE: 0.018% @1kHz. 
2nd HARMONIC: 0.002%. 
POWER CONSUMPTION: 12V DC, 20mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

8
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4x1 Balanced Stereo Audio Mechanical Switcher
VS‑4X

The VS-4X is a high-performance switcher for balanced 
stereo audio signals on XLR connectors. It switches any 
one of four stereo signals to a single stereo output.

TECHNICAL SPECIFICATIONS

INPUTS: 4 balanced stereo audio, +4dBu typical, 
on XLR connectors.

OUTPUT: 1 balanced stereo audio, +4dBu typical, 
on an XLR connector.

SWITCHING SYSTEM: Mechanical, break−before−make. 
BANDWIDTH (-3dB): Audio: 100kHz (-3dB). 
CROSSPOINTS: 4 x 2 for audio stereo. 
SIGNAL LEVELS: Up to +30dBu. 
DIMENSIONS: 15.3cm x 6.6cm x 7.6cm 

(6” x 2.6” x 3”) W, D, H. 
WEIGHT: 0.57kg (1.27lbs) approx. 
OPTIONS: RK−4X 19" rack adapter.
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Balanced Audio
Recorder

Balanced Audio
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Balanced Audio
Player 4

Audio
Audio

Audio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.53

9

FEATURES

 ● Mechanical (Passive) Switching - No power required.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 2U rack space with the optional RK-4X adapter.
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5x1 Stereo Audio Switcher
VS‑55A

The VS-55A is high-performance switcher for unbalanced 
stereo audio signals. It switches any one of five signals to 
a single output.

TECHNICAL SPECIFICATIONS

INPUTS: 5 unbalanced stereo audio, 
1Vpp/50kΩ on RCA connectors.

OUTPUT: 1 unbalanced stereo audio, 
1Vpp/100Ω on RCA connectors.

MAX AUDIO OUTPUT: 3Vpp.
AUDIO BANDWIDTH (-3dB): 100kHz.
GAIN RANGE: 60dB (via underside accessible 

trimmers). 
AUDIO S/N RATIO: Better than 78dB. 
CONTROL: 5 front panel buttons, contact 

closure via the link connector. 
THD: Less than 0.08%. 
POWER CONSUMPTION: 12V DC, 100mA. 
DIMENSIONS: 16.5cm x 12cm x 4.5cm 

(6.5” x 4.7” x 1.8”) W, D, H. 
WEIGHT: 0.62kg (1.4lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK-1 19" rack adapter. 
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

o X

FEATURES

 ● S/N Ratio - >78dB.

 ● Control - Front panel & contact closure (via link connector).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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8x1 Loudspeaker Switcher

VS‑81SP

The VS-81SP is a high-performance bidirectional switcher 
for stereo audio speaker signals on terminal block 
connectors. The unit can switch any one of eight stereo 
inputs to one stereo output or one stereo input to any 
one of eight stereo outputs.

RS-232OUT

G  B  A

SETUP

OUT/IN
L+    L-   R+    R-

A
udio

IN/OUT 8
L+   L-   R+   R-

IN/OUT 7
L+   L-   R+   R-
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L+   L-   R+   R-

IN/OUT 5
L+   L-   R+   R-

IN/OUT 1
L+   L-   R+   R-

IN/OUT 3
L+   L-   R+   R-

IN/OUT 2
L+   L-   R+   R-

IN/OUT 1
L+   L-   R+   R-

RS-232OUT

RS-485

2  1  G

5  4  3

8  7  6

R

IR

EMOTE 

Speakers

Stereo Audio
Amplifier

A
udio

Stereo Audio
Amplifier

A
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TECHNICAL SPECIFICATIONS

INPUTS/OUTPUTS: 256W switching power for 4Ω load, 
512W switching power for 8Ω load. 
The machine can handle both high 
impedance (100/70V) and low 
impedence (8/4Ω) signals.

POWER CONSUMPTION: 100-240V AC, 3VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.0kg (4.4lbs). 
INCLUDED ACCESSORIES: Rack "ears", power cord, remote control, 

Windows®−based control software. 
OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

n d h X S

FEATURES

 ● Bidirectional Operation - 8 x 1 input/output connections 
with bidirectional functionality.

 ● High Power Switching - 400W of audio power for each 
input and output.

 ● Signal Handling - High (100/70V) and low (8/4Ω) 
impedance signals.

 ● Expandable - Cascades up to 7 units.

 ● Flexible Control Options - Front panel, 2 RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet, 
contact closure & IR remote (included).

 ● Standard 19" (1U). Rack "ears" included.
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1x2 DisplayPort Switcher with IR
VS‑12DP‑IR

TECHNICAL SPECIFICATIONS

INPUT: 1 DisplayPort connector.
OUTPUTS: 2 DisplayPort connectors.
BANDWIDTH: Supports up to 2.7Gbps bandwidth per graphic channel. 
COMPLIANCE WITH 
HDMI STANDARD: Supports: DisplayPort 1.1 and HDCP 1.3. 
CONTROLS: Output select button, IR remote control, 

contact closure remote control pins. 
INDICATOR LEDs: OUT 1, OUT 2, and ON LEDs. 
POWER CONSUMPTION: 5V DC, 70mA. 
DIMENSIONS: 12cm x 7.15cm x 2.44cm (4.7" x 2.81" 0.96") W, D, H. 
WEIGHT: 0.3kg (0.66lbs) approx. 
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−3T 19" rack adapter.

Display
Port

Computer
Graphics 
Source Display

Display
Port

Display
Port

Display

FEATURES

 ● Max. Data Rate - 10.8Gbps (2.7Gbps per video stream).

 ● Maximum Resolution - 2560x1600 pixels.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Flexible Control Options - Front panel buttons, IR remote, contact 
closure switching.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The VS-12DP-IR is a high-performance switcher for DisplayPort 
signals. The unit takes one DisplayPort (DP) input and switches the 
signal to one of two outputs.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.47

F X S [] ()
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2x1 DisplayPort Switcher with IR
VS‑21DP‑IR

TECHNICAL SPECIFICATIONS

INPUTS: 2 DisplayPort connectors.
OUTPUT: 1 DisplayPort connector.
BANDWIDTH: Up to 2.7Gbps bandwidth per graphic channel. 
COMPLIANCE WITH 
HDMI STANDARD: Supports DisplayPort 1.1 and HDCP 1.3. 
CONTROLS: Input SELECT button, IR remote control, 

contact closure remote control pins. 
INDICATOR LEDs: IN 1, IN 2, OUT, and ON LEDs. 
POWER CONSUMPTION: 5V DC, 70mA. 
DIMENSIONS: 12cm x 7.15cm x 2.44cm (4.72" x 2.44" x 0.96") W, D, H. 
WEIGHT: 0.3kg (0.66lbs) approx. 
INCLUDED ACCESSORIES: Power supply, bracket installation kit, IR transmitter.
OPTIONS: RK−3T 19" rack adapter.

Display
Port

Computer
Graphics 
Source 1 Display

Computer
Graphics 
Source 2

Display
Port

Display
Port

FEATURES

 ● Max. Data Rate - 10.8Gbps (2.7Gbps per video stream).

 ● DisplayPort Output - Provides high-resolution and up to 16-bit color 
over 4 video streams.

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● Flexible Controls - Front panel, contact closure and IR remote (included).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

The VS-21DP-IR is a high-performance switcher for DisplayPort 
signals. The unit switches either of two inputs to a single output.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.47

F X S [] ()
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2x1 DVI (HDCP) Video Switcher with IR

VS‑21HDCP‑IR

The VS-21HDCP-IR is a high-quality switcher for DVI signals. It 
equalizes the signal and switches either of two inputs to a single 
output.

TECHNICAL SPECIFICATIONS

INPUTS: 2 DVI , 1.2Vpp on a DVI Molex 24−pin female connector; 
DDC signal 5Vpp (TTL).

OUTPUT: 1 DVI, 1.2Vpp on DVI Molex 24−pin female connectors; 
DDC signal 5Vpp (TTL).

BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
POWER CONSUMPTION: 5V DC, 210mA.
DIMENSIONS: 14.3cm x 12.2cm x 4.36cm (5.63" x 4.8" x 1.72") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, infrared remote controller.
OPTIONS: RK−13 19" rack adapter.

Set Top Box

DVI

DVI Display
DVI Graphics

Source 1

DVI

DVI

RS-232

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-2T Stereo Audio/Control Bulk Cable 8.19

G d X S [] ()

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Signal Equalization.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), contact closure & IR remote (included).

 ● Compact MultiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-13 rack adapter.
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3x1 DVI (HDCP), Stereo & S/PDIF Audio Standby Switcher

VP‑311DVI

The VP-311DVI is a high-performance switcher for DVI-D 
video, stereo and S/PDIF audio signals. When configured 
as a standby switcher, the selected input switches to the 
next highest priority input if the signal is interrupted.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65 Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● Input/Output - DVI-D signals (on a DVI-I connector).

 ● Standby Switching Priority - User-definable via DIP-switches.

 ● Flexible Control Options - Front panel, RS-232, IR remote 
(included), contact closure & Ethernet.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 3 DVI, 1.2Vpp on DVI Molex 24−pin 
female connectors; 
DDC signal 5Vpp (TTL); 
3 S/PDIF digital audio on RCA connectors; 
3 unbalanced stereo audio +4dBu on 
3.5mm mini jacks.

OUTPUTS: 1 DVI, 1.2Vpp on a DVI Molex 24−pin 
female connector; 
DDC signal 5Vpp (TTL); 
1 S/PDIF digital audio on an RCA connector; 
1 unbalanced stereo audio +4dBu on a 
3.5mm mini jack; 1 balanced stereo audio 
on a 5−pin detachable terminal block.

DATA RATE: 4.95Gbps (1.65 Gbps per graphic channel).
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
POWER CONSUMPTION: 12V DC, 390mA.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non-condensing.
DIMENSIONS: 21.6cm x 16.1cm x 4.4cm 

(8.5 x 6.3 x 1.7) W, D, H.
WEIGHT: 1.2kg (2.6lbs) approx.
INCLUDED ACCESSORIES: Power supply, DVI male to male cable, IR 

remote control transmitter, null−modem 
adapter, Windows®−based Configuration 
Manager (Ethernet Configuration and 
Virtual Serial Port) CD.

OPTIONS: RK−1 19" rack adapter.

G 8 A j d H X S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35
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DVI

Computer Graphics 
Source 4

DVI

Computer
Graphics 
Source 1

DVI

4x1 DVI (HDCP) Switcher

VS‑41HDCP

The VS-41HDCP is a high-quality switcher for DVI signals. 
It switches any of four inputs to a single output.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for DVI systems.

 ● Front Panel Lockout.

 ● Video Mute - Output disconnect.

 ● Flexible Control Options - Front  panel, RS-232 (K-Router™ 
Windows®-based software is included), Ethernet, contact 
closure & IR remote (included).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 4 DVI connectors.
OUTPUT: 1 DVI connector.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
RESOLUTION: Up to 1080p, UXGA.
POWER CONSUMPTION: 5V DC, 440mA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, contact 
closure remote control, Ethernet.

DIMENSIONS: 22cm x 18cm x 4.5cm 
(8.6” x 7” x 1.8”) W, D, H.

WEIGHT: 1.3kg (2.9lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-2T Stereo Audio/Control Bulk Cable 8.19

G d H X S # [] ()
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NEW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

2x1 Automatic HDMI Standby Switcher

VS‑211HA

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI connectors, 
2 unbalanced stereo audio on 3.5mm mini jacks.

OUTPUTS: 1 HDMI connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: Contact closure on a 3−pin terminal block, 

2 priority DIP−switches.
INDICATORS: ON and active input LEDs.
POWER CONSUMPTION: 5V DC, 120mA (without load), 350mA (fully loaded).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7” x 2.8” x 0.9”) W. D. H.
WEIGHT: 0.3kg (0.66lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONAL ACCESSORIES: RK−3T 19” rack adapter.

HDMI

LCD Display
with Speakers

DVD 1

DVD 2

Stereo Audio
Player 1

Stereo Audio
Player 2

HDMI

HDMI

Audio

Audio

Amplifier

Audio

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDMI & HDCP Compliant.

 ● HDTV Compatible.

 ● Advanced Auto Switching - Based on video clock detection.

 ● Automatic Output Shutdown - If no input signal is detected after a 
configurable idle period.

 ● 3D Pass Through.

 ● EDID PassThru - Passes EDID signals from display to source.

 ● Audio Return Channel (ARC) Pass Through.

 ● Parallel Unbalanced Stereo Audio Switching.

 ● Contact Closure Remote Control - For for manual switching override.

 ● DIP-Switches - For setting the switching mode.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The VS-211HA is a high-performance automatic standby switcher for 
HDMI video and unbalanced stereo audio signals. The VS-211HA can 
be used as a manual 2x1 switcher or as an automatic switcher. The 
switcher either uses a priority input or last connected input.

P 8 X [] ()
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2x1 HDMI Switcher with IR

VS‑21H‑IR

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI connectors.
OUTPUT: 1 HDMI connector.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: Input select button, IR remote control.
INDICATOR LEDs: IN 1, IN 2, OUT, and ON LEDs.
POWER CONSUMPTION: 12V DC, 180mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08"), W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit, IR transmitter.
OPTIONS: RK−3T 19" rack adapter.

OUTPUT

VS-2
1H

-IR

2x1 H
DM

I S
witcher

12V DC

INPUT 2

INPUT 1

Plasma 
Display

DVD Player 1 DVD Player 2

HDMI

HDMI

HDMI

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP & HDMI Compliant.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● HDMI Support - Lip Sync, HDMI Uncompressed Audio Channels, Dolby 
TrueHD, DTS-HD, CEC.

 ● Active Input & Output LED Indictors.

 ● Control - Front panel or IR remote controller (included).

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The VS-21H-IR is a high-performance switcher for HDMI signals. It 
reclocks, equalizes and switches either of two inputs to a single HDMI 
output.

P S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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2x1 Automatic HDMI Standby Switcher

VS‑211H

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI on HDMI connectors.
OUTPUT: 1 HDMI on an HDMI connector.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
STANDARDS COMPLIANCE: HDCP and HDMI.
CONTROLS: Contact closure remote control, input default 

selection switch.
POWER CONSUMPTION: 5V DC, 780mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.66lbs).
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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REMOTEI  1  G  I  2
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N

DEFAULTI  1

I  2

N

N

IN 1

IN 2

DVD 2DVD 2

HDMIHDMI

HDMI

LCD Display
with Speakers

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP and HDMI Compliant.

 ● 3D Pass-Though.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, up to 7.1 
Uncompressed Audio Channels, CEC.

 ● Active Switching - Automatically switches to the secondary input when 
the primary is lost, and back to the primary when it is detected.

 ● Primary Input Selector Switch.

 ● Contact Closure - For remote manual switching override.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The VS-211H is a high-performance automatic standby switcher for 
HDMI video signals. The unit automatically switches to the secondary 
input whenever the primary video signal is interrupted. If the primary 
signal reappears, the unit automatically switches back to the primary 
input.

P X [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP & HDMI Compliant.

 ● Flexible Control Options - Automatic (standby), RS-232, 
Ethernet, contact closure & IR (included).

 ● Input Priority - Selectable via DIP-switches.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

The VS-311H is a high-performance switcher for HDMI 
video and balanced, unbalanced and S/PDIF audio 
signals. When configured as a standby switcher, it 
switches to a selectable secondary input upon loss of the 
primary input.

3x1 HDMI, Stereo & S/PDIF Audio Standby Switcher

VS‑311H

TECHNICAL SPECIFICATIONS

INPUTS: 3 HDMI connectors, 3 S/PDIF digital 
audio on RCA connectors, 
3 unbalanced stereo audio +4dBu on 
3.5mm mini jacks.

OUTPUTS: 1 HDMI connector, 
1 S/PDIF digital audio on an RCA connector, 
1 unbalanced stereo audio +4dBu on a 
3.5mm mini jack, 
1 balanced stereo audio on a 5−pin 
detachable terminal block.

DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
POWER CONSUMPTION: 12V DC, 380mA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
DIMENSIONS: 21.6cm x 16.1cm x 4.4cm 

(8.5” x 6.3” x 1.7”) W, D, H.
WEIGHT: 1.2kg (2.6lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

P 8 A j d H X S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35
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VS‑41HC

4x1 HDMI Switcher

The VS-41HC is a high-performance switcher for HDMI 
signals. It switches any one of the four inputs to a single 
output.

FEATURES

 ● High Bandwidth - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI 
Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Front Panel Lockout.

 ● Video Mute - Output disconnect.

 ● Controls - Front panel & IR (included).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

LCD
Display

Set Top Box
Source DVD Player

DVD Player

Multimedia
Player

HDMI
HDMI

HDMI

HDMI

HDMI

TECHNICAL SPECIFICATIONS

INPUTS: 4 HDMI connectors.
OUTPUT: 1 HDMI connector.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
RESOLUTION: 1080p @30bpp.
POWER CONSUMPTION: 12V DC, 320mA.
CONTROLS: Front panel buttons, 

IR remote control transmitter.
DIMENSIONS: 22cm x 18cm x 4.5cm (8.6” x 7” x 1.8”) 

W, D, H (1/2 19" 1U).
WEIGHT: 1.3kg (2.9lbs) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control.
OPTIONS: RK−1 19" rack adapter, external remote 

IR receiver cable.

P S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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The VS-41H, VS-81H, and VS-161H are high-
performance switchers for HDMI signals. They reclock 
and equalize the signal and switch one of the 4, 8, or 16 
inputs to a single HDMI output.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDCP & HDMI Compliant.

 ● HDTV Compatible.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI 
Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, 
CEC.

 ● 3D Pass-Through.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Dual Mode - PC and DVD Modes selectable by input.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), Ethernet & IR 
remote (included).

 ● Video Disconnect.

 ● Front Panel Lockout.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Worldwide Power Supply. - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

VS‑41H/VS‑81H/VS‑161H
4x1, 8x1, 16x1 HDMI Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 4/8/16 HDMI connectors.
OUTPUT: 1 HDMI connector.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
RESOLUTION: Up to UXGA; 1080p, deep color.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 10VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED 
ACCESSORIES: Power cord, rack "ears".

Plasma
Display

Set Top Box
Source

Multimedia
Player

DVD Player

DVD Player

RS-232

HDMI
HDMI

HDMI HDMI

HDMI

VS-81H

P d H S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VS‑81FW
8−Port FireWire® Mechanical Switcher

The VS-81FW is a high-performance bidirectional 
switcher for 6-pin FireWire® (IEEE 1394) data signals. 
The unit connects any two ports out of eight.

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 8 FireWire®, 6−pin connectors.
SWITCHING SYSTEM: Mechanical, break−before−make.
COMPATIBILITY: Up to 400Mbps.
DIMENSIONS: 18.8cm x 10.2cm x 4.4cm 

(7.4" x 4" x 1.7") W, D, H.
WEIGHT: 0.70kg (1.55lbs) approx.
OPTIONS: RK−81 19" rack adapter.

FEATURES

 ● Mechanical (Passive) Switching - No power required.

 ● Transfer Rates - 100, 200, and 400Mbps.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-81 adapter.

8

7

6

5

4

3

2

1

PORTS

Laptop

PC
Non-linear

Editor Hard Drive

Video
Camcorder

Video
Camcorder

Video
Camcorder

Video
Camcorder

FW

FW

FW
FW

FW

FW

FW
FW

J

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM6/FM6 6−pin FireWire® Cable 8.50
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2x1:2 3G HD−SDI Automatic Standby Switcher
VS‑211HDxl

The VS-211HDxl is a high-performance automatic switcher for 3G HD-
SDI video signals. When configured as a standby switcher, it switches 
to the secondary input when the primary input is lost.

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), 
HD-SDI (SMPTE 292M) & 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.

 ● Control - Contact closure or automatic switching.

 ● Automatic Standby Switching - Switches from the secondary input to 
the primary input when a primary signal is detected.

 ● Primary Input - Selectable.

 ● Active Input LED Indicators.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD/3G HD−SDI video on BNC connectors.
OUTPUTS: 2 SD/HD/3G HD−SDI video on BNC connectors.
MAX. OUTPUT LEVEL: 800mVpp/75Ω. 
DATA RATE: Up to 2.97Gbps.
CONTROLS: Contact closure remote control, 

input default selection switch. 
COUPLING: AC. 
POWER CONSUMPTION: 5V DC, 400mA. 
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H. 
WEIGHT: 0.3kg (0.66lbs). 
INCLUDED ACCESSORIES: Power supply, mounting bracket. 
OPTIONS: RK−3T 19" rack adapter. 
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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The 6241N, 6241HD, and 6241HDxl are high-performance 
switchers for serial digital video signals up to 3G HD-SDI. They 
take any one of four serial digital inputs, provide reclocking and 
equalization, and output the signal to one serial digital output.

4x1 SDI, HD−SDI, 3G HD−SDI Switchers
6241N/6241HD/6241HDxl

TECHNICAL SPECIFICATIONS

INPUTS: 4 SD/HD/3G HD−SDI video, 75Ω on BNC connectors.
OUTPUTS: 1 SD/HD/3G HD−SDI video, 75Ω on a BNC connector.
MAX. DATA RATE: 540Mbps/1.485Gbps/3Gbps 

(6241N/6241HD/6241HDxl). 
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
EQUALIZATION: Automatic equalization for losses on 75Ω coaxial cable. 
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98")  W, D, H. 
POWER CONSUMPTION: 5V DC, 410mA. 
WEIGHT: 0.25kg (0.6lbs) approx. 
INCLUDED ACCESSORIES: Power supply, mounting bracket. 
OPTIONS: RK−3T 19" rack adapter. 

FEATURES

 ● Max. Data Rate - 540Mbps/1.485Gbps/3Gbps (6241N/6241HD/ 
6241HDxl).

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M) (6241N/6241HD/6241HDxl), HD-SDI (SMPTE 292M) 
(6241HD/6241HDxl) and 3G HD-SDI (SMPTE 424M) (6241HDxl).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Resolution - 8 & 10-bit (automatic).

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

LCD Display
with Speakers

Digital Video
Player 1

HD-SDI 
Camera 1

HD-SDI 
Camera 2

Digital Video
Player 2

HD-SDI

5V DC

OUT

IN 4

IN 3

IN 2

IN 1

HD-SDI

HD-SDI HD-SDI

HD-SDI
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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VS‑41HD/VS‑81HD
4x1:2, 8x1:2 HD−SDI Switchers

FEATURES

 ● Max. Data Rate - 1.485Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M) & 
HD-SDI (SMPTE 292M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, 
Ethernet, contact closure & IR Remote (included).

 ● Active Input Indication™ Reporting - Each input button 
on the front panel automatically lights up when the unit 
detects a video signal on that input. Green indicates a 
standard definition (SDI) input signal and blue indicates a 
high definition (HD-SDI) input signal.

 ● Analog Sync Type - Bi-level, tri-level.

 ● Selectable Sync Signal Termination.

 ● Front Panel Control Lockout.

 ● Vertical Interval Switching.

 ● Output Disconnect.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 4/8 SD/HD−SDI, 75Ω on BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors, bi−level, tri−level inputs.

OUTPUTS: 2 SD/HD−SDI identical, equalized and 
reclocked, 75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
DATA RATE: Up to 1.485Gbps.
JITTER: Better than 0.2UI.
CONTROLS: Front panel, RS−232; RS−485, Ethernet, 

infrared remote, contact closure and panel 
lock.

POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz, 22VA.
DIMENSIONS: 19" x 7" x  1U  W, D, H, rack mountable.
WEIGHT: 1.5kg (3.3lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, IR remote, null−modem 
adapter, rack "ears".

The VS-41HD and VS-81HD are high-performance switchers for HD-
SDI video signals. They switch any one of four or eight signals to two 
identical outputs.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑81HDxl
8x1:2 3G HD−SDI Switcher

SD/HD-SDI
Display 2

SD/HD-SDI
Display 1SDI VTR

House 
Sync

House 
Sync 
Loop
Out

RS-232

SD/HD-SDI
Camera

SD/HD-SDI
Camera SD/HD-SDI

Camera

SDI

SDI

SDI

SDI SDI

SDI

The VS-81HDxl is a high-performance switcher for 3G HD-SDI video 
signals. The unit switches any one of the eight inputs to two identical 
outputs.

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M) & 3G HD-SDI (SMPTE 424M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Active Input Type™ Reporting - The unit lights the selected 
input LED in green for SD-SDI and in blue when the signal 
is HD-SDI.

 ● Analog Sync Type - Bi-level and tri-level sync.

 ● OFF Button - Disconnects all inputs at once.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, 
Ethernet, contact closure & IR remote (included).

 ● Vertical Interval Switching - SMPTE RP-168.

 ● Front Panel Control Lockout.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 8 SD/HD/3G HD−SDI, 75Ω on BNC 
connectors; 1 genlock with loop, 75Ω/Hi−Z 
on BNC connectors, bi−level, tri−level 
inputs.

OUTPUTS: 2 SD/HD/3G HD−SDI identical, equalized 
and reclocked, 75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
JITTER: Better than 0.2UI.
DATA RATE: Up to 2.97Gbps.
CONTROLS: Front panel, RS−232; RS 485, Ethernet, 

infrared remote, contact closure and panel 
lock.

POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz 22VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 1.5kg (3.3lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, null−modem adapter, 
rack "ears".

OPTIONS: External remote IR receiver cable.

4 d h H X S []

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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6502

4x1:2 S/PDIF Switcher

The 6502 is a high-performance switcher for S/PDIF digital audio 
signals. The unit takes any one of four inputs, provides reclocking and 
equalization and distributes the signal to two identical outputs.

FEATURES

 ● Sampling Rates - 32kHz to 192kHz.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Stereo Support - Uncompressed stereo PCM.

 ● Control - Front panel, RS-232 & IR.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.
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A
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Power Amplifier 2Power Amplifier 1

DVD
Player 4

A
ud
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DVD
Player 1

1     
2

RS-232Audio

Audio

TECHNICAL SPECIFICATIONS

INPUTS: 4 S/PDIF on RCA connectors.
OUTPUTS: 2 S/PDIF on RCA connectors.
SAMPLING RATE: 32kHz to 192kHz.
STANDARDS: CP1201, IEC 60958, AES3ID and S/PDIF.
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.72" x 2.74" x 0.96") 

W, D, H.
POWER CONSUMPTION: 5V DC, 140mA.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket, 

IR remote control transmitter.
OPTIONS: RK−3T 19" rack adapter.

j d S

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VS‑41USB

4x1 USB Switcher

The VS-41USB is a high-quality 4x1 USB mechanical switcher. It 
accepts up to four USB inputs and switches one selected input to 
the output.

FEATURES

 ● Mechanical (Passive) Switching - No power required.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

USB

Computer
Graphics Source

Hard Drive 4

Hard Drive 1

USB

USB

TECHNICAL SPECIFICATIONS

INPUTS: 4 USB−A connectors.
OUTPUT: 1 USB−A connector.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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4x1 USB 2.0 Switcher

VS‑401USB

The VS-401USB is a high-quality 4x1 USB switcher. It accepts up to 
four USB devices and switches the selected device to the host.

FEATURES

 ● High-Speed USB - Ver 2.0.

 ● Flexible Control Options - Front panel buttons, RS-232 & IR remote 
(included).

 ● Firmware Upgrade - Via RS-232 using K-UPLOAD application software.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

USB

Memory
Stick

LCD Display
with USB Port

USB
Hard Drive

USB

Memory
Stick

USB

Smart
Phone

USB

RS-232

TECHNICAL SPECIFICATIONS

DEVICE PORTS: 4 USB, type A.
HOST PORT: 1 USB, type B.
CONTROL: Front panel buttons, IR remote control, RS−232.
POWER CONSUMPTION: 5V DC, xxmA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.15cm x 2.44cm (4.7" x 2.81" 0.96") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.
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VS‑801USB

8x1 USB 2.0 Switcher

The VS-801USB is a high-quality 8x1 USB switcher. It accepts up to 
eight USB devices and switches the selected device to the host.

FEATURES

 ● High-Speed USB - Ver 2.0.

 ● Flexible Control Options - Front panel buttons, RS-232 and Ethernet 
via K-SINGLE control application software, remote contact closure, IR 
remote (included).

 ● Firmware Upgrade - Via RS-232 using K-UPLOAD application software.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

USB

LCD Display
with USB Port

Memory Stick

R
S
-2

3
2

USB

Hard Drive

Hard Drive

Memory
Stick

USB

USB

USB

TECHNICAL SPECIFICATIONS

DEVICE PORTS: 8 USB, type A.
HOST PORT: 1 USB, type B.
CONTROL: Front panel buttons, IR remote control, RS−232, 

Ethernet, remote contact closure terminal block.
POWER CONSUMPTION: 5V DC, 150mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 0.9")  W, D, H.
WEIGHT: 0.75kg (1.7lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit, 1m hi−speed 

USB cable.
OPTIONS: RK−T2B 19" rack adapter.

d H W S ! @

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The Digital Step‑in™ System

Systems Product of the Year Award Winner, AV Awards 2012

The Digital Step-in boardroom solution brings incredible flexibility and versatility to your state-of-the-art boardroom. Kramer’s Digital 
Step-in system allows you to seamlessly connect to the projector from any source with any known video interface.

This complete boardroom solution from Kramer Electronics won the prestigious Systems Product of the Year award at the 2012 
AV Awards ceremony.

The Digital Step-in boardroom solution is made of a switcher and eight Step-in modules connected by one twisted pair cable, with two 
additional local inputs (DVI, HDMI). It allows each of the participants to connect their source to the system and take control of the 
main display by pressing the Step-in button on their individual control module. 

The Digital Step-in boardroom control modules are offered in HDMI, DVI, DisplayPort and 15-pin HD computer graphics video, all 
with separate audio input. An additional multi-format module, the SID−X1N Step−in Commander, combines computer graphics video, 
HDMI, DVI, DisplayPort and unbalanced stereo audio signals in one unit. This unit also includes a ‘Step−In’ button that allows the local 
source to be routed as the active source on the main display.

The Kramer Digital Step‑in Solution Provides The Best Benefits

A WIDE VARIETY 

Kramer’s Digital Step-in solution comes with a wide variety of Step-in modules. The system supports any source, with any known video 
interface: DisplayPort, VGA, DVI and HDMI. The switcher also features both balanced and unbalanced audio outputs that fit any installed 
sound system.

PERFECTLY FITTED

The Digital Step-in system is perfectly fitted for the modern boardroom.  A single, compact, multi-interface switcher of 10 inputs handles a 
wide range of Step-in modules, allowing any possible mix of inputs.The switcher's 19” 1U design allows for convenient rack mounting.

EASILY INSTALLED 

Each Step-in module connects to the switcher via a single twisted pair cable, Kramer’s DGKat cable. The Digital Step-in system is a marvel 
of simplicity: easy installation without the need for extra wiring.  

COST EFFECTIVE

Kramer’s DGKat cable carries all power, data and control commands over a single twisted pair. There is no need to install separate cables 
for each interface. When one cable carries all the information, this immediately lowers costs. The Digital Step-in system is the most cost-
effective solution for any customer.

IT’S SUSTAINABLE

You can also expect your system to be useful far into the future. With the Digital Step-in system, the switcher stays the same even when new 
video interfaces are added. Future technological advancements won't make your switcher obsolete. All you need to do is add the appropriate 
module and the system supports it. The multi-interface Step-in module is the ultimate solution for a future-ready boardroom system.

CASCADING IS AVAILABLE

The Digital Step-in system can be expanded by cascading more switchers to accommodate increasing numbers of boardroom participants.



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

2.65

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

S W I T C H E R S  &  R O U T E R S   S I N G L E  O U T P U T   T W I S T E D  P A I R

The Digital Step-in Family and Complementary Products

STEP‑IN SWITCHER AND COMMANDER SOLUTIONS

VP-81SIDN 8x1 DGKat Digital Step−In Switcher

SID-DP DisplayPort over Twisted Pair Transmitter & Step−In Module 2.68

SID-DVI DVI over Twisted Pair Transmitter & Step−In Module 2.69

SID-H HDMI over Twisted Pair Transmitter & Step−In Module 2.70

SID-VGA Computer Graphics over Twisted Pair Transmitter & Step−In Module 2.71

SID-X1N 4−Input Multi−Format Video over DGKat Transmitter & Step−In Commander 2.72

SID-X2N 4−Input Multi−Format Video over HDBaseT Transmitter & Step−In Commander 2.73

SID-X3N 4−Input Multi−Format Video over HDMI Transmitter & Step−In Commander 2.74

STEP‑IN COMPLEMENTARY TBUS SOLUTIONS

RTBUS-12 Round Table Mount Multi−Connection Solution for SID−XxN Family − Pneumatic Lid − 88mm Cut−Out 9.29

TBUS-1Axl Table Mount Modular Multi−Connection Solution − Tilt−Up Lid 9.12

T1AF TBUS−1Axl Inner Frames 9.19

TBUS-6xl Table Mount Modular Multi−Connection Solution − Manually Retracting Lid 9.16

T6F TBUS−6xl Inner Frames 9.21

TBUS-10xl Table Mount Modular Multi−Connection Solution − Manually Retracting Lid 9.17

T10F TBUS−10xl Inner Frames 9.21

STEP‑IN COMPLEMENTARY CABLES

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-DGK6/DGK6 Four−Pair U/FTP Data Cable  (23AWG) 8.55
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NEW

VP‑81SIDN
8x1 DGKat Digital Step−In Switcher

The VP-81SIDN is a high-performance digital switcher for 
DGKat twisted pair, DVI and HDMI signals. The unit has 
DVI and HDMI local inputs and eight DGKat inputs from 
HDMI, DVI, DisplayPort and computer graphics video 
step-in modules, each of which has a step-in button to 
select the input on the switcher.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

BC-1T Mono Audio/Control Bulk Cable 8.18

CAT 6 ETH

To remote
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FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Cascades Up to Four Units - Via the HDMI port to provide up to 8 twisted 
pair inputs.

 ● Step-In Support - Supports the SID range of DGKat Step-in Commander 
panels for remote inputs and remote step-in control.

 ● USB Power Port - Provides power to USB devices and KW-11.

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● System Range - Up to 50m (164ft) at 1080p on shielded BC-DGKat623 cable.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum range 
and performance, use Kramer's BC-DGKat623 or BC-DGKat7a23 cables. 
Note that the transmission range depends on the signal resolution, 
graphics card and display used. The distance using non-Kramer CAT 
6 and CAT 7 cables may not reach these ranges. Use only shielded cable 
where both ends of the shield are soldered to ground.

TECHNICAL SPECIFICATIONS

INPUTS: 8 DGKat twisted pair on RJ−45 
connectors; 1 DVI−D, 1.2Vpp on a DVI 
Molex 24−pin (F) connectors, DDC signal 
5Vpp (TTL), 1 HDMI; 2 unbalanced stereo 
audio (1 for DVI and 1 for HDMI) on 
3.5mm mini jacks.

OUTPUTS: 1 DGKat twisted pair on an RJ−45 
connector, 1 HDMI; 1 balanced stereo 
audio on a 5−pin detachable terminal 
block, 1 unbalanced stereo audio on 
2 RCA connectors, 1 digital audio on an 
RCA connector, 1 USB power port.

BANDWIDTH: 4.95Gbps (1.65Gbps per graphic channel).
STANDARDS: HDMI with Deep Color, x.v.Color™ and 3D.
POWER CONSUMPTION: 100−240V AC, 50/60Hz 68VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 43.7cm x 18.1cm x 4.4cm  (17.2” x 7.1” x 1.7”) 

W, D, H rack−mountable.
WEIGHT: 2.0kg (4.41lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based Kramer 

control software, RC−IR3 infrared remote 
control transmitter, rack "ears".

OPTIONS: External remote IR receiver cable, 15m 
extension cable.

 ● Flexible Control Options - Step-in switching (inputs 1-8),  
RS-232, RS-485, contact closure, Ethernet & IR.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.
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The SID-DP is a DGKat™ twisted pair transmitter and step-in 
commander for DisplayPort and unbalanced stereo audio signals. The 
unit includes a “Step-In” button that allows the local source to be 
routed as the active source on the main display through the main 
switcher.

DisplayPort over Twisted Pair Transmitter & Step−In Module

SID‑DP

TECHNICAL SPECIFICATIONS

INPUTS: 1 DisplayPort, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 DGKat on an RJ−45 connector.
POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7cm x 2.4cm (4.7" x 2.76" x 0.94”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Control - Step-in button and contact closure.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum 
range and performance, use Kramer's BC-DGKat623 or 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 6 and CAT 7 cables may not reach these 
ranges. Use only shielded cable where both ends of the shield are 
soldered to ground.

 ● Compatible Switcher - VP-81SIDN.

 ● Power Connect™ System - A single connection to the VP-81SIDN 
Switcher can power the unit.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.47

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

r F 8 [] () :
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The SID-DVI is a DGKat™ twisted pair transmitter and step-in 
commander for DVI and unbalanced stereo audio signals. The unit 
includes a “Step-In” button that allows the local source to be routed 
as the active source on the main display through the main switcher.

DVI over Twisted Pair Transmitter & Step−In Module

SID‑DVI

TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI−D on a DVI−I connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 DGKat on an RJ−45 connector.
POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7cm x 2.4cm (4.7" x 2.76" x 0.94”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Control - Step-in button and contact closure.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum 
range and performance, use Kramer's BC-DGKat623 or 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 6 and CAT 7 cables may not reach these 
ranges. Use only shielded cable where both ends of the shield are 
soldered to ground.

 ● Compatible Switcher - VP-81SIDN.

 ● Power Connect™ System - A single connection to the VP-81SIDN 
Switcher can power the unit.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

r G 8 [] () :
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The SID-H is a DGKat™ twisted pair transmitter and step-in 
commander for HDMI and unbalanced stereo audio signals. The unit 
includes a “Step-In” button that allows the local source to be routed 
as the active source on the main display through the main switcher.

HDMI over Twisted Pair Transmitter & Step−In Module
SID‑H

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 DGKat on an RJ−45 connector.
POWER CONSUMPTION: 12V DC, 360mA.
DIMENSIONS: 12cm x 7cm x 2.4cm (4.7" x 2.76" x 0.94”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

To VP-81SIDN

CAT 6

To Remote switch
and LED

Audio HDMI

DVD Player

FEATURES

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Control - Step-in button and contact closure.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum 
range and performance, use Kramer's BC-DGKat623 or 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 6 and CAT 7 cables may not reach these 
ranges. Use only shielded cable where both ends of the shield are 
soldered to ground.

 ● Compatible Switcher - VP-81SIDN.

 ● Power Connect™ System - A single connection to the VP-81SIDN 
Switcher can power the unit.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

r P 8 [] () :
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The SID-VGA is a DGKat™ twisted pair transmitter and step-in 
commander for computer graphics video and unbalanced stereo 
audio signals. The unit includes a “Step-In” button that allows the local 
source to be routed as the active source on the main display through 
the main switcher.

Computer Graphics over Twisted Pair Transmitter & Step−In Module
SID‑VGA

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 DGKat on an RJ−45 connector.
POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7cm x 2.4cm (4.7" x 2.76" x 0.94”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

To VP-81SIDN

CAT 6

To Remote switch
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Audio

Laptop
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FEATURES

 ● Max. Resolution - UXGA.

 ● HDTV Compatible.

 ● Control - Step-in button and contact closure.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum 
range and performance, use Kramer's BC-DGKat623 or 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 6 and CAT 7 cables may not reach these 
ranges. Use only shielded cable where both ends of the shield are 
soldered to ground.

 ● Compatible Switcher - VP-81SIDN.

 ● Power Supply - Requires independent power supply.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

$ r 8 [] :
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The SID-X1N is a DGKat™ twisted pair transmitter and 
step-in commander for computer graphics video, HDMI, 
DVI, DisplayPort and unbalanced stereo audio signals. The 
unit includes a “Step-In” button that allows the local source 
to be routed as the active source on the main display 
through the main switcher.

4−Input Multi−Format Video over DGKat Transmitter & Step−In Commander

SID‑X1N

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 1 DVI−D on a DVI−I connector, 
1 DisplayPort, 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 DGKat on an RJ−45 connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

STANDARDS: HDMI with x.v.Color™ and 3D; HDCP: works with 
sources that support HDCP repeater mode.

MAXIMUM STEP-IN DISTANCE:50m (164ft) up to 1080p @60Hz.
POWER CONSUMPTION: 12V DC, 950mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.3cm x 2.5cm  (7.4" x 4.5" x 1") W, D, H.
WEIGHT: 0.48 kg (1.1lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter, RTBUS−12, RTBUS−22, 

SID−X1BP Kit (substitute black top plate for the 
SID−X1N that blends with the color of the modular 
TBUS−10xl), RC−10TB remote contact closure switch.
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FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphics channel).
 ● Compatible Switcher - VP-81SIDN.
 ● HDTV Compatible.
 ● HDCP Compliant. - Works with sources that support HDCP repeater mode.
 ● HDMI Support - x.v.Color™ and 3D.
 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID handling 
& processing algorithm ensures Plug and Play operation for HDMI systems.

 ● Data Equalization and Reclocking.
 ● Input Signal Detection - Based on video clock presence.
 ● Automatic Input Selection - Based on manual selection or last connected 
input.

 ● Automatic Analog Audio Detection and Embedding.
 ● Local Balanced Audio De-embedding.
 ● Support for Digital Audio Formats.
 ● Lockable EDID.
 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ cables 
designed specifically for optimum performance.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum range and 
performance, use Kramer's BC-DGKat623 or BC-DGKat7a23 cables. Note 
that the transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 6 and CAT 7 cables 
may not reach these ranges. Use only shielded cable where both ends of 
the shield are soldered to ground.

 ● Power Connect™ System - A single connection to the transmitter powers 
both units when the devices are within 150ft (50m) of each other.

 ● Local Step-In Switching - Button & contact closure.
 ● Power Supply - Requires independent power supply.
 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-DM/DM DVI Copper Cable 8.43

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.47

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

$ r G P F 8 [] () :
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The SID-X2N is an HDBaseT twisted pair transmitter and 
step-in commander for computer graphics video, HDMI, 
DVI, DisplayPort and unbalanced stereo audio signals.

4−Input Multi−Format Video over HDBaseT Transmitter & Step−In Commander

SID‑X2N

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 1 DVI on a Molex 24−pin connector, 
1 DisplayPort, 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUTS: 1 HDBaseT on an RJ−45 connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

STANDARDS: HDMI with x.v.Color™ and 3D; HDCP: works with 
sources that support HDCP repeater mode.

MAXIMUM STEP-IN DISTANCE: 50m (164ft) up to 1080p @60Hz.
POWER CONSUMPTION: 12V DC, 820mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.3cm x 2.5cm  (7.4" x 4.5" x 1") W, D, H.
WEIGHT: 0.48 kg (1.1lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter, RTBUS−12, RTBUS−22, 

SID−X1BP Kit (substitute black top plate for the 
SID−X2N that blends with the color of the modular 
TBUS−10xl), RC−10TB remote contact closure 
switch.

Computer
Graphics 
Source

UXGA

Audio

To remote input
LED indicator

To remote input 
selector switch

and LED

To remote step-in
switch and LED

DVD Player

HDMI

Computer
Graphics Source/

Laptop

DP

Computer
Graphics 
Source

DVI

CAT 6

Power Amplifier 
with Speakers

A
udio

To
TP-580RXR

FEATURES

 ● Max. Data Rate - 6.75Gbps (up to 1080p @60Hz 36bpp) in normal 
mode; up to 4.95Gbps (up to 1080p @60Hz 24bpp) in ultra mode.

 ● HDTV Compatible.

 ● HDCP Compliant. - Works with sources that support HDCP repeater 
mode.

 ● HDMI Support - Deep Color, x.v.Color™ and 3D.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Data Equalization and Reclocking.

 ● Input Signal Detection - Based on video clock presence.

 ● Automatic Input Selection - Based on manual selection or last 
connected input.

 ● Automatic Analog Audio Detection and Embedding.

 ● Local Balanced Audio De-Embedding.

 ● Support for Digital Audio Formats.

 ● Lockable EDID.

 ● System Range - Up to 130m (430ft) normal mode; up to 180m 
(590ft) ultra mode (1080p @60Hz @24bpp) when using BC-HDKat6a 
cables.

 ● Local Step-In Switching - Button & contact closure.

 ● Power Supply - Requires independent power supply.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-DM/DM DVI Copper Cable 8.43

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.47

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

$ r G P F 8 [] ()
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S W I T C H E R S  &  R O U T E R S   S I N G L E  O U T P U T   T W I S T E D  P A I R

The SID-X3N is an HDMI transmitter, step-in commander 
for computer graphics video, HDMI, DVI, DisplayPort and 
unbalanced stereo audio signals. The unit includes a “Step-
In” button that allows the local source to be routed as the 
active source when connected to the VS-62H.

SID‑X3N

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 1 DVI on a Molex 24−pin connector, 
1 DisplayPort, 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 HDMI connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

STANDARDS: HDMI with Deep Color, x.v.Color™ and 3D; 
HDCP: works with sources that support HDCP 
repeater mode.

MAXIMUM STEP-IN DISTANCE: 50m (164ft) up to 1080p @60Hz.
POWER CONSUMPTION: 12V DC, 950mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.3cm x 2.5cm  (7.4" x 4.5" x 1") W, D, H.
WEIGHT: 0.48 kg (1.1lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter, RTBUS−12, RTBUS−22, 

SID−X1BP Kit (substitute black top plate for the 
SID−X3N that blends with the color of the modular 
TBUS−10xl), RC−10TB remote contact closure switch.

Computer
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Source
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A
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To
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Disc Player

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant. - Works with sources that support HDCP repeater 
mode.

 ● HDMI Support - Deep Color, x.v.Color™ and 3D.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Data Equalization and Reclocking.

 ● Input Signal Detection - Based on video clock presence.

 ● Automatic Input Selection - Based on manual selection or last 
connected input.

 ● Automatic Analog Audio Detection and Embedding.

 ● Local Balanced Audio De-Embedding.

 ● Support for Digital Audio Formats.

 ● Lockable EDID.

 ● Local Step-In Switching - Button & contact closure.

 ● Supports Programmable Step-In Functionality - Over HEC enabled HDMI 
cables, when used with compatible switchers such as the VS-62H.

 ● Power Supply - Requires independent power supply.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-DM/DM DVI Copper Cable 8.43

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.47

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

$ G P F 8 [] ()
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B p A d h X

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

TECHNICAL SPECIFICATIONS

INPUT: 4/8 composite video with loop, 
1 sync, 1Vpp/75Ω on BNC connectors 
with termination switch; 4/8 balanced 
stereo audio, +4dBu/33 kΩ on 
detachable terminal blocks.

OUTPUTS: 2x2 composite video, 1Vpp/75Ω on BNC 
connectors; 
2 balanced stereo audio, +4dBu/50Ω on 
detachable terminal blocks.

BANDWIDTH (-3dB): 300MHz; 100kHz (audio). 
MAX. OUTPUT LEVEL: Video: 2Vpp/75Ω; Audio: 20Vpp max. 
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.01Deg.
K-FACTOR: <0.05%. 
S/N RATIO: Video: 75dB; 

Audio: 82dB unweighted @1Vpp. 
CROSSTALK: Video: −67dB @5MHz; 

Audio: −97dB @1kHz. 
CONTROL: 13/21 illuminated front panel buttons, 

RS−232, RS−485. 
COUPLING: Video: DC; Audio: AC. 
AUDIO THD: 0.024%. 
AUDIO 2nd HARMONIC: 0.002%. 
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 40VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable 

(VS−402xl); 2U (VS−802xl). 
WEIGHT: 2.7kg (6lbs) (VS−402xl); 

3.9kg (8.6lbs) (VS−802xl) approx. 
INCLUDED ACCESSORIES: Power cord, PC control software.

FEATURES

 ● High Bandwidth - 300MHz (-3dB) fully loaded.

 ● Level (Gain) and EQ (Peaking) Controls - Each output.

 ● Looping Inputs.

 ● Selectable Input Signal Termination.

 ● Video Outputs - 1:2 DAs.

 ● Control - Front panel, contact closure, RS-232 
(K-Router™ Windows®-based software is included), & 
RS-485. VS-802xl includes IR Remote.

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) for recall and execution as needed.

 ● Audio Breakaway Switching.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Selectable Sync Signal Termination.

 ● Mounting - Standard 19” rack mount 1U (VS-402xl), 2U 
(VS-802xl).

 ● Standard 19".

The VS-402xl and VS-802xl are high-performance matrix 
switchers for composite video and balanced stereo audio 
signals. Switching during the vertical interval ensures 
glitch-free switching with genlocked sources.

4x2, 8x2 Composite Video & Balanced Stereo Audio Matrix Switchers

VS‑402xl/VS‑802xl
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4x4 Composite Video & Stereo Audio Matrix Switchers

VS‑6EII/VS‑6EIII

The VS-6EII and VS-6EIII are high-performance matrix 
switchers for composite video and unbalanced stereo 
audio signals. They can switch any or all of the four inputs 
to any or all of the four outputs simultaneously.

FEATURES

 ● Bandwidth - 100MHz (VS-6EII) & 265MHz (VS-6EIII) fully 
loaded (-3dB).

 ● Control - 4 rotary knobs.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 1Vpp/75Ω on 
BNC connectors; 
4 unbalanced stereo audio 
1Vpp/100kΩ on RCA connectors.

OUTPUTS: 4 composite video, 1Vpp/75Ω on 
BNC connectors; 4 unbalanced stereo 
audio 1Vpp/100Ω on RCA connectors.

MAX. VIDEO OUTPUT: 2.4Vpp/75Ω.
VIDEO BANDWIDTH (-3dB): 100MHz (VS−6EII) & 265MHz 

(VS−6EIII) fully loaded.
AUDIO BANDWIDTH (-3dB): 24kHz.
DIFF. GAIN: 1.3%.
DIFF. PHASE: 0.9Deg.
VIDEO S/N RATIO: 74dB.
AUDIO S/N RATIO: 80dB.
AUDIO THD: 0.02%.
VIDEO CROSSTALK: −65dB (sync), −48dB (C).
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA) 

10.6VA (VS−6EII); 
12V DC, 105mA (VS−6EIII).

DIMENSIONS: 24.5cm x 16cm x 5cm 
(9.6” x 6.3” x 1.9”) W, D, H.

WEIGHT: 1.7kg (3.8lbs) approx.
INCLUDED ACCESSORIES: Power cord (VS−6EII); 

power supply (VS−6EIII).
OPTIONS: RK−1 19” rack adapter.

VS-6EIII

B o

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53
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VS‑5x5
5x5 Composite Video & Balanced Stereo Audio Matrix Switcher

The VS-5x5 is a high-performance matrix switcher for 
composite video and balanced stereo audio signals. 
Switching during the vertical interval ensures glitch-free 
switching with genlocked sources.

TECHNICAL SPECIFICATIONS

INPUTS: 5 composite video, 1Vpp/75Ω on 
BNC connectors; 1 genlock with 
loop, 75Ω/Hi−Z on BNC connectors; 
5 balanced stereo audio, +4dBu 
(nominal)/25kΩ on detachable terminal 
blocks.

OUTPUTS: 5 composite video, 1Vpp/75Ω on BNC 
connectors; 5 balanced stereo audio, 
+4dBu (nominal)/47Ω on detachable 
terminal blocks.

MAX. OUTPUT LEVEL: Video: 2Vpp; Audio: +19dBu.
BANDWIDTH (-3dB): Video: 70MHz, fully loaded; Audio: 29kHz.
DIFF. GAIN: 0.02%.
DIFF. PHASE: 0.44Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 75.1dB; Audio: 74dB.
CROSSTALK (all hostile): Video: −51.4dB@ 5MHz; 

Audio: 105dB @1kHz.
COUPLING: Video: DC; 

Audio: DC at input, AC at output.
AUDIO THD + NOISE: 0.102%.
AUDIO 2nd HARMONIC: 0.053%.
CONTROLS: Audio gain level control by K−Router 

software, -91dB to +26dB; front panel 
buttons, RS−232, RS−485, IR.

INDICATORS: 5−character front panel display.
POWER CONSUMPTION: 90-264V AC, 50/60Hz, 18VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software, infrared remote control 
transmitter.

FEATURES

 ● Bandwidth - 70MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-based 
software is included), & RS-485, IR remote (included).

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Audio Gain Level Controls - Input and output via RS-232.

 ● Audio Breakaway Switching.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Looping Sync Input.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).

B p A d h S

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18



S W I T C H E R S  &  R O U T E R S  F I X E D  &  M O D U L A R  I / O  AV  ( C V &Y/ C  +  A U D I O )

2.78 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

CV

CV

CV

CV

Audio

Audio Audio

A
udio

Genlock
Source

Composite
Video

Player 1

Composite
Video Player 8

Composite
Video Recorder 8

RS-232

Composite
Video Recorder 1

6x6, 8x4, 8x8 Composite Video & Stereo Audio Matrix Switchers (200MHz)

VS‑606xl/VS‑804xl/VS‑808xl

The VS-606xl, VS-804xl and VS-808xl are high-performance 
matrix switchers for composite video and unbalanced stereo 
audio signals. Switching during the vertical interval ensures 
glitch-free switching with genlocked sources.

TECHNICAL SPECIFICATIONS

INPUTS: 6/8/8 composite video, 1Vpp/75Ω on 
BNC connectors; 1 sync/video genlock, 
1Vpp/75Ω with termination switch; 
6/8 unbalanced stereo audio, 
+4dBu/33kΩ on RCA connectors.

OUTPUTS: 6/4/8 composite video, 1Vpp/75Ω on 
BNC connectors. 6/4/8 unbalanced 
stereo audio, +4dBu/50Ω (24Vpp max.) 
on RCA connectors.

VIDEO BANDWIDTH (-3dB): 200MHz.
AUDIO BANDWIDTH (-3dB):100kHz.
NON-LINEARITY: 0.1%.
VIDEO CROSSTALK: −50dB. 
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg. 
K-FACTOR: 0.05%. 
VIDEO S/N: 74dB. 
AUDIO S/N: 88dB unweighted (1Vpp). 
AUDIO THD: 0.016% (1V, 1kHz).
SWITCHING: Vertical interval.
CONTROL: Manual, RS−232, RS−485, and IR. 
INDICATORS: Multi−character front panel display. 
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA) 11VA. 
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable 

(VS−804xl/VS−808xl), 19" x 7" x 2U W, 
D, H, rack mountable (VS−606xl). 

WEIGHT: 3.4kg (7.5lbs) approx. 
INCLUDED ACCESSORIES: Power cord, Windows®−based Kramer 

control software, null−modem adapter, 
IR remote control.

OPTIONS: External remote IR receiver cable.

FEATURES

 ● Bandwidth - 200MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, IR remote (included) 
& remote IR receiver (optional).

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
for recall and execution when needed.

 ● Audio Breakaway Switching.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Selectable Sync Signal Termination.

 ● Standard 19" (2U).

VS-808xl

B p o d h S

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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Audio connections
are not shown
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TECHNICAL SPECIFICATIONS

INPUTS: 6/8 composite video, 
1Vpp/75Ω on BNC connectors; 
1 sync/video genlock with sync 
select switch; 6/8 unbalanced 
stereo audio up to +4dBu/62kΩ 
on RCA connectors.

OUTPUTS: 6/8 composite video, 
1Vpp/75Ω on BNC connectors; 
6/8 unbalanced stereo audio 
+4dBu/50Ω on RCA connectors.

MAX. VIDEO OUTPUT LEVEL: 2Vpp.
MAX. AUDIO OUTPUT LEVEL: +/−20Vpp.
VIDEO BANDWIDTH (-3dB): 100MHz.
AUDIO BANDWIDTH (-3dB): 100kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%
VIDEO S/N RATIO: 74dB.
AUDIO S/N RATIO: 88dB unweighted (1Vpp).
VIDEO  CROSSTALK (all hostile): −50dB @5MHz.
AUDIO CROSSTALK (all hostile): -71.4dB @1kHz.
VIDEO COUPLING: DC.
AUDIO COUPLING: AC.
AUDIO THD + NOISE: 0.016% (1V, 1kHz).
AUDIO 2nd HARMONIC: 0.012%.
CONTROLS: Manual, RS−232, RS−485, 

IR remote.
INDICATORS: Multi−character front panel 

display.
POWER CONSUMPTION: 230V AC, 50/60Hz 

(115V AC, USA), 17VA.
DIMENSIONS: 19" x 7" x 2U W, D, H, 

rack mountable.
WEIGHT: 3.4kg (7.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem 

adapter, Windows®−based 
control software, IR remote, 
rack "ears".

OPTIONS: External remote control IR 
receiver cable.

VS‑626/VS‑828

6x6 & 8x8 Composite Video & Stereo Audio Matrix Switchers (100MHz)

The VS-626 and VS-828 are high-performance matrix 
switchers for composite video and unbalanced stereo 
audio signals. Switching during the vertical interval 
ensures glitch-free switching with genlocked sources.

FEATURES

 ● Bandwidth - 100MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, IR remote 
(included).

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Audio Breakaway Switching.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Selectable Sync Signal Termination.

 ● Standard 19" (2U). Rack "ears" included.

VS-828

B p o d h S

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑808YC

8x8 s-Video & Balanced Stereo Audio Matrix Switcher

The VS-808YC is a high-performance matrix switcher 
for s-Video (Y/C) and balanced stereo audio signals. 
Switching during the vertical interval ensures glitch-free 
switching with genlocked sources.

FEATURES

 ● Bandwidth (Y) - 70MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485, IR remote 
(included).

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Audio Breakaway Switching.

 ● Vertical Interval Switching.

 ● Standard 19" (2U).

TECHNICAL SPECIFICATIONS

INPUTS: 8 s-Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on 4-pin connectors; 
8 balanced stereo audio, +4dBu/50kΩ 
on detachable terminal blocks.

OUTPUTS: 8 s-Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on 4-pin connectors; 
8 balanced stereo audio +4dBu/50Ω on 
detachable terminal blocks.

MAX. OUTPUT LEVEL: Video: 2.6Vpp; 
Audio: 26dBu.

BANDWIDTH (-3dB): Video: 70MHz, Fully Loaded; 
Audio: >40kHz.

DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 80dB; 

Audio: 82dB.
CROSSTALK (all hostile): Video: -61dB; 

Audio: -91dB @1kHz.
COUPLING: Video: Y:DC; C: AC; 

Audio: Input: AC, Output: DC.
AUDIO THD + NOISE: 0.029%.
AUDIO 2nd HARMONIC: 0.021%.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS-232, RS-485.
INDICATORS: 8-character front panel display.
POWER CONSUMPTION: 100-240V AC, 50/60Hz, 21VA.
DIMENSIONS: 19" x 7" x 2U W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null-modem adapter, 

Windows®-based Kramer control 
software, infrared remote control 
transmitter.

OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

- A d h S
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-1X 1 Coax RG−6 Super High−Resolution Bulk Cable 8.9

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

Audio connections 
are not shown

RS-232

Display

Composite
Video Player

DVD Player

YUV

CV

s-Video Player

Y/C

CV

Display

Y/
C

Projector

YUV

The VS-88HCB is a high-performance universal matrix 
switcher for composite video, s-Video (Y/C), component 
video (Y, Pb, and Pr), balanced stereo audio and S/PDIF 
digital audio signals. It can route any or all inputs to any 
or all outputs simultaneously.

8x8 Universal Matrix Switcher
VS‑88HCB

TECHNICAL SPECIFICATIONS

INPUTS: 5x8 composite video, 1Vpp/75Ω 
and S/PDIF digital audio or s−Video, 
1Vpp/75Ω (Y), 0.3Vpp/75Ω (C); 
and component video, 
1Vpp/0.7Vpp/75Ω on BNC connectors; 
8 balanced stereo audio, +4dBm/33kΩ 
on detachable terminal blocks.

OUTPUTS: 5x8 composite video, 1Vpp/75Ω 
and S/PDIF digital audio or s−Video, 
1Vpp/75Ω (Y), 0.3Vpp/75Ω (C); 
and component video, 
1Vpp/0.7Vpp/75Ω on BNC connectors; 
8 balanced stereo audio, +4dBm/33kΩ 
on detachable terminal blocks.

MAX. OUTPUT LEVEL: Video: 2.8Vpp; 
Audio: 24Vpp.

BANDWIDTH (-3dB): Video: 300MHz, fully loaded; 
Audio: 100kHz.

S/N RATIO: Video: 74dB; 
Audio: 84dB unweighted, (1Vpp). 

CROSSTALK (all hostile): Video: <-50dB @5MHz. 
AUDIO THD: 0.025% (1V, 1kHz). 
CONTROLS: Manual, RS−232, RS−485 and Ethernet. 
INDICATORS: 8−character front panel display.
POWER CONSUMPTION: 100 − 240V AC, 50/60Hz, 23VA.
DIMENSIONS: 19" x 7" x 3U, rack mountable.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based Ethernet 

Configuration Manager and Virtual Serial 
Port Manager, Windows® based Kramer 
control software, null−modem adapter, 
rack "ears". 

OPTIONS: External remote IR receiver cable.

x A j d H S []

FEATURES

 ● High Bandwidth - 300MHz (-3dB), fully loaded.

 ● HDTV Compatible.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, Ethernet, & IR 
remote (included) & remote IR receiver (optional).

 ● Separate Composite Video & Component Video Inputs.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Analog Stereo Audio Breakaway Switching.

 ● Standard 19" (3U). Rack "ears" included.
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8x8 Composite Video Matrix Switcher
VS‑88V

The VS-88V is a high-performance matrix switcher for 
composite video signals. Switching during the vertical 
interval ensures glitch-free switching with genlocked 
sources.

TECHNICAL SPECIFICATIONS

INPUTS: 8 composite video, 1Vpp/75Ω on BNC 
connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors.

OUTPUTS: 8 composite video, 
1Vpp/75Ω on BNC connectors.

VIDEO BANDWIDTH (-3dB): 200MHz. 
DIFF. GAIN: 0.05%. 
DIFF. PHASE: 0.03Deg. 
K-FACTOR: <0.05%. 
VIDEO S/N: 74dB. 
VIDEO CROSSTALK: -50dB @5MHz. 
SWITCHING: During vertical interval from analog sync. 
CONTROLS: 22 front panel buttons, 

RS-232 and RS-485 control interface. 
INDICATORS: 8-character front panel display. 
POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC, USA), 

10VA max.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable. 
WEIGHT: 3.5kg (7.8lbs) approx. 
INCLUDED ACCESSORIES: Power cord, Windows®-based Kramer 

control software, null-modem adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

B p d h

FEATURES

 ● Bandwidth - 200MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), & RS-485.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Vertical Interval Switching.

 ● Switching Synchronization - Synchronizes either to external 
reference or the incoming video.

 ● Looping Sync Input.

 ● Selectable Sync Signal Termination.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).
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The VS-162V is a high-performance matrix switcher for 
composite video signals. It can also be configured as an 
8x8 s-Video (Y/C) switcher, a 5x5 component (YUV) 
switcher, or a 4x4 RGBS switcher.

16x16 Composite Video Matrix Switcher (90MHz)
VS‑162V

TECHNICAL SPECIFICATIONS

INPUTS: 16 composite video, or 8 s−Video (Y/C), 
or 4 RGBS, or 5 YUV, 1Vpp/75Ω, on 
BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors.

OUTPUTS: 16 composite video, or 8 s−Video (Y/C), 
or 4 RGBS, or 5 YUV, 1Vpp/75Ω, on 
BNC connectors.

NON-LINEARITY: <0.01%.
VIDEO BANDWIDTH (-3dB): 90MHz.
DIFF. GAIN: 0.01%. 
DIFF. PHASE: 0.01Deg. 
K-FACTOR: <0.05%. 
VIDEO S/N RATIO: 70.2dB. 
VIDEO CROSSTALK: <−52dB @5MHz.
SWITCHING: Vertical interval.
CONTROLS: 38 front panel buttons, RS−232, 

RS−485, IR remote, contact closure 
keyboard extension.

INDICATORS: 2 multiple−character front panel 
displays.

POWER CONSUMPTION: 230V AC, 50/60Hz, 
(115V AC, USA) 10VA. 

DIMENSIONS: 19" x 7" x 2U  W, D, H, rack mountable. 
WEIGHT: 3.5kg (7.8lbs) approx. 
INCLUDED ACCESSORIES: Rack "ears", power cord, null−modem 

adapter, Windows®−based Kramer 
control software.

B p d h X S

FEATURES

 ● Bandwidth - 90MHz (-3dB) fully loaded.

 ● Multi-Mode Operation - Configure as either a 16x16 composite, 
an 8x8 s-Video (Y/C), a 5x5 component (YUV), or 4x4 RGBS 
switcher.

 ● Looping Inputs and Sync.

 ● Selectable Input and Sync Signal Termination.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485, contact 
closure, & IR remote (included).

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Standard 19" (2U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑3232V/VS‑3232Vxl

32x32 Composite Video Matrix Switchers

The VS-3232V and VS-3232Vxl are high-performance 
32x32 matrix switchers for composite video signals. 
They can route any or all inputs to any or all outputs 
simultaneously.

FEATURES

 ● Bandwidth - 300MHz (VS-3232V) & 500MHz (VS-3232Vxl), 
fully loaded (-3dB).

 ● Three Sync Options for Genlock Glitch - Free Switching - 
Genlock external sync input, input 1, external system sync 
via RS-485 (from another compatible switcher).

 ● Multiple Memory Locations - Stores multiple switches as 
presets (salvos) to recall and execute as needed.

 ● Flexible Control Options - Front panel. Remote control via  
RS-232 (K-Router™ Windows®-based software is included), 
RS-485, Ethernet and IR remote (included).

 ● Communication Protocols - Kramer 2000 and Sierra ASCII.

 ● AC Coupling

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 32 composite video, 1Vpp/75Ω on BNC 
connectors.

OUTPUTS: 32 composite video, 1Vpp/75Ω on BNC 
connectors.

VIDEO BANDWIDTH: 300/500MHz (-3dB), >50MHz (0.1dB).
ALL HOSTILE CROSSTALK: <-49dB @5MHz.
VIDEO S/N RATIO: 70dB unweighted, 

78dB @5MHz weighted.
DIFF. GAIN: <0.15%.
DIFF. PHASE: <0.08Deg.
NON-LINEARITY: <0.2%.
K-FACTOR: <0.05%.
COUPLING: AC
CONTROL: 19 front panel buttons, RS-232, 

RS-485, IR remote, Ethernet.
INDICATORS: Multi-character LCD display on the front 

panel.
SWITCHING: 3 modes for vertical interval switching 

and immediate switching.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA) 

10VA.
DIMENSIONS: 19" x 7" x 2U W, D, H, rack mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord, null-modem adapter, 

Windows®-based Kramer control 
software, Windows®-based Ethernet 
Configuration Manager and Virtual Serial 
Port Manager, Infrared remote control 
transmitter, rack "ears".

VS-3232Vxl

B d h H S

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑42HC/VS‑44HC

4x2, 4x4 Component Video & Digital Audio Matrix Switchers

TECHNICAL SPECIFICATIONS

VIDEO INPUTS: 4 sets of component video (Y, Pb/Cb, 
Pr/Cr), 1Vpp, 0.7Vpp, 0.7Vpp/75Ω on 
RCA connectors.

VIDEO OUTPUTS: 2/4 (VS−42HC)/4 (VS−44HC) sets of 
component video (Y, Pb/Cb, Pr/Cr), 
1Vpp, 0.7Vpp, 0.7Vpp/75Ω on RCA 
connectors.

VIDEO MAX. OUTPUT LEVEL: 2.3Vpp.
VIDEO BANDWIDTH (-3dB): 200MHz, fully loaded.
VIDEO DIFF. GAIN: 0.08%.
VIDEO DIFF. PHASE: 0.77Deg.
VIDEO K-FACTOR: <0.05%.
VIDEO S/N RATIO: 73dB weighted.
VIDEO CROSSTALK (all hostile):−53dB @5MHz.
VIDEO COUPLING: DC.
AUDIO INPUTS: 4 S/PDIF digital audio, on RCA 

connectors; 1 TOSLINK® optical.
AUDIO OUTPUTS: 2 (VS−42HC)/4 (VS−44HC) S/PDIF 

digital audio, on RCA connectors; 
1 TOSLINK® optical.

S/PDIF SAMPLE RATE: Up to 192kHz.
AUDIO RESOLUTION: Up to 24 bits.
JITTER: <1.5ns (50Hz to 100kHz) without 

delay, <3.5ns (50Hz to 100kHz) with 
delay.

MAXIMUM DELAY TIME 
FOR CHANNEL 2:

32kHz - 999ms; 44.1kHz - 720ms; 
48kHz - 680ms; 96kHz - 340ms.

DELAY RESOLUTION: 1ms.
CONTROLS: Front panel buttons, Ethernet, 

RS−232, RS−485, IR remote control.
POWER CONSUMPTION: 100−240V AC, 50/60Hz; 16VA.
DIMENSIONS: 19" x 7" x  1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software, Windows®−based Ethernet 
Configuration Manager and Virtual 
Serial Port Manager, infrared remote 
control transmitter, rack "ears".

The VS-42HC & VS-44HC are high-performance matrix switchers for 
component video and S/PDIF audio signals. Designed primarily for 
home entertainment applications, they can route any or all inputs to 
any or all outputs simultaneously.

FEATURES

 ● High Bandwidth - 200MHz (-3dB).
 ● HDTV Compatible.
 ● TOSLINK® Audio Capability - Audio input 2 can accept 
either S/PDIF or TOSLINK® audio (selected via DIP-
switches). If selected, both S/PDIF and TOSLINK® audio 
are simultaneously available on audio output 2.

 ● Sampling Rates - Up to 192kHz.
 ● Programmable Audio Delay - Up to 999ms (depending on 
sample rate).

 ● Audio Breakaway Switching - VS-44HC only.
 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed as needed (VS-44HC 
only).

 ● Take Button - Executes multiple switches all at once  
(VS-44HC only).

 ● Flexible Control Options - Front panel, RS-485, RS-232 
(K-Router™ Windows®-based software is included), 
Ethernet, IR remote (included).

 ● Front Panel Lockout.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

VS-44HC
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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FEATURES

 ● High Bandwidth - 350MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Front Panel Control Lockout.

 ● Take Button - Executes a queue of multiple switches all 
at once.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Analog Audio Breakaway Switching.

 ● Audio Level Controls - Independent gain control of each 
input and output channel, to match various source levels.

 ● Vertical Interval Switching.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, 
Ethernet, IR remote control (included), external IR remote 
receiver (optional).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (3U). Rack "ears" included.

The VP-885 is a high-performance universal matrix switcher for 
composite video, s-Video (Y/C), component video (Y, Pb, and Pr), 
balanced stereo audio and S/PDIF digital audio signals. It can route 
any or all inputs to any or all outputs simultaneously.

8x8 Multi−Format Video & Balanced Audio Matrix Switcher

VP‑885

TECHNICAL SPECIFICATIONS

INPUTS: 5x8 composite video, 0.7Vpp/75Ω 
and S/PDIF digital audio or s−Video, 
0.7Vpp/75Ω (Y), 0.7Vpp/75Ω (C); 
and component video, 0.7Vpp/75Ω on 
BNC connectors; 8 balanced stereo 
audio, 2.2V/10kΩ on detachable terminal 
blocks; 1 external sync, 1Vpp on a BNC 
connector.

OUTPUTS: 5x8 composite video, 0.7Vpp/75Ω 
and S/PDIF digital audio or s−Video, 
0.7Vpp/75Ω (Y), 0.7Vpp/75Ω (C); and 
component video, 0.7Vpp/75Ω on BNC 
connectors; 8 balanced stereo audio, 
2.2V/150Ω on detachable terminal 
blocks.

MAX. OUTPUT LEVEL: Video: 2.4Vpp (RGB); 
Audio: 15Vpp @max gain.

BANDWIDTH (-3dB): Video: 350MHz, fully loaded; 
Audio: 22kHz.

S/N RATIO: Video: 74dB; 
Audio: 81dB @1kHz.

CROSSTALK (all hostile): Video: -47dB @5MHz; 
Audio: <-57dB @20kHz.

DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
CONTROLS: Manual, RS−232, RS−485 or Ethernet.
AUDIO THD + NOISE: 0.089% @1kHz.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 23VA.
DIMENSIONS: 48.26cm x 17.78cm x 3U 

(19" x 7" x 3U) W, D, H.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based Ethernet 

Configuration software, Windows® based 
Kramer control software, rack "ears".

OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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Multi−Format Video Matrix Switchers with or without Stereo Audio
TailorMade

TECHNICAL SPECIFICATIONS

VIDEO BANDWIDTH (-3dB): 100MHz (typical) on BNC 
connectors, 1Vpp/75Ω.

AUDIO BANDWIDTH (-3dB): 24kHz.
AUDIO INPUT LEVEL CONTROL: −22dB to +10dB via RS−232.
BALANCED/UNBALANCED: 3kΩ/10kΩ selectable individually 

via RS−232.
IN-OUT DELAY: 35nS.
DIFF. PHASE: 0.5Deg.
DIFF GAIN: 0.5%.
Max. Video Level 1.6Vpp.
VIDEO S/N RATIO: 70dB.
AUDIO S/N RATIO: 90dB.
VIDEO CROSSTALK: −60dB adjacent channels, −75dB 

remote channels (at 4.43MHz).
AUDIO CROSSTALK: −85dB @20kHz.
CONTROL: PC, control unit.
THD+NOISE: 0.05%.
POWER CONSUMPTION: 230V AC, 50/60Hz, (115V AC, USA).
DIMENSIONS: 19" x 14" x 3U, 6U, 9U, or 12U 

(W, D, H).

FEATURES

 ● High Bandwidth - 100MHz (-3dB) fully loaded.

 ● Control - Front panel, RS-232, RS-485.

 ● Vertical Interval Switching Module - Optional.

 ● Audio Breakaway Switching.

 ● Standard 19".

TailorMade are high-performance switchers for composite 
video, s-Video (Y/C), component video, and RGBHV video 
signals on BNC connectors with or without balanced or 
unbalanced stereo audio signals. The modular design 
allows the user to configure a router to any system 
requirements by using different sets of input/output 
modules that populate the same frame.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19

B * = c a v A d g
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FEATURES

 ● High Bandwidth - 300MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485, Ethernet & 
IR Remote (included).

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Audio Breakaway Switching.

 ● Standard 19" (3U). Rack "ears" included.

The VP-64ETH, VP-66ETH and VP-84ETH are high-
performance matrix switchers for RGBHV and balanced 
stereo audio signals. They can route any or all inputs to 
any or all outputs simultaneously.

6x4, 6x6, 8x4 RGBHV & Balanced Stereo Audio Matrix Switchers

VP‑64ETH/VP‑66ETH/VP‑84ETH

TECHNICAL SPECIFICATIONS

INPUTS: 6/6/8x3 RGB video, 0.7Vpp/75Ω on 
BNC connectors; 
1 sync/video genlock with sync select 
switch, 1Vpp/75Ω on a BNC connector; 
6/6/8x2 Hs & Vs, TTL level/75Ω or 
video, 0.7Vpp/75Ω on BNC connectors; 
6 balanced stereo audio, +4dBu/33kΩ on 
detachable terminal blocks.

OUTPUTS: 4/6/4x3 RGB video, 0.7Vpp/75Ω on 
BNC connectors; 4/6/4x2 Hs & Vs, 
TTL level/510Ω or video, 0.7Vpp/75Ω 
on BNC connectors; 
4 balanced stereo audio, +4dBu/150Ω 
on detachable terminal blocks.

BANDWIDTH (-3dB): 300MHz, fully loaded (video).
S/N RATIO: Video: 74dB; 

Audio: 84dB unweighted, (1Vpp).
CROSSTALK (all hostile): Video: <−50dB @5MHz. 
CONTROLS: Front panel, RS−232, RS−485 or Ethernet.
INDICATORS: Multi−character display on the front panel. 
POWER CONSUMPTION: 230V AC, 50/60Hz, 

(115V AC, USA), 25VA. 
DIMENSIONS: 19" x 7" x 3U W, D, H, rack mountable. 
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based 

Configuration Manager, XPort software 
and Com Port Redirector, Windows®−
based Kramer control software, null−
modem adapter, rack "ears".

OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

a p A d h H S []
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FEATURES

 ● High Bandwidth - 350MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● Vertical Interval Switching.

 ● Audio Gain Level Controls - Independent gain control of 
each input and output channel, to match various source 
levels.

 ● Audio Breakaway Switching.

 ● Take Button - Executes a queue of multiple switches all 
at once.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, 
Ethernet, IR remote control (included), external IR remote 
receiver (optional).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (3U). Rack "ears" included.

The VP-88K is a high-performance matrix switcher for RGBHV video 
and balanced stereo audio signals. The unit can route any or all inputs 
to any or all outputs simultaneously.

8x8 RGBHV & Balanced Stereo Audio Matrix Switcher

VP‑88K

TECHNICAL SPECIFICATIONS

INPUTS: 8x3 RGB video, 0.7Vpp/75Ω on BNC 
connectors; 
1 sync genlock with sync select switch, 
1Vpp on a BNC connector; 
8x2 Hs & Vs, TTL level/510Ω on BNC 
connectors; 8 balanced stereo audio, 
2.2V @10kΩ on detachable terminal blocks.

OUTPUTS: 8x3 RGB video, 0.7Vpp/75Ω on BNC 
connectors; 8x2 Hs & Vs, TTL level/75Ω on 
BNC connectors; 8 balanced stereo audio, 
2.2V @150Ω on detachable terminal blocks.

MAX. OUTPUT LEVEL: Video: 2.4Vpp (RGB); 
Audio: 15Vpp @150Ω.

BANDWIDTH (-3dB): Video: 350MHz, fully loaded; 
Audio: 22kHz.

S/N RATIO: Video: 74dB; 
Audio: 81dB @1kHz.

CROSSTALK (all hostile): Video: -47dB @5MHz; 
Audio: <-57dB @20kHz.

DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
CONTROLS: Front panel buttons, RS−232, 

RS−485 or Ethernet.
AUDIO THD: 0.089% (1V, 1kHz).
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 23VA.
DIMENSIONS: 48.26cm x 17.78cm x 3U 

(19" x 7" x 3U) W, D, H.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED  
ACCESSORIES:

Power cord, Kramer's Windows®−
based configuration software, Kramer's 
Windows®−based control software,  
rack "ears".

OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

a A d h H S []
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

16x8 RGBHV & Balanced Stereo Audio Matrix Switcher

VP‑1608

The VP-1608 is a high-performance matrix switcher for RGBHV and 
balanced audio signals. It can route any or all inputs to any or all 
outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 16 x 3 RGB video, 0.7Vpp/75Ω on BNC 
connectors; 
16 x 2 H&V, TTL level on BNC 
connectors; 16 balanced stereo audio 
on detachable terminal blocks.

OUTPUTS: 8 x 3 RGB video, 0.7Vpp/75Ω on BNC 
connectors; 
8 x 2 H&V, TTL level/75Ω on BNC 
connectors; 
8 balanced stereo audio on detachable 
terminal blocks.

VIDEO BANDWIDTH (-3dB): 400MHz.
AUDIO BANDWIDTH (-3dB): AUDIO BANDWIDTH (-3dB):
VIDEO S/N RATIO: 71.7dB.
AUDIO S/N RATIO: 74.5dB unweighted (1Vpp).
VIDEO CROSSTALK: −62.5dB @5MHz.
AUDIO CONTROL: Mute, −46dB to +10dB gain range, via 

RS−232, RS−485, IR.
AUDIO THD: 0.028% (1kHz).
CONTROL: Front panel buttons and IR. RS−232 

and RS−485 may also control input and 
output audio levels.

INDICATORS: Multi−character display on the front 
panel.

POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC, USA), 
28VA.

DIMENSIONS: 19" x 7" x 3U  W, D, H, rack mountable.
WEIGHT: 5.5kg, (12.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based Kramer 

control software, null−modem adapter.

FEATURES

 ● High Bandwidth - 400MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), & RS-485, IR 
remote (included).

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Delayed Switching™ - Switches sync ahead of video 
to provide near glitch-free switching of non-genlocked 
sources.

 ● Audio Breakaway Switching.

 ● Standard 19" (3U).

RGBHV
Display

RGBHV 
Source 16

RGBHV

RGBHV
Projector

RGBHV

RGBHV 
Source 1 RGBHV

RGBHV
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19

INPUT 2

OUTPUT 1

OUTPUT 2

RS-232

Audio IN

Audio OUT
12V DC

Computer
Graphics
Source 2

Amplifier 1 Amplifier 2

Display 2

RS-232

R    1     L
R    2     L

R    1     L
R    2     L

Display 1

Computer
Graphics
Source 2

VGA

VGA

A
ud

ioV
G

A

VGA

Audio

A
ud

io

A
ud

io

2x2 Computer Graphics Video & Balanced Stereo Audio Matrix Switcher
VP‑2x2

The VP-2x2 is a high-performance matrix switcher for 
computer graphics video signals, with resolutions up to 
and exceeding UXGA, and balanced stereo audio signals. 
It can route either or both inputs to either or both 
outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 2 VGA/UXGA on 15-pin HD (F) connectors; 
2 balanced stereo audio on detachable 
terminal block connectors.

OUTPUTS: 2 VGA/UXGA on 15-pin HD (F) connectors; 
2 balanced stereo audio on detachable 
terminal block connectors.

MAX. OUTPUT LEVEL: Video: 1.7Vpp; audio: 7.2Vpp.
BANDWIDTH (-3dB): Video: 400MHz; audio: 100kHz.
DIFF. GAIN: 0.05%. 
DIFF. PHASE: 0.05Deg. 
K-FACTOR: 0.05%.
S/N RATIO: Video: 78.3dB; audio: 95dB, unweighted.
CROSSTALK: Video: -43dB; audio: 77dB @1kHz. 
CONTROLS: Front panel buttons, RS-232. 
COUPLING: DC. 
AUDIO THD + NOISE: 0.049%. 
AUDIO 2nd HARMONIC: 0.003%. 
POWER CONSUMPTION: 12V DC, 150mA. 
DIMENSIONS: 22cm x 18cm x 4.5cm (8.7” x 7” x 1.7”) 

W, D, H. 
WEIGHT: 1.1kg (2.4lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK-1 19” rack adapter.

$ A d []{_

FEATURES

 ● High Bandwidth - 400MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Control - Front panel & RS-232 (K-Router™ Windows®-
based Kramer software is included).

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Audio Breakaway Switching.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.
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4x4 Computer Graphics Video & Balanced Stereo Audio Matrix Switcher

VP‑4x4K

The VP-4x4K is a high-performance matrix switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA, and 
balanced stereo audio signals. The unit can route any or all inputs to 
any or all outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 4 UXGA on 15−pin HD connectors; 
4 unbalanced stereo audio signals on 
3.5mm mini jacks.

OUTPUTS: 4 UXGA on 15−pin HD connectors;
4 balanced stereo audio signals on 
5−pin terminal block connectors.

MAX. OUTPUT LEVEL: Video: 2.2Vpp; Audio: >15Vpp.
BANDWIDTH (-3dB): Video: 400MHz; Audio: 19kHz.
DIFF. GAIN: 0.07%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 73.5dB @5MHz; 

Audio: 76dB unweighted.
CROSSTALK (all hostile): Video: −48dB @5MHz; 

Audio: −54dB @1MHz.
COUPLING: Video: DC; Audio: AC.
AUDIO THD + NOISE: 0.065% @1kHz.
AUDIO 2nd HARMONIC: 0.002% @1kHz.
CONTROLS: Front panel buttons, RS−485, 

RS−232, IR & Ethernet.
INDICATORS: 4−character display on the front panel.
POWER CONSUMPTION: 100−240V AC, 18VA max.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based control software, 
rack "ears".

$ 8 A d h H S []{_
FEATURES

 ● High Bandwidth - 400MHz (-3dB).

 ● HDTV Compatible.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform.

 ● Delayed Switching™ - Up to a 3.5s (user selectable) delay 
for clean switching.

 ● Audio Breakaway Switching.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● ALL/OFF Controls - Sends one input to all outputs, can 
disconnect all outputs, or turn off individual outputs.

 ● Take Button - Executes multiple switches all at once.

 ● Front Panel Control Lockout.

 ● Active Input Indication™ Reporting - Each input button on 
the front panel automatically lights when the unit detects 
a video signal on that input. When an input is selected 
for switching, the button changes to a different color to 
indicate it is the active input.

 ● Input and Output Audio Level Control.

 ● Flexible Control Options - Front panel, RS-485, RS-232 
(K-Router™ Windows®-based software is included), 
Ethernet, iPhone® App & IR remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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4x8, 8x8 Computer Graphics Video Matrix Switchers

VP‑4x8/VP‑8x8

The VP-4x8 and VP-8x8 are high-performance matrix switchers for 
computer graphics video signals, with resolutions up to and exceeding 
UXGA on 15-pin HD connectors. The units can route any or all inputs 
to any or all outputs simultaneously.

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● HDTV Compatible.

 ● Looping Inputs (VP-4x8).

 ● DC Coupled Inputs & Outputs (VP-4x8).

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Delayed Switching™ - 0-3.5s. Switches sync ahead 
of video to provide near glitch-free switching of non-
genlocked sources.

 ● Flexible Control - Front panel, RS-232 (K-Router™ 
Windows®-based Kramer software is included), RS-485, 
IR remote (included) and Ethernet.

 ● Active Input Indication™ Reporting - Each input button 
on the front panel automatically lights up when the unit 
detects that a video signal is connected to an input.

 ● Front Panel Control Lockout.

 ● Standard 19" (1U).

TECHNICAL SPECIFICATIONS

INPUTS: 4/8 computer graphics (with loop on 
VP−4x8) on 15−pin HD connectors.

OUTPUTS: 8/8 computer graphics on 15−pin HD 
connectors.

BANDWIDTH (-3dB): 350MHz.
MAX. OUTPUT LEVEL: 1.5Vpp.
RESOLUTION: Up to UXGA.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.04Deg.
K-FACTOR: <0.05%.
S/N RATIO: 75dB.
CROSSTALK (all hostile): -53dB.
COUPLING: DC.
CONTROLS: 22 front panel buttons, RS−232, 

RS−485, Ethernet.
INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 23VA.
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software, infrared remote control 
transmitter, rack "ears" (VP-4x8).

OPTIONS: External remote IR receiver cable.

$ d h H S []{_

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

VP-8x8
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4x8 Computer Graphics Video & Stereo Audio Matrix Switcher

VP‑4x8AK

The VP-4x8AK is a high-performance matrix switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA, and 
unbalanced stereo audio signals. The unit can route any combination 
of inputs and outputs and converts the audio to balanced stereo audio 
outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 4 UXGA with loop on 15−pin HD connectors, 
4 unbalanced stereo audio 3.5mm mini jacks.

OUTPUTS: 8 UXGA on 15−pin HD connectors, 
8 balanced stereo audio terminal block 
connectors.

MAX. OUTPUT LEVEL: Video: 2.3Vpp, Audio: 3.2dBu.
BANDWIDTH (-3dB): Video: 360MHz, Audio: 22kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 66dB @5MHz, Audio: 82dB.
CROSSTALK (all hostile): Video: −52dB @5MHz, 

Audio: Bal: <−70dB @20kHz.
COUPLING: Video: DC, Audio: AC.
AUDIO THD + NOISE: 0.24%.
AUDIO 2nd HARMONIC: 0.002%.
CONTROLS: Input/output selector buttons, all, off, 

video, audio, AFV, store, recall, take audio 
level, and lock buttons; RS−232, RS−485, 
and Ethernet control; input and output level 
control, infrared.

INDICATORS: multi−character displays on the front panel.
POWER CONSUMPTION:100−240V AC, 19VA.
DIMENSIONS: 19" x 7" x 2U W, D, H.
WEIGHT: 3.8kg (8.4lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, Windows® based control 
software, external remote IR receiver 
cable rack "ears".

FEATURES

 ● High Bandwidth - 360MHz (-3dB).

 ● HDTV Compatible.

 ● Kramer Kr-isp® Advanced Sync Processing - Ensures 
compatibility with a wide range of computers (even if 
the sync level is too low) by restoring the sync signal 
waveform.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Looping Inputs.

 ● Take Button - Executes multiple switches all at once.

 ● Active Input Indication™ Reporting - Each input button 
on the front panel automatically lights up when the unit 
detects a video signal on that input.

 ● Delayed Switching™ Mode - Glitch-free switching of non-
genlocked sources by setting the transition time of a 
switch from 0 to 3.5sec.

 ● DC Coupled Inputs and Outputs.

 ● Front Panel Lockout.

 ● Audio Level Controls - Each input and output.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet 
and IR remote (included), embedded Web page.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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SETUP

8x4 Computer Graphics Video Matrix Switcher

VP‑8x4

The VP-8x4 is a high-performance matrix switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA. It 
can route any or all of its eight inputs to any or all of its four outputs 
simultaneously.

FEATURES

 ● High Bandwidth - 400MHz (-3dB) fully loaded.

 ● HDTV Compatible.

 ● Active Input Indication™ Reporting - Each input button on 
the front panel automatically lights when the unit detects 
a video signal on that input. When an input is selected 
for switching, the button changes to a different color to 
indicate it is the active input.

 ● Delayed Switching™ - Up to a 3.5sec (user selectable) 
delay for clean switching.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485, Ethernet & 
IR remote (included).

 ● Front Panel Control Lockout.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 8 UXGA on 15−pin HD connectors (VGA 
through UXGA).

OUTPUTS: 4 UXGA on 15−pin HD connectors (VGA 
through UXGA).

MAX. OUTPUT LEVEL: 1.5Vpp.
BANDWIDTH (-3dB): 400MHz.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.04Deg.
K-FACTOR: <0.05%.
S/N RATIO: 75dB.
CROSSTALK (all hostile): -53dB.
COUPLING: DC.
CONTROLS: 18 front panel buttons, RS−232, RS−485, 

Ethernet, remote control.
INDICATORS: 4−character display on the front panel.
POWER CONSUMPTION: 100-240V AC, 50/60Hz, 11VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software, infrared remote control 
transmitter, rack "ears".

OPTIONS: External remote IR receiver cable.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VP‑8x4AK
8x4 Computer Graphics Video & Stereo Audio Matrix Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 8 UXGA on 15−pin HD connectors, 
8 unbalanced stereo audio 3.5mm 
mini jacks.

OUTPUTS: 4 UXGA on 15−pin HD connectors, 
4 balanced stereo audio terminal block 
connectors.

MAX. OUTPUT LEVEL: Video: 2.3Vpp, Audio: 3.2dBu.
BANDWIDTH (-3dB): Video: 360MHz, Audio: 22kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 66dB @5MHz, Audio: 82dB.
CROSSTALK (all hostile): Video: −52dB @5MHz, 

Audio: Bal: <−70dB @20kHz.
CONTROLS: Input/output selector buttons, all, off, 

video, audio, AFV, store, recall, take 
audio level, and lock buttons; 
RS−232, RS−485, and Ethernet control; 
input and output level control, infrared.

COUPLING: Video: DC, Audio: AC.
AUDIO THD + NOISE: 0.02% @+/−1Vpp, "A" weighted = 0.01%.
AUDIO 2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 100−240V AC, 19VA.
DIMENSIONS: 19" x 7" x 2U W, D, H.
WEIGHT: 3.8kg (8.4lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based control 

software, external remote IR receiver 
cable rack "ears".

The VP-8x4AK is a high-performance matrix switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA, and 
unbalanced stereo audio signals. The unit can route any combination 
of inputs and outputs and converts the audio to balanced stereo audio 
outputs.

FEATURES

 ● High Bandwidth - 360MHz (-3dB).

 ● HDTV Compatible.

 ● Kramer Kr-isp® Advanced Sync Processing - Ensures 
compatibility with a wide range of computers (even if 
the sync level is too low) by restoring the sync signal 
waveform.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Take Button - Executes multiple switches all at once.

 ● Active Input Indication™ Reporting - Each input button 
on the front panel automatically lights up when the unit 
detects a video signal on that input.

 ● Delayed Switching™ Mode - Glitch-free switching of non-
genlocked sources by setting the transition time of a 
switch from 0 to 3.5sec.

 ● DC Coupled Inputs and Outputs.

 ● Front Panel Lockout.

 ● Audio Level Controls - Each input and output.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet 
and IR remote (included), embedded Web page.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VP‑8x8AK
8x8 Computer Graphics Video & Stereo Audio Matrix Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 8 UXGA on 15−pin HD connectors, 
8 unbalanced stereo audio 3.5mm 
mini jacks.

OUTPUTS: 8 UXGA on 15−pin HD connectors, 
8 balanced stereo audio terminal 
block connectors.

MAX. OUTPUT LEVEL: Video: 2.3Vpp; Audio: 3.2dBu.
BANDWIDTH (-3dB): Video: 360MHz; Audio: 22kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 66dB @5MHz; Audio: 82dB.
CROSSTALK (all hostile): Video: −52dB, 5MHz; 

Audio: Bal: <−70dB @20kHz.
COUPLING: Video: DC; Audio: AC.
AUDIO THD + NOISE: 0.02% @+/−1Vpp, "A" weighted = 0.01%.
AUDIO 2nd HARMONIC: 0.002%.
CONTROLS: Input/output selector buttons, all, off, 

video, audio, AFV, store, recall, take 
audio level, and lock buttons. RS−232, 
RS−485, and Ethernet control. Input and 
output level control, infrared.

INDICATORS: Multi−character displays on the 
front panel.

POWER CONSUMPTION: 100−240V AC, 19VA.
DIMENSIONS: 19" x 7" x 2U W, D, H, rack mountable.
WEIGHT: 3.8kg (8.4lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based control 

software, external remote IR receiver 
cable, rack "ears".

The VP-8x8AK is a high-performance matrix switcher for computer 
graphics video signals, with resolutions up to and exceeding UXGA, and 
unbalanced stereo audio signals. The unit can route any combination 
of inputs and outputs and converts the audio to balanced stereo audio 
outputs.

FEATURES

 ● High Bandwidth - 360MHz (-3dB).

 ● HDTV Compatible.

 ● Kramer Kr-isp® Advanced Sync Processing - Ensures 
compatibility with a wide range of computers (even if 
the sync level is too low) by restoring the sync signal 
waveform.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Take Button - Executes multiple switches all at once.

 ● Active Input Indication™ Reporting - Each input button 
on the front panel automatically lights up when the unit 
detects a video signal on that input.

 ● Delayed Switching™ Mode - Glitch-free switching of non-
genlocked sources by setting the transition time of a 
switch from 0 to 3.5sec.

 ● DC Coupled Inputs and Outputs.

 ● Front Panel Lockout.

 ● Audio Level Controls - Each input and output.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet 
and IR remote (included), embedded Web page.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VP‑12x8

FEATURES

 ● High Bandwidth - 380Mhz.

 ● HDTV Compatible.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Take Button - Executes multiple switches all at once.

 ● Front Panel Control Lockout.

 ● Control - RS-232 (K-Router™ Windows®-based Kramer 
software is included), Ethernet & IR Remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VP-12x8 is a high-performance matrix switcher 
for computer graphics video signals, with resolutions 
up to and exceeding UXGA on 15-pin HD connectors. 
It can route any or all inputs to any or all outputs 
simultaneously.

12x8 Computer Graphics Video Matrix Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 12 UXGA on 15−pin HD connectors.
OUTPUTS: 8 UXGA on 15−pin HD connectors.
MAX. OUTPUT LEVEL: 2Vpp.
BANDWIDTH (-3dB): 380MHz.
DIFF. GAIN: 0.06%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 71.5dB @5MHz.
CROSSTALK (all hostile): −49dB @5MHz.
COUPLING: DC.
CONTROLS: RS−232, Ethernet & IR remote.
INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: 100−264V AC, 50/60Hz; 12VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows® based Kramer control 
software, infrared remote control 
transmitter, rack "ears".
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VP‑16x18AK
16x18 Computer Graphics Video & Balanced/Unbalanced Stereo Audio Matrix Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 16 UXGA on 15−pin HD connectors,
16 unbalanced stereo audio on 3.5mm 
mini jacks.

OUTPUTS: 16 UXGA on 15−pin HD connectors,
16 balanced stereo audio on 5−pin 
terminal block connectors,
2 TP on RJ−45 connectors.

MAX. OUTPUT LEVEL: Video: 1.6Vpp; Audio: 9.6Vpp diff (12.8dBu).
BANDWIDTH (-3dB): Video: 420MHz; Audio: 20kHz.
DIFF. GAIN: 0.1% maximum.
DIFF. PHASE: 0.05Deg. maximum.
K-FACTOR: Local output: 0.1%.
S/N RATIO: Video: 62dB to 5MHz; Audio: 83dB.
CROSSTALK (all hostile): Video: -35dB @ 100MHz; 

Audio: -68dB @1kHz.
CONTROLS: Volume: -105 to +30dB; 

bass: -15 to 15dB; treble: -20 to +20db.
COUPLING: Video: Local output: DC; CAT 5 output: AC; 

Audio: Local output: input=AC, output=DC; 
CAT 5 output: input=AC, output=AC.

AUDIO THD + NOISE: Local output: 0.031% @1kHz.
AUDIO 2nd HARMONIC: Local output: 0.003% @1kHz.
POWER CONSUMPTION: 100−240V AC, 44VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 9.5" x 3U (W, D, H) rack mountable.
WEIGHT: 4.4kg (9.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”, RC−IR3 IR 

Remote Control.
OPTIONS: External remote IR receiver cable.

The VP-16x18AK is a high-performance matrix switcher for computer 
graphics video up to UXGA and unbalanced stereo audio signals. 
The unit can simultaneously switch any input to any or all of the 16 
computer graphics and two twisted pair outputs.

FEATURES

 ● High Bandwidth - 420MHz (-3dB).
 ● HDTV Compatible.
 ● Kr-isp® Advanced Sync Processing - Ensures compatibility 
with a wide range of computers (even if the sync level is 
too low) by restoring the sync signal waveform. Kr-isp® 
advanced sync processing can be enabled or disabled.

 ● Multiple Memory Locations - Stores 12 multiple switches 
as presets to be recalled and executed when needed.

 ● Automatic Input Detection. - An input lights green when a 
live connection is detected.

 ● Delayed Switching™ Mode - Glitch-free switching of non-
genlocked sources by setting the transition time of a 
switch from 0 to 3.5 seconds.

 ● Audio Breakaway Switching.
 ● Audio-Follows-Video - Automatically switches the stereo 
audio signal with the video signal when switching the 
active input to the output.

 ● Audio Level Gain Controls - For unbalanced stereo inputs.
 ● Convenient Take Button - Executes multiple switches all 
at once.

 ● Front Panel Control Lockout.
 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Flexible Control Options - Front panel buttons, IR remote 
with transmitter or optional remote extension cable,  
RS-232 & RS-485, Ethernet with Web browser.

 ● Standard 19" (5U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑808TP

8x8 Twisted Pair Matrix Switcher

 ● Device Compatibility - Designed for use with the auto-adjusting TP-133/
TP-134 transmitter/receiver pair.

 ● Local Input/Output - Includes an additional switchable VGA, stereo audio 
and RS-232 input and output for use in direct connections or when 
connecting to the compatible TP-133/TP-134.

 ● Follow or Breakaway Audio Switching.

 ● RS-232 Baud Rate - For control and data signals, up to 115.2kbps.

 ● Memory Presets - Includes 15 user-programmable presets for quick-
change configurations.

 ● Range - Up to 200m (656ft).

 ● Cable - For optimum range and performance, use Kramer's BC 
DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that the 
transmission range depends on the signal resolution, graphics card and 
display used. The distance using non-Kramer CAT 5, CAT 6, and CAT 
7 cables may not reach these ranges. Use only shielded cable where 
both ends of the shield are soldered to ground.

 ● Flexible Control Options - Front panel buttons, RS-232, RS-485 and 
Ethernet.

 ● Control via Kramer 2000 Protocol.

The VS-808TP is a high-performance matrix switcher 
for analog twisted pair signals. The unit routes any 
or all remote inputs to any or all remote outputs 
simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 8 remote twisted pairs on RJ−45 
connectors, 1 RGBHV/WUXGA on a 
15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack, 1 balanced stereo audio on 
a 5−pin terminal block.

OUTPUTS: 8 remote twisted pairs on RJ−45 
connectors, 1 RGBHV/WUXGA on a 
15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack, 1 balanced stereo audio on 
a 5−pin terminal block.

PORTS: 1 RS−232 (data) on a 9−pin D−sub 
connector, 1 RS−485/RS−422 on a 
5−pin terminal block.

CONTROL: 1 RS−232 (control) input on a 9−pin 
D−sub connector, 1 Ethernet LAN on 
an RJ−45 connector.

RESOLUTION: Up to 1920x1200 @60Hz (WUXGA) 
depending on the transmitter/receiver.

VIDEO CONTROL: EQ/GAIN adjustment is done 
automatically at every connection 
change or can be forced manually via 
the front panel.

AUDIO GAIN: 0−15 where 0=mute, 
01=-25dB and 15=6dB.

MAXIMUM CABLE LENGTH: 300m (984ft).
BAUD RATE (RS-232): 9600, 19200, 38400, 115200.
POWER CONSUMPTION: 100−240VAC, 50/60Hz, 23VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 9.4" x 1U (W, D, H).
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”.
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and the TP-125 transmitter can only be paired with a TP-126 receiver

PC Controller

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

$ r 8 A d h H

 ● Indicators - Two-line LCD display for separate route 
indication of video, audio or RS-232.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

FEATURES
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The VS-88A is a high-performance matrix switcher for 
balanced stereo audio signals. It can route any or all 
inputs to any or all outputs simultaneously.

8x8 Balanced Stereo Audio Matrix Switcher
VS‑88A

TECHNICAL SPECIFICATIONS

INPUTS: 8 balanced stereo audio, +4dBu/33kΩ 
on detachable terminal blocks.

OUTPUTS: 8 balanced stereo audio, +4dBu/50Ω 
(20Vpp max) on detachable terminal 
blocks.

AUDIO BANDWIDTH (-3dB):100kHz.
AUDIO S/N: 84dB unweighted (1Vpp). 
CONTROL: 22 front panel buttons, RS−232 and 

RS−485 control interface. 
AUDIO THD: 0.025% (1Vpp, 1kHz). 
2nd HARMONIC: 0.013%. 
MAX. AUDIO: >20dBu.
INDICATORS: 8−character display on the front panel. 
POWER CONSUMPTION: 115/230V AC, 50/60Hz, 16VA max.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable. 
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

A d h

FEATURES

 ● S/N Ratio - 84dB unweighted (1Vpp).

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).
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RS-232

Balanced Stereo
Audio Player 1

Balanced Stereo
Audio Player 16

Balanced Stereo
Audio Recorder 16

Balanced Stereo
Audio Recorder 1

Audio

Audio Audio Audio

The VS-1616A is a high-performance matrix switcher 
for balanced stereo audio signals. It can route any or all 
inputs to any or all outputs simultaneously.

16x16 Balanced Stereo Audio Matrix Switcher

VS‑1616A

TECHNICAL SPECIFICATIONS

INPUTS: 16 balanced stereo audio, 
+4dBu/10kΩ on detachable terminal 
blocks.

OUTPUTS: 16 balanced stereo audio, 
+4dBu/50Ω on detachable terminal 
blocks.

MAX. OUTPUT LEVEL: 20Vpp. 
BANDWIDTH (-3dB): 100kHz. 
S/N RATIO: 82.2dB unweighted. 
CROSSTALK: −80dB @1kHz.
COUPLING: AC.
AUDIO THD + NOISE: 0.04%.
AUDIO 2nd HARMONIC: 0.002% @1kHz.
CONTROL: Front panel buttons, RS−232, RS−485, 

contact closure, & IR remote (included). 
INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: 115/230V AC, 50/60Hz, 23VA. 
DIMENSIONS: 19" x 7" x 2U  W, D, H, rack mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based Kramer 

control software, null−modem adapter.

A d h X S

FEATURES

 ● Expandable to 96x96 Using Multiple Units.

 ● S/N Ratio - 82.2dB unweighted (1Vpp).

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Take Button - Executes multiple switches all at once.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based Kramer software is included), RS-485, contact 
closure, & IR remote (included).

 ● Standard 19" (2U).

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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32x32 Balanced Stereo Audio Matrix Switcher

VS‑3232A

The VS-3232A is a high-performance matrix switcher for balanced 
stereo audio signals. The unit can route any or all inputs to any or all 
outputs simultaneously.

FLASH
ETHERNET F

R
ACTORYESET

RS-232 OUT

RS-232 IN

SETUP

Audio
Audio

Audio

Audio

R
IR

EMOTE DAT Player RS-232

Power Amplifier
with Speakers DAT-Recorder

FLASH AIN
M

DAT Player

TECHNICAL SPECIFICATIONS

INPUTS: 32 balanced stereo audio on 5−pin 
detachable terminal block connectors.

OUTPUTS: 32 balanced stereo audio on 5−pin 
detachable terminal block connectors.

INPUT IMPEDANCE: >10kΩ (AC coupled).
INPUT LEVEL: Nominal: 0.0dBu (775mV).
MAX.INPUT LEVEL: 21dBu @<0.05% THD+N at unity gain.
OUTPUT IMPEDANCE: 50Ω unbalanced, 100Ω balanced.
TOTAL INPUT-OUTPUT 
GAIN ERROR: 0.5dB channel to channel.
MAX. LEVEL: 600Ω load: >20dBu @0.02% THD+N at 

unity gain.
Hi-Z LOAD: 21dBu @0.05% THD+N at unity gain.
INPUT LEVEL 
ADJUSTMENT: −20dB to +20dB (default 0dB).
OUTPUT LEVEL 
ADJUSTMENT:

0 to −100dBu at the following steps: 0.5dB 
steps from 0dBu to −40dBu; 
1.0dB steps from −40dBu to −70dBu; 2.0dB 
steps from −70dB to −100dBu.

FREQUENCY RESPONSE: 20Hz to 20kHz (±0.1dB).
THD + NOISE: <0.03% @1kHz at nominal level "A" weighting.
S/N RATIO: >90dB at maximum output (21dBu), "A" weighting.
CROSSTALK: <80dB @1kHz, fully loaded.
STEREO CHANNEL 
SEPARATION: 80dB @1kHz.
CONTROLS: 18 selector switches, RS−232, RS−485, 

remote IR, Ethernet.
INDICATORS: Multi−character display on the front panel.
POWER CONSUMPTION: 100−240V AC 50/60Hz, 70VA max.
DIMENSIONS: 19” x 7” x 2U W, D, H, rack−mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, null−modem adapter, Windows® 
based Kramer control software, Windows® 
based Ethernet Configuration Manager and 
Virtual Serial Port Manager, infrared remote 
control transmitter, rack "ears".

OPTIONS: External remote IR receiver cable; 15m 
extension cable.

A d h H S

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2T Mono Audio/Control Bulk Cable 8.18

FEATURES

 ● Standalone or VS-3232V(xl) Companion Switcher.
 ● Audio-Follow-Video - When connected to the VS-3232V(xl).
 ● Zero Cross Detection and Soft Mute.
 ● Digital Input Sampling and Routing - Ensures zero crosstalk 
and high-quality audio.

 ● Communication Protocols - Kramer 2000 and Sierra ASCII.
 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed. Front Panel 
Lockout.

 ● Take Button - Executes multiple switches all at once.
 ● Level Adjustment - Input level: +/- 20dB for each input; 
output volume: 0 to -100dB for each output.

 ● S/N Ratio - >100dB at +20dBu/1kHz.
 ● Linearity - Better than 0.1dB from -25dBu to +20dBu.
 ● THD & Noise - <0.03%.
 ● Frequency Response - Flat between 20Hz to 20kHz.
 ● Flexible Control Options - Front panel, RS-232 (K- Router™ 
Windows®-based software is included), RS-485, Ethernet 
and IR remote (included).

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (2U). Rack "ears" included.
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6

2

7

3

RS-485

RS-232 IN

RS-232 OUT

CONTROL

8

4

VTR Serial 
Controller

RS-232

PC

Video Player

Video Player Video Recorder

RS-422
RS-422 RS-422

PC Controller

RS-422

The VS-4228 is a high-performance bidirectional matrix 
switcher for RS-422 control signals. It can connect 
multiple ports to create from one to four bidirectional 
communication groups.

8−Port RS−422 Matrix Switcher

VS‑4228

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 8 in/out ports on 9−pin D−sub (F) 
connectors.

CONTROL: Front panel buttons, RS−485 and 
RS−232 serial interface (in and out).

INDICATORS: 8−character display on the front panel. 
STANDARDS 
COMPLIANCE: TIA/EIA-422-B and SMPTE 207M. 
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F). 
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non-condensing.
DIMENSIONS: 19” x 7” x 1U (W, D, H) rack-mountable.
POWER CONSUMPTION: 230V AC, 50/60 Hz, 

(115V AC, U.S.A.) 10VA.
WEIGHT: 2.2 kg (4.88 lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® Control Software.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

d g h

FEATURES

 ● Control - Front panel, RS-232 (K-Router Windows®-based 
software is included & RS-485.

 ● Memory Locations - Stores multiple switches as presets 
for recall and execution when needed.

 ● Front Panel Control Lockout.

 ● Standard 19" (1U).



S W I T C H E R S  &  R O U T E R S  F I X E D  &  M O D U L A R  I / O  H D M I

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

2.105

 S
W

IT
C

H
E

R
S

 &
 R

O
U

T
E

R
S

Kramer CORE™

Any Format. Any Wire. One Kramer CORE™ 

The Kramer CORE line of products offers a complete end-to-end solution for your AV network needs.

With high-quality routing, processing, and long-distance distribution of HDMI, DVI, dual link DVI and DisplayPort digital signals, 

as well as analog signals, Kramer CORE does it all. Kramer CORE mixes multiple signal formats in a single system: HDMI, DVI, 

dual link DVI, DisplayPort and VGA. It distributes them using multiple cabling infrastructures:  twisted pair (Kramer DGKat™ or 

HDBaseT technology), copper (HDMI and DVI) and fiber optic cables.

At the heart of the Kramer CORE solution stand modular, revolutionary products: the Multi-Format Modular Router family with the 

VS-1616D, VS-3232DN and VS-6464DN modular frames. Matching modular input and output modules for DVI, HDMI, DGKat, 

HDBaseT, Fiber and Dual Link DVI accept and distribute the various digital signal types to other Kramer CORE connected products.

Kramer CORE products, such as DGKat and HDBaseT transmitters and receivers, Step-in transmitters (for boardroom 

applications), fiber optic receivers and transceivers, format converters and videos scalers, seamlessly and effortlessly connect to 

the router at the heart of the Kramer CORE system, allowing any signal format over any type of cabling.

Any Format. Any Wire. One Kramer CORE™
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Kramer CORE Products Provide the Best Benefits

EXPANDS EASILY

The Multi-Format Modular Router family is the heart of the Kramer CORE solution. The VS-1616D is expandable in groups of 2 inputs and/

or 2 outputs, up to 16x16. The VS-3232DN expands in groups of 4 inputs and/or 4 outputs, up to 32x32 and our VS-6464DN expands 

in groups of 8 inputs and/or 8 outputs, up to 64x64*. 

* Dual link DVI modules have half the inputs/outputs of the other modules.

TRANSPARENT ANALOG SUPPORT

When using the new Kramer DGKat™ series of transmitters, analog computer graphics signals are converted to DGKat signals - Kramer’s 

renowned HDMI over CAT technology. This is an exceptional feature, allowing easy integration between analog and digital AV sources 

simultaneously.

FLEXIBLE CONVERSION

Copper, fiber or twisted pair cables - all can be used at the same time, according to input/output module selection. The matrix receives 

digital signals from compatible Kramer transmitters, automatically converts between available cable infrastructure options and sends the 

signals to compatible Kramer receivers. The Kramer CORE solution is the ultimate in versatility!

DYNAMIC PORTPROCESSING™ TECHNOLOGY

Our Kramer CORE solution features a unique Dynamic PortProcessing™ capability, in which each port on the switcher adjusts itself to the 

display’s highest capabilities.

TAILORED APPLICATIONS AND SERVICES

No matter how complex, what size, or the environment of your installation, the Kramer CORE solution has the functionality you need.

KRAMER CORE™
MODULAR MATRICES

Local
Inputs

Kramer Core 
Fiber Tx

Kramer Core 
CAT Tx

Kramer Core™ 
CAT Rx

Kramer Core 
Fiber Rx

Local
Output

Kramer CORE™ (contd.) 
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Modular Multi−Format Digital Matrix Switchers
VS‑1616D/VS‑3232DN/VS‑6464DN

r G P 1 Q d H S [] () :

TECHNICAL SPECIFICATIONS

MAX. DATA RATE: 9.6Gbps (3.2Gbps per graphic channel) depending on 
the cards used.

COMPLIANCE WITH 
STANDARDS: Supports DVI 1.0.
MAX RESOLUTION: Up to UXGA; 1080p, 1920x1200.
CONTROLS: Front panel buttons, infrared remote control transmitter, 

RS−232, Ethernet.
SWITCHING: Confirm or At Once for immediate switching.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 135VA (VS−1616D),

320VA with optional hot−swappable redundant power 
supply (VS−3232DN),330VA (VS−6464DN).

DIMENSIONS: 19" x 14.2" x 4U (W, D, H) (VS−1616D), 
19" x 15" x 6U (W, D, H)(VS−3232DN), 
19" x 14.2" x 10U (W, D, H)(VS−6464DN), all rack−mountable.

WEIGHT: 8.1kg (17.9lbs) approx. (VS−1616D),
11.5kg (25.4lbs) approx. (VS−3232DN), 
24.0kg (52.9lbs) approx. (VS−6464DN).

INCLUDED ACCESSORIES: Power cord, infrared remote control transmitter, rack "ears".

FEATURES

 ● Kramer Core™ - FLEXIBLE INFRASTRUCTURE CONVERSION! 
Copper, Fiber or Twisted Pair - all can be used at the same 
time, according to input/output module selection. The matrix 
receives digital signals from compatible Kramer transmitters, 
automatically converts between available infrastructure 
options and sends the signals to compatible Kramer 
receivers. Kramer Core™ solution is the ultimate in versatility!

 ● Max. Data Rate - 9.6Gbps (3.2Gbps per graphic channel) 
depending on the cards used.

 ● HDTV Compatible.

 ● HDCP Compliant - With DVI (HDCP), HDMI, DGKat, 
HDBaseT, HDMI with audio and HDMI over fiber modules 
(VS-1616D); with DVI (HDCP), HDMI, DGKat, HDBaseT and 
HDMI over fiber modules (VS-3232DN); with DVI (HDCP) 
(VS6464DN).

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● DGKat™ Signal Integration - Kramer’s unique technology 
for converting TMDS as well as control and communication 
to signals that run over twisted pair cables. We strongly 
recommend using Kramer DGKat™ cables designed 
specifically for optimum performance (VS-1616D,  
VS-3232DN).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Modular & Easily Configurable Platform - Input or output 
module types can be mixed and added in increments 
of: 2 from 2x2 up to 16x16 (VS-1616D), 4 from 
4x4 up to 32x32 (VS-3232DN), 8 from 8x8 up to 64x64 
(VS-6464DN).

 ● Available Modules - DVI, DVI (HDCP), DVI (dual link), HDMI, 
HDMI over fiber, DVI over fiber, HDMI with analog audio, 
HDMI with digital audio, VGA, DGKat twisted pair and 
HDBaseT twisted pair (VS-1616D); DVI, DVI (HDCP), DVI 
(Dual Link), HDMI, HDMI over fiber, DVI over fiber, DGKat 
twisted pair and HDBaseT twisted pair (VS-3232DN); DVI, 
DVI (HDCP), DVI over fiber (VS-6464DN).

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent 
EDID handling & processing algorithm ensures Plug and Play 
operation for DVI and HDMI systems.

 ● Flexible Control Options - Front panel, IR remote (included), 
RS-232 (K-Router™ Windows®-based software is included), 
Ethernet.

 ● Front Panel Lockout.

 ● Take Button - Executes multiple switches simultaneously.

 ● Memory Locations - Stores multiple switches as presets to 
be recalled and executed as needed.

 ● Test Pattern Module - With 4 output resolutions for 
troubleshooting video problems.

 ● Optional Redundant Power Supply - VS-3232DN,  
VS-6464DN.

 ● Worldwide Power Supply - 100-240V AC.

 ● Rack Size - 4U (VS-1616D), 6U (VS-3232DN), 10U  
(VS-6464DN). Rack "ears" included.

The VS-1616D/VS-3232DN/VS-6464DN are high-performance matrix 
switcher chassis for copper, fiber and twisted pair infrastructures. The units 
are modular and populated with input and output cards of different interfaces 
and capacity. All chassis include a power supply, control module and a test 
module that can monitor and test any input and output in the matrix.

VS-3232DN
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-4LC/4LC 4 LC Fiber Optic Cable 8.51

C-HM/DM HDMI to DVI Cable 8.42

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19

VS-1616D/VS-3232DN/VS-6464DN (contd.)  

Ethernet

DVI

Plasma
Display

DVI Display

RS-232

DVI

DVI

DVI

Computer Graphics
Source

Computer Graphics
Source

VS-3232DN

FEATURES

 ● Hot-Swappable Power Supply - No need to power the 
system down when replacing.

The PS-1DN is a second (redundant) power supply for the 
VS-3232DN and the VS-6464DN Modular Multi-Format 
Digital Matrix Switchers.

Redundant Power Supply for VS−3232DN/VS−6464DN
PS‑1DN
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LCD TV 
with Built-in 
Speakers 4

DVD Player 1

DVD Player 4

RS-232

LCD TV 
with Built-in 
Speakers 1

HDMI

HDMI
HDMI

HDMI

VS‑42HN/VS‑44HN

4x2, 4x4 HDMI Matrix Switchers

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, up to 7.1 
Uncompressed Audio Channels.

 ● 3D Pass-Through.

 ● Fast Switching Technology - Reduces switching delay 
between DVI/HDMI sources.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for HDMI systems.

 ● Support for Protocol 2000 and Protocol 3000.

 ● Front Panel Lockout.

 ● Output Disconnect - Each output.

 ● Memory Locations - Stores last setup(s) as a preset(s) to 
be recalled and executed when needed (single - VS-42HN, 
multiple - VS-44HN).

 ● Flexible Control Options - Front panel, IR Remote, RS-232 
(K-Router Plus™ Windows®-based software is included) 
& Ethernet (Windows®-based Ethernet Configuration 
Manager & Virtual Serial Port Manager is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-42HN and VS-44HN are high-performance matrix 
switchers for HDMI signals. They reclock and equalize 
the signal and can route any input to any or all outputs 
simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 4 HDMI connectors.
OUTPUTS: 2/4 HDMI connectors.
BANDWIDTH: Up to 6.75Gbps data rate (2.25Gbps 

per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: HDMI and HDCP.
RESOLUTION: Up to UXGA; 1080p.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 21VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.24” x 1U (W, D, H).
WEIGHT: 1.6kg (3.53lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack ”ears”.
OPTIONS: External remote IR receiver cable.

VS-44HN

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

P d H S [] ()
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NEW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

6x2 4K HDMI Matrix Switcher

VS‑62H

The VS-62H is a high-quality, 6x2 matrix switcher for HDMI signals. It 
reclocks and equalizes the signals and can route any input to either or 
both outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 6 HDMI connectors.
OUTPUTS: 2 HDMI connectors.
PORTS: 1 Ethernet on an RJ−45 connector, 

1 IR on a 3.5mm mini jack, 12 remote selection 
contact−closure switches on 13 terminal 
block pins, 
1 serial port on a 3−pin terminal block, 
1 program port on a mini USB connector.

MAX DATA RATE: 8.91Gbps data rate (2.97Gbps per graphic 
channel).

COMPLIANCE WITH 
HDMI STANDARD: HDMI and HDCP.
RESOLUTION: Up to UXGA; 4K x 2K .
SUPPORTED BAUD RATES: 9600, 115200bps.
SUPPORTED WEB 
BROWSERS:

Windows 7: Google Chrome v25, FireFox v15, 
Opera v12, Microsoft Internet Explorer v9;
Windows XP: Google Chrome v25, FireFox v15;
Apple Mac: Google Chrome v25, FireFox v20, 
Opera v12.14, Safari v6.

POWER CONSUMPTION: 5V DC, 880mA.
CONTROLS: Front panel buttons, infrared remote control 

transmitter, RS−232, Ethernet, remote input 
selection switches.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.6cm x 4.4cm 

(8.46" x 6.54" x 1.73") W, D, H.
WEIGHT: 1.0kg (2.2lbs) approx.
INCLUDED ACCESSORIES: Power adapter, IR transmitter.
OPTIONS: External remote IR receiver cable,  

RK−1 19" rack adapter.

FEATURES

 ● Max. Data Rate - 8.91Gbps data rate (2.97Gbps per graphics 
channel).

 ● Max. Resolution - Up to 4K (Ultra HD) and WUXGA.
 ● HDCP Compliant.
 ● HDMI Support - 3D, Deep Color, x.v.Color™, Lip Sync , ARC, 
HEAC pass-through, Dolby® TrueHD, Dolby Digital Plus, 
DTS-HD®, and 7.1 multi-channel audio.

 ● EDID Capture - Copies and stores the EDID from a display device.
 ● Programmable Step-In Functionality - When used in conjunction 
with compatible step-in devices, such as the SID-X3N (using an 
HDMI cable that supports HEC, the HDMI Ethernet Channel).

 ● True Video Clock Detection.
 ● Auto Switching Option - For either or both outputs, last-
connected or priority switching.

 ● Non-Volatile EDID Storage.
 ● Kramer reKlocking™ & Equalization Technology - Rebuilds the 
digital signal to travel longer distances.

 ● Lock Button - Prevents unwanted tampering with the front panel.
 ● Internal Pattern Generator.
 ● Kramer Protocol 3000 Support.
 ● Embedded Web Pages - Provide remote configuration and 
operation.

 ● Static or Dynamic DHCP IP Addressing.
 ● Flexible Control Options - Front panel buttons, IR remote 
(included), optional external remote IR receiver, RS-232, 
Ethernet, contact closure, embedded Web server.

 ● USB Port - For upgrading firmware.
 ● Compact Desktop - 2 units can be rack mounted side-by-side in 
a 1U rack space with the optional RK-1 adapter.

BD Player 1

HDMI

LCD TV with 
Built-in Speakers 2

HDMI

LCD TV with 
Built-in Speakers 1

HDMI

BD Player 6

HDMI

PC

ETH

...

To Remote
Input Selection

Switches
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LCD TV 
with Built-in 
Speakers 8

RS-232DVD Player 1

DVD Player 8
LCD TV 

with Built-in 
Speakers 1

HDMI

HDMI

HDMI

HDMI

VS‑48HN/VS‑66HN/VS‑84HN/VS‑88HN

4x8, 6x6, 8x4, 8x8 HDMI Matrix Switchers

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, Dolby® TrueHD, 
Dolby Digital Plus, DTS-HD®, and linear PCM 7.1 surround 
sound.

 ● 3D Pass-Through.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● EDID Capture - Copies and stores the EDID from a display 
device.

 ● Output Disconnect - Power saving mode per output when 
no video is routed.

 ● Front Panel Control Lockout.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Flexible Control Options - Front panel, IR remote (included), 
RS-232 (K-Router Plus™ Windows®-based software 
is included), Ethernet (Windows®-based Ethernet 
Configuration Manager & Virtual Serial Port Manager is 
included), remote extension cable transmitter (optional).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-48HN/VS-66HN/VS-84HN/VS-88HN are high-
performance matrix switchers for HDMI signals. They 
reclock and equalize the signal and can route any input to 
any or all outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 4/6/8/8 HDMI connectors.
OUTPUTS: 8/6/4/8 HDMI connectors.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic 

channel).
COMPLIANCE WITH 
HDMI STANDARD: HDMI and HDCP.
RESOLUTION: Up to UXGA; 1080p.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 40VA.
CONTROLS: Front panel buttons, infrared 

remote control transmitter, RS−232, 
Ethernet.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7” x 1U (W, D, H).
WEIGHT: 2.1kg (4.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack ”ears”.
OPTIONS: External remote IR receiver cable.

VS-88HN

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

P d H S [] ()
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

HDMI/HDBT Matrix Switcher

VS‑88DT

The VS-88DT is an HDMI/HDBT matrix switcher for HDMI, HDBaseT 
and IR signals. The unit accepts up to eight HDMI and IR inputs and 
routes any or all of them to any or all of eight HDMI or HDBaseT and IR 
outputs for connection to compatible HDBaseT receivers, for example, 
the TP-580RXR.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● EDID Capture - Copies and stores the EDID from a display 
device.

 ● System Range - Up to 130m (430ft) when using 
BC-HDKat6a cables.

 ● HDMI Support - 3D, Deep Color, x.v.Color™, Lip Sync, 
Dolby® TrueHD, Dolby Digital Plus, DTS-HD® and 
7.1 multi-channel audio.

 ● Non-Volatile Memory - Stores and recalls preset matrix 
configurations.

 ● Automatic Output Shutdown - If no input signal is detected 
after a configurable idle period.

 ● LCD Display - 2 lines/20 characters for easy 
configuration and operation.

 ● Kramer Protocol 3000 Support.

 ● Lock Button - To prevent unwanted tampering with the 
settings.

 ● Flexible Control Options - Embedded Web server, RS-232, 
IR remote (included), software application.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

Eth.

TP-588D

External
IR

Sensor

Display

H
D

M
I

TP

Display

H
D

M
I

LCD Display
with Speakers

Remote
Control

TP-580RXR

HDMI

HDMI

BD Player

External IR
Emitter

HDMI

BD Player

r P d S # [] ()

TECHNICAL SPECIFICATIONS

INPUTS: 8 HDMI, 9 infrared on 3.5mm mini 
jacks, 
1 RS−232 on a 9−pin D−sub connector, 
1 Ethernet on an RJ−45 connector, 
1 program on a mini USB connector.

OUTPUTS: 8 HDMI, 8 HDBaseT on RJ−45 
connectors, 9 infrared on 3.5mm mini 
jack connectors.

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic 
channel).

AUDIO SUPPORT: Up to 7.1 channels @192kHz.
POWER CONSUMPTION: 100−240V AC 50/60Hz 60VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 13.94” x 2U (W, D, H) 

rack mountable.
WEIGHT: 3.2kg (7.05lbs) approx.
INCLUDED ACCESSORIES: Rack “ears”.
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VS‑66FW

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 6 ports on 6−pin 1394A connectors.
STANDARDS: Compliant with IEEE 1394−1995 and 

1394A−2000 standards.
BUS TRANSFER RATE: Up to 400Mbps signaling rates for 

high−performance serial bus.
SOURCED POWER: 12V 1.5A total for any one or all ports.
COMPATIBILITY: PC and MAC.
CONTROL: 18 front panel pushbuttons and Kramer IR 

remote receiver on front. RS−232 In/Out 
on 9−pin D−sub F/M and RS−485 on 
detachable terminal block.

INDICATORS: 6−character display on the front panel.
POWER CONSUMPTION: 100−240V AC, 50−60Hz, 30VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.2kg (4.9lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based control software.Remote

 RS-485G  +  -

1  2  3  4  5

SETUP

6 Br Lf RS-232

IN

OUT

FLASH

PORT 1

PORT 2

PORT 3

PORT 4

PORT 5

PORT 6

Video
Camcorder

Laptop

Hard Disk

Capture Video
from Camcorder

Capture Video
from Camcorder

Store data on
external hard drive

Note: Capture and edit real-time video and audio
from one video camcorder to a computer, and from
another video camcorder to a laptop. The data from
the computer is stored on an external hard drive. 

Video
Camcorder

FW

FW

FW

FW

FW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM6/FM6 6−pin FireWire® Cable 8.50

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

J d h X S
The VS-66FW is a high-performance bidirectional 
matrix switcher/hub for FireWire® (IEEE 1394 & 
1394A) signals. It connects multiple ports to create 
standard branch/leaf groups.

FEATURES

 ● Transfer Rates - 100, 200, and 400Mbps.

 ● Take Button - Executes multiple switches all at once.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Front Panel Control Lockout.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, contact closure, & 
IR remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).

6−Port FireWire® Matrix Switcher
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/DM HDMI to DVI Cable 8.42

BC-2T Stereo Audio/Control Bulk Cable 8.19

4x2 HDCP Compliant DVI Matrix Switcher

VS‑42HDCP

The VS-42HDCP is a high-quality, HDCP compliant 4x2 HDMI (on DVI 
connectors) matrix switcher. It reclocks and equalizes the signals and 
can route any of the four DVI/HDMI (over DVI-D connector) inputs to 
any of the two DVI/HDMI outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 4 DVI connectors.
OUTPUTS: 2 DVI connectors.
BANDWIDTH: Up to 6.75Gbps data rate (2.25Gbps 

per graphic channel).
COMPLIANCE WITH 
STANDARDS: Supports DVI and HDCP.
MAX RESOLUTION: Up to UXGA; 1080p.
POWER SOURCE: 100−240V AC; 50/60Hz, 20VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 9.42” x 1U (W, D, H).
WEIGHT: 1.6kg (3.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack “ears”.
OPTIONS: External remote IR receiver cable.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, 3D Pass-Through.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● 7.1 Multi-Channel Audio.

 ● Front Panel Control Lockout.

 ● Communication Support - Support for Kramer Protocol 
2000 and Protocol 3000.

 ● Flexible Control Options - Front panel, IR (remote included), 
RS-232 (K-Router Plus™ Windows®-based software 
is included), Ethernet (Windows®-based Ethernet 
Configuration Manager & Virtual Serial Port Manager is 
included), remote extension cable transmitter (optional).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

RS-232DVI

DisplayComputer
Graphics Source

DVI

HDMI

Blu-ray Disc
Player

LCD
Display

HDMI

Q d H S ()
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-2T Stereo Audio/Control Bulk Cable 8.19

4x4 HDCP Compliant DVI Matrix Switcher

VS‑44HDCP

The VS-44HDCP is a high-quality, HDCP compliant 4x4 DVI matrix 
switcher. It reclocks and equalizes the signals and can route any of 
the four DVI/HDMI (over DVI-I connectors) inputs to any of the four 
DVI/HDMI outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 4 DVI connectors.
OUTPUTS: 4 DVI connectors.
BANDWIDTH: Up to 6.75Gbps data rate 

(2.25Gbps per graphic channel).
COMPLIANCE WITH 
STANDARDS: Supports DVI and HDCP.
MAX RESOLUTION: Up to UXGA; 1080p.
POWER SOURCE: 100−240V AC; 50/60Hz, 20VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 9.42” x 1U (W, D, H).
WEIGHT: 1.95kg (4.3lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack “ears”.
OPTIONS: External remote IR receiver cable.

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic 
channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● HDMI Support - HDMI support for Deep Color, x.v.Color™, 
Dolby® TrueHD, Dolby Digital Plus, DTS-HD®, and linear 
PCM 7.1 surround sound.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● EDID Capture - Copies and stores the EDID from a display 
device.

 ● Front Panel Control Lockout.

 ● Output Disconnect - For each output.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Communication Support - Support for Kramer Protocol 
2000 and Protocol 3000.

 ● Flexible Control Options - Front panel, IR remote, RS-232 
(K-Router Plus™ Windows®-based software is included), 
Ethernet (Windows®-based Ethernet Configuration 
Manager & Virtual Serial Port Manager is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

RS-232

DVI

Display
Computer

Graphics Source

DVI

HDMI

Blu-ray Disc
Player

LCD Display

HDMI
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ETHERNET

RESET

RS-232

REMOTEIRDVI

DVI

Computer
Graphics Source 8

DVI

DVI Display 1

DVI

DVI Display 8

Computer
Graphics
Source 1

VS‑84HDCPxl/VS‑66HDCPxl/VS‑88HDCPxl

HDCP Compliant DVI Matrix Switchers

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● I-HDCPro™ Kramer Intelligent HDCP Processing™ - Intelligent 
HDCP handling & processing algorithm authenticates and 
maintains continuous HDCP encryption and ensures quick 
switch and Plug and Play operation for HDMI systems with a 
configurable option to disable HDCP support per port.

 ● HDMI Support - Deep Color, x.v.Color™, 3D Pass-
Through, HDMI Compressed Audio Channels.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● EDID Capture - Copies and stores the EDID from a display 
device.

 ● Fast Switching Technology - Reduces switching delay 
between DVI/HDMI sources.

 ● Output Disconnect - For each output.

 ● Front Panel Control Lockout.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Flexible Control Options - Front panel, IR remote (included), 
RS-232 (K-Router™ Windows®-based software is included), 
Ethernet (Windows®-based Ethernet Configuration Manager 
& Virtual Serial Port Manager is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

The VS-84HDCPxl/VS-66HDCPxl/VS-88HDCPxl are high-
performance matrix switchers for DVI/HDMI signals. 
They reclock and equalize the signal and can route any 
input to any or all outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 8/6/8 DVI−I connectors.
OUTPUTS: 4/6/8 DVI−I connectors.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphics 

channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports DVI and HDCP.
RESOLUTION: Up to UXGA; 1080p.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 33VA.
CONTROLS: Front panel buttons, infrared remote 

control transmitter, RS−232, Ethernet.
DIMENSIONS: 19" x 7" x 2U  W, D, H, rack mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR transmitter, rack ”ears”.

VS-88HDCPxl

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-2T Stereo Audio/Control Bulk Cable 8.19

G d H S [] ()
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8x8 DVI Matrix Switcher
VS‑88DVI

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal integrity to travel longer distances.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - 
Intelligent EDID handling & processing algorithm ensures 
Plug and Play operation for DVI systems.

 ● Flexible Control Options - Front panel, IR remote, RS-232  
(K-Router™ Windows®-based software is included), 
Ethernet (Windows®-based Ethernet Configuration Manager 
& Virtual Serial Port Manager is included).

 ● Output Disconnect - Each output.

 ● Front Panel Lockout.

 ● Memory Locations - Stores multiple switches as presets 
to be recalled and executed when needed.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (2U). Rack "ears" included.

The VS-88DVI is a high-performance matrix switcher for DVI signals. 
The unit reclocks and equalizes the signal and can route any or all 
inputs to any or all outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 8 DVI, 1.2Vpp on DVI Molex 
24−pin female connectors; 
DDC signal 5Vpp (TTL).

OUTPUTS: 8 DVI, 1.2Vpp on DVI Molex 
24−pin female connectors; 
DDC signal 5Vpp (TTL).

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic 
channel).

COMPLIANCE WITH STANDARDS: Supports DVI 1.1.
MAX RESOLUTION: Up to UXGA; 1080p, 1920x1200.
POWER CONSUMPTION: 100−240V AC; 50/60Hz, 43VA.
CONTROLS: Front panel buttons, infrared 

remote control transmitter, 
RS−232, Ethernet.

DIMENSIONS: 19" x 7" x 2U W, D, H.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, infrared remote 

controller, null−modem adapter, 
rack "ears".

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.43

BC-2T Stereo Audio/Control Bulk Cable 8.19

G d H S []
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VS‑88SDI

8x8 SDI Matrix Switcher

FEATURES

 ● Max. Data Rate - Up to 540Mbps.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M).

 ● Switching Synchronization - Synchronizes either to external 
reference or incoming video.

 ● Active Input Reporting - Each input button on the front 
panel automatically lights up when the unit detects a video 
signal on that input.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Reclocking & Equalization - Automatic.

 ● Take Button - Executes multiple switches all at once.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485 and remote IR.

 ● Looping Analog Sync Input - Bi-level or tri-level sync 
compatible.

 ● Selectable Sync Signal Termination.

 ● Vertical Interval Switching - Switching is implemented 
during the vertical interval period according to the SMPTE 
RP-168 standard, when using synchronized digital video 
sources.

 ● Front Panel Lockout.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-88SDI is a high-performance matrix switcher for SDI digital 
video signals. The unit can switch any or all inputs to any or all outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 8 SDI, 75Ω on BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors, bi−level, tri−level inputs.

OUTPUTS: 8 SDI equalized and reclocked, 
75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
DATA RATE: 540Mbps.
EQUALIZATION: Automatic equalization for losses on 

75Ω coaxial cable.
CONTROLS: Front−panel, RS−232, RS−485, Ethernet, 

remote infrared.
INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz 24VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears” and IR remote 

control transmitter.
OPTIONS: External remote IR receiver cable.

SDI

RS-232
SDI

SDI
SDI

SDI Player

SDI Display

SDI Camera

Non-linear Editor

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality 

Optimized for 3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

m p d h H S
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RS-232

HD SDI Mixer

Preview

3G HD Video Server

SD/HD-SDI
SDI Camera

SDI

SDI

SDI

SDI

VS‑44HD/VS‑44HDxl

4x4 HD−SDI & 3G HD−SDI Matrix Switchers

FEATURES

 ● Max. Data Rate - 1.485Gbps (VM-44HD), 3Gbps (VM-44HDxl).

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M)and dual link HD-SDI (SMPTE 372M) 
(both units); 3G HD-SDI (SMPTE 424M) (VM-44HDxl).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Switching Synchronization - Synchronizes either to external 
reference or incoming video.

 ● Active Input Type™ Reporting - Each input button on the 
front panel automatically lights up when the unit detects 
a video signal on that input. Green indicates a standard 
definition (SDI) input signal and blue indicates a high-
definition (HD-SDI) input signal.

 ● Multiple Memory Locations - Stores multiple switches 
as presets (salvos) to be recalled and executed when 
needed.

 ● Take Button - Executes multiple switches all at once.

 ● Analog Sync Type - Bi-level, tri-level.

 ● Selectable Sync Signal Termination.

 ● Vertical Interval Switching - SMPTE RP-168.

 ● Front Panel Control Lockout.

 ● Flexible Control Options - Front Panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet, 
contact closure & IR Remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-44HD and VS-44HDxl are high-performance 4x4 matrix 
switchers for HD-SDI and 3G HD-SDI signals, as well as a dual link 
2x2 matrix switcher. Switching is implemented during the vertical 
interval period according to the SMPTE RP-168 standard, when using 
synchronized digital video sources.

TECHNICAL SPECIFICATIONS

INPUTS: 4 SD/HD−SDI, dual−link HD−SDI 
(plus 3G HD−SDI on the VM−44HDxl), 
75Ω on BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors, bi−level or tri−level sync.

OUTPUTS: 4 SD/HD−SDI (plus 3G HD−SDI on the 
VM−44HDxl) equalized and reclocked, 
75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
MAX. DATA RATE: 1.485Gbps (VM−44HD), 

2.97Gbps (VM−44HDxl).
CONTROLS: Front−panel, RS−232; RS−485, 

Ethernet, infrared remote, contact 
closure and panel lock.

INDICATORS: 4−character display on the front panel.
POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz, 22VA.
DIMENSIONS: 19" x 7" x  1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR remote, null−modem 

adapter, rack "ears".

VS-44HDxl

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑48HDxl

4x8 3G HD−SDI Matrix Switcher

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M), 3G HD-SDI (SMPTE 424M), and 
Dual Link HD-SDI (SMPTE 372M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Switching Synchronization - Synchronizes either to external 
reference or incoming video.

 ● Active Input Type™ Reporting - Each input button on the 
front panel automatically lights up when the unit detects 
a video signal on that input. Green indicates a standard 
definition (SDI) input signal and blue indicates a high-
definition (HD-SDI) input signal.

 ● Take Button - Executes multiple switches all at once.

 ● Multiple Memory Locations - Stores multiple switches 
as presets (salvos) to be recalled and executed when 
needed.

 ● Analog Sync Type - Bi-level, tri-level.

 ● Selectable Sync Signal Termination.

 ● Looping Sync Input

 ● Vertical Interval Switching - SMPTE RP-168.

 ● Front Panel Control Lockout.

 ● Flexible Control Options - Front Panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, 
Ethernet, contact closure & IR Remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-48HDxl is a high-performance matrix switcher for 3G HD-SDI 
video signals. Switching is implemented during the vertical interval 
period according to the SMPTE RP-168 standard, when using 
synchronized digital video sources.

TECHNICAL SPECIFICATIONS

INPUTS: 4 SD/HD/3G HD−SDI (dual link), 
75Ω on BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors, bi−level or tri−level sync.

OUTPUTS: 8 SD/HD/3G HD−SDI (dual link), 75Ω on 
BNC connectors, equalized and reclocked.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
DATA RATE: Up to 2.97Gbps.
CONTROLS: Front−panel, RS−232; RS 485, Ethernet, 

infrared remote, contact closure, and 
panel lock.

INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz, 22VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, IR remote, null−modem 

adapter, rack "ears".

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑82HDxl

8x2 3G HD−SDI Matrix Switcher

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M/344M), 
HD-SDI (SMPTE 292M), 3G HD-SDI (SMPTE 424M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Looping Input.

 ● Supports ANC Data - Embedded audio, teletext, time 
code, etc.

 ● Cable Equalization - Up to 350m for SD signals, 140m 
for 1.5GHz HD signals and 120m for 3GHz 3G signals.

 ● Clean Switching Feature - When the sources are 
genlocked to the selected genlock input with a difference 
of no more than two lines of video.

 ● Versatile Genlocking - Can use either an analog signal or 
any of the SDI input signals for genlocking. If the selected 
genlock input signal is unavailable, the VS-82HDxl 
automatically selects the best available SDI input for the 
genlock signal.

 ● Memory Locations - Stores 16 multiple switches as 
presets to be recalled and executed when needed.

 ● Front Panel Control Lockout.

 ● Flexible Control Options - Front panel, RS-232/RS-485 & 
Ethernet.

 ● Standard 19" (1U).

The Kramer VS-82HDxl is a true 8 x 2 matrix switcher for SDI signals. 
The unit can switch any one of the eight SDI inputs to one or both sets 
of triple outputs (two-channel SDI and HDMI).

TECHNICAL SPECIFICATIONS

INPUTS: 8 SDI on BNC connectors; 
1 genlock, 75Ω/Hi−Z on looping BNC 
connectors, bi−level, tri−level inputs.

OUTPUTS: 4 SDI on BNC connectors, 2 HDMI.
DATA RATE: Up to 2.97Gbps.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 23VA.
CONTROLS: Front panel buttons, RS−232/RS−485, 

Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.24” x 1U (W, D, H).
WEIGHT: 1.6kg (3.53lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack ”ears”.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑88HD/VS‑88HDxl

8x8 HD−SDI & 3G HD−SDI Matrix Switchers

FEATURES

 ● Max. Data Rate - Up to 1.485Gbps (VS-88HD), up to 
3Gbps (VS-88HDxl).

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M & SMPTE 
344M),  HD-SDI (SMPTE 292M); 3G HD-SDI (SMPTE 
424M) and dual link HD-SDI (SMPTE 372M) (VS-88HDxl 
only).

 ● Switching Synchronization - Synchronizes either to external 
reference or incoming video.

 ● Active Input Reporting - Each input button on the front 
panel automatically lights when the unit detects a video 
signal on that input.

 ● Memory Locations - Stores multiple switches as presets 
(salvos) to be recalled and executed when needed.

 ● Reclocking & Equalization - Automatic.

 ● Take Button - Executes multiple switches all at once.

 ● Control - Front panel, RS-232 (K-Router™ Windows®-
based software is included) and RS-485.

 ● Looping Analog Sync Input - Bi-level or tri-level sync 
compatible.

 ● Selectable Sync Signal Termination.

 ● Vertical Interval Switching.

 ● Front Panel Lockout.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-88HD and VS-88HDxl are high-performance matrix switchers 
for HD-SDI and 3G HD-SDI digital video signals. Switching is 
implemented during the vertical interval period according to the SMPTE 
RP-168 standard, when using synchronized digital video sources.

TECHNICAL SPECIFICATIONS

INPUTS: 8 SD/HD−SDI (VS−88HD); 
SD/HD/3G HD−SDI (dual link) (VS−88HDxl), 
75Ω on BNC connectors; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors.

OUTPUTS: 8 SD/HD−SDI (VS−88HD); SD/HD/3G 
HD−SDI (dual link) (VS−88HDxl), 75Ω on 
BNC connectors equalized and reclocked.

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
DATA RATE: Up to 1.485Gbps (VS−88HD), 

up to 3Gbps (VS−88HDxl).
CONTROLS: Front−panel, RS−232 and RS−485.
INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz 18VA.
DIMENSIONS: 19" x 7" x  1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

rack "ears".

GAB

SD/HD-SDI
SDI Camera

SDI Player

Non Linear
Editor

HD SDI
Display

RS-232

SDI

SDI

HD SDI

HD/SD SDI

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality 

Optimized for 3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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VS‑44FO/VS‑88FO

4x4/8x8 3G HD−SDI over Fiber Optic Matrix Switchers

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Genlock Looping Input.

 ● Selectable Sync Signal Termination.

 ● Automatic Reclocking and Equalization.

 ● Active Input™ Reporting - Each input button on the front panel 
automatically lights up when the unit detects a video signal on that input. 
Red indicates a standard definition (SDI) input signal and blue indicates 
a high definition (HD-SDI) input signal.

 ● Multiple Memory Locations - Stores multiple switches as presets (salvos) 
to be recalled and executed when needed.

 ● Take Button - Executes multiple switches all at once.

The VS-44FO and VS-88FO are matrix switchers for 3G 
HD-SDI video signals over fiber optical cable. The units 
can switch any or all inputs to any or all outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 4/8 single−mode/multi−mode fiber 
optic on LC connectors (dependent on 
SFP module type).

OUTPUTS: 4/8 single−mode/multi−mode fiber 
optic on LC connectors (dependent on 
SFP module type).

MAX. OUTPUT LEVEL: 800mVpp/75Ω.
DATA RATE: 3Gbps per channel.
CONTROLS: Front−panel, RS−232, RS−485, 

Ethernet, remote infrared.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: Universal, 100−240V AC, 

50/60Hz 24VA.
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears” and IR remote 

control transmitter.
OPTIONS: SFP−IN/OUT−2KM SFP Fiber Optic 

Module SM 2km 3G HD−SDI Tx/Rx,
SFP−IN/OUT−30KM SFP Fiber Optic 
Module SM 30km 3G HD−SDI Tx/Rx,
SFP−IN/OUT−40KM SFP Fiber Optic 
Module SM 40km 3G HD−SDI Tx/Rx,
Video SFP supports pathological 
patterns.RS-232

3G-SDI Video
Player 2

3G-SDI Video
Player 1

SDI

690T
690R

Internet
ETH

up to 100m

SDI

SDI SDI

up to 10km

3G-SDI Video
Display 1

3G-SDI Video
Display 2 Control PC

up to 100m

Fiber

Fiber

up to 10km

up to 100m

up to 100m

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2LC/2LC 2 LC Fiber Optic Cable 8.48

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

0 p d h H S # []

 ● Vertical Interval Switching - Compliant with SMPTE RP-168.

 ● Optional SFP Modules - SFP-IN/OUT-2KM - SFP Fiber Optic 
Module SM 2km 3G HD-SDI Tx/Rx, SFP-IN/OUT-30KM 
- SFP Fiber Optic Module SM 30km 3G HD-SDI Tx/Rx, 
SFP-IN/OUT-40KM - SFP Fiber Optic Module SM 40km 3G 
HD-SDI Tx/Rx.

 ● Compatible Transmitter & Receiver - 690T & 690R.

 ● Flexible Control Options - Front panel, RS-232 (with 
K-Router™ Windows®-based software), RS-485, Ethernet 
and IR remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

FEATURES

VS-88FO
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12−Input Multi−Format Presentation Switcher
VP‑27

The VP-27 is a high-performance multi-format presentation 
switcher for composite video, s-Video, computer graphics 
video and stereo audio signals. It operates as a 4x1 
composite video, 4x1 s-Video and a 4x1 computer graphics 
video switcher each with unbalanced stereo audio.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video on RCA connectors,
4 s−Video on 4−pin connectors,
4 PC on 15−pin HD connectors;
4 unbalanced stereo audio on RCA 
connectors, L+R (for CV),
4 unbalanced stereo audio on RCA 
connectors, L+R (for Y/C),
4 unbalanced stereo audio on 3.5mm mini 
jacks (for PC),
Mic: 3mV/10kW, condenser/dynamic on a 
6.3mm phone connector.

OUTPUTS: 1 composite video on an RCA connector,
1 s−Video on a 4−pin connector,
1 PC on a 15−pin HD connector;
1 master audio on an RCA connector, L+R,
1 unbalanced stereo audio on an RCA 
connector, L+R (for CV),
1 unbalanced stereo audio on an RCA 
connector, L+R (for Y/C);
1 unbalanced stereo audio on a 3.5mm 
mini jack (for PC).

MAX. OUTPUT LEVEL: Video: CV and Y/C: 1.8Vpp; PC: 2Vpp; 
Audio: CV and Y/C: 1.8Vpp; Mic: 6.2Vpp, 
PC: 6.2Vpp; Master: 6Vpp.

BANDWIDTH (-3dB): CV: 683MHz; Y/C: 725MHz; PC: 415MHZ; 
Audio:CV and Y/C: >40kHz; mic: 22.6kHz; 
PC: >40kHz; master: 22.5kHz.

DIFF. GAIN: CV and Y/C: 0.03%; XGA: 0.05%.
DIFF. PHASE: CV and PC: 0.03 Deg.; Y/C: 0.02Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video (@5MHz): CV: 75.1dB; Y/C: 78.7dB; 

PC: 74.4dB; Audio (@1MHz): CV and Y/C: 
78.5dB; PC: 78dB; mic: 52dB.

CROSSTALK (all hostile): Video (@5MHz): CV: −50.5dB; Y/C: −33dB; 
PC: −51.5dB; Audio: −68.9dB @1MHz, 
−43.3dB @20kHz (Y/C).

CONTROLS: MUTE, TALKOVER, MIX, LOCK, switching 
front panel buttons, RS−232, rear panel 
DIP−switches, volume for line: −62dB to 
+14.1dB; mic volume: −17dB to +69.5dB. 

COUPLING: Video: DC; Audio: AC.
AUDIO THD + 
NOISE (@1kHz): Y/C: 0.092%; PC: 0.024%.
AUDIO 2nd HARMONIC 
(@1kHz): Y/C and PC: 0.03%.
POWER CONSUMPTION: 100−240V AC, 6VA max. 
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows®−based control 

software, rack "ears".

SUGGESTED CABLES ‑ For complete list see our Web site.

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ 

Multi−Head Cable

8.30

C-SM/SM s−Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19

C - $ o 8 U e S []{_

FEATURES

 ● High Bandwidth - Computer graphics video (415MHz), s-Video (Y) 
(725MHz), composite (683MHz).

 ● HDTV Compatible.

 ● Audio Level Memory - Remembers and returns to the last audio level 
setting during switching.

 ● Condenser or Dynamic Microphone - DIP-switch selectable.

 ● Microphone & Audio Mixing - Input selectable master audio output.

 ● Mic Talkover - Mutes master audio output when mic signal is sensed.

 ● Level Controls - Master audio output, microphone input.

 ● Flexible Control Options - Front panel, RS-232 & IR (included).

 ● Front Panel Control Lockout.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.
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VP‑28

The VP-28 is a high-performance multi-format presentation 
switcher for composite video, HDMI, DVI, DisplayPort, 
computer graphics video and stereo audio and micrphone 
signals. The unit operates as a a 3x1 composite video, 
3x1 HDMI, 3x1 computer graphics video, 3x1 DVI-I, & 2x1 
DisplayPort switcher, each with unbalanced stereo audio.

14−Input Multi−Format Presentation Switcher with Stereo Audio

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel) (HDMI & DVI).
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● Audio Level Memory - Remembers and returns to the last audio level 
setting during switching.

 ● Condenser or Dynamic Microphone - Button selectable.
 ● Microphone & Audio Mixing - Input selectable master audio output.
 ● Mic Talkover - Mutes master audio output when mic signal is sensed.
 ● Level Controls - Master audio output, microphone input.
 ● Flexible Control Options - Front panel, RS-232, Ethernet & IR (included).
 ● Front Panel Control Lockout.
 ● Worldwide Power Supply - 100-240V AC.
 ● Accessory - DVI to DVI and VGA breakout cable (included).
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

VIDEO INPUTS: 3 composite video on RCA connectors,
3 HDMI connectors,
2 DisplayPort connectors,
3 PC/DVI on DVI connectors.

AUDIO INPUTS: 1 mic on an XLR connector, 
1 mic on a 6.3mm phone jack connector 
(3mV/10kW condenser/dynamic),
3 CV, 3HDMI, 2 DP, 3 PC audio, 3 DVI, all 
unbalanced stereo audio on 3.5mm mini jack 
connectors.

VIDEO OUTPUTS: 1 composite video on an RCA connector,
1 HDMI connector,
1 DisplayPort connector,
1 PC/DVI on a DVI connector.

AUDIO OUTPUTS: 1 CV, 1 HDMI, 1 DP, 1 PC audio, 1 DVI, all 
unbalanced stereo audio on a 3.5mm mini jack 
connectors; 1 master balanced stereo audio 
on a 5−pin terminal block.

MAX. OUTPUT LEVEL: Video: CV: 1.7Vpp, XGA: 2.3Vpp; Audio: 
Master: 17Vpp from mic, 12.4Vpp from line in, 
Local outputs: 8.8Vpp from line inputs.

BANDWIDTH (-3dB): Video: CV: 680MHz, 
XGA: 290MHz (-4dB 400MHz); Audio: >25kHz.

DIFF. GAIN: Video: CV: 2.5%, XGA: 0.1%.
DIFF. PHASE: CV: 0.4Deg, XGA: 0.1Deg.
K-FACTOR: CV: <0.05%, XGA: <0.05%.
S/N RATIO: Video: CV: 74dB, XGA: 71dB @5MHz; 

Audio: Master: 81dB from mic (@20mVpp 
input, 17Vpp output diff, “A” weighting, 
XLR microphone), 90 to 95dB from line in 
(“A” weighting), Local outputs: 110dB (“A” 
weighting).

CROSSTALK @1kHz 
(all hostile):

Video: CV: -54dB, XGA: -56dB (5MHz); 
Audio: Master: -70dB, 
Local outputs: -80dB from line in.

CONTROLS (Level Range): MASTER: <-12 to 70dB from mic, 
-79 to +15dB from line in.

COUPLING: Video: CV: DC, XGA: DC; Audio: AC.
AUDIO THD + NOISE: Master: 0.4% from mic, 0.02% from line in 

(“A” weighting); Local outputs: 0.04% from line in.
AUDIO 2nd HARMONIC: Master: 0.03% from mic, 0.01% from line in; 

Local outputs: 0.02%.
COMPLIANCE WITH 
HDCP STANDARD: Supports HDCP.
MAXIMUM BANDWIDTH 
DP TO HDMI: One or two lane (1.65Gbps per lane).
INDICATOR LEDs: IR.
POWER CONSUMPTION: 90-264V AC, 23VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.35” x 1U (W, D, H) rack mountable.
WEIGHT: 1.8kg (3.97lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, Kramer infrared remote control 
transmitter, Kramer ADC−DM/DF+GF DVI to 
DVI and VGA breakout cable, rack "ears".

OPTIONS: Kramer C−MDMA/MGMA DVI/VGA/audio 
breakout cable.

Audio connections
are not shown

A
ud

io

Audio

Ethernet

Computer
Graphics
Source

DVI

Power Amplifier
with Speakers

Projector

DP

Laptop

DP

HDMI

LCD TV
DVD

Player

HDMI

Projector

CV

Composite 
Video Player 1

CV

MIC

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.33

C-DM/DM DVI Copper Cable 8.40

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.36

C-2RAM/2RAM RCA Stereo Audio Cable 8.47

C-A35M/A35M 3.5mm Stereo Audio Cable 8.46

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Kramer offers a full range of simplified control systems, both for our products and for media and room control 
applications. This includes our all-in-one SummitView™ product line for presentation and training room signal 
distribution and control.

We offer external remote control panels that interface with our full line of high-end switchers and matrix 
switchers, and an RS-232-based IR remote control product that controls any Kramer product with an RS-232 
port.

Our wide range of simplified control products, from our 8-button RC-8IR universal room controller to our 
SummitView product line offers the very best in media and presentation room control. 

GROUP 3
CONTROL  SYSTEMS
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CONTROL SYSTEMS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

3.1  SUMMITVIEW™ SYSTEM 

3.1.1   SWITCHER/PROCESSOR

SV-551 SummitView™ BrainBox™ Processor/Switcher &  
Room Controller

Multi-Format
- 8 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 2 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 Line Audio

Desktop U/D 3.6

SV-551ALC SummitView™ BrainBox™ Processor/Switcher &  
Room Controller with Cables

Multi-Format
- 8 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 2 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 Line Audio

Desktop U/D

SV-552 SummitView™ BrainBox™ Processor/Switcher &  
Room Controller

Multi-Format
- 6 CAT 5
1 Ethernet

Multi-Format
- 1 CV
- 1 VGA
- 1 HDMI/DVI
- 2 Line Audio

Desktop U/E 3.8

SV-552ALC SummitView™ BrainBox™ Processor/Switcher &  
Room Controller with Cables

Multi-Format
- 6 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 1 CV
- 1 VGA
- 1 HDMI/DVI
- 2 Line Audio

Desktop U/E

3.1.2   ROOM CONTROLLERS 

RC-62L 6−Button Room Controller with IR Learning &  
Back−Lit LCD Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.21

RC-62 6−Button Room Controller with IR Learning &  
Printed Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-62X 6−Button Room Controller with IR Learning 6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63A 6−Button Room Controller with Analog Volume Control & 
Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.22

RC-63AL 6−Button Room Controller with Analog Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63AX 6−Button Room Controller with Analog Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63D 6−Button Room Controller with Digital Volume Control & 
Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.23

RC-63DL 6−Button Room Controller with Digital Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DX 6−Button Room Controller with Digital Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DLN NEW 6−Button Room Controller with Digital Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

3.1.3   WALL PL ATE INPUTS 

SV-301 SummitView™ Computer Graphics Video, DDC Data & 
Stereo Audio Wall Plate

1 VGA 2 CAT 5 Wallplate U 3.10

SV-301xl SummitView™ Computer Graphics Video &  
Stereo Audio Wall Plate with Enhanced EDID

1 VGA 1 CAT 5 Wallplate U

SV-302 SummitView™ Composite Video, Stereo Audio &  
IR Wall Plate

1 CV 1 CAT 5
1 IR

Wallplate U 3.11

SV-303 SummitView™ s−Video, Stereo Audio & IR Wall Plate 1 Y/C 1 CAT 5
1 IR

Wallplate U 3.11
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3.1.3   WALL PL ATE INPUTS  (Continued)

SV-304 SummitView™ Component Video, S/PDIF Audio &  
IR Wall Plate

1 YUV 2 CAT 5
1 IR

Wallplate D 3.12

SV-305 SummitView™ Component Video, Stereo Audio &  
IR Wall Plate

1 YUV 2 CAT 5
1 IR

Wallplate U 3.13

SV-306 SummitView™ HDMI & IR Over Twisted Pair Wall Plate 1 HDMI 1 DGKat
1 IR

Wallplate E 3.14

3.1.4   MOUNTING ACCESSORIES

MT-P6P 6-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

MT-P9P 9-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

RK-551 19−Inch Rack Adapter for the SV−551 & SV−552 N/A N/A 19” (1U) N/A 3.15

SV-1 SV-551/SV-552 Pole Mounting Kit N/A N/A Misc N/A 3.15

3.2   MEDIA & ROOM CONTROLLERS 

RC-2 Wall Plate - RS−232 Controller 2 Buttons 1 RS-232 Wallplate N/A 3.16

RC-2C Wall Plate - RS−232 & IR Controller 2 Buttons 1 RS-232
1 IR Emitters

Wallplate N/A 3.17

RC-43T NEW 6−Button KNET™ Auxiliary Control Panel 6 Buttons 1 K-Net Wallplate N/A 3.18

RC-52A 6−Button Universal Room Controller with  
Analog Volume Control

6 Buttons
1 USB-C
1 Knob

1 RS-232
1 IR

Wallplate N/A 3.19

RC-52N 6−Button Universal Room Controller 6 Buttons
1 USB-C

1 RS-232
1 IR

Wallplate N/A 3.20

RC-62L 6−Button Room Controller with IR Learning &  
Back−Lit LCD Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.21

RC-62 6−Button Room Controller with IR Learning & 
Printed Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-62X 6−Button Room Controller with IR Learning 6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63A 6−Button Room Controller with Analog Volume Control 
& Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.22

RC-63AL 6−Button Room Controller with Analog Volume Control 
& LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63AX 6−Button Room Controller with Analog Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63D 6−Button Room Controller with Digital Volume Control 
& Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.23

RC-63DL 6−Button Room Controller with Digital Volume Control 
& LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DX 6−Button Room Controller with Digital Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DLN NEW 6−Button Room Controller with Digital Volume Control 
& LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-6iR 6−Button Universal Room Controller with IR Learning 6 Buttons 1 Ethernet
2 IR
2 Relay
2 RS-232
1 RS-485

Wallplate N/A 3.24
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3.2   MEDIA & ROOM CONTROLLERS  (continued)

RC-74DL 12−Button Master Room Controller with 
Digital Volume Knob

12 Buttons
1 Knob

2 IR
4 Relay
2 GPI/O
3 RS-232
1 RS-485
2 K-Net

Wallplate N/A 3.25

RC-76M 6−Button Room Controller for EU Wall Boxes 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
6 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A 3.26

RC-712M 12−Button Room Controller for EU Wall Boxes 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
12 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A

RC-76R 6−Button Room Controller 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
6 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A 3.27

RC-78R 8−Button Room Controller 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
8 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A

RC-7B 7−Button Media & Room Controller Wall Plate with 
IR Learning

7 Buttons 2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.28

RC-7LC 5−Button Media & Room Controller Wall Plate with 
IR Learning

5 Buttons
1 Knob

4 Relay
2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.29

RC-7RL 7−Button Media & Room Controller Wall Plate with 
IR Learning

7 Buttons 4 Relay
2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.30

RC-8iR 8−Button Universal Room Controller with IR Learning 8 Buttons 1 Ethernet
2 IR
2 Relay
2 RS-232
1 RS-485

Wallplate N/A 3.31

SL-1 Master Room Controller 1 Ethernet
1 IR
1 USB-C

2 RS-232
3 Relay
2 IR
1 K-Net

TOOLS N/A 3.34

SL-10 Master Room Controller 1 Ethernet
1 IR
1 USB-C

3 IR
5 Relay
2 GPI/O
2 RS-232
1 RS-485
1 K-Net

MultiTOOLS® N/A 3.35

SL-12 Master Room Controller 1 Ethernet
1 USB-C
2 IR

4 IR Emitters
8 Relay
4 GPI/O
4 RS-232
1 RS-485
1 K-Net

MultiTOOLS® N/A 3.36

SL-14RCN 12−Button Master Room Controller with USB Port 12 Buttons
1 USB-C

2 Relay
2 IR
1 GPI/O
6 RS-232
2 IR Emitters
1 Ethernet
1 K-Net

19” (1U) N/A 3.37

C
O

N
T

R
O

L
 S

Y
S

T
E

M
S



3.4 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C O N T R O L  S Y S T E M S 

MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

3.2   MEDIA & ROOM CONTROLLERS  (continued)

WP-500 Active Wall Plate Solution for Simple Room Control & 
Signal Switching

1 CV
2 VGA
2 Knob
4 Buttons

1 CV
1 VGA
1 RS-232
1 IR Emitters

Wallplate U 3.32

WP-501 Active Wall Plate Solution for Simple Room Control & 
Signal Switching

1 CV
2 VGA
2 Knob
4 Buttons

1 CV
1 VGA
1 RS-232
1 IR Emitters
2 Relay

Wallplate U 3.33

3.3   CONTROL PROCESSORS 

SL-1 Master Room Controller 1 Ethernet
1 IR
1 USB-C

2 RS-232
3 Relay
2 IR
1 K-Net

TOOLS N/A 3.34

SL-10 Master Room Controller 1 Ethernet
1 IR
1 USB-C

3 IR
5 Relay
2 GPI/O
2 RS-232
1 RS-485
1 K-Net

MultiTOOLS® N/A 3.35

SL-12 Master Room Controller 1 Ethernet
1 USB-C
2 IR

4 IR Emitters
8 Relay
4 GPI/O
4 RS-232
1 RS-485
1 K-Net

MultiTOOLS® N/A 3.36

SL-14RCN 12−Button Master Room Controller with USB Port 12 Buttons
1 USB-C

2 Relay
2 IR
1 GPI/O
6 RS-232
2 IR Emitters
1 Ethernet
1 K-Net

19” (1U) N/A 3.37

3.4   AUXILIARY CONTROL PANELS

RC-10TB Wall Plate Insert − 1−Button Contact Closure Switch 1 Buttons 1 CClosure Single Insert N/A 9.73

RC-20TB Wall Plate Insert − 2−Button Contact Closure Switch 2 Buttons 1 CClosure Single Insert N/A 9.74

RC-3TBU 3−Button Remote Control Panel with USB 3 Buttons 1 K-Net Long  Insert N/A 3.38

RC-53D 6−Button K−NET™ Auxiliary Control Panel 6 Buttons
1 Knob

2 K-Net Wallplate N/A 3.38

RC-54DL 12−Button KNET™ Auxiliary Control Panel 12 Buttons
1 Knob

2 K-Net Wallplate N/A 3.39

RC-5B2 Wall Plate Insert − 2−Button Auxiliary Control Panel 2 Buttons 2 K-Net Double Insert N/A 3.40

RC-5B4 Wall Plate Insert − 4−Button Auxiliary Control Panel 4 Buttons 2 K-Net Double Insert N/A

3.5   COMMUNICATION CONTROLLERS

FC-10ETH RS−232/RS−485 to Ethernet Converter Ports
- 1 RS-232
- 1 RS-485
- 1 Ethernet

N/A TOOLS N/A 4.32

FC-132ETH NEW Advanced Serial Communication Matrix Ports
-32 RS-232
-9 RS-232
-1 RS-232/RS-
485

N/A 19” (1U) N/A 3.41

FC-21ETH NEW Ethernet Controller Ports
-1 RS-232
-1 RS-485
-1 Ethernet

N/A TOOLS N/A 3.42

FC-22ETH NEW 2−Port Ethernet Controller Ports
-2 RS-232
-1 RS-485
-1 Ethernet

N/A TOOLS N/A

FC-24ETH NEW 4−Port Ethernet Controller Ports
-4 RS-232
-1 RS-485
-1 Ethernet

N/A MegaTOOLS™ N/A
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DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR cable, RS-232, RS-485

K-NET

COLOR KEY

MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

3.5   COMMUNICATION CONTROLLERS (continued)

FC-8 RS−232 to Wireless LAN Bridge Ports
- 1 RS-232

N/A TOOLS N/A 4.33

VP-14xl RS−232 Port Extender/Converter 1 RS-232
1 RS-485
1 USB-B

3 RS-232 TOOLS N/A 3.43

VP-43xl RS−232/RS−485/RS−422 Format Converter 2 RS-232
1 RS-422
1 RS-485

2 RS-232
1 RS-422
1 RS-485

TOOLS N/A 4.34

3.6   CONTROL PANELS

RC-116 16-Button Presentation Controller 16 Buttons
1 RS-232

1 K-Net Desktop N/A 3.44

RC-108 8-Button Presentation Controller 8 Buttons
1 RS-232

1 K-Net Desktop N/A

RC-160 16x16 Master Remote Control Panel 32 Buttons 1 Ethernet
2 RS-232
1 RS-485

19” (1U) N/A 3.45

RC-80 8x8 Master Remote Control Panel 16 Buttons 1 Ethernet
2 RS-232
1 RS-485

19” (1U) N/A 3.46

3.7   REPEATERS & HUBS 

PL-15 5-Port K-NET™ Hub 5 K-Net 5 K-Net TOOLS N/A 3.47

PT-4iREX IR Repeater with External IR Sensor Input 1 IR 4 IR Emitters Pico TOOLS™ N/A 3.48

PT-5R/T IR Extender & Repeater 1 IR
1 CAT 5

5 IR Emitters
1 CAT 5

Pico TOOLS™ N/A 3.49

VP-14 4-Port RS-232 Port Extender 4 Ports N/A TOOLS N/A 3.50

WP-4iR Active Wall Plate − IR Repeater 1 IR 4 IR Emitters Wallplate N/A 3.51

3.8   CONTROL ACCESSORIES 

FC-29 IR Learner 1 IR 1 IR Pico TOOLS™ N/A 3.52

PL-18 Control Port Expander 1 RS-232
1 USB-C

1 RS-232
4 Relay
2 IR

TOOLS N/A 3.53

PL-50 5−Channel AC Power Controller Monitor 1 110V AC 5 110V AC
1 Ethernet

19” (1U) N/A 3.54

PL-8 Low−Voltage Relay Controller 1 K-Net
1 RS-232

8 Relay TOOLS N/A 3.55

RB-6 6−Channel Power Controller 1 AC Power 6 AC Power 19” (1U) N/A 3.56

RC-4 IR Remote Controller N/A 1 IR HandHeld N/A 3.57

RC-IR2 Infrared Remote Controller N/A 1 IR HandHeld N/A 3.57

RC-IR3 Compact Infrared Remote Controller N/A 1 IR HandHeld N/A

3.9   CONTROL SOFTWARE 

EDID Designer NEW EDID Management & Editing Application for PC N/A N/A Software N/A 3.58

K-Config 2 NEW Kramer Configuration Software for SL & 
RC Room Control Devices

N/A N/A Software N/A 3.59

K-Router Plus NEW Setup & Remote Control PC Application for Kramer 
Matrix Switchers

N/A N/A Software N/A 3.60

K-Touch Cloud−Based System for Creating iOS & Android Room 
Control Applications

N/A N/A Software N/A 3.61

Site-CTRL™ AV Site Remote Control, Management & 
Monitoring PC Application

N/A N/A Software N/A 3.62
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SV‑551/SV‑551ALC

SummitView™ Brainbox Processor/Switcher & Room Controller

The SummitView™ SV-551 processor/switcher is the 
heart of the system for audio and video signal distribution 
and room control. From one or more wall plate room 
controllers, the SV-551 switches up to five audio and 
video sources to a large screen display in their native 
formats, amplifies the audio to a pair of speakers, and 
controls room facilities such as lights and a screen. The 
SV-551ALC version is aimed at installers who prefer 
to design their own SummitView installations. The 
SV-551ALC kit differs from the standard SV-551 only in 
regards to the cables supplied in the box.

KNET
R S-485

V
 2

IDEO

DDC 1
DDC 2

DDC 3

V
 1

IDEO
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PC 2

PC 3

INPUTS

s-VIDEO

CV
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Y
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OUTPUTS

RELAYS

10V VOL
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RS-485
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UTL  G   R

TERM ON

To SV-301
or the SV-304/
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K
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VGA
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BC-2S Speaker Bulk Cable 8.20

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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FEATURES

 ● Video Inputs - 5 total; 8 RJ-45 from 5 wall plates via CAT 5,  
3 computer graphics or component video, 3 DDC and 2 
composite or s-Video.

 ● Video Outputs - 15-pin HD (for computer graphics video), 3 RCAs 
(for component video), 2 RCAs (for 2 composite video) and 4-pin 
(for s-Video).

 ● Audio - S/PDIF or unbalanced stereo audio (from the wall plate 
input module) is output (with optional tone control) to a balanced 
amplified stereo audio speaker output and audio line out on a 
terminal block connector.

 ● AUX Audio Input - Mixes an additional audio source such as a 
microphone at line level.

 ● Audio Outputs - 1 stereo speakers & 1 monitor.

 ● Flexible Control Options - SummitView™ controllers (RC-62 & 
RC-63) via K-NET™ channel. Also supported: Ethernet, 10V 
volume control and front panel switching.

 ● K-NET™ Control Channel - Provides power and control data to 
the wall plate controllers over a single cable.

 ● Power  Connect™ System - The SV-551 provides power to the 
wall plate input units via the CAT 5 cable.

 ● Control Ports - Control AV equipment with 2 RS-232, 1 RS-485, 
1 IR, 2 relays, and Ethernet ports.

 ● Kramer Site-CTRL™ Compatible - For network remote control 
and management using Kramer Site-CTRL software over the 
Ethernet port.

 ● Remote Volume Control - Adjusts volume (line & speaker) from 
an RC-63 or other compatible controller.

 ● Internal Clock - Schedule recurring tasks, define system 
shutdown timer for economic operation, and more.

 ● 1 USB - For programming.

 ● Cables Supplied with SV-551ALC - C-MGM/MGM-3, 
C-3RVM/3RVM-3, C-SM/SM-3, C-RVM/RVM-3, C-D9M/
D9F-3, BCP-KNET-50 (50ft KNET cable), Null-modem adapter, 
AD-D9F/D9F (RS-232 F/F adapter), C-UA/MUB-10 (10ft USB 
cable).

 ● Mounting Options - RK-551 19" rack adapter or mounts in SV-1 
mounting kit above the ceiling mount projector.

 ● Desktop - Can be mounted in a 1U rack space with the optional 
RK-551 or in the SV-1 above the ceiling mount projector.

TECHNICAL SPECIFICATIONS

INPUTS: 1 AUX stereo on a 3−pin terminal block; 
2 video (CV and Y/C); 3 PC (XGA and Y, Pb, Pr); 
3 DDC (external display) on RJ−45 connectors.

OUTPUTS: 1 speaker stereo on a 4−pin terminal block; 
1 projector (XGA) on a 15−pin HD computer 
graphics video connector; 1 Y, Pb, Pr on 3 
RCA connectors; 2 composite video on RCA 
connectors; 1 s−Video on a 4−pin connector; 
3 DDC (bidirectional, inputs/outputs, as required) 
on RJ−45 connectors; 10V volume; 
2 relays on terminal block connectors (36V AC or 
DC, 2A, 60V AC maximum on non−inductive load), 
RS−232, and RS−485 3−pin terminal blocks; 
IR OUT on 2−pin terminal block.

MAX. OUTPUT LEVEL: Video: CV and Y/C: 3.3Vpp; XGA and Y, Pb, Pr 1.4 
to 2Vpp; Audio: 2x10W on 4Ω speaker.

BANDWIDTH (-3dB): Video: CV AND Y/C: 85MHz, XGA and Y, Pb, Pr 
135MHz; Audio: 20Hz to 20kHz.

DIFF. GAIN: 0.5%.
DIFF. PHASE: 0.2Deg.
K-FACTOR: 0.4%.
S/N RATIO: Video: 62dB; Audio: 60dB.
CONTROLS: IR, RS−232, RS−485, Ethernet, K−NET.
COUPLING: Video: DC; Audio: Input: AC; Output: DC.
AUDIO THD + NOISE: 0.7%.
AUDIO 2nd HARMONIC: 0.2%.
POWER CONSUMPTION: 12V DC, 5A desktop power adapter.
DIMENSIONS: 27.78cm x 7.65cm x 4.36cm 

(10.94" x 3.01" 1.72") W, D, H.
WEIGHT: 0.65kg (1.43lbs) approx.
INCLUDED ACCESSORIES: Power supply, power cord (both machines); 

C−UA/MUB−10, AD−D9F/D9F, 
C−D9M/D9F−3, C−MGM/MGM−3, 
C−RVM/RVM−3, C−SM/SM−3, 
C−3RVM/3RVM−3, BC−KNET−50 
(SV−551ALC only).

OPTIONS: RK−551 (for installing on a 19” rack as opposed 
to mounting inside the SV−1).

SV-551/SV-551ALC (contd.)  
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SV‑552/SV‑552ALC
SummitView™ BrainBox™ Processor/Switcher & Room Controller

The SummitView™ SV-552 processor/switcher is the 
heart of the system for audio and video signal distribution 
and room control. From one or more wall plate room 
controllers, the SV-552 switches up to six audio and 
video sources to a large screen display in their native 
formats, amplifies the audio to a pair of speakers, and 
controls room facilities such as lights and a screen. The 
SV-552ALC version is aimed at installers who prefer 
to design their own SummitView installations. The 
SV-552ALC kit differs from the standard SV-552 only in 
regards to the cables supplied in the box.
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BC-2S Speaker Bulk Cable 8.20

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-DM/DM DVI Copper Cable 8.42

C
O

N
T

R
O

L
 S

Y
S

T
E

M
S



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

3.9

C O N T R O L  S Y S T E M S   S U M M I T V I E W ™  S Y S T E M   S W I T C H E R / P R O C E S S O R S

FEATURES

 ● Video Inputs - 6 RJ-45 from 6 wall plates via CAT 5: 3 computer 
graphics video, 2 composite & 1 DVI/HDMI.

 ● Video Outputs - 15-pin HD (for computer graphics video), RCA 
(for composite video) & DVI/HDMI with embedded audio.

 ● HDTV Compatible.

 ● Audio Inputs - Unbalanced stereo audio (from the composite, 
computer graphics video and embedded audio from the DVI & 
HDMI wall plate input modules).

 ● AUX Audio Input - Mixes an additional audio source (line or mic). 
Phantom power (if required).

 ● Audio Outputs - 1 stereo speakers, 1 monitor, 1 line &  
1 embedded audio on the DVI output for HDMI signal only.

 ● De-Embeds HDMI & DVI Audio.

 ● Flexible Control Options - SummitView™ controllers via K-NET™ 
channel. Also supported: Ethernet, 10V volume control and front 
panel switching.

 ● K-NET™ Control Channel - Provides power and control data to 
the wall plate controllers over a single cable.

 ● Power Connect™ System - The SV-552 provides power to the 
wall plate input units via the CAT 5 cables.

 ● Control Ports - Control AV equipment with 2 RS-232, 1 RS-485, 
1 IR, 2 relays, and Ethernet ports.

 ● Kramer Site-CTRL™ Compatible - For network remote control 
and management using Kramer Site-CTRL software over the 
Ethernet port.

 ● Remote Volume Control - Adjusts volume (line & speaker) from 
an RC-63 or other compatible controller.

 ● Internal Clock - Schedules recurring tasks, define system 
shutdown timer for economic operation, and more.

 ● USB Port - For programming.

 ● Cables Supplied with SV-552ALC - C-HM/DM-3, C-MGM/
MGM-3, C-RVM/RVM-3, C-D9M/D9F-3, BCP-KNET-50 (50ft 
KNET cable), null- modem adapter, AD-D9F/D9F (RS-232 F/F 
adapter), C-UA/MUB-10 (10ft USB cable).

 ● Mounting Options - RK-551 19" rack adapter or mounts in SV-1 
mounting kit above the ceiling mount projector.

 ● Desktop - Can be mounted in a 1U rack space with the optional 
RK-551 or in the SV-1 above the ceiling mount projector.

TECHNICAL SPECIFICATIONS

INPUTS: 6 CAT 5 on RJ−45 connectors, 
1 AUX stereo on a 3−pin terminal block, 
2 CV video, 3 PC (XGA), 1 HDMI/DVI.

OUTPUTS: 1 speaker stereo on a 4−pin terminal block; 
1 projector (XGA) on a 15−pin HD computer 
graphics video connector; 
1 composite video on an RCA connector; 
10kΩ volume; 2 relays on terminal block 
connectors (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load), RS−232, 
and RS−485 3−pin terminal blocks; 
IR OUT on 2−pin terminal block; 
1 DVI output with embedded audio; 1 line out, 
1 monitor out for audio.

MAX. OUTPUT LEVEL: Video: CV 2.6Vpp; XGA 2.2Vpp; 
Audio: 7W per channel into 4Ω; 
Lineout: 5.8Vpp @max volume, tone controls 
zeroed.

BANDWIDTH (-3dB): Video: CV AND Y/C: 85MHz, XGA and Y, Pb, Pr 
135MHz; Audio: 20Hz to 20kHz.

DIFF. GAIN: 0.5%.
DIFF. PHASE: 0.2Deg.
K-FACTOR: 0.4%.
S/N RATIO: Video: 62dB; Audio: 60dB.
CONTROLS: IR, RS−232, RS−485, Ethernet, K−NET.
COUPLING: Video: DC; Audio: Input: AC; Output: DC.
AUDIO THD + NOISE: 0.7%.
AUDIO 2nd HARMONIC: 0.2%.
POWER CONSUMPTION: 12V DC, 5A desktop power adapter.
DIMENSIONS: 27.78cm x 7.65cm x 4.36cm 

(10.94" x 3.01" 1.72") W, D, H.
WEIGHT: 0.65kg (1.43lbs) approx.
INCLUDED ACCESSORIES: Power supply, power cord (both machines); 

C−UA/MUB−10, C−D9M/D9F−3, AD−D9F/D9F, 
C−MGM/MGM−3, C−RVM/RVM−3, 
C−DM/HM−3, BC−2T−50 (K−NET Cable) 
(SV−552ALC only).

OPTIONS: RK−551 (for installing on a 19” rack as opposed 
to mounting inside the SV−1).

SV-552/SV-552ALC (contd.)  
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SV‑301/SV‑301xl

SummitView™ Computer Graphics Video & Stereo Audio Wall Plate (with DDC or Enhanced EDID)

The SV-301 and SV-301xl are wall plates for computer graphics 
video & stereo audio signals featuring DDC (SV-301) and enhanced 
EDID (SV-301xl). The units are part of the SummitView™ media room 
solution and convert the signals to twisted pair signals to connect to 
the SV-551 or SV-552 BrainBox™ processor/controllers.

US version

European version

European version

US version

FEATURES

 ● Front Connections - 15-pin HD & unbalanced stereo audio 3.5mm.

 ● Rear Connections - 2 RJ-45 (one for AV and the other for the DDC 
data) on the US version, 1 easy-insert CAT 5 terminal on EU version 
(SV-301); 1 RJ-45 on US version, easy-insert CAT 5 terminal on EU 
version (SV-301xl).

 ● HDTV Compatible.

 ● EDID Storage (SV-301xl) - EDID information can be stored in the wall 
plate by using the FC-200 XGA EDID Copier.

 ● Power Connect™ System - Power to the unit is provided from the 
SV-551/SV-552 via the CAT 5 cable.

 ● Dimensions - 7.9cm x 3.3cm x 12.4cm (3.12" x 1.31" x 4.88") US; 
8.6cm x 3.1cm x 8.6cm (3.39" x 1.22" x 3.39") and 8cm x 3.1cm x 8cm 
(3.15" x 1.22" x 3.15") EU W, D, H.

 ● Availability - Available in white. US version includes a removable wall 
plate frame.

 ● Optional - RK-121WP 19" rack adapter.

 ● Wall Plate - 1 gang European or US (US version includes a removable 
wall plate frame).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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SV‑302

SummitView™ Composite Video, Stereo Audio & IR Wall Plate

The SV-302 is a wall plate for composite video, stereo audio and IR 
signals. The unit is part of the SummitView™ media room solution 
and converts the signals to a twisted pair signal to connect to 
the SV-551/SV-552 processor/controller.

FEATURES

 ● Front Connections - 3 RCA & mono 3.5mm (for IR emitter).

 ● Rear Connections - RJ-45 on US version, easy-insert CAT 5 terminal 
on EU version.

 ● Power Connect™ System - The SV-551/SV-552 provides power to the 
unit via the CAT 5 cable.

 ● Dimensions - 7.9cm x 2.9cm x 12.4cm (3.12" x 1.14" x 4.88") US; 
8.6cm x 2.58cm x 8.6cm (3.39" x 1.01" x 3.39") and 8cm x 2.58cm x 8cm 
(3.15" x 1.01" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter.

 ● Wall Plate - 1 gang European or US (US version includes a removable 
wall plate frame).

US version

European version

SV‑303
SummitView™ s−Video, Stereo Audio & IR Wall Plate

The SV-303 is a wall plate for s-Video (Y/C), stereo audio and IR 
signals. The unit is part of the SummitView™ media room solution 
and converts the signals to a twisted pair signal to connect to the 
SV-551 processor/controller.

FEATURES

 ● Front Connections - 4-pin (Y/C), 2 RCA & mono 3.5mm (for IR emitter).

 ● Rear Connections - RJ-45 on US version, easy-insert CAT 5 terminal 
on EU version.

 ● Power Connect™ System - The SV-551 provides power to the unit via 
the CAT 5 cable.

 ● Dimensions - 7.9cm x 2.9cm x 12.4cm (3.12" x 1.14" x 4.88") US; 
8.6cm x 2.58cm x 8.6cm (3.39" x 1.01" x 3.39") and 8cm x 2.58cm 
x 8cm (3.15" x 1.01" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter.

 ● Wall Plate - 1 gang European or US (US version includes a removable 
wall plate frame).

US version

European version

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.37

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C r o S

- r o S

C
O

N
T

R
O

L
 S

Y
S

T
E

M
S



3.12 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C O N T R O L  S Y S T E M S   S U M M I T V I E W ™  S Y S T E M   W A L L  P L A T E  I N P U T S

SV‑304
SummitView™ Component Video, S/PDIF Audio & IR Wall Plate

The SV-304 is a wall plate for component video, S/PDIF audio and 
IR signals. The unit is part of the SummitView™ media room solution 
and converts the signals to a twisted pair signal to connect to the 
SV-551 processor/controller.

FEATURES

 ● Front Connections - 4 RCA & mono 3.5mm (for IR emitter).

 ● Rear Connections - 2 RJ-45 on US version, 2 easy-insert CAT 5 
terminals on EU version (one for AV and the other for IR signals).

 ● HDTV Compatible.

 ● Power Connect™ System - The SV-551 provides power to the unit via 
the CAT 5 cable.

 ● Dimensions - 7.9cm x 2.8cm x 12.4cm (3.12" x 1.1" x 4.88") US; 15.2cm 
x 2.58cm x 8.6cm (5.98" x 1.01" x 3.39") and 15.2cm x 2.58cm x 8cm 
(5.98" x 1.01" x 3.15") EU W, D, H.

 ● Note - US version includes a removable wall plate frame.

 ● Optional - RK-2WP 19" rack adapter.

 ● Wall Plate - 2 gang European or 1 gang US.

US version

  European version

SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-RVM/RVM RCA Composite Video Cable 8.35
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SV‑305

SummitView™ Component Video, Stereo Audio & IR Wall Plate

The SV-305 is a wall plate for component video, stereo audio and IR 
signals. The unit is part of the SummitView™ media room solution 
and converts the signals to a twisted pair signal to connect to the 
SV-551 processor/controller.

FEATURES

 ● Front Connections - 5 RCA & mono 3.5mm (for IR emitter).

 ● Rear Connections - 2 RJ-45 on US version, 2 easy-insert CAT 5 
terminals on EU version (one for AV and the other for IR signals).

 ● HDTV Compatible.

 ● Power Connect™ System - The SV-551 provides power to the unit via 
the CAT 5 cable.

 ● Dimensions - 7.9cm x 2.8cm x 12.4cm (3.12" x 1.1" x 4.88") US; 15.2cm 
x 2.58cm x 8.6cm (5.98" x 1.01" x 3.39") and 15.2cm x 2.58cm x 8cm 
(5.98" x 1.01" x 3.15") EU W, D, H.

 ● Note - US version includes a removable wall plate frame.

 ● Optional - RK-2WP 19" rack adapter.

 ● Wall Plate - 2 gang European or 1 gang US.

US version

European version

SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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SV‑306

SummitView™ HDMI & IR Over Twisted Pair Wall Plate

The SV-306 is a wall plate for HDMI and IR signals. The unit is part of 
the SummitView™ media room solution and converts the signals to a 
twisted pair signal to connect to the SV-552 BrainBox™ processor/
controller.

FEATURES

 ● Front Connections - 1 HDMI and 3.5mm (for IR emitter).

 ● Rear Connections - RJ-45 on US version, easy-insert CAT 5 terminal 
on EU version.

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Power Connect™ System - Power to the unit is provided from the 
SV-552 via the CAT 5 cable.

 ● Dimensions - 7.9cm x 2.9cm x 12.4cm (3.12" x 1.14" x 4.88") US; 
8.6cm x 2.58cm x 8.6cm (3.39" x 1.01" x 3.39") and 8cm x 2.58cm 
x 8cm (3.15" x 1.01" x 3.15") EU W, D, H.

 ● Availability - Available in white. US version includes a removable wall 
plate frame.

 ● Optional - RK-121WP 19" rack adapter.

 ● Wall Plate - 1 gang European or US (US version includes a removable 
wall plate frame).

US version

European version

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO 15−pin HD & 3.5mm Stereo Audio Cable 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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SV‑1
SV-551/SV-552 Pole Mounting Kit

The SV-1 SummitView™ Mounting Kit houses the  
SV-551/SV-552 SummitView™ Processor/Switcher with 
its power supply and cables. The unit mounts above the 
projector ceiling mount bracket.

RK‑551
19−Inch Rack Adapter for the SV−551 & SV−552

The RK-551 is a 19-inch rack adapter 
for mounting the SV-551/SV-552 & 
power supply.

MT‑P6P
6-Inch Projector Mounting Pole

The MT-P6P is a 6-inch central mounting pole with cutout hole for easy installation of the SV-1 (SV-551/
SV-552 pole mounting kit). Fits any 1.5NFS  projector mounting system.

MT‑P9P
9-Inch Projector Mounting Pole

The MT-P9P is a 9-inch central mounting pole with cutout hole for easy installation of the SV-1 (SV-551/
SV-552 pole mounting kit). Fits any 1.5NFS  projector mounting system.
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RC‑2
Wall Plate - RS−232 Controller

The RC-2 is a 2-button controller that sends a series of RS-232 
commands with the push of a button. It operates serial devices such 
as projectors, displays & switchers.

FEATURES

 ● 2 Back Lit & Label Capable Buttons.

 ● 1 RS-232 Port - Controls a device via serial control protocols.

 ● Optional Ports - Add control ports with the PL-18 Control Port 
Expander.

 ● Memory - Each button can be programmed with up to four macro 
sequences.

 ● Dimensions - 7.9cm x 1.59cm x 12.4cm (3.12" x  0.63"  x 4.88") US; 
8.6cm x 1.59cm x 8.6cm (3.39" x 0.63" x 3.39") and 8cm x 1.59cm x 8cm 
(3.15" x 0.63" x 3.15") EU W, D, H.

 ● Wall Plate - 1 gang European or US.

US version

European version

TECHNICAL SPECIFICATIONS

PORT: 1 RS−232 on a terminal block connector.
POWER CONSUMPTION: 12V DC, 40mA.
DIMENSIONS: 7.9cm x 1.59cm x 12.4cm (3.12" x  0.63"  x 4.88") US; 

8.6cm x 1.59cm x 8.6cm (3.39" x 0.63" x 3.39") and  
8cm x 1.59cm x 8cm (3.15" x 0.63" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−121WP 19" rack adapter, RS−232 9−pin D−sub port 

to 3−pin terminal block connector cable.

RS-232

To power
supply

Projector

RC-2

KRAMER

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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RC‑2C

Wall Plate - RS−232 & IR Controller

The RC-2C is a 2-button controller that sends a series of RS-232 
or IR commands with the push of a button. It operates serial or 
IR-controlled devices such as projectors, displays, and switchers.

FEATURES

 ● 2 Multi-Color & Label Capable Buttons.

 ● 1 RS-232 Port - Controls a device via serial control protocols.

 ● 1 IR Port - Controls a device via IR protocols.

 ● Optional Ports - Add control ports with the PL-18 Control Port Expander.

 ● Memory - Up to 4 commands per macro and 4 toggling macros per 
button.

 ● Dimensions - 7.9cm x 1.59cm x 12.4cm (3.12" x  0.63"  x 4.88") US; 
8.6cm x 1.59cm x 8.6cm (3.39" x 0.63" x 3.39") and 8cm x 1.59cm 
x 8cm (3.15" x 0.63" x 3.15") EU W, D, H.

 ● Wall Plate - 1 gang European or US.

US version

European version

TECHNICAL SPECIFICATIONS

PORTS: 1 RS−232 on a terminal block connector; 
1 IR OUT on a terminal block connector.

POWER CONSUMPTION: 12V DC, 40mA.
DIMENSIONS: 7.9cm x 1.59cm x 12.4cm (3.12" x  0.63"  x 4.88") US; 

8.6cm x 1.59cm x 8.6cm (3.39" x 0.63" x 3.39") and 
8cm x 1.59cm x 8cm (3.15" x 0.63" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−121WP 19" rack adapter, RS−232 9−pin D−sub 

port to 3−pin terminal block connector cable 
(C−D9F/3PM−0.6).

Video
Signal

DVD

R
S
-2

3
2

To power
supply

Projector

IR

RC-2C

KRAMER

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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NEW

TECHNICAL SPECIFICATIONS

BUTTONS: 6 touch control buttons.
PORT: 1 K−NET on a 4−pin removable terminal block.
POWER CONSUMPTION: 12V DC, 100mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.9cm x 1.6cm x 11.4cm (2.72" x 0.63" x 4.5") 

W, D, H (US).
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Four M3x4mm flat head screws.
OPTIONS: K−NET cable.

RC‑43T

6−Button KNET™ Auxiliary Control Panel

The RC-43T is a 6-button auxiliary control panel that works as a 
remote control panel for master room controllers such as the SL-1 
in classrooms, boardrooms or auditoriums. The RC-43T buttons are 
touch-sensitive and give press confirmation using their LEDs.

FEATURES

 ● Front Panel Buttons - 6 configurable, touch sensitive with indicator LEDs.

 ● K-NET™ Control Channel - Provides power and control data to the wall 
plate controllers over a single cable.

 ● K-NET™ Connector - Connects to other control panels or a central 
control processor.

 ● Wall Plate - 1 gang US.
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TECHNICAL SPECIFICATIONS

INPUT: 1 IR receiver.
PORTS: 1 RS−232 on a terminal block connector; 

1 IR OUT on a terminal block connector; 
1 USB port.

POWER CONSUMPTION: 5V DC, 150mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

8.6cm x 2.06cm x 8.6cm (3.39" x 0.81" x 3.39") and 
8cm x 2.06cm x 8cm (3.15" x 0.81" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, screwdriver.
OPTIONS: RS−232 9−pin D−sub port to 3−pin terminal block 

connector cable (C−D9F/3PM−0.6).

RC‑52A

6−Button Universal Room Controller with Analog Volume Control

The RC-52A is a 6-button room controller with an analog volume 
control for multimedia rooms. It controls audio/video components 
and other room facilities such as lights and screens.

FEATURES

 ● 6 Backlit & Label Capable Buttons.

 ● Analog 10kΩ Volume Control Knob.

 ● Macro Capability - Executes multiple commands with a single press of 
a button.

 ● USB Port - For uploading configuration files and supplying DC power 
during configuration.

 ● RS-232 Port - Controls AV equipment such as projectors, flat screen 
displays, power amplifiers, switchers and scalers.

 ● IR Output Port - Additional control port for AV equipment.

 ● IR Features - Learns commands from IR remotes and functions as an 
IR repeater.

 ● Lock Out Feature - Locks and unlocks to prevent tampering.

 ● Wall Plate - 2 gang European or US.
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TECHNICAL SPECIFICATIONS

INPUT: 1 IR receiver.
PORTS: 1 RS−232 on a terminal block connector; 

1 IR OUT on a terminal block connector; 
1 USB port.

POWER 
CONSUMPTION:

5V DC, 150mA.

DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
8.6cm x 2.06cm x 8.6cm (3.39" x 0.81" x 3.39") and 
8cm x 2.06cm x 8cm (3.15" x 0.81" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, screwdriver.
OPTIONS: RK−121WP 19" rack adapter, RS−232 9−pin D−sub port to 

3−pin terminal block connector cable (C−D9F/3PM−0.6).

RC‑52N

6−Button Universal Room Controller

The RC-52N is a 6-button room controller for multimedia rooms. It 
controls audio/video components and other room facilities such as 
lights and screens.

FEATURES

 ● 6 Backlit & Label Capable Buttons.

 ● Macro Capability - Executes multiple commands with a single press of 
a button.

 ● Fast Installation - Simple mechanical design provides easy and quick 
installation in wall boxes.

 ● Internal Clock.

 ● USB Port - For uploading configuration files and supplying DC power 
during configuration.

 ● RS-232 Port - Controls AV equipment such as projectors, flat screen 
displays, power amplifiers, switchers and scalers.

 ● IR Out Port - Additional control port for AV equipment.

 ● IR Features - Learns commands from IR remotes and functions as an 
IR repeater.

 ● Lock-Out Feature - Locks and unlocks to prevent tampering.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
8.6cm x 2.06cm x 8.6cm (3.39" x 0.81" x 3.39") and 8cm x 2.06cm 
x 8cm (3.15" x 0.81" x 3.15") EU W, D, H.

 ● Wall Plate - 1 gang European or US.

US version

European version
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RC‑62L/RC‑62/RC‑62X

6−Button Room Controllers with IR Learning

The RC-62, RC-62L and RC-62X are 6-button room 
controllers for multimedia rooms. The units can function 
either as standalone controllers or as part of the 
SummitView™ system to control audio components, 
video components and other room facilities such as lights 
and screens.

FEATURES

 ● 6 Programmable Buttons - Color, back-lit & label capable.

 ● Group Labels - Programmable back-lit LCD group labels 
(RC-62L); printed group labels (RC-62); blank panel (RC-62X).

 ● Macro Capability - Carries out multiple commands with a 
single press of a button.

 ● Command Banks - Each button offers multiple layers of 
functions for alternate behavior, toggle functionality, and 
more.

 ● Internal Clock - Schedules recurring tasks, defines system 
shutdown timer for economic operation, and more.

 ● USB Port - For programming.

 ● Bidirectional RS-232 Port - Controls AV equipment such 
as projectors, LCD and PDP displays, power amplifiers, 
switchers and scalers.

 ● IR Out Port - Additional control port for AV equipment.

 ● IR Learning Function - Learns commands from IR remotes.

 ● 2 Relay Contact Closure Ports - Conveniently controls other 
room items related to the AV system such as raising and 
lowering drapes, the screen or the projector.

 ● 2 K-NET™ Connectors - Connects to other control panels 
or a central control processor.

 ● K-NET™ Control Channel - Provides power and control 
data to the wall plate controllers over a single cable.

 ● Wall Plate Size - 1 gang US (RC-62/RC-62L), 2 gang EU 
(RC-62E/RC-62EL); available in black & white.

TECHNICAL SPECIFICATIONS

PORTS: 1 RS−232 on terminal block connectors; 
2 K−NET™ on terminal block connectors; 1 USB port.

OUTPUTS: 2 relays on terminal block connectors (36V AC or 
DC, 2A, 60V AC maximum on non−inductive load); 
1 IR emitter on terminal block connectors.

POWER 
CONSUMPTION: 12V DC, 100mA.
FUSE: 500mA, FSMD 2920.
ADAPTER: SummitView™ kits: 12V, 5A; 

Independent: 12V, 500mA.
DIMENSIONS: 11.4cm x 2.9cm x 6.9cm (4.49" x 1.14" x 2.71") (US); 

15.2cm x 2.3cm x 8.6cm (5.98" x 0.9" x 3.39") or 
15.2cm x 2.3cm x 8cm (5.98" x 0.9" x 3.15") W, D, H (EU).

WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, USB cable 0.91m (3ft), screwdriver.
OPTIONS: Kramer 3.5mm to IR Emitter Control Cable 

(C−A35/IRE−10); 15m and 20m IR emitter 
extension cables.
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RC-63AX (European versions)

TECHNICAL SPECIFICATIONS

PORTS: 1 RS−232 on terminal block connectors; 
2 K−NET™ on terminal block connectors; 1 USB port.

OUTPUTS: 2 relays on terminal block connectors (36V AC or 
DC, 2A, 60V AC maximum on non−inductive load); 
1 IR emitter on terminal block connectors.

POWER 
CONSUMPTION:12V DC, 100mA.
FUSE: 500mA, FSMD 2920.
ADAPTER: SummitView™ kits: 12V, 5A;  

Independent: 12V, 500mA.
DIMENSIONS: 11.4cm x 2.9cm x 11.4cm (4.49" x 1.14" x 4.49") 

US; 15.2cm x 2.3cm x 8.6cm (5.98" x 0.9" x 3.39") 
and 15.2cm x 2.3cm x 8cm (5.98" x 0.9" x 3.15") EU 
W, D, H.

WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, USB cable 0.91m (3ft), screwdriver.
OPTIONS: Kramer 3.5mm to IR Emitter Control Cable 

(C−A35/IRE−10); 15m and 20m IR emitter 
extension cables.

RC‑63A/RC‑63AL/RC‑63AX
6−Button Room Controllers with Analog Volume Control

The RC-63A, RC-63AL and RC-63AX are 6-button room 
controllers with an analog volume knob for multimedia 
rooms. The units function either as standalone 
controllers or as part of the SummitView™ system to 
control audio components, video components and other 
room facilities such as lights and screens.

FEATURES

 ● 6 Programmable Buttons - Color, back-lit & label capable.
 ● Group Labels - Programmable back-lit LCD group labels 
(RC-63AL); printed group labels (RC-63A); blank panel 
(RC-63AX).

 ● Analog 10kΩ Volume Control Knob.
 ● Macro Capability - Carries out multiple commands with a 
single press of a button.

 ● Command Banks - Each button offers multiple layers of 
functions for alternate behavior, toggle functionality, and 
more.

 ● Internal Clock - Schedules recurring tasks, defines the system 
shutdown timer for economic operation, and more.

 ● USB Port - For programming.
 ● Bidirectional RS-232 Port - Controls AV equipment such 
as projectors, LCD and PDP displays, power amplifiers, 
switchers and scalers.

 ● IR Output Port - Additional control port for AV equipment.
 ● IR Learning Function - Learns commands from IR remotes.
 ● 2 Contact Closure Ports - Conveniently controls other room 
items related to the AV system such as raising and lowering 
drapes, the screen or the projector.

 ● 2 K-NET™ Connectors - Connect to other control panels or 
a central control processor.

 ● K-NET™ Control Channel - Provides power and control data 
to the wall plate controllers over a single cable.

 ● Wall Plate Sizes - RC-63A/RC-63AL/RC-63AX - 2 gang US, 
RC-63EA/RC-63EAL/RC-63EAX - 2 gang EU. Available in 
black & white.
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NEW

TECHNICAL SPECIFICATIONS

PORTS: 1 RS−232 on terminal block connectors, 
2 K−NET™ on terminal block connectors, 
1 USB port.

OUTPUTS: 2 relays on terminal block connectors 
(36V AC or DC, 2A, 60V AC maximum 
on non−inductive load), 
1 IR emitter on terminal block connectors.

POWER CONSUMPTION: 12V DC, 140mA.
FUSE: 500mA, FSMD 2920.
ADAPTER: SummitView™ kits: 12V, 5A; independent: 

12V, 500mA.
DIMENSIONS: 11.4cm x 2.6cm x 11.4cm 

(4.49" x 1.02" x 4.49") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply, USB cable 0.91m (3ft), 

screwdriver.
OPTIONS: RK−2WP 19" rack adapter.

RC‑63D/RC‑63DL/RC‑63DX/RC‑63DLN
6−Button Room Controllers with Digital Volume Knob

The RC-63D, RC-63DL, RC-63DX and RC-63DLN are 
6-button room controllers with a digital volume knob 
for multimedia rooms. The units can function either as 
standalone controllers or as part of the SummitView™ 
system to control audio components, video components 
and other room facilities such as lights and screens.

FEATURES

 ● 6 Programmable Buttons - Color, back-lit & label capable.
 ● Group Labels - Programmable back-lit LCD group labels 
(RC-63DL, RC-63DLN); printed group labels (RC-63D); 
blank panel (RC-63DX).

 ● Configurable Digital Volume Control Knob - For use with 
SummitView only.

 ● Macro Capability - Carries out multiple commands with a 
single press of a button.

 ● Command Banks - Each button offers multiple layers of 
functions for alternate behavior, toggle functionality, and 
more.

 ● Internal Clock - Schedules recurring tasks, define system 
shutdown timer for economic operation, and more.

 ● USB Port - For upgrading firmware.
 ● Bidirectional RS-232 Port - Controls AV equipment such 
as projectors, LCD and PDP displays, power amplifiers, 
switchers and scalers.

 ● IR Output Port - Additional control port for AV equipment.
 ● IR Learning Function - Learns commands from IR remotes.
 ● 2 Relay Contact Closure Ports - Conveniently controls other 
room items related to the AV system such as raising and 
lowering drapes, the screen or the projector.

 ● 2 K-NET™ Connectors - Connect to other control panels 
or a central control processor.

 ● K-NET™ Control Channel - Provides power and control 
data to the wall plate controllers over a single cable.

 ● Wall Plate Sizes - RC-63D/RC-63DL/RC-63DX/RC-63DLN 
- 2 gang US, RC-63ED/RC-63EDL/RC-63EDX - 2 gang EU. 
Available in black & white.
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232 on terminal block connectors; 
1 RS−485 on terminal block connectors; 
1 Ethernet RJ−45 port.

OUTPUTS: 2 relays on terminal block connectors (36V AC or DC, 
2A, 60V AC maximum on non−inductive load); 
2 IR emitters on terminal block connectors.

POWER CONSUMPTION:12V DC, 155mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

15.1cm x 3.14cm x 8.6cm (5.94" x 1.23" x 3.39") and 
15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED  
ACCESSORIES:

 
Kramer 3.5mm to IR Emitter Control Cable 
(C−A35/IRE−10), power supply, two extra M3x5 screws, 
Java based control software (internal), Kramer's 
Windows®−based configuration software.

OPTIONS: RK−2WP 19" rack adapter.

RC‑6iR

6−Button Universal Room Controller with IR Learning

The RC-6iR is a 6-button room controller for multimedia rooms. 
It controls audio components, video components, and other room 
facilities such as lights and screens.

FEATURES

 ● 6 Back Lit & Label Capable Buttons - Up to 15 commands per macro 
and 4 toggling macros per button.

 ● Ethernet Port - Allows for easy setup with Kramer's Windows®-based 
configuration software from an Internet connection anywhere in the 
world. Note: Although under certain conditions the Ethernet port of 
the RC-6IR may be used to control an AV product, it is not designed 
for this purpose and we do not recommend doing this.

 ● 2 IR Ports.

 ● IR Learning Function - Learn commands from IR remotes.

 ● 2 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● 2 Bidirectional RS-232 and 1 RS-485 Ports - Control up to three 
additional devices via serial control protocols.

 ● Lock-Out Feature - Locks and unlocks to prevent tampering.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
15.1cm x 3.14cm x 8.6cm (5.94" x 1.23" x 3.39") and 15.1cm x 
3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or 1 gang US.
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TECHNICAL SPECIFICATIONS

PORTS: 3 RS−232, 1 RS−485, 2 GPI/O and 2 K−NET on terminal 
block connectors; Ethernet on an RJ−45 connector; 
1 infrared sensor, 1 USB for programming.

OUTPUTS: 2 IR, 4 relays (36V AC or DC, 2A, 60V AC maximum on 
non−inductive load).

DEFAULT IP SETTINGS: IP number 192.168.1.39; Mask - 255.255.0.0; 
Gateway - 0.0.0.0.

POWER CONSUMPTION: 12V DC, 570mA.
DIMENSIONS: 16.2cm x 2.6cm x 11.4 (6.4" x 1.0” x 4.5") W, D, H
WEIGHT: 0.6kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply, mud ring.
OPTIONS: IR emitter cables.

RC‑74DL
12−Button Master Room Controller with Digital Volume Knob

The RC-74DL is a 12-button master room controller with a digital 
volume knob for multimedia rooms. The unit can function either as 
a standalone controller or as part of a more complex room control 
system to control audio components, video components and other 
room facilities such as lights and screens.

FEATURES

 ● 12 Programmable Buttons - 3 groups; color, back-lit & label capable.

 ● Configurable Digital Volume Control Knob.

 ● Programmable Back-Lit LCD Group Labels.

 ● Macro Capability - Carries out multiple commands with a single press 
of a button.

 ● Command Banks - Each button offers multiple layers of functions for 
alternate behavior, toggle functionality, and more.

 ● 1 USB Port - For programming.

 ● 3 Bidirectional RS-232 Ports - Control AV equipment such as 
projectors, LCD and PDP displays, power amplifiers, switchers and 
scalers.

 ● 2 IR Outputs - Additional control port for AV equipment.

 ● IR Learning Function - Learns commands from IR remotes.

 ● 4 Contact Closure Ports - Conveniently control other room items related 
to the AV system such as raising and lowering drapes, the screen or 
the projector.

 ● 2 GPI/O Ports - General purpose I/O ports that can be configured by 
K-Config as digital inputs, digital outputs or analog inputs for interfacing 
with a variety of devices such as sensors, switches, LEDs, or relays.

 ● 2 K-NET™ Connectors - Connect to other control panels or a central 
control processor.

 ● K-NET™ Control Channel - Provides power and control data to the wall 
plate controllers over a single cable.

 ● Kramer Site-CTRL Compatible - For network remote control and 
management using Kramer Site-CTRL software over the Ethernet port.

 ● Configured with Kramer K-Config Software.

 ● Mud Ring Supplied for Easy Installation.

 ● Dimensions - 16.2cm x 2.6cm x 11.4 (6.4" x 1.0” x 4.5") W, D, H.

 ● Wall Plate - 3  gang US.
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232, 1 RS−485, 1 GPI/O and 1 K−NET 
on terminal block connectors; 
1 Ethernet on an RJ−45 connector; 
1 USB for programming.

OUTPUTS: 2 IR, 2 relays (36V AC or DC, 2A, 60VAC maximum 
on non−inductive load) and 1 GPI/O on terminal block 
connectors.

DEFAULT IP SETTINGS: IP number − 192.168.1.39; 
Mask - 255.255.0.0; Gateway - 0.0.0.0.

POWER CONSUMPTION: 12V DC, 260mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 7.9cm x 2.8cm x 12.4cm (3.1" x 1.1” x 4.9") W, D, H 

(with wall plate).
WEIGHT: 0.6kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: Kramer's Merten system M compatible on−the−wall 

box OWB−2G/M

RC‑76M/RC‑712M

6/12−Button Master Room Controller

The RC-76M and RC-712M are six and twelve-button master room 
controllers for multimedia rooms. The units can function either as 
a standalone controller or as part of a more complex room control 
system that controls audio components, video components and other 
room facilities such as lights and screens. They are compatible with 
Merten System M wall boxes.

FEATURES

 ● 6/12 Programmable Buttons - Color, back-lit & label capable.

 ● Macro Capability - Carries out multiple commands with a single press of 
a button.

 ● Command Banks - Each button offers multiple layers of functions for 
alternate behavior, toggle functionality, and more.

 ● 1 GPI/O Port - Can be configured by K-Config as a digital input, digital 
output or analog input for interfacing with a variety of devices such as 
sensors, switches, LEDs, or relays.

 ● 2 Bidirectional RS-232 Ports - Control AV equipment such as projectors, 
LCD and PDP displays, power amplifiers, switchers and scalers.

 ● 2 Relay Contact Closure Ports - Control other room items related to the 
AV system, such as, raising and lowering drapes, a screen or a projector.

 ● 2 IR Control Ports - With an IR learning receiver behind the front plate 
that learns commands from any IR remote.

 ● 1 RS-485 Port.

 ● Kramer Site-CTRL Compatibility - For network remote control and 
management over the Ethernet port.

 ● K-NET™ Control Channel - Connects compatible user interfaces, supply 
power and control data over a single cable.

 ● Flexible Control - Via Ethernet and K-NET.

 ● Wall Plate - 2 gang European.
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BC-2T Stereo Audio/Control Bulk Cable 8.19
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232, 1 RS−485, 1 GPI/O and 1 K−NET on 
terminal block connectors; 
1 Ethernet on an RJ−45 connector; 
1 USB for programming.

OUTPUTS: 2 IR, 2 relays (36V AC or DC, 2A, 60VAC maximum 
on non−inductive load) and 1 GPI/O on terminal block 
connectors.

DEFAULT IP SETTINGS: IP number − 192.168.1.39; Mask - 255.255.0.0; 
Gateway - 0.0.0.0.

POWER CONSUMPTION: 12V DC, 260mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 7.9cm x 2.8cm x 12.4cm (3.1" x 1.1” x 4.9") W, D, H 

(with wall plate).
WEIGHT: 0.6kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply, black and white front plates, black and 

white Decora frames.
OPTIONS: T−RC−76R and T−RC−78R for mounting the units in a 

Kramer TBUS

RC‑76R/RC‑78R

6/8−Button Master Room Controller

The RC-76R and RC-78R are six and eight-button master room 
controllers for multimedia rooms. The units can function either as 
a standalone controller or as part of a more complex room control 
system that controls audio components, video components and other 
room facilities such as lights and screens. They are compatible with 
Decora wall boxes.

FEATURES

 ● 6/8 Configurable Buttons - Color, back-lit & label capable.

 ● Macro Capability - Carries out multiple commands with a single press 
of a button.

 ● Command Banks - Each button offers multiple layers of functions for 
alternate behavior, toggle functionality, and more.

 ● 1 GPI/O Port - Can be configured by K-Config as a digital input, digital 
output or analog input for interfacing with a variety of devices such as 
sensors, switches, LEDs, or relays.

 ● 2 Bidirectional RS-232 Ports - Control AV equipment such as 
projectors, LCD and PDP displays, power amplifiers, switchers and 
scalers.

 ● 2 Relay Contact Closure Ports - Control other room items related to 
the AV system, such as, raising and lowering drapes, a screen or a 
projector.

 ● 2 IR Control Ports - With an IR learning receiver behind the front plate 
that learns commands from any IR remote.

 ● 1 RS-485 Port.

 ● Kramer Site-CTRL Compatibility - For network remote control and 
management over the Ethernet port.

 ● K-NET™ Control Channel - Connects compatible user interfaces, supply 
power and control data over a single cable.

 ● Flexible Control - Via Ethernet and K-NET.

 ● Wall Plate - 1 gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

PORTS: 2 bidirectional RS−232 on terminal block connectors; 
1 RS−485 on a terminal block connector; configuration 
jack connector for RS−232 configuration and control.

OUTPUTS: 4 (2x2) IR emitters on terminal block connectors.
POWER CONSUMPTION: 12V DC, 155mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU 
W, D, H.

WEIGHT: 0.3 kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, Kramer's Windows®−based configuration 

software, configuration cable.
OPTIONS: RK−2WP 19" rack adapter, dual IR emitter cable, single 

IR emitter cable, IR extension cable, configuration cable.

RC‑7B

7−Button Media & Room Controller Wall Plate with IR Learning

The RC-7B is a 7-button media/room controller for multimedia 
rooms. It controls audio and video components.

FEATURES

 ● 7 Back-Lit Buttons - On, Off, Volume (Up/Down), PC, DVD, & VCR each 
of which can execute up to 15 commands per button.

 ● IR Learning Function - Learn commands from any IR remote.

 ● 4 IR Emitters - Two IR ports, each of which has two branches.

 ● 2 Bidirectional RS-232 Ports.

 ● 1 RS-485 Port.

 ● Convenient Configuration - Unit configuration via front panel.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or 1 gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18
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C O N T R O L  S Y S T E M S  M E D I A  &  R O O M  C O N T R O L L E R S

TECHNICAL SPECIFICATIONS

PORTS: 2 bidirectional RS−232 on terminal block connectors, 
1 RS−485 on a terminal block connector, configuration 
jack connector for RS−232 configuration and control.

OUTPUTS: 4 relays on terminal block connectors (36V AC or DC, 
2A, 60V AC maximum on non−inductive load); 
4 (2x2) IR emitters on terminal block connectors.

POWER CONSUMPTION:12V DC, 155mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, Kramer's Windows®−based configuration 
software, configuration cable.

OPTIONS: RK−2WP 19" rack adapter, dual IR emitter cable, single IR 
emitter cable, IR extension cable, configuration cable.

RC‑7LC
5−Button Media & Room Controller Wall Plate with IR Learning

The RC-7LC is a 5-button and one rotary knob media/room 
controller for multimedia rooms. It controls audio components, video 
components and other room facilities, such as lights and screens.

FEATURES

 ● 5 Back-Lit Buttons - On, Off, PC, DVD, & VCR each of which can 
execute up to 15 commands per button.

 ● IR Learning Function - Learn commands from any IR remote.

 ● 4 IR Emitters - Two IR ports, each of which has two branches.

 ● 2 Bidirectional RS-232 Ports.

 ● 1 RS-485 Port.

 ● 4 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● 1 Rotary Knob - For analog volume control.

 ● Convenient Configuration - Unit configuration via front panel.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or 1 gang US.

Power
Amplifier

Screen

Laptop

DVD
Player

Video
Player

Lighting 
System Projector

Rela
y

Rela
y

VGA

R
S
-2

3
2

IR

IR

Audio

Audio

CV

Y/C

A
ud

io

Volume Control

European version

US version

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

PORTS: 2 bidirectional RS−232 on terminal block connectors; 
1 RS−485 on a terminal block connector; configuration jack 
connector for RS−232 configuration and control.

OUTPUTS: 4 relays on terminal block connectors (36V AC or DC, 2A, 
60V AC maximum on non−inductive load); 
4 (2x2) IR emitters on terminal block connectors.

POWER 
CONSUMPTION: 12V DC, 155mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.
WEIGHT: 0.3 kg (0.67lbs) approx.
INCLUDED  
ACCESSORIES: Power supply, Kramer's Windows®−based configuration software, 

configuration cable.
OPTIONS: RK−2WP 19" rack adapter, dual IR emitter cable, single IR emitter 

cable, IR extension cable, configuration cable.

RC‑7RL

7−Button Media & Room Controller Wall Plate with IR Learning

The RC-7RL is a 7-button media/room controller for multimedia 
rooms. It controls audio components, video components and other 
room facilities, such as lights and screens.

FEATURES

 ● 7 Back-Lit Buttons - On, Off, Volume (Up/Down), PC, DVD, & VCR each 
of which can execute up to 15 commands per button.

 ● IR Learning Function - Learns commands from any IR remote.

 ● 4 IR Emitters - Two IR ports, each of which has two branches.

 ● 2 Bidirectional RS-232 Ports.

 ● 1 RS-485 Port.

 ● 4 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● Convenient Configuration - Unit configuration via front panel.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or 1 gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232 on terminal block connectors, 
1 RS−485 on terminal block connectors, 
1 Ethernet RJ−45 port, 2 IR.

OUTPUTS: 2 relays on terminal block connectors (36V AC or DC, 2A, 
60V AC maximum on non−inductive load), 
2 IR emitters on terminal block connectors.

POWER CONSUMPTION: 12V DC, 155mA.
DIMENSIONS: 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 

15.1cm x 3.14cm x 8.6cm (5.94" x 1.23" x 3.39") and 
15.1cm x 3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, Java based control software (internal), 

Kramer's Windows®−based configuration software.
OPTIONS: RK−2WP 19" rack adapter, dual IR emitter cable, single 

IR emitter cable, IR extension cable.

RC‑8iR
8−Button Universal Room Controller with IR Learning

The RC-8iR is an 8-button room controller for multimedia rooms. 
It controls audio components, video components and other room 
facilities such as lights and screens.

FEATURES

 ● 8 Back Lit & Label Capable Buttons - Up to 15 commands per macro 
and 4 toggling macros per button.

 ● Ethernet Port - Allows for easy setup with Kramer's Windows®-based 
configuration software from an internet connection anywhere in the 
world. Note: Although under certain conditions the Ethernet port of 
the RC-8IR may be used to control an AV product, it is not designed 
for this purpose and we do not recommend doing this.

 ● 2 IR Ports.

 ● IR Learning Function - Learn commands from IR remotes.

 ● 2 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● 2 Bidirectional RS-232 and 1 RS-485 Ports - Control up to three 
additional devices via serial control protocols.

 ● Lock Out Feature - Locks and unlocks to prevent tampering.

 ● Dimensions - 6.9cm x 3.14cm x 11.4cm (2.71" x 1.23" x 4.49") US; 
15.1cm x 3.14cm x 8.6cm (5.94" x 1.23" x 3.39") and 15.1cm x 
3.14cm x 8.0cm (5.94" x 1.23" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or 1 gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on an RCA connector; 
2 VGA (PC) on 15−pin HD connectors; 
2 unbalanced stereo audio on 3.5mm mini jacks; 
1 unbalanced audio on 2 RCA connectors; 
1 condenser/dynamic microphone on a 3.5mm mini jack.

OUTPUTS: 1 video out 2−pin terminal block connector, 
2 audio out 3−pin terminal block connector unbalanced stereo 
audio, 1 VGA (PC) out 10−pin terminal block connector.

PORTS: Ethernet, 1 IR out on terminal block connectors, 
1 RS−232 on terminal block connectors, 1 USB connector.

SUPPORTED RS-232  
BAUD RATES: Up to 115200.
SUPPORTED 
RESOLUTIONS:

640x480px60Hz (IBM VGA), 640x480px67Hz (Apple 
Mac II), 640x480px72Hz (VESA), 640x480px75Hz 
(VESA), 800x600px56Hz (VESA), 800x 600px60Hz 
(VESA), 800x600px72Hz (VESA), 800x600px75Hz (VESA), 
1024x768px60Hz  (VESA), 1024x768px70Hz (VESA), 
1024x768px75Hz (VESA), 1280x1024px75Hz (VESA), 
1280x1024px60Hz (VESA STD), 1280x960px60Hz (VESA STD), 
1400x1050px60Hz (VESA STD), 1440x900px60Hz (VESA 
STD), 1600x1200px60Hz (VESA STD).

POWER 
CONSUMPTION: 12V, 5A.
DIMENSIONS: 16.2cm x 3.36cm x 11.4cm (6.38" x 1.32" x 4.49") US W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, screwdriver, mud ring.
OPTIONS: USB cable 0.91m (3ft), WP−500 installation cable, 

FC−200 XGA EDID Copier.

WP‑500
Active Wall Plate Solution for Simple Room Control & Signal Switching

The WP-500 is a switcher for computer graphics video, composite video, 
stereo audio and microphone signals. It routes one of three AV input 
sources to a display and controls the display by IR or RS-232 commands.

FEATURES

 ● Front Panel Connections - 2 computer graphics video on 15-pin HD 
connectors, each with unbalanced stereo on 3.5mm connectors; 
1 composite video with unbalanced stereo on RCA connectors;  
1 microphone input on a 3.5mm connector.

 ● Rear Panel Connections - 1 RGBHV, 1 composite video, 2 audio outputs 
on terminal block connectors.

 ● Controls - 2 volume control knobs: 1 audio and 1 microphone; 
front panel buttons: 1 projector power and 3 input selection. Each 
programmable button performs command macros such as changing 
projector inputs.

 ● Display Control Ports - IR and bidirectional RS-232 for controlling the 
display device.

 ● Kramer Site-CTRL™ Compatible - For network remote control and 
management using Kramer Site-CTRL software over the Ethernet port.

 ● Mud Ring Supplied for Easy Installation.

 ● Dimensions - 16.2cm x 3.36cm x 11.4cm (6.38" x 1.32" x 4.49") US 
W, D, H.

 ● Wall Plate - 3  gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-MH1/MH1
15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ 
Multi−Head Cable

8.32

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on an RCA connector; 
2 VGA (PC) on 15−pin HD connectors; 
2 unbalanced stereo audio on 3.5mm mini jacks; 
1 unbalanced stereo audio on 2 RCA connectors; 
1 condenser/dynamic microphone on a 3.5mm mini jack.

OUTPUTS: 1 video out 2−pin terminal block connector, 2 audio out 
3−pin terminal block connector unbalanced stereo audio, 
1 VGA (PC) out 10−pin terminal block connector.

PORTS: Ethernet, 1 IR out on terminal block connectors, 
1 RS−232 on terminal block connectors, 1 USB connector.

SUPPORTED RS-232 
BAUD RATES: Up to 115200.
SUPPORTED 
RESOLUTIONS:

640x480px60Hz (IBM VGA), 640x480px67Hz (Apple Mac II), 
640x480px72Hz (VESA), 640x480px75Hz (VESA), 
800x600px56Hz (VESA), 800x 600px60Hz (VESA), 
800x600px72Hz (VESA), 800x600px75Hz (VESA), 
1024x768px60Hz  (VESA), 1024x768px70Hz (VESA), 
1024x768px75Hz (VESA), 1280x1024px75Hz (VESA), 
1280x1024px60Hz (VESA STD), 1280x960px60Hz (VESA 
STD), 1400x1050px60Hz (VESA STD), 1440x900px60Hz 
(VESA STD), 1600x1200px60Hz (VESA STD).

POWER CONSUMPTION:12V, 5A.
DIMENSIONS: 16.2cm x 3.36cm x 11.4cm (6.38" x 1.32" x 4.49") US W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, screwdriver, mud ring.
OPTIONS: USB cable 0.91m (3ft), WP−500 installation cable.

WP‑501
Active Wall Plate Solution for Simple Room Control & Signal Switching

The WP-501 is a switcher for computer graphics video, composite 
video, stereo audio and microphone signals. It routes one of three 
AV input sources (one front & two rear) to a display and controls 
the display by IR or RS-232 commands. With some of its input 
connectors on the back panel, it perfectly fits rooms with permanently 
installed PCs and video sources.

FEATURES

 ● Front Panel Connections - Inputs: 1 computer graphics video on a 
15-pin HD connector, unbalanced stereo & 1 microphone on 3.5mm 
mini jacks.

 ● Rear Panel Connections - Inputs: 1 computer graphics video with 
unbalanced stereo, 1 composite video and stereo audio on terminal 
blocks; Outputs: 1 composite video, 1 computer graphics video and 2 
audio outputs on terminal blocks; 2 relays & 1 IR on terminal blocks; 
1 Ethernet on an RJ-45 connection.

 ● Controls - 2 volume control knobs: 1 audio and 1 microphone; 
front panel buttons: 1 projector power and 3 input selection. Each 
programmable button performs command macros such as changing 
projector inputs; 2 low voltage relays.

 ● Display Control Ports - IR and bidirectional RS-232 for controlling the 
display device.

 ● EDID Storage - EDID information can be stored and modified from a PC 
using EDID Designer software.

 ● Kramer Site-CTRL™ Compatible - For network remote control and 
management using Kramer Site-CTRL software over the Ethernet port.

 ● Mud Ring Supplied for Easy Installation.

 ● Dimensions - 16.2cm x 3.36cm x 11.4cm (6.38" x 1.32" x 4.49") 
US W, D, H.

 ● Colors - Available in white, black, gray and brushed aluminum.

 ● Wall Plate - 3  gang US.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19

$ 8 U e H S

C
O

N
T

R
O

L
 S

Y
S

T
E

M
S



3.34 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C O N T R O L  S Y S T E M S   C O N T R O L  P R O C E S S O R S

TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232 and 1 K−NET™ on terminal block connectors; 
1 Ethernet on an RJ−45 connector; 
1 infrared sensor, 1 infrared on a 3.5mm mini jack connector; 
1 USB for programming.

OUTPUTS: 2 infrared and 3 relays (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load) on terminal block 
connectors.

DEFAULT IP SETTINGS: IP number − 192.168.1.39; Mask - 255.255.0.0; 
Gateway - 0.0.0.0.

INDICATORS: LED indicator for each function.
POWER CONSUMPTION:12V DC, 2A (from power supply) or 12V DC over K−NET™ 

connection.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED 
ACCESSORIES: Power supply, screwdriver.
OPTIONS: RK−3T 19” rack adapter, RC−4 remote controller.

SL‑1
Master Room Controller

The SL-1 is a master room controller. It controls audio components, 
video components and other room facilities such as lights and 
screens.

FEATURES

 ● 2 Bidirectional RS-232 Ports - Control AV equipment such as 
projectors, LCD and PDP displays, power amplifiers, switchers and 
scalers.

 ● 3 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● IR Control - 1 input (3.5mm) & 2 outputs (terminal blocks).

 ● IR Learning Function - Learns commands from any IR remote.

 ● Kramer Site-CTRL™ Compatible - For network remote control and 
management using Kramer Site-CTRL software over the Ethernet port.

 ● K-NET™ Control Channel - For connecting compatible user interfaces 
and supplying power and control data over a single cable.

 ● USB Port - For uploading configuration file.

 ● Flexible Control - Ethernet, K-NET™, IR sensor and external IR 
commands.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232, RS−485, 2 GPI/O and K−NET™ on terminal 
block connectors; 
1 Ethernet on an RJ−45 connector; 
1 infrared built−in receiver, 
1 infrared on a 3.5mm mini jack; 1 USB for programming.

OUTPUTS: 3 infrared, 5 relays (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load).

DEFAULT IP SETTINGS: IP number − 192.168.1.39; Mask - 255.255.0.0; 
Gateway - 0.0.0.0.

INDICATORS: LED indicator for each function.
POWER CONSUMPTION: 12V DC, 550mA.
DIMENSIONS: 14.3cm x 12.2cm x 4.4cm (5.6" x 4.8" x 1.7") W, D, H.
WEIGHT: 0.6kg (1.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−13 19” rack adapter, RC−4 remote controller, IR 

emitter cables, IR sensor cable.

SL‑10
Master Room Controller

The SL-10 is a master room controller. It controls audio components, 
video components and other room facilities such as lights and 
screens.

FEATURES

 ● 1 Ethernet Port - For controlling several AV products over ETH.

 ● 2 General Purpose I/O Ports - Can be configured as analog inputs, 
digital inputs, or digital outputs for interfacing with a variety of devices 
such as sensors, switches, LEDs, and relays.

 ● 2 Bidirectional RS-232 Ports - Control AV equipment such as 
projectors, LCD and PDP displays, power amplifiers, switchers and 
scalers.

 ● 5 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● IR Control - 2 inputs (1 built-in receiver and 1 on a 3.5mm mini jack) 
and 3 outputs (on terminal blocks).

 ● IR Learning Function - Learns commands from any IR remote for 
customized control of external sources.

 ● 1 RS-485 Serial Port.

 ● Kramer Site-CTRL™ Compatible - For network remote control and 
management using Kramer Site-CTRL software over the Ethernet port.

 ● K-NET™ Control Channel - For connecting compatible user interfaces 
and supplying power and control data over a single cable.

 ● USB Port - For uploading configuration file.

 ● Status LEDs - 5 relay, 4 IR, 2 general purpose, Ethernet, K-NET™, 
RS-485 and RS-232.

 ● Compact MultiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-13 rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

PORTS: 4 RS−232, RS−485, 4 GPI/O and K−NET™ on terminal 
block connectors; 1 Ethernet on an RJ−45 connector; 
1 infrared built−in receiver, 2 infrared on 3.5mm mini 
jacks; 1 USB for programming.

OUTPUTS: 4 infrared, 8 relays (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load).

DEFAULT IP SETTINGS: IP number − 192.168.1.39; Mask - 255.255.0.0; 
Gateway - 0.0.0.0.

INDICATORS: LED indicator for each function.
POWER CONSUMPTION: 12V DC, 550mA.
DIMENSIONS: 14.3cm x 12.2cm x 4.4cm (5.6" x 4.8" x 1.7") W, D, H.
WEIGHT: 0.6kg (1.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−13 19” rack adapter, RC−4 remote controller, IR 

emitter cables.

SL‑12
Master Room Controller

The SL-12 is a highly versatile control processor for AV equipment —
especially projectors and associated equipment in any room (such as 
classrooms, boardrooms, or auditoriums). It streamlines operations 
and simplifies control by integrating audio, video, and computer-video 
sources into a centralized system.

FEATURES

 ● 1 Ethernet Port - For controlling several AV products over ETH.

 ● 4 General Purpose I/O Ports - Can be configured as analog inputs, 
digital inputs, or digital outputs for interfacing with a variety of devices 
such as sensors, switches, LEDs, and relays.

 ● 4 Bidirectional RS-232 Ports - Control AV equipment such as 
projectors, LCD and PDP displays, power amplifiers, switchers and 
scalers.

 ● 8 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● IR Control - 3 inputs (1 built-in receiver and 2 on 3.5mm mini jacks) & 
4 outputs (on terminal blocks).

 ● IR Learning Function - Learns commands from any IR remote for 
customized control of external sources.

 ● 1 RS-485 Serial Port.

 ● Kramer Site-CTRL™ Compatible - For remote control and management 
of networks over the Ethernet port using Kramer Site-CTRL software.

 ● K-NET™ Control Channel - For connecting compatible user interfaces 
and supplying power and control data over a single cable.

 ● USB Port - For uploading configuration file.

 ● Flexible Control - Ethernet, K-NET™, RS-485, IR sensor and external 
IR commands.

 ● Compact MultiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-13 rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

PORTS: K−NET™, 6 RS−232 and 1 GPI/O on 
terminal block connectors, 
Ethernet on RJ−45 connector, 1 infrared.

OUTPUTS: 2 relays (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load) and 
2 IR ports on terminal block connectors.

POWER CONSUMPTION: 100−240V AC, 22VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 48.26cm x 11.5cm x 1U 

(19" x 4.5" x 1U) W, D, H.
WEIGHT: 0.6kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
OPTIONS: RC−3TB Remote Control Panel, 

IR emitter cables.

SL‑14RCN
12−Button Master Room Controller with USB Port

The SL-14RCN is a highly versatile master room 
controller that acts as an all-in-one extended remote 
control panel for AV equipment. Optional 3-button remote 
control panels duplicate the functionality of its front panel 
push buttons.

FEATURES

 ● 12 Configurable Front Panel Pushbuttons.

 ● 1 General Purpose I/O Port - Configures as an analog 
input, digital input, or digital output for interfacing with a 
variety of devices such as sensors, switches, LEDs, and 
relays.

 ● 6 Bidirectional RS-232 Ports - Control AV equipment such 
as projectors, LCD and PDP displays, power amplifiers, 
switchers and scalers.

 ● 2 Relay Contacts - Control other room items related to the 
AV system, such as raising and lowering drapes, screen 
or projector.

 ● 2 Output IR Control.

 ● USB Port - On back panel for device configuration.

 ● IR Learning Function - Learns commands from any IR 
remote.

 ● Kramer Site-CTRL™  Compatibility - Works with Kramer 
Site-CTRL™ software for network remote control and 
management over the Ethernet port.

 ● K-NET™ Control Channel - Connects to RC-3TB Remote 
Control Panels or to compatible user interfaces and 
supplies power and control data over a single cable.

 ● Flexible Control Options - Via front panel, RC-3TB/RC-3TBU 
dedicated Remote Control Panel, Ethernet and K-NET™.

 ● Standard 19" (1U). Rack "ears" included.
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SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

DIMENSIONS: 8.9cm x 2.1cm x 2.3cm (3.5" x 0.8" x 0.9”) W, D, H.

WEIGHT: 0.1kg (0.22lbs) approx.

RC‑3TBU
3−Button Remote Control Panel with USB

The RC-3TBU remotely replicates the buttons of the 
SL-14RC/SL-14RCN master room controller.

FEATURES

 ● K-NET™ Control Channel - For connecting individual and daisy-chaining 
multiple panels.

 ● Configurable Button Assignments - Via USB connector and application 
software.

 ● Long Insert. Installs in K-POD301, TBUS-10 or T1AF-14L.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

# T

TECHNICAL SPECIFICATIONS

PORTS: 2 K−NET™ on terminal block connectors, 1 USB connector, 
1 RS−232 on terminal block connectors (factory use only).

POWER CONSUMPTION: 12V DC, 140mA over K−NET™.
FUSE: 500mA, FSMD 1812.
ADAPTER: SummitView™ kits: 12V, 5A.
DIMENSIONS: 11.4cm x 2.6cm x 11.4cm (4.49" x 1.02" x 4.49")US; 

15.2cm x 1.9cm x 8.6cm (5.98" x 0.75" x 3.39") and 
15.2cm x 1.9cm x 8cm (5.98" x 0.75" x 3.15") EU W, D, H.

WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED 
ACCESSORIES: Screwdriver.
OPTIONS: RK−2WP 19" rack adapter, power supply.

RC‑53D
6−Button K−NET™ Auxiliary Control Panel

The RC-53D is a 6-button auxiliary control panel. It works with master 
room controllers such as the SL Series Master Room Controllers via 
the K-NET™ communication link to extend control of AV equipment 
in any room.

FEATURES

 ● 6 Backlit & Label Capable Buttons.
 ● Programmable Backlit LCD Group Labels.
 ● Controls - Digital volume control adjustment knob with volume LED 
indicators.

 ● 2 K-NET™ Connectors - Connects to other control panels or a central 
control processor.

 ● K-NET™ Control Channel - Provides power and control data to the wall 
plate controllers over a single cable.

 ● USB Port - For firmware upgrade.
 ● Dimensions - 11.4cm x 2.6cm x 11.4cm (4.49" x 1.02" x 4.49")US; 
15.2cm x 1.9cm x 8.6cm (5.98" x 0.75" x 3.39") and 15.2cm x 1.9cm 
x 8cm (5.98" x 0.75" x 3.15") EU W, D, H.

 ● Wall Plate - 2 gang European or US.

European versions

US versions

SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

PORTS: 2 K−NET on terminal block connectors, 
1 USB for programming.

POWER CONSUMPTION: 12V DC, 420mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 16.2cm x 2.6cm x 11.4 (6.4" x 1.0" x 4.5") W, D, H.
WEIGHT: 0.6kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.

RC‑54DL
12−Button KNET™ Auxiliary Control Panel

The RC-54DL is a 12-button auxiliary control panel that works as 
a remote control panel for master room controllers such as the 
RC-74DL in classrooms, boardrooms or auditoriums.

FEATURES

 ● Front Panel Buttons - 12 configurable, RGB backlit in three groups.

 ● Controls - 1 configurable rotary up/down control knob with direction 
indicator LEDs.

 ● 2 K-NET™ Connectors - Connect to other control panels or a central 
control processor.

 ● K-NET™ Control Channel - Provides power and control data to the wall 
plate controllers over a single cable.

 ● USB Port - For upgrading firmware and setting the K-Net ID number.

 ● Dimensions - 16.2cm x 2.6cm x 11.4 (6.4" x 1.0” x 4.5") W, D, H.

 ● Wall Plate - 3  gang US.

To SL-12
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SUGGESTED CABLES ‑ For complete list see our Web site.
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TECHNICAL SPECIFICATIONS

PORTS: 2 K−NET on terminal block connectors, 
1 USB for programming.

CONTROLS: 2 buttons (RC−5B2), 4 buttons (RC−5B4).
POWER CONSUMPTION: 5V DC, 40mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 5cm x 2.4cm x 4.7cm (1.97" x 0.94" 1.85") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.

RC‑5B2/RC‑5B4
2/4 −Button Auxiliary Control Panel Inserts

The RC-5B2 and RC-5B4 are dual insert, auxiliary control panels 
with RGB buttons. They can be used as auxiliary controllers when 
connected via K-NET™ to a master room controller, such as the 
SV-552 SummitView™ Processor/Switcher or one of the Kramer SL 
series controllers.

FEATURES

 ● 2/4 Button Faceplate - With backlit, configurable RGB buttons.

 ● K-NET™ Control Channel - For connecting individual and daisy-chaining 
multiple panels.

 ● K-Config Installation and Configuration.

 ● Dimensions - 5cm x 2.4cm x 4.7cm (1.97" x 0.94" 1.85") W, D, H.

 ● Compatibility - Can be used in any compatible opening: wall boxes, 
TBUS, etc.

 ● Colors - Supplied with black and white front plates.

 ● Wall Plate Insert - Dual slot.

SUGGESTED CABLES ‑ For complete list see our Web site.
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NEW

TECHNICAL SPECIFICATIONS

PORTS: Ports: 8 RS−232 serial data connections on 3−pin 
terminal blocks, 1 Ethernet on an RJ−45 connector, 
1 RS−232 control port on a 3−pin terminal block. 
Data: 32 RS−232 serial ports on 3−pin terminal 
blocks, 1 RS−232/RS−485 dual−use port on a 3−pin 
terminal block.

RS-232 COMMUNICATION: Transparent up to 115200bps.
SUPPORTED WEB 
BROWSERS:

Microsoft IE V9.0 and higher, Google Chrome, 
Firefox V3.0 and higher.

OVERALL DEVICE 
BAUDRATE SUPPORT: 310kbps.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 17VA.
CONTROLS: Front panel buttons, RS−232, RS−485, Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.24” x 1U (W, D, H).
WEIGHT: 1.48kg (3.26lbs) approx.
ACCESSORIES: Power cord, rack ”ears”.

FC‑132ETH
Advanced Serial Communication Matrix

The FC-132ETH is an advanced converter for RS-232 serial control 
signals to and from the Ethernet. It has 33 RS-232 ports (one of them 
can be used as RS-485) to which serial data can be injected from eight 
RS-232 ports or from a configured ETH connection. Depending on the 
routing of the matrix, one-to-one bidirectional communication or one-
to-many unidirectional communication are supported. The FC-132ETH 
is setup via easy-to-use, feature-loaded Web pages, supported on all 
major browsers, making it possible to access from mobile devices, PCs 
and MACs.

FEATURES

 ● Ports - RS-232, RS-485, and Ethernet.

 ● Companion Devices - Used as a data handling companion 
for the VS-1616D and VS-3232DN routers.

 ● Baud Rates - All common baud rates up to 115200 are 
supported.

 ● Communications - Unidirectional and bidirectional 
supported, dependent on the routing state.

 ● Built-In Web Page Server - For easy configuration.

 ● Event Logs.

 ● Control - Front panel, RS-232, ETH, Web pages.

 ● Standard 19" (1U). Rack "ears" included.
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SUGGESTED CABLES ‑ For complete list see our Web site.
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NEW1/2/4 Serial Port to Ethernet Controllers

TECHNICAL SPECIFICATIONS

PORTS: 1 Ethernet on an RJ−45 connector, 
1 USB on a mini USB connector for programming; 
1 RS−232/RS−485 serial port on a 3−pin terminal 
block (FC−21ETH); 1 RS−232/RS−485 serial port on 
a 3−pin terminal block, 1 RS−232 serial port on 
3−pin terminal blocks (FC−22ETH); 
1 RS−232/RS−485 serial port on a 3−pin terminal 
block, 3 RS−232 serial ports on 3−pin terminal blocks 
(FC−24ETH).

MAXIMUM SERIAL 
PORT BAUD RATE: 115200bps.
RS-232 COMMUNICATION: Transparent up to 115200bps.
OVERALL DEVICE 
BAUDRATE SUPPORT:

150kbps (FC−21ETH), 140kbps (FC−22ETH), 
180kbps (FC−24ETH).

SUPPORTED 
WEB BROWSERS:

Microsoft IE V9.0 and higher, Google Chrome, 
Firefox V3.0 and higher.

POWER CONSUMPTION: 5V DC, 200mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12.1cm x 6.97cm x 2.48cm (4.76” x 2.74” x 0.98”) 

W, D, H (FC-21ETH, FC-22ETH)
18.8cm x 11.3cm x 2.5cm (7.4” x 4.5” x 1”) 
W, D, H (FC-24ETH).

WEIGHT: 0.48kg (1.1lbs) approx. (FC-21ETH, FC-22ETH), 
0.72kg (1.59lbs) approx. (FC-24ETH).

INCLUDED ACCESSORIES: Power supply.
OPTIONS: 19" rack adapter RK−3T (FC−21ETH, FC−22ETH); 

RK−T2B (FC−24ETH).
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SUGGESTED CABLES ‑ For complete list see our Web site.
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FEATURES

 ● Ports - 1/2/4 serial (1 selectable RS-232 or 1 RS-485), Ethernet.

 ● Extensive Web Pages - Powerful Web server pages, compatible with 
all common Web browsers, provide all setup and monitoring functions 
(including logs).

 ● Simultaneous Communication - With up to 40 PC clients.

 ● USB Port - For upgrading firmware.

 ● Compact Kramer TOOLS™ (FC-21ETH/FC-22ETH) - 3 units can be rack 
mounted side-by-side in a 1U rack space with the optional RK-3TR rack 
adapter.

 ● Compact MegaTOOLS™ (FC-24ETH) - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-T2B universal 
rack adapter.

The FC-21ETH/FC-22ETH/FC-24ETH are bidirectional control signal 
converters from Ethernet to RS-232 or RS-485. The FC-21ETH 
controls one RS-232 or one RS-485 controllable device over an 
Ethernet connection. The FC-22ETH controls two RS-232 (or one 
RS-485 and one RS-232) controllable devices over an Ethernet 
connection. The FC-24ETH controls four RS-232 (or one RS-485 and 
three RS-232) controllable devices over an Ethernet connection.
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TECHNICAL SPECIFICATIONS

INPUT: 1 RS−232 on 9−pin D−sub (F) connector; 
1 RS−485 on 3−pin removable terminal block; 
1 USB Type B connector.

OUTPUTS: 2 RS−232 on 9−pin D−sub (M) connectors, 
1 RS−232 on 3−pin removable terminal block.

BAUD RATE: 1200 to 115200bps.
OPERATING MODES: Hardware and software.
USB COMPLIANCE: 1.1.
CONTROLS: DIP−switches.
POWER CONSUMPTION: 5V DC, 130mA.
DIMENSIONS: 12cm x 6.9cm x 2.44cm (4.72" x 2.72" x 0.96") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

VP‑14xl
RS−232 Port Extender/Converter

The VP-14xl is a port extender for RS-232, RS-485 or USB command 
signals. The unit converts the incoming commands to three RS-232 
outputs.

FEATURES

 ● Hardware or Software Mode Operation.

 ● DIP-Switch Controls - For HW source, SW addressing and baud rate.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

USB

RS-232 
Controllable

Device

RS-232 
Controllable

Device

R
S
-2

3
2

Laptop

R
S
-2

3
2

R
S
-2

3
2

RS-232 
Controllable

Device

R
S
-2

3
2

R
S
-4

8
5

PC with
RS-485 port

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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RC‑116/RC‑108
16-Button and 8-Button Presentation Controller

FEATURES

 ● System Interconnect - Connects compatible twisted pair transmitters 
in series using looping inputs (and K-NET™ control to the RC-116/
RC-108) to a single twisted pair receiver.

 ● Compatible Models - All transmitters must have a looping twisted 
pair input and K-NET™ control, for example, TP-107, TP-107AV and 
TP-107AVR.

 ● Flexible Control Options - Front panel, K-NET™ & RS-232.
 ● K-NET™ Control Channel - Power and control data provided over a 
single cable.

 ● K-NET™  Selectable Termination.
 ● Compact Desktop - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-1 adapter.

The RC-116 and RC-108 are presentation controllers for twisted pair 
transmitters. These units can switch up to 16 or 8 sources that are 
interconnected in series through looping inputs to a single twisted 
pair receiver.

TECHNICAL SPECIFICATIONS

CONTROLS: RS−485, RS−232.
DIMENSIONS: 12cm x 7.0cm x 2.4cm (4.7" x 2.7" x 1.0") W, D, H (RC−108); 

18.4cm x 11.4cm x 2.7cm (7.2" x 4.5" x 1.0") W, D, H (RC−116).
WEIGHT: 0.3kg (0.66lbs) approx. (RC−108); 

RC−116: 0.6kg (1.32lbs) approx. (RC−116).

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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RC‑160

16x16 Master Remote Control Panel

FEATURES

 ● Take Button - Executes multiple switches all at once.

 ● Front Panel Lockout.

 ● Flexible Control Options - Front Panel, Ethernet, 2 RS-232 
(one input, one output) with K-Router™ Windows®-based 
software, RS-485 and  IR remote (included).

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 2 RS−232 IN/OUT on 9−pin D−sub 
connectors; 
1 RS−485 connector on detachable 
terminal blocks; 
1 CAT 5 Ethernet port.

CONTROLS: Front panel buttons, RS−232, RS−485, 
Ethernet and IR, LCD contrast trimmer.

INDICATORS: 8−character display on the front panel.
POWER CONSUMPTION: 12V DC, 130mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power supply, null−modem adapter, 

Windows®−based Kramer control 
software, Windows®−based Configuration 
Manager, infrared remote control 
transmitter, rack "ears".

The RC-160 is a remote control panel for Kramer switchers with 
RS-232 and RS-485 control interfaces. It can control any Kramer 
switcher up to 16x16 that utilizes Kramer’s Protocol 2000 RS-232 
command set.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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RC‑80
8x8 Master Remote Control Panel

FEATURES

 ● Take Button - Executes multiple switches all at once.

 ● Front Panel Lockout.

 ● Flexible Control Options - Front panel, Ethernet, 2 RS-232 
(one input, one output) with K-Router™ Windows®-based 
software, RS-485 and IR remote (included).

 ● Input/Output Display - LED.

 ● Standard 19" (1U). Rack "ears" included.

The RC-80 is a programmable remote control panel for Kramer 
switchers with RS-232 and RS-485 control interfaces. It controls any 
Kramer switcher up to 8x8 in size that uses Kramer’s Protocol 2000 
RS-232 command set.
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TECHNICAL SPECIFICATIONS

PORTS: 2 RS−232 IN/OUT on 9−pin D−sub connectors; 
1 RS−485 connector on detachable terminal 
blocks; 1 Ethernet CAT 5 port.

CONTROLS: Front panel buttons, RS−232, RS−485, 
Ethernet and IR, LCD contrast trimmer.

INDICATORS: 8−character display on the front panel.
POWER 
CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, null−modem adapter, 
Windows®−based Kramer control software, 
Windows®−based Configuration Manager, 
infrared remote control transmitter, rack "ears".

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

POWER CONSUMPTION: 12V DC, 2.1A.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-3T 19" rack adapter.

PL‑15

5-Port K-NET™ Hub

The PL-15 is a 5-port hub for connecting devices in a K-NET™ 
network. The unit supplies power and 2-way communication between 
up to five devices on a single cable.

FEATURES

 ● K-NET™ Connections - Five 4-pin terminal blocks for power output and 
control.

 ● Active Input & Output LED Indicators.

 ● Power Output - 12V DC. 2.1A total output.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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PT‑4iREX

FEATURES

 ● Input - Built-in IR receiver and 3.5mm connector for external IR receiver 
at cable distances up to about 30m (100ft).

 ● Outputs - 4 outputs control up to 8 IR devices at cable distances up to 
approximately 75m (240ft).

 ● Signal Application - For use with all wireless IR signals (not hard-wired 
IR signals).

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 IR receiver.
OUTPUTS: 4 IR emitters on 3.5mm mini connectors.
IR OPERATING FREQUENCY: 38kHz +/−10%.
EFFECTIVE OFF-AXIS ANGLE: 120° max.
POWER CONSUMPTION: 12V DC, 95mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.22cm x 5.24cm x 2.41cm 

(2.45" x 2.06" x 0.95") W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply; 3.5mm to IR emitter control cable 

(C−A35/IRE−10); 0.9m external remote IR receiver.
OPTIONS: RK−4PT 19" rack adapter; external IR receiver 

cables: C−A35M/IRR−3 and C−A35M/IRR−50; 
IR emitter cable: C−A35/2IRE−10 dual emitter.

The PT-4iREX is an infrared signal repeater that operates at distances 
of up to approximately 75m (240ft). It extends infrared signals in 
areas where there is no direct line-of-sight for normal infrared signal 
operation.
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The PT-5T and PT-5R are a twisted pair transmitter and receiver 
for infrared signals. The units control up to five devices via their own 
remote control IR transmitters at distances of up to 250m (820ft) 
over twisted pair cable.

IR Extender & Repeater

TECHNICAL SPECIFICATIONS

INPUTS: 1 IR receiver on a 3.5mm mini jack (PT−5T); 
1 twisted pair on a RJ−45 connector (PT−5R).

OUTPUTS: 2 IR emitters on 3.5mm mini jacks, 
1 twisted pair on a RJ−45 connector (PT−5T); 
3 IR emitters on 3.5mm mini jacks (PT−5R).

MAX. OPERATING DISTANCE: 250m (820ft).
CARRIER FREQUENCY: 36-40kHz.
POWER CONSUMPTION: 5V DC: 7mA (PT−5T), 6mA (PT−5R).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 5.0cm x 6.6cm x 2.3cm (1.97" x 2.6" x 0.91") W, D, H.
WEIGHT: 0.15kg (0.33lbs) approx.
INCLUDED ACCESSORIES: Power supply, 1 IR receiver with 2m cable and 

3.5mm mini jack, 5 IR emitters with 2m cables and 
3.5mm mini jacks.

FEATURES

 ● Multi-Unit IR Control - Controls 2 local and 3 remote devices (DVDs, 
amplifiers, air conditioners, etc.) over their IR ports.

 ● Range - Up to 250m (820ft) via twisted pair.

 ● Flexible Operation - Operates devices that are stacked away in closets, 
cabinets and other rooms.

 ● PT-5T - Input: 1 IR receiver on a 3.5mm mini jack; outputs: 2 IR 
emitters on 3.5mm mini jacks; 1 twisted pair on an RJ-45 connector.

 ● PT-5R - Input: 1 twisted pair on an RJ-45 connector; outputs: 3 IR 
emitters on 3.5mm mini jacks.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Sold as a Pair.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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The VP-14 is a port extender for RS-232 data signals. It sends data 
from any port to the other three.

4-Port RS-232 Port Extender

TECHNICAL SPECIFICATIONS

RS-232 PORTS: 4 null-modem RS-232-C compatible TX/RX signals.
POWER CONSUMPTION: 12V DC, 30mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK-3T 19” rack adapter.

FEATURES

 ● Control - DIP-switches for straight (flat) or crossed connection.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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WP‑4iR
Active Wall Plate − IR Repeater

FEATURES

 ● Output - Up to 4 signals can be distributed to IR receivers.

 ● Dimensions - 6.9cm x 2.3cm x 11.4cm (2.71" x 0.91" x 
4.49") US; 8.6cm x 2.3cm x 8.6cm (3.39" x 0.91" x 3.39") 
and 8cm x 2.3cm x 8cm (3.15" x 0.91" x 3.15") EU W, D, H.

 ● Wall Plate - 1 gang European or US.

TECHNICAL SPECIFICATIONS

INPUT: 1 IR receiver.
OUTPUTS: 4 IR emitters on terminal block connectors.
POWER 
CONSUMPTION: 12V DC, 95mA
WEIGHT: 0.15kg (0.55lbs) approx.
DIMENSIONS: 6.9cm x 2.3cm x 11.4cm (2.71" x 0.91" x 4.49") US; 

8.6cm x 2.3cm x 8.6cm (3.39" x 0.91" x 3.39") and 
8cm x 2.3cm x 8cm (3.15" x 0.91" x 3.15") EU W, D, H.

INCLUDED 
ACCESSORIES:

Power supply, 3.5mm to IR emitter control cable 
(C−A35/IRE−10).

OPTIONS: RK−121WP 19" rack adapter; 
IR emitter control cable: C−A35/IRE−10 single 
emitter & C−A35/2IRE−10 dual emitter; 
3.5mm extension cables: C−A35M/A35F−50, 
C−A35M/A35F−65.

The WP-4iR is an infrared signal repeater that operates 
at distances up to 75m (240ft). The unit extends infrared 
signals into areas where there is no direct line-of-sight for 
normal infrared signal operation.

European version

US versions
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FC‑29

IR Learner

The FC-29 learns and stores IR (infrared) commands on a PC via a 
USB connection. The stored IR commands can be uploaded later to 
multiple room controllers.

FEATURES

 ● Built-in IR Receiver.

 ● Learns and Stores IR Commands - Stores commands on a PC running 
Kramer's configuration software tools.

 ● Powered Directly from the USB Port - No external power source 
needed.

 ● IR OUT Port - For convenient testing of learned commands.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 IR receiver
OUTPUTS: 1 IR emitter on a 3.5mm mini connector
POWER CONSUMPTION: 5V DC (USB), 120mA
DIMENSIONS: 4.22cm x 5.18cm x 2.44cm (1.66" x 2.04" x 0.96") W, D, H
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply
OPTIONS: RK-4PT 19" rack adapter.
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PL‑18
Control Port Expander

The PL-18 is a highly versatile port expander that adds RS-232, IR 
and relay ports to an RS-232 controller such as the Kramer RC-2, 
RC-62 and RC-63.

FEATURES

 ● 2 RS-232 Serial Ports - One input (from RS-232 controller) and one 
output (to AV controlled devices).

 ● 4 Relay Contact Closure Ports - Conveniently control other room items 
related to the AV system such as raising and lowering drapes, the 
screen or the projector.

 ● 2 3.5mm for IR Emitter.

 ● 1 USB Port - For firmware upgrade.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

PORTS: 2 bidirectional RS−232 ports on terminal block connectors, 
1 USB.

OUTPUTS: 4 relays on terminal block connectors, 36V AC or DC, 1A, 
60V AC max on non−inductive load; 
2 IR outputs on 3.5mm mini jack connector.

LED INDICATORS: ON (green), RS−232 (Tx−red and Rx−green), 
IR (green), relays (green).

POWER CONSUMPTION: 5V DC, 260mA.
DIMENSIONS: 12cm x 7.6cm x 2.4cm (4.7" x 3.0" x 1.0") W, D, H.
WEIGHT: 0.6kg (1.4lbs).
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter, IR emitter extension cables, 

15m and 20m.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TECHNICAL SPECIFICATIONS

INPUT POWER 
SOURCE:

230V AC, 50/60Hz, 10VA, internal (Europe); 
130V AC, 50/60Hz, 10VA, internal (USA).

OUTPUTS: 5 100−120V AC outputs, total load of 10A max.
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack−mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, Windows® based Kramer control 
software, infrared remote control transmitter, 
rack "ears".

PL‑50

5−Channel AC Power Controller Monitor

The PL-50 is a power controller that monitors and controls up to five 
power channels by detecting the power status of the connected units. 
Using an embedded Web server, the unit can schedule outlet activity 
and manage alarm response.

FEATURES

 ● Embedded Web Server Control - Schedules outlet 
activity, event response, and sets status of each channel 
separately.

 ● Alarm Management - Detects changes in the state of any 
channel, triggering an alarm or any other room activity 
via the relay.

 ● Status Change - Preset level buttons measure the standby 
mode and the active mode for reference.

 ● Alarm - Relay or via Web server.

 ● Indicators - A green active LED and an orange standby LED 
per channel, indicate the status of the outlet.

 ● Max. Power Capacity - 10A total.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), RS-485, Ethernet, 
USB and IR remote.

 ● Standard 19" (1U). Rack "ears" included.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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PL‑8

Low−Voltage Relay Controller

The PL-8 is a high-performance relay controller. The unit connects to 
up to eight devices for the simplified and centralized control of room 
functions (such as lighting, closing blinds, and so on) over a K-NET™ 
network.

FEATURES

 ● 8 Relays - For controlling up to 8 devices or room elements, such as 
blinds, lights, screen, projector lift.

 ● Extends SummitView™ Control - Can be controlled by SV-551, RC-62 
and RC-63 and similar compatible control units.

 ● K-NET™ Control Channel - Connects compatible user interfaces and 
supplies power and control data over a single cable.

 ● Indicator LEDs - LINK indicates active communication, ON indicates 
power.

 ● Firmware Upgrade via RS-232.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INTERFACE: 2 K−NET™ on terminal block connectors.
OUTPUTS: 4 relays on terminal block connectors: NO−normally open, 

C−common voltage, NC−normally closed (36V AC or DC, 
2A, 60V AC maximum on non−inductive load); 
4 relays on terminal block connectors: NO−normally 
open, NC−normally closed (36V AC or DC, 2A, 60V AC 
maximum on non−inductive load).

CONTROL LEDs: LINK and ON.
POWER CONSUMPTION: 12V DC, 130mA.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

G  B  A  12V
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G  B  A  12V

K-NET

Projector
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Lift
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Relay

Lighting System

Relay
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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RB‑6

Power

ETH

Power

Lighting System 1 Lighting System 5

6−Channel Power Controller

The RB-6 is a high-performance power supply that 
distributes power to up to six external units. Four power 
outlets have on/off push-button control and two power 
outlets have on/off switching as well as full voltage 
control.

FEATURES

 ● Active Output Control - All outputs On/Off control, 5 & 6 
min/max with full voltage variability via rotary knobs.

 ● Power Output - 10A total, maximum 6A per output.

 ● Embedded Web Server Control - Turns On & Off all 
channels and adjusts voltage on 5 & 6, schedules outlet 
activity of each channel separately via Ethernet.

 ● Expandable - Cascades up to 8 units.

 ● Varied Control Options - Front panel buttons, IR remote 
control, RS-232, RS-485 & Ethernet.

 ● Indicators - Push button LEDs show active output, power 
and IR status LEDS.

 ● Worldwide Power Supply - 100-240V AC, US and EU 
models available.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 1 AC power input.
OUTPUTS: 6 controllable AC power outputs.
CONTROL: Front panel buttons, IR remote control, 

RS−232 on a 9−pin D−sub connector, 
RS−485 on a 3−pin terminal block, 
Ethernet on an RJ−45 connector, 
embedded Web server.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 30VA.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 9.3" x 1U W, D, H, rack mountable.
WEIGHT: 1.8kg (3.97lbs) approx.
INCLUDED ACCESSORIES: Rack “ears”, IR remote control, power cord.
OPTIONS: Remote IR receiver cable Kramer P/N 

505−70434010−S.

Xd h H S

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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RC‑4
IR Remote Controller

The RC-4 is a hand-held infrared remote controller for multimedia 
rooms. It functions as a part of the SummitView™ system to control 
audio components, video components and other room facilities such 
as lights and screens.

FEATURES

 ● 4 Source Selection Buttons.

 ● Controls the SL Series Master Room Controllers and SV-552 - C-A35M/
IRR IR Receiver required for use with SV-552.

RC‑IR2/RC‑IR3

FEATURES

 ● Memory Locations - Stores up to 99 multiple switches as presets to be 
recalled and executed when needed.

The RC-IR2 and RC-IR3 are infrared wireless remote control units for 
most Kramer RS-232 controllable switchers. The remote can switch 
up to 96x96 inputs and outputs.

IR Remote Controllers

TECHNICAL SPECIFICATIONS

POWER 
CONSUMPTION: 2 AA size regular 1.5V alkaline batteries, remote current: 10mA.
DIMENSIONS: RC−IR2: 4.5cm x 17.6cm x 2.2cm (1.8" x 6.7" x 0.9") W, D, H;

RC−IR3: 5.2cm x 10.1cm x 2.0cm (2.0" x 4.0" x 0.8") W, D, H.
INCLUDED 
ACCESSORIES: Batteries.

S

d S

RC-IR2 RC-IR3
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NEW

EDID Designer

EDID Management & Editing Application for PC

EDID Designer is a powerful and versatile software 
application for viewing, editing and uploading extended 
display identification data (EDID) to compatible Kramer 
devices. EDID is used in most of today's VGA, HDMI and 
DVI systems to maintain the video signal integrity between 
source and display. The application is mainly a setup tool 
designed for trained and experienced personnel who are 
familiar with EDID concepts to ensure signal integrity in 
their AV setups.

FEATURES

 ● One-Click Installation and Updating from the Web.

 ● Easy EDID Access - Read EDID from displays connected to 
your PC, or from display devices connected to the outputs 
of compatible Kramer devices.

 ● Simple GUI, Drag and Drop Technology - For easy and 
intuitive handling of EDID files. Any active EDID cube is 
dragged to the desktop panel for viewing or editing and 
when saved, it is saved to the source from which it was 
taken.

 ● Advanced Tab Editing - EDID Designer allows the user 
to manipulate the full EDID, with all its parameters and 
extensions using the Advanced tab. The Advanced tab is 
a full representation of the EDID with exact field names 
according the industry-standard VESA White Paper.

 ● Simplified Tab Editing - The Simplified mode is used for 
easy editing of the frequently used EDID properties. It 
prevents the user from creating EDID blocks that might 
cause signal compatibility issues and the application does 
NOT alter the EDID data block structure.

 ● EDID Byte Map - The full binary representation of the EDID 
displays at the bottom of the editing screen. It maps the 
tabs being edited and reflects the changes made to every  
parameter.

 ● Powerful Logic Checking - Changes made to the EDID are 
checked for illegal combinations of logic. In most cases, 
EDID Designer issues compulsory byte value warning 
messages and offers options for correcting the mistake.

View, edit and upload EDID information to compatible devices
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NEW

K‑Config 2

Kramer Configuration Software for SL & RC Room Control Devices

K-Config 2 is an intuitive configuration application that 
easily maintains control driver libraries, creates room 
control macros and protocols and automatically generates 
HTML files where applicable. The new version supports 
a revised GUI, adds a host of advanced and easy-to-use 
features and uses a revamped driver database. The 
common workflow shared between all Kramer control 
products enables a “Learn once - use forever” approach.

FEATURES

 ● Intuitive GUI - Simple to use graphical user interface 
design, no programming knowledge required.

 ● 3d Party Driver Database - Powerful and updateable by 
the user.

 ● Flexible Querying System - For projector lamp hours, fan 
status and similar information.

 ● K-Touch Support - Enables integration with touch-based 
control devices through the K-Touch system.

 ● Windows Compatibility - Compatible with current windows 
versions, Windows 7 and Windows 8.

Intuitive and powerful user interface for designing  

comprehensive control systems
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NEW

K‑Router Plus

Setup & Remote Control PC Application for Kramer Matrix Switchers

K-Router Plus is a software application for setting up and 
remotely controlling Kramer matrix switchers over an 
Ethernet, RS-232 or USB connection. The graphic user 
interface makes it easy to visualize and switch devices 
connected to the router. The powerful suite of utilities 
makes it easy to view and change EDID, communication, 
device and display settings.

FEATURES

 ● Supports a Wide Range of Kramer Routers Using Protocol 
3000.

 ● Versatile View Mode - Displays I/O list and matrix views.

 ● Memory Locations - Saves and loads presets from memory 
locations for switching salvos.

 ● Allows Choosing Multiple Outputs.

 ● Connection Status Button - Indicates the type of router, its 
connection method and if the device is connected or not.

 ● System Colors - Allows selection and customization of 
system colors.

 ● Edit Custom Resolutions - Allows the choice and 
specification of non-standard resolutions.

 ● EDID Manager - Allows basic EDID management: loading, 
viewing and saving an EDID.

 ● Firmware Update - Updates the router firmware from a 
saved file.

 ● Customizable I/O Device Icons.

 ● Take Button - Executes multiple switches all at once.

Powerful suite of utilities for remotely setting up and  

control Kramer matrix switchers
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K‑Touch

Cloud−Based System for Creating iOS & Android Room Control Applications

The K-Touch system allows the installer to easily integrate 
common touch devices as user interfaces in your 
Kramer-based room control system. By configuring the 
Kramer room controller to communicate over standard 
IT networks with your iOS or Android touch device, and 
designing the required control screen on the Cloud 
screen designer (no need to install it on your PC), a 
complete, advanced, touch-based room control system 
is at your fingertips.

FEATURES

 ● Hundreds of Supported Mobile Devices - K-Touch is 
supported on iOS and most common Android phones and 
tablets. With its easy-to-use free App available in the App 
Store and Google Play, K-Touch is your ultimate fits-all 
control solution.

 ● Cloud Based System - K-Touch Admin and K-Touch Builder 
are online cloud-based systems. Created user panels can 
be downloaded to their mobile device with the touch of 
a button, and can then be modified over the Internet at 
any given moment. To complete the change, re-sync the 
system.

 ● Mix Hardware Panels and Touch Panels.

 ● K-Touch Master Controllers - Our SL room control devices 
offer simple configuration and a host of control ports. 
They can be controlled either from our physical RC units 
or from a touch panel device, using the new K-Touch 
screen design system.

 ● Available in Selected Regions - Using and selling K-Touch 
licenses requires dedicated training. Ask your local 
Kramer office or distributor about course availability and 
training options.

Manage your clients and project from the Web-based Administration server.

Design your screens on the Web-based screen builder and match them to the 

room control system you configured.

Sync the app on your tablet with the Web server and 

download the screens you designed.
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Site‑CTRL™

AV Site Remote Control, Management & Monitoring PC Application

Site-CTRL™ (ver. 2) is a powerful AV asset management 
tool. It provides real-time network monitoring and control 
of all Kramer Master controllers and connected AV 
equipment installed at an AV site. The free downloadable 
version of Kramer Site-CTRL can monitor and control up to 
100 Kramer Master controllers. For larger installations, a 
similar solution is also available.

FEATURES

 ● Site Tree View - Arrange your monitored room according 
to their real place on the site in an easy-to-navigate, 
collapsible tree view.

 ● Single Page Overview - Summarizes the entire installed AV 
site on a single page.

 ● Status Reporting - Reports the communication status for 
each room, the status of the local display devices and 
remaining lamp life for projectors.

 ● Performs Routine Procedures - Initiates simple ON/OFF 
macros, switches display devices to standby mode.

 ● Performs Scheduled Site Management - Update firmware 
or configure several devices as a scheduled task.

 ● Accesses Built-in Web Pages of Master Controllers - For 
remote operation of more room specific functions.

 ● Proactive Event Handling - When prompted by a user-
defined special event that requires intervention, it raises 
alerts and automatically sends e-mails.

Get a one-page overview of your AV installation.
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Kramer’s full line of video, audio, and sync interfaces for Pro AV and broadcast includes:

 ■ Analog Video Decoders, Encoders and Transcoders - Convert between various analog video formats such 
as composite, S-Video (Y/C), RGB, and component.

 ■ Analog Audio Converters - Convert between unbalanced and balanced analog audio.

 ■ Analog/Digital Video Converters and Processors - Convert between analog and digital video signal 
formats, including SD/HD/3G HD-SDI.

 ■ Analog - Digital Audio Converters - Convert between different analog and digital audio formats, including 
AES/EBU, S/PDIF and TOSLINK®.

 ■ Digital Audio Embedders and De-embedders - Add digital audio to a digital video stream or separate the 
embedded digital audio from the digital video stream.

 ■ Standards Converters and Time Base Correctors - Convert between different video standards  
(PAL, NTSC, etc.) and provide video time base correction and image stabilization.

 ■ Graphic Format Converters - Convert between computer graphics video signals, such as XGA and UXGA 
formats and analog video signals, such as RGBHV signals.

 ■ Video Sync Processors - Generate standard video sync and black burst for studio genlock applications.

 ■ Video Sync Converters - Convert between different sync formats - composite, separate H & V, analog 
and TTL, and adding and separating sync on the green channel.

 ■ Video Sync Restorers - Restore and rebuild lost or distorted sync signals and full black burst signals.

GROUP 4
FORMAT & STANDARDS CONVERTERS





FORMAT & STANDARDS CONVERTERS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

FORMAT CONVERTERS

4.1 STANDARD DEFINITION VIDEO

4.1.1 CV & Y/C 

401C s-Video to Composite Video Format Converter 1 Y/C 2 CV
2 Y/C

TOOLS N/A 4.4

401DN Composite Video to s−Video Format Converter 1 CV 1 Y/C TOOLS N/A 4.5

401Dxl Composite to s−Video Format Converter & Switcher 1 CV
1 Y/C

1 Y/C TOOLS N/A 4.6

7408 SDI to Multi−Format Analog Video Format Converter & 
Processor

1 SDI 1 CV
1 Y/C
1 YUV

DigiTOOLS® N/A 4.7

7508 Multi-Standard Composite Video & s-Video to SDI Format 
Converter

1 CV
1 Y/C

2 SDI DigiTOOLS® N/A 4.8

FC-400 Time Base Corrector, Synchronizer & Format Converter 1 CV
1 Y/C

1 CV
1 Y/C

Desktop N/A 4.9

FC-4001 MultiCoder® Universal Analog & Digital Format Video 
Transcoder & TBC

1 CV
1 Y/C
1 RGBS
1 SDI

1 CV
1 Y/C
1 RGBS
2 SDI

19” (1U) N/A 4.10

FC-4046 MultiCoder® Universal Analog Video Format Transcoder 1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBS

19” (1U) N/A 4.11

FC-7501 Multi−Standard Composite Video, s−Video & Component 
Video to SDI Format Converter

Universal
- 1 CV
- 1 Y/C
- 1 YUV

2 SDI Desktop N/A 4.12

SP-10D Multi−Format Analog Video Processor/ProcAmp/TBC/
Format & Standards Converter

1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBHV

19” (1U) N/A 4.13

VM-5YCxl 1:5 Composite Video & s−Video with Stereo Audio 
Distribution Amplifier

Dual-Format
- 1 CV
- 1 Y/C

Dual-Format
- 5 CV
- 5 Y/C

19” (1U) U 1.16

VS-121HC 12x1:2 Composite Video, s−Video & Component Video 
Switcher & Transcoder

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV

1:2 YUV 19” (1U) N/A 2.19

4.1.2.COMPONENT RGB/S/HV

FC-14 Multi−Format RGB/S/HV to Component (YUV) Video Format 
Converter

1 RGBHV
1 RGBS
1 RGsB

1 YUV Desktop N/A 4.14

FC-4 SCART RGBS to Component Video Format Converter 1 RGBS 1 YUV MultiTOOLS® N/A 4.15

FC-4001 MultiCoder® Universal Analog & Digital Format Video 
Transcoder & TBC

1 CV
1 Y/C
1 RGBS
1 SDI

1 CV
1 Y/C
1 RGBS
2 SDI

19” (1U) N/A 4.10

FC-4046 MultiCoder® Universal Analog Video Format Transcoder 1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBS

19” (1U) N/A 4.11

FC-7501 Multi−Standard Composite Video, s−Video & Component 
Video to SDI Format Converter

Universal
- 1 CV
- 1 Y/C
- 1 YUV

2 SDI Desktop N/A 4.12

SP-10D Multi−Format Analog Video Processor/ProcAmp/TBC/
Format & Standards Converter

1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBHV

19” (1U) N/A 4.13

VP-103 Computer Graphics Video Line Amplifier & Format Converter 1 VGA 2 RGBHV Desktop N/A 1.54

4.1.3  SDI

7408 SDI to Multi−Format Analog Video Format Converter & 
Processor

1 SDI 1 CV
1 Y/C
1 YUV

DigiTOOLS® N/A 4.7

7508 Multi-Standard Composite Video & s-Video to SDI Format 
Converter

1 CV
1 Y/C

2 SDI DigiTOOLS® N/A 4.8

FC-4001 MultiCoder® Universal Analog & Digital Format Video 
Transcoder & TBC

1 CV
1 Y/C
1 RGBS
1 SDI

1 CV
1 Y/C
1 RGBS
2 SDI

19” (1U) N/A 4.10

FC-7501 Multi−Standard Composite Video, s−Video & Component 
Video to SDI Format Converter

Universal
- 1 CV
- 1 Y/C
- 1 YUV

2 SDI Desktop N/A 4.12
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

4.2  HD‑SDI

FC-113 HDMI to 3G HD−SDI Format Converter 1 HDMI 2 3G HD-SDI DigiTOOLS® E 4.16

FC-321 2x1 3G HD−SDI to HDMI Format Converter 2 3G HD-SDI 1 HDMI DigiTOOLS® E 4.17

FC-322 2x1:2 3G HD−SDI to HDMI Format Converter 2 3G HD-SDI 2 HDMI DigiTOOLS® E 4.18

FC-331 3G HD−SDI to HDMI Format Converter 1 3G HD-SDI 1 HDMI DigiTOOLS® E 4.19

FC-332 3G HD−SDI to HDMI Format Converter 1 3G HD-SDI 2 HDMI DigiTOOLS® E 4.20

FC-41 HD−SDI to Component HD Format Converter & Test Pattern 
Generator

1 HD-SDI 1 YUV/HD
1 RGBHV
2 HD-SDI

19” (1U) N/A 4.21

4.3  15‑PIN HD COMPUTER 

FC-31xl Computer Graphics Video to DVI Format Converter 1 VGA 1 DVI MultiTOOLS® N/A 4.22

FC-32 DVI to Computer Graphics/Component/HDTV Video Format 
Converter

1 DVI 1 VGA/HD DigiTOOLS® N/A 4.23

VP-1 15−pin HD to 5 BNC Bidirectional Format Converter 1 VGA
1 RGBHV

1 RGBHV
1 VGA

MiniTOOLS™ N/A 4.24

VP-100 Computer Graphics Video to RGB/HV/S Format Converter 1 VGA 1 RGBHV TOOLS N/A 4.25

VP-103 Computer Graphics Video Line Amplifier & Format Converter 1 VGA 2 RGBHV Desktop N/A 1.54

4.4  AUDIO ONLY 

465 AES/EBU & TOSLINK® Audio Transcoder 1 AES/EBU
1 TOSLINK®

1 TOSLINK®
1 AES/EBU

TOOLS D 13.53

482xl Balanced/Unbalanced Stereo Audio Transcoder 1 Stereo (U)
1 Stereo (B)

1 Stereo (B)
1 Stereo (U)

TOOLS B/U 13.54

6410N Digital Audio to Balanced Stereo Audio Format Converter 1 AES/EBU
1 AES-3id
1 S/PDIF
1 TOSLINK®

1 Phones
1 Stereo (B)

DigiTOOLS® B/D 13.55

6420N Balanced Stereo Audio to Digital Audio Format Converter 1 Stereo (B) 1 AES/EBU
1 AES-3id
1 S/PDIF
1 TOSLINK®

DigiTOOLS® B/D 13.56

PT-1SPDIF S/PDIF to TOSLINK® Digital Audio Format Converter 1 S/PDIF 1 TOSLINK® MiniTOOLS™ D 13.57

PT-2SPDIF TOSLINK® to S/PDIF Digital Audio Format Converter 1 TOSLINK® 1 S/PDIF MiniTOOLS™ D

EMBEDDERS & DE‑EMBEDDERS 

4.5  AUDIO & DIGITAL VIDEO CONVERSION 

6808HDxl 3G HD−SDI AES De−Embedder 1 HD-SDI 2 AES-3id DigiTOOLS® D/E 4.26

6809HD HD−SDI & SDI Audio Embedder 2 AES-3id
1 HD-SDI

1 HD-SDI DigiTOOLS® D/E 4.27

FC-340 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI 2 3G HD-SDI
1 CV (BNC)

19” (1U) E/B/D 4.28

FC-340S 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI
2 AES-3id

2 3G HD-SDI
1 CV (BNC)
2 AES-3id

Desktop E/B/D 4.29

FC-46xl HDMI Audio De−Embedder 1 HDMI 1 HDMI
1 S/PDIF
1 TOSLINK®
1 Stereo (U)

DigiTOOLS® D/E 4.30

FC-49 DVI & Audio to HDMI Format Converter & Audio Embedder 1 Stereo
1 DVI
1 S/PDIF
1 TOSLINK®

1 HDMI DigiTOOLS® U/D/E 4.31
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

STANDARD CONVERTERS

4.6  PAL/SECAM/NTSC CONVERSION 

SP-10D Multi−Format Analog Video Processor/ProcAmp/TBC/
Format & Standards Converter

1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBHV

19” (1U) N/A 4.13

4.7  COMMUNICATIONS CONVERTERS 

FC-10ETH RS−232/RS−485 to Ethernet Converter Ports
- 1 RS-232
- 1 RS-485
- 1 Ethernet

N/A TOOLS N/A 4.32

FC-8 RS−232 to Wireless LAN Bridge Ports
- 1 RS-232

N/A TOOLS N/A 4.33

VP-43xl RS−232/RS−485/RS−422 Format Converter 2 RS-232
1 RS-422
1 RS-485

2 RS-232
1 RS-422
1 RS-485

TOOLS N/A 4.34

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR, RS-232, RS-485

K-NET

COLOR KEY
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401C

s-Video to Composite Video Format Converter

The 401C is a high-performance format converter for s-Video (Y/C) 
signals. It converts an s-Video input to two composite and two s-Video 
(Y/C) outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUT: 1 s-Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on a  
4-pin connector.

OUTPUTS: 2 s-Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on  
4-pin connectors; 2 composite video, 
1Vpp/75Ω on BNC connectors.

MAX. OUTPUT LEVEL: 1.4Vpp.
VIDEO BANDWIDTH (-3dB): 160MHz (Y).
NON-LINEARITY: 0.05%.
DIFF. GAIN: 0.08%.
DIFF. PHASE: 0.08Deg.
K-FACTOR: 0.1%.
VIDEO S/N RATIO: Better than 80dB (Y channel).
POWER CONSUMPTION: 12V DC, 60mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.28kg (0.62lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK-3T 19” rack adapter.

FEATURES

 ● Bandwidth (Y) - 160MHz (-3dB).

 ● Output - 2 composite, 2 s-Video.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

Y/C OUT

CV OUT

s-Video
Player

s-Video
Recorder 1

s-Video
Recorder 2

Composite Video
Recorder 1

Composite Video
Recorder 2

12V DC

Y/C IN

1                        2 

1                    2 

Y/C

Y/C

Y/C CV CV

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37
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TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 1Vpp/75Ω on a BNC connector.
OUTPUT: 1 s−Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on a  

4−pin connector.
VIDEO BANDWIDTH (PAL): 3.5MHz.
DIFF. GAIN: 0.8%.
DIFF. PHASE: 0.4Deg. 
MAX. VIDEO OUTPUT: 1.5Vpp/75Ω (Y).
LUMA S/N RATIO: 77dB.
POWER CONSUMPTION: 12V DC, 90mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

C

 IN

OMPOSITE

401DN

Com
posite to Y

/C  D
ecoder

s-Video
Recorder

Composite
Video Player

12V DCY/C OUT

CV Y/C

The 401DN is a high-performance format converter for composite 
video signals. It converts a composite video input to an s-Video (Y/C) 
output.

Composite Video to s−Video Format Converter

401DN

FEATURES

 ● Bandwidth (Y) - 3.5MHz (-3dB).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.34
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The 401Dxl is a high-performance format converter and switcher for 
composite video and s-Video signals. It switches one composite or 
one s-Video (Y/C) input to a single s-Video (Y/C) output.

Composite to s−Video Format Converter & Switcher
401Dxl

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
1 s−Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on a 
4−pin connector.

OUTPUT: 1 s−Video, 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on a 
4−pin connector.

MAX. INPUT: 1.4 Vpp/75Ω, composite; >4Vpp/75Ω (Y/C).
VIDEO BANDWIDTH (PAL): 3.7MHz (CV in − Y/C out); 880MHz (Y/C in − Y/C out). 
DIFF. GAIN: 0.9%.
DIFF. PHASE: 0.5Deg.
K-FACTOR: 2.1% (Y/C to CV).
LUMA S/N RATIO: 69dB.
CROSSTALK: −56dB @5MHz.
CONTROL: Input selector switch.
NON-LINEARITY: 0.5%.
COUPLING: AC (CV to Y/C); DC (Y/C to Y/C).
POWER CONSUMPTION: 12V DC, 90mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.56lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● Bandwidth - 3.7MHz (-3dB) composite to s-Video and 880MHz (-3dB) 
s-Video to s-Video.

 ● Input - Composite or s-Video (selectable).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

401DXL

Com
posite to Y

/C  D
ecoder-S

witcher

Y/C OUT

Composite IN

Y/C IN

INPUT
SELECTOR

Composite
Y/C

Composite Video
Player Camera

Projector
CV

Y/C

Y/C

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

B -

4.6 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM FORMAT & STANDARDS CONVERTERS  STANDARD DEFINIT ION V IDEO  CV & Y/C 

F
O

R
M

A
T

 &
 S

T
A

N
D

A
R

D
S

 C
O

N
V

E
R

T
E

R
S



7408
SDI to Multi−Format Analog Video Format Converter & Processor

The 7408 is a format converter for SDI (SMPTE 259M) signals. It 
converts an SDI video signal to composite video and s-Video (Y/C), or 
component (YUV) video.

7408

SDI T
o A

nalog C
onverter

SDI IN

ON

RS-232

PROGRAM

VBI
PEDESTAL

4 x OVERSAMPLE

NTSC
PAL

AUTO
COMPONENT

SDI OUT

R
S
-2

3
2

SDI
Camera

SDI
Display

Betacam
Video RecorderCV Display /

Recorder
Y/C Display /

Recorder

oror

OUTPUTS

V C

U Y

Y CV

SDI

SDI

Y/C

CV

YUV

FEATURES

 ● Bandwidth - 5.7MHz (-3dB).

 ● Multi-Standard - PAL (B/D/G/H/I/N) & NTSC (3.58/4.43).

 ● NTSC Decoding Options - With or without 7.5IRE setup (pedestal).

 ● ProcAmp Control - Brightness, contrast color (saturation), sharpness, 
and hue (NTSC only) via RS-232.

 ● Non-Volatile Memory.

 ● Control - Front panel and RS-232 (Windows®-based software is included).

 ● Resolution - 10-bit.

 ● Looping Input - Reclocked and equalized.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 SDI on a BNC connector.
OUTPUTS: 1 SDI reclocked on a BNC connector; 

1 composite video, 1Vpp/75Ω on a BNC connector; 
1 s−Video, 1Vpp, 0.3Vpp/75Ω on two BNC connectors; 
1 component video (Y, U and V) on BNC connectors.

BANDWIDTH (-3dB): 5.7MHz.
DIFF. GAIN: <1%.
DIFF. PHASE: <1Deg.
K-FACTOR: 0.5%.
S/N RATIO: >70dB (flat field).
DIGITAL RESOLUTION: 10 bit.
LUMA NON-LINEARITY: 0.9%.
CHROMA/LUMA DELAY: <15nsec.
POWER CONSUMPTION: 12V DC, 320mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs).
INCLUDED ACCESSORIES: Power supply, null−modem adapter.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FEATURES

 ● Bandwidth - 5MHz (-0.2dB).

 ● Dual SDI Outputs.

 ● Multi-Standard - PAL(M/N), SECAM, NTSC (3.58/4/43).

 ● NTSC Decoding Options - With or without 7.5 IRE setup (pedestal).

 ● Non-Volatile Memory.

 ● Resolution - 10-bit digital processing.

 ● Control - RS-232 (Windows®-based software is included).

 ● ProcAmp Control - Brightness, contrast color (saturation) and hue 
(NTSC Only) via RS-232.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

Multi-Standard Composite Video & s-Video to SDI Format Converter
7508

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
1 s-Video, 1Vpp, 0.3Vpp/75Ω on a 4-pin connector.

OUTPUTS: 2 SDI SMPTE-259M, ITU-R BT.601 on BNC 
connectors.

DIGITAL RESOLUTION: 10 bits.
BANDWIDTH: 5MHz (-0.2dB).
SIGNAL TO NOISE RATIO: 57dB.
K-FACTOR: <0.2%.
DIFFERENTIAL PHASE: 1Deg.
DIFFERENTIAL GAIN: 1%.
LUMA NON-LINEARITY: 1%.
CHROMA/LUMA DELAY: <15ns.
CONTROL: Brightness, contrast, hue, saturation, sharpness 

via RS-232.
POWER CONSUMPTION: 12V DC, 210mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK-3T 19" rack adapter.

7508

CV/YC to S
DI C

onverter

Y/C

SDI O
UT

INPUTCV

s-Video Source

Composite
Video Player

RS-232

SDI
Display 2

SDI
Display 1

CV

Y/C
SDISDI

The 7508 is a multi-format converter for composite video or s-Video 
(Y/C) signals. It converts either PAL, SECAM, and NTSC composite 
or s-Video (Y/C) signals into two SDI video (SMPTE 259M) outputs 
simultaneously.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FC‑400
Time Base Corrector, Synchronizer & Format Converter

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a 
BNC connector; 1 Y/C 1Vpp/75Ω (Y), 
0.3Vpp/75Ω (C) on a 4−pin connector; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a 
BNC connector; 1 Y/C 1Vpp/75Ω (Y), 
0.3Vpp/75Ω (C) on a 4−pin connector.

VIDEO STANDARDS: PAL B and NTSC 3.58.
DIGITAL RESOLUTION: 10 bits.
BANDWIDTH  (-0.5dB): 5MHz.
DIFF. GAIN: 1%.
DIFF. PHASE: 1Deg.
K-FACTOR: 1%.
S/N RATIO: 63dB.
LUMA NON-LINEARITY: 1%.
CHROMA/LUMA DELAY: 1ns.
CONTROLS: Front−panel and RS−232; SCH phase, 

SYNC phase, panel lock.
POWER CONSUMPTION: 12V DC, 270mA.
DIMENSIONS: 22cm x 18cm x 4.5cm (8.6” x 7” x 1.8”) 

W, D, H.
WEIGHT: 1.2kg (2.65lbs) approx.
INCLUDED ACCESSORIES: Power supply, null−modem adapter.
OPTIONS: RK−1 19" rack adapter.

The FC-400 is a TBC and synchronizer for composite and s-Video (Y/C) 
signals. It corrects timing errors and outputs both composite and 
s-Video signals simultaneously.

FEATURES

 ● Bandwidth - 5MHz (-0.5dB).

 ● Standards - NTSC (3.58) or PAL-B (DIP-switch selectable). 
No conversion between standards.

 ● Synchronization - External genlock reference or internal 
black burst.

 ● Timing Controls - SCH phase & sync phase.

 ● Flexible Control Options - Front panel and RS-232.

 ● Looping Analog Sync Input.

 ● Selectable Sync Signal Termination.

 ● Built-in Color Bar & Multi-Burst Generator.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

12V DC

RS-232

RS-232

LOOP

SETUP

TERM(IN)

SYNC

YC

CV
OUTPUT

YC

CV
INPUT

Genlock
Source

Next
Genlocked

Unit

s-Video 
Display

Composite
Video Display

Composite 
Video Player

s-Video 
Player

CV Y/C

CV

Y/C

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FC‑4001
MultiCoder® Universal Analog & Digital Format Video Transcoder & TBC

FEATURES

 ● Bandwidth - 5MHz (-0.5dB).

 ● Decoding Options Based on Signal Standard - Decodes 
525-line signals to NTSC 3.58 or NTSC 4.43 and 625 
lines to PAL-B/M/N & SECAM.

 ● Looping Analog Sync Input.

 ● Freeze Frame.

 ● Control Options - Front panel, RS-232.

 ● Selectable Sync Signal Termination.

 ● Built-in Time Base Corrector - Stabilizes sync in video sources.

 ● Timing Controls - SCH phase & sync phase.

 ● Front Panel Lockout.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The FC-4001 is a high-performance broadcast quality, universal video 
transcoder for analog and digital video signals. It converts a composite 
video, s-Video (Y/C), component video (RGB/S) or SDI video signal to 
either component or composite and s-Video (Y/C) video signals and to 
two SDI video signals.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 
1 Y/C 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on 
a 4−pin connector; 
1 component video Y/R−Y/B−Y, 
1Vpp/0.7Vpp/0.7Vpp)/75Ω (or RGB/S) 
on BNC connectors; 1 SDI on a BNC 
connector; 
1 genlock with loop, 75Ω/Hi−Z on BNC 
connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 
1 Y/C, (Y) 1Vpp/75Ω, and (C) 
0.3Vpp/75Ω on  BNC connectors; 
1 component or RGB/S video, 
1Vpp/0.7Vpp/0.7Vpp/75Ω on BNC 
connectors; 2 SDI on BNC connectors.

VIDEO STANDARDS: PAL−B/D/G/H/I/M/N, 
NTSC−3.58/4.43, SECAM.

DIGITAL RESOLUTION: 10 bits.
BANDWIDTH: −0.5dB to 5MHz.
DIFF. GAIN: 1%.
DIFF. PHASE: 1Deg.
K-FACTOR: 1%.
S/N RATIO: 63dB.
LUMA NON-LINEARITY: 1%.
CHROMA/LUMA DELAY: 1ns.
CONTROLS: Front−panel and RS−232; SCH phase, 

SYNC phase, H shift, freeze, panel lock.

POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC, USA), 
14VA.

DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

rack "ears".
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Video Player
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The FC-4046 is a high-performance broadcast quality, universal video 
transcoder for analog video signals. It converts a composite video, 
s-Video (Y/C), or RGB/component video (YUV, RGsB, or RGBS) signal, 
to composite video, s-Video (Y/C) and RGB/component video (YUV, 
RGsB, or RGBS) signals simultaneously.

FEATURES

 ● Bandwidth (Y & CV) - 5.5MHz (-3dB).

 ● Control - Front panel and RS-232.

 ● Bidirectional Format Conversion - A composite video, 
s-Video, or component video input is simultaneously output 
as composite video, s-Video and component video.

 ● Multi-Standard - PAL, SECAM, NTSC 3.58/4.43 
(selectable).

 ● Automatic Video Standards Recognition.

 ● Standards Conversion - Between PAL and SECAM or NTSC 
3.58 and 4.43 of same field rates (50Hz or 60Hz).

 ● ProcAmp Control - Brightness, contrast, color (saturation) 
and hue (NTSC Only).

 ● Color Bar Generator.

 ● Front Panel Lockout.

 ● Non-Volatile Memory.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).

MultiCoder® Universal Analog Video Format Transcoder
FC‑4046

Composite 
Video 
Display

Composite
Video Source

s-Video
Player

DVD
Player s-Video 

Display
Projector

RS-232

CV

CV

Y/C

Y/
CYUV

YUV

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 1Vpp/75Ω on BNC 
connector; 
1 Y/C, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on 4−pin connector; 1 R/R−Y, G/Y, 
B/B−Y SYNC on BNC connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on BNC 
connector; 
1 Y/C, 1Vpp/75Ω (Y), 0.3Vpp/75Ω 
(C) on 4−pin connector; 1 R/R−Y, G/Y, 
B/B−Y SYNC on BNC connectors.

MAX. OUTPUT LEVEL: 1.4Vpp.
BANDWIDTH (-3dB): 5MHz.
DIFF. GAIN: 1%.
DIFF. PHASE: 0.7Deg.
K-FACTOR: 0.4%.
S/N RATIO: 66dB.
CONTROLS: Input/output format selectors, hue, 

bright, contrast and saturation controls.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 15VA.
WEIGHT: 2.6kg (5.8lbs) approx.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack−mountable.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®-based control software.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FEATURES

 ● Bandwidth - 6MHz (-3dB).

 ● Dual SDI Outputs.

 ● Control - Front panel and RS-232 (Windows®-based 
software is included).

 ● ProcAmp Control - Contrast color (saturation) and hue 
(NTSC Only) via RS-232.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● Non-Volatile Memory.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

The FC-7501 is a format converter for composite video, 
s-Video or component video (YUV) signals. It converts 
either PAL, SECAM, and NTSC composite video, s-Video, 
or component (YUV) signals into 2 SDI (SMPTE 259) 
signals simultaneously.

Multi−Standard Composite Video, s−Video & Component Video to SDI Format Converter

FC‑7501

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video with loop, 
1Vpp/75Ω (Y) on BNC connectors 
with a termination switch; 
1 (B−Y) with loop, 0.7Vpp/75Ω on 
BNC connectors with a termination 
switch; 1 (R−Y)/C with loop, 
0.7Vpp/0.3Vpp/75Ω on BNC 
connectors with a termination switch.

OUTPUTS: 2 SDI on BNC connectors.
VIDEO STANDARDS: CV, Y/C: NTSC (M, Japan, 4.43), 

PAL (B, D, G, H, I, M, N, Nc) and 
SECAM (B, D, G, K, K1, L).

BANDWIDTH (-3dB): 6MHz.
RESOLUTION: 10 bits. 
LUMINANCE NON-LINERARITY: 1% (worst case). 
K-FACTOR: 0.1%. 
S/N RATIO: 57dB (worst case). 
CHROMA/LUMA DELAY: <10ns. 
SDI PIXEL JITTER: <500ps (10Hz HPF) with PLL option 

board. <1ns (10kHz HPF) without 
PLL option board. 

INPUT COUPLING: DC or AC via internal jumpers. 
POWER CONSUMPTION: 12V DC, 320mA. 
DIMENSIONS: 22cm x 18cm x 4.5cm 

(8.7” x 7” x 1.7”) W, D, H. 
WEIGHT: 1.3kg (2.9lbs) approx.
INCLUDED ACCESSORIES: Power supply, Windows®−based 

Kramer control software. 
OPTIONS: RK−1 19” rack adapter.

C/R-Y IN

C/R-Y IN

12V DC

+
SDI OUT 1

SDI OUT 2

LOOP

C/R-Y IN

LOOP

LOOP

Hi-Z75Ω

BETACAM 
Component Player SDI Display

To SDI
Non-Linear

Editor

Component
Display YUV

YUV

SDI

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19

SP‑10D

Multi−Format Analog Video Processor/ProcAmp/TBC/Format & Standards Converter

B - c a d

RS-232

INPUTS

CV

G/Y

R/R-Y

B/B-Y

Y/C

SPLITTER

OUTPUTS

CV

G/Y

R/R-Y

B/B-Y

Vs/Cs

Hs/Cs

Y/C

SPLITTER

LOOP75 
IN
OHMS

SYNC

Genlock
Source

Next
Genlocked

Unit

Plasma
Display

Composite Video
Display

s-Video 
Display

Composite 
Video Player

s-Video 
Player

Betacam
Video Player
(Y, R-Y, B-Y
Source)

Camera 
(RGBS Source)

or

RS-232

Split 
Image
Display

Y/C

CVRGBS

Y/C

CV

RGB

RGBHV
CV

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a 
BNC connector; 1 Y/C 1Vpp/75Ω (Y), 
0.3Vpp/75Ω (C) on a 4−pin connector; 
1 component video Y/R−Y/B−Y or RGB/S, 
1Vpp/0.7Vpp/0.7Vpp/75Ω (or RGB/S) 
on BNC connectors; 1 genlock with loop, 
75Ω/Hi−Z on BNC connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a 
BNC connector; 1 Y/C 1Vpp/75Ω (Y), 
0.3Vpp/75Ω (C) on a 4−pin connector; 
1 component video Y/R−Y/B−Y or RGB/S, 
1Vpp/0.7Vpp/0.7Vpp/75Ω (or RGB/S) 
on BNC connectors.

VIDEO STANDARDS: PAL−B/D/G/H/I/M/N, 
NTSC−3.58/4.43, SECAM.

DIGITAL RESOLUTION: 10 bits.
BANDWIDTH  (−0.5dB): 5MHz.
DIFF. GAIN: 1%.
DIFF. PHASE: 1Deg.
K-FACTOR: 0.4%.
S/N RATIO: 60dB.
LUMA NON-LINEARITY: 1%.
CHROMA/LUMA DELAY: <15ns.
MEMORY: Non−volatile memory for storing 16 setups.
CONTROLS: Front−panel and RS−232: contrast, 

brightness, video gain, color, hue, H/V 
sharpness, SCH phase, delay, H/V shift; 
R, G, B, R−Y, B−Y level; screen splitter 
(process to bypass); freeze; panel lock.

POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz, 27VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter.

 ● Bandwidth - 5MHz (-0.5dB).
 ● Multi-Format Capability - Selected input is simultaneously output as 
composite video, s-Video, and component video (YUV or RGBS).

 ● Multi-Standard - NTSC 3.58/4.43, PAL-B/D/G/H/I/M/N and SECAM.
 ● Standards Conversion - The unit converts any input video standard to 
any other video standard (NTSC 3.58/4.43, PAL-B/D/G/H/I/M/N, 
and SECAM).

 ● ProcAmp Features - Contrast, brightness, color, hue, H/V sharpness, 
level/gain (R, G, B, R-Y, & B-Y).

 ● Built-in Time Base Corrector.
 ● Screen Splitter Feature - Simultaneous display of original video and 
processed video on a single screen (adjustable).

The SP-10D is a broadcast quality video processor that 
functions as a ProcAmp, a TBC, a format converter 
and a standards converter for composite video, s-Video 
(Y/C), and RGB/component video (YUV or RGBS) video 
signals. The original and processed images can be viewed 
simultaneously with the split screen output enabled.

FEATURES

 ● Timing Controls - Video delay, H/V delay, & SCH phase.
 ● Switching Synchronization Option - Synchronizes either to 
external reference or internal genlock sync generator.

 ● Looping Sync Input.
 ● Selectable Sync Signal Termination.
 ● 10-Bit Digital Processing.
 ● Multiple Memory Locations - Store 15 multiple switches 
as presets (salvos).

 ● Flexible Control Options - Front panel and RS-232.
 ● Front Panel Lockout.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U).
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28

FEATURES

 ● Bandwidth - 120MHz (-3dB).

 ● HDTV Compatible.

 ● No Frame Rate Conversion (No Scaling) - For scalers and 
scan converters, see Group 7.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

The FC-14 is a format converter for RGB (RGBHV, RGBS, 
RGsB) video signals. It accepts all the variations of RGB 
video formats and converts to a component video (YUV) 
signal.

FC‑14

Multi−Format RGB/S/HV to Component (YUV) Video Format Converter

TECHNICAL SPECIFICATIONS

INPUT: 1 RGBHV on 5 BNC connectors, wired in 
parallel to a 15-pin HD (F) connector.

OUTPUT: 1 YUV (Y, R-Y, B-Y) on 3 BNC connectors.
MAX. OUTPUT LEVEL: 1.5Vpp. 
BANDWIDTH (-3dB): 120MHz. 
DIFF. GAIN: 0.1%. 
DIFF. PHASE: 0.4Deg. 
K-FACTOR: 0.05%. 
S/N RATIO: 60dB. 
CONTROLS: Input format selector switches: RGBHV, 

RGBS, RGSB, RSGSBS. 
COUPLING: AC. 
POWER CONSUMPTION: 12V DC, 80mA. 
DIMENSIONS: 22cm x 18cm x 4.5cm (8.7” x 7” x 1.7”) 

W, D, H, (1/2 19”, 1U). 
WEIGHT: 0.94kg (2.0lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK-1 19” rack adapter. 

RGBHV IN

R
IN

YOUT

G
IN

B-YOUT

B
IN

R-YOUT
H/S

IN

V
IN 12V DC

RGBS Camera
Betacam 

Video Recorder
 

RGBS

YUV
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FEATURES

 ● Bandwidth - >5MHz (-3dB).

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

The FC-4 is a high-performance format converter for RGB on a 21-pin 
RGB-SCART connector. It converts an RGB signal to a component 
YUV output.

FC‑4
SCART RGBS to Component Video Format Converter

TECHNICAL SPECIFICATIONS

INPUT: 1 RGBS, 0.7Vpp/75Ω on a SCART connector.
OUTPUT: 1 component video (Y, B−Y, R−Y), 

1Vpp/0.7Vpp/0.7Vpp/75Ω on RCA connectors.
MAX. OUTPUT LEVEL: 2.1Vpp. 
BANDWIDTH (-3dB): >5MHz. 
DIFF. GAIN: 0.6%. 
DIFF. PHASE: 0.2Deg. 
K-FACTOR: 0.7%. 
S/N RATIO: 61dB. 
COUPLING: AC. 
POWER CONSUMPTION: 12V DC, 75mA. 
DIMENSIONS: 10.68cm x 4.36cm x 9.55cm 

(4.21" x 1.72" x 3.76") W, D, H. 
WEIGHT: 0.3kg (0.67lbs) approx. 
INCLUDED ACCESSORIES: Power supply. 
OPTIONS: RK−1 19" rack adapter. 

FC-4

Set Top 
Box Source

RGB to Component Video Converter

Plasma
(YUV) Display

Scart

YUV

SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

+ l
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

FC‑113
HDMI to 3G HD−SDI Format Converter

5V DC

HDMI IN

SD/HD-SDI

O
 1            O

 2

UT

UT

HD Camera
Digital 

Display 2

HDMI

SDI
SDI

Non Linear Editor

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
MAX. DATA RATE: Up to 3Gbps.
STANDARD COMPLIANCE: HDMI.
INPUT FORMATS: 525i, 625i; 

1080p @23.98/24/25/29.97/30/50/59.94/60; 
1080i @50/59.94/60; 720p @50/59.94/60.

INDICATOR LEDS: SD/HD, OUT, ON.
POWER CONSUMPTION: 5V DC, 470mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.67lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 
292M), and 3G HD-SDI (SMPTE 424M).

 ● Certified for Medical Applications - According to IEC 60601-1-2 
(Electromagnetic Compatibility), (FC-113-MD).

 ● No Frame Rate or Resolution Conversion.

 ● Active Input™ LED Reporting - Green indicates standard definition (SDI), 
blue indicates a high-definition (HD-SDI) input signal.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The FC-113 is a high-performance format converter for HDMI signals. 
It converts an HDMI input signal to two identical SDI video signals with 
embedded audio. The FC-113-MD is certified for medical applications.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

FC‑321
2x1 3G HD−SDI to HDMI Format Converter

Digital Video
Player 2

5V DC

HDMIOUT

SD/HD-SDI

IN 1               IN 2

Digital Video
Player 1

Plasma 
Display

HDMI

SDI AUDIO

SDISDI

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD/3G HD−SDI on a BNC connector.
OUTPUT: 1 HDMI connector.
MAX. DATA RATE: Up to 3Gbps.
STANDARD COMPLIANCE: HDMI.
INDICATOR LEDS: SD/HD, OUT, ON.
POWER CONSUMPTION: 5V DC, 480mA.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● HDTV Compatible.

 ● Audio Group De-embedded Selection.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M),  
and 3G HD SDI (SMPTE 424M).

 ● Active Input & Output LED Indicators.

 ● Switching - Front panel and IR remote (included).

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The FC-321 is a high-performance format converter for 3G HD-SDI signals. 
It converts one of two 3G HD-SDI signals to an HDMI output signal with 
the same resolution and frame rate.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

FC‑322
2x1:2 3G HD−SDI to HDMI Format Converter

Digital Video
Player 2

5V DC

HDMIOUT 1

SD/HD-SDI

IN 1               IN 2

Digital Video
Player 1

Plasma 
Display 2

SDI AUDIO

SDI

SDI

HDMIOUT 2

HDMI

Plasma 
Display 1

HDMI

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
OUTPUTS: 2 HDMI connectors.
MAX. DATA RATE: Up to 3Gbps.
STANDARD COMPLIANCE: HDMI.
INDICATOR LEDS: SD/HD, OUT, ON.
POWER CONSUMPTION: 5V DC, 580mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● HDTV Compatible.

 ● Audio Group De-embedded Selection.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M),  
HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Active Input & Output LED Indicators.

 ● Switching - Front panel and IR remote (included).

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The FC-322 is a high-performance format converter for  
3G HD-SDI signals. It converts one of two 3G HD-SDI signals to two 
HDMI output signals with the same resolution and frame rate.
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FC‑331
3G HD−SDI to HDMI Format Converter

The FC-331 is a high-performance format converter for video signals 
up to 3G HD-SDI. It converts the input video format (with embedded 
audio) to an HDMI output signal. The FC-331-MD is certified for 
medical applications.

FEATURES

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), HD-SDI 
(SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Certified for Medical Applications - According to IEC 60601-1-2 
(Electromagnetic Compatibility), (FC-331-MD).

 ● Looping Input with Reclocking.

 ● HDTV Compatible.

 ● Audio Group De-embedded Selection.

 ● Active Input & Output LED Indicators.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3T rack adapter.

5V DC

HDMI OUT

SD/HD-SDI

HD/SD
SDI Display

IN                 LOOP

Digital Video
Player

Plasma 
Display

HDMI

SDI AUDIO

SDI

SDI

1 2 3
4

567
0

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with loop on BNC connectors.
OUTPUTS: 1 HDMI connector.
MAX. DATA RATE: Up to 3Gbps.
STANDARD COMPLIANCE: HDMI.
INDICATOR LEDS: SD/HD, OUT, ON.
POWER CONSUMPTION: 5V DC, 400mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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FC‑332
3G HD−SDI to HDMI Format Converter

The FC-332 is a high-performance format converter for video signals 
up to 3G HD-SDI. The unit converts the input video format (with 
embedded audio) to two HDMI outputs.

FEATURES

 ● HDTV Compatible.

 ● Looping Input.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M) compliance and support for data rates 
of 270Mbps, 1483.5Mbps, 1485Mbps and 2970Mbps.

 ● Embedded Audio Group Select Rotary Switch.

 ● Active Input Indication™ Reporting - Green indicates a standard 
definition (SDI) input signal and blue indicates a high definition (HD-SDI) 
input signal.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

5V DC

HDMIOUT 1

SD/HD-SDI
IN               LOOP

Digital Video
Player

Plasma 
Display 2

SDI AUDIO

SDI

HDMIOUT 2

HDMI

Plasma 
Display 1

HDMI

HD/SD
SDI Display

SDI

1 2 3
4

567
0

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with loop on BNC connectors.
OUTPUTS: 2 HDMI connectors.
MAX. DATA RATE: Up to 3Gbps.
STANDARD COMPLIANCE: HDMI.
INDICATOR LEDS: SD/HD, OUT, ON.
POWER CONSUMPTION: 5V DC, 510mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19

FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M) & HD-SDI (SMPTE 292M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● HD Resolutions - 720p and 1080i (up to 60Hz) & 1080p 
(up to 30Hz).

 ● Sync Input - Bi-level & tri-level.

 ● No Resolution Conversion.

 ● ProcAmp Control - Memory for 16 setups.

 ● Test Pattern Generator - 8 patterns.

 ● Control - Front panel & RS-232 (K-Router™ Windows®-
based software is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The FC-41 is a high-performance format converter for HD-SDI signals. 
The unit converts an HD-SDI input to component HD and RGHBV signal 
outputs.

FC‑41

HD−SDI to Component HD Format Converter & Test Pattern Generator

TECHNICAL SPECIFICATIONS

INPUT: 1 HD−SDI on a BNC connector.
OUTPUTS: 2 HD−SDI on BNC connectors; 

1 component video, YPbPr on 3 BNC 
connectors; 
1 RGB/HV on a 15−pin HD connector.

MAX. OUTPUT LEVEL: YUV: 1.2Vpp, XGA: 0.9Vpp. 
RESOLUTION: Up to 1080p. 
S/N RATIO: 55dB. 
CONTROLS: Front panel buttons: MENU, ENTER, menu 

arrows, LOCK; rear panel: RS−232. 
INDICATORS: Multi−character display on the front panel. 
POWER 
CONSUMPTION:

100−240V AC, 50/60Hz, 
200mA max. 12VA.

DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.6kg (5.7lbs) approx.
INCLUDED 
ACCESSORIES: Power cord, rack "ears".

OUTPUTS

SDI
SDI

SDI IN

PB

PR

RGB/HV

Y

ProjectorSDI Display
Non Linear Editor

SDI 
Video 
Player

Plasma 
Display

RS-232

SDI

YUV

RGB

SD
I

SDI
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The FC-31xl is a high-performance format converter for computer 
graphics signals with resolutions up to and including WUXGA. The 
unit converts a computer graphics input to a DVI-D output.

Computer Graphics Video to DVI Format Converter
FC‑31xl

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD connector.
OUTPUT: 1 DVI , 1.2Vpp on a DVI Molex 24−pin female 

connector; DDC signal 5Vpp (TTL).
SUPPORTED RESOLUTIONS: 640x480 @60Hz/72Hz/75Hz/85Hz; 

720x400 @70Hz/85Hz; 800x600 
@56Hz/60Hz/72Hz/75Hz/85Hz; 848x480 
@60Hz; 1024x768 @60Hz/72Hz/75Hz/85Hz; 
1152x864 @75Hz; 1280x768 @60Hz 
(RB)/75Hz/85Hz; 1280x800 @60Hz; 1280x960 
@60Hz/85Hz; 1280x1024 @60Hz/75Hz/85Hz; 
1360x768 @60Hz; 1400x1050 @60Hz(RB)/75Hz;  
1440x900 @60Hz; 1440x1050 @60Hz; 
1600x1200 @60Hz; 1680x1050 @60Hz; 
1920x1080 @60Hz; 1920x1200 @60Hz(RB).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
CONTROLS: DIP−switches.
COUPLING: DC.
POWER CONSUMPTION: 12V, 180mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 10.7cm x 15.9cm x 4.0cm (4.21" x 6.26" x 1.59") 

W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Max. Data Rate (DVI) - 4.95Gbps (1.65Gbps per graphic channel).

 ● Controls - H & V position and sharpness via DIP-switches.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

FC-3
1XL

UXGA to D
VI C

onverter

12V DC

DVI OUT

UXGA IN

Computer Graphics
Source

DVI Projector

DVI

UXGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C-DM/DM DVI Copper Cable 8.42
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-DM/DM DVI Copper Cable 8.42

The FC-32 is a high-performance format converter for DVI-D signals. 
The unit converts (without scaling) a DVI-D input to a computer 
graphics or component video output on a 15-pin HD connector.

DVI to Computer Graphics/Component/HDTV Video Format Converter
FC‑32

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Computer Graphics Video or Component (HDTV) Selector Switch.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

5V DC

DVI

PC/C

 O

OMPONENT
UT

DVI IN

Computer
Graphics Source

Display

VGA

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI−D, 1.2Vpp on a Molex 24−pin (F) connector, 
DDC signal 5Vpp (TTL).

OUTPUT: 1 VGA or YPbPr on a 15−pin HD (F) connector; 
YPbPr is with bi−level sync.

RESOLUTION: Up to WUXGA, 1080p.
CONTROL: Switch for RGB/YPbPr selection.
POWER CONSUMPTION: 5V DC, 490mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
ACCESSORIES: Power supply.
OPTIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.
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The VP-1 is a high-performance passive format converter for all RGBHV 
and 15-pin HD connector applications. It converts 15-pin HD computer 
graphics video signals to five BNC RGBHV signals and vice versa.

15−pin HD to 5 BNC Bidirectional Format Converter

VP‑1

TECHNICAL SPECIFICATIONS

INPUT: 1 VGA/UXGA on a 15−pin HD (F) connector or RGBHV on 
BNC connectors.

OUTPUT: 1 RGBHV on BNC connectors or VGA/UXGA on a 15−pin 
HD connector.

MAX. OUTPUT LEVEL: 4Vpp/75Ω.
BANDWIDTH (-3dB): 1800MHz (1.8GHz).
CONTROLS: ID bit on/off.
DIMENSIONS: 9.9cm x 4.65cm x 2.41cm (3.9” x 1.8” x 0.95”) W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.

VP
-1

XGA to R
GBHV C

onverter

V syn
c

H syn
c

Blue

Green

Red

XGA IN/OUT

ID Bit

Computer
Graphics
Source

Off On

Data Projector

RGBHV

VGA

FEATURES

 ● Bandwidth - 1800MHz (-3dB).

 ● HDTV Compatible.

 ● ID Bit Control.

 ● Compact Size - Part of the Kramer TOOLS family of compact high-quality 
and cost-effective solutions.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28
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The VP-100 is a high-performance format converter for computer 
graphics video signals. It converts a computer graphics video signal 
on a 15-pin HD connector to either RGBS, RGsB, or RGBHV video 
signals on BNC connectors.

Computer Graphics Video to RGB/HV/S Format Converter

VP‑100

FEATURES

 ● High Bandwidth - 350MHz (-3dB).

 ● Control - H/V sync shift & sync selection.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● ID Bit Control.

 ● EQ (Peaking) Control.

 ● Active Line Amplification Circuitry.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

BLUE

RED
GREEN

H /CS
S

Local Display

Computer
Graphics
Source

Data Projector

12V DC

ON

RGBHV

VGA

VGA

TECHNICAL SPECIFICATIONS

INPUT: 1 analog red, green, blue signals: 0.7Vpp/75Ω, H & V 
sync, TTL level, with loop on 15−pin HD (F) connectors.

OUTPUTS: 1 analog red, green (with or without composite 
sync), blue signals: 0.7 Vpp/75Ω; H & V syncs: TTL 
level (Hi−Z load) or analog level (75Ω load) on BNC 
connectors; 1 composite sync: TTL levels (Hi−Z load) 
or analog level (75Ω load).

VIDEO BANDWIDTH (-3dB): 350MHz. 
DIFF. GAIN: 0.07%. 
DIFF. PHASE: 0.03Deg. 
K-FACTOR: 0.05%. 
VIDEO S/N RATIO: 71dB. 
CONTROLS: Cable EQ, H & V sync shift, G/sync on green switch, 

Hs/Cs switch, ID bit switch, input termination switch. 
EQ. CONTROL: 0 to +9.7dB @5MHz. 
POWER CONSUMPTION: 12V DC, 60mA. 
DIMENSIONS: 12cm x 7.5cm x 2.5 cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. 
INCLUDED ACCESSORIES: Power supply, mounting bracket. 
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28
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3G HD−SDI AES De−Embedder

6808HDxl

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD-SDI (SMPTE−259M/292M/424M).
OUTPUTS: 1 SD/HD/3G HD-SDI (SMPTE−259M/292M/424M), 

2 AES/EBU audio on BNC connectors.
POWER CONSUMPTION: 5V DC, 390mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 3.0" x 1.0")  W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.
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5V DC

AES OUTPUTS
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B
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Video Player
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IN                          OUT
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SDI 

Display

SDI
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o

The 6808HDxl is a high-performance audio de-embedder for 3G HD-SDI  
video signals. The unit can de-embed two selectable AES audio streams.

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● Looping Input.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M),  
HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Group Select DIP-Switches - Select the audio group to de-embed.

 ● HD-SDI & SDI Input Indication LEDs.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34
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6809HD

HD−SDI & SDI Audio Embedder

The 6809HD is a high-performance audio embedder for SDI and 
HD-SDI video signals. The SD/HD-SDI input is embedded with up to 
two channels of AES-3id audio signals.

TECHNICAL SPECIFICATIONS

INPUT: 1 HD−SDI, 2 AES−3id on BNC connectors. 
OUTPUT: 1 HD−SDI on a BNC connector.
CONTROLS: Group select DIP-switches.
POWER CONSUMPTION: 12V DC, 450mA. 
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.7" x 2.74" x 0.96") W, D, H. 
WEIGHT: 0.3kg (0.66lbs). 
INCLUDED ACCESSORIES: Power supply, mounting bracket. 
OPTIONS: RK−3T 19” rack adapter. 

FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M) & 
HD-SDI (SMPTE 292M).

 ● Output Cable Equalized and Reclocked - Up to 350m (1150ft).

 ● No Format or Resolution Conversion.

 ● Kramer re-Klocking™ & Equalization Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Group Select - Select which 2 of the 4 audio channels to embed.

 ● Indicators - Audio and SDI or HD-SDI video input status LEDs.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

HD/SD-S
DI A

ES E
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bedder

6809HD

DAT-Player BDAT-Player A

SDI+AES/EBU
Acceptor

12V DC

A

B

     AES INPUTS    

IN 

OUT

        SDI        

HD/SD Digital
Video Player

AudioSDI

Audio

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34
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FC‑340
3G HD−SDI Scaler/Embedder/Scan Converter

TECHNICAL SPECIFICATIONS

DIGITAL INPUTS: 1 SD/HD/3G HD−SDI with loop, 
75Ω on BNC connectors; 
2 AES/3id on BNC connectors.

DIGITAL OUTPUTS: 2 SD/HD/3G HD−SDI, 75Ω on BNC 
connectors; 2 AES/3id on BNC 
connectors.

ANALOG OUTPUTS: 1 composite on a BNC connector, 
PAL/NTSC (according to output 
frame rate); 2 balanced stereo 
audio on a 5−pin terminal block.

MAX. DIGITAL VIDEO 
INPUT/OUTPUT LEVEL: 800mVpp/75Ω.
SAMPLE CONVERSION RATE: 48kHz (digital audio).
BANDWIDTH: 20kHz (analog audio).
INPUT RESOLUTIONS: 480i @59.94, 576i @50, 

720p @59.94/60/50, 1080i 
@59.94/60/50, 1080p 
@29.97/30/23.98/24,    
23.98sF/24sF, 1080p 
@59.94/60/50.

OUTPUT RESOLUTIONS: 480i @59.94, 576i  @50, 
72p @59.94/60/50, 1080i 
@59.94/60/50, 1080p 
@59.94/60/50.

POWER CONSUMPTION: 100−240V AC 50/60Hz 22VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE  TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.2” x 1U (W, D, H) rack 

mountable.
WEIGHT: 1.6kg (3.53lbs) approx.
INCLUDED ACCESSORIES: Rack “ears”.

The FC-340 is a broadcast-quality video scaler, audio embedder/ 
de-embedder and scan converter for digital video signals up to 3G HD-SDI. 
The unit inputs an SDI signal and simultaneously outputs SDI and composite 
video signals while the audio embedded in the SDI input signal is output to 
both AES/3id and balanced audio outputs.
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FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M), HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 
424M).

 ● Looping Video Input.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Embedding Options - Selects embedded audio or embeds 
two independent audio groups.

 ● Flexible Control Options - Front panel buttons with 
20-character LCD display, RS-232, Ethernet.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FC‑340S
3G HD−SDI Scaler/Embedder/Scan Converter

TECHNICAL SPECIFICATIONS

DIGITAL INPUTS: 1 SD/HD/3G HD−SDI with loop, 
75Ω on BNC connectors; 
2 AES−3id audio on BNC connectors.

DIGITAL OUTPUTS: 2 SD/HD/3G HD−SDI, 75Ω on BNC 
connectors; 2 AES−3id audio on 
BNC connectors.

ANALOG OUTPUTS: 1 composite video on a BNC 
connector, PAL/NTSC (according 
to output frame rate); 
2 balanced stereo audio on 5−pin 
terminal blocks.

MAX. DIGITAL VIDEO 
INPUT/OUTPUT LEVEL:

800mVpp/75Ω.

SAMPLE CONVERSION RATE: 48kHz (digital audio).
BANDWIDTH: 20kHz (analog audio).
INPUT RESOLUTIONS: 480i @59.94, 576i @50, 

720p @59.94/60/50, 1080i 
@59.94/60/50, 1080p 
@29.97/30/23.98/24, 
23.98sF/24sF, 1080p 
@59.94/60/50.

OUTPUT RESOLUTIONS: 480i @59.94, 576i @50, 
72p @59.94/60/50, 1080i 
@59.94/60/50, 1080p 
@59.94/60/50.

POWER CONSUMPTION: 12V DC, 1A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.7cm x 4.4cm  

(8.46” x 6.57” x 1.73”) W, D, H.
WEIGHT: 1.6kg (3.53lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

The FC-340S is a broadcast-quality video scaler and audio embedder/
de-embedder for digital signals up to 3G HD-SDI. The unit inputs SDI 
and AES/3id signals and simultaneously outputs two SDI and composite 
video signals while the audio embedded in the SDI input signal is output 
to both AES/3id and balanced stereo audio outputs.
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FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI 
(SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Looping Video Input.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Embedding Options - Selects embedded audio or embeds 
two independent audio groups.

 ● Flexible Control Options - Front panel with 2-row LCD, 
Ethernet & RS-232 (supplied with PC control software).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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HDMI Audio De−Embedder
FC‑46xl

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● HDMI Support - ARC and HDMI Uncompressed Audio Channels.

 ● Auto Format Detection - Digital RGB or YPbPr.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The FC-46xl is a high-performance HDMI audio de-embedder. The unit 
can de-embed audio from the HDMI input or from the HDMI output 
Audio Return channel to S/PDIF, TOSLINK® and analog audio outputs 
simultaneously.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 1 HDMI connector, 1 TOSLINK® optical digital audio 

connector, 1 S/PDIF digital audio on an RCA connector, 
1 unbalanced stereo audio on a 3.5mm mini connector.

MAX. DATA RATE: Supports up to 6.75 Gbps (2.25Gbps per graphic channel), 
1080p @60Hz, 36−bit Deep Color.

COMPLIANCE 
WITH STANDARDS: Supports HDMI, HDCP 1.4.
CONTROLS: Audio source select button.
INDICATOR LEDS: ON, IN, OUT.
POWER CONSUMPTION: 5V DC, 600mA.
DIMENSIONS: 12.4cm x 7cm x 2.4cm (4.9" x 2.8" x 0.94") W, D, H.
WEIGHT: 0.4kg (0.88lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

S/PDIF

AUDIO OUT

5V DC

TOSLINK

Plasma 
Display

HDMI OUT

HDMI IN

ANALOG

DAT Recorder

Power Amplifier
with Speakers

Blu-ray
Disk Player

HDMI

HDMI

Audio

Power Amplifier
with Speakers

Audio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C-RVM/RVM RCA Composite Video Cable 8.35
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The FC-49 is a high-quality format converter and embedder for DVI 
and audio signals. It converts a DVI signal and embeds an unbalanced 
stereo, S/PDIF or TOSLINK® audio signal to an HDMI output.

DVI & Audio to HDMI Format Converter & Audio Embedder

FC‑49

TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI-D on a DVI I connector, 1.2Vpp on a Molex 24-pin 
female connector; DDC signal 5Vpp (TTL); 1 S/PDIF on an 
RCA connector (stereo audio and not 5.1 channel audio), 
1 unbalanced stereo audio on a 3.5mm mini jack, 1.5Vpp 
max.; 1 TOSLINK® optical connector.

OUTPUT: HDMI connector.
COMPLIANCE WITH 
HDMI STANDARD: Supports DVI 1.0, HDMI, and HDCP.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel), UXGA, 1080p.
TOSLINK SAMPLE RATE: 44.1kHz and 48kHz.
CONTROLS: EDID button.
INDICATOR LEDS: ON, IN, OUT.
POWER CONSUMPTION: 12V DC, 400mA.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE 
TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non-condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.73" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, bracket installation kit.
OPTIONAL: RK-3T 19" rack mount.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● Auto Format Detection - Digital RGB or YPbPr.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

FC-4
9

DVI/Audio To H
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onverter

12V DC
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S/PDIF

OPTICAL

DVI IN

LCD TV with
Built-in Speakers

Multimedia
Player

A
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io

DVI

H
D

M
I

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C-RVM/RVM RCA Composite Video Cable 8.35

G P 8 j q [] ()
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FC‑10ETH

RS−232/RS−485 to Ethernet Converter

FEATURES

 ● Internal 128 Byte buffer.

 ● Control Software Included - Windows®-based configuration management 
software for network programming (including routing mode settings, 
network settings, serial settings, and destination device settings).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

ETHERNET INTERFACE: 10/100BaseT Ethernet.
SERIAL INTERFACES: 2 RS−232 connectors, signals: RX, TX, RTS, CTS, 

ground on 9−pin D−sub (M) ports; 
1 RS−485 on a detachable terminal block connector.

NETWORK PROTOCOLS: ICMP, ARP (ping), TCP, UDP.
POWER CONSUMPTION: 12V DC, <80mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.25lbs) approx.
ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The FC-10ETH is a bidirectional RS-232 or RS-485 to Ethernet 
control signal converter. It allows two RS-232 (or one RS-232 and 
one RS-485) controllable devices to be controlled via an Ethernet or 
LAN connection.

FC-1
0ETH

Ethernet C
ontrolle

r

ETHERNET

STATUS
 COM1

ON

RS-232
COM 2

  A B G RS-485
STATUS

 COM2

RS-232
COM 1

To a Kramer
Machine

To a Kramer
Machine

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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FC‑8

RS−232 to Wireless LAN Bridge
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FC-8

RS-232

TECHNICAL SPECIFICATIONS

INPUT: 1 RS−232 9−pin D−sub (F) connector.
OUTPUT: Antenna: HW core CPU 32−bit RISC ARM7TDMI, 

low−leakage, 0.13 micron, 48MHz.
OPERATING VOLTAGE (input):12V DC, 70mA. RoHS−compliant lead−free.
RS-232 PERFORMANCE  
SPECIFICATIONS:

Asynchronous character, binary, 7 or 8 data bits, odd, 
even, or no parity, 1 stop bit, hardware flow control 
(RTSH, CTSH) and software flow control.

STANDARDS SUPPORTED: IEEE 802.11b, IEEE 802.11g.
FREQUENCY: 2.412 to 2.472GHz (Europe), 2.412 to 2.462GHz (USA).
CHANNELS: 13 channels (Europe), 11 channels (USA).
TRANSMIT POWER LEVELS: 802.11b 17dBu, 802.11g 17dBu.
RECEIVE MINIMUM INPUT  
LEVEL SENSITIVITY: 11Mbps −86dBu, 54Mbps −72dBu.
INTERNET PROTOCOLS: ARP, ICMP, IP, UDP, TCP, DHCP, DNS, NTP, SMTP.
SECURITY PROTOCOLS: WEP, WPA and WPA2.
PROTOCOLS ACCELERATED  
IN HW: AES, 3DES and SHA.
APPLICATION PROGRAM  
INTERFACE:

Kramer Configuration Program. Factory default 
configuration: ad hoc net, permanent IP, DHCP server 
and serialNET mode. Kramer application Web page for 
changing net details, security and IP. Protocols: HTTP 
Web server with two on−chip Web sites: configuration 
site and application site; DHCP client and server.

OPERATING HUMIDITY: 90% max, non−condensing.
OPERATING TEMPERATURE: −40° to 85°C (−40° to 185°F).
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 3.0" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply, antenna, null−modem adapter.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Interface - RS-232 (9-pin D-sub).

 ● Connectivity - Supports multiple TCP/UDP sockets.

 ● Security - WEP, WPA, WPA2 Wi-Fi encryption.

 ● Remote Control and IP Settings - Master & slave routing modes.

 ● Embedded Web Server - Serves Web pages & applets.

 ● Real-time Status Indicators - Transmit, receive, & link LEDs.

 ● Convenient Setup & Control - Serial and network programming via Web 
interface or Windows®-based configuration management software for 
serial and network programming (including routing mode, network, 
serial, and destination device settings).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

The FC-8 is a bidirectional RS-232 to WiFi (802.11b/g) interface. 
The unit allows any RS-232 controllable device to be controlled 
through a wireless LAN connection.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

d &
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The VP-43xl is a bidirectional converter between RS-232, RS-485, 
and RS-422 formats. Input data in any format is converted to the 
other two formats.

RS−232/RS−485/RS−422 Format Converter

VP‑43xl

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: RS−232 IN on 9−pin D−sub (F), RS−232 OUT on 9−pin  
D−sub (M) compliant to TIA/EIA−232−F.  
RS−485 on 3 wires detachable terminal block compliant 
to TIA/EIA−485−A. RS−422 on 9−pin D−sub (F) compliant 
to TIA/EIA−422−B.

BAUD RATES: 1200, 2400, 9600, 19200, 38400.
FORMAT: 1 start bit, 8 data bits, 1 stop bit.
DISPLAY: Power ON LED.
POWER CONSUMPTION: 12V DC, 80mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

VP-4
3XL

Interfa
ce C

onverter

SETUP

RS-232 in

ON

12V DC

RS-232 out RS-485 G A B
RS-422

To RS-232 Port
on a Kramer

switcher

To RS-485
Port on a Kramer

switcher

FEATURES

 ● Ports - RS-232, RS-485, and RS-422.

 ● Format Conversion - Any control message is converted to the other  
2 formats at the same baud rate.

 ● Daisy-Chaining - Up to 32 units can be connected via RS-485.

 ● Baud Rates - 1200, 2400, 9600, 19200 and 38400.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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Kramer Electronics has a full line of range extender solutions, including twisted pair (CAT 5) extenders, fiber 
optic and coax extenders and repeaters for the Pro AV market.

Twisted pair technology simplifies the distribution of AV and control signals in a system. Signals are transmitted 
over greater distances than with traditional coaxial cable using inexpensive and commonly available CAT 5 twisted 
pair cable. Our twisted pair products include transmitters, receivers and line amplifiers.

Transmitters convert video, audio and/or control signals to a twisted pair signal format (balanced line). Receivers 
convert these twisted pair signals back to their original formats for distribution at the destination.
Line amplifiers extend the operating distance of the twisted pair system by adding amplification and cable 
compensation.

Our fiber optic extenders include transmitters and receivers for sending analog and digital video signals over 
very long distance.

Our repeater line includes solutions for extending digital signals, such as DVI, HDMI or FireWire over long 
distances.

With an extremely broad range of products, Kramer is an acknowledged leader in range extender technology 
for the distribution of audio, video and control signals.

GROUP 5
RANGE  EXTENDERS & REPEATERS





RANGE EXTENDERS & REPEATERS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

T WISTED PAIR (CAT 5) EX TENDERS

5.1  TRANSMITTERS & RECEIVERS

ANALOG

5.1.1  AV (CV & Y/C + AUDIO)

711N Composite Video & Stereo Audio over Twisted Pair Transmitter 1 CV 1 CAT 5 TOOLS U 5.9

712N Composite Video & Stereo Audio over Twisted Pair Receiver 1 CAT 5 1 CV TOOLS U

713 Composite Video & Stereo Audio over Twisted Pair Transmitter 1 CV 1 CAT 5 TOOLS U 5.10

714 Composite Video & Stereo Audio over Twisted Pair Receiver 1 CAT 5 1 CV TOOLS U/D

717 Composite Video & Stereo Audio over Twisted Pair Transmitter 1 CV (BNC) 1 CAT 5 TOOLS U 5.11

718 Composite Video & Stereo Audio over Twisted Pair Receiver 1 CAT 5 1 CV (BNC) TOOLS U

TP-9 Composite Video, s−Video & Stereo Audio over Twisted Pair 
Transmitter with IR Repeater

1 CV
1 Y/C

1 IR
1 CAT 5

TOOLS U/D 5.12

TP-10 Composite Video, s−Video & Stereo Audio over Twisted Pair 
Receiver with IR Repeater

1 IR
1 CAT 5

1 CV
1 Y/C

TOOLS U/D

VM-9T 1:2 Composite Video & Stereo Audio Distribution Amplifier with a 
Twisted Pair Output

1 CV 2 CV
1 CAT 5

Desktop U 1.11

WP-27 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Transmitter

1 CV
1 Y/C
1 YUV

1 CAT 5 Wallplate U/D 9.36

WP-28 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Receiver

1 CAT 5 1 CV
1 Y/C
1 YUV

Wallplate U/D

5.1.2  CV (COMPOSITE VIDEO)

705xl Composite Video over Twisted Pair Branching Transmitter 1 CV 2 CAT 5 TOOLS N/A 5.13

706xl Composite Video over Twisted Pair Branching Receiver 1 CAT 5 2 CV TOOLS N/A

5.1.3  COMPONENT ( YUV ) 

TP-41 Component  Video & S/PDIF Audio over Twisted Pair Transmitter 1 YUV/HD 1 CAT 5 TOOLS D 5.14

TP-42 Component Video & S/PDIF Audio over Twisted Pair Receiver 1 CAT 5 1 YUV/HD TOOLS D

TP-43 Component Video & S/PDIF Audio over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
1 YUV/HD

TOOLS D 5.52

TP-45EDID Component Video or Computer Graphics Video with Audio over 
Twisted Pair Transmitter with EDID

1 VGA
1 YUV/HD

1 CAT 5 TOOLS U/D 5.15

TP-46N Component Video or Computer Graphics Video with Audio over 
Twisted Pair Receiver

1 CAT 5 1 VGA/HD
1 YUV/HD
1 CAT 5

TOOLS U/D

TP-45RC Component Video or Computer Graphics Video with Audio over 
Twisted Pair Transmitter with Remote Switching

1 VGA
1 YUV/HD

1 CAT 5 TOOLS U/D 5.32

WP-27 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Transmitter

1 CV
1 Y/C
1 YUV

1 CAT 5 Wallplate U/D 9.35

WP-28 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Receiver

1 CAT 5 1 CV
1 Y/C
1 YUV

Wallplate U/D

5.1.4  COMPUTER (15‑PIN HD)

F-110 Active Wall Plate Insert − Computer Graphics Video Line 
Transmitter

1 VGA 1 CAT 5 Double Insert N/A 9.59

PT-110xl NEW Computer Graphics Video over Twisted Pair Transmitter with 
EDID

1 VGA/HD CAT 5 Pico TOOLS™ N/A 5.16

PT-120xl NEW Computer Graphics Video over Twisted Pair Receiver 1 CAT 5 1 VGA/HD Pico TOOLS™ N/A 5.17

TP-100AXR Computer Graphics Video & Stereo Audio over Twisted Pair 
Transmitter

1 VGA/HD 2 CAT 5 Desktop U 5.18

TP-200AXR Computer Graphics Video & Stereo Audio over Twisted Pair 
Receiver

1 CAT 5 2 VGA Desktop U/D

TP-102HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter

1 VGA/HD 2 CAT 5 TOOLS N/A 5.19

TP-104HD 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.20
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

5.1.4  COMPUTER (15‑PIN HD) (continued)

TP-107AVR 2x1 Computer Graphics Video & Stereo Audio over Twisted Pair 
Transmitter

1 VGA
1 CAT 5

1 CAT 5 TOOLS U 5.21

TP-112HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 2 CAT 5 TOOLS N/A 5.56

TP-114 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.57

TP-120 Computer Graphics Video over Twisted Pair Receiver 1 CAT 5 1 VGA/HD TOOLS N/A 5.22

TP-120-od Computer Graphics Video over Twisted Pair Receiver with EMP 
Protection

1 CAT 5 1 VGA/HD TOOLS N/A

TP-121xl NEW Computer Graphics Video & Stereo Audio over Twisted Pair 
Transmitter

1 VGA/HD 1 CAT 5 TOOLS U 5.23

TP-122xl NEW Computer Graphics Video & Stereo Audio over Twisted Pair 
Receiver

1 CAT 5 1 VGA/HD TOOLS U/D

TP-123 Computer Graphics Video, Stereo Audio & RS−232 over Twisted 
Pair Transmitter

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U 5.24

TP-123-od Computer Graphics Video, Stereo Audio & RS−232 over Twisted 
Pair Transmitter with EDID & EMP Protection

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U

TP-123EDID Computer Graphics Video, Stereo Audio & RS−232 over Twisted 
Pair Transmitter with EDID

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U

TP-124 Computer Graphics Video, Stereo & S/PDIF Audio & RS−232 
over Twisted Pair Receiver

1 CAT 5 1 VGA/HD
1 RS-232

TOOLS U/D

TP-124-od Computer Graphics Video, Stereo & S/PDIF Audio & RS−232 
over Twisted Pair Receiver with EMP Protection

1 CAT 5 1 VGA/HD
1 RS-232

TOOLS U/D

TP-125-od  Computer Graphics Video, Stereo Audio & Bidirectional RS−232 
over Twisted Pair Transmitter with EDID & EMP Protection

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U 5.25

TP-125EDID Computer Graphics Video, Stereo Audio & Bidirectional RS−232 
over Twisted Pair Transmitter with EDID

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U

TP-126-od Computer Graphics Video, Stereo Audio & Bidirectional RS−232 
over Twisted Pair Receiver with EMP Protection

1 CAT 5 1 VGA/HD
1 RS-232

TOOLS U/D

TP-125xl Computer Graphics Video, Stereo Audio & Bidirectional RS−232 
over Twisted Pair Transmitter with EDID

1 VGA/HD
1 RS-232

1 CAT 5 TOOLS U 5.26

TP-126xl Computer Graphics Video, Stereo Audio & Bidirectional RS−232 
over Twisted Pair Receiver with EDID

1 CAT 5 1 VGA/HD
1 RS-232

TOOLS U/D

TP-133 Computer Graphics Video, Audio & Data over Twisted Pair 
Transmitter with Auto EQ & Skew

1 VGA
1 RS-232

1 CAT 5 MegaTOOLS™ B/U 5.27

TP-134 Computer Graphics Video, Audio & Data over Twisted Pair 
Receiver with Auto EQ & Skew

1 CAT 5 1 VGA
1 RS-232

MegaTOOLS™ B/U

TP-141 Computer Graphics Video & Stereo Audio over Twisted Pair 
Transmitter

1 VGA/HD 1 CAT 5 TOOLS U 5.28

TP-142 Computer Graphics Video & Stereo Audio over Twisted Pair 
Receiver

1 CAT 5 1 VGA/HD TOOLS U/D

TP-185 8−Channel Computer Graphics Video, Audio & Data over Twisted 
Pair Transmitter

8 VGA 8 CAT 5 19” (1U) U 5.29

TP-202 Computer Graphics Video over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
2 VGA/HD

TOOLS N/A 5.51

TP-205A 1:5 Computer Graphics Video,  Audio, &  RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

5 CAT 5 Desktop U/D 5.58

TP-210 1:10 Computer Graphics Video over Twisted Pair Transmitter 
with Dual 15−pin HD Outputs

1 VGA/HD 2 VGA/HD
10 CAT 5

19” (1U) N/A 5.59

TP-210A 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

2 VGA/HD
10 CAT 5

19” (1U) U/D 5.60

TP-219HD 2x1 Computer Graphics & HDTV Video Switcher over Twisted 
Pair Transmitter

2 VGA/HD 1 CAT 5 TOOLS N/A 5.30

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

TP-45EDID Component Video or Computer Graphics Video with Audio over 
Twisted Pair Transmitter with EDID

1 VGA
1 YUV/HD

1 CAT 5 TOOLS U/D 5.15

TP-46N Component Video or Computer Graphics Video with Audio over 
Twisted Pair Receiver

1 CAT 5 1 VGA/HD
1 YUV/HD
1 CAT 5

TOOLS U/D

TP-45RC Component Video or Computer Graphics Video with Audio over 
Twisted Pair Transmitter with Remote Switching

1 VGA
1 YUV/HD

1 CAT 5 TOOLS U/D 5.32

TP-50 1:2 Computer Graphics Video with S/PDIF or Stereo Audio 
Twisted Pair Receiver

1 CAT 5 2 VGA TOOLS U/D 5.33
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

5.1.4  COMPUTER (15‑PIN HD) (continued)

VP-12NHD 1:12 Computer Graphics Video & HDTV Distribution Amplifier 
with 3 Twisted Pair Transmitters

1 VGA/HD 12 VGA/HD
3 CAT 5

19” (1U) N/A 1.61

VP-5R 1:5 Computer Graphics Video Twisted Pair Receiver & 
Distribution Amplifier

1 CAT 5 5 VGA/HD Desktop N/A 1.57

WP-110 Active Wall Plate − Computer Graphics Video Transmitter 1 VGA/HD 1 CAT 5 Wallplate N/A 9.40

WP-120 Active Wall Plate − Computer Graphics Video Receiver 1 CAT 5 1 VGA/HD Wallplate N/A 9.41

5.1.5  AUDIO

WA-20N Active Wall Plate − RCA Unbalanced Stereo Audio over Twisted 
Pair Receiver

1 CAT 5 1 Stereo (U) Wallplate U 9.38

WA-21N Active Wall Plate − 3.5mm Unbalanced Stereo Audio over 
Twisted Pair Transmitter

1 Stereo (U) 1 CAT 5 Wallplate U 9.38

WA-22N Active Wall Plate − 3.5mm Unbalanced Stereo Audio over 
Twisted Pair Receiver

1 CAT 5 1 Stereo (U) Wallplate U 9.38

WA-23N Active Wall Plate − RCA Unbalanced Stereo Audio over Twisted 
Pair Transmitter

1 Stereo (U) 1 CAT 5 Wallplate U 9.38

5.1.6  USB/RS‑232 & IR

FC-50 RS−232 Range Extender 2 Ports
- CAT 5
- RS-232

N/A MultiTOOLS® N/A 5.34

PT-5R/T IR Extender & Repeater 1 IR
1 CAT 5

5 IR Emitters
1 CAT 5

Pico TOOLS™ N/A 3.49

VA-1USB-T NEW USB Twisted Pair Transmitter 1 USB-B 
1 RS-232

1 CAT 5
1 IR

MegaTOOLS™ N/A 5.35

VA-1USB-R NEW USB Twisted Pair Receiver 1 CAT 5
1 RS-232
1 IR

4 USB-A MegaTOOLS™ N/A

DIGITAL

5.1.7  DVI

PT-571HDCP DVI (HDCP) over Twisted Pair Transmitter 1 DVI (HDCP) 1 DGKat Pico TOOLS™ N/A 5.36

PT-572HDCP+ DVI (HDCP) over Twisted Pair Receiver 1 DGKat 1 DVI (HDCP) Pico TOOLS™ N/A

5.1.8  FIREWIRE

TP-300FW FireWire® over Twisted Pair Transmitter/Receiver & Range 
Extender

1 FW (6-pin)
2 CAT 5

N/A TOOLS N/A 5.37

5.1.9  HDMI

F-571 Active Mounting Box − HDMI over Twisted Pair Transmitter for 
Floor Boxes

1 HDMI
2 Insert Slots

1 DGKat Mounting 
frame

E 9.57

PT-561 HDMI & IR over Twisted Pair Transmitter 1 HDMI
1 IR

2 CAT 5 Pico TOOLS™ E 5.38

PT-562 HDMI & IR over Twisted Pair Receiver 2 CAT 5 1 HDMI
1 IR

Pico TOOLS™ E

PT-571 HDMI over Twisted Pair Transmitter 1 HDMI 1 DGKat Pico TOOLS™ E 5.39

PT-572+ HDMI over Twisted Pair Receiver 1 DGKat 1 HDMI Pico TOOLS™ E

PT-580T NEW HDMI over Twisted Pair HDBaseT Transmitter 1 HDMI 1 HDBaseT Pico TOOLS™ E 5.40

TP-573 HDMI, Bidirectional RS−232 & IR over Twisted Pair Transmitter 1 HDMI
1 RS-232
1 IR

1 DGKat DigiTOOLS® E 5.41

TP-574 HDMI, Bidirectional RS−232 & IR over Twisted Pair Receiver 1 DGKat 1 HDMI
1 RS-232
1 IR

DigiTOOLS® E

TP-575 1:2 Twisted Pair & HDMI Line Driver & Distribution Amplifier 1 DGKat 1 DGKat
1 HDMI

MegaTOOLS™ E 5.53

TP-576 HDMI, Data & IR over Twisted Pair Transceiver 1 HDMI
1 DGKat

1 DGKat
1 HDMI

MegaTOOLS™ E 5.54

TP-578H NEW HDMI, Audio & Data over DGKat Twisted Pair Receiver 1 DGKat 1 HDMI
1 RS-232
1 IR
1 CClosure

DigiTOOLS® U/B/
D/E

5.42
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5.1.9  HDMI (continued)

TP-580T HDMI, Bidirectional RS−232 & IR over HDBaseT Twisted Pair 
Transmitter

1 HDMI
1 RS-232
1 IR

1 HDBaseT DigiTOOLS® E 5.43

TP-580R HDMI, Bidirectional RS−232 & IR over HDBaseT Twisted Pair 
Receiver

1 HDBaseT 1 HDMI
1 RS-232
1 IR

DigiTOOLS® E

WP-580T Active Wall Plate − HDMI over HDBaseT Twisted Pair 
Transmitter

1 HDMI 1 HDBaseT Wallplate E

WP-580R Active Wall Plate − HDMI over HDBaseT Twisted Pair Receiver 1 HDBaseT 1 HDMI Wallplate E

TP-580TXR HDMI, Bidirectional RS−232 & IR over Extended Range HDBaseT 
Twisted Pair Transmitter

1 HDMI
1 RS-232
1 IR

1 HDBaseT DigiTOOLS® E 5.44

TP-580RXR HDMI, Bidirectional RS−232 & IR over Extended Range HDBaseT 
Twisted Pair Receiver

1 HDBaseT 1 HDMI
1 RS-232
1 IR

DigiTOOLS® E

WP-580TXR Active Wall Plate − HDMI over Extended Range HDBaseT Twisted 
Pair Transmitter

1 HDMI 1 HDBaseT Wallplate E

WP-580RXR Active Wall Plate − HDMI over Extended Range HDBaseT Twisted 
Pair Receiver

1 HDBaseT 1 HDMI Wallplate E

TP-582T 2x1 HDMI Plus Bidirectional RS−232, Ethernet & IR over 
HDBaseT Twisted Pair Switcher/Transmitter

2 HDMI
1 IR
1 Ethernet
1 RS-232

1 HDBaseT MegaTOOLS™ E 5.45

TP-581T HDMI, Bidirectional RS−232, Ethernet & IR over HDBaseT 
Twisted Pair Transmitter

1 HDMI
1 IR
1 Ethernet
1 RS-232

1 HDBaseT MegaTOOLS™ E

TP-582R 1:2 HDMI Plus Bidirectional RS−232, Ethernet & IR over 
HDBaseT Twisted Pair Receiver

1 HDBaseT 2 HDMI
1 IR
1 Ethernet
1 RS-232

MegaTOOLS™ D/E

VM-114H 2x1:4 HDMI/Twisted Pair Switcher & HDMI Distribution 
Amplifier

1 HDMI
1 DGKat

4 HDMI Desktop E 1.80

VM-114H2C 2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier 1 HDMI
1 DGKat

2 HDMI
2 DGKat

Desktop E 1.78

VM-114H4C 2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair Distribution 
Amplifier

1 HDMI
1 DGKat

4 DGKat Desktop E 1.79

VM-1H4C 1:4 HDMI Twisted Pair Transmitter & Distribution Amplifier 1 HDMI
1 RS-232
1 IR

4 DGKat Desktop E 5.46

WP-306 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 1 DGKat
1 IR

Wallplate E 5.47

WP-561 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 2 CAT 5 Wallplate E 5.48

WP-562 Active Wall Plate − HDMI over Twisted Pair Receiver 2 CAT 5 1 HDMI Wallplate E

WP-571 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 1 DGKat Wallplate E 5.49

WP-572 Active Wall Plate − HDMI over Twisted Pair Receiver 1 DGKat 1 HDMI Wallplate E

WP-577VH NEW Active Wall Plate − HDMI & Computer Graphics with Bidirectional 
RS−232 & Stereo Audio DGKat Twisted Pair Transmitter

1 HDMI
1 VGA/HD

1 DGKat Wallplate U 5.50

5.2  TRANSCEIVERS

TP-105HD 1:2 Twisted Pair Line Driver & Distribution Amplifier 1 CAT 5 2 CAT 5 TOOLS N/A 5.55

TP-107AVR 2x1 Computer Graphics Video & Stereo Audio over Twisted Pair 
Transmitter

1 VGA
1 CAT 5

1 CAT 5 TOOLS U 5.21

TP-202 Computer Graphics Video over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
2 VGA/HD

TOOLS N/A 5.51

TP-300FW FireWire® over Twisted Pair Transmitter/Receiver & Range 
Extender

1 FW (6-pin)
2 CAT 5

N/A TOOLS N/A 5.37

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

TP-410 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 CAT 5
1 RS-232

10 CAT 5
1 VGA/HD

19” (1U) U/D 5.61

TP-43 Component Video & S/PDIF Audio over Twisted Pair Transceiver 1 CAT 5 1 CAT 5
1 YUV/HD

TOOLS D 5.52
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5.2  TRANSCEIVERS (continued)

TP-575 1:2 Twisted Pair & HDMI Line Driver & Distribution Amplifier 1 DGKat 1 DGKat
1 HDMI

MegaTOOLS™ E 5.53

TP-576 HDMI, Data & IR over Twisted Pair Transceiver 1 HDMI
1 DGKat

1 DGKat
1 HDMI

MegaTOOLS™ E 5.54

VM-114H2C 2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier 1 HDMI
1 DGKat

2 HDMI
2 DGKat

Desktop E 1.78

VM-114H4C 2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair Distribution 
Amplifier

1 HDMI
1 DGKat

4 DGKat Desktop E 1.79

5.3  DISTRIBUTION AMPLIFIERS 

TP-102HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter

1 VGA/HD 2 CAT 5 TOOLS N/A 5.19

TP-104HD 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.20

TP-105HD 1:2 Twisted Pair Line Driver & Distribution Amplifier 1 CAT 5 2 CAT 5 TOOLS N/A 5.55

TP-112HD 1:2 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 2 CAT 5 TOOLS N/A 5.56

TP-114 1:4 Computer Graphics Video & HDTV over Twisted Pair 
Transmitter & Distribution Amplifier

1 VGA/HD 4 CAT 5 TOOLS N/A 5.57

TP-205A 1:5 Computer Graphics Video,  Audio, &  RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

5 CAT 5 Desktop U/D 5.58

TP-210 1:10 Computer Graphics Video over Twisted Pair Transmitter 
with Dual 15−pin HD Outputs

1 VGA/HD 2 VGA/HD
10 CAT 5

19” (1U) N/A 5.59

TP-210A 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 RS-232

2 VGA/HD
10 CAT 5

19” (1U) U/D 5.60

TP-310A 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Receiver & Distribution Amplifier

1 CAT 5 2 VGA/HD
10 CAT 5
1 RS-232

19” (1U) U/D 5.31

TP-410 1:10 Computer Graphics Video, Audio & RS−232 over Twisted 
Pair Transmitter & Distribution Amplifier

1 VGA/HD
1 CAT 5
1 RS-232

10 CAT 5
1 VGA/HD

19” (1U) U/D 5.61

VM-114H2C 2x1:4 HDMI/Twisted Pair Switcher & Distribution Amplifier 1 HDMI
1 DGKat

2 HDMI
2 DGKat

Desktop E 1.78

VM-114H4C 2x1:4 HDMI/Twisted Pair Switcher & Twisted Pair Distribution 
Amplifier

1 HDMI
1 DGKat

4 DGKat Desktop E 1.79

VM-1H4C 1:4 HDMI Twisted Pair Transmitter & Distribution Amplifier 1 HDMI
1 RS-232
1 IR

4 DGKat Desktop E 5.46

VP-12NHD 1:12 Computer Graphics Video & HDTV Distribution Amplifier 
with 3 Twisted Pair Transmitters

1 VGA/HD 12 VGA/HD
3 CAT 5

19” (1U) N/A 1.61

FIBER OPTICS AND COA X EX TENDERS

5.4 COMPOSITE VIDEO 

611T Composite Video Optical Transmitter 1 CV 1 Optical ST TOOLS N/A 5.62

611R Composite Video Optical Receiver 1 Optical ST 1 CV TOOLS N/A

5.5  COMPUTER GRAPHICS VIDEO

672T Computer Graphics Video & Stereo Audio over Fiber Optic 
Transmitter

1 VGA
1 Stereo (U)

1 Optical SC (M) DigiTOOLS® U 5.63

672R Computer Graphics Video & Stereo Audio over Fiber Optic 
Receiver

1 Optical SC (M) 1 VGA
1 Stereo (U)

DigiTOOLS® U

5.6  DVI

602R/T Detachable DVI Optical Transmitter & Receiver 1 DVI
2 Optical LC

2 Optical LC
1 DVI

Misc N/A 5.64

610R/T Detachable DVI Optical Transmitter & Receiver 1 DVI
4 Optical LC

4 Optical LC
1 DVI

Misc N/A 5.65

614R/T Single−Fiber Detachable DVI Optical Transmitter & Receiver 1 DVI
1 Optical SC (M)

1 Optical SC (M)
1 DVI

Misc N/A 5.66

616R/T Dual Link Detachable DVI Optical Transmitter & Receiver 1 DVI
2 Optical LC

2 Optical LC
1 DVI

Misc N/A

621T DVI (HDCP) Optical Transmitter 1 DVI (HDCP) 1 CAT 5
4 Optical LC

DigiTOOLS® N/A 5.67

621R DVI (HDCP) Optical Receiver 1 CAT 5
4 Optical LC

1 DVI (HDCP) DigiTOOLS® N/A
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5.6  DVI (continued)

622T Dual Link DVI (HDCP) Optical Transmitter 1 DVI (HDCP) 1 CAT 5
8 Optical LC

Desktop N/A 5.68

622R Dual Link DVI (HDCP) Optical Receiver 8 Optical LC
1 CAT 5

1 DVI (HDCP) Desktop N/A

671T DVI (HDCP) over Fiber Optic Transmitter 1 DVI (HDCP) 1 Optical SC (M) DigiTOOLS® N/A 5.69

671R DVI (HDCP) over Fiber Optic Receiver 1 Optical SC (M) 1 DVI (HDCP) DigiTOOLS® N/A

C-FODM/FODM Fiber Optic/DVI Hybrid Cable with Converters 1 DVI-D (M) 1 DVI-D (M) Cable N/A 8.45

5.7  FIREWIRE

648 FireWire® 800Mbps Fiber Optic Repeater 2 Optical LC
3 FW (9-pin)

N/A DigiTOOLS® N/A 5.70

5.8  HDMI

640T HDMI & IR over Coax Transmitter 1 HDMI
1 IR

5 BNC DigiTOOLS® E 5.71

640R HDMI & IR over Coax Receiver 5 BNC 1 HDMI
1 IR

DigiTOOLS® E

670T HDMI over Fiber Optic Transmitter 1 HDMI 1 Optical SC (M) DigiTOOLS® E 5.72

670RN NEW HDMI over Fiber Optic Receiver 1 Optical SC (M) 1 HDMI DigiTOOLS® E

C-FOHM/FOHM Fiber Optic/HDMI Hybrid Cable 1 HDMI (M) 1 HDMI (M) Cable E 8.41

5.9   HD‑SDI

613R/T 3G HD−SDI Mini Optical Receiver & Transmitter 1 3G HD-SDI
1 Optical ST

1 Optical ST
1 3G HD-SDI

Nano TOOLS™ N/A 5.73

673R/T 4−Channel 3G HD−SDI over Single Fiber Optic Transmitter & 
Receiver

4 3G HD-SDI
1 Optical SC (M)

1 Optical SC (M)
4 3G HD-SDI

DigiTOOLS® E 5.74

690T 2−Channel 3G HD−SDI Fiber Optic Transmitter 2 3G HD-SDI 2 Optical LC Pico TOOLS™ E 5.75

690R 2−Channel 3G HD−SDI Fiber Optic Receiver 2 Optical LC 2 3G HD-SDI Pico TOOLS™ E

REPEATERS

5.10  DVI

PT-101HDCP DVI (HDCP) Repeater 1 DVI (HDCP) 1 DVI (HDCP) Pico TOOLS™ N/A 5.76

5.11  FIREWIRE®

648 FireWire® 800Mbps Fiber Optic Repeater 2 Optical LC
3 FW (9-pin)

N/A DigiTOOLS® N/A 5.70

VA-130FW Firewire® 800Mbps Remote Repeater/HUB 2 FW (9-pin)
1 FW (Coax)

N/A DigiTOOLS® N/A 5.77

5.12   HDMI

PT-101DP DisplayPort Repeater 1 DP 1 DP Pico TOOLS™ E 5.78

PT-101H4 HDMI Repeater & Format Converter 1 HDMI 1 HDMI
1 Ethernet
1 RCA (F)

Pico TOOLS™ D/E 5.79

PT-101Hxl HDMI Repeater 1 HDMI 1 HDMI Pico TOOLS™ E 5.80

PT-1C NEW EDID Processor 1 HDMI 1 HDMI Pico TOOLS™ E 5.81

PT-2H HDMI Equalizer 1 HDMI 1 HDMI Nano TOOLS™ E 5.82

5.6 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

R
A

N
G

E
 E

X
T

E
N

D
E

R
S

 &
 R

E
P

E
A

T
E

R
S

RANGE EXTENDERS & REPEATERS   

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR, RS-232, RS-485

K-NET

COLOR KEY



    TWISTED  PAIR  TRANSMITTER/RECEIVER  COMPATIBILITY  TABLE
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V
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-1
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TP

PT-110XL P P P P P P P P P P P T T T T T

PT-110EDID P P P P P P P P P P P T T T T T

PT-110-od P P P P P P P P P P P T T T T T

WP-110 P P P P P P P P P P P T T T T T

TP-121XL P P P P P A P A P A P A P A P A P T T T T T

TP-121EDID P P P P P A P A P A P A P A P A P T T T T T

TP-121-od P P P P P A P A P A P A P A P A P

WP-121 P P P P P A P A P A P A P A P A P T T T T T

TP-123EDID P P P P P A P A P A R P A R P A R P A R P T T T T T

TP-123-od P P P P P A P A P A R P A R P A R P A R P T T T T T

TP-125XL P P P P P A P A P A R P A R P A B P A B P T T T T T

TP-125-od P P P P P A P A P A R P A R P A B P A B P T T T T T

TP-45EDID P P P P V A P V A P V A P V A P V A P V A P V A P P T T T T T

TP-45RC P P P P V A P V A P V A P V A P V A P V A P V A P P T T T T T

F-110 P P P P P P P P P P P T T T T T

F-121 P P P P P A P A P A P A P A P A P T T T T T

WP-301XL P P P P P A P A P A P A P A P A P T T T T T

TP-102HD P P P P P P P P P P P T T T T T

TP-112HD P P P P P P P P P P P T T T T T

TP-104HD P P P P P P P P P P P T T T T T

TP-114 P P P P P P P P P P P T T T T T

TP-100AXR P A

TP-105HD T T T T T T T T T T T T T T T T

TP-205A P P P P P A P A P A R P A R P A R P A R P T T T T T

TP-210 P P P P P P P P P P P T T T T T

TP-210A P P P P P A P A P A R P A R P A R P A R P T T T T T

TP-305A T T T T T T T T T T T T T T T T

TP-310A T T T T T T T T T T T T T T T T

TP-185 P P P P P A P A P A R P A R P A R P A R P T T T T T

TP-219HD P P P P P P P P P P P T T T T T

TP-50 T T T T T T T T T T T T T T T T T

VP-12NHD P P P P P P P P P P P T T T T T

VP-200xlT P P P P P P P P P P P T T T T T

VP-300T P P P P P P P P P P P T T T T T

R
X

TX
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LEGEND

New products are listed in red

A Audio

B RS-232 Bidir

D DVI

E Ethernet

F FireWire

H HDMI

I IR

V CV, YC, YUV
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711N/712N

711N

Video-A
udio Line Transm

itter

AUDIO OUT

712N

Video-A
udio Line R

eceiver

711N

VIDEO OUTC
AT

5

LINE LOOP
LINE IN

LEFT
RIGHT

AUDIO IN

VIDEO IN

LINE OUT

LEFT
RIGHT

712N

Amplifier

Display

Composite
Video Player

CV

A
udio

Audio

CV

The 711N and 712N are a twisted pair transmitter and receiver 
for composite video and unbalanced stereo audio signals. The 711N 
transmitter converts composite video and stereo audio to a twisted 
pair signal and the 712N receiver converts the twisted pair signal 
back into composite video and stereo audio signals.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
1 unbalanced stereo audio, 4dBu/50kΩ on RCA 
connectors (711N); 
1 twisted pair with loop on RJ−45 connectors (712N).

OUTPUTS: 1 twisted pair on an RJ−45 connector (711N); 
1 composite video, 
1Vpp/75Ω on a BNC connector (711N); 
1 unbalanced stereo audio, 4dBu/50kΩ on RCA 
connectors (712N).

VIDEO MAX. SIGNAL LEVEL: 2.8Vpp.
AUDIO MAX. SIGNAL LEVEL: 7.6Vpp.
VIDEO BANDWIDTH (-3dB): 85MHz.
AUDIO BANDWIDTH (-3dB): >100kHz.
DIFF. GAIN: 0.04%.
DIFF. PHASE: 0.25Deg.
K-FACTOR: 0.1%.
VIDEO S/N RATIO: 75dB.
AUDIO S/N RATIO: 77dB.
AUDIO CROSSTALK (all hostile): −53dB @5MHz, video into audio.
VIDEO COUPLING: DC.
AUDIO COUPLING: Input: AC; line output: DC.
AUDIO THD + NOISE: 0.026% @1kHz.
AUDIO 2nd HARMONIC: 0.001% @1kHz.
POWER CONSUMPTION: 12V DC, 50mA, when 712N is fed by an independent 

12V supply; 135mA when feeding 712N.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. (each)
INCLUDED ACCESSORIES: Power supply, mounting bracket (each).
OPTIONS: RK−3T 19" rack adapter.

Composite Video & Stereo Audio over Twisted Pair Transmitter & Receiver

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B r o

FEATURES

 ● Bandwidth - 85MHz (-3dB).

 ● Looping Input - 712N (RJ-45).

 ● Selectable Input Signal Termination - 712N.

 ● Level (Gain) and EQ (Peaking) Controls - 712N.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● System Range - Up to 400m (1200ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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The 713 and 714 are a twisted pair transmitter and receiver for 
composite video and unbalanced stereo audio signals. The 713 
converts composite video and stereo audio into a twisted pair signal 
and the 714 receiver converts the TP signal back to composite video, 
stereo audio and S/PDIF digital audio output.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
1 unbalanced stereo audio, 4dBm/50kΩ on RCA 
connectors (713); 
1 twisted pair on an RJ−45 connector (714).

OUTPUTS: 1 twisted pair on an RJ−45 connector (713); 
1 composite video, 1Vpp/75Ω on a BNC connector; 
1 unbalanced stereo audio, 4dBm/50kΩ on RCA 
connectors; 
1 S/PDIF digital audio on an RCA connector (714).

VIDEO MAX. SIGNAL LEVEL: 1.4Vpp (terminated 75Ω).
AUDIO MAX. SIGNAL LEVEL: 2.3Vpp.
VIDEO BANDWIDTH (-3dB): 9MHz.
AUDIO BANDWIDTH (-3dB): 20Hz−20kHz.
VIDEO S/N RATIO (unweighted): >55dB RMS.
AUDIO S/N RATIO: >85db @1kHz.
AUDIO CONVERSION: 48kHz/24−bit; S/PDIF out >0.5V/75Ω terminated.
CONTROLS: Equalization; automatic and manual (+/-).
VIDEO COUPLING: Input: AC; Output: DC.
AUDIO COUPLING: Input: AC; Output: DC.
POWER CONSUMPTION: 12V DC, 120mA.
DIMENSIONS: 12cm x 6.9cm x 2.4cm (4.7" x 2.7" x 0.96") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. (each).
INCLUDED ACCESSORIES: Power supplies, mounting brackets.
OPTIONS: RK−3T 19" rack adapter.

Composite Video & Stereo Audio over Twisted Pair Transmitter & Receiver

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-RVM/RVM RCA Composite Video Cable 8.35

B r o j

FEATURES

 ● System Range - Depending on the model of the receiver. 714-05: up 
to 600m (2000ft), 714-10: up to 1000m (3000ft), 714-15: up to 
1600m (5300ft).

 ● High-Quality Audio - 48kHz/24bit.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Equalization - Automatic or manual.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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The 717 and 718 are a twisted pair transmitter and receiver for 
composite video and unbalanced stereo audio signals. The 717 
transmitter converts composite video and stereo audio into a twisted 
pair signal and the 718 receiver converts the twisted pair signal back 
to composite video and unbalanced stereo audio.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector, 
1 unbalanced stereo audio, 16Vpp/10kΩ on two 
RCA connectors (717); 
1 twisted pair on an RJ−45 connector (718).

OUTPUTS: 1 twisted pair on an RJ−45 connector (717); 
1 composite video, 1Vpp/75Ω on a BNC connector, 
1 unbalanced stereo audio, 16Vpp/10kΩ on two 
RCA connectors (718).

MAX. SIGNAL LEVEL: Video: 1.45Vpp (terminated 75Ω), Audio: 20Vpp.
BANDWIDTH (-3dB): Video: 6.4MHz, Audio: 20Hz−20kHz.
S/N RATIO (unweighted): Video:>64dB RMS, Audio: >85db @1kHz.
DIFF GAIN: 0.6%.
DIFF PHASE: 0.1Deg.
K-FACTOR: 0.6%.
CONTROLS: Fully automatic.
COUPLING: Input: AC; Output: DC.
POWER CONSUMPTION: 12V DC, 120mA (717); 12V DC, 130mA (718).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 6.9cm x 2.4cm (4.7" x 2.7" x 0.96") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. (each).
INCLUDED ACCESSORIES: Power supplies, mounting brackets.
OPTIONS: RK−3T 19” rack adapter.

Composite Video & Stereo Audio over Twisted Pair Transmitter & Receiver

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

B r o

FEATURES

 ● Bandwidth - 6.4MHz.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● System Range - 718-05 up to 500m (1640ft), 718-10 up to 1000m 
(3280ft), 718-15 up to 1500m (4920ft).

 ● Automatic Audio and Video Equalization (EQ) Control.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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TP‑9/TP‑10
Composite Video, s−Video & Stereo Audio over Twisted Pair Transmitter & Receiver with IR Repeater

The TP-9 and TP-10 are a twisted pair transmitter and receiver for 
composite or s-Video (Y/C) signals and unbalanced analog stereo or 
S/PDIF digital audio signals.  The TP-9 transmitter converts the video 
and audio to a twisted pair signal and the TP-10 converts the twisted 
pair signal back into video & audio signals.

FEATURES

 ● Bandwidth - >70MHz (-3dB).
 ● Audio - S/PDIF or unbalanced analog.
 ● IR Repeater - 2 IR emitter outputs (TP-9) & 1 sensor (TP-10).
 ● Twisted Pair Input/Outputs - RJ-45 connector.
 ● System Range - Up to 200m (650ft).
 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Level (Gain) & EQ (Peaking) Controls - TP-10.
 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 1 s−Video, (Y) 1Vpp/75Ω, (C) 
0.3Vpp/75Ω on a 4−pin connector; 1 S/PDIF 
on an RCA connector; 
1 unbalanced stereo audio, <8dBu on a 3.5mm 
mini jack (TP−9); 
1 twisted pair on an RJ−45 connector (TP−10).

OUTPUTS: 1 twisted pair on an RJ−45 connector; 
2 IR emitters on 3.5mm mini jacks (TP−9); 
1 composite video, 1Vpp/75Ω on a BNC 
connector; 1 s−Video (Y) 1Vpp/75Ω, (C) 
0.3Vpp/75Ω on a 4−pin connector; 
1 S/PDIF on an RCA connector; 1 unbalanced 
stereo audio <8dBu on a 3.5mm mini jack 
(TP−10).

MAX. OUTPUT LEVEL: Video: 2.6V; Audio: 4.6Vpp.
BANDWIDTH: Video: >70MHz/−3dB; Audio: 20Hz to 

20kHz/0.1dB.
NON-LINEARITY: <0.05%.
DIFF. GAIN: <0.05%.
DIFF. PHASE: 0.09Deg.
S/N RATIO: Video: >75dB/5MHz weighted; Audio: >73dB.
AUDIO CONVERSION SAMPLE RATE: 48kHz.
AUDIO CONVERSION RESOLUTION: 24−bits
POWER CONSUMPTION: 12V DC, 95mA
DIMENSIONS: 12cm x 6.95cm x 2.76cm (4.7" x 2.8" x 1.08") 

W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, 3.5mm to IR Emitter Control 

Cable (C−A35/IRE−10).
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

B - r 8 j S
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

BC-XTP Pico−Skew UTP Bulk Cable 8.26

B s

705xl/706xl

Composite Video over Twisted Pair Branching Transmitter & Receiver

The 705xl and 706xl are a twisted pair transmitter and receiver 
for composite video signals. The 705xl converts a composite video 
signal to two twisted pair signals and the 706xl receiver converts the 
twisted pair signals back into two composite video signals.

FEATURES

 ● Bandwidth - 108MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Twisted Pair Input/Outputs - Terminal block connector.

 ● Looping Input.

 ● Selectable Input Signal Termination.

 ● System Range - Up to 1000m (3200ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video (with loop 705xl), 
1Vpp/75Ω on a BNC connector; 
1 twisted pair (with loop 706xl) on terminal block 
connectors.

OUTPUTS: 2 twisted pair on terminal block connectors (705xl); 
2 composite video, 1Vpp/75Ω on BNC connectors (706xl).

BANDWIDTH (-3dB): 108MHz (−3dB).
DIFF. GAIN (PAIR): 0.08%.
DIFF. PHASE (PAIR): 0.07Deg.
K-FACTOR (PAIR): 3.1%.
S/N RATIO(PAIR): 57dB.
GAIN (EQ.): 0 to 3.5dB @5MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-RVM/RVM RCA Composite Video Cable 8.35

+ r j []
The TP-41 and TP-42 are a twisted pair transmitter and receiver 
for component video (YUV) and S/PDIF audio signals. The TP-41 
transmitter converts component video (YUV) and S/PDIF audio 
signals into a twisted pair signal and the TP-42 converts the twisted 
pair signal back into component video (YUV) and S/PDIF audio 
signals.
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Component Video & S/PDIF Audio over Twisted Pair Transmitter & Receiver

TECHNICAL SPECIFICATIONS

INPUTS: 1 set of component video (Y, U, V) on RCA connectors; 
1 S/PDIF on an RCA connector (TP−41); 
1 twisted pair on an RJ−45 connector (TP−42).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−41); 
1 set of component video (Y, U, V) on RCA connectors; 
1 S/PDIF on an RCA connector (TP−42).

MAX. OUTPUT LEVEL: Video: 2.1Vpp.
MAX. RESOLUTION: 1080i.
DIFF. GAIN: 0.15%.
DIFF. PHASE: 0.68Deg.
K-FACTOR: 0.8%.
S/N RATIO: Video: 78dB. Audio: 78.4dB.
CROSSTALK (all hostile): Video: -55dB. Audio: -50.5dB.
CONTROLS: YUV level: -1.7dB to +0.7dB; S/PDIF level: -1.9dB to +0.4dB.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 95mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - 1080i.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

TP‑45EDID/TP‑46N
Component  Video or Computer Graphics Video with Audio over Twisted Pair Transmitter & Receiver
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The TP-45EDID and TP-46N are a twisted pair transmitter and receiver 
for component video (YUV) or computer graphics video and unbalanced 
stereo audio or S/PDIF audio signals. The TP-45EDID transmitter 
converts audio and video to a twisted pair signal and the TP-46N 
converts the twisted pair signal back into audio and video signals.

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA/UXGA, 1Vpp/75Ω on a 15−pin HD connector; 
1 component video, 1Vpp/75Ω (Y,Pb,Pr) on RCA 
connectors; 1 unbalanced stereo audio, 0dBu/50kΩ, 
0.5V/75Ω on a 3.5mm mini jack; 
1 S/PDIF on an RCA connector (TP−45EDID); 
1 twisted pair on an RJ−45 connector (TP−46N).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−45EDID); 
1 VGA/UXGA, 1Vpp/75Ω on a 15−pin HD connector; 
1 unbalanced stereo audio, 0dBu/1kΩ, 0.5V/75Ω, on 
a 3.5mm mini jack; 1 S/PDIF on an RCA connector; 
1 component video, 1Vpp/75Ω (Y, Pb, Pr) on RCA 
connectors (TP−46N).

VIDEO MAX. INPUT LEVEL: VGA: 1.2Vpp on 75Ω, DC coupling; 
Y,Pb,Pr: 1.05Vpp on 75Ω, AC coupling.

VIDEO MAX. OUTPUT 
LEVEL:

VGA: 1.5Vpp on 75Ω, DC coupling; 
Y,Pb,Pr: 1.25Vpp on 75Ω, DC coupling.

RETURN LOSS: −18dB.
MAX. RESOLUTION: WUGXA (15−pin HD) & 1080p (component).
VIDEO S/N RATIO: 60dB RMS unweighted; 69dB RMS @5MHz weighted.
K-FACTOR: 0.2% at optimal equalization.
VIDEO ISOLATION 
(CROSSTALK): −43dB @5MHz.
MAX. INPUT LEVEL 
ANALOG AUDIO: 4dBu on 50kΩ, AC coupling.
MAX. OUTPUT LEVEL 
ANALOG AUDIO: 4dBu on 1kΩ, DC coupling.
AUDIO BANDWIDTH: 20Hz to 20kHz, @0dBu.
THD+NOISE: 0.33% @0dBu @1kHz.
MAX. INPUT LEVEL S/PDIF: 1Vpp on 75Ω, AC coupling.
MAX. OUTPUT LEVEL S/PDIF: 0.7Vpp on 75Ω, AC coupling.
SAMPLE RATE CONVERSION: 48kHz.
RESOLUTION CONVERSION: 24−bits.
POWER CONSUMPTION: 12V DC, 140mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.81" 1.09") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

+ $ r 8 j []

FEATURES

 ● HDTV Compatible.
 ● Max. Resolution - WUGXA (15-pin HD) & 1080p (component).
 ● Level (Gain) & EQ (Peaking) Controls - (TP-46N).
 ● EDID Capture - Copies and stores the EDID from a display device 
(TP-45EDID).

 ● Sync Polarity Settings - H & V switches for improved HDTV compatibility 
with the CAT 5 outputs (TP-46N).

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Link LED - Indicates the receiver is receiving a signal (TP-46N).
 ● System Range - Up to 100m (330ft).
 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

PT‑110xl

Computer Graphics Video over Twisted Pair Transmitter with EDID

The PT-110xl is an extended range UXGA line transmitter that 
receives a UXGA signal and transmits it over a CAT 5/6 cable to the 
PT-120xl or TP-120 receiver.

TECHNICAL SPECIFICATIONS

INPUT: 1 VGA/UXGA on a 15−pin HD connector.
OUTPUT: 1 twisted pair on an RJ−45 connector.
RESOLUTION: Up to WUXGA, 1080p.
RANGE: Up to 250m (820ft).
S/N RATIO: Paired with PT−120xl, better than 70dB (worst case).
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 285mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6cm x 6.5cm x 2.5cm (2.36" x 2.56" x 1") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

FEATURES

 ● Resolution - Up to WUXGA & 1080p.

 ● HDTV Compatible.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Extended Transmission Range - Up to 250m (820ft) when used with 
Kramer’s twisted pair xl receivers (such as PT-120xl, TP-122xl or 
TP-126xl).

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Increased Noise Immunity - An increased level of protection against 
noise, spikes and interference in adverse environments.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.
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NEW

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

PT‑120xl

Computer Graphics Video over Twisted Pair Receiver

The PT-120xl is an extended range twisted pair receiver for computer 
graphics video signals. It converts a twisted pair signal from a 
WP-110 transmitter (or other compatible Kramer transmitter) to a 
computer graphics signal.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Level (Gain) & EQ (Peaking) Controls.

 ● System Range - Up to 300m (980ft).  Greater distances possible 
depending on signal resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
cable such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 RJ−45 connector.
OUTPUT: 1 VGA/UXGA on a 15−pin HD connector.
MAX. OUTPUT LEVEL: 1.3Vpp.
RESOLUTION: Up to WUXGA, 1080p.
RANGE: Up to 300m (980ft).
S/N RATIO: Paired with PT−110xl, better than 70dB (worst case).
CONTROLS: Level: 0.7v to 1.3v, 300m; EQ: 300m @120MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 350mA max.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6cm x 6.5cm x 2.5cm (2.36" x 2.56" x 1") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19−inch rack adapter.
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TP‑100AXR/TP‑200AXR
Computer Graphics Video & Stereo Audio over Twisted Pair Transmitter & Receiver

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Level (Gain) & EQ (Peaking) Controls - TP-200AXR.

 ● Audio - S/PDIF (RCA) & stereo audio (3.5mm) connectors.

 ● Looping CAT 5 Input - TP-200AXR.

 ● Selectable Input Signal Termination.

 ● System Range - Up to 200m (640ft). Greater distances 
possible depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
transmitter or the receiver powers both units when the 
devices are within 150ft (50m) of each other.

 ● Compatibility - Compatible with the Kramer TP-120 family.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

The TP-100AXR and TP-200AXR are a twisted pair 
transmitter and receiver for computer graphics video 
and unbalanced stereo signals. The TP-100AXR converts 
the input signals into a twisted pair signal and the 
TP-200AXR converts the twisted pair signal back into two 
computer graphics signals, as well as two stereo audio 
plus two S/PDIF audio signals.
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TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA with loop on 15−pin HD connectors, 
1 unbalanced stereo audio with loop on 
3.5mm mini jacks (TP−100AXR); 
1 twisted pair with loop on RJ−45 
connectors (TP−200AXR).

OUTPUTS: 2 twisted pair on RJ−45 connectors, 
2 UXGA on 15−pin HD connectors, 
2 S/PDIF on RCA connectors, 
2 unbalanced stereo audio on 3.5mm mini 
jacks (TP−200AXR).

MAX. OUTPUT LEVEL: Video: 1.6V, audio: 2.3V (TP−200AXR).
CONTROLS: Level: -7.5dB to +4.4dB; EQ.: 0dB to 

+33dBm (130m) @50MHz (TP−200AXR).
RESOLUTION: Up to WUXGA.
BANDWIDTH (-3dB) : Audio: 20Hz-20kHz @0.5dB.
S/N RATIO: Audio: <-80dB.
TOTAL GAIN: Analog to analog: 0dB; analog to 

S/PDIF: -12dBFS.
COUPLING: AC.
THD+N: Audio: <0.01%.
POWER CONSUMPTION: 12V DC, 60mA.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm (8.6" x 7" x 1.8") 

W, D, H.
WEIGHT: 1.1kg (2.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONAL: RK−1 19” rack adapter.

% r 8 j []{_

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35
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The TP-102HD is a twisted pair transmitter for computer graphics 
video and HDTV signals. It converts a computer graphics video or 
HDTV signal on a 15-pin HD connector to two identical twisted pair 
signals.

1:2 Computer Graphics Video & HDTV over Twisted Pair Transmitter
TP‑102HD

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Long System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
cable such as CAT 5.

 ● Sync Polarity Settings - H & V switches for improved HDTV compatibility 
with the CAT 5 outputs.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 XGA/HD on a 15−pin HD (F) connector.
OUTPUTS: 2 twisted pair on RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.7Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 0.75%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: 0.1%.
S/N RATIO: 73dB.
CONTROLS: 2 switches for sync inversion.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 450mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26

% r []{_

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD connector.
OUTPUTS: 4 twisted pair on RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.4Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 3.2%.
DIFF. PHASE: 0.5Deg.
K-FACTOR: <0.05%.
S/N RATIO: 80dB.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 180mA.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-104HD is a twisted pair transmitter for computer graphics 
video and HDTV signals. It converts a computer graphics video or 
HDTV signal on a 15-pin HD connector to four identical twisted pair 
signals.

1:4 Computer Graphics Video & HDTV over Twisted Pair Transmitter & Distribution Amplifier
TP‑104HD

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● System Range - Up to 100m (320ft).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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2x1 Computer Graphics Video & Stereo Audio over Twisted Pair Transmitter

TP‑107AVR

The TP-107AVR is a twisted pair transmitter for computer graphics 
video signals with resolutions exceeding UXGA and stereo audio 
signals. The unit switches between a twisted pair input and a 
computer graphic video input with stereo audio. It outputs to a single 
twisted pair that is sent to a compatible receiver.

FEATURES

 ● Max. Resolution - WUXGA.

 ● Unique System Interconnect - Up to 16 TP-107AVR units can be 
interconnected in a daisy chain configuration using the twisted pair 
cable. Any one of these units can be selected to go online either 
by pressing the ON LINE button (front panel or contact closure) or 
remotely from an RC-108 or RC-116 controller via K-NET™ or from 
any room controller supporting RS-485 communication.

 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on resolution, cable type and number of daisy chained units.

 ● Cable - STP (shielded twisted pair) such as Kramer BC-STP CAT 5.

 ● Control - Front panel button, contact closure (3.5mm), RS-485 or 
K-NET™ for interconnect switching.

 ● K-NET™ Control Channel - Power and control data provided over a 
single cable.

 ● Looping K-NET™ Input - For cascading multiple units.

 ● Selectable K-NET™ Termination.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 twisted pair on an RJ−45 connector, 
1 unbalanced stereo audio on a 3.5mm mini jack.

OUTPUT: 1 twisted pair on an RJ−45 connector.
MAX. OUTPUT LEVEL: Video: 1.3Vpp; Audio: 3Vpp.
BANDWIDTH (-3dB): Video: 150MHz; Audio: 20kHz.
DIFF. GAIN: 2.5%.
DIFF PHASE: 0.5Deg.
K-FACTOR: 0.2%.
S/N RATIO : Video: 61dB @5MHz; Audio: 77dB @1MHz.
CROSSTALK (all hostile): Video: −43dB @6MHz, video into audio.
CONTROLS: K−NET™ (RS−485), RS−485 TERM slide switch, 

online button.
COUPLING: AC.
AUDIO THD + NOISE: 0.152% @1MHz.
AUDIO 2nd HARMONIC: 0.009%.
POWER CONSUMPTION: 12V DC, 180mA per unit. Power supply must be ordered 

separately. See Power Options below.
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.7" x 2.74" x 0.96"), W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Mounting bracket.
OPTIONS: RK−3T 19” rack adapter.
POWER OPTIONS: Power supply must be ordered according to the 

BoardView Kit: 
BoardView Kit 2AVR (2 TP−107AVR & 1 TP−122): 12V 
DC 1.25A,
BoardView Kit 4AVR (4 TP−107AVR & 1 TP−122): 12V 
DC 2.1A,
BoardView Kit 8AVR (8 TP−107AVR & 1 TP−122): 12V 
DC 5A.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-3X2T7S 14 Conductor Presentation/VGA Bulk Cable 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TP‑120/TP‑120‑od
Computer Graphics Video over Twisted Pair Receiver with EMP Protection

The TP-120 and TP-120-od are twisted pair receivers for computer 
graphics video signals. When used in conjunction with the PT-110 
or PT-110-od twisted pair transmitters (or other compatible Kramer 
transmitters), they convert a twisted pair signal back into a computer 
graphics video signal.

TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair on an RJ−45 connector.
OUTPUT: 1 UXGA on a 15−pin HD connector.
MAX. OUTPUT LEVEL: 1.7Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
S/N RATIO: 80dB.
CONTROLS: Level: −10.3dB to +1.7dB 60m; EQ: 0dB to +35dBu 100m.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 160mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● EMP Protection - The TP-120-od (when used with the PT-110-od) 
protects from voltage surges induced by the electromagnetic field of 
nearby lightning. The system does not protect against direct lightning 
strikes.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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NEW
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The TP-121xl and TP-122xl are a high-performance twisted pair 
transmitter and receiver for computer graphics video and unbalanced 
stereo audio signals. The TP-121xl converts the input signals to a 
twisted pair signal that it transmits to a TP-122xl. The TP-122xl 
converts the TP signal back to computer graphics and stereo audio 
signals.

Computer Graphics Video & Stereo Audio over Twisted Pair Transmitter & Receiver

TP‑121xl/TP‑122xl

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● EDID Capture - Captures EDID from the display or uses pre-
programmed default EDID.

 ● Interference Protection - Increased level of protection against noise, 
spikes and interference in adverse environments.

 ● System Range - More than 250m (more than 820ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 60m (200ft) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA on a 15−pin HD connector; 
1 unbalanced stereo audio on a 3.5mm mini jack 
(TP−121xl); 
1 twisted pair on an RJ−45 connector (TP−122xl).

OUTPUT: 1 twisted pair on an RJ−45 connector (TP−121xl); 
1 VGA on a 15−pin HD connector; 
1 unbalanced stereo audio on a 3.5mm mini jack, 
1 S/PDIF on an RCA connector (TP−122xl).

RESOLUTION: Up to WUXGA and 1080p.
AUDIO BANDWIDTH (-3dB): 20Hz to 20kHz @−3dB.
AUDIO S/N RATIO: 84dB.
TOTAL GAIN: Audio: Analog/analog: 0dB; 

Analog/SPDIF: -12dBFS.
COUPLING: AC.
THD+N: Audio:<0.02%.
POWER 
CONSUMPTION:

12V DC, 190mA 
(380mA when powering both devices).

DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95")  W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack mount adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35
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TP‑123/TP‑123‑od/TP‑123EDID/TP‑124/TP‑124‑od

Computer Graphics Video, Stereo Audio & RS−232 over Twisted Pair Transmitters & Receivers

FEATURES

 ● Max. Resolution - WUXGA & 1080p.
 ● HDTV Compatible.
 ● EDID Capture - Copies and stores the EDID from a display device 
(TP-123EDID and TP-123-od).

 ● EMP Protection - The TP-123-od together with the TP-124-od are 
protected from voltage surges induced by the electromagnetic field of 
nearby lightning. The system does not protect against direct lightning 
strikes.

 ● Unidirectional RS-232 - Maximum bit rate 19200bps.
 ● RS-232 Connect™ System - The unit can send RS-232 commands on 
the twisted pair cable on top of the video signal. All the system units 
must have RS-232 Connect to use this feature.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Audio Outputs - Unbalanced stereo and S/PDIF (24-bit 48kHz) 
simultaneously (TP-124).

 ● Level (Gain) and EQ (Peaking) Controls - TP-124 and TP-124-od.
 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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Audio TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (TP−123), 
1 twisted pair on an RJ−45 connector (TP−124).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−123), 
1 UXGA on a 15−pin HD connector, 
1 S/PDIF on an RCA connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (TP−124).

COMMUNICATION: RS−232 on 2−pin terminal block; maximum bitrate 19200bps.
MAX. RESOLUTION: WUXGA & 1080p.
S/N RATIO: Video: 58dB unweighted, 68.3dB @5MHz weighted; 

Audio: <-80dB.
TOTAL GAIN: Audio: Analog to analog: 0dB; Analog to S/PDIF: -12dBFS.
COUPLING: AC.
AUDIO THD+N: <0.01%.
POWER 
CONSUMPTION:

12V DC, 130mA (TP−123), 200mA (TP−124), 
550mA (TP−123/TP−124 pair when powered from TP−123 via 
Power Connect), 390mA (TP−123/TP−124 pair when powered 
from TP−124 via Power Connect), 350mA (TP−123EDID), 
420mA (TP−123od).

DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-123 and TP-124 are a twisted pair transmitter and receiver 
for computer graphics video, unbalanced stereo audio and RS-232 
data signals. The TP-123 converts computer graphics, audio, and 
RS-232 inputs to a twisted pair signal, and the TP-124 converts the 
twisted pair signal back into computer graphics, audio and RS-232 
data signals. The EDID model stores and recalls a default EDID setting 
in memory. The "od" models as a pair are protected from EMP 
voltage surges and support EDID.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Computer Graphics Video, Stereo Audio & Bidirectional RS−232 over Twisted Pair Transmitters & Receivers

TP‑125‑od/TP‑125EDID/TP‑126‑od
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The TP-125-od/EDID and TP-126-od are a twisted pair transmitter 
and receiver for computer graphics video, unbalanced stereo audio and 
bidirectional RS-232 data signals. The transmitter converts computer 
graphics, audio, and RS-232 inputs to a twisted pair signal, and the 
receiver converts the twisted pair signal back into computer graphics, 
audio and bidirectional RS-232 data signals. The EDID model stores 
and recalls a default EDID setting in memory. The "od" models as a pair 
are protected from EMP voltage surges and support EDID.

FEATURES

 ● Max. Resolution - WUXGA & 1080p.
 ● HDTV Compatible.
 ● EDID Capture - Copies and stores the EDID from a display device 
(TP-125EDID and TP-125-od).

 ● EMP Protection - The TP-125-od together with the TP-126-od are 
protected from voltage surges induced by the electromagnetic field of 
nearby lightning. The system does not protect against direct lightning 
strikes.

 ● Bidirectional RS-232 - Maximum bit rate 19200bps.
 ● RS-232 Connect™ System - The unit can send RS-232 commands on 
the twisted pair cable on top of the video signal. All the system units 
must have RS-232 Connect to use this feature.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Level (Gain) and EQ (Peaking) Controls - TP-126-od.
 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack 
(TP−125−od/EDID), 
1 twisted pair on an RJ−45 connector (TP−126−od).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−125−od/EDID), 
1 UXGA on a 15−pin HD connector, 1 S/PDIF on an RCA 
connector, 
1 unbalanced stereo audio on a 3.5mm mini jack 
(TP−126−od).

COMMUNICATION: RS−232 on 2−pin terminal block, maximum bit rate 
19200bps.

MAX. RESOLUTION: WUXGA & 1080p.
S/N RATIO: Video: 58dB unweighted, 68.3dB @5MHz weighted; 

Audio: <-80dB.
TOTAL GAIN: Audio: Analog to analog: 0dB; Analog to S/PDIF: -12dBFS.
COUPLING: AC.
AUDIO THD+N: <0.01%.
POWER CONSUMPTION: 12V DC, 210mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Computer Graphics Video, Stereo Audio & Bidirectional RS−232 over Twisted Pair Transmitter/Receiver with EDID

TP‑125xl/TP‑126xl

The TP-125xl/TP-126xl are an extended range twisted pair 
transmitter/receiver pair for computer graphics video, unbalanced 
stereo audio and bidirectional RS-232 control command signals. The 
TP-125xl converts the input signals to a twisted pair signal that it 
transmits over CAT 5 cable to the TP-126xl.

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● System Range - More than 820ft (more than 250m).

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Bidirectional RS-232 Interface - Commands and data can flow in both 
directions via the RS-232 interface, allowing status requests and 
control of the destination unit.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack, 
1 bidirectional RS−232 on a 3−pin terminal block (TP−125xl), 
1 twisted pair on an RJ−45 connector (TP−126xl).

OUTPUT: 1 twisted pair on an RJ−45 connector (TP−125xl), 
1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack, 
1 bidirectional RS−232 on a 3−pin terminal block (TP−126xl).

RESOLUTION: Up to WUXGA and 1080p.
RS-232 BAUD RATE: Up to 115.2kbps.
RS-232 MODE: Full−duplex.
AUDIO BANDWIDTH 
(-3dB): 20Hz to 20kHz @−3dB.
S/N RATIO: Video: 58dB unweighted, 68.3dB @5MHz weighted; 

Audio: <−84dB.
TOTAL GAIN: Audio: Analog/analog: 0dB; Analog/SPDIF: -12dBFS.
COUPLING: AC.
THD+N: Audio: <0.02%.
POWER CONSUMPTION: 12V DC, 450mA (TP−125xl); 

12V DC, 760mA (TP−126xl).
RANGE: Up to 250m (820ft).
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.48kg (1.1lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack mount adapter.

L
 OUT

INE

RS-232

UXGA IN

A
 OUT

UDIO

L
 IN

INE

RS-232

UXGA OUT

Computer Graphics /
Audio / RS-232 Control

TP-125xl

TP-126xl

A
 IN

UDIO

12V DC

ANALOG
S/PDIF

12V DC

GN
D

RXTX

AV Display 
System with 
Built-in Speakers DAT-Recorder

GN
D

RXTX

C
AT 5

R
S
-2

3
2

VGA

VGA

RS-232

Aud
io

Audio

Audio

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Computer Graphics Video & Audio over Twisted Pair Transmitter & Receiver with Auto EQ & Skew

TP‑133/TP‑134

TP-134

TP-133

Computer 
Graphics /

Audio / RS-232
Control

AV Display System 
with Built-in 
Speakers 

C
AT 5

RS-232

V
G

A
/A

udio

VGAAudi
o

Power Amplifier
with Speakers

A
ud

io

DAT-Player 

Audio

RS-232

The TP-133 and TP-134 are a high-performance, twisted 
pair transmitter and receiver for computer graphics 
video, balanced/unbalanced stereo audio and bidirectional 
RS-232 data signals. The TP-133 converts input signals to 
twisted pair signals and the TP-134 converts the twisted 
pair signals back into the original formats.

FEATURES

 ● Max Resolution - Up to WUXGA, 1920x1200.
 ● Auto Adjust - Automatic level (gain) and equalization (peaking) 
compensation, automatic skew correction (TP-134).

 ● Manual Adjustments - Individual RGB level and equalization (peaking) 
controls (TP-134).

 ● Test Pattern Generator - Built in for manually setting R, G & B skew 
and equalization.

 ● RS-232 Port - Full-duplex, bidirectional transmission.
 ● Compatible Switcher - VS-808TP Matrix Switcher.
 ● Cable - For optimum range and performance, use Kramer's BC 
DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that the 
transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 5, CAT 6, and 
CAT 7 cables may not reach these ranges. Use only shielded cable 
where both ends of the shield are soldered to ground.

 ● Range - Up to 200m (656ft).
 ● Noise Protection - Increased level of protection against noise, spikes 
and interference in adverse environments.

 ● Controls - Color and Select buttons (TP-134).
 ● Indicators - Power LED (TP-133); Blue, Green/Link, Red/Power LEDS 
(TP-134).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA with loop on 15−pin HD connectors, 
1 unbalanced stereo audio with loop on 3.5mm mini 
jacks, 1 balanced stereo audio with loop on terminal 
block connectors, 
1 RS−232 port on a 9−pin D−sub connector (TP−133); 
1 twisted pair on an RJ−45 connector (TP−134).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−133); 
1 UXGA video on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack, 
1 balanced stereo audio on a terminal block connector 
(TP−134).

VIDEO RESOLUTION: Up to WUXGA.
AUDIO BANDWIDTH (-3dB): 20Hz to 20kHz.
S/N RATIO: 84dB unweighted.
COUPLING: AC.
AUDIO TND+N: 0.02% unweighted.
RS-232 BAUD RATE: Up to 115200bps, full−duplex.
CONTROLS: Level, equalization.
POWER CONSUMPTION: 5.3V DC, 760mA.
TRANSMISSION RANGE: Up to 200m (656ft).
OPERATING TEMPERATURE:0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19.05cm x 8.63cm x 2.44cm (7.5" x 3.4" x 0.96") W, D, H.
WEIGHT: 0.33kg (0.73lbs) approx.
INCLUDED ACCESSORIES: Power supply for each unit. AD−GF/GF 15−pin HD (F/F) 

gender changer (TP−133).
OPTIONS: RK−T2B 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.52

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Computer Graphics Video & Stereo Audio for Extended Range over Twisted Pair Transmitter & Receiver

TP‑141/TP‑142
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The TP-141 and TP-142 are an extended range twisted pair transmitter 
and receiver for computer graphics video and unbalanced stereo audio 
signals, with high electrical noise immunity. The TP-141 converts 
computer graphics video and audio inputs to twisted pair signals, 
and the TP-142 converts the twisted pair signals back into computer 
graphics video, unbalanced stereo and S/PDIF digital audio signals.

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Twisted Pair Connectors - RJ-45 connectors.

 ● Audio Outputs - Unbalanced stereo and S/PDIF (24-bit 48kHz) 
simultaneously (TP-142).

 ● Level (Gain) and EQ (Peaking) Controls - TP-142.

 ● System Range - Up to 250m (750ft). Greater distances possible 
depending on resolution, cable and quality requirements.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (TP−141); 
1 twisted pair on an RJ−45 connector (TP−142).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−141); 
1 UXGA on a 15 pin HD connector, 1 S/PDIF on an RCA 
connector, 1 unbalanced stereo audio on a 3.5mm mini 
jack (TP−142).

MAX. OUTPUT LEVEL: Video: 1V, Audio: 2.5V (TP−142).
CONTROLS: Level: -7.5dB to +4.4dB; 

EQ: 0dB to +33dBm @50MHz (130m) (TP−142).
BANDWIDTH (-3dB): Audio: 20Hz-20kHz @0.5dB.
RESOLUTION: Exceeding UXGA.
S/N RATIO: Audio: <-80dB.
TOTAL GAIN: Audio: Analog to analog: 0dB, Analog to S/PDIF: -12dBFS.
COUPLING: AC.
AUDIO THD+N: <0.01%.
POWER CONSUMPTION: 12V DC: 180mA non−power feeding, 750mA power 

feeding (TP−141); 320mA non−power feeding, 570mA 
power feeding (TP−142).

DIMENSIONS: 12.1cm x 7.2cm x 2.4cm (4.8" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35
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8−Channel Computer Graphics Video, Audio & Data over Twisted Pair Transmitter
TP‑185
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The TP-185 is a twisted pair transmitter for computer graphics, 
unbalanced stereo audio and RS-232/RS-485 signals. The unit takes 
up to eight channels of signals and transmits them over eight twisted 
pair outputs to compatible twisted pair receivers. The TP-185 is 
also the ideal companion to an eight output matrix switcher - easily 
converting the outputs to twisted pair.

FEATURES

 ● Max. Resolution - WUXGA.

 ● One-Source Data - RS-232 or RS-485 data from one 
source to any or all eight destination receivers.

 ● System Range - Up to 100m (320ft). Greater distances 
possible depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 8 UXGA on 15−pin HD connectors, 
8 unbalanced stereo audio 3.5mm mini jacks.

OUTPUTS: 8 twisted pair on RJ−45 connectors.
RANGE: Up to 100m (328ft).
RESOLUTION: Up to WUXGA (1920 x 1200).
MAX. OUTPUT LEVEL: Video: 1.6Vpp; Audio: 2.3Vpp.
CONTROLS: RS−232 and RS−485 on 3−pin terminal 

blocks.
SERIAL BAUD RATE: Up to 19200kbps.
SERIAL MODE: Full−duplex.
AUDIO BANDWIDTH: 20Hz to 20kHz @0.5dB.
AUDIO S/N RATIO: <−80dB.
TOTAL GAIN: 0dB.
AUDIO COUPLING: AC.
AUDIO THD + NOISE: <0.03%.
POWER CONSUMPTION: 100−240V AC, 16VA.
DIMENSIONS: 48.26cm x 19.1cm x 1U (19" x 7.52" x 1U) 

W, D, H.
WEIGHT: 3.8kg (8.4lbs) approx.
INCLUDED 
ACCESSORIES:

Power cord, Windows® based control 
software, rack “ears”.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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TECHNICAL SPECIFICATIONS

INPUTS: 2 UXGA/HD on 15−pin HD connectors.
OUTPUT: 1 twisted pair on an RJ−45 connector.
MAX. OUTPUT LEVEL: 1.5Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 2.3%.
DIFF. PHASE: 0.2Deg.
K-FACTOR: 0.1%.
S/N RATIO: 70dB @5MHz.
CROSSTALK (all hostile): −45dB.
CONTROLS: Input selector button.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 300mA, when feeding TP−220HD.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. each.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-219HD is a high-performance twisted pair transmitter for 
computer graphics signals with resolutions up to and exceeding UXGA 
as well as HDTV signals up to 1080p. It takes one of two inputs as 
selected by the user and converts it to a twisted pair signal.

2x1 Computer Graphics & HDTV Video Switcher over Twisted Pair Transmitter
TP‑219HD

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Input Select Button.

 ● User Adjustable Sync Polarity Settings - H & V switches for improved 
HDTV compatibility with the CAT 5 outputs.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Long System Range - Up to 100m (300ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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TP‑310A
1:10 Computer Graphics Video, Audio & RS−232 over Twisted Pair Receiver & Distribution Amplifier

The TP-310A is a high-performance twisted pair receiver and 
distribution amplifier for computer graphics video, audio and RS-232 
signals. The unit takes one twisted pair input and provides ten twisted 
pair outputs plus two computer graphics video, two stereo audio, two 
S/PDIF audio and two RS-232 outputs for local monitoring.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Level (Gain) & EQ (Peaking) Controls - 15-pin HD outputs.

 ● Sync Polarity Settings - H & V switches.

 ● System Range (Twisted Pair) - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
TP-310A powers both units when the devices are within 
150ft (50m) of each other.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair RJ−45 connector.
OUTPUTS: 10 twisted pairs on RJ−45 

connectors, 2 UXGA on 15−pin HD 
connectors, 2 unbalanced stereo 
audio on 3.5mm mini jacks, 
2 S/PDIF on RCA connectors, 
2 RS−232 on a 4−pin terminal block.

MAX. OUTPUT LEVEL: Video: 1.3Vpp/75Vpp; 
Audio: 2.3V/10kΩ.

POWER OUTPUTS: 12V DC 0.5A max via each RJ−45 
output (PINs 4, 5).

MAX. RESOLUTION: WUXGA & 1080p.
BANDWIDTH (-3dB): 20Hz to 20kHz @1dB (audio).
SAMPLING RATE FOR S/PDIF: 48kHz.
S/N RATIO: Audio: >75dB.
TOTAL GAIN: Analog to analog: 0dB; Analog to 

S/PDIF: −12dBFS (audio).
AUDIO THD+N: <0.02%.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 50VA.
DIMENSIONS: 19" x 9.3" x 1U  W, D, H, rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
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2 SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TP‑45RC

Component Video or Computer Graphics Video with Audio over Twisted Pair Transmitter with Remote Switching

The TP-45RC is a twisted pair transmitter for component (YUV) or 
computer graphics video and unbalanced stereo audio or S/PDIF 
audio signals. The TP-45RC transmitter converts audio and video to a 
twisted pair signal for transmission to the TP-46N receiver.

TECHNICAL SPECIFICATIONS

VIDEO INPUTS: 1 UXGA on a 15−pin HD connector; 
1 component video, 1Vpp/75Ω (Y,Pb,Pr) on 
3 RCA connectors.

VIDEO OUTPUTS: 1 twisted pair on an RJ−45 connector.
MAX. INPUT LEVEL: VGA: 1.2Vpp on 75Ω, DC coupling Y,Pb,Pr: 

1.05Vpp on 75Ω, AC coupling.
RETURN LOSS: −18dB.
MAX. OUTPUT LEVEL: VGA: 1.5Vpp on 75Ω, DC coupling Y,Pb,Pr: 

1.25Vpp on 75Ω, DC coupling.
VIDEO RESOLUTION: Up to UXGA; 1080p.
S/N RATIO: 61dB.
K-FACTOR: 0.2%.
ISOLATION (CROSSTALK): −43dB @5MHz.
AUDIO INPUTS: 1 unbalanced stereo audio, 0dBu/50kΩ, 

0.5V/75Ω, on a 3.5mm mini jack; 
1 S/PDIF on an RCA connector.

MAX. AUDIO INPUT LEVEL ANALOG: 4dBu on 50kΩ, AC coupling.
MAX. AUDIO OUTPUT LEVEL ANALOG: 4dBu on 1kΩ, DC coupling.
AUDIO BANDWIDTH: 20Hz to 20kHz, @0dBu.
THD+NOISE: 0.33% @0dBu @1kHz.
SAMPLE RATE CONVERSION: 48kHz.
RESOLUTION CONVERSION: 24 bits.
POWER CONSUMPTION: 12V DC, 140mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.81" 1.09") 

W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

+ $ r 8 j X []

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - UXGA & 1080p.

 ● Control - Front panel (independent audio and video) and contact closure 
switching.

 ● Sync Polarity Settings - H & V switches for improved display 
compatibility with the CAT 5 outputs.

 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair with loop on an RJ−45 connector.
OUTPUTS: 2 UXGA on 15−pin HD connectors, 

2 unbalanced stereo audio on 3.5mm mini jacks, 
2 S/PDIF on RCA connectors.

MAX. OUTPUT LEVEL: Video: 2Vpp @max gain.; Audio: 4.6Vpp (analog).
MAX. RESOLUTION: WUXGA.
AUDIO BANDWIDTH: 22kHz.
DIFF. GAIN: 4.7%.
DIFF. PHASE: 0.3Deg.
K-FACTOR: <0.05%.
S/N RATIO: Video: 62.5dB; Audio: 69.2dB.
CONTROLS: Level: −9.2dB to +2.1dB; EQ.: 0 to +29.5dB @50MHz.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 300mA, when feeding TP−219HD.
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-50 is a twisted pair receiver for computer graphics video and 
unbalanced stereo audio or S/PDIF audio signals. The unit converts 
the twisted pair signal back into two computer graphics video, stereo 
audio and S/PDIF audio signals simultaneously.

1:2 Computer Graphics Video with S/PDIF or Stereo Audio Twisted Pair Receiver
TP‑50

FEATURES

 ● Max. Resolution - WUGXA.

 ● Looping CAT 5 Input .

 ● Level (Gain) & EQ (Peaking) Controls.

 ● H & V Sync Polarity Settings.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Link LED - Indicates that the receiver is receiving a signal.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35
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TECHNICAL SPECIFICATIONS

PORTS: 1 RS−232 on a 9−pin D−sub connector, 1 twisted pair 
on an RJ−45 connector.

BAUD RATES: Up to 115200.
INDICATOR LED: Green for PC, red for device.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 5.32cm x 7.25cm x 4.2cm (2.09" x 2.85" x 1.65") W, D, H.
POWER CONSUMPTION: 12V DC, 42mA.
WEIGHT: 0.3kg (0.67lbs) approx.
OPTIONS: RK−1 19" rack adapter.

The FC-50 is a bidirectional range extender for RS-232 signals. The 
unit converts an RS-232 signal to a twisted pair signal and sends it 
to a second FC-50 that converts the twisted pair signal back into an 
RS-232 signal.

RS−232 Range Extender
FC‑50

FEATURES

 ● Bidirectional RS-232 Operation.

 ● Operation - 2 units are required.

 ● Mode Selection - Connects the RS-232 port to a PC or a controlled 
device.

 ● Mode Indicator LED - Red for device and green for PC.

 ● System Range - Up to 1000m (3300ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Crossed/Straight Selection - Between the unit and the controlled 
device.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-XTP Pico−Skew UTP Bulk Cable 8.26

BC-2T Stereo Audio/Control Bulk Cable 8.19
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NEW

VA‑1USB‑T/VA‑1USB‑R

TECHNICAL SPECIFICATIONS

INPUTS: VA−1USB−T: 1 USB host on a USB B−type connector, 
1 bidirectional RS−232 on a 9−pin D−sub connector;
VA−1USB−R: 1 twisted pair on an RJ−45 connector, 
1 IR on a 3.5mm mini jack.

OUTPUTS: VA−1USB−T: 1 twisted pair on an RJ−45 connector, 
1 IR on a 3.5mm mini jack;
VA−1USB−R: 1 USB host on a USB B−type connector, 
1 bidirectional RS−232 on a 9−pin D−sub connector.

USB SUPPORT: 1.1 and 2.0 (bulk mode, not isochronous).
BAUD RATE: Up to 115.2kbps, full duplex.
POWER CONSUMPTION: 5V DC, 450mA.
TRANSMISSION RANGE: Up to 100m (328ft).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.1cm x 11.5cm x 2.9cm (8.3" x 4.53" x 1.13") W, D, H.
WEIGHT: 0.44kg (0.97lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VA-1USB-T and VA-1USB-R are a high-performance, twisted 
pair transmitter and receiver for communicating USB, bidirectional 
RS-232 data and IR signals over extended distances using CAT 5/6 
cable. The VA-1USB-T encodes USB signals and RS-232 data into a 
TP signal that it transmits to the VA-1USB-R. The receiver converts 
the TP signal back to USB signals and RS-232 data.

USB Transmitter/Receiver

FEATURES

 ● True Plug and Play Operation - No drivers.

 ● High-Speed USB - Supports USB 2.0 and 1.1.

 ● RS-232 Data Transmission - Full duplex, bidirectional.

 ● Range - Up to 100m (330ft).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-2T Stereo Audio/Control Bulk Cable 8.19
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PT‑571HDCP/PT‑572HDCP+

DVI over Twisted Pair Transmitter & Receiver

The PT-571HDCP and PT-572HDCP+ are a twisted pair transmitter and 
receiver for DVI signals. The PT-571HDCP converts the DVI to twisted 
pair signal and the PT-572HDCP+ converts the twisted pair signal back 
to a DVI signal. The PT-571HDCP-MD and PT-572HDCP+-MD are 
certified for medical applications.

TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI−D on a DVI−I Molex 24−pin female connector, 
1.2Vpp (PT−571HDCP), DDC signal 5Vpp (TTL); 
1 DGKat twisted pair on an RJ−45 connector 
(PT−572HDCP+).

OUTPUTS: 1 DGKat twisted pair on an RJ−45 connector 
(PT−571HDCP); 1 DVI−D on a DVI−I Molex 24−pin 
female connector, 1.2Vpp, DDC signal 5Vpp (TTL) 
(PT−572HDCP+).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel); 
WUXGA, 1920x1080p.

POWER CONSUMPTION: 12V DC, 310mA (transmitter and receiver together).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−49° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.1" x 1")  W, D, H.
WEIGHT: 0.14kg (0.3lbs).
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19” rack adapter.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● Standards Compliance - Certified for medical applications according to 
IEC 60601-1-2 (Electromagnetic Compatibility), (PT-571HDCP-MD & 
PT-572HDCP+-MD).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● System Range - Up to 90m (295ft) at SXGA, or up to 30m (98ft) at 
UXGA on shielded BC-DGKat524 cable. Up to 90m (295ft) at SXGA, 
or up to 70m (230ft) at UXGA on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at SXGA, or up to 80m (265ft) at UXGA on shielded 
BC-DGKat7a23 cable.

 ● Cable - STP (shielded twisted pair) such as CAT 5. For optimum range 
and performance, use Kramer's BC-DGKat524, BC-DGKat623 or 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not reach 
these ranges.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Power Connect™ System - A single connection to the transmitter powers 
both units when the devices are within 270ft (90m) of each other.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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The TP-300FW is a twisted pair transmitter or receiver for FireWire® 
(IEEE 1394) signals. When used as a pair, one converts a FireWire® 
signal into a twisted pair signal and the other converts the twisted 
pair back to a FireWire® signal and simultaneously outputs the 
twisted pair signal to another TP-300FW.

FireWire® over Twisted Pair Transmitter/Receiver & Range Extender
TP‑300FW

TECHNICAL SPECIFICATIONS

PORTS: 1 FireWire® on a 6−pin connector, 
2 CAT 5 ports on RJ−45 connectors.

TRANSFER RATE: 100Mbps.
IEEE-1394 STANDARDS: IEEE 1394a−2000, IEEE 1394−1995, IEEE 1394b−2002 

at up to 100Mpbs.
ESD LINE PROTECTION: IEC 61000−4−2 (ESD) 15kV (air), 8kV (contact), 

IEC 61000−4−5 (lightning) 12A (8/20us), and IEC 
61000−4−4 (EFT) 40A (5/50ns).

POWER CONSUMPTION: 12V DC, 60mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● System Range - Up to 100m (320ft) and up to 200m (640ft) using a 
third TP-300FW.

 ● Cable - STP (shielded twisted pair) such as CAT 5.

 ● ESD Protection - Kramer’s Spark-Guard™ signal protection circuitry 
protects against ESD (electrostatic discharge) that can damage digital 
equipment.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-FM6/FM6 6−pin FireWire® Cable 8.50
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PT‑561/PT‑562

HDMI & IR over Twisted Pair Transmitter & Receiver

The PT-561 and PT-562 are a twisted pair transmitter and receiver 
for HDMI and IR signals. The PT-561 converts an HDMI and IR signal 
to a twisted pair signal and the PT-562 converts the twisted pair 
signal back to an HDMI and IR signal.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP & HDMI Compliant.

 ● Bidirectional IR Support - IR is compatible with a Kramer transmitter 
and via a Kramer external remote IR receiver: C-A35M/IRR or 
C-A35M/IRE or C-A35M/2IRE.

 ● Optional IR Emitter Cables - C-A35/IRE-10 single emitter & 
C-A35/2IRE-10 dual emitter.

 ● Optional External IR Receiver Cables - C-A35M/IRR-3 and C-A35M/IRR-50.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that 
the transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 5, CAT 6, and 
CAT 7 cables may not reach these ranges.

 ● HDMI Support - Lip Sync, HDMI Uncompressed Audio Channels, Dolby 
TrueHD, DTS-HD.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Indicators - ON (red)/transmit (green) status LEDs.

 ● Power Connect™ System - A single connection to the transmitter 
powers the receiver.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

PT-561

C
AT

 5

IR

5V DC

HDMI IN

ON

PT-562

IR
HDMI OUT

ON

DVD Player

Display

HDMI

HDMI

C
AT

 5

IR
Transmitter

IR
Receiver

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (PT−561), 
2 twisted pair on RJ−45 connectors (PT−562).

OUTPUTS: 2 twisted pair on RJ−45 connectors (PT−561), 
1 HDMI connector (PT−562).

IR PORT: Bidirectional on a 3.5mm mini jack.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 5V DC, 440mA (transmitter and receiver together).
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.1" x 1") W, D, H.
WEIGHT: 0.14kg (0.3lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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PT‑571/PT‑572+

HDMI over Twisted Pair Transmitter & Receiver

The PT-571 and PT-572+ are a twisted pair transmitter and receiver 
for HDMI signals. The PT-571 converts HDMI to a single twisted 
pair signal and the PT-572+ converts the twisted pair signal back to 
HDMI.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (PT−571), 
1 twisted pair on an RJ−45 connector (PT−572+).

OUTPUTS: 1 twisted pair on an RJ−45 connector (PT−571), 
1 HDMI connector (PT−572+).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 12V DC, 250mA (transmitter and receiver together).
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE 
TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.1" x 1")  W, D, H.
WEIGHT: 0.14kg (0.3lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19” rack adapter.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support.

 ● 3D Pass-Through.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that 
the transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 5, CAT 6, and 
CAT 7 cables may not reach these ranges.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Status LED - Lights red when receiving power only, orange when output 
and power are attached, and yellow when both an active input and 
output are attached.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 200ft (60m) 
of each other.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

PT-571
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HDMI IN
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PT-572+
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ON

DVD Player

Display

HDMI

HDMI

12V DC SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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NEW

PT‑580T

HDMI over Twisted Pair HDBaseT Transmitter

The PT-580T is a 4K resolution, HDBaseT twisted pair transmitter 
for HDMI signals. The unit inputs an HDMI signal that it converts to a 
twisted pair signal. An HDBaseT receiver (for example the TP-580R 
or WP-580R) converts the twisted pair signal back into an HDMI 
signal and together they form a transmitter receiver pair.

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per graphic channel), supporting 
4K resolution.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Certified HDBaseT Technology.

 ● HDMI Support - Deep color, x.v.Color™, lip sync, HDMI uncompressed 
audio channels, Dolby TrueHD, DTS-HD, CEC.

 ● 2K x 4K Support.

 ● 3D Pass-Through.

 ● EDID Pass-Through - Passes EDID signals from the source to the 
display.

 ● System Range - Up to 70m (230ft) when using BC-HDKat6a cables.

 ● Cable - Shielded twisted pair (STP) cable recommended. For optimum 
range and performance use, use Kramer's BC-HDKat6a cable. Note 
that the transmission range depends on the signal resolution, graphics 
card and display used. The distance using non-Kramer CAT 5, CAT 6, 
and CAT 7 cables may not reach these ranges.

 ● Indicator - Power LED.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.
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TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUT: 1 RJ−45 connector.
MAX. DATA RATE: 10.2Gbps (3.4Gbps bandwidth per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 5V DC, 575mA.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.1" x 1") W, D, H.
WEIGHT: 0.14kg (0.3lbs).
INCLUDED ACCESSORIES: 5V DC power supply.
OPTIONS: 19” RK−4PT rack adapter; Kramer BC−HDKat6a cable.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24
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HDMI, Bidirectional RS−232 & IR over Twisted Pair Transmitter & Receiver

The TP-573 and TP-574 are a twisted pair transmitter and receiver 
for HDMI, bidirectional RS-232 and infrared signals. The TP-573 
converts the input signals to a twisted pair signal and the TP-574 
converts it back to HDMI, RS-232 and infrared signals.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● HDMI Support - x.v.Color™, Lip Sync, HDMI Uncompressed Audio 
Channels, Dolby TrueHD, DTS-HD.

 ● EDID PassThru - Passes EDID signals between the source and display.
 ● 3D Pass-Through.
 ● Bidirectional RS-232 & IR Interface - 38400 max baud rate.
 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that 
the transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 5, CAT 6, and 
CAT 7 cables may not reach these ranges. Use only shielded cable 
where both ends of the shield are soldered to ground.

 ● Power Connect™ System - A single connection to the transmitter 
powers both units.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector, 1 bidirectional IR port on a 3.5mm mini jack, 
1 bidirectional RS−232 port on a 9−pin D−sub connector (TP−573); 
1 twisted pair on an RJ−45 connector (TP−574).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−573); 
1 HDMI connector, 1 bidirectional IR port on a 3.5mm mini jack, 
1 bidirectional RS−232 port on a 9−pin D−sub connector (TP−574).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
MAX. BAUD RATE: 38.4kbps.
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER 
CONSUMPTION: 12V DC, 510mA (TP−573), 12V DC from TP−573 (TP−574).
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95"), W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack mount, Kramer remote external receiver.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19
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NEW

TP‑578H

HDMI, Audio & Data over DGKat Twisted Pair Receiver

The TP-578H is a DGKat twisted pair receiver for HDMI, IR and 
control signals. The unit receives a DGKat twisted pair signal from 
a compatible Kramer DGKat transmitter (such as a TP-577VH) and 
decodes it into HDMI, balanced and unbalanced stereo, S/PDIF digital 
audio, IR and RS-232 signals.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● HDMI Support - x.v. Color™, 3D and 7.1 multi-channel audio.
 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● K-Link™ - Kramer's technology for controlling the device from a remote 
controller and passing data to external devices.

 ● PowerConnectPlus - A single connection to the transmitter or the 
receiver powers both units. The higher voltage PowerConnectPlus also 
powers regular PowerConnect devices via auto-negotiation.

 ● Configurable External Control.
 ● Analog and Digital Audio De-Embedding.
 ● Indicators - LEDs for mirroring.
 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - Requires STP (shielded twisted pair) cable. For optimum range 
and performance, use Kramer's BC-DGKat623 or BC-DGKat7a23 
cables. Note that the transmission range depends on the signal 
resolution, graphics card and display used. The distance using non-
Kramer CAT 6 and CAT 7 cables may not reach these ranges. Use only 
shielded cable where both ends of the shield are soldered to ground.

 ● Controls - IR data transceiver.
 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUTS: DGKat twisted pair on an RJ−45 connector.
OUTPUT: HDMI, unbalanced stereo audio on a 3.5mm mini jack, 

balanced stereo audio on a terminal block, S/PDIF on 
an RCA connector.

POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7cm x 2.4cm (4.7" x 2.76" x 0.94”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35
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HDMI, Bidirectional RS−232, IR over Twisted Pair HDBaseT Transmitters/Receivers

The TP-580T, TP-580R, WP-580T and WP-580R are high-performance 
HDBaseT twisted pair transmitters and receivers for HDMI, bidirectional 
RS-232 and IR signals. The TP-580T converts HDMI, RS-232 and 
IR signals into a twisted pair signal that it transmits to a TP-580R 
receiver. The TP-580R converts the twisted pair signal back into HDMI, 
bidirectional RS-232 and IR signals. The wall plate (WP) versions handle 
HDMI transmission but do not handle RS-232 or IR signals.

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Certified HDBaseT™ Technology.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● 2K x 4K Support.

 ● Bidirectional RS-232 & IR Interfaces - Commands and data can flow in 
both directions via the RS-232 interface, allowing status requests and 
remote control of the destination unit (TP-580T/R only).

 ● System Range - Up to 70m (230ft) when using BC-HDKat6a cables.

 ● Cable - Shielded twisted pair (STP) cable recommended. For optimum 
range and performance use, use Kramer's BC-HDKat6a cable. Note 
that the transmission range depends on the signal resolution, graphics 
card and display used. The distance using non-Kramer CAT 5, CAT 6, 
and CAT 7 cables may not reach these ranges.

 ● Indicators - Status LEDs for input, output, link and power.

 ● Wall Plate Dimensions (WP Units) - 12.4cm x 3.12cm x 7.9cm (4.88" 
x 1.29" x 3.12") US; 15.1cm x 2.96cm x 8.6cm (5.95" x 1.17" x 
3.39"), 15.1cm x 2.96cm x 8.0cm (5.95" x 1.17" x 3.15") EU (W, 
D, H). 2 gang EU/US.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (TP/WP−580T), 
1 HDBaseT twisted pair RJ−45 connector (TP/WP−580R).

OUTPUTS: 1 HDBaseT twisted pair RJ−45 connector (TP/WP−580T), 
1 HDMI connector (TP/WP−580R).

PORTS: 1 IR on a 3.5mm mini jack, 
1 RS−232 on a 9−pin D−sub connector.

MAX. DATA RATE: 10.2Gbps (3.4Gbps per graphic channel).
RS-232 BAUD RATE: Up to 115200.
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 12V DC, 275mA (TP−580T), 430mA (TP−580R);

5V DC, 360mA (WP−580T), 930mA (WP−580R).
DIMENSIONS: 12.0cm x 7.2cm x 2.4cm (4.72" x 2.81" x 1.0") W, D, H 

(TP−580T/R);
12.4cm x 3.12cm x 7.9cm (4.88" x  1.29"  x 3.12") US; 
15.1cm x 2.96cm x 8.6cm (5.95" x 1.17" x 3.39"),  
15.1cm x 2.96cm x 8.0cm (5.95" x 1.17" x 3.15") EU  
(W, D, H) (WP−580T/R).

WEIGHT: 0.6kg (1.4lbs).
INCLUDED ACCESSORIES: 2 power supplies.
OPTIONS: RK−T2B 19” rack mount (TP-580T, TP-580R only).

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

BC-2T Stereo Audio/Control Bulk Cable 8.19
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HDMI, Bidirectional RS−232 & IR over Extended Range HDBaseT Twisted Pair Transmitters/Receivers

The TP-580TXR, TP-580RXR, WP-580TXR and WP-580RXR are extended 
range HDBaseT twisted pair transmitters and receivers for HDMI, 
bidirectional RS-232 and IR signals. The TP-580TXR converts HDMI, 
RS-232, and IR signals into a twisted pair signal that it transmits to the 
TP-580RXR receiver. The TP-580RXR converts the twisted pair signal back 
into HDMI, bidirectional RS-232 and IR signals. The wall plate (WP) versions 
handle HDMI transmission but do not handle RS-232 or IR signals.

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per graphic channel) in normal 
mode; 4.95Gbps (1.65Gbps per graphic channel) in ultra mode.

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● Certified HDBaseT™ Technology.
 ● Max. Resolution - 1080p @60Hz in Ultra mode.
 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.
 ● EDID PassThru - Passes EDID signals between the source and display.
 ● 2K x 4K Support in Normal Mode.
 ● Bidirectional RS-232 & IR Interfaces - Commands and data can flow in 
both directions via the RS-232 interface, allowing status requests and 
remote control of the destination unit (TP-580TXR/RXR only).

 ● System Range - Up to 130m (430ft) normal mode; up to 180m (590ft) 
ultra mode (1080p @60Hz @24bpp) when using BC-HDKat6a cables.

 ● Cable - Shielded twisted pair (STP) cable recommended. For optimum 
range and performance use, use Kramer's BC-HDKat6a cable. Note 
that the transmission range depends on the signal resolution, graphics 
card and display used. The distance using non-Kramer CAT 5, CAT 6, 
and CAT 7 cables may not reach these ranges.

 ● Indicators - Status LEDs for input, output, link and power.
 ● Wall Plate Size - 2 gang EU/US.
 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (TP/WP−580TXR), 1 HDBaseT 
twisted pair on an RJ−45 connector (TP/WP−580RXR).

OUTPUTS: 1 HDBaseT twisted pair on an RJ−45 connector 
(TP/WP−580TXR), 
1 HDMI connector (TP/WP−580RXR).

PORTS: 1 IR on a 3.5mm mini jack, 1 RS−232 on a 9−pin D−sub 
connector (TP−580TXR/RXR only).

MAX. DATA RATE: 10.2Gbps (3.4Gbps per graphic channel) in normal mode; 
4.95Gbps (1.65Gbps per graphic channel) in ultra mode.

RS-232 BAUD RATE: 115200.
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 12V DC, 295mA (TP−580TXR), 500mA (TP−580RXR);

5V DC, 390mA (WP−580TXR), 1.03A (WP−580RXR).
OPERATING TEMPERATURE: 0° to 40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 1.0") W, D, H 

(TP−580TXR/RXR);
12.4cm x 3.12cm x 7.9cm (4.88" x  1.29"  x 3.12") US; 
15.1cm x 2.96cm x 8.6cm (5.95" x 1.17" x 3.39"),  
15.1cm x 2.96cm x 8.0cm (5.95" x 1.17" x 3.15") EU  
(W, D, H) (WP−580TXR/TXR).

WEIGHT: 0.6kg (1.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack mount (TP−580TXR/RXR only).

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24
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TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector, 1 IR on a 3.5mm mini jack, 
1 Ethernet 100BaseT on an RJ−45 connector, 
1 RS−232 on a 9−pin D−sub connector (TP−581T); 
2 HDMI connectors, 1 IR on a 3.5mm mini jack, 
1 Ethernet 100BaseT on an RJ−45 connector, 
1 RS−232 on a 9−pin D−sub connector, 
1 remote contact closure on a terminal block connector 
(TP−582T); 1 twisted pair on an RJ−45 connector (TP−582R).

OUTPUTS: 1 twisted pair on an RJ−45 connector (TP−581T, TP−582T); 
2 HDMI connectors, 1 IR on a 3.5mm mini jack, 
1 Ethernet 100BaseT on an RJ−45 connector, 
1 RS−232 on a 9−pin D−sub connector, 
1 TOSLINK® optical audio, 
1 S/PDIF in an RCA connector (TP−582R).

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER 
CONSUMPTION: 5V DC, 800mA (TP−581T, TP−582T); 1.55A (TP−582R).
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 1.0") W, D, H.
WEIGHT: 0.6kg (1.4lbs).
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19” rack adapter, Kramer BC−HDKat6a cable.

The TP-582T and TP-582R are a high-quality twisted pair transmitter 
and receiver for HDMI, Ethernet 100BaseT, bidirectional RS-232 
and IR signals. The TP-582T selects one of two HDMI inputs, and 
converts it with the Ethernet 100BaseT, RS-232 and IR input signals 
to a twisted pair signal. The TP-582R converts the twisted pair signal 
back to Ethernet 100BaseT, RS-232, IR and two HDMI outputs, and 
de-embeds the audio to S/PDIF and TOSLINK® audio outputs. The 
TP-581T is identical to the TP-582T but has only one HDMI input and 
no contact closure control.

HDMI, Bidirectional RS−232, Ethernet & IR over HDBaseT Twisted Pair Transmitter & Receiver
TP‑582T/TP‑581T/TP‑582R

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● HDBaseT Technology.
 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.
 ● EDID PassThru - Passes EDID signals between the source and display.
 ● Bidirectional RS-232 Interface - Commands and data can flow in both 
directions via the RS-232 interface, allowing status requests and 
control of the destination unit.

 ● Ethernet Interface - Passes 100BaseT.
 ● System Range - Signals of up to 6.75Gbps (up to 1080p@60Hz 36 bit) 
over a range of up to 130m (430ft) when using BC-HDKat6a cables.

 ● Cable - For optimum range and performance using HDBaseT™, 
use Kramer's BC-HDKat6a cable. Note that the transmission range 
depends on the signal resolution, source and display used. The distance 
using non-Kramer CAT 6 cable may not reach these ranges.

 ● Control - Front panel and contact closure switching (TP-582T).
 ● Indicators - Status LEDs for input selection, output, link and power.
 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

r P j q d H S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VM‑1H4C

1:4 HDMI Twisted Pair Transmitter & Distribution Amplifier

The VM-1H4C is a high-quality twisted pair distribution 
amplifier for HDMI signals. The unit receives serial 
commands and IR signals transparently via the RS-232 
port and the TP link. It reclocks and equalizes the input 
signal and distributes it to four DGKat TP outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector, 
1 IR on a 3.5mm mini jack, 
1 RS-232 on a 9-pin D-sub connector.

OUTPUTS: 4 twisted pair on RJ−45 connectors.
MAX. DATA RATE: Supports up to 4.95Gbps 

(1.65Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
INDICATOR LEDs: 230V AC, 50/60Hz (115V AC, USA) 

30VA.
POWER CONSUMPTION: 12V DC, 2A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.2cm x 4.4cm 

(8.5" x 6.38" x 1.7") W, D, H.
WEIGHT: 0.9kg (1.98lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19” rack adapter.

12VDC

DVD Player

RS-232

HDMI

CAT 5CAT 5

IR
Sensor

IR Remote
Controller

To TP acceptors,
for example,

TP-574 
HDMI/RS-232/
IR Line Receiver

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ cables 
designed specifically for optimum performance.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID handling 
& processing algorithm ensures Plug and Play operation for HDMI systems.

 ● HDMI Support - x.v.Color™ and uncompressed audio channels, Dolby 
TrueHD, DTS-HD.

 ● 3D Pass-Through.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital signal 
to travel longer distances.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 1080p 
on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, or up to 70m 
(230ft) at 1080p on shielded BC-DGKat623 cable. Up to 100m (330ft) at 
1080i or up to 90m (295ft) at 1080p on shielded BC-DGKat7a23 cable.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19

r P d S [] () :

 ● Power Connect - The VM-1H4C provides power to the 
twisted pair receivers when they are within 270ft (90m) of 
the transmitter.

 ● Cable - Requires STP (shielded twisted pair) cable. 
For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 or BC-DGKat7a23 cables. 
Note that the transmission range depends on the signal 
resolution, source device and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not 
reach these ranges. Use only shielded cable where both ends 
of the shield are soldered to ground.

 ● Active Input & Output LED Indicators.

 ● Serial Command Handling - Receives serial commands 
transparently via the RS-232 port and the TP link.

 ● Compact Desktop - 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

FEATURES
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Active Wall Plate − HDMI over Twisted Pair Transmitter
WP‑306

The WP-306 is a wall plate transmitter for HDMI signals. The unit 
converts the input signals to a DGKat™ twisted pair signal that a 
compatible Kramer receiver converts back to the original signals.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● Front Connections - 1 HDMI & 1 3.5mm for IR (Compatible only with 
SV-552).

 ● Rear Connections - 1 RJ-45 (US Version) or Terminal block (EU Version).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Power Connect™ System - The SV-552 powers the unit via CAT 5 
cable.

 ● Compatible Receivers - PT-572+, TP-574, TP-575, TP-576.

 ● Dimensions - 7.9cm x 2.9cm x 12.4cm (3.12" x 1.14" x 4.88") US; 
8.6cm x 2.58cm x 8.6cm (3.39" x 1.01" x 3.39") and 8cm x 2.58cm x 8cm 
(3.15" x 1.01" x 3.15") EU W, D, H.

 ● Accessories - Power supply.

 ● Optional - RK-121WP 19" rack adapter (EU Version).

 ● Wall Plate - 1 gang European or US (US version includes a removable 
wall plate frame).

European version  

US version

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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Active Wall Plate - HDMI over Twisted Pair Transmitter & Receiver
WP‑561/WP‑562

The WP-561 and WP-562 are a wall plate transmitter and 
receiver for HDMI and IR signals. The WP-561 converts 
HDMI and IR signals to a twisted pair signal that the 
WP-562 receiver converts back to HDMI and IR signals.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP & HDMI Compliant.

 ● Bidirectional IR Support - IR is compatible with a Kramer transmitter 
and via a Kramer external remote IR receiver: C-A35M/IRR or 
C-A35M/IRE or C-A35M/2IRE.

 ● HDMI Support - Uncompressed Audio Channels, Dolby TrueHD, 
DTS-HD.

 ● EDID PassThru - Passes EDID signals from source to display.

 ● Optional IR Emitter Cables - C-A35/IRE-10 single emitter & 
C-A35/2IRE-10 dual emitter.

 ● Optional External IR Receiver Cables - C-A35M/IRR-3 and C-A35M/IRR-50.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - Requires shielded twisted pair (STP) cable. For optimum range 
and performance use, use Kramer's BC-DGKat524, BC-DGKat623 and 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not reach 
these ranges. Use only shielded cable where both ends of the shield 
are soldered to ground.

 ● Status LEDs - ON (red), transmit (green).

 ● Power Connect™ System - A single connection to the transmitter 
powers the receiver.

 ● Wall Plate - 1 gang European or US.

       US version

European version  

       US version

European version  

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (WP−561); 
2 twisted pair on RJ−45 connectors (WP−562).

OUTPUTS: 2 twisted pair on RJ−45 connectors (WP−561); 
1 HDMI connector (WP−562).

IR PORT: Bidirectional on a 3.5mm mini jack.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 5V DC, 440mA (transmitter and receiver together).
DIMENSIONS: 6.9cm x 2.88cm x 11.4cm (2.71" x 1.13" x 4.49") US; 

8.6cm x 2.88cm x 8.6cm (3.39" x 1.13" x 3.39") and 
8cm x 2.88cm x 8cm (3.15" x 1.13" x 3.15") EU W, D, H.

WEIGHT: 0.2kg (0.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−121WP 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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Active Wall Plate − HDMI over Twisted Pair Transmitter & Receiver
WP‑571/WP‑572

The WP-571 and WP-572 are a DGKat™ twisted pair 
transmitter and receiver for HDMI signals. The WP-571 
converts an HDMI signal to a single twisted pair signal and 
the WP-572 converts the twisted pair signal back to an 
HDMI signal.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● HDMI Support - x.v.Color™, HDMI Uncompressed Audio Channels, 
Dolby TrueHD, DTS-HD.

 ● 3D Pass-Through.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - Requires shielded twisted pair (STP) cable. For optimum range 
and performance use Kramer's BC-DGKat524, BC-DGKat623 and 
BC-DGKat7a23 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not reach 
these ranges. Use only shielded cable where both ends of the shield 
are soldered to ground.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Active Indicator Reporting - ON LED lights red when receiving power 
only, orange when either input or output and power are attached, and 
green when both an active input and output are attached.

 ● Power Connect™ System - A single connection to the transmitter 
powers the receiver.

 ● Wall Plate - 1 gang European or US.

       WP-571 US version

       WP-572 US version  

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (WP−571), 
1 DGKat™ twisted pair on a RJ−45 connector (WP−572).

OUTPUTS: 1 DGKat™ twisted pair on a RJ−45 connector (WP−571), 
1 HDMI connector (WP−572).

MAX. DATA RATE: Up to 4.95Gbps data rate (1.65Gbps per graphics channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: US: 12V DC, 190mA (single device); 360mA total (when 

one device supplies the power to both devices). 
UK, BG: 12V DC, 150mA (single device); 310mA total 
(when one device supplies the power to both devices).

DIMENSIONS: US: 3.3cm x 3.6cm x 10.4cm (1.3" x 1.42" x 4.1") W, D, H;
UK: 8.63cm x 4.5cm x 8.63cm (3.4" x 1.77" x 3.4") W, D, H;
BG: 8.04cm x 4.5cm x 8.04cm (3.17" x 1.77" x 3.17") W, D, H.

WEIGHT: 0.08kg (0.18lbs).
INCLUDED ACCESSORIES: 1 power supply per unit.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

       WP-571 EU version

       WP-571 EU version
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NEW

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19

% P 8 v H T () :
The WP-577VH is wall plate transmitter for HDMI and computer 
graphics video with unbalanced stereo audio and RS-232 signals. 
The unit encodes the input signals into DGKat twisted pair that it 
transmits to a compatible DGKat switcher or receiver.

WP‑577VH
Active Wall Plate − HDMI & Computer Graphics with Bidirectional RS−232 &  
Stereo Audio DGKat Twisted Pair Transmitter

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI on an HDMI connector, 1 VGA on a 15−pin HD 
(F) connector, 1 unbalanced stereo audio on a 3.5mm 
mini jack.

OUTPUTS: 1 DGKat TP on an RJ−45 connector, 1 unbalanced audio 
on a 3−pin terminal block.

PORTS: 1 Bidirectional serial port on a 3−way terminal block.
MAX. DATA RATE: Up to 4.95Gbps (1.65Gbps bandwidth per graphic channel).
STANDARDS: HDMI, x.v.Color™ and 3D, HDCP.
MAXIMUM TRANSMISSION 
DISTANCE: 90m (295ft) up to 1080p @60Hz.
POWER CONSUMPTION: 12V DC, 700mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: US: 8.79cm x 4.3cm x 10.47cm (3.46" x 1.69" x 4.12") W, D, H.
WEIGHT: 0.2kg (0.44lbs) approx.
INCLUDED ACCESSORIES: Power supply.

Computer
Graphics Source

UXGA

Audio

Power Amplifier
with Speakers

HDMI

To
TP-578H

A
ud

io

CAT5

Computer
Graphics Source/

Laptop

Blu-ray Disk
Player

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - x.v. Color™ and 3D.

 ● HPD (Hot Plug Detect) Signals - From the display device to 
the source.

 ● K-Link™ Compatibility - Uses RS-232 to control other 
Kramer devices and send data to remote, external RS-232 
devices.

 ● PowerConnectPlus - A single connection to the transmitter 
or the receiver powers both units. The higher voltage 
PowerConnectPlus also powers regular PowerConnect 
devices via auto-negotiation. Compatible power connect 
source: VS-62D.

 ● DGKat™ Signal Integration - Kramer’s unique technology 
for converting TMDS as well as control and communication 
to signals that run over twisted pair cables. We strongly 
recommend using Kramer DGKat™ cables designed 
specifically for optimum performance.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - Requires Shielded Twisted Pair (STP) Cable - For optimum range 
and performance use, use Kramer's BC-DGKat524, BC-DGKat623 and 
BC-DGKat723 cables. Note that the transmission range depends on 
the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not reach 
these ranges. Use only shielded cable where both ends of the shield 
are soldered to ground.

 ● Automatic Live Input Detection - Based on video clock presence.

 ● Automatic Switching - To the last connected or priority video input.

 ● Automatic Analog Audio Detection and Embedding.

 ● Data Equalization and Reclocking.

 ● Protocol 3000 Support.

 ● Wall Plate - 2  gang US.
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TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair on an RJ−45 connector.
OUTPUTS: 1 twisted pair on an RJ−45 connector, 

2 UXGA on 15−pin HD (F) connectors.
DIFF. GAIN (PAIR): 2.8%.
K-FACTOR: 0.1%.
MAX. RESOLUTION: WUXGA & 1080p.
CONTROLS: Level: −9.6dB to +2.3dB; 

Equalization: 0dB to 36.3dB @50MHz.
POWER CONSUMPTION: 12V DC, 525mA maximum current.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-202 is a twisted pair branching receiver for computer 
graphics video signals with resolutions up to and exceeding UXGA 
or HDTV signals. It takes a twisted pair signal and converts it into 
a computer graphics or HDTV signal available on two 15-pin HD 
outputs, and simultaneously re-transmits the original twisted pair 
signal to another compatible receiver.

Computer Graphics Video over Twisted Pair Transceiver
TP‑202

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Long System Range - More than 100m (300ft).

 ● Expandable - Cascades up to 6 units.

 ● Cable - For standalone, use UTP (unshielded twisted pair) cable such 
as CAT 5.

 ● Sync Polarity Settings - H & V switches for improved display compatibility.

 ● Level (Gain) and EQ (Peaking) Controls - Recessed to prevent unintentional 
adjustment.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26

$ r []
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-RVM/RVM RCA Composite Video Cable 8.35

+ r j []
The TP-43 is a high-performance transceiver for component video 
and S/PDIF audio signals. It receives a twisted pair signal from a 
TP-41, decodes the signal into component video and S/PDIF audio, 
and simultaneously relays the signal via twisted pair to a TP-42.

TP‑43
Component Video & S/PDIF Audio over Twisted Pair Transceiver

TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair on an RJ−45 connector.
OUTPUTS: Local output: 1 component video (Y, U, V) on RCA 

connectors, 
1 S/PDIF on an RCA connector; repeater line output: 
1 twisted pair on an RJ−45 connector.

MAX. OUTPUT LEVEL: 2Vpp.
MAX. RESOLUTION: 1080i.
DIFF. GAIN: 0.15%.
DIFF. PHASE: 1.0Deg.
K-FACTOR: 0.1%.
S/N RATIO: Video: 72dB.
CROSSTALK (all hostile): Audio: -46dB S/PDIF into video @5MHz.
CONTROLS: Video line out level: -1.1dB to +1.4dB; 

video level out: -0.9dB to +0.83dB; S/PDIF line out 
level: -1.6dB to +0.9dB; S/PDIF level out: -0.82dB to 
+0.8dB; EQ. at TP−43: 0 to +4.1dB video @33MHz; 
0 to +3dB S/PDIF @33MHz (60m).

COUPLING: Video: DC; Audio: DC.
POWER CONSUMPTION: 12V DC, 139mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.
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FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - 1080i.

 ● Level (Gain) & EQ (Peaking) Controls - Audio and video local and twisted 
pair (line) outputs.

 ● System Range - Up to 400m (1300ft) when used with a TP-41 
(transmitter) and TP-42 (receiver).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUT: 1 DGKat twisted pair on an RJ−45 connector.
OUTPUTS: 1 DGKat twisted pair on an RJ−45 connector, 

1 HDMI connector.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
CONTROLS: EDID SETUP button.
INDICATOR LEDs: IN, OUT 1 (LINE), OUT 2 (HDMI), and ON LEDs.
POWER CONSUMPTION: 12V DC, 950mA.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 0.9") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19” rack adapter.

The TP-575 is a DGKat™ twisted pair line driver for HDMI 
over twisted pair signals. The unit receives a twisted pair 
signal and outputs both an HDMI and twisted pair signal to 
a compatible receiver.

1:2 Twisted Pair & HDMI Line Driver & Distribution Amplifier
TP‑575

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● HDMI Support - x.v.Color™, HDMI Uncompressed Audio Channels, 
Dolby TrueHD, DTS-HD.

 ● 3D Pass-Through.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● HPD Pass-Through - Passes Hot Plug Detect signals from display to 
source.

 ● Active Input/Output LED Indicators.

 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 
1080p on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, 
or up to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up 
to 100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's 
BC-DGKat524, BC-DGKat623 and BC-DGKat7a23 cables. Note that 
the transmission range depends on the signal resolution, graphics card 
and display used. The distance using non-Kramer CAT 5, CAT 6, and 
CAT 7 cables may not reach these ranges. Use only shielded cable 
where both ends of the shield are soldered to ground.

 ● Compatible Receivers - PT-572+, TP-574, TP-575, TP-576.

 ● Output Signal Reclocking - Daisy chains up to 6 receivers for maximum 
range of 600m using shielded BC-DGKat7a23 cable at 1080i. (For 
other cables and resolutions, see System Range above.)

 ● Power Connect™ System - A single connection to the TP-575 powers 
the transmitter, receiver and line driver units.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22
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5 TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector; 
1 twisted pair on an RJ−45 connector.

OUTPUTS: 1 twisted pair on an RJ−45 connector; 
1 HDMI connector.

PORTS: 1 bidirectional IR port on a 3.5mm mini jack, 
1 bidirectional RS−232 port on a 9−pin  D−sub connector 
(for local control).

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel, HDMI); 
4.95Gbps (1.65Gbps per graphic channel, twisted pair).

COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
RS-232 BAUD RATE: Up to 38.4kbps.
CONTROLS: EDID SETUP button, input select button.
INDICATOR LEDs: IN 1, IN 2, OUT 1, OUT 2, and ON LEDs.
POWER CONSUMPTION: 12V DC, 1.1A (full load, for example, when connected with 

TP−573 and TP−574).
DIMENSIONS: 12.1cm x 7.18cm x 2.42cm (4.76" x 2.83" x 0.95"), W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−T2B 19” rack adapter.

The TP-576 is a DGKat™ twisted pair line driver for HDMI, 
bidirectional RS-232 and infrared signals. The unit receives an HDMI 
signal either from a local HDMI source or from a compatible twisted 
pair transmitter. It decodes the selected signals to the local HDMI, 
RS-232 and IR outputs and simultaneously transmits them to a 
compatible twisted pair receiver.

HDMI, Data & IR over Twisted Pair Transceiver
TP‑576

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel, HDMI); 
4.95Gbps (1.65Gbps per graphic channel, twisted pair).

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ cables 
designed specifically for optimum performance.

 ● HDMI Support - x.v.Color™, HDMI Uncompressed Audio Channels, Dolby 
TrueHD, DTS-HD.

 ● 3D Pass-Through.
 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID handling 
& processing algorithm ensures Plug and Play operation for HDMI systems.

 ● HPD Pass Thru - Passes hot plug detect signals from display to source.
 ● Active Input/Output LED Indicators.
 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 1080p 
on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, or up to 70m 
(230ft) at 1080p on shielded BC-DGKat623 cable. Up to 100m (330ft) at 
1080i or up to 90m (295ft) at 1080p on shielded BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's BC-DGKat524, 
BC-DGKat623 and BC-DGKat7a23 cables. Note that the transmission 
range depends on the signal resolution, graphics card and display used. 
The distance using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not 
reach these ranges. Use only shielded cable where both ends of the shield 
are soldered to ground.

 ● Flexible Control - Front panel, RS-232 & IR switching.
 ● Power Connect™ System - A single connection to the TP-576 powers the 
transmitter, receiver and line driver units.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TP‑105HD
1:2 Twisted Pair Line Driver & Distribution Amplifier

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

The TP-105HD is a line driver and distribution amplifier for analog 
video signals over twisted pair. It takes a twisted pair input and 
distributes it to two identical twisted pair outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 twisted pair on an RJ−45 connector.
OUTPUTS: 2 twisted pair on RJ−45 connectors.
MAX OUTPUT LEVEL: 1.6Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN (PAIR): 1.2%.
DIFF. PHASE (PAIR): 0.1Deg.
K-FACTOR (PAIR): <0.1%.
S/N RATIO (PAIR): 69dB.
CONTROLS: EQ.: 0 to 4.4dB @50MHz; Level: -5.5dB to 1.4dB.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 220mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-3T 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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TP‑112HD
1:2 Computer Graphics Video & HDTV over Twisted Pair Transmitter & Distribution Amplifier

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Long System Range - Up to 100m (320ft). Greater distances possible 
depending on signal resolution and cable.

 ● Cable Type - Uses UTP (unshielded twisted pair) or STP (shielded 
twisted pair) cable such as CAT 5.

 ● Sync Polarity Settings - H & V switches for improved HDTV compatibility 
with the CAT 5 outputs.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 XGA/HD on a 15−pin HD connector.
OUTPUTS: 2 twisted pair on RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.7Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 4%.
DIFF. PHASE: 0.3Deg.
K-FACTOR: 0.1%.
S/N RATIO: 65dB.
CONTROLS: 2 switches for sync inversion.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 522mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-112HD is a twisted pair transmitter for computer graphics 
video and HDTV signals. It converts a computer graphics video or 
HDTV signal on a 15-pin HD connector to two identical twisted pair 
signals.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD connector.
OUTPUTS: 1 UXGA on a 15−pin HD connector; 4 twisted pairs on 

RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.8Vpp (UXGA), 1.6Vpp (CAT 5).
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 0.03% (UXGA), 7% (CAT 5).
DIFF. PHASE: 0.05Deg (UXGA), 0.08Deg (CAT 5).
K-FACTOR: <0.05% (UXGA), 0.3% (CAT 5).
S/N RATIO: 75dB (UXGA), 73dB (CAT 5).
CONTROLS: 2 switches for sync inversion.
COUPLING: DC (UXGA), AC (CAT 5).
POWER CONSUMPTION: 12V DC, 880mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.8" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

The TP-114 is a high-performance distribution amplifier for computer 
graphics video or HDTV signals. It converts a computer graphics video 
or HDTV signal on a 15-pin HD connector to four identical twisted 
pair signals.

1:4 Computer Graphics Video & HDTV over Twisted Pair Transmitter & Distribution Amplifier
TP‑114

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Sync Polarity Settings - H & V switches for improved HDTV compatibility.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● System Range - Up to 100m (320ft). Greater distances possible 
depending on signal resolution and cable.

 ● Cable - Uses UTP (unshielded twisted pair) or STP (shielded twisted 
pair) cable such as CAT 5.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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TP‑205A
1:5 Computer Graphics Video,  Audio, &  RS−232 over Twisted Pair Transmitter & Distribution Amplifier

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Sync Polarity Settings - H & V switches for improved HDTV 
compatibility with the CAT 5 outputs.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
transmitter or the receiver powers both units when the 
devices are within 150ft (50m) of each other.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA/UXGA with loop on 15−pin HD 
connectors, 1 unbalanced stereo audio 
with loop on 3.5mm mini jacks, 
1 S/PDIF with loop on RCA connectors.

OUTPUTS: 5 twisted pairs on RJ−45 connectors.
MAX. OUTPUT LEVEL: Video: 1V; Audio: 2.3V.
MAX. RESOLUTION: WUXGA & 1080p.
BANDWIDTH (-3dB): Audio: 20Hz to 20kHz @0.5dB
S/N RATIO: Audio: >80dB.
TOTAL AUDIO GAIN: Analog to analog: 0dB; 

Analog to S/PDIF: -12dBFS.
AUDIO THD+N: <0.01%.
POWER CONSUMPTION: 12V DC, 2A.
DIMENSIONS: 21.46cm x 16.25cm x 4.36cm 

(8.45" x 6.4" x 1.72") W, D, H.
WEIGHT: 1.2kg (2.65lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

The TP-205A is a high-performance distribution amplifier for computer 
graphics video signals with resolutions up to UXGA, RS-232 signals, 
and stereo or S/PDIF audio signals. The unit takes one set of inputs 
and outputs five twisted pair signals to compatible receivers.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TP‑210

1:10 Computer Graphics Video over Twisted Pair Transmitter with Dual 15−pin HD Outputs

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Sync Polarity Settings - H & V switches for improved 
display compatibility with the CAT 5 outputs.

 ● System Range - Up to 100m (320ft) (twisted pair).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
transmitter or the receiver powers both units when the 
devices are within 150ft (50m) of each other.

 ● Standard 19" (1U). Rack "ears" included.

The TP-210 is a high-performance distribution amplifier for computer 
graphics video signals with resolutions up to and exceeding UXGA. 
It takes one input and provides ten twisted pair outputs plus two 
computer graphics video outputs on 15-pin HD connectors for local 
monitoring.
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TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUTS: 2 UXGA on 15−pin HD (F) connectors, 

10 twisted pairs on RJ−45 connectors.
MAX. OUTPUT LEVEL: 1.9Vpp/1.6Vpp.
MAX. RESOLUTION: WUXGA & 1080p.
DIFF. GAIN: 0.03% (UXGA), 2.5% (CAT 5).
DIFF. PHASE: 0.05Deg (UXGA), 0.5Deg (CAT 5).
K-FACTOR: <0.05% (UXGA), <0.05% (CAT 5).
S/N RATIO @5MHz: 73.6dB (UXGA), 68.5dB (CAT 5).
CONTROLS: Level: −9.6dB to 2.4dB; 

EQ. @50MHz: 0 to 37.6dB 
(with TP−120 receiver).

COUPLING: AC/DC.
POWER CONSUMPTION: 100 to 240V AC, 50/60Hz, 54VA.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26
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1:10 Computer Graphics Video, Audio & RS−232 over Twisted Pair Transmitter & Distribution Amplifier

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - UXGA & 1080p.

 ● Sync Polarity Settings - H & V switches.

 ● System Range (Twisted Pair) - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5.

 ● Power Connect™ System - A single connection to the 
TP-210A powers both units when the devices are within 
150ft (50m) of each other.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack, 1 S/PDIF on an RCA connector, 
1 RS−232 with 1 RxD line on a terminal 
block connector.

OUTPUTS: 10 twisted pairs on RJ−45 connectors, 
2 UXGA on 15−pin HD connectors, 
2 unbalanced stereo audio on 3.5mm mini 
jacks, 2 S/PDIF on RCA connectors, 
2 RS−232 with 2 TxD lines on terminal 
block connectors.

MAX. OUTPUT LEVEL: Video: 1.6V; Audio: 2.3V.
POWER OUTPUTS: 12V DC 0.5A max via each RJ−45 output 

(PINs 4, 5).
MAX. RESOLUTION: UXGA & 1080p.
BANDWIDTH: 20Hz to 20kHz @1dB (audio).
SAMPLING RATE 
FOR S/PDIF: 48kHz.
S/N RATIO: Audio: >75dB.
TOTAL AUDIO GAIN: Analog to analog: 0dB; 

Analog to S/PDIF: −12dBFS.
AUDIO THD+N: <0.02%.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 46VA.
DIMENSIONS: 19" x 9.3" x 1U  W, D, H, rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

The TP-210A is a high-performance distribution amplifier and twisted 
pair transmitter for computer graphics video signals with resolutions up 
to UXGA, RS-232 signals and stereo or S/PDIF audio signals. The unit 
takes computer graphics video, stereo or S/PDIF audio and RS-232 
signals and distributes each signal to two local outputs and ten twisted 
pair outputs.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19
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1:10 Computer Graphics Video, Audio & RS−232 over Twisted Pair Transmitter & Distribution Amplifier

FEATURES

 ● Resolution - Up to and including WUXGA (1920x1080).

 ● Selectable Inputs - Local or twisted pair (WUXGA, audio 
and RS-232).

 ● Data Handling - Extensive bidirectional RS-232 embedding, 
de-embedding and other options.

 ● Selectable Analog or Digital Audio Input.

 ● EDID Capture - Copies and stores the EDID from a display 
device.

 ● Transmission Range - Up to 300ft (100m) over STP 
cabling.

 ● Flexible Control Options - Front panel, RS-232, RS-485, 
Ethernet.

 ● Controls - Source selection buttons, power and source 
indicator LEDs, TP LEVEL and EQ trimmers.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm 
mini jack, 1 S/PDIF on an RCA connector, 
1 twisted pair on an RJ−45 connector.

OUTPUTS: 10 twisted pairs on RJ−45 connectors, 
1 UXGA on 15−pin HD connectors, 
1 unbalanced stereo audio 3.5mm mini 
jacks, 1 S/PDIF on RCA connectors.

CONTROL PORTS: RS−232 3−pin terminal block (data and 
control), RS−485 3−pin terminal block 
(data and control), RJ−45 Ethernet (data 
and control).

RESOLUTION: Up to WUXGA (1920 x 1200) and 2k.
MAX. OUTPUT LEVEL: Video: 1.6Vpp, Audio: 2.3Vpp.
CONTROLS: RS−232/RS−485/Ethernet program 

control, source control from front panel, 
TP−IN level and equalization from rear 
panel.

SERIAL BAUD RATE: Up to 19200 bps.
SERIAL MODE: Full−duplex.
BANDWIDTH: AUDIO: 20Hz to 20kHz @0.5dB.
S/N RATIO: Audio: <−80dB.
TOTAL GAIN: Audio: 0dB.
COUPLING: Audio: AC.
AUDIO THD + NOISE: <0.03%.
OPERATING TEMPERATURE:0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE:−40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 100−240V AC, 16VA.
DIMENSIONS: 48.26cm x 19.1cm x 1U 

(19" x 7.52" x 1U) W, D, H.
WEIGHT: 3.8kg (8.4lbs) approx.
INCLUDED ACCESSORIES: Power cord, Windows® based control 

software, rack “ears”.

The TP-410 is a high-performance distribution amplifier for computer 
graphics up to WUXGA or twisted pair video, unbalanced stereo or  
S/PDIF audio, and bi-directional RS-232 signals. The RS-232 and 
selected audio/video inputs, distributed to ten twisted pair outputs.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

C-RVM/RVM RCA Composite Video Cable 8.35

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34
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TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 
1Vpp/75Ω on a BNC connector (611T); 
1 fiber optic ST connector (611R).

OUTPUT: 1 fiber optic ST connector (611T); 
1 composite video, 
1Vpp/75Ω on a BNC connector (611R).

OPERATION DISTANCE: Up to 5km (multimode).
VIDEO BANDWIDTH (-3dB): 55MHz.
DIFF. GAIN: 0.4%.
VIDEO S/N RATIO: 60dB.
NON-LINEARITY: 0.6%
POWER CONSUMPTION: 12V DC, 80mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.27kg (0.59lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

The 611T and 611R are a high-performance fiber optic transmitter 
and receiver for composite video signals. The 611T converts a 
composite video signal into a fiber optic signal that it transmits to the 
611R receiver. The 611R receives the fiber optic signal and converts 
it back to a composite video signal.

Composite Video Fiber Optic Transmitter & Receiver

611T/611R

FEATURES

 ● Bandwidth - 55MHz (-3dB).

 ● Level (Gain) and EQ (Peaking) Controls.

 ● System Range - 5km (3.1mi), multimode.

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040; Laser 
Class 1: Safety of laser products.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

B I
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable 8.51

FEATURES

 ● Max. Data Rate - 1.65Gbps.

 ● System Range - 1700m (>1 mile).

 ● Cable - Multimode OM3 fiber optic cable with SC connectors.

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040;  
Laser Class 1: Safety of laser products.

 ● Compatibility - Full compatibility with the Kramer 670T/670R and 
671T/671R HDMI/DVI transmitters and receivers for non-HDCP 
content.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

672T/672R

Computer Graphics Video & Stereo Audio over Fiber Optic Transmitter & Receiver

The 672T and 672R are an optical fiber transmitter and receiver for 
computer graphics video signals up to UXGA and stereo audio signals. 
The 672T converts the computer graphics and stereo audio signals 
to an optical signal, and the 672R converts the optical signal back to 
computer graphics and stereo audio signals.

TECHNICAL SPECIFICATIONS

INPUTS: 1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (672T); 
1 fiber optic on an SC connector for multimode (OM3) 
fiber cable (672R).

OUTPUTS: 1 fiber optic on an SC connector for multimode (OM3) 
fiber cable (672T);  1 UXGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (672R).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
EXTENSION LIMIT: More than 1600m (1 mile) for UXGA (1600x1200) 

and 1080p.
INSERTION LOSS FROM 
TRANSMITTER 
TO RECEIVER: Must not exceed 10dB.
CONTROL: HDMI or UXGA source switch.
INDICATOR LEDs: Source, fiber and ON.
POWER CONSUMPTION: 5V DC, 670mA (672T); 5V DC, 490mA (672R).
DIMENSIONS: 12cm x 6.95cm x 2.cm (4.7" x 2.74" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. each.
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−3T 19” rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

C-2LC/2LC 2 LC Fiber Optic Cable 8.51

602R/T

The 602T and 602R are a small and lightweight fiber optic 
transmitter and receiver pair for DVI signals. The 602T converts 
electrical signals to optical signals and the 602R decodes the optical 
signals back to electrical signals.

TECHNICAL SPECIFICATIONS

INPUTS: DVI−D on a DVI−I connector (602T), 
2 LC optical connectors (602R).

OUTPUTS: 2 LC optical connectors (602T), DVI−D on a 
DVI−I connector (602R).

RESOLUTION: Up to WUXGA @60Hz (1.65Gbps).
POWER CONSUMPTION: 5V DC, <500mA.
DIMENSIONS: 3.9cm x 6.9cm x 1.5cm (1.5" x 2.83" x 0.75") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: 2 power supplies.

Detachable DVI Optical Transmitter & Receiver

Computer
Graphics Source

602R

602T
Plasma
Display

Fiber Optic Cable

P
ow

er

Power 
supply 

if required 

FEATURES 

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● Max. Resolution - Up to WUXGA (1920x1200) @60Hz, 1080p.

 ● Range - Up to 500m (1650ft) (multimode); up to 1500m (5000ft) 
(single-mode).

 ● Cable - 2LC single or multimode fiber optic cable.

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Advanced Solution - Small and lightweight, indispensable asset in any 
digital signage application.

 ● Standards Compliance - Supports DVI1.0 and DDC2B, fully implemented 
by fiber-optic communication.

 ● Not HDCP Compliant.

 ● EMI/RFI Free.

G 0
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

C-4LC/4LC 4 LC Fiber Optic Cable 8.51

610R/T

The 610T and 610R are a detachable optical transmitter and 
receiver for sending DVI signals with resolutions of up to 1920x1200 
at 60Hz over LC optical cable. The 610T attaches to the transmitter 
side of a fiber optical cable and the 610R connects to the receiver 
end and both are sold as a set.

TECHNICAL SPECIFICATIONS

INPUTS: DVI−D on a DVI−I connector (610T); 
4 LC optical connectors for R, G, B & clock (610R).

OUTPUTS: 4 LC optical connectors for R, G, B & clock (610T); 
DVI−D on a DVI−I connector (610R).

RESOLUTION: Up to WUXGA @60Hz (1.65Gbps).
HUMIDITY: Operating: 5% to 65%; Storage 5% to 95%.
POWER CONSUMPTION: 5V DC, 240mA max. (610T); 390mA max. (610R).
DIMENSIONS: 3.8cm x 7.2cm x 1.9cm (1.5" x 2.83" x 0.75") W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: 2 power supplies.

Detachable DVI Optical Transmitter & Receiver

Host
Computer

610R

Fiber

Fiber

610T
Plasma
Display

FEATURES 

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● Standards Compliance - Certified for medical applications according to 
IEC 60601-1-2 (Electromagnetic Compatibility).

 ● HDTV Compatible.

 ● Not HDCP Compliant.

 ● System Range - Up to 500m (1640ft).

 ● EDID Capture - Copies and stores the EDID from a display device 
(610T).

 ● Cable - Multimode fiber optic cable with 4 simplex or 2 duplex LC fiber 
connectors.

 ● Power - External power adapter (supplied) or 5V DC from source.

G 1 []
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TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI−D on a DVI−I connector (614T), 
1 multimode fiber optic with SC 
connector (614R).
1 DVI−D on a DVI−I connector (616T), 
1 duplex multimode fiber optic with 
2 LC connectors (616R).

OUTPUTS: 1 multimode fiber optic with SC 
connector (614T), 
1 DVI−D on a DVI−I connector (614R).
1 duplex multimode fiber optic with 
2 LC connectors (616T), DVI−D on a 
DVI−I connector (616R).

MAX DATA RATE: 6.75Gbps (2.25Gbps per graphic 
channel), up to WUXGA, 2K or 
1080p @36bit color depth (does not 
support XGA) (614T/R); 13.5Gbps 
(2.25Gbps bandwidth per graphic 
channel), WQUXGA @33Hz (XGA is not 
supported) (616T/R).

MAX. RANGE: 500m (1640ft) over 50/125 multi−mode 
fiber at WUXGA (1920x1200), 60Hz 
refresh rate (614T/R); 500m (1640ft) 
for WQUXGA (3840x2400) at 33Hz 
refresh rate (616T/R).

POWER SOURCE: 5V DC, 200mA max. (614T); 
280mA max. (614R); 430mA max. 
(616T); 350mA max. (616R).

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 85%, RHL non−condensing.
DIMENSIONS: 3.9cm x 5.6cm x 1.46cm 

(1.5" x 2.2" x 0.57") W, D, H (614T/R).
3.9cm x 7.0cm x 1.46cm 
(1.5" x 2.8" x 0.57") W, D, H (616T/R).

WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Two 5V DC/1A power supplies.

FEATURES

 ● Max. Data Rate - 6.75Gbps (614T/R); 13.5Gbps 
(616T/R) (2.25Gbps per graphic channel).

 ● Max. Resolution - Up to WUXGA, 2K or 1080p (XGA not 
supported) (614T/R); HDTV: 480p, 720p, 1080p; Vesa: 
VGA to WQUXGA @33Hz (XGA not supported) (616T/R).

 ● HDTV Compatible.

 ● Not HDCP Compliant.

 ● System Range - Up to 500m (1640ft) (multimode).

 ● Standards Compliance - Supports DVI1.0, fully 
implemented by fiber-optic communication and DDC2B 
by virtual DDC; Class A digital device, pursuant to 
part 15 and 2 of FCC and CE. Certified for medical 
applications according to IEC 60601-1-2 (Electromagnetic 
Compatibility) (614R/T only).

 ● EDID Capture - Copies and stores the EDID from a display 
device (614T).

 ● EMI/RFI Free.

 ● Cable - 1 SC multimode fiber optic cable (614T/R); 
duplex multimode fiber optic cable with two LC connectors 
(616T/R).

 ● Power - External power adapters (supplied) or 5V DC from 
source (auto detect).

Detachable DVI Optical Transmitters & Receivers

614R/T/616R/T

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable 8.51

G k []

The 614T/R and 616T/R are small and lightweight, detachable optical 
transmitter and receiver pairs. The 614T/R transmit uncompressed 
DVI resolutions of up to 1920x1200 at 60Hz using one multimode 
fiber optic cable with SC connectors. The 616T/R transmit 
uncompressed resolutions of up to WQXGA (2560x1600 @60Hz) or 
WQUXGA (3840x2400 @33Hz vertical refresh rate) over dual link DVI 
to a range of up to 500 meters (1640 feet) using duplex multimode 
fiber optic cable with two LC connectors. The transmitters convert the 
DVI signals to optical signals that they transmit to the receivers, which 
decode the optical signals back to DVI signals.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-DM/DM DVI Copper Cable 8.43

C-4LC/4LC 4 LC Fiber Optic Cable 8.51

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● System Range - Up to 100m (320ft) for full support of Power Connect 
and HDCP. Longer distances are possible by not using these advanced 
features.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) 
of each other.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) 
such as CAT 5 and fiber optic with 4 simplex or 2 duplex LC fiber 
connectors.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

621T/621R

DVI (HDCP) Optical Transmitter & Receiver

The 621T and 621R are an optical transmitter and receiver for DVI 
signals up to 1920x1200 at 60Hz. The 621T converts a DVI signal 
into an optical signal and the 621R converts the optical signal back 
to DVI.

TECHNICAL SPECIFICATIONS

INPUT: DVI−D on a DVI−I connector (621T); 
4 LC optical connectors for R, G, B & clock; 
1 twisted pair on an RJ−45 connector for DDC and HDCP 
bidirectional data (621R).

OUTPUT: 4 LC optical connectors for R, G, B & clock; 
1 twisted pair on an RJ−45 connector for DDC and HDCP 
bidirectional data (621T); DVI−D on a DVI−I connector (621R).

MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
POWER 
CONSUMPTION: 12V DC, 390mA (621T), 380mA (621R).
DIMENSIONS: 12cm x 8.05cm x 2.75cm (4.72" x 3.17" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, bracket installation kit, 
1 DVI/DVI male−to−male cable.

OPTIONS: RK−3T 19” rack adapter.
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TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI−D signal on a DVI−I connector (622T); 
8 simplex (or 4 duplex) LC optical 
connectors − 2 red, 2 green, 2 blue 
& 2 clock; 1 twisted pair on an RJ−45 
connector for DDC and HDCP bidirectional 
data (622R).

OUTPUTS: 8 simplex (or 4 duplex) LC optical 
connectors − 2 red, 2 green, 2 blue 
& 2 clock; 1 twisted pair on an RJ−45 
connector for DDC and HDCP bidirectional 
data (622T); 1 DVI−D on a DVI−I connector 
(622R).

MAX. DATA RATE: 9.9Gbps dual link (1.65Gbps per graphic 
channel).

POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 21.4cm x 10.35cm x 4.36cm 

(8.4" x 4.07" x 1.71") W, D, H.
WEIGHT: 0.7kg (1.55lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, bracket installation kit, 
1 DVI/DVI male−to−male cable.

OPTIONS: RK−622 19" rack adapter.

The 622T and 622R are an optical transmitter and 
receiver for dual link DVI signals with resolutions up to 
2560x1600 at 60Hz. The 622T converts a DVI signal 
into an optical signal and the 622R converts the optical 
signal back to DVI.

Dual Link DVI (HDCP) Optical Transmitter & Receiver

622T/622R

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-XTP Pico−Skew UTP Bulk Cable 8.26

C-DM/DM DVI Copper Cable 8.43

C-4LC/4LC 4 LC Fiber Optic Cable 8.51

r G 1 [] ()

FEATURES

 ● Max. Data Rate - 9.9Gbps dual link (1.65Gbps per graphic 
channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● System Range - Up to 100m (320ft). Greater distances 
possible depending on signal resolution and cable.

 ● Power Connect™ System - A single connection to the 
transmitter powers both units.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded 
twisted pair) such as CAT 5 and fiber optic with 8 simplex 
(or 4 duplex) LC fiber connectors.

 ● Dual & Single Link LED Indicators.

 ● Desktop - Can be mounted in a 1U rack space with the 
optional RK-622 rack mount adapter.
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DVI (HDCP) over Fiber Optic Transmitter & Receiver
671T/671R

DVI

O
ptic C

able

Display

DVI

DVD
Player

The 671T and 671R are a high-performance fiber optic transmitter 
and receiver for DVI signals. The 671T converts a DVI signal to an 
optical signal that is transmitted over one single fiber optic cable to 
the 671R receiver that converts it back to a DVI signal.

TECHNICAL SPECIFICATIONS

INPUTS: DVI−D on a DVI−I connector (671T), 
SC optical connector (671R).

OUTPUTS: SC optical connector (671T); 
DVI−D on a DVI−I connector (671R).

DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
EXTENSION LIMIT: 2000m (>6560ft) for UXGA (1600x1200) and 1080p.
INSERTION LOSS FROM 
TRANSMITTER TO RECEIVER: Must not exceed 10dB.
FIBER-OPTIC CONNECTION: SC connectors for multimode (OM3) fiber cable.
INDICATOR LEDs: Video, source, acceptor fiber and on LEDs.
POWER CONSUMPTION: 5V DC, 250mA (671T); 5V DC, 400mA (671R).
DIMENSIONS: 12cm x 7.95cm x 2.76cm (4.7" x 3.1" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: 2 power supplies (5V/2A), 2 bracket installation kits.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable 8.51

G k [] ()

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).

 ● HDCP Compliant.

 ● HDTV Compatible.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● 3D Pass-Through.

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040; Laser 
Class 1: Safety of laser products.

 ● System Range - 1700m (more than 5500ft).

 ● Cable - Multimode fiber optic OM3 cable with SC connectors.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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648

FireWire® 800Mbps Fiber Optic Repeater

FEATURES

 ● FireWire® Ports - 2 bidirectional 9-pin IEEE 1394b 800Mbps.

 ● Optical Ports - 2 duplex LC fiber connectors.

 ● Range - Extends FireWire® cable range from 4.5m (14.5ft) to up to 
500m (1640ft) between 2 units.

 ● Transfer Rate - 100, 200, 400, and 800Mbps.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

PORTS: 2 FireWire® on 9−pin connectors, 
2 duplex fiber optic on LC connectors.

TRANSFER RATE: 100/200/400/800 Mbps.
STANDARDS: Fully supports the provisions of the IEEE 1394b standard 

and the IEEE 1394−1995 Standard for High Performance 
Serial Bus and the P1394a Supplement; 
Fully interoperable with FireWire® and i.LINK 
implementation of IEEE Std 1394; Fully compliant with 
OpenHCI requirements.

POWER CONSUMPTION: 12V DC, 150mA.
DIMENSIONS: 12cm x 10.05cm x 2.76cm (4.7" x 3.95" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, bracket installation kit, 

1 FireWire® 9−pin to 6−pin connector cable.
OPTIONS: RK−3T 19" rack adapter.

The 648 is a high-performance bidirectional optical repeater for 
FireWire® 1394a and 1394b signals. When used in pairs, it extends 
FireWire® cable runs up to a distance of 500m.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-FM9/FM9 9−pin FireWire® Cable 8.50

C-2LC/2LC 2 LC Fiber Optic Cable 8.51

M 0
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640T/640R
HDMI & IR over Coax Transmitter & Receiver

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel), up to 
720p with HDCP.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.

 ● Upgrades Legacy RGBHV Cabling to HDMI.

 ● IR Transmission and Support for Remote IR Device - IR is compatible 
with a Kramer transmitter and via a Kramer external remote IR 
receiver: C-A35M/IRR or C-A35M/IRE or C-A35M/2IRE.

 ● System Range - Up to 150m (500ft) when using 5xRG6 cables.

 ● Power Connect™ System - A single connection to the transmitter 
powers the receiver through the RG-6 cable.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

The 640T and 640R are a high-performance transmitter and receiver 
for HDMI and IR signals. The 640T converts an HDMI and IR signal 
to five coax signals and the 640R converts them back into an HDMI 
and IR signal.

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-1X 1 Coax RG−6 Super High−Resolution Bulk Cable 8.9

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

x P S [] ()
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TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector, IR on 3.5mm mini jack (640T); 
5 RGBHV on BNC connectors (640R).

OUTPUTS: 5 RGBHV on BNC connectors (640T); 
1 HDMI connector, IR on 3.5mm mini jack (640R).

PORTS: 1 IR on 3.5mm mini connector.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel), 

up to 720p with HDCP.
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 12V DC, 650mA (640T); 12V DC, 540mA (640R).
DIMENSIONS: 12.1cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0"), W, D, H.
WEIGHT: 0.3kg (0.7lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

5.71

R
A

N
G

E
 E

X
T

E
N

D
E

R
S

 &
 R

E
P

E
A

T
E

R
S

RANGE EXTENDERS & REPEATERS  F IBER OPT IC AND COAX EXTENDERS  HDMI



OPTICAL CABLE

OPTICAL CABLE

DVD
Player

HDMI

O
ptic C

able
over 17

0
0
 m

eters

Display

HDMI

670T

670R

5V DC

+

5V DC

+

670T/670RN

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per graphic channel) suitable 
for resolutions up to 4K at 30Hz, and for all HD resolutions. (When 
connected to the F670 input and/or output cards, 4K is not supported 
due to limitations of the VS-1616D and VS-3232DN.)

 ● Supports 4K x 2K Resolution - 670T when used with 670RN.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.

 ● Signal Transmission - Transmits four TMDS video channels as well as 
one low-speed channel for passing HDCP, EDID and a Hot Plug Detect 
(HPD) signal over one multimode fiber.

 ● Laser Safety Compliance - IEC 60825-1, FDA 21CFR1040; Laser Class 
1: Safety of laser products.

 ● Device Compatibility - With optional F670 input and output cards of the 
VS-1616D and VS-3232DN modular matrix switchers.

 ● System Range - 1700m (5570ft) at 1080p @60Hz 12bit over an 
optical cable, 400m (1300ft) at 4K resolution.

 ● Cable - Multimode fiber optic OM3 cable with SC connectors.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector (670T), 1 SC optical connector 
(670R).

OUTPUTS: 1 SC optical connector (670T), 1 HDMI connector 
(670R).

MAX. DATA RATE: 10.2Gbps per graphic channel.
COMPLIANCE WITH HDMI 
STANDARD:

Supports HDMI, using fiber optic communication links 
and DDC2B.

EXTENSION LIMIT: 1700m (>5570ft) for 1080p/60Hz, 12−bit.
INSERTION LOSS FROM 
TRANSMITTER TO 
RECEIVER: Must not exceed 10dB.
FIBER-OPTIC CONNECTION: SC connectors for multimode (OM3) fiber cable (not 

supplied with the unit).
INDICATOR LEDs: Video, source, acceptor fiber and on LEDs.
POWER CONSUMPTION: 5V DC, 400mA.
DIMENSIONS: 12cm x 7.95cm x 2.76cm (4.7" x 3.1" x 1.08") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx. each.
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−3T 19" rack adapter.

The 670T and 670RN are a high-performance fiber optic transmitter 
and receiver for HDMI signals. The 670T converts an HDMI signal to 
an optical signal that is transmitted over one single fiber optic cable 
to the 670RN receiver that converts it back to an HDMI signal.

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable 8.51

P k [] ()

NEWHDMI over Fiber Optic Transmitter & Receiver
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613T

Fiber Optic Cable

Up to 30km

Power

SDI Source

SDI Display

613R

Power

613R/T

3G HD−SDI Mini Optical Receiver & Transmitter

TECHNICAL SPECIFICATIONS

INPUTS: 1 SD/HD/3G HD−SDI, 
75Ω on a BNC connector (613T); 
1 ST optical connector (613R).

OUTPUTS: 1 ST optical connector (613T); 
1 SD/HD/3G HD−SDI, 75Ω on a 
BNC connector (613R).

MAX. DATA RATE: Up to 3Gbps.
MAXIMUM RANGE: 30km (18.6 Miles) @1080p, 

3G−SDI format.
FORMAT: SMPTE 424M (3G HD−SDI); 

SMPTE 292M (HD−SDI); 
SMPTE 259M (SDI, DVB−ASI).

RESOLUTION: Up to WUXGA @60Hz (1.65Gbps).
POWER CONSUMPTION: 5V DC, 1.5A.
OPERATING TEMPERATURE: −20° to +70°C (−4° to 158°F).
STORAGE TEMPERATURE: −30° to 85°C (−22° to 185°F) ambient.
HUMIDITY: 5% to 95% RH.
DIMENSIONS: 1.9cm x 8.3cm x 1.9cm 

(0.75" x 3.3" x 0.75") W, D, H.
WEIGHT: 0.1kg (0.2lbs) approx.
INCLUDED ACCESSORIES: 2 power supplies.

The 613R/T is a receiver/transmitter pair for digital video 
signals up to 3G HD-SDI. The 613T converts the digital 
signal into an optical signal that it transmits over single-
mode fiber optic cable and the 613R decodes the optical 
signals back to the original digital format video signal.

FEATURES

 ● Maximum Data Rate - Up to 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M), HD-SDI (SMPTE 292M), 3G HD-SDI (SMPTE 
424M) & DVB-ASI.

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040; 
Laser Class 1: Safety of laser products.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds 
the digital signal to travel longer distances.

 ● System Range - Up to 30km (18.6mi) at 3G-HD-SDI 
(1080p).

 ● Fiber Cable - Single-mode fiber optic with ST connectors.

 ● Ultra-Compact NanoTOOLS.

4 I

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8
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673R/T
4−Channel 3G HD−SDI over Single Fiber Optic Transmitter & Receiver

FEATURES

 ● Max. Data Rate - Up to 3Gbps for each SDI input.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M) and dual-link HD-SDI (SMPTE 372M).

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040; Laser 
Class 1: Safety of laser products.

 ● System Range - 1000m (more than 3200ft).

 ● Fiber Cable - A single multi-mode OM3 fiber optic cable with SC 
connectors.

 ● Reclocking and Equalization per Channel.

 ● Indicators - Fiber Optic, Source & Input Indication LEDs.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 4 SD/HD/3G HD−SDI and dual−link, 75Ω on BNC 
connectors (673T); 
1 multi−mode OM3 fiber on SC connectors (673R).

OUTPUTS: 1 multi−mode OM3 fiber on SC connectors (673T); 
4 SD/HD/3G HD−SDI and dual−link, 
75Ω on BNC connectors (673R).

BANDWIDTH: Up to 3Gbps for each SDI input.
FIBER OPTIC EXTENSION: Up to 1000m (>3200ft) for 3G HD−SDI.
INSERTION LOSS FROM 
TRANSMITTER 
TO RECEIVER: Must not exceed 10dB.
INPUT CABLE 
EQUALIZATION (673T): 140m for HD−SDI, 120m for 3G HD−SDI.
FIBER-OPTIC CONNECTION: SC connectors for multimode (OM3) fiber cable.
INDICATOR LEDs: VIDEO, SOURCE, FIBER and ON LEDs.
POWER CONSUMPTION: 5V DC, 520mA (673T); 5V DC, 780mA (673R).
DIMENSIONS: 12cm x 8.0cm x 2.8cm (4.7" x 3.1" x 1.1") W, D, H.
WEIGHT: 0.3kg (0.7lbs) approx. each.
INCLUDED ACCESSORIES: Power supply, bracket installation kit.
OPTIONS: RK−3T 19" rack adapter.

The 673T and 673R are a high-performance fiber optic transmitter 
and receiver for video signals up to 3G HD-SDI and dual link HD-SDI 
signals. The 673T converts up to four channels of SDI signals on BNC 
connectors to an optical signal that is transmitted over a single fiber 
optic cable. The 673R converts the optical signal back to SDI signals.

SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable 8.51
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SUGGESTED CABLES ‑ For complete list see our Web site. 

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8

C-2LC/2LC 2 LC Fiber Optic Cable 8.51

690T/690R
2−Channel 3G HD−SDI Fiber Optic Transmitter & Receiver

690T

Fi
be

r
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FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), 
HD-SDI (SMPTE 292M), 3G HD-SDI (SMPTE 424M).

 ● Laser Standards Compliance - IEC 60825-1, FDA 21CFR1040; Laser 
Class 1: Safety of laser products.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances on the coax cable, 200m (HD-SDI) & 
100m (3G HD-SDI).

 ● System Range - Up to 30km (18mi) (690T to 690R), up to 40km 
(24mi) when receiving signals from the VS-88FO (depending on SFP 
module type).

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD/3G HD−SDI on BNC connectors (690T), dual 
single−mode fiber (9/125) on LC connectors (690R).

OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors (690R), dual 
single−mode fiber (9/125) on LC connectors (690T).

MAX. DATA RATE: 3Gbps.
FIBER OPTIC EXTENSION: Transmits up to 30km (18m) single−mode for 3G HD−SDI.
INPUT CABLE 
EQUALIZATION: 200m for SDI, 100m for 3G HD−SDI.
POWER CONSUMPTION: 5V DC, 480mA.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.0" x 0.9")  W, D, H.
WEIGHT: 0.14kg (0.31lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

The 690T and 690R are a high-performance fiber optic transmitter 
and receiver for SDI video signals up to 3G HD-SDI. The 690T converts 
two 3G HD-SDI signals to a single or multi-mode fiber optic signal that 
the 690R receiver converts back to the two original SDI formats. Both 
units are compatible with the VS-88FO fiber optic matrix switcher.

4 0 []
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DM/DM DVI Copper Cable 8.43

PT‑101HDCP
DVI (HDCP) Repeater

DVI
Computer
Graphics 
Source

Long C
able

OUTPUT

Display

DVI

DVI
Long Cable

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - HDMI Compressed Audio Channels.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Power - AC adapter or by DVI signal.

 ● Range - Doubles the DVI range (resolution dependent) from 
approximately 16ft (4.9m) to approximately 32ft (9.8m).

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI−D on a DVI−I Molex 24−pin connector, 
1.2Vpp, DDC signal 5Vpp (TTL).

OUTPUT: 1 DVI−D on a DVI−I Molex 24−pin connector, 
1.2Vpp, DDC signal 5Vpp (TTL).

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
POWER CONSUMPTION: 5V DC, 180mA.
DIMENSIONS: 6.22cm x 5.23cm x 3.20cm (2.5" x 2.1" x 1.3") W, D, H.
WEIGHT: 0.07kg (0.16lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19" rack adapter.

The PT-101HDCP is a line driver/repeater for DVI-D video signals. 
The unit reclocks and equalizes the signal enabling multiple units to 
be cascaded.
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VA‑130FW

Video
Camcorder

Long coax

FW

Computer

FW

12V DC

The VA-130FW is a high-performance bidirectional hub/repeater for 
9-pin FireWire® 800 (IEEE 1394b) signals. It increases the number 
of ports available and/or extends the distance of FireWire® signals 
up to 75m (246ft) over coax cable.

TECHNICAL SPECIFICATIONS

PORTS: 2 FireWire® ports on 9−circuit FireWire® 800 
connectors, 1 coax port on a BNC connector.

TRANSFER RATE: 800Mbps.
IEEE 1394 STANDARDS: IEEE 1394b−2002, IEEE 1394−1995, 

IEEE 1394b−2002 up to 800Mpbs.
ESD LINE PROTECTION: IEC 61000−4−2 (ESD) 15kV (air), 8kV (contact), 

IEC 61000−4−5 (lightning) 12A (8/20us), 
and IEC 61000−4−4 (EFT) 40A (5/50ns).

POWER CONSUMPTION: 12V DC, 60mA.
DIMENSIONS: 12cm x 6.9cm x 2.4cm (4.72” x 2.72” x 0.96”) W, D, H.
WEIGHT: 0.4kg (0.88lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

Firewire® 800Mbps Remote Repeater/HUB

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-BM/BM BNC Coax Video Cable 8.34

C-FM9/FM9 9−pin FireWire® Cable 8.50

FEATURES

 ● Ports - 2 bidirectional FireWire® ports IEEE 1394b 800Mbps (S800), 
1 coaxial port.

 ● Range - Extends the standard FireWire® range of 4.5m (13.5ft) and up 
to 80m (260ft) at a maximum of 800Mbps using RG-6 co-axial cable.

 ● Hot Swapping - Supports Plug and Play.

 ● Transfer Rates - 100, 200, 400 and 800Mbps.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against ESD (electrostatic discharge) 
that can damage digital equipment.

 ● Operation Modes - Standalone as a repeater, 2 units needed as a hub.

 ● Requires 9-Pin FireWire® 800 Cable.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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PT‑101DP

Computer
Graphics
SourceDisplay

DP

DP

The PT-101DP is a repeater for DisplayPort video signals. The 
unit reclocks and equalizes the signal and can extend the length 
of a DisplayPort line up to a combined length of 35m (115ft) at 
resolutions of UXGA/1080p using Kramer cables. Multiple units can 
be cascaded.

TECHNICAL SPECIFICATIONS

INPUT: 1 DisplayPort connector.
OUTPUT: 1 DisplayPort connector.
BANDWIDTH: Supports up to 1.62 Gbps or 2.7Gbps per lane.

Note: Transmission range is very limited for resolutions 
approaching 2560x1650

RANGE: 35m (115ft) @UXGA/1080p using Kramer cables.
COMPLIANCE WITH 
STANDARDS: Supports DisplayPort 1.1a and HDCP 1.3.
INDICATOR: ON LED.
POWER CONSUMPTION: 5V DC, 1.1A.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.22cm x 5.23cm x 3.20cm (2.5" x 2.1" x 1.3"), W, D, H.
WEIGHT: 0.07kg (0.16lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19” rack adapter.

DisplayPort Repeater

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-DPM/DPM DisplayPort Cable 8.47

FEATURES

 ● Max. Data Rate - 2.7Gbps per lane.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Total Range - 35m (115ft) for video transmission at a resolution of 
1080p/60Hz.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-RVM/RVM RCA Composite Video Cable 8.35

P j H [] ()

PT‑101H4

HDMI Repeater & Format Converter

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HEAC, HDMI 
Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● Ethernet Support - Embeds an Ethernet signal onto the HDMI signal.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Kramer re-Klocking & Equalization™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

The PT-101H4 is a high-performance repeater and format converter 
for HDMI signals. The unit combines previous HDMI formats and 
Ethernet to provide HDMI (HEAC) and de-embedded audio over S/PDIF.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector, 
1 Ethernet on an RJ−45 TP connector.

OUTPUTS: 1 HDMI connector, 
1 S/PDIF on an RCA connector.

MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
POWER CONSUMPTION: 5V DC, 450mA.
DIMENSIONS: 6.2cm x 5cm x 2.4cm (2.44" x 1.97" x 0.94") W, D, H.
WEIGHT: 0.3kg. (0.67lbs) approx.
INCLUDED 
ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

Blu-ray 
DVD PlayerHDMI

HDMI

LCD Display
with Speakers

A
ud

io

ETH

Power Amplifier
with Speakers
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

P [] ()

PT‑101Hxl

HDMI Repeater

FEATURES

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● 3D Pass-Through.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Range Extension - Extends the HDMI range (resolution dependent) to 
15m (50ft) for 1080p signals.

 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the digital 
signal to travel longer distances.

 ● Power Options - AC adapter (recommended for best performance) or 
via HDMI signal.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

The PT-101Hxl is a line driver/repeater for HDMI video signals. The 
unit reclocks and equalizes the signal enabling multiple units to be 
cascaded.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUT: 1 HDMI connector.
MAX. DATA RATE: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
STANDARDS:

HDMI, HDCP.

POWER CONSUMPTION: 5V DC, 120mA.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.5" x 2.1" x 1.0") W, D, H.
WEIGHT: 0.07kg (0.16lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−4PT 19" rack adapter.

Blu-ray 
DVD Player

HDMI
Display

OUTPUT

Long HDMI Cable

Long H
D

M
I C

able
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NEW

SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

P ()

PT‑1C

EDID Processor

FEATURES

 ● Max. Data Rate - 10.2Gbps (3.4Gbps per data channel).

 ● HDMI Compatible.

 ● HDCP Compliant.

 ● Line Powered Device - Power taken from the HDMI line, no power 
supply is needed.

 ● Indicator - Power LED.

 ● Controls - Four program DIP-switches control desired functions.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

The PT-1C is an EDID processor for HDMI signals. It allows you to 
lock EDID signals and to support or not support HDCP, multi-channel 
audio or deep color signals that may or may not be compatible with 
the display.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUT: 1 HDMI connector.
MAX DATA RATE: 10.2Gbps (3.4Gbps per data channel).
STANDARDS SUPPORTED: Supports HDMI and HDCP.
CONTROLS: 4 DIP−switches.
INDICATOR: Power LED.
POWER REQUIREMENTS: Takes power from the HDMI line.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 6.22cm x 2.41cm x 5.24cm (2.45" x 0.95" x 2.06") 

W, D, H.
WEIGHT: 0.04kg (0.09lbs) approx.
OPTIONS: RK−4PT 19" rack adapter.

Display

DVD

HDMI

HDMI
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SUGGESTED CABLES ‑ For complete list see our Web site. 

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

PT‑2H

HDMI Equalizer

FEATURES

 ● Resolution - Up to 1080p.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Range - 30m (98ft).

 ● Powered from HDMI Source.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI/DVI−TMDS on a type A 19−pin HDMI connector.
OUTPUT: 1 HDMI, HDCP1.0/1.1 on a type A 19−pin HDMI connector.
MAX. DATA RATE: 4.95Gbps (1.65Gbps per graphic channel).
HDMI COMPLIANCE: HDMI.
RESOLUTION: All resolutions from VGA up to UXGA.
DTV/HDTV VIDEO FORMAT: 480i, 576i, 480p, 576p, 720p, 1080i, and 1080p.
MAXIMUM SINGLE 
LINK RANGE: 1920x1200, 1080p.
WEIGHT: 17g (0.6oz).
DIMENSIONS: 2.7cm x 4.9cm x 1.5cm (1.1” x 2.0” x 0.6”) W, D, H.

The PT-2H is an equalizer for HDMI signals. The unit removes the 
digital noise (sparkles) in a video image that results from using a long 
HDMI cable.

DVD

23M 
HDMI Cable

TV

HDMI

7M 
HDMI Cable
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Specialty products for pro AV and broadcast applications often require unique solutions. Kramer offers a full 
line of creative and effective accessory products for professionals in the Pro AV and broadcast markets.

 ■ Test Pattern Generators - In the field or lab, it is imperative to be able to generate test signals. Kramer 
offers a comprehensive line of signal and test pattern generators for a wide variety of digital audio signals 
and analog and digital video signals: composite video, s-Video (Y/C), component video, computer graphics 
in various standard resolutions (SVGA, XGA, UXGA and SXGA) and SDI, HDMI and DVI.

 ■ Picture-in-Picture Inserters - The Kramer PIP family of picture-in-picture devices provides high quality 
10-bit image processing and flexible display of multiple sources on a single screen. Our PIP products are 
multi-format. Simply input your composite video, s-Video (Y/C), component, or 3G HD-SDI video signals 
and output picture-in-picture video to your composite video, s-Video (Y/C), component, or 3G HD-SDI video 
projector, monitor, television, or flat panel display.

 ■ Communication Protocol Products - Essential tools for protocol format extension, conversion and 
translation.

 ■ Audio Amplifiers and Mixers - Convenient 19-inch rack mounting and portable solutions for high-
performance audio amplification and mixing.

 ■ Audio Embedders and De-Embedders - For HDMI, DVI and 3G HD-SDI signals.

GROUP 6
SPECIALTY AV PRODUCTS





SPECIALTY AV PRODUCTS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

AUDIO PRODUCTS

6.1   DELAYS

VA-256xl Audio Delay for Balanced Stereo Audio 1 Stereo (B) 1 Stereo (B) TOOLS B 13.55

VA-680D Professional Digital Audio Delay 2 S/PDIF
2 TOSLINK®

1 S/PDIF
1 TOSLINK®

TOOLS D 13.56

6.2   MIXERS 

102MX 2−Channel Stereo Audio Mixer 1 Mic/Line
1 Stereo (U)

1 Stereo (U) TOOLS U 13.53

102xl 2−Channel Balanced Mono Audio Mixer 2 XLR 1 XLR MultiTOOLS® B 13.52

VA-14 4−Channel Balanced Audio Mixer 4 XLR 2 XLR Desktop B 13.54

6.3   POWER AMPLIFIERS 

900N Stereo Audio Power Amplifier (8.4 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker TOOLS B/U 13.33

900xl Stereo Audio Power Amplifier (10 Watts per Channel) 2 Stereo (U) Speaker TOOLS U 13.34

901 2x1 Personal Stereo Audio Power Amplifier & Switcher (2 
Watts per Channel)

1 Mic
1 Stereo (U)

1 Phones
Speaker

TOOLS U 13.35

902 4x1 Personal Stereo Audio Amplifier & Switcher (4.5 Watts 
per Channel)

4 Stereo (U) 1 Phones
Speaker

MegaTOOLS™ U 13.36

903 4x1 Personal Stereo Audio Amplifier & Switcher (10 Watts 
per Channel)

4 Stereo (U) 1 Phones
Speaker

MegaTOOLS™ U 13.37

905xl Stereo Audio Power Amplifier (110 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker 19” (1U) B/U 13.38

906 2x1 Stereo Audio Amplifier & Switcher (6.8 Watts per 
Channel)

1 Stereo (B)
1 Stereo (U)

Speaker MegaTOOLS™ B/U 13.39

907 Stereo Audio Power Amplifier (40 Watts per Channel) 1 Stereo (B) Speaker MultiTOOLS® B 13.40

907xl Stereo Audio Power Amplifier/Mixer (40 Watts per 
Channel)

1 Stereo (B)
1 Stereo (U)

Speaker MultiTOOLS® B/U 13.41

908 Stereo Audio Amplifier & Switcher (40 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker MegaTOOLS™ B/U 13.42

910 Digital Audio Preamplifier & Mixer 1 Stereo (B)
1 Stereo (U)
1 S/PDIF
1 Mic

1 Stereo (B)
1 Stereo (U)
1 S/PDIF

19” (1U) B/D/U 13.43

914 NEW Stereo Audio Power Amplifier (100 Watts per Channel) 1 Stereo (B) Speaker Desktop B 13.44

920 NEW Power Amplifier (200W into 70V/100V) 1 Stereo (B)
1 Stereo (U)
1 Mic

1 Speaker Hi-Z 19” (1U) B/U 13.32

VS-106 1x10 Stereo Audio Line Switcher or 1x6 8 Watt RMS 
Stereo Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.45

VS-406 1x10 Stereo Audio Line Switcher or 1x6 33 Watt RMS 
Stereo Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.46

6.4   VOLUME CONTROLLERS 

VA-8xl 8−Channel Balanced Stereo Volume Controller 8 Stereo (B) 8 Stereo (B) 19” (1U) B 13.47

VA-16xl 16−Channel Balanced Stereo Volume Controller 16 Stereo (B) 16 Stereo (B) 19” (1U) B

6.5   TRANSFORMERS 

TR-1A Balanced Mono Audio Isolation Transformer 1 Mono (B) 1 Mono (B) TOOLS B 13.48

TR-2A Balanced Stereo Audio Isolation Transformer 1 Stereo (B) 1 Stereo (B) TOOLS B 13.49

TR-3 Video & Balanced Stereo Audio Isolation Transformer 1 CV
1 Stereo (B)

1 CV
1 Stereo (B)

TOOLS B 13.50

TR-91 Audio Transformer 1 Speaker Lo-Z 1 Speaker Hi-Z Desktop U 13.51

TR-92 Dual Audio Transformer 2 Speaker Lo-Z 2 Speaker Hi-Z Desktop B

TR-93 NEW Audio Transformer 1 Speaker Lo-Z 1 Speaker Hi-Z Desktop U

TR-94 NEW Dual Audio Transformer 2 Speaker Lo-Z 2 Speaker Hi-Z 19” (1U) B
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

6.6   SPEAKERS 

Dolev 5 NEW 5−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

50 Watts Speaker - 1 N/A 13.27

Dolev 6 NEW 6−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

75 Watts Speaker - 1 N/A 13.28

Dolev 8 NEW 8−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

100 Watts Speaker - 1 N/A 13.29

Galil 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.4

Galil 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.10

Galil 5-O 5.25−Inch, 2−Way On−Wall Speakers 30 Watts N/A Speakers - 2 N/A 13.11

Galil 6-C 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.6

Galil 6-CO 6.5−Inch, Open−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.7

Galil 6-I 6.5-Inch, 2−Way Open−Back Rectangular In−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.13

Galil 6-O 6.5−Inch, 2−Way On−Wall Speakers 40 Watts N/A Speakers - 2 N/A 13.12

Galil 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.8

Galil 8-CO NEW 8−Inch, 2−Way Open−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.9

Tavor 5-O 5.25−Inch, Powered On−Wall Speaker System 1 3.5mm
1 T-Block
2 RCA

2x30 Watts Speakers - 2 N/A 13.25

Tavor 8-T NEW 8−Inch, High−Performance, Powered Ceiling Tile Speaker 1 T-Block 40 Watts Speaker - 1 N/A 13.26

Yarden 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.14

Yarden 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.17

Yarden 5-O NEW 5.25−Inch, 2−Way On−Wall Speakers 30 Watts N/A Speakers - 2 N/A 13.18

Yarden 6-C NEW 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.15

Yarden 6-CH NEW 6.5−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.22

Yarden 6-ID NEW 6.5−Inch, High−Performance, In−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.21

Yarden 6-O NEW 6.5−Inch, 2−Way On−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.19

Yarden 6-OD NEW 6.5−Inch, High−Performance, On−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.20

Yarden 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.16

Yarden 8-CH NEW 8−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.23

Yarden 8-T NEW 8−Inch, High−Performance, Ceiling Tile Stereo Speaker 2x40 Watts N/A Speaker - 1 N/A 13.24

SKIC Suspended Ceiling Speaker Mounting Kit N/A N/A Misc N/A 13.31

SWM-1 Wall Mount Device for Cabinet Loud Speakers N/A N/A Misc N/A 13.30

VIDEO PRODUCTS 

6.7   VIDEO ACCESSORIES 

PT-1CAT5 Spark−Guard Pro™ Network Line Protector 1 CAT 5 1 CAT 5 Pico TOOLS™ N/A 6.5

PT-1FW Spark−Guard Pro™ FireWire® Line Protector 1 FW (6-pin) 1 FW (6-pin) Nano TOOLS™ N/A 6.6

PT-1Hs Horizontal Sync Delay Corrector 1 VGA 1 VGA Pico TOOLS™ N/A 6.7

RC-IR2 Infrared Remote Controller N/A 1 IR HandHeld N/A 3.57

RC-IR3 Compact Infrared Remote Controller N/A 1 IR HandHeld N/A

VA-11 Composite Video & Stereo Audio Combiner 1 CV
1 Stereo

1 Mix Desktop U 6.8

6.8   EDID EMULATORS 

VA-1DVIN DVI EDID Emulator 1 DVI 1 DVI Pico TOOLS™ N/A 6.9

VA-1VGAN Computer Graphics Video EDID Emulator 1 VGA 1 VGA Pico TOOLS™ N/A 6.10

VA-1VGAxl NEW Computer Graphics Video EDID Capture/Emulator 1 VGA 1 VGA TOOLS N/A 6.11

VA-2H HDMI EDID Reader−Emulator 1 HDMI 1 HDMI
1 S/PDIF

DigiTOOLS® D 6.12
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

6.9   EMBEDDERS & DEEMBEDDERS 

6808HDxl 3G HD−SDI AES De−Embedder 1 HD-SDI 2 AES-3id DigiTOOLS® D/E 4.26

6809HD HD−SDI & SDI Audio Embedder 2 AES-3id
1 HD-SDI

1 HD-SDI DigiTOOLS® D/E 4.27

FC-340 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI 2 3G HD-SDI
1 CV (BNC)

19” (1U) E/B/D 4.28

FC-340S 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI
2 AES-3id

2 3G HD-SDI
1 CV (BNC)
2 AES-3id

Desktop E/B/D 4.29

FC-46xl HDMI Audio De−Embedder 1 HDMI 1 HDMI
1 S/PDIF
1 TOSLINK®
1 Stereo (U)

DigiTOOLS® D/E 4.30

FC-49 DVI & Audio to HDMI Format Converter & Audio Embedder 1 Stereo
1 DVI
1 S/PDIF
1 TOSLINK®

1 HDMI TOOLS U/D/E 4.31

6.10   FIREWIRE® HUBS 

VA-130FW Firewire® 800Mbps Remote Repeater/HUB 2 FW (9-pin)
1 FW (Coax)

N/A DigiTOOLS® N/A 5.77

VS-30FW 3−Port FireWire® 800 Repeater/HUB 3 FW (9-pin) N/A TOOLS N/A 6.13

VS-40FW 4−Port FireWire® 800 Repeater/HUB 4 FW (9-pin) N/A DigiTOOLS® N/A 6.14

VS-4FW 4−Port FireWire® Repeater/HUB 4 FW (6-pin) N/A TOOLS N/A 6.15

VS-8FW 8−Port FireWire® Repeater/HUB 8 FW (6-pin) N/A TOOLS N/A

6.11   SIGNAL GENERATORS 

810 Composite Video & s−Video Color Bar/Audio Tone 
Generator

N/A 2 CV
1 Y/C
1 Line Audio

TOOLS B/U 6.16

820 SDI Color Bar Generator N/A 4 SDI TOOLS N/A 6.17

840Hxl HDMI Video Test Pattern Generator N/A 1 HDMI MultiTOOLS® N/A 6.18

841 Portable Computer Graphics Video Test Pattern Generator N/A 1 VGA TOOLS N/A 6.19

850 DisplayPort Video Test Pattern Generator N/A 1 DP MultiTOOLS® N/A 6.20

FC-41 HD−SDI to Component HD Format Converter & Test Pattern 
Generator

1 HD-SDI 1 YUV/HD
1 RGBHV
2 HD-SDI

19” (1U) N/A 4.21

SG-6005xl Multi−Standard Composite Video Black Burst, Color Bar & 
Audio Tone Generator

1 Sync 10 CV 19” (1U) B/D/U 6.21

SG-6006 Multi−Standard Composite/SDI Video Black Burst, Color Bar 
& Audio Tone Generator

1 Sync 8 CV
4 SDI

19” (1U) B/D/U 6.22

VP-800 Computer Graphics Video Color Bar Generator N/A 1 VGA TOOLS N/A 6.23

6.12   MEDIA PLAYERS 

KDS-MP1 Digital Media Player 1 IP
2 USB-A

1 HDMI
1 VGA/HD
1 CV

DigiTOOLS® U/E 6.24

6.13   WIRELESS 

KW-11 Wireless High Definition Transmitter/Receiver 1 HDMI
1 Wireless RF

1 Wireless RF
1 HDMI

MiniTOOLS™ E 6.25

6.14   PICTURE‑IN‑PICTURE /MULTIVIEWER

MV-5 NEW 5−Channel Multiviewer 4 RGBHV
6 CV (BNC)
5 DVI-D
4 3G HD-SDI

1 RGBHV
1 DVI-D
2 3G HD-SDI

19” (2U) N/A 6.26

MV-6 3G HD−SDI Multiviewer 6 3G HD-SDI 1 3G HD-SDI
1 HDMI
1 CV

19” (2U) N/A 6.27

PIP-200xl 2−Video Picture−In−Picture Inserter 2 Multi-Format
- CV
- Y/C
- YUV

1 CV
1 Y/C
1 YUV

19” (1U) N/A 6.28

PIP-300 3−Video Picture−In−Picture Inserter 3 Multi-Format
- CV
- Y/C
- YUV

1 CV
1 Y/C
1 YUV

19” (1U) N/A

PIP-400 4−Video Picture−In−Picture Inserter & Quad Splitter 4 Multi-Format
- CV
- Y/C
- YUV

1 CV
1 Y/C
1 YUV
1 Quad

19” (2U) N/A
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

6.14   PICTURE‑IN‑PICTURE /MULTIVIEWER (continued)

PIP-4 4 Composite Video Picture−in−Picture Inserter 4 CV 1 CV
1 Y/C

Desktop N/A 6.30

6.15   ISOLATION TRANSFORMERS & CLAMPERS

OC-1N 1−Channel Video/Sync Optical Isolator 1 Channel 1 Channel Desktop N/A 6.31

OC-4 4−Channel Video/Sync Optical Isolator 4 Channel 4 Channel 19” (1U) N/A 6.32

TR-1 Video Isolation Transformer 1 CV 1 CV TOOLS N/A 6.33

TR-1YC s−Video Isolation Transformer 1 Y/C 1 Y/C TOOLS N/A 6.34

TR-2YC s−Video Dual Isolation Transformer 1 Y/C 1 Y/C TOOLS N/A

TR-3 Video & Balanced Stereo Audio Isolation Transformer 1 CV
1 Stereo (B)

1 CV
1 Stereo (B)

TOOLS B 13.50

6.16   VIDEO/COMPUTER/SYNC PROCESSORS 

SP-10D Multi−Format Analog Video Processor/ProcAmp/TBC/
Format & Standards Converter

1 CV
1 Y/C
1 RGBS

1 CV
1 Y/C
1 RGBHV

19” (1U) N/A 4.13

SP-1G 3G HD−SDI Frame Buffer/Synchronizer 2 3G HD-SDI 2 3G HD-SDI Desktop N/A 6.35

SP-4D 4−Channel HD−SDI Synchronizer 4 HD-SDI 4 HD-SDI
1 YUV/RGBHV

19” (1U) U/E 6.36

VA-1Hs Computer Graphics Video Horizontal Image Shifter 1 VGA 1 VGA TOOLS N/A 6.37

VA-1K Computer Graphics Video Sync Processor 1 VGA 1 VGA Pico TOOLS™ N/A 6.38

VA-40 4−Channel PC Horizontal Image Shift Corrector 4 VGA 4 VGA Desktop N/A 6.39

POWER SUPPLIES

6.17   POWER SUPPLIES 

PS-1DVI DVI Power Supply 1 DVI 1 DVI MultiTOOLS® N/A 6.40

PS-1FW FireWire® DC Power Supply 1 FW (4-pin) 1 FW (6-pin) MiniTOOLS™ N/A 6.41

PT-1PS 12V DC over CAT 5 Power Supply 1 CAT 5 1 CAT 5 MultiTOOLS® N/A 6.42

VA-100P 10−Port Universal 12−Volt Power Supply 1 N/A 10 12V DC Desktop N/A 6.43

VA-101P12 5−Output 12V DC Power Supply 1 AC Power 5 DC Desktop N/A 6.44

VA-102P12 10−Output 12V DC Power Supply 1 AC Power 10 DC Desktop N/A

VA-101P5 5−Output 5V DC Power Supply 1 AC Power 5 DC Desktop N/A 6.45

VA-102P5 10−Output 5V DC Power Supply 1 AC Power 10 DC Desktop N/A

VA-102P512 10−Port Dual Voltage DC Power Supply AC Power DC Desktop N/A 6.46

VA-50P 6−Port Universal 12−Volt Power Supply N/A 6 12V DC Desktop N/A 6.47

VIDEO OVER IP

6.18   H.264 ENCODER/STREAMER

KDS-EN1 H.264 HD IP Encoder 1 3G HD-SDI
1 CV
1 YUV
1 HDMI

2 ASI
1 IP

19” (1U) E/B 6.48

KDS-EN3 NEW HD Video Encoder & Streamer 1 HDMI 1 Ethernet
1 HDMI
1 VGA

DigiTOOLS® U 6.49

KDS-DEC3 NEW HD Video Decoder 2 Ethernet 1 HDMI DigiTOOLS® U

6.19   HDMI OVER IP (JPEG2000) 

KDS-EN2T/R HDMI over IP Transmitter & Receiver 1 HDMI
1 IP

1 IP
1 HDMI

DigiTOOLS® E 6.50

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR cable, RS-232, RS-485

K-NET

COLOR KEY
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PT‑1CAT5
Spark−Guard Pro™ Network Line Protector

H
The PT-1CAT5 is a line protector for network signals. The unit is 
used in Plug and Play applications to prevent damage to sensitive 
equipment as a result of ESD (electrostatic discharge), lightning or 
transient voltage surges.

FEATURES

 ● Passive Operation - No power required.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against ESD (electrostatic 
discharge) that can damage digital equipment. Conforms to 10BaseT 
and 100BaseT Ethernet standards, but not for 1000BaseT. Not 
suitable for Kramer HDMI, DVI and FireWire®, Twisted Pair products.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

PORTS: 2 RJ−45 connectors.
WEIGHT: 0.040kg (0.09lbs) approx.
DIMENSIONS: 6.22cm x 2.41cm x 5.24cm (2.45" x 0.95" x 2.06") W, D, H.
OPTIONS: RK−4PT 19" rack adapter.

A
 OUT

UDIO

XGA OUT

L
 OUT

INE

RS-232
A

 IN
UDIO

XGA IN

TP-1
23

XGA / A
udio  /
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ata Line Transm

itter

GN
D

L
 IN

INE

TP-1
24

XGA / A
udio  /

 D
ata Line R

eceiver

Range >300ft
(>100 meters)
STP Cable

Display

RS-232 
Controllable

Device
(for example, 

Switcher)

PT-1CAT 5

RX
D

12V DC

RS-232

GN
D

TX
D

ANALOG
S/PDIF

12V DC

CAT5 Line Protector

PT-1CA
T5

OUT/IN

AV
Receiver

VGA

RS-232

Audio

C
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 5

VG
A

A
udio

TP-123

TP-124

Computer Graphics /
Audio / RS-232 Control

S P E C I A L T Y  A V  P R O D U C T S   V I D E O  P R O D U C T S   V I D E O  A C C E S S O R I E S

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

6.5

S
P

E
C

IA
L

T
Y

 A
V

 P
R

O
D

U
C

T
S



PT‑1FW
Spark−Guard Pro™ FireWire® Line Protector

FEATURES

 ● Passive Operation - No power required.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against ESD (electrostatic discharge) 
which can damage digital equipment.

The PT-1FW is a line protector for FireWire® signals. It is used in 
Plug and Play applications where constant plugging and unplugging of 
FireWire® equipment can result in permanent damage to sensitive 
equipment due to ESD (electrostatic discharge).

TECHNICAL SPECIFICATIONS

INPUT: 1 FireWire® 6-pin connector.
OUTPUT: 1 FireWire® 6-pin connector.
PROTECTION: ESD 15kV, 24A peak for 20 microseconds.
DIMENSIONS: 27mm x 49mm x 18mm (1.06” x 1.9” x 0.7”) W, D, H.
WEIGHT: 0.054kg (0.12lbs) approx.
INCLUDED 
ACCESSORIES: One 6-pin connector cable.

PT-1
FW

IN / O
UT

OUT / IN

DV Line P
rotector

Video Camera

Laptop

FW

FW

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM6/FM6 6−pin FireWire® Cable 8.47

J
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PT‑1Hs

Horizontal Sync Delay Corrector

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUT: 1 UXGA on a 15−pin HD (F) connector.
DELAY: More than ±10% line time for the current resolution.
RESOLUTION: Up to UXGA.
POWER CONSUMPTION: 12V DC, 40mA.
DIMENSIONS: 6.22cm x 5.24cm x 2.41cm (2.45" x 2.06" x 0.95") W, D, H.
WEIGHT: 0.040kg (0.09lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

The PT-1Hs is a high-quality horizontal sync delay for computer 
graphics video signals on twisted pair or coax cables. It corrects for 
horizontal picture shift in long cable runs when the horizontal sync 
signal is delayed.

FEATURES

 ● Resolution - Up to UXGA.

 ● HDTV Compatible.

 ● Sync Polarity Settings - H & V switches for improved display 
compatibility.

 ● Sync Delay Control - >+/-10% line time for the current resolution.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TP-1
21

XGA / A
udio  L

ine Transm
itter

XGA IN

Audio IN

Line OUT

ON

TP-1
22

XGA / A
udio  L

ine R
eceiver

XGA OUT

A
 OUT

S/PDIF    A

UDIO

NALOG

L
 IN

INE

ON

EQ.

LEVEL

LINK

Computer
Graphics
Source

TP-121

TP-122

PT-1Hs
Hs D

ela
y C

orr
ect

or

PT-1
Hs

ON

Display

Audio connections 
are not shown

C
AT5

VGA

VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

% []{_
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The VA-11 is a high-performance combiner for composite 
video and unbalanced stereo audio signals. The unit 
combines the audio and video signals into a single 
signal that it transmits over a coax cable. The signal is 
separated back into composite video and stereo audio 
when used with the VA-12 separator.

Composite Video & Stereo Audio Combiner

VA‑11

FEATURES

 ● Bandwidth - 7MHz (-3dB).

 ● Compact Desktop - 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

B o

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 
1Vpp/75Ω on a BNC type connector; 
1 unbalanced stereo audio, 
1Vpp/10kΩ on RCA connectors.

OUTPUT: 1 mixed signal 1Vpp/75Ω on a BNC 
connector.

BANDWIDTH (-3dB): 7MHz.
DIFF. GAIN: 0.4%.
DIFF. PHASE: 0.17Deg.
VIDEO S/N RATIO: 72dB.
POWER CONSUMPTION: 230V AC, 50/60Hz (115V AC, USA), 4.1VA.
DIMENSIONS: 16.5cm x 12cm x 4.5cm (6.5” x 4.7” x 1.8”) 

W, D, H.
WEIGHT: 0.78kg (1.7lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19” rack adapter.

Video In

L

R
Audio In

Mix Out

Video Out

Mix In L

R
Audio In

75  Hi-Z
Ω

Term

Video Player

Display

Amplifier

VA-11

VA-12

Audi
o

A
ud

io

CV

CV

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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VA‑1DVIN

DVI EDID Emulator

The VA-1DVIN is an EDID emulator for DVI-D signals. The unit can 
capture an EDID setting in non-volatile memory from the output 
allowing convenient and reliable connection to the source.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI dual link, DVI 1.0, 1.2Vpp on a DVI Molex 24−pin 
female connector; DDC signal 5Vpp (TTL).

OUTPUT: 1 DVI dual link, DVI 1.0, 1.2Vpp on a DVI Molex 24−pin 
female connector; DDC signal 5Vpp (TTL).

BANDWIDTH: 3.3Gbps.
CONTROLS: Capture EDID button.
POWER CONSUMPTION: 5V DC, 20mA.
DIMENSIONS: 6.22cm x 5.24cm x 2.41cm (2.45" x 2.06" x 0.95") W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

FEATURES

 ● Max. Data Rate - 3.3Gbps.

 ● Input/Output - Passes analog signals on the DVI-I connector without 
processing.

 ● Control - Capture button.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

DVI Computer
Graphics Source

Long Cable

OUTPUT

DVI Projector

DVI

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42

G
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VA‑1VGAN
Computer Graphics Video EDID Emulator

The VA-1VGAN is an EDID emulator for computer graphics video 
signals. The unit can capture an EDID setting in non-volatile memory 
from the output allowing convenient and reliable connection to the 
source.

FEATURES

 ● Bandwidth - 1.8GHz.

 ● Control - Capture button.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 XGA input on a 15−pin HD (F) connector.
OUTPUT: 1 XGA output on a 15−pin HD (F) connector.
MAX. OUTPUT LEVEL: >2Vpp.
BANDWIDTH (-3dB): 1.8GHz.
DIFF. GAIN: 0.02%.
DIFF. PHASE: 0.02Deg.
K-FACTOR: <0.05%.
S/N RATIO: 74dB @5MHz (unweighted: 66dB).
CONTROLS: Button for EDID capture.
COUPLING: DC, direct wiring between input and output.
POWER CONSUMPTION: 5V DC, 20mA.
DIMENSIONS: 6.2cm x 6.2cm x 2.4cm (2.4" x 2.4" x 0.9") W, D, H.
WEIGHT: 0.15kg (0.33lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19” rack adapter.

Projector
Computer 

Graphics Source

VGA

VGA

OUTPUT

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.26

$
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NEW
VA‑1VGAxl
Computer Graphics Video EDID Capture/Emulator

The VA-1VGAxl is an EDID emulator for computer graphics video 
signals. The unit can capture an EDID setting in non-volatile memory 
from the output or present any one of 13 preset resolutions to allow 
convenient and reliable connection to the source.

FEATURES

 ● VGA Input and Output - Up to WUXGA.

 ● Bandwidth - 1.8GHz.

 ● 13 Preset Resolutions - 800x600 @60Hz, 1024x768 @60Hz, 
1152x864 @75Hz, 1280x720 @60Hz, 1280x800 @60Hz, 
1024x1024 @60Hz, 1360x768 @60Hz, 1440x900 @60Hz, 
1440x1050 @60Hz, 1600x1200 @60Hz, 1680x1050 @60Hz, 
1920x1080 @60Hz, 1920x1200 @60Hz.

 ● Control - EDID capture button, 16-position rotary switch.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 VGA (up to WUXGA) on a 15−pin HD connector.
OUTPUT: 1 VGA (up to WUXGA) on a 15−pin HD connector.
MAX. OUTPUT LEVEL: >2Vpp.
BANDWIDTH (-3dB): 1.8GHz.
DIFF. GAIN: 0.02%.
DIFF. PHASE: 0.02Deg.
K-FACTOR: <0.05%.
S/N RATIO: 74dB @5MHz (unweighted: 66dB).
CONTROLS: Push button for EDID monitor information storage,  

16−position rotary switch.
COUPLING: DC, direct wiring between input and output.
POWER CONSUMPTION: 5V DC, 20mA.
DIMENSIONS: 12.1cm x 7.7cm x 2.5cm (4.8" x 3.03" x 1") W, D, H.
WEIGHT: 0.18kg (0.4lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

OUTPUT

INPUT

Computer
Graphics Source

VGA

VGA

Display SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$
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The VA-2H is a diagnostic and debugging tool for installers working 
with HDMI devices. The unit can switch three different EDIDs to the 
HDMI input. The installer can manipulate various parameters of the 
EDID using a software editor and the EDID can be downloaded over 
the USB connection.

HDMI EDID Reader−Emulator

VA‑2H

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 1 HDMI connector, 

1 S/PDIF digital audio on an RCA connector.
PORT: 1 USB connector.
BANDWIDTH: 6.75Gbps (2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: Supports HDMI and HDCP.
RESOLUTION: Up to UXGA; 1080p, 36bit.
POWER CONSUMPTION: 12V DC, 410mA.
CONTROLS: SELECT button, EDID MODE LEDs.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply, Windows®−based control software.
OPTIONS: RK−3T 19” rack adapter.

S/PDIF OUT

HDMI IN

USB

HDMI OUT

Computer

LCD Display
with Speakers

HDMI

Power Amplifier
with Speakers

DVD

HDMI

A
ud

io

FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● Input Resolution - Up to 1080p.

 ● Standards Compliance - HDCP 1.1, and DVI 1.0.

 ● HDMI Support - Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed 
Audio Channels, Dolby TrueHD, DTS-HD.

 ● I-EDIDPro™ Kramer Intelligent EDID Processing™ - Intelligent EDID 
handling & processing algorithm ensures Plug and Play operation for 
HDMI systems.

 ● Indicators - Input, output, USB and HDCP LEDs.

 ● Non-Volatile Memory - Saves final settings.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-RVM/RVM RCA Composite Video Cable 8.35
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The VS-30FW is a high-performance bidirectional hub/repeater for 
9-pin FireWire® 800 (IEEE 1394b) signals. It increases the number 
of ports available and/or extends the distance of FireWire® cable 
runs.

3−Port FireWire® 800 Repeater/HUB

VS‑30FW

TECHNICAL SPECIFICATIONS

PORTS: 3 bidirectional IEEE 1394b 800Mbps (S800) ports.
TRANSFER RATE: 100/200/400/800Mbps (S100, S200, S400, S800).
STANDARDS: IEEE 1394−1995, IEEE P1394a, IEEE P1394b.
POWER CONSUMPTION: 12V DC, 500mA or from the attached PC.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, FireWire® cable, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

VS-3
0FW

Firewire 800/1394b R
epeater/HUB

ACTIVE

PORT 3

PORT 2

PORT 1

Video
Camcorder

Hard Drive

FW

FW
FW

FEATURES

 ● Ports - 3 bidirectional IEEE 1394b 800Mbps (S800).

 ● Range - Doubles FireWire® cable range from 4.5m (14.75ft) to 9m 
(29.5ft). Multiple units can be cascaded to extend the range to up to 
72m (236ft).

 ● Hot Swapping - Supports Plug and Play.

 ● Transfer Rates - 100, 200, 400 and 800Mbps.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against ESD (electrostatic discharge) 
that can damage digital equipment.

 ● Alternate Power Sources - Can be powered from the 12V DC power 
supply or through the PC connection.

 ● Requires 9-Pin FireWire® 800 Cable.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM9/FM9 9−pin FireWire® Cable 8.47
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The VS-40FW is a high-performance bidirectional hub/repeater for 
9-pin FireWire® 800 (IEEE 1394b) signals. It increases the number 
of ports available and/or extends the distance of FireWire® cable 
runs.

4−Port FireWire® 800 Repeater/HUB

VS‑40FW

TECHNICAL SPECIFICATIONS

PORTS: 4 bidirectional IEEE 1394b 800Mbps (S800) ports.
TRANSFER RATE: 100/200/400/800Mbps  (S800, S400, S200, S100).
STANDARDS: IEEE 1394−1995, IEEE P1394a, IEEE P1394b; 

fully supports the provisions of the IEEE P1394b Revision 
1.33+ at 1 Gigabit signaling rates; fully supports the 
provisions of the IEEE 1394−1995 Standard for High 
Performance Serial Bus and the P1394a Supplement; 
fully interoperable with FireWire™ and i.LINK™ 
implementation of IEEE Std 1394; 
provides three fully backward compatible (1394a 2000 
fully compliant) bilingual P1394b cable ports at up to 
800Mbps; fully compliant with OpenHCI requirements; 
provides three P1394b fully compliant cable ports 
at 100/200/400/800Mbps; full P1394a support 
includes: connection debounce, arbitrated short reset, 
multispeed concatenation, arbitration acceleration, fly−by 
concatenation, port disable/suspend/resume; extended 
resume signaling for compatibility with legacy DV devices.

POWER CONSUMPTION: 12V DC, 1A.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED 
ACCESSORIES:

Power supply, mounting bracket, 
1 0.9m (3ft) 9−pin FireWire® cable.

OPTIONS: Adapter cables, RK−3T 19" rack adapter, 
0.9m (3ft) 9−pin FireWire® cables.

Hard Drive
Video

Camcorder

Card
Reader

FW

FW
FW

FW

FEATURES

 ● Range - Doubles the cable range of FireWire® from 4.5m (14.75ft) 
to 9m (29.5ft). Multiple units can be cascaded to extend the range to 
up to 72m (236ft).

 ● Hot Swapping - Supports Plug and Play.

 ● Transfer Rates - 100, 200, 400 and 800Mbps.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against EDS (electrostatic 
discharge) that can damage digital equipment.

 ● Alternate Power Sources - Can be powered from the 12V DC power 
supply or through the PC connection.

 ● Requires 9-Pin FireWire® 800 Cable.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM9/FM9 9−pin FireWire® Cable 8.47
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The VS-4FW and VS-8FW are high-performance bidirectional hub/
repeaters for 6-pin FireWire® (IEEE 1394) signals. They increase the 
number of ports available and/or extend the distance of FireWire® 
cable runs.

4/8−Port FireWire® Repeater/HUB

VS‑4FW/VS‑8FW

TECHNICAL SPECIFICATIONS

PORTS: 4 6−pin serial 1394 Ports (VS−4FW); 
8 6−pin serial 1394 Ports (VS−8FW).

TRANSFER RATE: 100/200/400Mbps.
STANDARDS: IEEE 1394−1995, P1394a.
POWER CONSUMPTION: 12V DC, 200mA (VS−4FW); 12V DC, 300mA (VS−8FW).
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket, 

one 6−pin to 6−pin connector cable.
OPTIONS: RK−3T 19" rack adapter.

Laptop

VS-8
FW

Firewire R
epeater/HUB

PCHard Drive

Video
Camera

Video
Camera

FW

FW

FW

FW

FW

FEATURES

 ● Cascading Operation - Multiple units can be cascaded to create a 
FireWire® system with up to 63 ports.

 ● Range - Doubles FireWire® cable range from 4.5m (14.75ft) to 9m 
(29.5ft). Multiple units can be cascaded to extend the range to up to 
72m (236ft).

 ● Hot Swapping - Supports plug and play.

 ● Transfer Rates - 100, 200, and 400Mbps.

 ● ESD Protection - Incorporates Kramer’s Spark-Guard Pro™ signal 
protection circuitry to help protect against EDS (electrostatic discharge) 
which can damage digital equipment.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM6/FM6 6−pin FireWire® Cable 8.47
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The 810 is a high-performance composite video and s-Video (Y/C) 
color bar and 1kHz audio tone generator. It outputs two composite 
video and one s-Video color bar signal in either NTSC or PAL, and a 
1kHz audio tone simultaneously.

Composite Video & s−Video Color Bar/Audio Tone Generator

810

TECHNICAL SPECIFICATIONS

VIDEO OUTPUTS: 2 75% color bar on BNC connectors, 
1Vpp/75Ω; 1 75% s−Video color bar on a 4−pin connector, 
1Vpp/75Ω (Y), 0.3Vpp/75Ω (C).

AUDIO OUTPUT: Unbalanced stereo audio, 
1kHz, 4dBu/47Ω on a detachable 3−pin terminal block.

VIDEO S/N RATIO: 75dB.
CONTROL: PAL/NTSC selector switch; audio level control (trimmer).
LINE JITTER: 2ns.
POWER CONSUMPTION: 12V DC, 230mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

810
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FEATURES

 ● Multi-Standard - PAL or NTSC output (selectable).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-1T Mono Audio/Control Bulk Cable 8.18

B - v
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The 820 is a high-performance SDI video (SMPTE 259M) color bar 
generator. It outputs either 525-line or 625-line video color bars on 
four outputs simultaneously.

SDI Color Bar Generator

820

TECHNICAL SPECIFICATIONS

OUTPUTS: 4 SMPTE 259M, ITU−R BT.601 75% color bar, 
0.8Vpp/75Ω, on BNC connectors.

CONTROL: 625/525 line selector switch.
JITTER: <360ps.
POWER CONSUMPTION: 12V DC, 95mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

820
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ON
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FEATURES

 ● Outputs - 4 SDI 525 (50Hz) or 625 (60Hz) selectable.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8

m
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840Hxl

HDMI Video Test Pattern Generator

The 840Hxl is a high performance HDMI video test pattern generator. 
It generates 32 preset patterns at 16 popular computer, HD and 
seven user-defined resolutions. It includes several unique patterns 
that incorporate motion.

TECHNICAL SPECIFICATIONS

OUTPUT: 1 HDMI connector.
OUTPUT RESOLUTIONS: VGA 640 x 480 @60Hz, 720 x 480 @60Hz, 

SVGA 800 x 600 @60Hz, XGA 1024 x 768 @60Hz, 
1280 x 720 @60Hz, 1360 x 768 @60Hz, 
1440 x 900 @60Hz, SXGA+ 1400 x 1050 @60Hz, 
SXGA 1280 x 1024 @60Hz, WSXGA+ 1680 x 1050 @60Hz, 
SXGA 1280 x 1024 @75Hz, HD 1080 1920 x 1080 @60Hz, 
WUXGA 1920 x 1200 @60Hz, UXGA 1600 x 1200 @60Hz, 
720 x 480i @60Hz, HD 1080 1920 x 1080i @60Hz, 
Output native resolution, 720 x 480 @120Hz, 
720 x 480 @240Hz, 720 x 576 @50Hz, 720 x 576 @100Hz, 
720 x 576 @200Hz, 1440 x 576 @50Hz, 1440 x 576i @50Hz, 
1280 x 720 @50Hz, 1280 x 720 @60Hz, 1280 x 720 @100Hz, 
1280 x 720 @120Hz, 1440 x 288 @50Hz, 1440 x 480 @60Hz, 
2880 x 240 @60Hz, 2880 x 288 @50Hz, 2880 x 480 @60Hz, 
2880 x 480i @60Hz, 2880 x 576 @50Hz, 2880 x 576i @50Hz, 
1920 x 1080 @25Hz, 1920 x 1080 @30Hz, 1920 x 1080 @50Hz, 
1920 x 1080i @50Hz, 1920 x 1080 @60Hz, 
1920 x 1080i @60Hz, 1920 x 1080i @100Hz, 
1920 x 1080i @120Hz, 2K 2048 x 1080 @50Hz, 
2K 2048 x 1080 @60Hz.

CONTROL: Five dual−function and two single function front panel 
buttons, remote control via USB or RS−232 on a 
9−pin D−sub connector.

POWER CONSUMPTION: 5V DC, 460mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 10.7cm x 10.0cm x 4.4cm (4.2" x 3.9" x 1.7”) W, D, H.
WEIGHT: 0.4kg (0.88lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 rack adapter.

FEATURES

 ● Patterns - 32.

 ● Output Resolutions - All common PC and HDTV resolutions.

 ● Color Space - RGB, YUV 444, YUV 442 & auto.

 ● Embedded Audio - 6 sample rates & 3 bit depths.

 ● HDTV Compatible.

 ● Controls - HDCP On/Off, Embedded Audio On/Off.

 ● Indicators - 2-digit display, power LED.

 ● Control - USB and RS-232 ports for connecting to a controlling PC (PC 
control software included).

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

HDMI

RS-232

Display

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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841

Portable Computer Graphics Video Test Pattern Generator

The 841 is a high-performance portable computer graphics video 
test pattern generator. It displays 31 preset patterns at 14 popular 
output resolutions including several unique patterns incorporating 
motion.

TECHNICAL SPECIFICATIONS

OUTPUT: 1 VGA, RGBHV on a 15−pin HD (F) connector.
OUTPUT RESOLUTIONS: SVGA (800x600), XGA (1024x768), SXGA (1280x1024), 

UXGA (1600x1200), WXGA (1280x800), 
WSXGA (1680x1050), WUXGA (1920x1200), 
WXGA+ (1440x900), SXGA+ (1400x1050), 1920x1080, 
1280x720, 1152x864, 1280x960, 1920x1200 
(reduced blanking); all resolutions are 60Hz progressive.

CONTROLS: Control buttons: PATTERN +, PATTERN -, 
UXGA, SXGA, XGA, SVGA, SHIFT (ON), power (ON/OFF).

INDICATORS: ON - green, CHARGE - blue, lights when charging, 
2−character display on the front panel.

POWER CONSUMPTION: 5V DC, 1.4A (charge + VGA), 1.0A (charge only).
BATTERY CAPACITY: 2.1Ah.
WEIGHT: 0.3kg (0.66lbs).
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 0.98" x 2.95")  W, D, H.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● Patterns - 31.

 ● Output - 15-pin HD at SVGA (800x600), XGA (1024x768), SXGA 
(1280x1024), UXGA (1600x1200), WXGA (1280x800), WSXGA 
(1680x1050), WUXGA (1920x1200), WXGA+ (1440x900), SXGA+ 
(1400x1050), 1920x1080, 1280x720, 1152x864, 1280x960, 
1920x1200 reduced blanking (selectable), all at 60Hz progressive.

 ● On-Board Memory Saves Last Setting.

 ● Rechargeable Battery - Built-in for field operation, recharges when 
connected to a power supply.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

UXGA OUT

5V DC

VGA

P
O /O

OWERN
FF

Display
SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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850

DisplayPort Video Test Pattern Generator

The 850 is a high performance DisplayPort video test pattern 
generator. It can generate 32 preset patterns at 16 popular, 
predefined computer and HD video resolutions and seven user-defined 
resolutions, including several unique patterns incorporating motion.

TECHNICAL SPECIFICATIONS

OUTPUT: 1 DisplayPort connector.
CONTROL: 5 dual−function and 2 single-function front panel 

buttons, remote control via USB on a USB connector 
and RS−232 on a 9-pin D−sub connector.

POWER SOURCE: 5V DC, 670mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 10.7cm x 10.0cm x 4.4cm (4.2" x 3.9" x 1.7”) W, D, H.
WEIGHT: 0.4kg (0.88lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Patterns - 32.

 ● Output Resolutions - All common PC and HDTV resolutions.

 ● HDTV Compatible.

 ● Control - USB and RS-232 ports for connecting to a controlling PC.

 ● Indicators - 2-digit display, power LED.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

DisplayPort

RS-232

Display

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.45

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The SG-6005xl is a broadcast quality black burst, color bar, sync, and 
audio tone generator for composite video and audio applications. The 
unit outputs ten composite video and two AES-3id audio signals on BNC 
connectors, two balanced stereo and two AES/EBU audio signals on 
XLR connectors and an unbalanced stereo audio signal on two RCA 
connectors. The unit can be genlocked to an external video source.

Multi−Standard Composite Video Black Burst, Color Bar & Audio Tone Generator
SG‑6005xl

TECHNICAL SPECIFICATIONS

INPUTS: 1 genlock with loop, 1Vpp/75Ω on BNC 
connectors with a termination switch.

OUTPUTS: 10 composite video on BNC connectors, 
globally configurable black burst, 0.3Vpp/75Ω 
(sync) or 1Vpp/75Ω max (color bar); 
1 balanced stereo audio on 2 XLR connectors, 
12dBu max; 
1 unbalanced stereo audio on 2 RCA 
connectors, 6dBu max; 2 AES/EBU digital 
audio on XLR connectors, 0dBFS max; 
2 AES−3id (75Ω) digital audio on BNC 
connectors, 0dBFS max.

VIDEO STANDARDS: PAL, NTSC.
COLOR BAR: 8 selectable patterns.
STABILITY: 1ppm.
S/N RATIO: Video: >73dB (black burst); Audio: >89dB.
DIGITIZATION: Video: 10 bits, 27MHz; Audio: 20 bits, 48kHz.
CONTROLS: Video: black burst or test signal configuration; 

Audio: frequency out: 10Hz to 20kHz; 
audio analog range: 31dBu; audio digital range: 
31dBFS; each channel may be set to silent; 
Control via front panel (OSD) and RS−232; 
Buttons for genlock, panel lock, input termination.

INDICATORS: Multi−character display on the front panel.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 10VA.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED 
ACCESSORIES: Power cord, null−modem adapter, rack "ears".
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FEATURES

 ● 10 Composite Video Outputs.

 ● 8 Color Bar Patterns.

 ● Ultra Stable - 1ppm frequency tolerance.

 ● Color Bar or Black Burst (Output Selectable).

 ● SCH/Phase Adjust.

 ● Looping Analog Genlock Input - For sync and color locking.

 ● Selectable Sync Input Signal Termination.

 ● Audio Outputs - Balanced (2 XLR), unbalanced (2 RCA), 
AES-3id (2 BNC) & AES/EBU (2 XLR).

 ● Frequency & Amplitude Adjustable.

 ● Control - Front panel & RS-232 (Kramer's K-Router™ 
Windows®-based software is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-XLQM/XLQF XLR Quad Cable 8.50

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The SG-6006 is a broadcast quality black burst, color bar, sync, and 
audio tone generator for composite video, SDI, and audio applications. 
The unit outputs composite and SDI video plus AES-3id, AES/EBU, 
balanced and unbalanced stereo audio signals.

Multi−Standard Composite/SDI Video Black Burst, Color Bar & Audio Tone Generator
SG‑6006

TECHNICAL SPECIFICATIONS

INPUTS: 1 genlock with loop, 1Vpp/75Ω on BNC 
connectors with a termination switch.

OUTPUTS: 8 composite video on BNC connectors, 
globally configurable: black burst 0.3Vpp/75Ω 
(sync) or 1Vpp/75Ω max (color bar); 
4 SDI SMPTE−259M, ITU−BT.601 on BNC 
connectors, 0.8Vpp/75Ω; 
1 balanced stereo audio on 2 XLR connectors, 
12dBu max; 1 unbalanced stereo audio on 
2 RCA connectors, 6dBu max; 
2 AES/EBU digital audio on XLR connectors, 
0dBFS max; 2 AES−3id (75Ω) digital audio on 
BNC connectors, 0dBFS max.

VIDEO STANDARDS: PAL, NTSC.
COLOR BAR: 8 selectable patterns.
STABILITY: 1ppm.
S/N RATIO: Video: >73dB (black burst); Audio: 89dB.
INDICATORS: Multi−character display on the front panel.
POWER 
CONSUMPTION: 100−240V AC, 50/60Hz, 10VA.
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED 
ACCESSORIES: Power cord, null−modem adapter, rack "ears".
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FEATURES

 ● 8 Composite & 4 SDI Outputs.

 ● 8 Color Bar Patterns.

 ● Ultra Stable - 1ppm frequency tolerance.

 ● Color Bar or Black Burst - Each output is selectable.

 ● SCH/Phase Adjust.

 ● Looping Analog Genlock Input - For sync and color locking.

 ● Selectable Sync Input Signal Termination.

 ● Audio Outputs - Balanced stereo on 2 XLR connectors, 
unbalanced stereo on 2 RCA connectors, AES-3id on  
2 BNC connectors & AES/EBU on 2 XLR connectors.

 ● Frequency & Amplitude Adjustable.

 ● Control - Front panel & RS-232 (SG-6006 Control 
Software).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality 

Optimized for 3G HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-XLQM/XLQF XLR Quad Cable 8.50

BC-2T Stereo Audio/Control Bulk Cable 8.19

B m o 9 7 5 d
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The VP-800 is a high-performance computer graphics video color bar 
generator. It outputs color bars at 640x480, 800x600, 1024x768 
and 1280x1024 resolutions on a 15-pin HD connector.

Computer Graphics Video Color Bar Generator

VP‑800

TECHNICAL SPECIFICATIONS

OUTPUT: Standard VGA/SXGA RGBHV signal on a 15−pin HD (F) 
connector.

RESOLUTIONS: 640x480, 60Hz; 800x600, 75Hz; 1024x768, 75Hz; 
1280x1024, 74Hz.

POWER CONSUMPTION: 12V DC, 200mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● Output - VGA (640x480), SVGA (800x600), XGA (1024x768), and 
SXGA (1280x1024) selectable.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

VP-8
00

VGA/XGA B
ar G

enerator

Monitor OUT

H V640 480800 6001024 7681280 1024

12V DC

Display

VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

$
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The KDS-MP1 is a high-quality LAN-based digital signage media 
player. The unit receives content streamed from the internet, saved 
in its internal memory or from an external USB memory stick and 
displays it with image quality of up to 1080p HD via HDMI, VGA or 
AV 3.5mm outputs.

Digital Media Player

KDS‑MP1

TECHNICAL SPECIFICATIONS

INPUTS: 1 Ethernet on an RJ−45 connector, 2 USB connectors.
OUTPUTS: 1 HDMI connector, 

1 UXGA on a 15−pin HD (F) connector, 
1 composite video/audio on a 3.5mm mini jack 
connector.

RESOLUTIONS: Up to 1080p full−HD video/stills.
INDICATORS: STATUS LEDs.
NETWORKING: Ethernet.
PROGRAMMING: SMIL + HTML5.
VIDEO CODECS: H.264 (1080p), VC−1 (1080p), MPEG−4 ASP (720p), 

MPEG−2 (1080p), MPEG−1 (720p).
IMAGE CODECS: PNG (1920x1080), JPEG (1920x1080).
AUDIO CODECS: MPEG L2/MP3 up to 320Kbps, AAC in H.264 streams.
MOUNTING: VESA MIS−D 100 mounting points.
LOCAL STORAGE: 4GB solid−state storage (2 hours of 4Mbps video).
COMPLIANCE: CE/FCC/RoHS.
POWER SOURCE: 12V DC, 600mA.
POWER CONSUMPTION: 9W (typical).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 5% to 85%, RHL non−condensing.
DIMENSIONS: 15.6cm x 11.5cm x 2.9cm (6.1” x 4.5” x 1.1”) W, D, H.
WEIGHT: 0.38kg (0.8lbs) approx.
INCLUDED ACCESSORIES: Power supply, Ethernet cable, 

3.5mm−to−RCA A/V cable.

FEATURES

 ● Full HD Support - Resolutions up to WUXGA and 1080p.

 ● High-Quality HDMI Video and Audio Output.

 ● Codec Format Support - MPEG-1, MPEG-2, MPEG L2, MP3, H.264/MPEG-4  
and VC-1.

 ● Memory Options - 4GB internal, up to 16GB external.

 ● NTP Client - For time synchronization.

 ● SMIL 3.0 Instruction (Sub-Set) Support.

 ● CMS Device Management - In LAN environments using the integrated 
SMIL control.

 ● Perforated Side Panel - For efficient heat dissipation.

 ● VESA Standard Mounting Bracket - For mounting on-wall, inside a 
cabinet or to the VESA standard screw holes on the rear panel of a 
display.

 ● KDS-MP1 Manager Software - For easy, powerful and versatile 
management of digital signage content via a PC.

 ● Compact DigiTools® - Built-in mounting bracket.

LCD Display

Internet

HDMI

Laptop

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

% P 8 H ! []{_
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The KW-11T and KW-11R is a high-definition, wireless, HDMI 
transmitter and receiver combination for indoor use over short range 
distances. The KW-11T converts an HDMI signal into a wireless 
signal that it transmits to the KW-11R. The KW-11R converts 
the wireless signal back into HDMI. The KW-11-MD is certified for 
medical applications.

Wireless High Definition Transmitter/Receiver

KW‑11

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector (KW−11T), internal antenna (KW−11R).
OUTPUT: Internal antenna (KW−11T), 

1 HDMI on an HDMI connector(KW−11R).
VIDEO RESOLUTION: Up to SXGA, 1080p.
AUDIO FORMATS: PCM, DTA, Dolby Digital.
TRANSMISSION POWER: <18dBm (KW−11T), <12dBm (KW−11R).
RECEIVING SENSITIVITY: -75dBm (KW−11T), -65dBm (KW−11R).
SYSTEM LATENCY: <1ms.
RF COMMUNICATION 
FREQUENCY:

5.19 to 5.9GHz (In Japan and Israel operation is limited 
to the lower bands: 5.15—5.25GHz).

UNOBSTRUCTED 
TRANSMISSION RANGE: 12m (39ft).
POWER CONSUMPTION: 5V DC 900mA (KW−11T), 1.6A (KW−11R).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 9.8cm x 2.9cm x 1.5cm (3.9" x 1.14" x 0.6") W, D, H 

(KW−11T); 
14.8cm x 9.7cm x 1.8cm (5.8" x 3.8" x 0.7") W, D, H 
(KW−11R).

WEIGHT: 0.48kg (1.1lbs) approx. each.
INCLUDED ACCESSORIES: 5V DC USB power supply, 5V DC power supply, HDMI 

cable, receiver stand, mini−USB to USB power cable.

FEATURES

 ● Max. Resolution - Uncompressed video resolutions up to 1080p @60Hz.

 ● Standards Compliance - Certified for medical applications according to 
IEC 60601-1-2 (Electromagnetic Compatibility) (MD model only).

 ● Robust MIMO 5GHz Technology.

 ● Very Secure AV Link - Through AES-128 encryption

 ● Zero Latency.

 ● HDMI Support - EDID, CEC and HDCP.

 ● Transmission Range - Up to 12m (39ft).

 ● No Line-of-Sight Requirement.

 ● Important - KW-11 is a wireless device and is subject to wireless 
certification restrictions. It is currently certified for use in various 
countries including the US and EU. Consult your local sales office for 
details regarding certification in your country.

 ● Compact Size - Part of the Kramer TOOLS family of compact high-
quality and cost-effective solutions.

Projector
with Speakers

HDMI

USB

VP-81SID

KW-11R

KW-11T

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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MV‑5

TECHNICAL SPECIFICATIONS

INPUTS: 4 RGB/component HD on 20 BNC connectors, 
6 analog SD on 12 BNC connectors, 5 DVI−D on 
DVI−I connectors, 4 SDI on BNC connectors.

OUTPUTS: 1 RGB/component HD on 5 BNC connectors, 1 DVI−D 
on a DVI−I connector, 2 SDI on BNC connectors.

MAXIMUM OUTPUT LEVEL: 800mVpp/75Ω.
JITTER: Better than 0.2UI.
DATA RATE: Up to 2.97Gbps.
HDMI BANDWIDTH: Up to 6.75Gbps data rate 

(2.25Gbps per graphic channel).
COMPLIANCE WITH 
HDMI STANDARD: HDCP (DVI inputs/outputs).
SUPPORTED OUTPUT 
RESOLUTIONS:

480i/60, 576i/50, 720p/50, 720p/59, 720p/60, 
1080i/50, 1080i/59, 1080i/60, 1080p/23, 
1080p/24, 1080p/25, 1080p/29, 1080p/30, 
1080p/50, 1080p/59, 1080p/60, 1080psf/23, 
1080psf/24, 1080psf/25, 1080psf/29, 
1080psf/30, 640x480/60, 640x480/72, 
640x480/75, 640x480/85, 800x600/60, 
800x600/72, 800x600/75, 800x600/85, 
1024x768/60, 1024x768/70, 1024x768/75, 
1024x768/85, 1152x864/75, 1280x768/60rducBL, 
1280x768/60, 1280x768/75, 1280x768/85, 
1280x960/60, 1280x768/85, 1280x1024/60, 
1280x1024/75, 1360x768/60, 1366x768/60, 
1400x1050/60rducBL, 1400x1050/60, 
1400x1050/75, 1440x900/60rducBL, 
1440x900/60, 1440x900/75, 1440x900/85, 
1600x1200/60, 1680x1050/60rducBL, 
1680x1050/60, 1920x1200/60rducBL.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 57VA.
CONTROLS: Front panel buttons, RS−232, Ethernet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: -40°C to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 9.45” x 2U W, D, H.
WEIGHT: 2.8kg (6.17lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack ”ears”.

FEATURES

 ● Max. Input Data Rate - 3Gbps.
 ● Kramer Equalization & re-Klocking™ Technology - Rebuilds the 
digital signal to travel longer distances.

 ● Multi-Video Output Formats - SD-SDI (259M), HD-SDI (292M) and 
3G HD-SDI (SMPTE 424M), HDMI, HD, SD, analog and composite.

 ● HDCP Support on DVI Inputs/Outputs.
 ● Powerful Cross Conversion - Any format to any format, any 
standard to any standard.

 ● Input Cable Equalization - Up to 350m (1150ft) for SD signals, 
140m (459ft) for 1.5GHz HD signals, and 120m (394ft) for 3GHz 
HD signals.

 ● Chroma-Key Engines - Four independent chroma-key engines for 
each image layer.

 ● Window and Image Scaling - Zooming (up to 1000%) and aspect 
ratio control.

 ● Independent Layer Transparency Control.
 ● Image Controls - Brightness, contrast, color and sharpness.
 ● Window or Input Label Insertion.
 ● 16 User-Definable Screen Layouts.
 ● Screen Handling Buttons - Freeze, size, position.
 ● Lock Button - To prevent unwanted tampering.
 ● Flexible Control Options - Front panel with menu LCD, on-screen 
display (OSD), Ethernet and RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (2U). Rack "ears" included.

Non-linear Editor
Composite

Video Player

CV

DVI

Display

DVI

HD-SDI

RGB/YUV
Video Recorder

RGB/YUV

Component
Video Player

YUV

3G HD-SDI

3G HD-SDI 
Camera

Computer Graphics 
Source

Computer Graphics 
Source

DVI

Composite
Video Player

HD-YUV

The MV-5 is a versatile, high-performance video and graphic multi-window 
viewer for DVI signals, SD and HD analog signals up to 1920x1200@60Hz, 
and SDI signals up to 3G HD-SDI. The device can window up to four 
sources (plus a background) in any layout and output the image as SDI, 
DVI, component and composite video signals. Both preprogrammed and 
customizable screen division is supported.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-DM/DM DVI Copper Cable 8.42

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19

B a G 4

NEW5−Channel Multiviewer
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MV‑6

3G HD−SDI Multiviewer

TECHNICAL SPECIFICATIONS

INPUTS: 6 SD/HD/3G HD−SDI with loop on BNC 
connectors.

OUTPUTS: 1 HDMI, 1 CV on a BNC connector 
(for 720p @50Hz and 1920p @50Hz 
the output is PAL, 
for 720p @59.94/60Hz and 1920p 
@59.94/60Hz the output is NTSC), 
1 HD/3G HD−SDI on a BNC connector.

MAX. INPUT LEVEL: 800mVpp/75Ω.
MAX. OUTPUT LEVEL: 800mVpp/75Ω.
MAX. DATA RATE: Up to 2.97Gbps.
CONTROLS: Front−panel, RS−232, Ethernet.
FRONT PANEL DISPLAY: 4.3" TFT color LCD panel.
POWER CONSUMPTION: Universal, 100−240V AC, 50/60Hz, 35VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7.4" x 2U (W, D, H) rack mountable.
WEIGHT: 3.1kg (6.83lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Standards Compliance - Certified for medical applications 
according to IEC 60601-1-2 (Electromagnetic Compatibility).

 ● Kramer re-Klocking™ & Equalization Technology - Rebuilds 
the digital signal to travel longer distances.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI 
(SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Re-Clocking Looping Inputs.

 ● Multi-Video Output Formats - 3G HD-SDI (SMPTE 424M), 
HDMI and composite, scaling, refresh rate and video 
standard conversion.

 ● Front Panel Preview Screen - 16:9 4.3in color LCD 
displaying the output of the unit.

 ● Text Overlay - A text label/icon can be added inside each 
window. Each label has text/background color, alignment, 
size, etc settings.

 ● Screen Handling Buttons - Freeze, size, position, and 4 
pre-programmed and 2 user-definable layouts.

 ● Flexible Control Options - Front panel with 2-row LCD, OSD, 
Ethernet & RS-232 (supplied with PC control software).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19". Rack "ears" included.

3G HD-SDI

3G HD-SDI
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Camera

LCD
Display
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Video Recorder
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CV

EthernetNon-Linear
Editor

The MV-6 is a versatile, high-performance multiviewer 
for 3G HD-SDI video signals. The device can display up 
to six inputs in any combination and output the image in 
SDI, HDMI and CV formats. Both pre-programmed and 
customizable screen divisions are supported. The MV-6-MD 
is certified for medical applications.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−

SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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PIP‑200xl/PIP‑300/PIP‑400

2, 3, 4−Video Picture−In−Picture Inserters

The PIP-200xl, PIP-300, and PIP-400 are high-
performance picture-in-picture inserters for up to 2, 3, 
and 4 signals, respectively. All models can accept and 
process composite video, s-Video (Y/C) and component 
video (YUV) signals. The PIP output can display up to 2, 
3, and 4 images simultaneously (depending on model) 
each of which can be individually sized and positioned. 
The PIP-400 also has an additional quad output mode 
that displays four inputs in four equal sized images.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TECHNICAL SPECIFICATIONS

INPUTS: 2 (PIP−200xl), 3 (PIP−300), 4 (PIP−400) sets 
of inputs, each set with 1 composite video, 
1Vpp/75Ω on a BNC connector, 
1 s−Video 1Vpp, 0.3Vpp/75Ω on a 4−pin 
connector, and 1 component video, 
1Vpp, 0.7Vpp, 0.7Vpp/75Ω on 3 BNC connectors.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector; 1 s−Video, 1Vpp, 0.3Vpp/75Ω on 
a 4−pin connector; 1 component video, 1Vpp, 
0.7Vpp, 0.7Vpp/75Ω on BNC connectors. 
Quad output (PIP−400 only): 4 quarter screen 
images: 1 composite video, 1Vpp/75Ω on a BNC 
connector & 1 s−Video, 1Vpp, 0.3Vpp/75Ω on 
a 4−pin connector.

DIGITAL RESOLUTION: 10 bit.
VIDEO BANDWIDTH: 0.5dB to 5MHz.
SIGNAL TO NOISE RATIO: 60dB.
K-FACTOR: 0.5%.
DIFFERENTIAL PHASE: 1Deg.
DIFFERENTIAL GAIN: 1%.
LUMA NON-LINEARITY: 1%.
CHROMA/LUMA DELAY: <15ns.
Y/C SEPARATION: Adaptive 4−line digital comb filters.
MEMORY: Non−volatile memory for storage of 2 setups.
CONTROL: Front−panel and RS−232: PIP size, position 

and layer priority; motion detection sensitivity 
(option), video ProcAmp functions, video zoom, 
freeze.

INDICATORS: Multi−character display on the front panel.
POWER SOURCE: Universal, 100−240V AC, 50/60Hz.
DIMENSIONS: 19" x 7" x 1U  (W, D, H) rack mountable 

(PIP−200xl & PIP−300); 
19" x 7" x 2U (W, D, H) rack mountable (PIP−400).

INCLUDED ACCESSORIES: Power cord, null−modem adapter, and 
Windows®−based Kramer control software.

FEATURES

 ● Multi-Format - Each input can be either composite video, s-Video 
or component video.

 ● Picture-in-Picture Options - All inputs can be displayed 
simultaneously, variable window sizing (1:1, 1:4, 1:9 or 1:16 
each input), variable window positioning, freeze frame capability, 
optional window border, and text labeling available for all inputs.

 ● Dedicated Quad Output Mode (PIP-400) - 4 quarter-screen 
images displayed simultaneously for both s-Video and composite 
video outputs.

 ● Multi-Standard Operation - PAL, SECAM & NTSC compatible 
inputs. Although not a full standards converter, a PAL image 
can be mixed with NTSC images and the output can be either 
PAL or NTSC.

 ● Digital Comb Filter - Adaptive comb filters for composite video 
inputs.

 ● Built-in ProcAmp - Brightness, contrast, and saturation for each 
input.

 ● Memory Locations - Store 2 PIP presets for quick recall.

 ● High Resolution - Full 10-bit digital processing.

 ● Flexible Control Options - Front panel (with LCD and on-screen 
displays) and RS-232 (Windows®-based Kramer control 
software is included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19".

PIP-200xl/PIP-300/PIP-400/PIP-500 (contd.)
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PIP‑4
4 Composite Video Picture−in−Picture Inserter

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 
1Vpp/75Ω on BNC connectors.

OUTPUTS: 1 s−Video, 
1Vpp, 0.3Vpp/75Ω on a 4−pin connector; 
1 composite video, 
1Vpp/75Ω on a BNC connector.

DIGITAL RESOLUTION: 10 bit.
VIDEO BANDWIDTH: 5.4MHz.
K-FACTOR: 0.9%.
S/N RATIO: 64dB.
DIFFERENTIAL PHASE: 0.8Deg.
DIFFERENTIAL GAIN: 1.1%.
LUMA NON-LINEARITY: 0.9%.
CHROMA / LUMA DELAY: <15ns.
Y/C SEPARATION: Adaptive 4−line digital comb filters.
MEMORY: Non−volatile memory for storage of 

2 setups.
CONTROL: Front−panel, OSD, RS−232 and Ethernet; 

video pane size and position; video 
ProcAmp functions: video zoom, freeze.

POWER CONSUMPTION: 5V DC, 560mA.
DIMENSIONS: 21.5cm x 17.7cm x 4.4cm 

(8.5" x 7" x 1.7”) W, D, H.
WEIGHT: 0.8kg (1.76lbs) approx.
INCLUDED ACCESSORIES: Power supply, RC−IR3 Infrared Remote 

Control, rack “ears”.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Picture-In-Picture Options - All inputs can be displayed 
simultaneously with variable window sizing and positioning 
and freeze frame capability. Quad button displays 4 equal-
sized images.

 ● Multi-Format Operation - s-Video and composite video 
outputs.

 ● Multi-Standard Operation - PAL & NTSC compatible inputs 
& outputs (no format conversion).

 ● USB Mouse Connector - For convenient navigation and 
control, including the OSD.

 ● Built-In ProcAmp - Brightness, contrast, and saturation 
for each input.

 ● Flexible Control Options - Front panel, IR remote, mouse 
(with OSD), RS-232 & Ethernet.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.

Computer

Composite 
Video 
Display

s-Video
DisplayComposite

Video Player

Composite
Video Player ETH

CVY/CCV

CV

The PIP-4 is a high-performance picture-in-picture 
inserter for composite video signals. The PIP output can 
display up to four images simultaneously, each of which 
can be sized and positioned individually.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-2T Stereo Audio/Control Bulk Cable 8.19

B - d H S !
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Isolated Source Isolated Display

CV

CV

The OC-1N is a high-performance optical isolator for video 
or sync signals. It provides complete isolation between 
devices to eliminate video hum, ground loops, and DC 
offsets that can degrade picture quality.

1−Channel Video/Sync Optical Isolator
OC‑1N

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 
1Vpp/75Ω on a BNC connector.

OUTPUT: 1 composite video, 
1Vpp/75Ω on a BNC connector.

BANDWIDTH(-3dB): 20MHz.
S/N RATIO: 69dB.
POWER CONSUMPTION: 230V AC, 50/60Hz, 

(115V AC, USA) 2.3VA.
DIMENSIONS: 16.5cm x 12cm x 4.5cm 

(6.5” x 4.7” x 1.8”) W, D, H.
WEIGHT: 0.72kg (1.6lbs) approx.
INCLUDED ACCESSORIES: Power cord.
OPTIONS: RK−1 19” rack adapter.

FEATURES

 ● Bandwidth - 20MHz (-3dB).

 ● Channels - 1.

 ● Opto Isolator Circuitry - Extremely linear response and 
wide frequency range compared to traditional transformer 
based units.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Floating Ground Selection - Input, output, both, or none.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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4−Channel Video/Sync Optical Isolator

OC‑4

The OC-4 is a high-performance optical isolator for video or sync 
signals. It provides complete isolation between devices to eliminate 
video hum, ground loops and DC offsets that can degrade picture 
quality.

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 
1Vpp/75Ω on BNC connectors.

OUTPUTS: 4 composite video, 
1Vpp/75Ω on BNC connectors.

BANDWIDTH (-3dB): 20MHz.
VIDEO S/N RATIO: 69dB.
POWER CONSUMPTION: 230V AC, 50/60Hz, 

(115V AC, USA), 17VA max.
DIMENSIONS: 19 " x 7 " x 1U (W, D, H) rack mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord.

CHANNEL 1

HF    Gain

INPUT
IN OUT

OUTPUT

CHANNEL 2
HF    Gain

INPUT
IN OUT

OUTPUT

CHANNEL 3

HF    Gain

INPUT
IN OUT

OUTPUT

CHANNEL 4

HF    Gain

INPUT
IN OUT

OUTPUT

Isolated
Display 4

Isolated
Source 4

Isolated
Source 1

Isolated
Display 1

CV CV

CV CV

FEATURES

 ● Bandwidth - 20MHz (-3dB).

 ● Channels - 4.

 ● Opto Isolator Circuitry - Extremely linear response and 
wide frequency range compared to traditional transformer 
based units.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Floating Ground Selection - Input, output, both, or none.

 ● Standard 19" (1U).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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The TR-1 is a high-resolution isolation transformer for composite 
video signals. It completely isolates devices to eliminate video hum, 
ground loops, and DC offsets that can degrade picture quality.

Video Isolation Transformer
TR‑1

TECHNICAL SPECIFICATIONS

INPUT: 1 composite video, 
1Vpp/75Ω on a BNC connector.

OUTPUT: 1 composite video, 
1Vpp/75Ω on a BNC connector.

INSERTION LOSS: 0.8dB.
MAX. OUTPUT LEVEL: 4Vpp/75Ω.
BANDWIDTH (-3dB): 5.8MHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: 1.2%.
S/N RATIO: 73.4dB.
TILT: 0.1%.
NON-LINEARITY: 0.1%.
COUPLING: Transformer.
POWER CONSUMPTION: None, passive device.
DIMENSIONS: 12cm x 7.3cm x 3cm (4.7” x 2.88” x 1.2”) W, D, H.
WEIGHT: 0.34kg (0.75lbs) approx.
INCLUDED ACCESSORIES: Mounting brackets.
OPTIONS: RK−3TR 19" rack adapter.

TR-1

Video Is
olation Transfo

rm
er

Video OUT

Composite
Video Player

Video IN

Composite
Video Display

CV

CV

FEATURES

 ● Bandwidth - 5.8MHz (-3dB).

 ● Passive Device - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-3TR rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
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TR‑1YC/TR‑2YC
s−Video Isolation Transformers

FEATURES

 ● Bandwidth - <10Hz to 5.8Mhz (-3db)

 ● Coupling - Luminance (Y) transformer, chrominance (C) capacitor 
(TR-1YC); luminance (Y) & chrominance (C) transformer (TR-2YC).

 ● External Ground Terminal.

 ● Video Grounding Options - DIP-switch selectable.

 ● Passive - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3TR rack adapter.

The TR-1YC and TR-2YC are high-performance isolation transformers 
for s-Video (Y/C) signals. They provide complete isolation between 
devices to eliminate hum, ground loops and DC offsets that can 
degrade video quality.

TR-2
YC

s-V
ideo D

ual Is
olation Transfo

rm
ers

S-VIDEO IN

S-VIDEO OUT

s-Video Player s-Video Display

Y/C

Y/C

TECHNICAL SPECIFICATIONS

INPUT: 1 s−Video on a 4−pin connector.
OUTPUT: 1 s−Video on a 4−pin connector.
INSERTION LOSS: 0.8dB.
BANDWIDTH (-3dB): 10Hz to 5.8MHz.
DIFF. GAIN: 0.12%.
DIFF. PHASE: 0.13Deg.
K-FACTOR: 0.8% to 0.9%.
S/N RATIO: 77.7dB.
CONTROLS: DIP−switches for grounding control.
VIDEO TILT: 0.1% pulse & bar.
VIDEO NON-LINEARITY: 0.1%.
COUPLING: DC.
DIMENSIONS: 12.1cm x 7.2cm x 3cm (4.77” x 2.85” x 1.2”) W, D, H.
WEIGHT: 0.34kg (0.75lbs) approx.
INCLUDED ACCESSORIES: Mounting brackets.
OPTIONS: RK−3TR 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-SM/SM s−Video Cable 8.37
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The SP-1G is a frame buffer/synchronizer for digital 
video signals up to 3G HD-SDI. The unit switches and 
synchronizes one of two video channels with either the 
dedicated digital or analog genlock input.

3G HD−SDI Frame Buffer/Synchronizer

SP‑1G

TECHNICAL SPECIFICATIONS

INPUTS: 2 SD/HD/3G HD−SDI, 
1 genlock, 75Ω on BNC connectors.

OUTPUTS: 2 SD/HD/3G HD−SDI, 
1 genlock, 75Ω on BNC connectors.

CONTROLS: 9 front panel buttons, RS−232.
INDICATORS: LCD display, 5 input and genlock LEDs.
POWER CONSUMPTION: 5V DC, 1.2A.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 131°F)
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing
DIMENSIONS: 21.5cm x 16.2cm x 4.4cm 

(8.5" x 6.4" x 1.7")  W, D, H.
WEIGHT: 0.95kg (2.1lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19” rack mount.

FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M), HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 
424M) with automatic standard detection.

 ● Cross-Standard Conversion.

 ● Image Scaling.

 ● Audio Embedder/De-embedder - De-embeds and  
re-embeds audio during synchronization. Handles  
16 channels simultaneously.

 ● Built-in Signal Generator - For video and audio testing.

 ● Switching Functions - Clean Switch video and Soft Switch 
audio.

 ● Flexible Control - Front panel buttons and RS-232.

 ● LCD Display - A 2-line, 16 character per line status 
display.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.

R
S
-2

3
2

SDI
Laptop

Non-linear
Editor

SDI

SDI VTR

SDI Camera

SDI

Black-Burst
Generator

SDI

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

C-BM/BM BNC Coax Video Cable 8.34
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SP‑4D

4−Channel HD−SDI Synchronizer

TECHNICAL SPECIFICATIONS

INPUTS: 4 SD/HD−SDI, 
1 genlock 75Ω on BNC connectors.

OUTPUTS: 4 SD/HD−SDI, 
1 genlock 75Ω on BNC connectors, 
1 VGA/UXGA  port on a 15−pin HD 
connector (YUV/RGB selectable); 
stereo audio on 2 RCA connectors.

CONTROLS: 7 front panel buttons, RS−232.
POWER CONSUMPTION: 220V AC, 27VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
INDICATORS: LCD display, 5 input and genlock LEDs.
DIMENSIONS: 19" x 7" x 1U  W, D, H.
WEIGHT: 1.81kg (4.0lbs).
INCLUDED ACCESSORIES: Power cord, Windows®−based control 

software, rack “ears”.

FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M) & HD-SDI (SMPTE 292M).

 ● Inputs - SD, ED and all HD (up to 1080i/60 and 
1080p/30), with automatic standard detection.

 ● Frame Rate Conversion - Does not change the video 
resolution.

 ● Genlock - 1 dedicated SDI genlock input with active loop 
output, common to all four channels or taken from any 
specific channel.

 ● Audio Embedder/De-embedder - Handles 16 audio 
channels per input.

 ● Flexible Control Options - Front panel buttons & RS-232 
(K-Router® Windows®-based software is included).

 ● Indicators - 40-character LCD display, signal and genlock 
loss LEDs.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

SDI

Black-Burst
Generator

Digital
Video Player VGA Display Audio Amplifier

Camera

Camera
Non-linear

Editor

SDI

SDI

SDI

SDI

VGA

Audio

The SP-4D is a synchronizer for serial digital signals up 
to HD-SDI. The unit synchronizes up to four channels 
from the dedicated genlock input or any other specified 
channel.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-3X2T7S 14 Conductor Presentation/VGA Bulk Cable 8.17

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

BC-2T Stereo Audio/Control Bulk Cable 8.19

^ O o d []
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The VA-1Hs is a high-performance line driver and picture shift 
corrector for computer graphics video signals up to WUXGA. The unit 
compensates for sync delay on long lines by shifting and rebuilding the 
sync so that the picture is properly displayed. The shift correction is 
saved in nonvolatile memory.

Computer Graphics Video Horizontal Image Shifter

VA‑1Hs

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on 15−pin HD (F) connector.
OUTPUT: 1 UXGA on 15−pin HD (F) connector.
BANDWIDTH (-3dB): 1GHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 73dB @5MHz.
CONTROLS: Front panel SHIFT MOVE and SHIFT ON.
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 100mA.
DIMENSIONS: 12cm x 7.2cm x 2.4cm (4.7" x 2.8" x 1.0") W, D, H.
WEIGHT: 0.3kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● High Bandwidth - 1.5GHz.

 ● Max. Resolution - WUXGA.

 ● Sync Delay Control - Approximately 1/3 screen width.

 ● Stores Delay Setting in Non-Volatile Memory.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

OUTPUT

INPUT

Display
Computer

Graphics Source

V
G

A

5 VDC

VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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The VA-1K is a high-performance sync corrector for computer 
graphics video signals up to UXGA. The unit rebuilds the sync signal 
while passing color signals transparently over long cable runs.

Computer Graphics Video Sync Processor

VA‑1K

TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD connector.
OUTPUT: 1 UXGA on a 15−pin HD connector.
BANDWIDTH (-3dB): 1GHz.
DIFF. GAIN: 0.03%.
DIFF. PHASE: 0.03Deg.
K-FACTOR: <0.05%.
S/N RATIO: 72dB @5MHz.
COUPLING: DC.
POWER CONSUMPTION: 5V DC, 22mA.
DIMENSIONS: 6.2cm x 5.2cm x 2.4cm (2.4" x 2.1" x 1") W, D, H.
WEIGHT: 0.14kg (0.3lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−4PT 19" rack adapter.

FEATURES

 ● High Bandwidth - Up to 1GHz.

 ● Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide 
range of computers (even if the sync level is too low) by restoring the 
sync signal waveform.

 ● Ultra-Compact Pico TOOLS™ - 4 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-4PT rack adapter.

UXGA  Display
Computer 

Graphics Source

VGA

5V DC

INPUT

VGA

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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The VA-40 is a high-performance four-channel line driver 
and picture shift corrector for computer graphics video 
signals up to WUXGA. The unit compensates for sync 
delay on long lines by shifting and rebuilding the sync so 
that the picture is properly displayed. The shift correction 
is saved in non-volatile memory.

4−Channel PC Horizontal Image Shift Corrector

VA‑40

TECHNICAL SPECIFICATIONS

INPUTS: 4 computer graphics video on 
15−pin HD (F) connectors.

OUTPUTS: 4 computer graphics video on 
15−pin HD (F) connectors.

BANDWIDTH (-3dB): 1.5GHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <0.05%.
S/N RATIO: 75dB @5MHz.
CROSSTALK (all hostile): −52.5dB @5MHz.
CONTROLS: Front panel input select and shift.
COUPLING: DC.
POWER CONSUMPTION: 12V DC, 50mA.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm 

(8.4" x 6.4" x 1.7") W, D, H.
WEIGHT: 0.6kg (1.4lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● High Bandwidth - 1.5GHz.

 ● Max. Resolution - WUXGA. 

 ● HDTV Compatible.

 ● Sync Delay Control - Approximately 1/3 screen width.

 ● Stores Each Delay Setting in Non-volatile Memory.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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PS‑1DVI

DVI Power Supply

The PS-1DVI is a high-performance power supply for DVI cables. It 
provides 5V DC on pin 14 of the DVI plug for applications where 
power is not provided by the DVI source.

FEATURES

 ● Max. Data Rate - 3Gbps dual link.

 ● Input/Output - DVI-I connectors.

 ● Works with Kramer Optical DVI Cables - Optical DVI cables such as the 
Kramer C-FODM/FODM family require 5V DC to power the electronics 
in the DVI connectors.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 DVI, 1.2Vpp on a DVI−I Molex 24−pin female connector; 
DDC signal 5Vpp (TTL).

OUTPUT: 1 DVI, 1.2Vpp on DVI−I Molex 24−pin female connector; 
DDC signal 5Vpp (TTL).

POWER CONSUMPTION: 5V DC.
DIMENSIONS: 5.32cm x 4.36cm x 7.25cm (2.09" x 1.72" x 2.85") 

W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: DVI cable, power supply.
OPTIONS: RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42
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PS‑1FW
FireWire® DC Power Supply

FEATURES

 ● Max. Data Rate - 400Mbps.

 ● Hot Swapping - Supports Plug and Play.

 ● Compact Size - Part of the Kramer TOOLS family of compact high-quality 
and cost-effective solutions.

The PS-1FW is a DC power supply for FireWire® (IEEE 1394A) 
products. It adds DC power to a 4-pin FireWire® connection 
when connected to a 6-pin device that requires power through the 
FireWire® cable.

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 1 port on a 6−pin IEEE−1394A, 
1 port on a 4−pin IEEE−1394A connector.

STANDARDS: Compliant with IEEE 1394-1995 and 
1394A−2000 standards.

BUS TRANSFER RATE: Up to 400Mbps signaling rates for high−performance 
serial bus.

SOURCED POWER: 12V 1.5A total for 6−pin port.
COMPATIBILITY: PC and MAC.
POWER CONSUMPTION: 12V DC.
DIMENSIONS: 3.82cm x 2.12cm x 5cm (1.5" x 0.83" x 1.97") W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: One 4−pin to 4−pin short cable, power supply.

PS-1
FW

6PI/O  ON  12V DC

4PI/O

DV In
terface/PSU

Video
Camera

FW

FW

12V Power
Supply

Laptop

Power

SUGGESTED CABLES ‑ For complete list see our Web site.

C-FM6/FM6 6−pin FireWire® Cable 8.47
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PT‑1PS
12V DC over CAT 5 Power Supply

The PS-1PS is a power supply for analog-based Kramer Power 
Connect™ Products. It supplies 12V DC over the CAT 5 cable.

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: 2 CAT 5 on RJ−45 connectors.
POWER CONSUMPTION: 12V DC.
DIMENSIONS: 5.32cm x 4.36cm x 7.25cm (2.09" x 1.72" x 2.85") W, D, H.
WEIGHT: 0.15kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

FEATURES

 ● Input/Output - 2 RJ-45.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.
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The VA-100P is a 10-port 12V DC power supply. It 
replaces up to ten separate 12-volt adapters for Kramer 
TOOLS™ and other models that use 12V DC power 
adapters.

10−Port Universal 12−Volt Power Supply

VA‑100P

FEATURES

 ● Replaces up to 10 Individual 12V DC Power Supplies - For 
Kramer TOOLS™, Kramer Pico TOOLS™, and Kramer 12V 
DC Desktop models.

 ● Max. Power - 3 amps: 500mA (up to each of 6 outputs) 
or 300mA (up to each of 10 outputs).

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.
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TECHNICAL SPECIFICATIONS

INPUT POWER SOURCE: 230V AC, 50/60Hz (115V AC, USA) 60 VA.
OUTPUTS: 10 12V DC outputs, to up to 3A or 

maximum 500mA per output (up to 6 
outputs at any one time). It can supply 
300mA to each of the 10 outputs 
simultaneously.

DIMENSIONS: 22cm x 18cm x 4.5cm (8.7” x 7” x 1.7”) 
W, D, H (half 19”, 1U).

WEIGHT: 1.2kg (2.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, 10 DC−to−DC cables.
OPTIONS: RK−1 19” rack adapter.
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The VA-101P12 and VA-102P12 are five and ten-
output power supplies for 12V DC powered devices. The 
VA-101P12 supplies 12V DC at up to 5A to power up to 
five Kramer products. The VA-102P12 supplies 12V DC 
at up to 10A to power up to ten Kramer products that 
use an external 12V DC power supply.

5/10−Port 12V DC Power Supplies

VA‑101P12/VA‑102P12

FEATURES

 ● 12V DC Power Outputs - 5 (VA-101P12), 10 (VA-102P12).

 ● Maximum Power - 5x1A for a total of 5A (VA-101P12), 
10x1A for a total of 10A (VA-102P12).

 ● Space Saving - Replaces up to 5/10 individual power 
supplies for 12V DC Kramer TOOLS™, Kramer Pico 
TOOLS™, and Kramer Desktop models.

 ● Worldwide Power Supply - 100-240V AC.

 ● Compact Desktop - 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

Power

To
SID-X1

SID-DVI

Power

Power

SID-H

VA-101P-12

TECHNICAL SPECIFICATIONS

OUTPUTS: 5 (VA−101P12) and 10 (VA−102P12) 12V 
DC @1A max. current per output.

INDICATOR: Power ON LED.
POWER CONSUMPTION: 220V AC; 1.3A (VA−101P12), 

2.3A (VA−102P12).
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 17.4cm x 4.4cm 

(8.45" x 6.86" 1.72") W, D, H.
WEIGHT: 0.8kg (1.8lbs) (VA−101P12); 

1.1kg (2.4lbs) (VA−102P12).
INCLUDED ACCESSORIES: DC to DC cables: 5 (VA−101P12), 

10 (VA−102P12); AC power cord.
OPTIONS: RK−1 19” rack adapter.
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The VA-101P5 and VA-102P5 are 5- and 10-output power 
supplies for 5V DC powered devices. The VA-101P5 can 
supply 5V DC at up to 10A to power up to five Kramer 
products. The VA-102P5 can supply 5V DC at up to 20A 
to power up to ten Kramer products that use an external 
5V DC power supply.

5/10−Port 5V DC Power Supplies

VA‑101P5/VA‑102P5

FEATURES

 ● 5V DC Power Outputs - 5 (VA-101P5), 10 (VA-102P5).

 ● Maximum Power - 5x2A for a total of 10A (VA-101P5), 
10x2A for a total of 20A (VA-102P5).

 ● Space Saving - Replaces up to 5/10 individual power 
supplies for 5V DC Kramer TOOLS™, Kramer Pico 
TOOLS™, and Kramer Desktop models.

 ● Worldwide Power Supply - 100-240V AC.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.
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TECHNICAL SPECIFICATIONS

OUTPUTS: 5 (VA−101P5) and 10 (VA−102P5) 
5V DC @2A max. current per output.

INDICATOR: Power ON LED.
POWER CONSUMPTION: 220V AC; 1.0A (VA−101P5), 

1.8A (VA−102P5).
OPERATING TEMPERATURE:0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 17.4cm x 4.4cm 

(8.45" x 6.86" 1.72") W, D, H.
WEIGHT: 0.8kg (1.8lbs) (VA−101P5); 

1.1kg (2.4lbs) (VA−102P5).
INCLUDED ACCESSORIES: DC to DC cables: 5  (VA−101P5), 

10 (VA−102P5); AC power cord.
OPTIONS: RK−1 19” rack adapter.
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The VA-102P512 is a power supply for 5V/12V DC 
powered devices. It can supply 5V DC at up to 10A to 
power up to five Kramer 5V DC products and 12V DC at 
up to 5A to power up to five Kramer products that use 
external 12V DC power supplies.

10−Port Dual Voltage DC Power Supply

VA‑102P512

FEATURES

 ● Power Outputs - 5x5V DC, 5x12V DC.

 ● Maximum Power - 5V DC: 5x2A for a total of 10A;  
12V DC: 5x1A for a total of 5A.

 ● Space Saving - Replaces up to 10 individual power supplies 
for Kramer TOOLS™, Kramer Pico TOOLS™, and Kramer 
Desktop models.

 ● Worldwide Power Supply - 100-240V AC.

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.
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TECHNICAL SPECIFICATIONS

OUTPUTS: 5x5V DC @1.8A max. current per 
output (9A total max.); 
5x12V DC @1A max. current per output 
(5A total max.).

INDICATOR: ON LED.
POWER CONSUMPTION: 100−240V AC, 2.1A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 17.4cm x 4.4cm 

(8.45" x 6.86" 1.72") W, D, H.
WEIGHT: 1.1kg (2.4lbs).
INCLUDED ACCESSORIES: 10 DC to DC cables 95cm (3.1ft) 

per cable, AC power cord.
OPTIONS: RK−1 19” rack adapter.
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The VA-50P is a 6-port 12V DC power supply. It replaces 
up to 6 separate 12 volt adapters for Kramer TOOLS™ 
and other models that use 12V DC power adapters.

6−Port Universal 12−Volt Power Supply

VA‑50P

TECHNICAL SPECIFICATIONS

INPUT POWER SOURCE: 230V AC, 50/60Hz, 
(115V AC, USA) 11.5VA.

OUTPUT: 6 12V DC outputs, maximum 500mA per 
output (only up to 4 outputs), maximum 
2000mA total current.

DIMENSIONS: 16.5cm x 12cm x 4.5cm 
(6.5” x 4.7” x 1.8”) W, D, H.

WEIGHT: 1kg (2.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, vertical stacking bracket, 

6 DC−to−DC cables.
OPTIONS: RK−1 19” rack adapter.
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FEATURES

 ● Replaces up to 6 Individual 12V DC Power Supplies - For 
Kramer TOOLS™, Kramer Pico TOOLS™, and Kramer 12V 
DC Desktop models.

 ● Max. Power - 2 amps: 500mA per output (up to each of 4 
outputs) or 333mA per output (up to each of 6 outputs).

 ● Compact Desktop - 2 units can be rack mounted 
side-by-side in a 1U rack space with the optional RK-1 
adapter.
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The KDS-EN1 is an H.264-based encoder for digital signals up 
to 3G HD-SDI, composite and component video, HDMI and balanced 
audio. All signals are encoded and transmitted as an IP stream of live 
video.

H.264 HD IP Encoder

KDS‑EN1

TECHNICAL SPECIFICATIONS

INPUTS: 1 SD/HD/3G HD−SDI, 75Ω on BNC 
connectors; 1 HDMI; 
1 component video (Y, Pb, Pr) on BNC 
connectors, 
1 composite video on a BNC connector.

OUTPUTS: 2 DVB−ASI on BNC connectors, 
1 IP UDP transport stream on an RJ−45 
connector, 
1 balanced stereo audio on a 5−pin 
terminal block.

SUPPORTED 
RESOLUTIONS:

1920x1080i @50/60Hz, 1440x1080i 
@50/60Hz, 1280x720p @50/60Hz, 
720x480i @60Hz, 720x576i @50Hz, 
1920x1080p @50/60Hz.

MAX. DIGITAL VIDEO 
INPUT/OUTPUT LEVEL: 800mVpp/75Ω.
MAX. DATA RATE: 3Gbps (3G HD−SDI), 72Mbps (DVB−ASI).
PACKET LENGTH: 188 bytes.
CONTROL: 1 TCP/IP on an RJ−45 Connector.
POWER CONSUMPTION: 100−240V AC 50/60Hz 24VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 9.41” x 1U (W, D, H) rack mountable.
WEIGHT: 1.8kg (3.97lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”.

FEATURES

 ● Max. Resolution - 1080p60.

 ● HDTV Compatible.

 ● Professional Encoder - H.264/MPEG4-AVC standard 
compliance.

 ● Multicast or Unicast Streaming - UDP or RTP protocol.

 ● Audio Encoding - MPEG Layer II (48kHz), supports AC3 
pass through.

 ● Audio Embedding Options - Select either embedded audio 
or to embed two independent audio groups.

 ● Web Interface - For remote management.

 ● Standard 19" (1U). Rack "ears" included.
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IP Set Top
Box

DVD

H.264 Decoder
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ETH

ETH

Balanced
Audio Player

Composite
Video Player

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

BC-2T Stereo Audio/Control Bulk Cable 8.19
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NEW

Kramer KDS-EN3 and KDS-DEC3 are an H.264 encoder and decoder 
for HDMI signals up to 1080p60. The KDS-EN3 provides unicast (one-
to-one) or multicast (one-to-many) streaming to the KDS-DEC3 decoder 
or computers running VLC© software. KDS-EN3 is also capable of 
recording the content to a network drive for later access.

H.264 Encoder, Recorder & Streamer/H.264 Decoder

KDS‑EN3/KDS‑DEC3

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 1 unbalanced stereo audio on a 3.5mm mini jack 
(line in) (KDS−EN3).

OUTPUTS: 1 HDMI, 1 VGA on a 15−pin HD connector, 
1 unbalanced stereo audio on a 3.5mm mini jack (KDS−EN3); 
1 HDMI, 1 unbalanced stereo audio on a 3.5mm mini jack 
(KDS−DEC3).

PORTS: 1 Ethernet on an RJ−45 connector, 
1 RS−232 on a 9−pin D−sub connector (KDS−EN3); 
2 Ethernet on RJ−45 connectors (fully switched), 
1 RS−232 on a 9−pin D−sub connector (KDS−DEC3).

VIDEO SINGLE 
CHANNEL HD: Up to 1920x1080p60 and 1920x1200(60Hz).
COMPRESSION STANDARD: H.264/Mpeg4 Part 10 (AVC).
PROFILES: Baseline, Main, High.
LEVELS: Up to 4.2.
BIT RATES: 100Kbps to 25Mbps.
RATE CONTROL: CBR, VBR, adjustable GOP (Group Of Pictures) size.
AUDIO COMPRESSION 
STANDARD: MPEG4 AAC−LC.
CHANNELS: 2 channel (stereo), HDMI with digital L−PCM audio.
ANALOG SAMPLE 
FREQUENCY: 32, 44.1, and 48kHz.
BIT RATES: 96, 128, 192, and 256Kbps.
INPUT RESOLUTIONS: 1920 × 1200, 1920 × 1080, 1680 × 1050, 1600 × 1200,  

1600 × 900, 1440 × 900, 1400 × 1050, 1360 × 768,  
1280 × 1024, 1280 × 960, 1280 × 720, 1024 × 768, 800 × 600, 
720 × 576, 720 × 480, and 640 × 480 (KDS−EN3).

OUTPUT RESOLUTIONS: 1600 × 900, 1440 × 900, 1400 × 1050, 1366 × 768, 1360 × 768, 
1280 × 1024 (KDS−EN3); 1280 × 960, 1280 × 768, 1280 × 720, 
1024 × 768, 852 × 480, 848 × 480, 800 × 600, 720 × 576, 
720 × 480, 640 × 480, 1600 × 900, 1440 × 900, 1400 × 1050, 
1366 × 768, 1360 × 768, 1280 × 1024, 1280 × 960, 1280 × 768, 
1280 × 720, 1024 × 768, 852 × 480, 848 × 480, 800 × 600, 
720 × 576, 720 × 480, 640 × 480 (KDS−DEC3).

MAXIMUM UNICAST 
CONNECTIONS: 8 (KDS−EN3).
POWER CONSUMPTION: 5V DC, 5A max.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.6cm × 2.6cm × 10.7cm (8.5" × 1.0" × 4.0") (KDS−EN3); 

12.8cm × 2.6cm × 10.9cm (5.05" × 1.02" × 4.29") (KDS−DEC3).
WEIGHT: 0.36kg (0.26kg).
INCLUDED ACCESSORIES: Power supply, power cord, plastic bracket set.

FEATURES

 ● AVC Support - MPEG-4 using H.264 & AAC codecs.
 ● Built-in Scaling and Frame Rate Control - For lower bandwidth consumption 
when distributing over the network.

 ● Open Encoding - Enable software decoding through VLC® player software.
 ● Streaming Support - Unicast and multicast through RTSP (Real Time 
Streaming Protocol).

 ● Manual & Scheduled Recording - To network storage option on encoders.
 ● KDS-EN3 Manager Software - Allows for multiple instances and remote 
management of the KDS-EN3 network; auto-detection and discovery of  
KDS-EN3/KDS-DEC3 units on a subnet (DHCP server required).

 ● RS-232 Virtualization - From encoder to decoder.
 ● Video Support - HDMI.
 ● Audio Support - HDMI or analog.
 ● Standard Ethernet Network Operation - 10/100/1000Mb.
 ● Compact DigiTools®.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The KDS-EN2T and KDS-EN2R are an IP-based transmitter and 
receiver for HDMI signals. Using JPEG2000 compression technology, 
the KDS-EN2T sends a visually lossless HD image with digital stereo 
over a 1000BaseT LAN to a KDS-EN2R receiver for multicasting, 
video wall and digital signage applications.

HDMI over IP Transmitter & Receiver

KDS‑EN2T/R

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector (KDS−EN2T), 
1 LAN connector (KDS−EN2R).

OUTPUT: 1 LAN connector (KDS−EN2T), 
1 HDMI connector (KDS−EN2R).

PORTS: Ethernet, RS−232.
MAX. RESOLUTION: 1080p.
STANDARDS COMPLIANCE: HDMI.
POWER CONSUMPTION: 5V DC, 900mA (KDS−EN2T); 5V DC, 650mA 

(KDS−EN2R).
OPERATING TEMPERATURE: 0° to +50°C (32° to 131°F).
STORAGE TEMPERATURE: −10° to +80°C (−49° to 162°F).
HUMIDITY: 10% to 85%, RHL non−condensing.
DIMENSIONS: 12.1cm x 9.0cm x 2.8cm (4.7" x 3.5" x 1.1") W, D, H.
WEIGHT: 0.8kg (1.76lbs) approx.
INCLUDED ACCESSORIES: 1 power supply, RS−232 Y−cable (KDS−EN2T), 

1 power supply (KDS−EN2R).

FEATURES

 ● High Flexibility - Flexible and scalable HDMI 1080p for video broadcasting 
with Gigabit Ethernet LAN.

 ● High Scalability - Over 200 receivers can tune to the same transmitter 
in multicast mode.

 ● High Quality - 1080p60 at bit-rates between 55Mbps and 100Mbps.

 ● Video Wall Feature - Up to 3x3 screens.

 ● Cost Efficient Infrastructure - Uses existing CATx cables.

 ● HDTV Compatible.

 ● Controls - Browser, PC application or DIP-switch configuration.

 ● RS-232 Pass-Thru - Controls the HDMI display from the transmitter side.

 ● Compact DigiTools® - Built-in mounting bracket..
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HDMI

KDS-EN2T

KDS-EN2R

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Kramer’s industry leading ProScale™ scalers and scaler/switchers simplify connectivity and provide the best 
possible image quality for any presentation and live event.

Kramer scalers and scaler/switchers convert video or computer graphic signals to match today’s fixed-resolution 
plasma displays, LCD monitors and LCD, DLP and LCoS projectors. Our scalers use the latest in digital signal 
processing technology. They provide the highest quality decoding, de-interlacing and motion compensation for 
the best possible image, free of motion artifacts. Our scaler/switchers, whether they use our FTB™ (Fade-
Thru-black) or two scaling engines for true “Seamless Switching” (like in our In-CTRL™ 
models), provide glitch-free switching for the smoothest possible presentation. 

Kramer also offers a comprehensive line of high-performance professional scan converters that can display a 
high-resolution image on an older style TV.

Whether you need a compact Kramer TOOLS™ solution or a 19-inch rack mount solution with RS-232 control 
and Ethernet, Kramer has the scan converter.

GROUP 7
SCALERS





SCALERS
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

7.1   VIDEO SCALERS

FC-340  3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI 2 3G HD-SDI
1 CV (BNC)

19” (1U) E/B/D 4.28

FC-340S 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI
2 AES-3id

2 3G HD-SDI
1 CV (BNC)
2 AES-3id

Desktop E/B/D 4.29

VM-5DS 1:5 Composite Video & Stereo Audio Distribution Amplifier 
& Scaler

1 CV 5 CV
1 VGA

19” (1U) U 1.16

VP-409 Video to Computer Graphics ProScale™ Digital Scaler (up to 
WUXGA)

1 CV
1 Y/C

1 VGA TOOLS N/A 7.4

VP-410 Composite Video & Stereo Audio to HDMI Scaler 1 CV 1 HDMI TOOLS U/E 7.5

VP-417 Video to Computer Graphics, DVI & HDTV ProScale™ Digital 
Scaler (up to WUXGA/1080p)

1 CV
1 Y/C

1 VGA/HD
1 DVI

MegaTOOLS™ N/A 7.6

VP-419xl Video to Computer Graphics/HDTV ProScale™ Digital Scaler 1 CV
1 Y/C
1 YUV
1 VGA

1 VGA Desktop N/A 7.7

VP-420 Computer Graphics Video & HDTV ProScale™ Digital Scaler 1 VGA/HD 1 VGA/HD MegaTOOLS™ N/A 7.8

VP-421 Computer Graphics Video & HDTV ProScale™ Digital Scaler 
(with DVI Output)

1 VGA/HD 1 VGA/HD
1 DVI

MegaTOOLS™ N/A 7.9

VP-422 HDMI to Computer Graphics Video & HDTV ProScale™ 
Digital Scaler

1 HDMI 1 VGA/HD MegaTOOLS™ U/E 7.10

VP-423 Computer Graphics ProScale™ Video−Wall Scaler 1 VGA/HD 1 VGA/HD MegaTOOLS™ N/A 7.11

VP-424  HDMI to HDMI ProScale™ Digital Scaler 1 HDMI 1 HDMI MegaTOOLS™ N/A 7.12

VP-425  Computer Graphics Video & HDTV to HDMI ProScale™ 
Digital Scaler

1 VGA/HD 1 HDMI MegaTOOLS™ U/E 7.13

VP-426 NEW HDMI/Computer Graphics Video & HDTV ProScale™ Digital 
Scaler

1 RGBHV/YPbPr
1 HDMI

1 RGBHV
1 HDMI

MegaTOOLS™ U/E 7.14

VP-427 NEW HDBaseT to HDMI ProScale™ Receiver/Scaler 1 HDBaseT
1 IR
1 RS-232

1 HDMI
1 IR
1 RS-232

MegaTOOLS™ E 7.15

VP-435 HDMI, Component & Computer Graphics Video to HDMI 
ProScale™ Digital Scaler

1 YUV/HD
1 VGA
1 HDMI

1 HDMI Desktop U/E 7.16

VP-470 3G HD−SDI ProScale™ Digital Scaler 1 3G HD-SDI 2 3G HD-SDI MegaTOOLS™ E 7.17

VP-472 3G HD−SDI to HDMI ProScale™ Digital Scaler 1 3G HD-SDI 1 HDMI MegaTOOLS™ E 7.18

VP-473 3G HD−SDI to Computer Graphics ProScale™ Digital Scaler 1 3G HD-SDI 1 VGA/HD MegaTOOLS™ U/E 7.19

VP-480 Composite Video & Stereo Audio to 3G HD−SDI ProScale™ 
Digital Scaler

1 CV 2 3G HD-SDI MegaTOOLS™ U/E 7.20

VP-481 DVI & Audio to 3G HD−SDI ProScale™ Digital Scaler 1 DVI-I 2 3G HD-SDI MegaTOOLS™ U/D/E 7.21

VP-482 HDMI to 3G HD−SDI ProScale™ Digital Scaler 1 HDMI 2 3G HD-SDI MegaTOOLS™ E 7.22

VP-483 Computer Graphics Video & Stereo Audio to 3G HD−SDI 
ProScale™ Digital Scaler

1 VGA/HD 2 3G HD-SDI MegaTOOLS™ U/E 7.23

7.2   PRESENTATION SCALER/SWITCHERS 

VP-436N 7−Input Analog & HDMI ProScale™ Presentation Digital 
Scaler/Switcher

1 CV
1 Y/C
2 YUV
1 VGA
2 HDMI

Scaled
- 1 VGA
- 1 RGBHV
- 1 HDMI

19” (1U) U/D/E 7.24

VP-437N  7−Input Analog & HDMI ProScale™ Presentation Digital 
Scaler/Switcher with Ethernet Control

1 CV
1 Y/C
2 YUV/HD
1 VGA
2 HDMI

Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (1U) U/D/E 7.26

VP-460 3−Input Analog & 3G HD−SDI ProScale™ Presentation 
Switcher/Scaler

1 VGA/HD
1 CV (RCA)
1 3G HD-SDI

Scaled
- 1 HDMI
- 1 3G HD-SDI

Desktop D/E 7.28

VP-461 3−Input Analog & HDMI ProScale™ Presentation Switcher/
Scaler

1 VGA/HD
1 HDMI
1 DP

Scaled
- 1 HDMI
- 1 VGA/HD

19” (1U) U/E 7.30
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

7.2   PRESENTATION SCALER/SWITCHERS (continued)

VP-553 NEW Boardroom Presentation Switcher/Dual Scaler 2 CAT 5
3 HDBaseT
3 HDMI
2 VGA/HD
2 CV (RCA)
4 USB-A

Scaled
- 1 HDBaseT
- 2 HDMI

19” (2U) U/B/
D/E

7.32

VP-690 9−Input HDMI, 3G HD−SDI & Analog ProScale™ Presentation 
Digital Scaler/Switcher with 2K Support

2 CV (RCA)
2 YUV
2 VGA/HD
2 HDMI
1 3G HD-SDI

Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (1U) U/D/E 7.34

VP-725N 21−Input ProScale™ Presentation Digital Scaler/Switcher Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV
- 4 VGA
- 4 HDMI

5 Unscaled
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI
3 Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (3U) E 7.36

VP-725NA 21−Input ProScale™ Presentation Digital Scaler/Switcher 
with Balanced Stereo Audio

Multi-Format
- 4 CV
- 4 Y/C
- 4 YUV
- 4 VGA
- 4 HDMI

5 Unscaled
- 1 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 HDMI
3 Scaled
- 1 VGA/HD
- 1 RGBHV
- 1 HDMI

19” (3U) E/B 7.38

VP-728 9−Input ProScale™ Presentation Scaler/Switcher 4 Universal
- CV
- Y/C
- YUV/HD
2 VGA
2 HDMI
1 USB-A

Scaled
- 1 VGA/HD
- 1 HDMI

19” (1U) U/D/E 7.40

VP-729 9−Input ProScale™ Presentation Scaler/Switcher with 
Ethernet Control

4 Universal
- CV
- Y/C
- YUV/HD
2 VGA
2 HDMI
1 USB-A

Scaled
- 1 VGA/HD
- 1 HDMI

19” (1U) U/D/E 7.42

VP-730 9−Input ProScale™ Presentation Scaler/Switcher with 
Speaker Outputs

2 Universal
- CV
- Y/C
- YUV/HD
4 VGA
2 HDMI
1 USB-A

Scaled
- 2 VGA/HD
- 1 HDMI

19” (1U) B/D/E 7.44

VP-731 9−Input ProScale™ Presentation Scaler/Switcher with 
Ethernet Control & Speaker Outputs

2 Universal
- CV
- Y/C
- YUV/HD
4 VGA
2 HDMI
1 USB-A

Scaled
- 2 VGA/HD
- 1 HDMI

19” (1U) B/D/E 7.46

VP-747 8x2:3 ProScale™ In−CTRL™ Dual Scaler Seamless Switcher 8 Universal
- CV
- Y/C
- YUV/HD
- RGBS
- RGBHV
2 HDMI/DVI

3 Program
- VGA/HD
- RGBHV
- HDMI/DVI
3 Preview
- VGA/HD
- RGBHV
- HDMI/DVI

19” (3U) E 7.48

VP-747T In−CTRL™ Remote Control Console with T−Bar 16 Buttons 4 RS-485 19” (4U) N/A 7.50
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DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR, RS-232, RS-485

K-NET

COLOR KEY

MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

7.2   PRESENTATION SCALER/SWITCHERS (continued)

VP-770 8−Input ProScale™ Presentation Switcher/Scaler with 
Speaker Output

2 HDMI
2 VGA/HD
1 YUV/HD
2 CV (RCA)
1 DP

Scaled
- 1 HDMI
- 1 VGA/HD
- 1 DGKat

19” (1U) U/B/
D/E

7.51

VP-771  9−Input ProScale™ Presentation Switcher/Scaler with 
Speaker Outputs

2 HDMI
2 VGA/HD
1 YUV/HD
2 CV (RCA)
1 DP
1 3G HD-SDI

Scaled
- 1 HDMI
- 1 VGA/HD
- 1 3G HD-SDI
- 1 DGKat

19” (1U) U/B/
D/E

7.53

VP-773AMP 8−Input HDMI & HDBaseT ProScale Presentation Switcher/
Scaler with 2K Support and Audio Power Amplifier

4 HDMI
2 VGA
1 CV
1 DP

Scaled
- 2 HDMI
- 1 HDBaseT

19” (1U) U/B/
D/E

7.55

VP-774AMP 9−Input HDMI & HDBaseT ProScale™ Presentation 
Switcher/Scalers with 2K Support and Audio Power Amplifier

4 HDMI
2 VGA
1 CV
1 DP
1 3G HD-SDI

Scaled
- 2 HDMI
- 1 HDBaseT
- 1 3G HD-SDI

19” (1U) U/B/
D/E

VP-790  8−Input ProScale™ Genlock Presentation Scaler/Switcher 2 CV
1 Y/C
1 YUV
1 VGA
1 DVI
1 HDMI
1 3G HD-SDI

Scaled
- 1 VGA
- 1 HDMI/DVI
- 1 3G HD-SDI

19” (1U) D/E 7.57

7.3   EVENT/BROADCAST SCALERS

VP-790  8−Input ProScale™ Genlock Presentation Scaler/Switcher 2 CV
1 Y/C
1 YUV
1 VGA
1 DVI
1 HDMI
1 3G HD-SDI

Scaled
- 1 VGA
- 1 HDMI/DVI
- 1 3G HD-SDI

19” (1U) D/E 7.57

VP-791 NEW 3G HD−SDI to DVI/HDMI Digital HQV Scaler with Color 
Correction & Geometric Processing

1 3G HD-SDI 1 HDMI/DVI MegaTOOLS™ E 7.59

VP-792 NEW Multi−Format to DVI/HDMI Digital HQV Scaler with Warp 
Mapping, HQV & Geometric Processing & Edge Blending

1 HDMI/DVI
1 YUV
1 VGA

1 HDMI/DVI MegaTOOLS™ E 7.60

VP-793 NEW Multi−Format to DVI/HDMI Digital Scaler with Professional 
Warping and Blending

1 HDMI
1 DVI (HDCP)
1 VGA

1 HDMI/DVI 19” (1U) D/E 7.61

VP-794 NEW 8−Input Universal Live Event Scaler/Switcher/Warp & Blend 
for Projection & LED Videowalls

1 HDMI
1 DVI (HDCP)
1 VGA
1 YUV
1 3G HD-SDI
1 CV (BNC)
1 CV (RCA)
1 s-Video

Scaled
- 1 HDMI/DVI
- 1 3G HD-SDI
- 1 VGA

19” (1U) D/E 7.62

7.4   SCAN CONVERTERS

FC-340  3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI 2 3G HD-SDI
1 CV (BNC)

19” (1U) E/B/D 4.28

FC-340S 3G HD−SDI Scaler/Embedder/Scan Converter 1 3G HD-SDI
2 AES-3id

2 3G HD-SDI
1 CV (BNC)
2 AES-3id

Desktop E/B/D 4.29

VP-501N Computer Graphics Video & HDTV Scan Converter 1 VGA/HD 1 CV
1 Y/C

TOOLS N/A 7.64

VP-505  3G HD−SDI Scan Converter 1 3G HD-SDI 1 CV
1 Y/C

MegaTOOLS™ U 7.65

VP-506 DVI & Computer Graphics Video Scan Converter 1 DVI-I 1 CV TOOLS N/A 7.66

VP-701xl Computer Graphics Video & HDTV Scan Converter 1 VGA/HD 2 CV
2 Y/C

Desktop N/A 7.67
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VP‑409
Video to Computer Graphics ProScale™ Digital Scaler (up to WUXGA)

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on an RCA connector; 
1 Y/C (s−Video), 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on 
a 4−pin connector.

OUTPUT: 1 VGA (VGA through WUXGA) on a 15−pin HD 
computer graphics video connector.

OUTPUT RESOLUTIONS: VGA, SVGA, XGA, 1280x800, 1366x768, WSXGA, 
SXGA, 1400x1050, 1680x1050, UXGA, 1920x1080, 
and WUXGA.

OUTPUT REFRESH RATE: 60Hz.
CONTROLS: Pushbuttons and LEDs for selection of input source 

and output resolution.
POWER CONSUMPTION: 5V DC, 550mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19” rack adapter.

The VP-409 is a high-quality video scaler for composite and s-Video 
(Y/C) video signals. The unit scales the video to a selectable 
computer graphics video output signal on a 15-pin HD connector.

CV IN

Composite
Video Player

s-Video PlayerPlasma
Display

5V DC

Y/C IN

OUTPUT

VGA

Y/C CV

FEATURES

 ● CV and Y/C Inputs.

 ● Multi-Standard - PAL (B/D/G/H/I) & NTSC (3.58/4.43).

 ● Output Resolutions - VGA, SVGA, XGA, 1280x800, 1366x768, 
WSXGA, SXGA, 1400x1050, 1680x1050, UXGA, 1920x1080, and 
WUXGA.

 ● Built-in De-interlacer and Comb Filter.

 ● Non-Volatile Memory - Retains last settings.

 ● Controls - Front panel buttons for choosing input signal and output 
resolution.

 ● External DC Power Source.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C - $
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VP‑410
Composite Video & Stereo Audio to HDMI Scaler

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on an RCA connector; 
1 unbalanced stereo audio, 1Vpp/47kΩ on RCA 
connectors.

OUTPUT: 1 HDMI.
OUTPUT RESOLUTIONS: HDTV: 480p, 576p, 720p, 1080i, 1080p.
PROCESSING DELAY: 2 frames.
CONTROLS: Front panel buttons for output resolution and menu 

driven OSD control.
ADDITIONAL CONTROLS: Contrast, brightness, saturation, hue, auto sync, 

aspect ratio, overscan, noise reduction.
POWER CONSUMPTION: 5V DC, 430mA.
DIMENSIONS: 12cm x 6.9cm x 2.4cm (4.72” x 2.72” x 0.94”) W, D, H.
WEIGHT: 0.4kg (0.88lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: 19" rack adapter RK−3T.

The VP-410 is a high-performance scaler for composite video and 
audio to HDMI signals. It scales the composite video, embeds stereo 
audio and converts the signal to an HDMI output.

CV IN

Composite
Video Player

5V DC

A
 I

UDIO N

HDMI OUT

HDMI

CV

LEFT
RIGHT

LCD Display/
Plasma Display

Audio

FEATURES

 ● HDTV Compatible.

 ● Output Resolutions - 480p, 576p, 720p, 1080i and 1080p.

 ● Controls - Front panel with On-Screen Display (OSD).

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C P o []
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VP‑417
Video to Computer Graphics, DVI & HDTV ProScale™ Digital Scaler (up to WUXGA/1080p)

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
1 Y/C (s−Video), 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C) on 
a 4−pin connector.

OUTPUTS: 1 DVI−D on a DVI−I connector;  
1 VGA on a 15−pin HD (F) connector.

OUTPUT RESOLUTIONS: PC: VGA, SVGA, XGA, 1280x800, WXGA, WSXGA, 
SXGA, 1400x1050, 1680x1050, UXGA, WUXGA, 
1920x1080, Native; HDTV: 480p, 576p,  
720p @50/60Hz, 1080i @50/60Hz, 1080p @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 50/60Hz for 
HDTV resolutions.

CONTROLS: Input selection, output resolution selection, Menu, 
Enter, - and + front panel buttons.

POWER CONSUMPTION: 5V DC, 560mA.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 1.0") W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-417 is a high-performance scaler for composite video 
and s-Video signals. The unit scales a video signal to a selectable 
computer graphics video or HDTV output signal on 15-pin HD and 
DVI-D connectors simultaneously.

CV IN

DVI OUT

5V DC

PC/HD OUT

VGA

DVI Projector PC Display

CV

Y/C IN

Composite
Video Player

s-Video Player

Y/CDVI

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Multiple Formats - Supports composite and s-Video inputs and 
computer, HDTV and DVI outputs.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Non-Volatile Memory - Saves final settings.

 ● Multiple Aspect Ratio Selections.

 ● Digital Noise Reduction - On/Off.

 ● Controls - Front panel buttons, on-screen menus.

 ● HD Indicator LED.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-DM/DM DVI Copper Cable 8.42

C - % G []{_
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The VP-419xl is a high-performance digital scaler for composite, 
s-Video and component (480i/576i) video signals. It scales a video 
input to a selectable computer graphics video or HDTV output 
resolution.

Video to Computer Graphics/HDTV ProScale™ Digital Scaler
VP‑419xl

FEATURES

 ● Computer Graphic Output Resolutions - 640x480, 
800x600, 1024x768 and 1280x1024.

 ● HDTV Compatible.

 ● HDTV Output Resolutions - 480p, 576p, 720p and 1080i.

 ● Multi-Standard - NTSC & PAL-B/G/I/D.

 ● Built-in Proc Amp - Color, hue (NTSC only), sharpness, 
contrast, and brightness.

 ● 3D Comb Filter.

 ● 3:2 Pull Down Video Processing - Auto detection.

 ● Multiple Aspect Ratio Selections - 4x3 or 16x9.

 ● Digital Noise Reduction.

 ● Computer Graphics/HDTV (15-pin HD) Pass-thru.

 ● Flexible Control Options - Front panel buttons, IR remote 
(with on-screen menus).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

SXGA/HD OUT

COMPONENT

INPUTS

12V DC

YC

SXGA PASS

CV

CB

Y

CR

Plasma
Display

Computer Graphics
Source

s-Video
Camcorder

DVD Player

Composite
Video Player

Y/C

CV

YUV

VGA

VGA

TECHNICAL SPECIFICATIONS

INPUTS: 1 computer graphics on a 15−pin HD (F) 
connector;
1 composite video on an RCA connector;
1 component video (Y, Cb, Cr) on RCA 
connectors (480i, 576i);
1 s−Video on a 4−pin connector.

OUTPUT: 1 RGB/YPbPr on a 15−pin HD (F) 
connector.

OUTPUT RESOLUTION: PC: VGA, SVGA, XGA, SXGA, UXGA, 
WXGA, WXGA+, WSXGA+ 
HDTV: 480p, 576p, 720p50, 720p60, 
1080i50, 1080i60, 1080p50, 1080p60.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

CONTROLS: Front panel buttons and infrared remote 
for menu driven OSD control.

ADDITIONAL CONTROLS: Contrast, brightness, color, tint and 
sharpness; resolution, output image 
scaling, output mode, 3D comb filter 
function and aspect ratio.

POWER CONSUMPTION: 12V DC, 500mA.
DIMENSIONS: 21.5cm x 16cm x 4.36cm  

(8.46” x 6.4” x 1.7”) W, D, H.
WEIGHT: 0.66kg (1.45lb) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control.
OPTIONS: RK−1 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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Computer Graphics Video & HDTV ProScale™ Digital Scaler

VP‑420

VP-4
20

PC / H
D S

caler

RGB

5V DC

PC/HD INPUT

PC/HD OUTPUT

PC

VGA

Projector

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Multiple Formats - Supports component (YPbPr) and VGA inputs and 
outputs.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Digital Noise Reduction - On/Off.

 ● Controls - Front panel buttons, on-screen menus.

 ● Multiple Aspect Ratio Selections.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-420 is a high-performance digital scaler for computer 
graphics video and HDTV signals. It up- or down-scales the input to a 
selectable computer graphics video or HDTV output signal on a 15-pin 
HD connector.

TECHNICAL SPECIFICATIONS

INPUT: 1 PC/HD on a 15−pin HD connector, RGBHV/YPbPr.

OUTPUT: 1 PC/HD on a 15−pin HD connector, RGBHV/YPbPr.

OUTPUT RESOLUTIONS: PC: VGA, SVGA, XGA, 1280x800, UXGA, SXGA, 
WXGA, SXGA+, WXGA+, WSXGA, WUXGA; HDTV: 
480p, 576p, 720p @50/60Hz, 1080p @50/60Hz, 
1080i @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

PROCESSING DELAY: 3 frames.
CONTROLS: Front panel buttons, ON and component output LEDs.
POWER CONSUMPTION: 5V DC, 800mA.
DIMENSIONS: 21.5cm x 16.3cm x 4.36cm  

(8.46” x 6.4” x 1.7”) W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17
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Computer Graphics Video & HDTV ProScale™ Digital Scaler (with DVI Output)

VP‑421

DVI OUTPUT
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PC / H
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PC
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FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Multiple Formats - Supports component (YPbPr) and VGA inputs and 
outputs.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Digital Noise Reduction - On/Off.

 ● Controls - Front panel buttons, on-screen menus.

 ● Multiple Aspect Ratio Selections.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-421 is a high-performance digital scaler for computer 
graphics video and HDTV signals. It up- or down-scales the input to a 
selectable computer graphics video or HDTV output signal on a 15-pin 
HD and DVI connector.

TECHNICAL SPECIFICATIONS

INPUT: 1 PC/HD on a 15−pin HD connector, RGBHV/YPbPr.

OUTPUTS: 1 PC/HD on a 15−pin HD connector, RGBHV/YPbPr;
1 DVI−D on a DVI−I connector.

OUTPUT RESOLUTIONS : PC: VGA, SVGA, XGA, 1280x800, UXGA, SXGA, 
WXGA, SXGA+, WXGA+, WSXGA, WUXGA; 
HDTV: 480p, 576p, 720p @50/60Hz, 1080p 
@50/60Hz, 1080i @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

PROCESSING DELAY: 3 frames.
CONTROLS: Front panel buttons, ON and component output LEDs.
POWER CONSUMPTION: 5V DC, 1A.
DIMENSIONS: 19cm x 13.5cm x 2.5cm  

(7.5” x 5.3” x 0.98”) W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-DM/DM DVI Copper Cable 8.42
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HDMI to Computer Graphics Video & HDTV ProScale™ Digital Scaler

VP‑422
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FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Controls - Front panel with On-Screen Display (OSD).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-422 is a high-performance digital scaler for non-HDCP 
encrypted HDMI signals. It up- or down-scales the input to a 
selectable computer graphics video or HDTV output signal on a 15-pin 
HD connector and de-embeds the audio to an unbalanced stereo 
signal.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 1 computer graphics (RGBHV)/HDTV (YPbPr)  

on a 15−pin HD connector (selectable);  
1 unbalanced stereo audio on RCA connectors.

OUTPUT RESOLUTIONS: PC: VGA, SVGA, XGA, SXGA, UXGA, WXGA, WSXGA, 
WUXGA, 1280x800, WXGA+, SXGA+, 1600x900, 
1080pRGB
HDTV: 480p, 576p, 720p @50/60Hz,  
1080p @50/60Hz, 1080i @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

PROCESSING DELAY: 3 frames.
CONTROLS: Front panel buttons, ON and component output LEDs.
POWER CONSUMPTION: 5V DC, 1.1A.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm  

(7.4” x 4.5” x 0.98”) W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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Computer Graphics ProScale™ Video−Wall Scaler

VP‑423
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FEATURES

 ● Max. Resolution - WUXGA.

 ● Looping Input - For daisy-chaining the source input to the next VP-423 
unit.

 ● Video Wall Size - Menu selectable up to 4x4. One VP-423 is required 
for each display of the video wall matrix.

 ● Controls - Front panel with On-Screen Display (OSD).

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-423 is a high-performance digital scaler for computer 
graphics signals up to WUXGA. The units can be used to create a 
video wall of up to 4x4 displays. Each display in a VP-423 video wall 
requires a dedicated VP-423.

TECHNICAL SPECIFICATIONS

INPUT: 1 computer graphics with loop on 15−pin HD 
connectors.

OUTPUT: 1 computer graphics on a 15−pin HD connector.
OUTPUT RESOLUTIONS: 640x480 (VGA), 800x600 (SVGA), 1024x768 (XGA), 

1280x768, 1280x800 (WXGA), 1280x1024 (SXGA), 
1366x768, 1440x900 (WXGA+), 1400x1050 
(SXGA+), 1680x1050 (WSXGA), 1600x1200 (UXGA), 
1920x1200 (WUXGA), 1280x720 50/60Hz, 
1920x1080 50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions,  
50/60Hz for HD resolutions.

PROCESSING DELAY: 3 frames.
CONTROLS: Front panel buttons, ON LED.
POWER CONSUMPTION: 5V DC, 790mA.
DIMENSIONS: 18.8cm x 11.4cm x 2.45cm  

(7.4” x 4.5” x 0.98”) W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

% []{_

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

7.11

S
C

A
L

E
R

S

S C A L E R S    V I D E O  S C A L E R S



HDMI to HDMI ProScale™ Digital Scaler

VP‑424

DVD Player

HDMI
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FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Digital Noise Reduction - On/Off.

 ● Controls - On-screen menus, Freeze button.

 ● Non-Volatile Memory - Saves final settings.

 ● Multiple Aspect Ratio Selections.

 ● USB Port - For firmware upgrades.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-424 is a high-performance digital scaler for HDMI signals. It 
up- or down-scales the input to a selectable resolution on an HDMI 
connector.

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUT: 1 HDMI connector.
OUTPUT RESOLUTIONS: Native, 480p, 576p, 720P, 1080i, 1080p, 

640x480, 800x600, 1024x768, 1280x800, 
1280x1024, 1360x768, 1400x1050, 1440x900, 
1600x900, 1600x1200, 1680x1050, and 
1920x1200(RB).

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions, follow input.

PROCESSING DELAY: 20ms.
CONTROLS: Front panel buttons, ON and input LEDs.
POWER CONSUMPTION: 5.2V DC, 630mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm  

(7.4" x 4.5" x 0.9") W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Built-in ProcAmp - Color, sharpness, brightness, contrast, etc.

 ● Controls - Front panel with On-Screen Display (OSD).

 ● USB Port - For firmware upgrade.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-425 is a high-performance digital scaler for computer 
graphics video and component HDTV signals. It up- or down-scales 
the input and embeds the stereo audio into the non-HDCP encrypted 
HDMI output.

Computer Graphics Video & HDTV to HDMI ProScale™ Digital Scaler

VP‑425

TECHNICAL SPECIFICATIONS

INPUTS: 1 VGA on a 15−pin HD connector, RGBHV/YPbPr 
(selectable); 1 unbalanced stereo audio on RCA 
connectors.

OUTPUT: 1 DVI/HDMI on an HDMI connector.
INPUT RESOLUTIONS: PC: VGA, SVGA, XGA, 1280x800, UXGA, SXGA,  

WXGA, SXGA+, WXGA+, WSXGA, WUXGA;
HDTV: 480p, 576p, 720p @50/60Hz,  
1080p @50/60Hz, 1080i @50/60Hz.

PROCESSING DELAY: 30ms approx.
CONTROLS: Front panel buttons, ON and component output LEDs.
POWER CONSUMPTION: 5V DC, 400mA.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 0.98”) W, D, H.
WEIGHT: 0.66kg (1.45lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

DVD Player

HDMI

Plasma 
Display

COMP.

Audio

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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HDMI/Computer Graphics Video & HDTV ProScale™ Digital Scaler

VP‑426
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FEATURES

 ● Inputs - RGBHV, YPbPr or HDMI.

 ● Outputs - RGBHV and HDMI simultaneously.

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Input Auto-Scanning.

 ● Analog/Embedded Audio Support.

 ● Built-In ProcAmp - Color, hue, sharpness, contrast, and brightness 
controls.

 ● Control - Front panel, OSD (on screen display), contact closure.

 ● Non-Volatile Memory - Saves final settings.

 ● Freeze Button.

 ● Contact Closure - For remote switching of sources.

 ● USB Port - For upgrading firmware.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The VP-426 is a high-performance digital scaler for computer 
graphics/HDTV and HDMI signals. The unit up- or down-scales 
computer graphics and HDTV signals to resolutions of up to WUXGA 
and 1080p.

TECHNICAL SPECIFICATIONS

INPUTS: 1 PC/HD (RGBHV/YPbPr) on a 15−pin HD connector, 
1 HDMI connector,  
2 unbalanced stereo audio connectors on 3.5mm 
mini jacks.

OUTPUTS: 1 PC (RGBHV) on a 15−pin HD connector,  
1 HDMI connector,  
1 unbalanced stereo audio connector on a 3.5mm 
mini jack.

OUTPUT RESOLUTIONS: NATIVE, VGA, SVGA, XGA, SXGA, UXGA, WXGA, 
WSXGA, WUXGA, 1600x900, 1400x1050, 
1440x900, 1280x800, 1080i60, 1080p60, 
1080p50, 1080i50, 720p60, 720p50, 576i, 576p, 
480i, 480p.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

VIDEO LATENCY: Progressive input: 30ms (approx.); 
Interlaced input: 50ms (approx.).

CONTROLS: Front panel buttons, 1 remote contact closure  
on a 3−pin terminal block connector,  
1 USB for programming.

INDICATORS: ON, HDMI and PC LEDs.
POWER CONSUMPTION: 5V DC, 1.1A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1.0”) W, D, H.
WEIGHT: 0.45kg (1.0lb).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49
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FEATURES

 ● Max. Data Rate - 6.75Gbps (2.25Gbps per graphic channel).

 ● Bidirectional RS-232 Port - For embedding/de-embedding control 
commands in the HDBaseT data stream.

 ● Infrared Input and Output Ports - For controlling devices over the 
HDBaseT data stream.

 ● System Range - Up to 70m (230ft).

 ● Embedded Audio - Support for LPCM 2CH.

 ● Constant Output Sync - Even when the input video signal is lost or 
interrupted.

 ● ProcAmp Control - Contrast, brightness, fine tune & R, G, B level/gain.

 ● On-Screen Display (OSD) - For easy setup and adjustment, accessible 
via the front-panel buttons.

 ● Non-Volatile Memory - Saves final settings.

 ● Freeze Button.

 ● USB Port - For upgrading firmware.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The Kramer VP-427 is a receiver/scaler for HDBaseT twisted pair, 
HDMI, bidirectional RS-232 and IR signals. The unit receives an 
HDBaseT signal that it converts to HDMI, IR and RS-232 signals. It 
up- or down-scales the picture to match the resolution of the HDMI 
monitor.

HDBaseT to HDMI ProScale™ Receiver/Scaler

VP‑427

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDBaseT twisted pair on an RJ−45 connector,  
1 IR on a 3.5mm mini jack.

OUTPUTS: 1 HDMI connector, 1 IR on a 3.5mm mini jack.
PORTS: 1 bidirectional RS−232 port on a 9−pin D−sub 

connector.
OUTPUT RESOLUTIONS: NATIVE, VGA, SVGA, XGA, SXGA, UXGA, WXGA, 

WSXGA, WUXGA, 1600x900, 1400x1050, 
1440x900, 1280x800, 1080i60, 1080p60, 1080p50, 
1080i50, 720p60, 720p50, 576i, 576p, 480i, 480P.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions,  
50/60Hz for HDTV resolutions.

LATENCY: 30ms approx.
VIDEO COLOR DEPTH: Input: 8/10/12−bit, output: 8−bit.
EMBEDDED AUDIO: Supports LPCM 2CH.
RS-232 BAUDRATE: 115200bps max.
CONTROLS: Front panel buttons, 1 USB for programming.
INDICATORS: ON LED.
POWER CONSUMPTION: 5V DC, 1.5A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
OPTIONS: RK−T2B 19” rack adapter.
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1.0”) W, D, H.
WEIGHT: 0.45kg (1.0lb).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-T2B 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24
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The VP-435 is a high-quality format converter for component video, 
computer graphics video, HDMI video and unbalanced stereo audio 
signals. It scales the selected video signal to a computer graphics or 
HDTV output resolution, embeds the audio and outputs an HDMI signal.

HDMI, Component & Computer Graphics Video to HDMI ProScale™ Digital Scaler

VP‑435

FEATURES

 ● HDTV Compatible.

 ● HDCP Compliant.

 ● Output Resolutions (Front Panel) - 480p, 576p, 720p, 
1080i, and 1080p.

 ● Output Resolutions (On-Screen Menu) - 480i, 480p, 576i, 
576p, 720p, 1080i, 1080p, VGA, SVGA, XGA, WXGA, 
SXGA, WSXGA, UXGA, WUXGA, NATIVE.

 ● ProcAmp Controls - Brightness, contrast, hue, saturation 
& sharpness.

 ● HDMI Input - Embedded audio or 3.5mm connector for 
stereo audio.

 ● HDTV Compatible Component Input.

 ● Computer Graphics Video Input - 15-pin HD connector and 
3.5mm connector for stereo audio.

 ● Multiple Aspect Ratio Selections - Full, overscan, 
underscan, letterbox & panscan.

 ● Control - Front panel and contact closure switching. Front 
panel and IR remote (included) for on-screen menu.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI connector;  
1 UXGA on a 15−pin HD (F) connector;  
1 component video on 3 RCA connectors;  
1 unbalanced stereo audio on a 3.5mm 
mini jack connector (for the HDMI input); 
1 unbalanced stereo audio on a 3.5mm 
mini jack connector (for the UXGA input); 
1 unbalanced stereo audio (left and right) 
on RCA connectors.

OUTPUT: 1 HDMI connector.
OUTPUT COLORSPACE: RGB.
OUTPUT RESOLUTIONS: 1080i, 1080p, 576i, 576p,  

720p, 1080i, 1080p, WXGA,  
WSXGA, WUXGA, 1280x800,  
WXGA+, SXGA+, NATIVE, VGA, 
SVGA, XGA, SXGA, UXGA, 480i, 
 480p, 1600x900.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 
50/60Hz for HDTV resolutions.

PROCESSING DELAY: 30ms approx.
CONTROLS: Front panel buttons,  

contact closure and  
infrared remote for menu  
driven OSD control.

ADDITIONAL CONTROLS: Contrast, brightness, hue, saturation 
and sharpness; red, green and blue; 
resolution, image size.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing
POWER CONSUMPTION: 12V DC, 800mA.
DIMENSIONS: 21.5cm x 16.1cm x 4.36cm  

(8.46” x 6.34” x 1.7”) W, D, H.
WEIGHT: 1.1kg (2.43lb) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control.
OPTIONS: RK−1 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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VP‑470
3G HD−SDI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with reclocked and equalized loop 
on a BNC connector.

OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
INPUT RESOLUTIONS: SDTV: 480i @59.94Hz, 576i @50Hz; 

HDTV: 720p @50/59.94/60Hz, 
1080i @50/59.94/60Hz, 1080p 
@23.98/24/25/29.97/30Hz, 1080sF 
@23.98/24/25/29.97/30Hz;
3G: 1080p @50/59.94/60. 
1080sF @23.98/24 inputs don't support 480i/576i 
output for 1080sF25/29.97/30 inputs, the OSD info. 
shows 1080i50/59.94/60.

OUTPUT RESOLUTIONS : SDTV: 480i @59Hz, 576i @50Hz;
HDTV: 720p @50/59.94/60Hz, 
1080i @50/59.94/60Hz, 1080p 
@23.98/24/25/29.97/30Hz;
3G: 1080p @50/59.94/60Hz.

OUTPUT SIZE: Full, panscan, letterbox, underscan, overscan.
PROCESSING DELAY: 30ms.
CONTROLS: Menu, OSD, Reset to 1080p or 720p and Freeze front 

panel buttons.
POWER CONSUMPTION: 5V DC, 440mA.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.75kg (1.7lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-470 is a high-performance digital scaler for 3G HD-SDI 
signals. It up- or down-scales the incoming SDI signal to resolutions 
up to 1080p and routes it to two identical SDI outputs.

5V DC

SDI

Local SDI Display SDI Display

Broadcast SDI
Camera

SDI SDI

SDI

Non-Linear Editor

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● Looping Input - Reclocked and equalized.

 ● Selectable Output Size & Aspect Ratio - Full, panscan, letterbox, 
underscan and overscan settings.

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● USB Port - For firmware upgrade.

 ● Controls - Front panel buttons with OSD (on screen display).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI Bulk Cable 8.8
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VP‑472
3G HD−SDI to HDMI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with reclocked and equalized loop 
on BNC connectors.

OUTPUTS: 1 HDMI on an HDMI connector.
OUTPUT RESOLUTIONS : Native, 1920x1080p @50 (HD 1080),  

1280x720p @50 (HD 720), 720x576p @50, 
1920x1080p (HD 1080), 1280x720p (HD 720), 
720x480p (NTSC), 1920x1200p (WUXGA), 
1600x1200 (UXGA), 1680x1050 (WSXGA+), 
1400x1050 (SXGA+), 1440x900, 1280x1024 (SXGA), 
1280x800 (WXGA), 1360x768, 1280x768 (WXGA), 
1024x768 (XGA), 800x600 (SVGA); 
PC: VGA, SVGA, XGA, 1280x800, UXGA, SXGA, WXGA, 
SXGA+, WXGA+, WSXGA, WUXGA; 
SDTV: 480p and 576p; 
HDTV: 720p @50/60Hz, 1080p @50/60Hz,  
1080i @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 50/60Hz for 
HDTV resolutions.

OUTPUT SIZE: Full, panscan, letterbox, underscan, overscan.
PROCESSING DELAY: 30ms.
CONTROLS: Menu, Enter, “-“ and +/Freeze front panel buttons.
POWER CONSUMPTION: 5V DC, 1.5A.
DIMENSIONS: 18.8cm x 13.4cm x 2.4cm (7.4” x 5.3” x 1”) W, D, H.
WEIGHT: 0.75kg (1.7lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-472 is a high-performance digital scaler for 3G HD-SDI 
signals. It up- or down-scales the incoming video to computer 
graphics, SD or HD video resolutions that it outputs to an HDMI 
connector.

5V DC

SDI

Display
Digital

Camera

SDI HDMI

Plasma
Display

FEATURES

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.

 ● Looping Input - Reclocked and equalized.

 ● Video Output - HDMI.

 ● Computer Graphics Resolutions - SVGA, XGA, 1360x768,  
WXGA, SXGA, 1440x900, SXGA+, WSXGA+, UXGA, WUXGA, 
720x576 @50Hz, 720x480 (NTSC), 1280x720 @50/60Hz (HD 
720), 1920x1080 @50/60Hz (HD 1080).

 ● Selectable Output Size & Aspect Ratio - Full, panscan, letterbox, 
underscan and overscan settings.

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons, OSD.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8
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VP‑473
3G HD−SDI to Computer Graphics ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with reclocked and equalized loop 
on BNC connectors.

OUTPUTS: 1 PC/HD on 15−pin HD connector,  
1 unbalanced stereo audio on RCA connectors.

OUTPUT RESOLUTIONS : Native, 1920x1080p @50 (HD 1080), 1280x720p @50 
(HD 720), 720x576p @50, 1920x1080p (HD 1080), 
1280x720p (HD 720), 720x480p (NTSC),  
1920x1200p (WUXGA), 1920x1080, 1600x1200 
(UXGA), 1680x1050 (WSXGA+), 1400x1050 (SXGA+), 
1440x900, 1280x1024 (SXGA), 1280x800 (WXGA), 
1360x768, 1280x768 (WXGA), 1024x768 (XGA), 
800x600 (SVGA), 640x480 (VGA); PC: VGA, SVGA,  
XGA, 1280x800, UXGA, SXGA, WXGA, SXGA+,  
WXGA+, WSXGA, WUXGA; SDTV: 480p @60Hz and 
576p @50Hz; HDTV: 720p @50/60Hz,  
1080p @50/60Hz, 1080i @50/60Hz.

OUTPUT REFRESH RATE: 60Hz for computer graphics resolutions, 50/60Hz for 
HDTV resolutions.

OUTPUT SIZE: Full, panscan, letterbox, under 2, under 1, overscan.
PROCESSING DELAY: 30ms.
CONTROLS: Menu, OSD and freeze front panel buttons.
POWER CONSUMPTION: 5V DC, 1.3A.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.75kg (1.7lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−2TB 19" rack adapter.

The VP-473 is a high-performance digital scaler for 3G HD-SDI 
signals. It up- or down-scales the incoming video to computer 
graphics, SD or HD video resolutions that it outputs to a 15-pin HD 
connector. It also de-embeds the audio to unbalanced stereo audio 
on RCA connectors.
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SDI

Display
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SDI
Audio L/R
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Display
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FEATURES

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.

 ● Looping Input - Reclocked and equalized.

 ● Video Output - 15-pin HD.

 ● Audio Output - Unbalanced stereo audio on RCA connectors.

 ● Computer Graphics Resolutions - SVGA, XGA, 1360x768, WXGA, 
SXGA, 1440x900, SXGA+, WSXGA+, UXGA, WUXGA, 720x576 
@50Hz, 720x480 (NTSC), 1280x720 @50/60Hz (HD 720), 
1920x1080 @50/60Hz (HD 1080).

 ● Selectable Output Size & Aspect Ratio - Full, panscan, letterbox, 
underscan and overscan settings.

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons with OSD (On-Screen Display).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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VP‑480
Composite Video & Stereo Audio to 3G HD−SDI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video on a BNC connector,  
1 unbalanced stereo audio on 2 RCA connectors.

OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
INPUT RESOLUTIONS: See the document “Kramer Scalers Input−Output 

Resolutions” available for download in the Downloads 
tab.

OUTPUT RESOLUTIONS: 720p, 1080p SF30/29/25,  
1080p @30/29/25/24/23,  
1080p @59, 1080i @59, 720p @59, 480i @59, 
576i, 1080p @50, 1080i @50, 720p @50, 1080p, 
1080i (all resolutions also output @60Hz).

OUTPUT SIZE: Full, panscan, best fit, letterbox, underscan, 
overscan.

PROCESSING DELAY: 30ms.
CONTROLS: Menu, Enter, “-“ and +/Freeze front panel buttons.
POWER CONSUMPTION: 5V DC, 1.53A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.47kg (1.04lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-480 is a high-performance digital scaler for composite video 
and unbalanced stereo audio signals. The unit embeds the audio in 
the video stream and scales it to two SDI, HD-SDI or 3G HD-SDI 
signals.

SDI

Composite
Video Player Non-linear Editor

Display
with Speakers

SDI

AudioCV

FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● Video Inputs - Composite video on a BNC connector.

 ● Audio Input - Unbalanced stereo audio on RCA connectors.

 ● Output Resolutions - Up to 1080p (3G HD-SDI).

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons with OSD (on screen display).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI 

Bulk Cable

8.8
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VP‑481
DVI & Audio to 3G HD−SDI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUTS: 1 DVI/HDMI on a DVI−I connector,  
1 S/PDIF digital audio on an RCA connector,  
1 unbalanced stereo audio on 2 RCA connectors.

OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
INPUT RESOLUTIONS: See the document “Kramer Scalers Input−Output 

Resolutions” available for download in  
the Downloads tab.

AUDIO INPUT SAMPLE RATE: 48kHz.
OUTPUT RESOLUTIONS: 720p, 1080p SF30/29/25,  

1080p @30/29/25/24/23, 1080p @59,  
1080i @59, 720p @59, 480i @59, 576i,  
1080p @50, 1080i @50, 720p @50, 1080p,  
1080i (all resolutions also output @60Hz).

OUTPUT SIZE: Full, panscan, letterbox, underscan, overscan, best fit.
AUDIO INPUT SAMPLE RATE: 48kHz.
PROCESSING DELAY: 20ms.
CONTROLS: Menu, OSD and Freeze front panel buttons.
POWER CONSUMPTION: 5V DC.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.47kg (1.04lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-481 is a high-performance digital scaler for DVI signals. The 
unit embeds S/PDIF or stereo audio into the video and up- or down-
scales to two SDI, HD-SDI or 3G HD-SDI signals.

SDI

SDI

Audio

SDI VTR

Display

Multimedia
Player
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FEATURES

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.

 ● Video Input - DVI-D on a DVI-I connector.

 ● Audio Input - S/PDIF & unbalanced stereo audio.

 ● Output Resolutions - Up to 1080p (3G HD-SDI).

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons with OSD (on screen display).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI 

Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-RVM/RVM RCA Composite Video Cable 8.35
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VP‑482
HDMI to 3G HD−SDI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUT: 1 HDMI connector.
OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
INPUT RESOLUTIONS: See the document “Kramer Scalers Input−Output 

Resolutions” available for download in the  
Downloads tab.

OUTPUT RESOLUTIONS: 720p, 1080p SF30/29/25,  
1080p @30/29/25/24/23, 1080p @59,  
1080i @59, 720p @59, 480i @59, 576i,  
1080p @50, 1080i @50, 720p @50, 1080p,  
1080i (all resolutions also output @60Hz).

OUTPUT SIZE: Full, panscan, best fit, letterbox, underscan, overscan.
AUDIO INPUT SAMPLE RATE: 48kHz.
PROCESSING DELAY: 30ms.
CONTROLS: Menu, Enter, “-“ and +/Freeze front panel buttons.
POWER CONSUMPTION: 5V DC, 1.53A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.47kg (1.04lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-482 is a high-performance digital scaler for HDMI signals. 
It up- and down-scales the input to two SDI, HD-SDI or 3G HD-SDI 
signals and supports embedded audio.
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Display
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FEATURES

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.

 ● Input - Non-HDCP encrypted HDMI or DVI signal on an HDMI connector.

 ● Output Resolutions - Up to 1080p (3G HD-SDI).

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons, OSD.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8
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VP‑483
Computer Graphics Video & Stereo Audio to 3G HD−SDI ProScale™ Digital Scaler

TECHNICAL SPECIFICATIONS

INPUTS: 1 computer graphics/component on  
15−pin HD (F) connector,  
1 unbalanced stereo audio on 2 RCA connectors.

OUTPUTS: 2 SD/HD/3G HD−SDI on BNC connectors.
INPUT RESOLUTIONS: See the document “Kramer Scalers Input−Output 

Resolutions” available for download in the  
Downloads tab.

OUTPUT RESOLUTIONS: 720p, 1080p SF30/29/25,  
1080p @30/29/25/24/23, 1080p @59,  
1080i @59, 720p @59, 480i @59, 576i,  
1080p @50, 1080i @50, 720p @50, 1080p,  
1080i (all resolutions also output @60Hz).

OUTPUT SIZE: Full, panscan, letterbox, underscan, overscan.
PROCESSING DELAY: 20ms.
CONTROLS: Menu, OSD and Freeze buttons.
POWER CONSUMPTION: 5V DC, 0.9A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.4cm x 2.5cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.47kg (1.04lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

The VP-483 is a high-performance digital scaler for computer 
graphics video signals to WUXGA and 1080p and stereo audio. 
The unit embeds the audio and up or down scales input to two SDI,  
HD-SDI or 3G HD-SDI signals.
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FEATURES

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● Video Input - Computer graphics on a 15-pin HD connector.

 ● Audio Input - Unbalanced stereo audio on RCA connectors.

 ● Output Resolutions - Up to 1080p (3G HD-SDI).

 ● Built-In ProcAmp Features - Color hue, sharpness, contrast and 
brightness.

 ● Freeze Button.

 ● Non-Volatile Memory - Saves final settings.

 ● Controls - Front panel buttons with OSD (on screen display).

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G 

HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50
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7−Input Analog & HDMI ProScale™ Presentation Digital Scaler/Switcher

VP‑436N

Audio connections
are not shown

RS-232
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The VP-436N is a 7-input scaler/switcher for composite, 
component, s-Video (Y/C), computer graphics video and 
HDMI with unbalanced stereo and S/PDIF audio signals. 
It scales the selected video signal to a computer graphics 
or HDTV output resolution, embeds the audio and outputs 
an HDMI signal.

C - + a $ P o v j d S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28
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FEATURES

 ● K-Storm™ Scaling Technology - Kramer’s extremely high-
performance scaling technology. High quality 3:2 and 2:2 pull 
down de-interlacing and full up- and down-scaling of computer 
graphics video input signals.

 ● HDTV Compatible.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Video Inputs - 1 composite video, 1 s-Video, 2 component 
video (HDTV compatible), 1 computer graphics (15-pin HD) & 
2 HDMI.

 ● Scaled Outputs - A single output signal simultaneously available 
in 3 formats: 1 HDMI and 2 RGBHV (5 BNC, & 15-pin HD).

 ● Improved HDMI Output Drive - Exceeds 60ft at 1080p @60Hz.

 ● Output Resolutions - 20 up to WUXGA & 1080p.

 ● Audio Inputs - 7 unbalanced on terminal blocks, individual level 
control.

 ● Audio Output - Transcodes to both stereo and S/PDIF audio 
simultaneously (RCAs) and embeds audio onto the HDMI output, 
master volume control.

 ● Multi-Standard - PAL & NTSC.

 ● Audio Delay - 40ms, 110ms, 150ms, or disabled.

 ● Companion AFV (Audio-Follow-Video) - Stereo audio for every 
input.

 ● Built-in ProcAmp - Color, hue, sharpness, noise, contrast, and 
brightness.

 ● Front Panel Control - Audio mute, video blanking & freeze frame.

 ● Front Panel Lockout.

 ● Multiple Aspect Ratio Selections - Full, overscan, underscan, 
letterbox & panscan.

 ● Flexible Control Options - Front panel buttons, IR remote with 
OSD (on-screen display) & RS-232.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI connectors (HDMI, HDCP version 1.1);
1 VGA on a 15−pin HD connector;
1 composite video on an RCA connector;
1 Y/C on a 4−pin connector;
2 component video each on 3 RCA connectors;
2 HDMI, 1 VGA, 2 COMP, 1 CV, 1 Y/C, 
unbalanced stereo audio on 7 3−pin terminal 
block connectors.

OUTPUTS: 1 RGBHV on 5 BNC connectors;
1 HDMI connector (HDMI, HDCP version 1.1);
1 VGA (RGBHV) on a 15−pin HD connector;
1 S/PDIF on an RCA connector;
1 unbalanced stereo audio on RCA connectors.

OUTPUT COLORSPACE: RGB.
H FREQUENCY: 15.63−90kHz.
V FREQUENCY: 23−90Hz.
RGB SYNCS: H and V TTL separated syncs.
RGB LEVEL: 1.2Vpp max, 75Ω load.
XGA OUT LEVEL: 1.2Vpp max, 75Ω load.
OUTPUT RESOLUTIONS: Native, VGA, SVGA, XGA, SXGA, UXGA, 480i, 

480p, 576i, 576p, 720p, 1080i, 1080p, 
WXGA, WSXGA, WUXGA, 1280x800, 
1440x900, 1400x1050, 1600x900.

OUTPUT REFRESH RATES: 60Hz for computer graphics resolutions; 
50/60/59.9Hz (HDTV and 480i/p 
resolutions), 50Hz (576i/p resolutions).

CONTROLS: CV, Y/C, component 1, component 2, VGA, 
HDMI 1, HDMI 2, input selector buttons; 
blank, mute, freeze buttons; menu, enter, 
menu arrows, reset to XGA/720p, lock 
buttons, RS−232, IR.

POWER CONSUMPTION: 100−240V AC, 33VA max.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U (W, H, D) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, IR remote 

control, rack "ears".
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7−Input Analog & HDMI ProScale™ Presentation Digital Scaler/Switcher with Ethernet Control
VP‑437N
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The VP-437N is a 7-input scaler/switcher for composite, 
s-Video (Y/C), component, computer graphics video and 
HDMI with unbalanced stereo or S/PDIF audio signals. It 
scales the selected video signal to a computer graphics 
or HDTV output resolution, embeds the audio and outputs 
an HDMI signal.

C - = a $ P v j d H S [] ()

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-SM/SM s−Video Cable 8.37

C-BM/BM BNC Coax Video Cable 8.34

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34
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FEATURES

 ● K-Storm™ Scaling Technology - Kramer’s extremely high-
performance scaling technology. High quality 3:2 and 2:2 pull 
down de-interlacing and full up- and down-scaling of computer 
graphics video input signals.

 ● HDTV Compatible.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Video Inputs - 1 composite video, 1 s-Video, 2 component 
video (HDTV compatible), 1 computer graphics (15-pin HD) & 
2 HDMI.

 ● HDTV Compatible Component Input.

 ● Scaled Outputs - A single output signal simultaneously available 
in 3 formats: 1 HDMI and 2 RGBHV (5 BNC, & 15-pin HD).

 ● Improved HDMI Output Drive - Exceeds 60ft at 1080p @60Hz.

 ● Output Resolutions - 20 up to WUXGA (1920x1200).

 ● HDTV Output Resolutions - Up to 1080p.

 ● Audio Inputs - 7 unbalanced stereo on terminal blocks.

 ● Audio Output - 1 S/PDIF, 1 unbalanced stereo, embeds audio 
into the HDMI output.

 ● Multi-Standard - PAL & NTSC.

 ● Audio Delay - 40ms, 110ms, 150ms, or disabled.

 ● Companion AFV (Audio-Follow-Video) - Stereo audio for every 
input.

 ● Built-in ProcAmp - Color, hue, sharpness, noise, contrast, and 
brightness.

 ● Multiple Aspect Ratio Selections - Full, overscan, underscan, 
letter box & panscan.

 ● Front Panel Control - Audio mute, video blanking & freeze frame.

 ● Front Panel Lockout.

 ● Flexible Control Options - Front panel buttons, Ethernet, IR 
Remote with OSD (on-screen display) & RS-232.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 2 HDMI connectors (HDMI, HDCP version 1.1);  
1 VGA on a 15−pin HD (F) connector;  
1 composite video on an RCA connector;  
1 Y/C on a 4−pin connector;  
2 component video each on 3 RCA 
connectors; 7 unbalanced stereo audio each 
on 3−pin terminal block connectors.

OUTPUT: 1 RGBHV on 5 BNC connectors;  
1 HDMI connector (HDMI, HDCP version 1.1);  
1 VGA (RGBHV)  on a 15−pin HD connector;  
1 S/PDIF and 1 unbalanced stereo audio on  
2 RCA connectors.

OUTPUT COLORSPACE: RGB.
H FREQUENCY: 15.63−90kHz.
V FREQUENCY: 50−100kHz.
RGB SYNCS: H and V TTL separated syncs.
RGB LEVEL: 1.2Vpp max, 75Ω load.
XGA OUT LEVEL: 1.2Vpp max, 75Ω load.
OUTPUT RESOLUTIONS: Native, VGA, SVGA, XGA, SXGA, UXGA, 480i, 

480p, 576i, 576p, 720p, 1080i, 1080p, 
WXGA, WSXGA, WUXGA, 1280x800, 
1440x900, 1400x1050, 1600x900.

OUTPUT REFRESH RATES: 60Hz for computer graphics resolutions; 
50/60/59.94Hz (HDTV and 480i/p 
resolutions), 50Hz (576i/p resolutions).

CONTROLS: Input selector buttons; blank, mute, freeze 
buttons; menu, enter, menu arrows,  
reset to XGA/720p, lock buttons, RS−232,  
Ethernet, IR.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER CONSUMPTION: 100−240V AC, 20VA max.
DIMENSIONS: 19" x 7" x 1U W, D, H, rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, rack "ears", 

IR remote control.
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3−Input Analog & 3G HD−SDI ProScale™ Presentation Switcher/Scaler

VP‑460
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The VP-460 is a high-quality presentation switcher and 
scaler with PIP for computer graphics, composite video 
and 3G HD-SDI signals. It scales the video, embeds the 
audio and outputs the signal to the HDMI and SDI outputs 
together with a digital audio output.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C-RVM/RVM RCA Composite Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra-
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to an SDI video source or vice versa with window 
positioning and sizing controls.

 ● Kramer’s PixPerfect™ Scaling Technology - Kramer’s precision 
pixel mapping and high quality scaling technology. High-quality 
3:2 and 2:2 pull down de-interlacing and full up and down-
scaling of all video input signals.

 ● Ultra-Fast Fade-Thru-Black (FTB™) Switching - Video switching 
transitions are clean and ultra fast. The video fades to black 
and the new input fades from black for smooth, glitch-free 
switching. The output signal provides constant sync so the 
display never glitches.

 ● HDTV Compatible.

 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 
292M) and 3G HD-SDI (SMPTE 424M).

 ● Video Inputs - 1 computer graphics on a 15-pin HD connector, 
1 composite video on an RCA connector, 1 SD/HD/3G HD-SDI 
with loop on BNC connectors.

 ● Scaled Outputs - 1 HDMI, 1 SD/HD/3G HD-SDI on a BNC 
connector.

 ● 40 Output Resolutions - Up to WUXGA, 1080p and 2K.

 ● HDMI Deep Color Support - For inputs and outputs.

 ● Luma Keying - Via PIP window.

 ● Vertical Keystoning.

 ● Built-in ProcAmp - Color, sharpness, contrast, brightness and 
gamma are set individually for each input.

 ● 3D Comb Filtering - Provides the best quality color separation 
for composite video inputs.

 ● Built-in Time Base Corrector - Stabilizes unstable video sources.

 ● Powerful Noise Reduction Filters - Temporal, block, mosquito 
and combing.

 ● Picture Zooming - From 100% to 1600% on both main and 
PIP picture.

 ● De-interlacing - 3:2 and 2:2 pull-down; 24sf handling.

 ● Multiple Aspect Ratio Selections - Follow input, follow output, 
best fit, letterbox and overscan.

 ● Dual Window Display - Preset picture-in-picture, picture-and-
picture and split screens, as well as customized window layouts.

 ● Audio Inputs - 1 computer graphics on a 3.5mm mini-jack 
connector, 1 CV on RCA connectors; embedded audio (user 
selectable) on the SDI input.

 ● Audio Outputs - 1 S/PDIF on an RCA connector, embedded 
audio on the HDMI and SDI outputs.

 ● Power Save Modes - Options for efficient energy use.

 ● Advanced EDID Management - For each input and each output.

 ● Non-Volatile Memory - Saves final settings.

 ● Firmware Upgrades - Via RS-232.

 ● Flexible Control Options - Front panel buttons, OSD (on-screen 
display) via front panel buttons or IR remote (remote control 
included); control application software for use via RS-232.

 ● Compact Desktop - 2 units can be rack mounted side-by-side in 
a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 computer graphics on a 15−pin HD 
connector,  
1 composite video, 1Vpp @75Ω on an RCA 
connector,  
1 SD/HD/3G HD−SDI on a BNC connector,  
1 unbalanced stereo audio on a 3.5mm mini 
jack connector,  
1 unbalanced stereo audio on 2 RCA 
connectors.

OUTPUTS: 1 SD/HD/3G HD−SDI on a BNC connector,  
1 HDMI (deep color) connector,  
1 S/PDIF digital audio on an RCA connector.

COMPLIANCE  
WITH HDMI STANDARD: Supports HDMI Deep Color.
OUTPUT RESOLUTIONS: 640x480@60, 640x480@75, 

800x600@50, 800x600@60, 
800x600@75, 1024x768@50, 
1024x768@60, 1024x768@75, 
1280x768@50, 1280x768@60, 
1280x800@60, 1280x1024@50, 
1280x1024@60, 1280x1024@75, 
1360x768@60,1366x768@50, 
1366x768@60, 1400x1050@50, 
1400x1050@60, 1600x900@60, 
1600x1200@50, 1600x1200@60, 
1680x1050@60, 1920x1200@60,  
480i60, 480p60, 576i50, 576p50,  
720p50, 720p59.94, 720p60, 
1080p23.976, 1080p24, 1080p25, 
1080p29.97, 1080p30, 1080p50, 
1080p59.94, 1080p60, 2K50, 2K60.

CONTROLS: Front panel buttons, OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector.

POWER CONSUMPTION: 5V DC, 2.90A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm  

(8.5" x 6.4" x 1.7") W, D, H.
WEIGHT: 0.9kg (1.98lbs) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control.
OPTIONS: RK−1 rack adapter.
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3−Input Analog & HDMI ProScale™ Presentation Switcher/Scaler

VP‑461
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The VP-461 is a high-quality presentation switcher 
and scaler with PIP for computer graphics, HDMI and 
DisplayPort signals. It scales the video, embeds the audio 
and outputs the signal to the HDMI output, as well as 
to the computer graphics video output together with an 
unbalanced audio output.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DPM/DPM DisplayPort Cable 8.45

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra-
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a DisplayPort video source or vice versa with window 
positioning and sizing controls.

 ● Kramer’s PixPerfect™ Scaling Technology - Kramer’s precision 
pixel mapping and high quality scaling technology. High-quality 
3:2 and 2:2 pull down de-interlacing and full up and down-
scaling of all video input signals.

 ● Ultra-Fast Fade-Thru-Black (FTB™) Switching - Video switching 
transitions are clean and ultra fast. The video fades to black 
and the new input fades from black for smooth, glitch-free 
switching. The output signal provides constant sync so the 
display never glitches.

 ● HDTV Compatible.

 ● 40 Output Resolutions - Up to WUXGA, 1080p and 2K.

 ● HDMI Deep Color Support.

 ● Luma Keying - Via PIP window.

 ● Vertical Keystoning.

 ● Built-in ProcAmp - Color, sharpness, contrast, brightness and 
gamma are set individually for each input.

 ● Powerful Noise Reduction Filters - Temporal, block, mosquito 
and combing.

 ● Picture Zooming - Both on main and PIP picture.

 ● De-interlacing - 3:2 and 2:2 pull-down; 24sf handling.

 ● Multiple Aspect Ratio Selections - Follow input, follow output, 
best fit, letterbox and overscan.

 ● Dual Window Display - Preset picture-in-picture, picture-and-
picture and split screens, as well as customized window layouts.

 ● Advanced EDID Management - For each input and each output.

 ● Non-Volatile Memory - Saves final settings.

 ● Firmware Upgrades - Via RS-232.

 ● Flexible Control Options - Front panel buttons, OSD (on-screen 
display) via front panel buttons or IR remote (remote control 
included), Control Application software for use via RS-232.

 ● Compact Desktop - 2 units can be rack mounted side-by-side in 
a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 computer graphics on a 15−pin HD 
connector,  
1 HDMI connector,  
1 DisplayPort connector,  
1 unbalanced stereo audio on a 3.5mm mini 
jack connector.

OUTPUTS: 1 computer graphics on a 15−pin HD 
connector,  
1 HDMI connector,  
1 unbalanced stereo audio on a 3.5mm mini 
jack connector.

COMPLIANCE  
WITH HDMI STANDARD: Supports HDMI Deep Color.
OUTPUT RESOLUTIONS: 640x480@60, 640x480@75,  

800x600@50, 800x600@60, 
800x600@75, 1024x768@50, 
1024x768@60, 1024x768@75, 
1280x768@50, 1280x768@60, 
1280x800@60, 1280x1024@50, 
1280x1024@60, 1280x1024@75, 
1366x768@50, 1366x768@60, 
1400x1050@50, 1400x1050@60, 
1600x900@60, 1600x1200@50, 
1600x1200@60, 1680x1050@60, 
1920x1200@60, 480i60, 480p60,  
576i50, 576p50, 720p50, 720p59.94, 
720p60, 1080p23.976, 1080p24,  
1080p25, 1080p29.97, 1080p30,  
1080p50, 1080p59.94, 1080p60,  
2K50, 2K60.

CONTROLS: Front panel buttons, OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector.

POWER CONSUMPTION: 5V DC, 2.90A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.5cm x 16.3cm x 4.4cm  

(8.5" x 6.4" x 1.7") W, D, H.
WEIGHT: 0.9kg (1.98lbs) approx.
INCLUDED ACCESSORIES: Power supply, IR remote control, control 

application program via RS−232 (PC).
OPTIONS: RK−1 rack adapter.
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NEWBoardroom Presentation Switcher/Dual Scaler

VP‑553

The VP-553 is a high-performance 6x2 presentation 
switcher/scaler for HDMI, HDBaseT and analog signals, 
and a 4x1 USB switcher. The unit has dual, independent, 
scaled outputs, the first on both HDMI and HDBaseT 
connectors, and the second on an HDMI connector. Both 
can take from the six digital inputs: three HDBaseT and 
three HDMI signals; while the first also includes analog 
inputs - for two computer graphics signals, two composite 
video and two analog TP inputs. Analog, digital and 
embedded audio are supported, and the unit also includes 
a microphone input and rich DSP features.
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SUGGESTED CABLES ‑ For complete list see our Web site.
C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

BC-XTP Pico−Skew UTP Bulk Cable 8.26

$ r P o 8 A d H X S ! [] ()
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FEATURES

 ● Pix-Perfect™ Scaling Technology - Kramer’s precision pixel mapping 
and high quality scaling technology. High-quality 3:2 and 2:2 pull down 
de-interlacing and full up- and down-scaling of video input signals.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI input to 
pass only to the HDMI outputs.

 ● HDBaseT Range - Up to 70m (230ft).
 ● Cable - Shielded twisted pair (STP) cable recommended. For optimum 
range and performance use, use Kramer's BC-HDKat6a cable. 
Note that the transmission range depends on the signal resolution, 
graphics card and display used. The distance using non-Kramer CAT 
5, CAT 6, and CAT 7 cables may not reach these ranges.

 ● Video Inputs - 3 HDMI connectors, 3 HDBaseT on RJ-45 connectors, 
2 VGA on 15-pin HD connectors, each with unbalanced stereo 
audio on 3.5mm connectors; 2 VGA & audio over CAT 5 on RJ-45 
connectors; 2 composite video on RCA connectors with unbalanced 
stereo audio on 3.5mm mini jacks.

 ● Scaled Outputs - 2 HDMI & 1 HDBaseT.
 ● Output Resolutions - HDTV and computer graphics and 1080p/UXGA 
with selectable refresh rates.

 ● 4x1 USB Switcher - Can be set to follow the switching of the video 
layer or can be used as an independent switcher.

 ● OSD (On Screen Display) - For easy setup and adjustment, accessible 
via the IR remote control and via the front panel buttons.

 ● Audio DSP - Powerful digital audio signal processing, including audio 
equalization, mixing, delay, etc.

 ● Input and Output Audio Level Adjustment.
 ● Selectable Microphone Talkover or Mix Modes.
 ● Automatic Audio Detection & Selection - On the HDMI input source, 
default selection is HDMI. If not present, the unit uses the audio from 
the analog input. Manual audio selection is also available.

 ● Audio Inputs - 3 analog HDMI audio, 2 analog PC audio on 3.5mm 
mini jacks; 2 stereo CV audio on RCA connectors each with individual 
level controls.

 ● Microphone Input - Dynamic or condenser (with 48V phantom 
voltage).

 ● Audio Outputs - 2 balanced stereo audio on terminal blocks.
 ● Multiple Aspect Ratio Selections - Full, overscan, underscan, letterbox 
& panscan.

 ● Built-in ProcAmp - Color, hue, sharpness, noise, contrast & 
brightness.

 ● Front Panel Control - Audio mute, video blanking & freeze frame.
 ● Front Panel Lockout.
 ● Built-in Web Pages - For easy setup and remote control.
 ● Firmware Upgrade - Via Ethernet.
 ● Non-Volatile Memory - Saves final settings.
 ● Flexible Control Options - Front panel, IR remote with OSD (on-screen 
display), Ethernet with built-in Web pages & RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (2U). Rack "ears" included.

VP-553 (contd.)  

TECHNICAL SPECIFICATIONS

INPUTS: 3 HDMI connectors (HDMI, HDCP),  
2 VGA on 15−pin HD connectors,  
2 composite video on RCA connectors,  
2 analog TP on RJ−45 connectors,  
3 HDBT on RJ−45 connectors,  
4 USB ports,  
3 unbalanced analog audio on 3.5mm mini 
jacks for HDMI,  
2 unbalanced analog audio on 3.5mm mini 
jacks for PC,  
1 Aux in balanced stereo audio on 5−pin 
terminal block connectors,  
2 balanced audio (L and R) RCA connectors 
for CV.

OUTPUTS: 1 HDBT on RJ−45 connector,  
2 HDMI connectors (HDMI, HDCP),  
1 USB port,  
1 monitor out balanced stereo on a 5−pin 
terminal block connector,  
1 line out balanced stereo on a 5−pin 
terminal block connector.

OUTPUT RESOLUTIONS: NATIVE, 640x480@60, 800x600@60, 
1024x768@60, 1280x768@60, 
1360x768@60, 1280x720@60, 
1280x800@60, 1280x1024@60, 
1440x900@60, 1400x1050@60, 
1680x1050@60, 1600x1200@60, 
1920x1080@60, 1920x1200@60, 
720x480p@60, 1280x720p@60, 
1920x1080i@60, 1920x1080p@60, 
720x576p@60, 1280x720p@50, 
1920x1080i@50, 1920x1080p@50.

CONTROLS: TP 1, TP 2, CV 1, CV 2, HDBT 1, HDBT 
2, HDBT 3, PC 1, PC 2, HDMI 1, HDMI 2, 
HDMI 3, USB 1, USB 2, USB 3, USB 4 input 
selector buttons; 2 blank, 2 mute, 2 freeze 
buttons; menu, enter, menu arrows, reset 
to XGA/720p, OSD SELECT, 2 RS−232, IR, 
Ethernet, 2 level and EQ trimmers, line/mic 
selector switch, cond/dyn selector switch, 
mono/stereo selector switch, REM for 
muting audio.

POWER CONSUMPTION: 100−240V AC, 43VA max.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F) .
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 2U (W, D, H) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears", IR remote control.
OPTIONS: Kramer BC−HDKat6a cable.
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9−Input HDMI, 3G HD−SDI & Analog ProScale™ Presentation Digital Scaler/Switcher with 2K Support

VP‑690

C + a $ P 4 o v j d H S [] ()

Audio connections
are not shown

VIDEO OUTPUTS

HDMI 1

RS-232

Projector

Plasma 
Display

HDMI 4

Component
Video  Player

RGBHV 
Display

Computer
Graphics
Source

VGA

HDMI

HDMI

VGA

RGBHV

YUV

CV

Composite 
Video Player 1

COMP 2

DVD  Player 1

SDI Display

SDI

Non Linear
Editor

SDI

The VP-690 is a high-performance presentation scaler/
switcher for 3G HD-SDI, HDMI, computer graphics, 
composite video and component video signals.  The unit 
scales the video up to WUXGA & 2048x1080 and outputs 
the signal to HDMI (with embedded audio), computer 
graphics and RGBHV video outputs (with S/PDIF and 
unbalanced stereo audio) simultaneously.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.28

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● K-Storm™ Scaling Technology - Kramer’s extremely high-performance 
scaling technology. High-quality 3:2 and 2:2 pull down de-interlacing 
and full up- and down-scaling of computer graphics video input signals.

 ● Max. Data Rate - 3Gbps (3G HD-SDI).
 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) 
and 3G HD-SDI (SMPTE 424M).

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) license 
agreement allows copy-protected data on the HDMI input to pass only 
to the HDMI output.

 ● Video Inputs - 1 SD/HD/3G HD-SDI (BNC), 2 HDMI, 2 VGA (15-pin 
HD), 2 composite video (RCA) & 2 component video (RCA).

 ● Looping 3G HD-SDI Input.
 ● Scaled Outputs - 1 HDMI, 1 RGBHV (BNC connectors), 1 VGA (15-pin 
HD connector) simultaneously.

 ● 20 Output Resolutions - Up to WUXGA and 2048x1080.
 ● Non-Volatile Memory - Saves final settings.
 ● Audio Inputs - 9 unbalanced stereo on terminal blocks each with 
individual level controls.

 ● Automatic Audio Detection/Selection - Automatically detects and 
selects the audio source for the HDMI input. If the default HDMI is not 
present, the machine selects the analog audio input.

 ● Audio Outputs - 1 S/PDIF (RCA connector), 1 analog stereo audio 
(RCA connectors).

 ● Flexible Control Options - Front panel buttons, OSD, RS-232, IR remote 
control & Ethernet.

 ● Firmware Upgrade - Via RS-232 port.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

VIDEO INPUTS: 1 SD/HD/3G HD−SDI with loop on BNC 
connectors,  
2 HDMI connectors (HDMI, HDCP version 1.1),  
2 computer graphics on 15−pin HD connectors, 
2 composite video on RCA connectors,  
2 component video each on 3 RCA connectors.

AUDIO INPUTS: 2 HDMI, 2 computer graphics,  
2 component, 1 CV, 1 SDI, all unbalanced 
stereo audio on terminal block connectors.

OUTPUT COLORSPACE: RGB.
VIDEO OUTPUTS: 1 RGBHV on 5 BNC connectors,  

1 HDMI connector (HDMI, HDCP version 1.1),  
1 VGA (RGBHV) on a 15−pin HD connector.

AUDIO OUTPUTS: 1 S/PDIF on an RCA connector,  
1 unbalanced stereo audio on RCA connectors.

MAX. OUTPUT LEVEL: Video: 0.7Vpp; Audio: 3.4Vpp @1kHz.
BANDWIDTH (-3dB): Video: UXGA; Audio: 22.5kHz.
OUTPUT RESOLUTIONS: Native, VGA, SVGA, XGA, SXGA, UXGA, 480i, 

480p, 576i, 576p, 720p, 1080i, 1080p, 
WXGA, WSXGA, WUXGA, 1280x800, 
1440x900, 1400x1050, 1600x900.

OUTPUT REFRESH RATES: 60Hz for computer graphics resolutions; 
50/60/59.94Hz (HDTV and 480i/p 
resolutions), 50Hz (576i/p resolutions).

AUDIO S/N RATIO: 87.8dB @1kHz, “A” weighting.
CROSSTALK (all hostile): Video: −54dB; Audio: −70dB @20kHz.
CONTROLS: Input selector buttons: CV1, CV2, component 

1, component 2, PC 1, PC 2, HDMI 1, HDMI 2, 
SDI. Blank, mute, freeze, reset to XGA/720p, 
panel lock. Menu functions: menu, enter, menu 
arrows. RS−232, Ethernet, IR.

COUPLING: Video: DC; Audio: AC.
AUDIO THD + NOISE: 0.015% @1kHz, “A” weighted.
AUDIO 2nd HARMONIC: 0.01% @1kHz.
POWER CONSUMPTION: 100−240V AC, 29VA max.
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears", IR remote control 

transmitter.

VP-690 (contd.)  
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21−Input ProScale™ Presentation Digital Scaler/Switcher

VP‑725N

The VP-725N is a presentation scaler/switcher with 
multiple signal format sections. The unit has five 
independent 4x1 video sections: composite, s-Video 
(Y/C), component (YUV), computer graphics, and HDMI, 
plus a single USB input. It also up- or down-scales any 
video input to a selectable graphics or HDTV output 
resolution. FTB™ (fade-thru-black) switching technology 
provides glitch-free switching between sources.

Audio connections
are not shown

OUT SCALED OUTPUTS

IN 3

IN 4

H

R/Pr

G/Y4

B/Pb2

B/Pb1

R/Pr1

R/Pr2

G/Y3

G/Y4

B/Pb3

B/Pb4

IN 1

IN 2

IN 3

IN 4

R/Pr3

G/Y

CV

RS-232

OUT

B/Pb

R/Pr

R/Pr4

IN 3

IN 4

IN 1

IN 2

OUT

YC

COMP

G/Y1

IN1

IN2

IN3

IN4
OUT

IN 1

Y

G/Y

DVI

B/Pb

ETHERNET

RGBHV

UXGA

HDMI

IN 2

UXGA

HDMI

90-264 VAC
50/60 Hz

Projector

LCD
Display

LCD
Display

RGB
Camera

LCD
Display

DVD Player 1

DVD Player 4

HDTV Satellite
Receiver

Projector

Computer
Graphics
Source

DVD Player 1

DVD Player 4

Laptop

YUV

RGB

HDMI
HDMI

HDMI

HDMI

RGB

VGA
CV

VGA

VGA

CV

CV

RS-232
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 
2:2 pull down), noise reduction, and scaling performance for 
both standard-definition and high-definition signals.

 ● Deinterlacing and Scaling - High-quality 3:2 and 2:2 pull down, 
de-interlacing and full up- and down-scaling of computer 
graphics video input signals.

 ● HDTV Compatible.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Fade-Thru-Black (FTB™) Switching (Scaled Output) - The video 
fades to black and then the new input fades from black for 
smooth, glitch-free switching. The output signal provides 
constant sync so the display never glitches.

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra 
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical 
geometry controls compensate for off-axis projector placement.

 ● Multi-Format - Auto, NTSC (3.58/4.43), PAL (M/N/60) & 
SECAM.

 ● 6 Switchers in 1 - Five dedicated signal formats: 4x1 composite, 
4x1 s-Video (Y/C), 4x1 component (RGB/YUV), 4x1 computer 
graphics (15-pin HD), 4x1 HDMI and one 21x1:3 scaled output.

 ● USB Port - For importing JPEG files.

 ● Scaled Computer & HDTV Outputs - A single output signal in 3 
formats (15-pin HD, 5 BNCs, and HDMI) simultaneously.

 ● HDTV Compatible Component Input.

 ● HDTV Output Resolutions - 720p, 1080i, and 1080p.

 ● Computer Graphics Output Resolutions - 23 plus 4 user 
definable custom output resolutions with selectable refresh 
rates.

 ● Multiple Color Space - RGB or YUV output.

 ● Flexible Control - Front panel, IR remote (with on-screen menus), 
Ethernet & RS-232.

 ● Standard 19" (3U). Rack "ears" included.

VP-725N (contd.)  

TECHNICAL SPECIFICATIONS

INPUTS: 4 composite video, 1Vpp/75Ω on BNC 
connectors;
4 Y/C, 1Vpp, (Y): 0.3Vpp (C)/75Ω on 4−pin 
connectors;
4 component (Y/G, Pb/B, Pr/R or RGsB) on 
BNC connectors;
4 VGA (VGA through UXGA, RGBS or RGsB2) 
on 15−pin HD connectors;
4 HDMI on HDMI connectors.

GROUP OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector;
1 Y/C, 1Vpp (Y): 0.3Vpp (C)/75Ω on a 4−pin 
connector;
1 component (Y/G, Pb/B, Pr/R) on BNC 
connectors;
1 VGA (VGA through UXGA) on a 15−pin HD 
connector;
1 HDMI on an HDMI connector.

SCALED OUTPUTS: 1 UXGA on a 15−pin HD connector;
1 RGBHV/YPbPr on BNC connectors;
1 HDMI on an HDMI connector.

OUTPUT RESOLUTIONS: Native HDMI, 640x480@60Hz, 
640x480@75Hz, 800x600@50Hz,
800x600@60Hz, 800x600@75Hz, 
1024x768@50Hz, 1024x768@60Hz, 
1024x768@75Hz, 1280x768@50Hz, 
1280x768@60Hz, 1280x720@60Hz, 
1280x800@60Hz, 1280x1024@50Hz,
1280x1024@60Hz, 1280x1024@75Hz,
1366x768@50Hz, 1366x768@60Hz, 
1400x1050@50Hz, 1400x1050@60Hz,
1600x1200@50Hz, 1600x1200@60Hz,
1680x1050@60Hz, 1920x1080@60Hz, 
1920x1200@60Hz, 480p@60Hz, 
576p@60Hz, 720p@50Hz, 
720p@60Hz, 1080i@50Hz, 
1080i@60Hz, 1080p@50Hz, 
1080p@60Hz, 1080p@24Hz or custom.

CONTROL: Front panel buttons, IR remote control, 
RS−232, Ethernet; with OSD and front panel 
LCD.

ADDITIONAL CONTROLS: Freeze, zoom, selectable vertical refresh rates, 
output image scaling, picture−in−picture, 
aspect ratio change, geometry settings, text 
overlay, etc.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 38VA.
DIMENSIONS: 19" x 9.3" x 3U W, D, H, rack mountable.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: IR remote control, power cord, rack “ears”, 

null−modem adapter, control application 
programs via RS−232 (PC) and via Ethernet 
(i−Phone® and PC).
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21−Input ProScale™ Presentation Digital Scaler/Switcher with Balanced Stereo Audio
VP‑725NA

Audio connections
are not shown

OUT SCALED OUTPUTS

IN 3

IN 4

H

R/Pr

G/Y4

B/Pb2

B/Pb1

R/Pr1

R/Pr2

G/Y3

G/Y4

B/Pb3

B/Pb4

IN 3

IN 4

R/Pr3

G/Y

CV

RS-232

OUT

B/Pb

R/Pr

R/Pr4

IN 3

IN 4

IN 1

IN 2

OUT

YC

COMP

G/Y1

IN1

IN2

IN3

IN4
OUT

IN 1

Y

G/Y

DVI

B/Pb

ETHERNET

RGBHV

UXGA

HDMI

IN 2

UXGA

HDMI

90-264 VAC
50/60 Hz

RS-232

Projector

LCD
Display

LCD
Display

RGB
Camera

LCD
Display

DVD Player 1

DVD Player 4

HDTV Satellite
Receiver

Projector

Computer
Graphics
Source

DVD Player 1

DVD Player 4

Laptop

YUV

RGB

HDMI
HDMI

HDMI

HDMI

RGB

VGA
CV

VGA

VGA

CV

CV

CV 1
L+ L- G R+ R- CV 2

L+ L- G R+ R- CV 3L+ L- G R+ R- CV 4L+ L- G R+ R- YC 1L+ L- G R+ R- YC 2L+ L- G R+ R- YC 3L+ L- G R+ R- YC 4L+ L- G R+ R-
UXGA 1

L+ L- G R+ R- UXGA 2
L+ L- G R+ R- UXGA 3

L+ L- G R+ R- UXGA 4
L+ L- G R+ R- COMP 1

L+ L- G R+ R- COMP 2
L+ L- G R+ R- COMP 3

L+ L- G R+ R- COMP 4
L+ L- G R+ R-

AUDIO INPUTS

CVL+ L- G R+ R-

AUDIO OUTPUTS

YCL+ L- G R+ R-

UXGA
L+ L- G R+ R-

COMP
L+ L- G R+ R-

Mic.

Audio

The VP-725NA is a presentation scaler/switcher 
with multiple signal format sections and balanced 
stereo audio. The unit has five independent 4x1 video 
sections: composite, s-Video (Y/C), component (YUV), 
computer graphics and HDMI, plus a single USB input. 
It also scales any video input up or down to a selectable 
graphics or HDTV output resolution and provides glitch-
free switching between sources through FTB™ (fade-
thru-black) switching technology.

B-za%PAUdHS()[]{_

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/5BM 15−pin HD to 5 BNC Breakout Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable 8.34
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VP-725NA (contd.)  

FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 
2:2 pull down), noise reduction, and scaling performance for 
both standard-definition and high-definition signals.

 ● Deinterlacing and Scaling - High-quality 3:2 and 2:2 pull down, 
de-interlacing and full up- and down-scaling of computer 
graphics video input signals.

 ● HDTV Compatible.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Fade-Thru-Black (FTB™) Switching (Scaled Output) - The video 
fades to black and then the new input fades from black for 
smooth, glitch-free switching. The output signal provides 
constant sync so the display never glitches.

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra 
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical 
geometry controls compensate for off-axis projector placement.

 ● Enhanced HDMI Handling - For compatibility with newer 
operating systems such as Windows 7.

 ● Multi-Format - Auto, NTSC (3.58/4.43), PAL (M/N/60) & 
SECAM.

 ● 6 Switchers in 1 - Five dedicated signal formats: 4x1 composite, 
4x1 s-Video (Y/C), 4x1 component (RGB/YUV), 4x1 computer 
graphics (15-pin HD), 4x1 HDMI and one 21x1:3 scaled output.

 ● USB Port - For importing JPEG files.

 ● Scaled Computer & HDTV Outputs - A single output signal in 3 
formats (15-pin HD, 5 BNCs, and HDMI) simultaneously.

 ● HDTV Compatible Component Input.

 ● HDTV Output Resolutions - 720p, 1080i, and 1080p.

 ● Computer Graphics Output Resolutions - 23 plus 4 user-definable 
(custom) output resolutions with selectable refresh rates.

 ● Multiple Color Space - RGB or YUV output.

 ● Audio Inputs - Balanced stereo audio inputs, one for each of the 
16 analog video inputs.

 ● Audio Outputs - Balanced stereo audio outputs for all 4 
dedicated analog video formats and one for the scaled output. 
Embeds audio onto the scaled HDMI output.

 ● Mic Input - Condenser or dynamic with talk over, mix and 
override controls.

 ● Audio Level Control - Each input and output.

 ● Flexible Control - Front panel, IR Remote (with on-screen 
menus), Ethernet & RS-232.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (3U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

VIDEO INPUTS: 4 composite video, 1Vpp/75Ω on BNC 
connectors;
4 Y/C, 1Vpp, (Y): 0.3Vpp (C)/75Ω on 4−pin 
connectors;
4 component (Y/G, Pb/B, Pr/R or RGsB) on 
BNC connectors;
4 VGA (VGA through UXGA, RGBS or RGsB2) 
on 15−pin HD connectors;
4 HDMI connectors.

VIDEO GROUP OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC 
connector;
1 Y/C, 1Vpp (Y): 0.3Vpp (C)/75Ω on a 4−pin 
connector;
1 component (Y/G, Pb/B, Pr/R) on BNC 
connectors;
1 VGA (VGA through UXGA) on a 15−pin HD 
connector;
1 HDMI connector.

SCALED OUTPUTS: 1 UXGA on a 15−pin HD connector;
1 RGBHV/YPbPr on BNC connectors;
1 HDMI connector.

OUTPUT RESOLUTIONS: Native HDMI, 640x480@60Hz, 
640x480@75Hz, 800x600@50Hz,
800x600@60Hz, 800x600@75Hz, 
1024x768@50Hz, 1024x768@60Hz, 
1024x768@75Hz, 1280x768@50Hz, 
1280x768@60Hz, 1280x720@60Hz, 
1280x800@60Hz, 1280x1024@50Hz,
1280x1024@60Hz, 1280x1024@75Hz,
1366x768@50Hz, 1366x768@60Hz, 
1400x1050@50Hz, 1400x1050@60Hz,
1600x1200@50Hz, 1600x1200@60Hz,
1680x1050@60Hz, 1920x1080@60Hz, 
1920x1200@60Hz, 480p@60Hz, 
576p@60Hz, 720p@50Hz, 
720p@60Hz, 1080i@50Hz, 
1080i@60Hz, 1080p@50Hz, 
1080p@60Hz, 1080p@24Hz or custom.

AUDIO INPUTS: 16 balanced stereo audio on terminal block 
connectors, 4dBu nominal;  
1 microphone on a female XLR connector.

AUDIO OUTPUTS: 5 balanced stereo audio on terminal block 
connectors, 4dBu nominal.

CONTROL: Front panel buttons, IR remote control, 
RS−232, Ethernet; with OSD and  
front panel LCD.

ADDITIONAL CONTROLS: Freeze, zoom, selectable vertical refresh rates, 
output image scaling, picture−in−picture, 
aspect ratio change, geometry settings, text 
overlay, etc.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 38VA.
DIMENSIONS: 19" x 9.3" x 3U W, D, H, rack mountable.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: IR remote control, power cord, rack “ears”, 

null−modem adapter, control application 
programs via RS−232 (PC) and via Ethernet 
(i−Phone® and PC).
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9−Input ProScale™ Presentation Scaler/Switcher

The VP-728 is a 9-input scaler/switcher for analog 
and digital video, unbalanced stereo, and S/PDIF audio 
signals. It up- or down-scales any video signal: composite, 
s-Video (Y/C), component video (YUV), HDMI, computer 
graphics video and JPEG files to a selectable graphics or 
HDTV output resolution via identical HDMI or 15-pin HD 
outputs. It provides glitch-free switching between sources 
through FTB™ (fade-thru-black) switching technology.

VP‑728

Audio connections
are not shown
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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VP-728 (contd.)  

FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 2:2 
pull down), noise reduction, and scaling performance for both 
standard-definition and high-definition signals.

 ● Fade-Thru-Black (FTB™) Switching - The video fades to black 
and then the new input fades from black for smooth, glitch-free 
switching. The output signal provides constant sync so the display 
never glitches.

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra 
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical geometry 
controls to compensate for off-axis projector placement.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI input 
to pass only to the HDMI output.

 ● Video Inputs - 4 universal video (composite, s-Video, component) 
each on 3 RCAs, 2 computer graphics video (15-pin HD), 2 
HDMI and 1 USB (for JPEG data).

 ● Multi-Standard - Auto, NTSC (3.58/4.43), PAL (M/N/60) & 
SECAM.

 ● HDTV Compatible Component Input.
 ● Scaled Video Outputs - HDMI & 15-pin HD.
 ● HDTV Output Resolutions - 720p, 1080i, and 1080p.
 ● Computer Graphics Output Resolutions - 32 plus a user definable 
custom output resolution with selectable refresh rates.

 ● Multiple Aspect Ratio Selections - 4x3 or 16x9, anamorphic, 
letterbox, and user definable settings.

 ● Companion AFV (Audio-Follow-Video) - For every analog video 
input; supports embedded audio on the 2 HDMI inputs and 
outputs.

 ● Audio Inputs - 4 stereo audio or S/PDIF on 2 RCA connectors for 
each of the 4 universal video inputs; 2 unbalanced stereo audio 
on 3.5mm mini jacks for each of the 2 computer graphics video 
inputs. Each has level adjustment.

 ● Audio Outputs - S/PDIF and stereo audio (RCAs). Transcodes 
stereo or S/PDIF audio to both stereo and S/PDIF audio. 
Embeds & de-embeds HDMI audio. Master volume control.

 ● Audio Delay - Adjustable from 0 to 340msec.
 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Built-in ProcAmp - Color, hue, sharpness, contrast, and 
brightness are set individually for each input.

 ● Text Overlay.
 ● Front Panel Lockout.
 ● Front Panel Freeze Frame.
 ● Video Blanking - Blue or black screen selectable.
 ● Zoom - 100% to 400%.
 ● Flexible Control Options - Front panel, IR remote (with on-screen 
menus) & RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 4 universal Y/CV, Pb/C, Pr (composite,  
s−Video and component) 1 Vpp/75Ω on  
RCA connectors; 
2 UXGA on a 15−pin HD connector  
(VGA through UXGA);
2 HDMI connectors;
1 USB connector;
For each universal input there is a 
corresponding (unbalanced) audio stereo 
input (1V nom./25kΩ minimum) and digital 
stereo S/PDIF input (32kHz to 96kHz sample 
frequency/75Ω) on RCA connectors;
For each UXGA input there is a corresponding 
(unbalanced) audio stereo input on a 3.5mm 
mini jack connector.

OUTPUTS: 1 HDMI connector;
1 UXGA format on a 15−pin HD connector; 
1 unbalanced audio stereo output (1V 
nom./50Ω) on RCA connectors; 
1 digital stereo S/PDIF output (32kHz to 96kHz 
sample frequency/75Ω) on an RCA connector.

COMPLIANCE  
WITH HDMI STANDARD:

 
Supports HDMI and HDCP.

OUTPUT RESOLUTION: Native HDMI, 640x480x60Hz, 
640x480x75Hz, 800x600x50Hz, 
800x600x60Hz, 800x600x75Hz, 
1024x768x50Hz, 1024x768x60Hz, 
1024x768x75Hz, 1280x768x50Hz, 
1280x768x60Hz, 1280x720x60Hz, 
1280x800x60Hz, 1280x1024x50Hz, 
1280x1024x60Hz, 1280x1024x75Hz, 
1366x768x50Hz, 1366x768x60Hz, 
1400x1050x50Hz, 1400x1050x60Hz, 
1600x1200x50Hz, 1600x1200x60Hz, 
1680x1050x60Hz, 1920x1080x60Hz, 
1920x1200x60Hz, 480px60Hz, 576px60Hz, 
720px50Hz, 720px60Hz, 1080ix50Hz, 
1080ix60Hz, 1080px50Hz, 1080px60Hz, 
720x480x59.94Hz, 1280x720x59.94Hz, 
1920x1080ix59.94Hz, 1920x1080x23.98Hz, 
1920x1080x29.97Hz, 1920x1080x59.94Hz 
or custom.

CONTROL: Front panel buttons/OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector.

ADDITIONAL CONTROLS: Picture−In−Picture: Video−in−Graphics (or vice 
versa), Picture−and−Picture or Split Screen 
(two images side−by−side), freeze, zoom, 
different selectable vertical refresh rates, 
video and audio ProcAmp control, output image 
scaling and aspect ratio change, EDID capture, 
text overlay, slide show.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 30VA automatic 
power supply.

DIMENSIONS: 19" x 9.3" x 1U W, D, H, rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Null−modem adapter, rack “ears”, IR remote 

control, 2 sets of C−SF/2RVM−0.5 cables, 
power cord, control application program  
via RS−232 (PC) and via Ethernet  
(i−Phone® and PC).

WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: IR remote control, power cord, rack “ears”, 

null−modem adapter, control application 
programs via RS−232 (PC) and via Ethernet 
(i−Phone® and PC).
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9−Input ProScale™ Presentation Scaler/Switcher with Ethernet Control

The VP-729 is a 9-input scaler/switcher for analog 
and digital video, unbalanced stereo, and S/PDIF audio 
signals. It up- or down-scales any video signal: composite, 
s-Video (Y/C), component video (YUV), HDMI, computer 
graphics video and jpeg files to a selectable graphics or 
HDTV output resolution via identical HDMI or 15-pin HD 
outputs. It provides glitch-free switching between sources 
through FTB™ (fade-thru-black) switching technology. The 
VP-729 is the same as the VP-728 with the addition of 
Ethernet control.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 
2:2 pull down), noise reduction, and scaling performance for 
both standard-definition and high-definition signals.

 ● Fade-Thru-Black (FTB™) Switching - The video fades to black 
and then the new input fades from black for smooth, glitch-
free switching. The output signal provides constant sync so the 
display never glitches.

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra 
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical 
geometry controls to compensate for off-axis projector 
placement.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Video Inputs - 4 universal video each on 3 RCA (composite, 
s-Video, component), 2 computer graphics video (15-pin HD), 
2 HDMI and 1 USB (for JPEG data).

 ● Multi-Standard - Auto, NTSC (3.58/4.43), PAL (M/N/60) & 
SECAM.

 ● HDTV Compatible Component Input.
 ● Scaled Video Outputs - HDMI & 15-pin HD.
 ● HDTV Output Resolutions - 480p, 576p, 720p, 1080i, and 1080p.
 ● Computer Graphics Output Resolutions - 32 plus a user definable 
custom output resolution with selectable refresh rates.

 ● Multiple Aspect Ratio Selections - 4x3 or 16x9, anamorphic, 
letterbox, and user definable settings.

 ● Companion AFV (Audio-Follow-Video) - For every analog video 
input; supports embedded audio on the 2 HDMI inputs and 
outputs.

 ● Audio Inputs - 4 stereo audio or S/PDIF on 2 RCA connectors 
for each one of the 4 universal video inputs; 2 unbalanced 
stereo audio on 3.5mm mini jacks for each of the 2 computer 
graphics video inputs. Individual level adjustment.

 ● Audio Outputs - S/PDIF and stereo audio (RCAs); transcodes 
stereo or S/PDIF audio to both stereo and S/PDIF audio. 
Embeds & de-embeds HDMI audio. Master volume control.

 ● Audio Delay - Adjustable from 0 to 340msec.
 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Built-in ProcAmp - Color, hue, sharpness, contrast, and 
brightness are set individually for each input.

 ● Text Overlay.
 ● Front Panel Lockout.
 ● Front Panel Freeze Frame.
 ● Video Blanking - Blue or black screen selectable.
 ● Zoom - 100% to 400%.
 ● Flexible Control Options - Front panel, IR Remote (with on-screen 
menus), Ethernet, iPhone® App & RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 4 universal Y/CV, Pb/C, Pr (composite,  
s−Video and component) 1 Vpp/75Ω  
on RCA connectors; 
2 UXGA on a 15−pin HD connector  
(VGA through UXGA);
2 HDMI connectors;
1 USB connector;
For each universal input there is a 
corresponding (unbalanced) audio stereo 
input (1V nom/ 25kΩ minimum) and digital 
stereo S/PDIF input (32kHz to 96kHz sample 
frequency/75Ω) on RCA connectors;
For each UXGA input there is a corresponding 
(unbalanced) audio stereo input on a 3.5mm 
mini jack connector.

OUTPUTS: 1 HDMI connector;
1 UXGA format on a 15−pin HD connector; 
1 unbalanced audio stereo output (1V 
nom/50Ω) on RCA connectors; 
1 digital stereo S/PDIF output (32kHz to 96kHz 
sample frequency/75Ω) on an RCA connector.

COMPLIANCE  
WITH HDMI STANDARD: Supports HDMI and HDCP.
OUTPUT RESOLUTIONS : Native HDMI, 640x480x60Hz, 

640x480x75Hz, 800x600x50Hz, 
800x600x60Hz, 800x600x75Hz, 
1024x768x50Hz, 1024x768x60Hz, 
1024x768x75Hz, 1280x768x50Hz, 
1280x768x60Hz, 1280x720x60Hz, 
1280x800x60Hz, 1280x1024x50Hz, 
1280x1024x60Hz, 1280x1024x75Hz, 
1366x768x50Hz, 1366x768x60Hz, 
1400x1050x50Hz, 1400x1050x60Hz, 
1600x1200x50Hz, 1600x1200x60Hz, 
1680x1050x60Hz, 1920x1080x60Hz, 
1920x1200x60Hz, 480px60Hz, 576px60Hz, 
720px50Hz, 720px60Hz, 1080ix50Hz, 
1080ix60Hz, 1080px50Hz, 1080px60Hz, 
720x480x59.94Hz, 1280x720x59.94Hz, 
1920x1080ix59.94Hz, 1920x1080x23.98Hz, 
1920x1080x29.97Hz, 1920x1080x59.94Hz 
or custom.

CONTROL: Front panel buttons/OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector, Ethernet.

ADDITIONAL CONTROLS: Picture−In−Picture: Video−in−Graphics (or vice 
versa), Picture−and−Picture or Split Screen 
(two images side−by−side), freeze, zoom, 
different selectable vertical refresh rates, video 
and audio ProcAmp control, output image 
scaling and aspect ratio change, EDID capture, 
text overlay, slide show.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 30VA automatic 
power supply.

DIMENSIONS: 19" x 9.3" x 1U W, D, H rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Null−modem adapter, rack “ears”, IR remote 

control, 2 sets of C−SF/2RVM−0.5 cables, 
power cord, control application program via 
RS−232 (PC) and via Ethernet (i−Phone® and 
PC).
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9−Input ProScale™ Presentation Scaler/Switcher with Speaker Outputs

The VP-730 is a 9-input scaler/switcher for analog video, 
digital video, balance stereo and S/PDIF audio signals. It 
up- or down-scales composite, s-Video (Y/C), component 
video (YUV), HDMI, computer graphics video and JPEG 
files to a selectable computer graphics video or HDTV 
output resolution on identical outputs - one HDMI and 
two 15-pin HD. It includes a power amplifier to drive 
loudspeakers. The unit provides glitch-free switching 
between sources through FTB™ (fade-thru-black) 
switching technology.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 
2:2 pull down), noise reduction, and scaling performance for 
both standard-definition and high-definition signals.

 ● Fade-Thru-Black (FTB™) Switching - The video fades to black 
and then the new input fades from black for smooth, glitch-
free switching. The output signal provides constant sync so the 
display never glitches.

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra 
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical geometry 
controls to compensate for off-axis projector placement.

 ● Video Inputs - 2 universal video each on 3 BNC (composite, 
s-Video, component), 4 computer graphics/component video 
(15-pin HD), 2 HDMI and 1 USB (for JPEG data).

 ● Scaled Video Outputs - 1 HDMI & 2 15-pin HD.
 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI input 
to pass only to the HDMI output.

 ● Multi-Standard - Auto, NTSC (3.58/4.43), PAL (M/N/60) & 
SECAM.

 ● HDTV Compatible Component Input.
 ● HDTV Output Resolutions - 720p, 1080i, and 1080p.
 ● Computer Graphics Output Resolutions - 32 plus 4 user-definable 
(custom) output resolutions with selectable refresh rates.

 ● Multiple Aspect Ratio Selections - 4x3 or 16x9, anamorphic, 
letterbox, and user definable settings.

 ● Companion AFV (Audio-Follow-Video) - For every analog video 
input, supports embedded audio on the 2 HDMI inputs and 
outputs.

 ● Built-In Audio Power Amplifier - 6W RMS per channel audio 
amplifier with speaker output connectors.

 ● Audio Inputs - 6 balanced or S/PDIF audio (each selectable) 
on terminal blocks, one for each of the 2 universal video and 
4 computer graphics video inputs. Individual level adjustment.

 ● Audio Outputs - Speaker, S/PDIF (RCA) and balanced stereo 
audio (terminal blocks). Embeds & de-embeds HDMI audio. 
Master volume control.

 ● Audio Delay - Adjustable from 0 to 340msec.
 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Built-in ProcAmp - Color, hue, sharpness, contrast, and 
brightness are set individually for each input.

 ● Advanced Noise Reduction Features - Designed to improve video 
quality by reducing artifacts such as block, chroma and mosquito 
noise.

 ● Text Overlay.
 ● Front Panel Lockout.
 ● Front Panel Freeze Frame.
 ● Video Blanking - Blue or black screen selectable.
 ● Zoom - 100% to 400%.
 ● Flexible Control Options - Front panel, IR remote (with on-screen 
menus) & RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 2 universal Y/CV, Pb/C, Pr (composite,  
s−Video and component) 1 Vpp/75Ω on  
BNC connectors; 
4 PC (computer graphics) on 15−pin HD 
connectors (VGA through UXGA);
2 HDMI connectors;
1 USB connector;
For each universal and PC input there is a 
corresponding balanced stereo audio  
(+4dBu nominal) or digital S/PDIF input on  
5 pin terminal blocks.

OUTPUTS: 1 HDMI connector,
2 computer graphics on 15−pin HD connectors, 
1 balanced audio stereo output on a 5−pin 
terminal block (+4dBu nominal),
1 stereo speaker output, 6W per channel into 
8Ω, on a 4−pin terminal block connector,
1 digital S/PDIF output on an RCA connector.

COMPLIANCE  
WITH HDMI STANDARD: Supports HDMI and HDCP.
OUTPUT RESOLUTIONS: Native HDMI, 640x480x60Hz, 

640x480x75Hz, 800x600x50Hz, 
800x600x60Hz, 800x600x75Hz, 
1024x768x50Hz, 1024x768x60Hz, 
1024x768x75Hz, 1280x768x50Hz, 
1280x768x60Hz, 1280x720x60Hz, 
1280x800x60Hz, 1280x1024x50Hz, 
1280x1024x60Hz, 1280x1024x75Hz, 
1366x768x50Hz, 1366x768x60Hz, 
1400x1050x50Hz, 1400x1050x60Hz, 
1600x1200x50Hz, 1600x1200x60Hz, 
1680x1050x60Hz, 1920x1080x60Hz, 
1920x1200x60Hz, 480px60Hz, 576px60Hz, 
720px50Hz, 720px60Hz, 1080ix50Hz, 
1080ix60Hz, 1080px50Hz, 1080px60Hz, 
720x480x59.94Hz, 1280x720x59.94Hz, 
1920x1080ix59.94Hz, 1920x1080x23.98Hz, 
1920x1080x29.97Hz, 1920x1080x59.94Hz, 
1080p@24Hz, 480P@59.94Hz, 
720P@59.94Hz, 1080i@59.94Hz, 
1080P@23.98Hz, 1080P@29.97Hz, 
1080P@59.94Hz or custom.

CONTROL: Front panel buttons/OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector.

ADDITIONAL CONTROLS: Picture−In−Picture: Video−in−Graphics (or vice 
versa), Picture−and−Picture or Split Screen 
(two images side−by−side), freeze, zoom, 
different selectable vertical refresh rates, 
Video and Audio ProcAmp control, output 
image scaling and aspect ratio change, EDID 
capture, text overlay, slide show.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 58VA automatic 
power supply.

DIMENSIONS: 19" x 9.3" x 1U W, D, H, rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Null−modem adapter, IR remote control, power 

cord, rack "ears".
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9−Input ProScale™ Presentation Scaler/Switcher with Ethernet Control & Speaker Outputs

The VP-731 is a 9-input scaler/switcher for analog video, 
digital video, balanced stereo and S/PDIF audio signals. It 
up- or down-scales composite, s-Video (Y/C), component 
video (YUV), HDMI, computer graphics video and JPEG 
files to a selectable computer graphics video or HDTV 
output resolution on identical outputs - one HDMI and 
two 15-pin HD. It includes a power amplifier to drive 
loudspeakers. The unit provides glitch-free switching 
between sources through FTB™ (fade-thru-black) 
switching technology. The VP-731 is the same as the 
VP-730 with the addition of Ethernet control.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 2:2 
pull down), noise reduction, and scaling performance for both 
standard-definition and high-definition signals.

 ● Fade-Thru-Black (FTB™) Switching - The video fades to black 
and then the new input fades from black for smooth, glitch-free 
switching. The output signal provides constant sync so the display 
never glitches.

 ● Video Inputs - 2 universal video each on 3 BNC connectors 
(composite, s-Video, component), 4 computer graphics/component 
video (15-pin HD), 2 HDMI and 1 USB (for JPEG data).

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra-
stable picture-in-picture, picture-and-picture, and split screen 
capability. Any video source can be inserted into or positioned 
next to a computer graphics video source or vice versa with 
window positioning and sizing controls.

 ● Projector Anywhere™ Technology - Horizontal & vertical geometry 
controls to compensate for off-axis projector placement.

 ● Scaled Video Outputs - 1 HDMI & 2 15-pin HD.
 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI input 
to pass only to the HDMI output.

 ● Multi-Standard - Auto, NTSC (3.58/4.43), PAL (M/N/60) & SECAM.
 ● HDTV Compatible Component Input.
 ● HDTV Output Resolutions - 720p, 1080i, and 1080p.
 ● Computer Graphics Output Resolutions - 32 plus 4 user-definable 
(custom) output resolutions with selectable refresh rates.

 ● Multiple Aspect Ratio Selections - 4x3 or 16x9, anamorphic, 
letterbox, and user definable settings.

 ● Companion AFV (Audio-Follow-Video) - For every analog video input; 
supports embedded audio on the 2 HDMI inputs and outputs.

 ● Built-In Audio Power Amplifier - 6W RMS per channel audio 
amplifier with speaker output connectors.

 ● Audio Inputs - 6 balanced or S/PDIF audio (each selectable) on 
terminal blocks, one for each of the 2 universal video and 4 
computer graphics video inputs. Individual level adjustment.

 ● Audio Outputs - Speaker, S/PDIF (RCA) and balanced stereo audio 
(terminal blocks). Embeds & de-embeds HDMI audio. Master 
volume control.

 ● Audio Delay - Adjustable from 0 to 340msec.
 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Built-in ProcAmp - Color, hue, sharpness, contrast, and 
brightness are set individually for each input.

 ● Advanced Noise Reduction Features - Designed to improve video 
quality by reducing artifacts such as block, chroma and mosquito 
noise.

 ● Text Overlay.
 ● Front Panel Lockout.
 ● Front Panel Freeze Frame.
 ● Video Blanking - Blue or black screen selectable.
 ● Zoom - 100% to 400%.
 ● Flexible Control Options - Front panel, IR remote (with on-screen 
menus), VP-729 iPhone® App (inputs need to be renamed), 
Ethernet and RS-232.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 2 universal Y/CV, Pb/C, Pr  
(composite, s−Video and component),
1 Vpp/75W on BNC connectors;
4 PC (computer graphics) on 15−pin HD 
connectors (VGA through UXGA),
2 HDMI connectors,
1 USB connector;
For each universal and PC input there is a 
corresponding balanced stereo audio (+4dBu 
nominal) or digital S/PDIF input on 5 pin 
terminal blocks.

OUTPUTS: 1 HDMI connector,
2 computer graphics on 15−pin HD connectors, 
1 balanced audio stereo output on a 5−pin 
terminal block (+4dBu nominal),
1 stereo speaker output, 6W per channel into 
8Ω, on a 4−pin terminal block connector,
1 digital S/PDIF output on an RCA connector.

COMPLIANCE  
WITH HDMI STANDARD: Supports HDMI and HDCP.
OUTPUT RESOLUTION: Native HDMI, 640x480x60Hz, 

640x480x75Hz, 800x600x50Hz, 
800x600x60Hz, 800x600x75Hz, 
1024x768x50Hz, 1024x768x60Hz, 
1024x768x75Hz, 1280x768x50Hz, 
1280x768x60Hz, 1280x720x60Hz, 
1280x800x60Hz, 1280x1024x50Hz, 
1280x1024x60Hz, 1280x1024x75Hz, 
1366x768x50Hz, 1366x768x60Hz, 
1400x1050x50Hz, 1400x1050x60Hz, 
1600x1200x50Hz, 1600x1200x60Hz, 
1680x1050x60Hz, 1920x1080x60Hz, 
1920x1200x60Hz, 480px60Hz, 576px60Hz, 
720px50Hz, 720px60Hz, 1080ix50Hz, 
1080ix60Hz, 1080px50Hz, 1080px60Hz, 
720x480x59.94Hz, 1280x720x59.94Hz, 
1920x1080ix59.94Hz, 1920x1080x23.98Hz, 
1920x1080x29.97Hz, 1920x1080x59.94Hz 
or custom.

CONTROL: Front panel buttons/OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector, Ethernet.

ADDITIONAL CONTROLS: Picture−In−Picture: Video−in−Graphics (or vice 
versa), Picture−and−Picture or Split Screen 
(two images side−by−side), freeze, zoom, 
different selectable vertical refresh rates, video 
and audio ProcAmp control, output image 
scaling and aspect ratio change, EDID capture, 
text overlay, slide show.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 30VA automatic 
power supply.

DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Null−modem adapter, rack “ears”, IR remote 

control, 2 sets of C−SF/2RVM−0.5 cables, 
power cord, control application program via 
RS−232 (PC) and via Ethernet (i−Phone®  
and PC).

VP-731 (contd.) 
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8x2:3 ProScale™ In−CTRL™ Dual Scaler Seamless Switcher

The VP-747 In-CTRL™ Dual Scaler Seamless Switcher 
is a true multi-standard  scaler and seamless switcher 
with eight universal inputs comprised of five BNCs each, 
any of which can accommodate a composite video, 
s-Video (Y/C), component video (RGB/YUV), RGBS, or 
RGBHV signal. Inputs 1 and 2 also can be configured 
to HDMI/DVI inputs. The unit has dual scalers, one for 
the preview and the other for the program output. Dual 
scalers are required to do “true” seamless transitions 
from one source to another.

VP‑747

RS-232

Projector

HDTV
Satellite
Receiver
Source

Analog 
Display

Plasma
Display

Display

RGBHV

V
G

A

RGBHV

YPBPR

DVD
Player

DVI/HDMI

DVI

Computer 
Graphics
Source

DVI

YPBPR

Computer 
Graphics
Source

RGBHV
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.41

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-1X 1 Coax RG−6 Super High−Resolution Bulk Cable 8.9

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

C-HM/DM HDMI to DVI Cable 8.41
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) processing 
represents the state-of-the-art in video processing technology, with 
the highest quality de-interlacing (with 3:2 & 2:2 pull down), noise 
reduction, and scaling performance for both standard-definition 
and high-definition signals.

 ● True Seamless Switching with FX - With the incorporation of two 
scalers, the unit can switch absolutely seamlessly between two 
live sources. Transitions include cut and fade plus numerous other 
effects each with multiple variations and speeds.

 ● Dual Scalers with Preview and Program Outputs - Perfect for live 
productions. Both preview and program signals are simultaneously 
output as RGBHV/YUV on sets of 5 BNC connectors, on 15-pin 
connectors, and as HDMI (on DVI connectors).

 ● K-IIT™ Picture-in-Picture Image Insertion Technology - Ultra-stable 
picture-in-picture image insertion capability. Any video source can 
be inserted into a computer graphics video source and vice versa 
with positioning and sizing controls available to the user. A unique 
split-screen mode is also available.

 ● Projector Anywhere™ Technology - Horizontal & vertical geometry 
controls to compensate for off-axis projector placement.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI/DVI 
inputs to pass only to the HDMI/DVI output.

 ● Companion Audio Switcher Available - The VP-727A-BA (balanced 
stereo) is a 8x2 audio companion switchers for the VP-747. These 
units switch eight stereo audio inputs to the selected preview and 
program outputs.

 ● Take Button - Execute preview to program switching (with transition 
effect).

 ● 8 Universal Video Inputs - Each input has 5 BNCs which can be 
configured to accept composite video, s-Video (Y/C), component 
video (RGB/YUV), RGBS, or RGBHV signals. Inputs 1 & 2 can be 
switched to the DVI-I input connectors for HDMI or DVI signals. 
Embedded audio is passed by the DVI-I connector.

 ● Multiple Computer Graphics Output Resolutions - Up to WUXGA 
plus 4 user-definable (custom) output resolutions with selectable 
refresh rates.

 ● HDTV Output Resolutions - 480p, 576p, 720p, 1080i and 1080p 
in component format on all output connectors.

 ● Multi-Standard - PAL, SECAM & NTSC (3.58/4.43).
 ● Multiple Aspect Ratio Selections - 4x3 or 16x9, anamorphic, 
letterbox, and user definable settings.

 ● Built-In Time Base Corrector - Stabilizes video sources with 
unstable sync.

 ● Built-In ProcAmp - Color, hue, sharpness, contrast, and brightness 
are set individually for each input.

 ● Advanced Noise Reduction Features - Designed to improve video 
quality by reducing artifacts such as block, chroma and mosquito 
noise.

 ● Front Panel Lockout.
 ● Video Blanking - Blue or black screen selectable.
 ● Freeze Frame.
 ● Zoom - 100% to 400%.
 ● 2 USB Ports - For firmware downloads.
 ● Flexible Control Options - Front panel buttons, IR. Remote (with on-
screen menus), Ethernet, RS-232, RS-485, T-bar control via the 
VP-747T.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (3U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUT: 2 HDMI/DVI on DVI connectors (HDMI, HDCP 1.2); 
8 sets of universal BNC connectors: R/Pr, G/Y/
CV, B/Pb/C, Hs/Cs, and Vs, each programmable 
for use as CV, Y/C, RGB, YCbCr, YPbPr, RGBS 
or RGBHV.

PREVIEW OUTPUT: 1 HDMI/DVI on DVI connector (HDMI, HDCP 1.2), 
1 UXGA on a 15−pin HD (F) connector,  
1 RGBHV/YPbPr on BNC connectors.

PROGRAM OUTPUT: Supports HDMI and HDCP.
COMPUTER OUTPUT 
RESOLUTIONS: 640x480 60Hz, 640x480 75Hz, 800x600 

50Hz, 800x600 60Hz, 800x600 75Hz, 
832x624 75Hz, 852x480 60Hz, 1024x768 
50Hz, 1024x768 60Hz, 1024x768 75Hz, 
1280x720 60Hz, 1280x768 50Hz, 1280x768 
60Hz, 1280x800 60Hz, 1280x1024 
50Hz, 1280x1024 60Hz, 1280x1024 75Hz, 
1366x768 50Hz, 1366x768 60Hz, 1400x1050 
50Hz, 1400x1050 60Hz, 1440x900 
60Hz, 1600x1200 50Hz, 1600x1200 
60Hz, 1680x1050 60Hz, 1920x1080 
50Hz, 1920x1080 60Hz, 1920x1200 
60Hz, 480px60Hz, 576p, 720p 50Hz, 720p 
60Hz, 1080i 50Hz, 1080i 60Hz, 1080p 
50Hz, 1080p 60Hz, 1080p 24Hz (for HDMI), 
480px59.94Hz, 720px59.94Hz, 1080ix59.94Hz, 
1080px23.97Hz, 1080px29.97Hz, 
1080px59.94Hz or one of 4 Custom resolutions

HDTV OUTPUT  
RESOLUTIONS:

480px60Hz, 576px60Hz, 720px50Hz,  
720px60Hz, 1080ix50Hz, 1080ix60Hz,  
1080px50Hz, 1080px60Hz, 1080p@24Hz,

CONTROLS: Front panel buttons, high−contrast LCD, IR 
remote control, Ethernet, audio control, RS−232, 
RS−485, and optional T−bar remote controller.

ADDITIONAL CONTROLS: Freeze, zoom, different selectable vertical 
refresh rates, ProcAmp control, output image 
scaling, Picture−In−Picture and aspect ratio 
change.

POWER CONSUMPTION: 100−240V AC, 50/60Hz, 55VA.
DIMENSIONS: 19" x 9.3" x 3U  W, D, H, rack mountable.
WEIGHT: 5.5kg (12.2lbs) approx.
INCLUDED ACCESSORIES: IR remote control, power cord, rack “ears”,  

and null−modem adapter.
OPTIONS: VP−747T remote control console.

VP-747 (contd.) 
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In−CTRL™ Remote Control Console with T−Bar

The VP-747T is a dedicated remote control console for the VP-747 
In-CTRL dual scaler seamless switcher. It is designed for use at live 
production events that require remote operation of the seamless 
switcher from a T-bar for precise switching and transition control.

VP‑747T

FEATURES

 ● All VP-747 Functions Replicated - All the front panel 
controls of the VP-747 Seamless Switcher are replicated 
on the VP-747T.

 ● Convenient Switching Control - Via T-bar or Take button 
with selectable transition speed control.

 ● Menu Button - Control the VP-747 via an on-screen display 
on the preview output.

 ● Wipe Direction Control - Via front panel buttons.

 ● Control Multiple Units - Up to 4 VP-747 Seamless 
Switchers can be controlled from one VP-747T.

 ● Gooseneck Lamp - For low light environments.

 ● Control Options - 4 RS-485 ports (2 mini-XLR & 2 terminal 
block) to control up to 4 VP-747 units, and 1 RS-232 for 
firmware upgrades.

 ● Power Supply - 12V DC.

 ● Note - Angled faceplate allows for free-standing use on 
a table.

 ● Standard 19" (4U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

PORTS: 2 sets of RS−485 on 3−pin terminal 
block connectors, 2 sets of RS−485 on 
mini−XLR connectors.

CONTROLS: Front panel buttons,  
RS−232, and RS−485.

POWER CONSUMPTION: 12V DC, 240mA.
DIMENSIONS: 19" x 7" x 4U  W, D, H, rack mountable.
WEIGHT: 1.58kg (3.5lbs) approx.
ACCESSORIES: Gooseneck lamp, 2 mini XLR 

connectors, power supply, rack "ears", 
table top brackets.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-1T Mono Audio/Control Bulk Cable 8.18
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8−Input ProScale™ Presentation Switcher/Scaler with Speaker Output

The VP-770 is a high-performance presentation switcher 
and scaler for composite video, component video, 
DisplayPort, computer graphics video, and HDMI signals. 
It scales the video, embeds the audio and outputs the 
signal to  HDMI, computer graphics and DGKat twisted 
pair, together with digital audio, unbalanced stereo and a 
10-watt amplified balanced stereo speaker output.

VP‑770

Audio Connections
are not shown
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2S Speaker Bulk Cable 8.20

C-RVM/RVM RCA Composite Video Cable 8.35

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.45
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FEATURES

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra-stable 
picture-in-picture, picture-and-picture, and split screen capability. Any 
video source can be inserted into or positioned next to any other video 
source with full window positioning and sizing controls.

 ● PixPerfect™ Scaling Technology - Kramer’s PixPerfect™ Scaling 
Technology - Kramer’s precision pixel mapping and high quality scaling 
technology. High-quality 3:2 and 2:2 pull down de-interlacing and full 
up and down scaling of all video input signals

 ● Ultra-Fast Fade-Thru-Black (FTB™) Switching - Video switching 
transitions are clean and ultra fast. The video fades to black and 
the new input fades from black for smooth, glitch-free switching. The 
output signal provides constant sync so the display never glitches.

 ● Advanced EDID Management - For each input and analysis of the EDID 
of a selectable master connection to one of the outputs.

 ● Mass Notification Emergency Communication System (MNEC) - Activates 
a national or campus-wide notification, immediately displayed when an 
emergency situation develops. It uses automatic text overlaying, either 
via a crawler or a full screen cover up, as well as an optional audio alert.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ 
cables designed specifically for optimum performance.

 ● Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 1080p 
on shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, or up 
to 70m (230ft) at 1080p on shielded BC-DGKat623 cable. Up to 
100m (330ft) at 1080i or up to 90m (295ft) at 1080p on shielded 
BC-DGKat7a23 cable.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) 
license agreement allows copy-protected data on the HDMI input to 
pass only to the HDMI output.

 ● Video Inputs - Component (Y, Pb, Pr) video on RCA connectors, 
DisplayPort (DP), 2 computer graphics on 15-pin HD connectors,  
2 composite video on RCA connectors and 2 HDMI.

 ● Scaled Outputs - HDMI, computer graphics on a 15-pin HD connector 
and DGKat twisted pair on an RJ-45 connector simultaneously.

 ● Multiple Output Resolutions - Up to 2K and 1080p.
 ● HDMI Deep Color Support.
 ● Luma Keying - Via PIP window.
 ● Vertical Keystoning.
 ● Built-in ProcAmp - Color, sharpness, contrast, brightness and gamma 
are set individually for each input.

 ● 3D Comb Filtering - Provides the best quality color separation for 
composite video inputs.

 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Powerful Noise Reduction Filters - Temporal, block, mosquito and 
combing.

 ● Picture Zooming - Up to 1600% both on main and PIP picture.
 ● De-interlacing - 3:2 and 2:2 pull-down; 24sf handling.
 ● Multiple Aspect Ratio Selections - Follow input, follow output, best fit, 
letterbox and overscan.

 ● Dual Window Display - Preset picture-in-picture, picture-and-picture 
and split screens, as well as customized window layouts.

 ● Audio Inputs - 2 HDMI, 2 computer graphics and 1 DisplayPort and 
1 microphone in on 3.5mm mini jacks; 2 CV and 1 S/PDIF on RCA 
connectors.

 ● Audio Outputs - 1 S/PDIF on an RCA connector, 1 unbalanced stereo 
audio on a 3-pin terminal block connector and a 2x10W built-in power 
amplifier with speaker outputs on terminal block connectors.

 ● Input and Output Audio Level Adjustment.
 ● Audio Delay - For lip-sync correction.

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI (deep color) connectors,
2 VGA on 15−pin HD connectors,
1 component video on 3 RCA connectors,
2 composite video on RCA connectors,
1 DisplayPort connector,
2 HDMI, 2 VGA, 1 DP, 2 CV unbalanced stereo 
audio on 3.5mm mini jack connectors,
1 S/PDIF (for component video input) digital 
audio on an RCA connector,
1 mic on a 3.5mm mini jack connector.

OUTPUTS: 1 VGA on a 15−pin HD connector,
1 HDMI (deep color)connector, 
1 DGKat on an RJ−45 connector,
1 S/PDIF digital audio on an RCA connector,
1 unbalanced stereo audio on a 3−pin terminal 
block connector,
12x10W speaker amplifier balanced stereo 
audio on terminal block connectors.

COMPLIANCE  
WITH HDMI STANDARD:

Supports HDMI (deep color) and HDCP, 
Supports: DisplayPort 1.1a
OUTPUT RESOLUTIONS:640x480@60, 
640x480@75, 800x600@50, 800x600@60, 
800x600@75, 1024x768@50, 
1024x768@60, 1024x768@75, 
1280x768@50, 1280x768@60, 
1280x800@60, 1280x1024@50, 
1280x1024@60, 1280x1024@75, 
1360x768p60, 1366x768@50, 
1366x768@60, 1400x1050@50, 
1400x1050@60, 1600x900@60, 
1600x1200@50, 1600x1200@60, 
1680x1050@60, 1920x1200@60, 480i60, 
480p60, 576i50, 576p50, 720p50, 
720p59.94, 720p60, 1080p23.976, 1080p24, 
1080p25, 1080p29.97, 1080p30, 1080p50, 
1080p59.94, 1080p60, 2048x1080@60Hz, 
2048x1080@50Hz.

CONTROLS: Front panel buttons, OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector, Ethernet, 
contact closure.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE:−40° to +70°C (−49° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER SOURCE: 100−240V AC, 56VA max.
DIMENSIONS: 19" x 9.3" x 1U (W, D, H) rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”, IR remote control.

VP-770 (contd.) 

 ● Selectable Power Saving Modes - For efficient energy usage.
 ● Microphone Input - Supports mix and talk-over features, as well as 
delay to prevent feedback.

 ● Non-Volatile Memory - Saves final settings.
 ● Firmware Upgrades - Via Ethernet and RS-232.
 ● Flexible Control Options - Front panel buttons, contact closure, OSD 
(on-screen display) via front panel buttons or IR remote (remote 
control included).

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.
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9−Input ProScale™ Presentation Switcher/Scaler with Speaker Outputs

The VP-771 is a high-quality presentation switcher and 
scaler for a variety of signals. It accepts one of nine 
inputs: component video, DisplayPort (DP), 3G HD-SDI, 
two computer graphics, two composite video and two 
HDMI signals. It scales the video, embeds the audio, and 
outputs the signal to one HDMI, one computer graphics, 
one 3G HD-SDI and one DGKat TP, together with digital 
audio, unbalanced stereo and a 2x10-watt amplified 
balanced stereo speaker output.

VP‑771

Audio connections
are not shown
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SUGGESTED CABLES ‑ For complete list see our Web site.
BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable
8.8

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) 8.22

C-2RAM/2RAM RCA Stereo Audio Cable 8.50

C-A35M/A35M 3.5mm Stereo Audio Cable 8.49

BC-1T Mono Audio/Control Bulk Cable 8.18

C-RVM/RVM RCA Composite Video Cable 8.35

C-3RVM/3RVM 3 RCA Component Video Cable 8.35

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.45
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FEATURES

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology - Ultra-stable 
picture-in-picture, picture-and-picture, and split screen capability. Any video 
source can be inserted into or positioned next to any other video source 
with full window positioning and sizing controls.

 ● Kramer’s PixPerfect™ Scaling Technology - Kramer’s precision pixel 
mapping and high quality scaling technology. High-quality 3:2 and 2:2 pull 
down de-interlacing and full up and down scaling of all video input signals.

 ● Ultra-Fast Fade-Thru-Black (FTB™) Switching - Video switching transitions 
are clean and ultra fast. The video fades to black and the new input fades 
from black for smooth, glitch-free switching. The output signal provides 
constant sync so the display never glitches.

 ● Advanced Deinterlacing Functions - Method, sync, selectable film modes, 
diagonal correction and motion detection sensitivity, 3:2 and 2:2 pull-down; 
24sf handling.

 ● HDTV Compatible.
 ● HDCP Compliant - The HDCP (High Definition Content Protection) license 
agreement allows copy-protected data on the HDMI input to pass only to 
the HDMI output.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), HD-SDI 
(SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Advanced Input and Output EDID Management.
 ● Mass Notification Emergency Communication System (MNEC) - Activates 
a national or campus-wide notification, immediately displayed when an 
emergency situation develops. It uses automatic text overlaying, either 
via a crawler or a full screen cover up, as well as an optional audio alert.

 ● DGKat™ Signal Integration - Kramer’s unique technology for converting 
TMDS as well as control and communication to signals that run over 
twisted pair cables. We strongly recommend using Kramer DGKat™ cables 
designed specifically for optimum performance.

 ● Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 1080p on 
shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, or up to 70m 
(230ft) at 1080p on shielded BC-DGKat623 cable. Up to 100m (330ft) at 
1080i or up to 90m (295ft) at 1080p on shielded BC-DGKat7a23 cable.

 ● Video Inputs - Component (Y, Pb, Pr) video on RCA connectors, DisplayPort 
(DP), SD/HD/3G HD-SDI (including SDI loop) on BNC connectors, 2 
computer graphics on 15-pin HD connectors, 2 composite video on RCA 
connectors and 2 HDMI.

 ● Scaled Outputs - HDMI, computer graphics on a 15-pin HD connector, 
SD/HD/3G HD-SDI on a BNC connector and DGKat twisted pair on an 
RJ-45 connector.

 ● SDI Channeling - Select one active signal and three bypassed signals from 
eight embedded stereo audio channels.

 ● Multiple Output Resolutions - Up to 2K and 1080p.
 ● HDMI Deep Color Support.
 ● Luma Keying - Via PIP window.
 ● Vertical Keystoning.
 ● Built-in ProcAmp - Color, sharpness, contrast, brightness and gamma are 
set individually for each input.

 ● 3D Comb Filtering - Provides the best quality color separation for 
composite video inputs.

 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Powerful Noise Reduction Filters - Temporal, block, mosquito and combing.
 ● Picture Zooming - Both on main and PIP window from 100% to 1600%, 
including separate V and H sharpness control.

 ● Multiple Aspect Ratio Selections - Follow input, follow output, best fit, 
letterbox and overscan.

 ● Dual Window Display - Preset picture-in-picture, picture-and-picture and 
split screens, as well as customized window layouts.

 ● Audio Inputs - 2 HDMI, 2 computer graphics and 1 DisplayPort and 
1 microphone in on 3.5mm mini jacks; 2 CV and 1 S/PDIF on RCA 
connectors.

 ● Audio Outputs - 1 S/PDIF on an RCA connector, 1 unbalanced stereo audio 
on a 3-pin terminal block connector.

 ● Built-in Audio Power Amplifier - 10W per channel audio amplifier with 
speaker outputs.

TECHNICAL SPECIFICATIONS

INPUTS: 2 HDMI (deep color) connectors, 
2 VGA on 15−pin HD connectors,
1 component video on 3 RCA connectors,
2 composite video on RCA connectors,
1 DisplayPort connector,
1 SD/HD/3G HD−SDI plus loop a BNC 
connector,
2 HDMI, 2 VGA, 1 DP, 2 CV unbalanced 
stereo audio on 3.5mm mini jack connectors, 
1 S/PDIF (for component video input) digital 
audio on an RCA connector,
1 mic on a 3.5mm mini jack connector.

OUTPUTS: 1 VGA on a 15−pin HD connector,
1 SD/HD/3G HD−SDI on a BNC connector,
1 HDMI (deep color) connector,
1 DGKat on an RJ−45 connector,
1 S/PDIF digital audio on an RCA connector,
1 unbalanced stereo audio on a 3−pin 
terminal block connector,
2x10W speaker amplifier balanced stereo 
audio on terminal block connectors.

COMPLIANCE  
WITH STANDARDS:

Supports HDMI (deep color) and HDCP; 
DisplayPort 1.1a.

OUTPUT RESOLUTIONS: 640x480@60, 640x480@75, 
800x600@50, 800x600@60, 
800x600@75, 1024x768@50, 
1024x768@60, 1024x768@75, 
1280x768@50, 1280x768@60, 
1280x800@60, 1280x1024@50, 
1280x1024@60, 1280x1024@75, 
1360x768@60, 1366x768@50, 
1366x768@60, 1400x1050@50, 
1400x1050@60, 1600x900@60, 
1600x1200@50, 1600x1200@60, 
1680x1050@60, 1920x1200@60, 480i60, 
480p60, 576i50, 576p50, 720p50, 
720p59.94, 720p60, 1080p23.976, 
1080p24, 1080p25, 1080p29.97, 
1080p30, 1080p50, 1080p59.94, 
1080p60, 2048x1080@60Hz, 
2048x1080@50Hz

CONTROLS: Front panel buttons, OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector, 
Ethernet, contact closure.

POWER CONSUMPTION: 100−240V AC, 56VA max.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−49° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 9.3" x 1U (W, D, H) rack mountable.
WEIGHT: 2.5kg (5.5lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”, IR remote control.

VP-771 (contd.) 

 ● HDMI Audio - Embeds/de-embeds HDMI audio with delay of 0-90msec for 
lip-sync correction.

 ● Microphone Input - Supports mix and talk-over features, as well as 
0-90msec delay to prevent feedback.

 ● Non-Volatile Memory - Saves final settings.
 ● Firmware Upgrades - Via Ethernet and RS-232.
 ● Flexible Control Options - Front panel buttons, contact closure, OSD 
(on-screen display) via front panel buttons or IR remote (remote control 
included), Control Application software for use via Ethernet and RS-232.

 ● Selectable Power Save Modes.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.
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8/9−Input HDMI & HDBaseT ProScale Presentation Switcher/Scaler with 2K Support and Audio Power Amplifier

The VP-773AMP/VP-774AMP are high-performance 
presentation switchers and scalers. They accept 
one of eight or nine inputs: one DisplayPort (DP), one 
composite video, two computer graphics and four HDMI 
signals. They scale the video, embed the audio, and 
simultaneously output the signal to two identical HDMI 
and one HDBaseT TP output, together with S/PDIF and 
balanced stereo audio outputs. The units include an audio 
amplifier and speaker output. The VP-774AMP also 
includes a 3G HD-SDI input and output.

VP‑773AMP/VP‑774AMP

Audio Connections
are not shown

RS-232

Plasma
Display

HDMI

SDI

Display

SDI

DP
Digital

Camera

DVD Player 1
(HDMI)

SDI

Computer
Graphics
Source 1

HDMI

VGA

To
TP-580RXR

CV

DVD Player
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20

C-RVM/RVM RCA Composite Video Cable 8.35

BC-HDKat6a Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) 8.24

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA 

Hydra™ Multi−Head Cable
8.32

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

C-DPM/DPM DisplayPort Cable 8.45
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FEATURES

 ● K-IIT XL™ Picture-in-Picture Image Insertion Technology -  
Ultra-stable picture-in-picture, picture-and-picture, and split 
screen capability. Any video source can be inserted into or 
positioned next to any other video source with full window 
positioning and sizing controls.

 ● Kramer’s PixPerfect™ Scaling Technology - Kramer’s precision 
pixel mapping and high quality scaling technology. High-quality 
3:2 and 2:2 pull down de-interlacing and full up- and down-
scaling of all video input signals.

 ● State-of-the-Art Video Processing Technology - For highest 
quality de-interlacing, noise reduction, and scaling performance 
for both standard-definition and high-definition signals.

 ● Ultra-Fast Fade-Thru-Black (FTB™) Switching - Video switching 
transitions are clean and ultra fast. The video fades to black 
and the new input fades from black for smooth, glitch-free 
switching. The output signal provides constant sync so the 
display never glitches.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Advanced EDID Management - Per input; analyzes the EDID of a 
selectable Master connection to one of the outputs.

 ● Mass Notification Emergency Communication System (MNEC) - 
Activates a national or campus-wide notification, immediately 
displayed when an emergency situation develops. It uses 
automatic text overlaying, either via a crawler or a full screen 
cover up, as well as an optional audio alert.

 ● Max. Data Rate - 6.75Gbps (2.25Gpbs per graphic channel).
 ● Multi-Standard SDI Support (VP-774AMP) - SDI (SMPTE 259M), 
HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 424M).

 ● Scaled Outputs - 2 HDMI, 1 HDBaseT, (1 3G HD-SDI, VP-774AMP)  
(all outputs work simultaneously).

 ● Output Resolutions - HDTV and computer graphics up to 2K and 
1080p/UXGA with selectable refresh rates.

 ● HDMI Deep Color Support - For all  inputs and outputs.
 ● Luma Keying - Via PIP window.
 ● Vertical Keystone Operation.
 ● Built-in Proc-Amp - With enhanced functions such as color 
correction, gamma and dither.

 ● Multi-Standard Video Support - NTSC (3.58/4.43), PAL 
(M/N/60) and SECAM with advanced de-interlacing options.

 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Picture Zooming - Both on main and PIP window from 100% to 
1600%, including separate V and H sharpness control.

 ● Input and Output Colorspace Control.
 ● Audio Support - Unbalanced stereo audio inputs, with two 
microphone inputs; digital stereo and balanced stereo outputs; 
input and output audio level adjustment.

 ● Selectable Microphone Talkover or Mix Modes.
 ● Microphone Inputs - 2 dynamic or condenser (with 48V phantom 
voltage).

 ● Audio Amplifier & Speaker Output - 2x10W.
 ● Automatic Detection and Selection of Embedded Audio - 
Automatically outputs the signal from the HDMI and DP 
embedded audio inputs or performs an analog takeover to 
output the respective analog audio input.

TECHNICAL SPECIFICATIONS

INPUTS: 4 HDMI (Deep Color) connectors,
2 VGA on 15−pin HD connectors,
1 composite video on an RCA connector,
1 DisplayPort connector,
4 HDMI, 2 VGA, 1 DP, 1 CV unbalanced 
stereo audio on left and right RCA connectors,
2 mic on 3.5mm mini jack connectors.

OUTPUTS: 2 HDMI (Deep Color) connectors,
1 HDBaseT on an RJ−45 connector,
1 S/PDIF digital audio on an RCA connector,
1 balanced stereo audio on a 5−pin terminal 
block connector, 1 stereo speaker output, 
2x10W, on a 4−pin terminal block connector.

STANDARDS COMPLIANCE: Supports HDMI (Deep Color), HDCP, 
DisplayPort 1.1a.

OUTPUT RESOLUTIONS: 640x480@60, 640x480@75, 800x600@50, 
800x600@60, 800x600@75, 
1024x768@50, 1024x768@60, 
1024x768@75, 1280x768@50, 
1280x768@60, 1280x800@60, 
1280x1024@50, 1280x1024@60, 
1280x1024@75, 1360x768@60, 
1366x768@50, 1366x768@60, 
1400x1050@50, 1400x1050@60, 
1600x900@60, 1600x1200@50, 
1600x1200@60, 1680x1050@60, 
1920x1200@60, 480i60, 480p60, 576i50, 
576p50, 720p50, 720p59.94, 720p60, 
1080p23.976, 1080p24, 1080p25, 
1080p29.97, 1080p30, 1080p50, 
1080p59.94, 1080p60, 2048x1080@60Hz, 
2048x1080@50Hz.

CONTROLS: Front panel buttons, OSD, IR remote control, 
RS−232 on a 9−pin D−sub connector, 
Ethernet.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−49° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
POWER SOURCE: 100−240V AC, 40VA max.
DIMENSIONS: 19" x 9.3" x 1U (W, D, H) rack mountable.
WEIGHT: 3kg (6.6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack “ears”, IR remote control.

VP-773AMP/VP-774AMP (contd.) 

 ● HDBaseT Range - Up to 130m (430ft) normal mode; up to 
180m (590ft) ultra mode (1080p @60Hz @24bpp) when using 
BC-HDKat6a cables.

 ● On-Screen Display (OSD) - For easy setup and adjustment, 
accessible via the IR remote control and via the front-panel 
buttons.

 ● Built-in Web Page Server.
 ● Non-Volatile Memory - Saves final settings.
 ● Firmware Upgrades - Via Ethernet and RS-232.
 ● Flexible Control Options - Front panel buttons, OSD (on-screen 
display) via front panel buttons or IR remote (remote control 
included), embedded Web server.

 ● Port Tunneling - A bidirectional RS-232 interface where simple 
control commands and data can flow in both directions from a 
controller to the VP-773AMP via the Ethernet, allowing status 
requests and control of the destination unit

 ● Selectable Power Save Modes - For efficient energy use.
 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U). Rack "ears" included.
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8−Input ProScale™ Genlock Presentation Scaler/Switcher

The VP-790 is a high-quality presentation scaler/switcher 
for RGB component, computer graphics, composite, 
s-Video, HDMI, DVI and 3G HD-SDI signals. The unit takes 
one of the inputs, scales the video, embeds the audio and 
outputs the signal to the computer graphics, DVI/HDMI 
and 3G HD-SDI outputs simultaneously.

VP‑790
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable
8.8

C-HM/DM HDMI to DVI Cable 8.41

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38
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FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) 
processing represents the state-of-the-art in video processing 
technology, with the highest quality de-interlacing (with 3:2 & 
2:2 pull down), noise reduction, and scaling performance for 
both standard-definition and high-definition signals.

 ● Max. Data Rate - 3Gbps (3G HD-SDI).

 ● HDTV Compatible.

 ● HDCP Compliant - The HDCP (High Definition Content 
Protection) license agreement allows copy-protected data on 
the HDMI input to pass only to the HDMI output.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 
344M), HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 
424M).

 ● Video Warping - Uses user-generated screen coordinates to 
match any linear or non-linear surface.

 ● Edge Blending - Facilitates building large images using multiple 
projectors by feathering the overlapped edges.

 ● Video Inputs - 1 HDMI, 1 computer graphics video (15-pin HD), 
2 composite video (BNC & RCA), 1 s-Video (4-pin), component 
video (RGBS), 1 DVI and 1 3G HD-SDI.

 ● Genlock Input - Ideal for use in broadcast video applications.

 ● Scaled Outputs - DVI/HDMI, 3G HD-SDI & computer graphics 
video (15-pin HD).

 ● Scales and Zooms - Up to 400% of the original size.

 ● Gaming Mode Option - For minimum latency.

 ● Audio Output - S/PDIF de-embedded from HDMI or SDI.

 ● Multiple Aspect Ratio Selections - Full, overscan, underscan, 
letterbox & panscan.

 ● Built-in ProcAmp - Color, hue, sharpness, noise, contrast, and 
brightness.

 ● Front Panel Controls - OSD, front panel buttons including test 
pattern, PIP and Reset to XGA/720p.

 ● Non-Volatile Memory - Saves final settings.

 ● Front Panel Lockout.

 ● Flexible Control Options - Front panel with OSD (on-screen 
display), IR remote, Ethernet and RS-232.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

TECHNICAL SPECIFICATIONS

INPUTS: 1 SD/HD/3G HD−SDI on a BNC connector, 
1 HDMI connector (HDCP version 1.1), 
1 VGA on a 15−pin HD connector, 
1 composite video on an RCA connector, 
1 composite video on a BNC connector, 
1 component video/RGBS on 3/4 RCA 
connectors, 
1 DVI on a DVD−I connector, 
1 s−Video on a 4−pin connector.

OUTPUTS: 1 SD/HD/3G HD−SDI on a BNC connector, 
1 DVI/HDMI on a DVI−D connector (HDCP 
version 1.1),
1 VGA on a 15−pin HD connector, 
1 S/PDIF on an RCA connector.

OUTPUT RESOLUTIONS: 640x480, 800x600, 1024x768, 1280x768, 
1280x800, 1280x1024, 1360x768, 
1366x768, 1400x1050, 1440x900, 
1600x1200, 1680x1050, 1920x1200, 480i, 
480p, 576p, 720p, 1080i, 1080p.

CONTROLS: Input selector buttons: Blank, mute, freeze, 
reset to XGA/720p, panel lock. Menu 
functions: menu, enter, menu arrows. 
RS−232, Ethernet, IR.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −25° to +85°C (−13° to 185°F).
HUMIDITY: 5% to 95%, RHL non−condensing.
POWER SOURCE: 100−240V AC, 50−60Hz; 35VA (500mA 

maximum).
DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 2.7kg (6lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears", IR remote control 

transmitter.

VP-790 (contd.) 
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NEW3G HD−SDI to DVI/HDMI Digital HQV Scaler with Color Correction & Geometric Processing

VP‑791

r 4 Q d @ []

TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI for 4:2:2 signals up to 1080p on 
a BNC connector.

OUTPUT: 1 DVI/HDMI on a DVI connector.
OUTPUT RESOLUTIONS: Common VESA formats from 640x480 to 1920x1200, 

and HD formats at 720p, 1080p.
LATENCY: As low as 0.25−frame progressive inputs, 

1.25−field interlaced inputs.
SIGNAL PROCESSING: 10−bit signal inputs, 12−bit accurate internal 

processing; 4−field full resolution SD & HD processing.
DE-INTERLACING: Motion adaptive per pixel video de−interlacing, 

multi−directional diagonal de−interlace filter.
POWER SOURCE: 12V DC, 1.5A approx.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 16.7cm x 15.8cm x 3.9cm (6.58" x 6.23" x 1.54") W, D, H 

(excluding connectors).
WEIGHT: 0.5kg (1.1lb).
INCLUDED ACCESSORIES: 12V DC power supply, DVI−D cable, user manual/CD.
OPTIONS: RK−T2B 19" rack mount.

The VP-791 is a high-performance digital scaler for 3G HD-SDI 
signals. It up- or down-scales the incoming signal, processes the 
image with HQV and flexible geometry correction and outputs the 
signal to a DVI/HDMI connector.

FEATURES

 ● HQV® Video Processing - HQV (Hollywood Quality Video) processing 
represents the state-of-the-art in video processing technology, with the 
highest quality de-interlacing (with 3:2 & 2:2 pull down), 4D motion adaptive 
SD noise reduction, and outstanding scaling performance for both standard-
definition and high-definition signals.

 ● HDTV Compatible.
 ● Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M) and 
3G HD-SDI (SMPTE 424M).

 ● Supported Input Resolutions - HD: 720p23.97/24/25/30/50/59.94/60, 
1080i50/59.94/60, 1080psf, 1080p23.97/24/25/30, 
1080p30/50/59.94/60; SD: 625i (576i), 525i (480i).

 ● HDMI Output Support - Deep color up to 12 bit.
 ● Powerful Geometry Correction - For off-axis projection, pin/barrel and image 
rotation.

 ● Portrait Mode Image Extraction - Rotation and zoom from landscape input.
 ● Selectable Processing Versus Latency - Best Picture and low latency modes; 
Best Picture latency as low as 0.25-frame progressive inputs, 1.25-fields 
interlaced inputs.

 ● Selectable I/O Lock Mode - Or frame rate conversion mode.
 ● Flexible Colour Calibration Controls - RGB Gains, RGB Cut-Offs/Black Levels, 
Saturation, Hue, Brightness, Contrast controls, Gamma selection.

 ● Active 3G HD-SDI Cable Equalization.
 ● Built-in Test Pattern Generator.
 ● Non-Voltatile Memory - Auto-saves and recalls settings.
 ● USB Port - For upgrading firmware.
 ● Programmable Customer Logo on Menu.
 ● Flexible Control Options - Built-in Web server RS-232, TCP/IP API, keypad 
for direct input selection and OSD menu access.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 1U 
rack space with the optional RK-T2B rack adapter.

RS-232

DVI

Projector
Digital

Camera

SDI SUGGESTED CABLES ‑ For complete list see our Web site.

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 

3G HD−SDI Bulk Cable

8.8

C-HM/DM HDMI to DVI Cable 8.41

BC-2T Stereo Audio/Control Bulk Cable 8.19
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NEWMulti−Format to DVI/HDMI Digital HQV Scaler with Warp Mapping, HQV & Geometric Processing & Edge Blending

The VP-792 is a high-performance scaler for HDMI, DVI, analog VGA 
and component signals. It up- or down-scales the incoming signal, 
processes the image with HQV, flexible warping, geometry correction 
and edge blending and outputs the signal to a DVI/HDMI connector.

VP‑792

b r Q d H @ [] ()

FEATURES

 ● Powerful Geometry Correction - For off-axis projection, pin/barrel and image 
rotation, pan, tilt and zoom.

 ● Full Warp Mapping - Easy warp map creation for stacked projector alignment and 
curved screen multi-projector tiling via an included PC application.

 ● Edge Blending - 4-sided soft edge blend for seamless blending of multiple projectors; 
basic edge blending for general purpose applications.

 ● Multi-Format Operation - HDMI, DVI, computer graphics and component inputs for 
signals up 1080p & WUXGA.

 ● HQV® Video Processing - HQV (Hollywood Quality Video) processing represents the 
state-of-the-art in video processing technology, with the highest quality de-interlacing 
(with 3:2 & 2:2 pull down), 4D motion adaptive SD noise reduction and outstanding 
scaling performance for both standard-definition and high-definition signals.

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● Supported Resolutions - HD 720p, 1080i, 1080psf (psf digital only), 
1080p23.97/24/25/30, 1080p30, 1080p59.94, 1080p60; ED 480p, 576p; 
SD 625i (576i), 525i (480i); common VESA graphics formats from 640x480 to 
1920x1200 (with reduced blanking for 1920x1200 and 1600x1200 modes).

 ● HDMI Support - Deep color up to 12 bit.
 ● Superior De-interlacing - Motion adaptive per pixel video de-interlacing with multi-
directional diagonal de-interlace filter reduces HD & SD image flicker and artifacts.

 ● Selectable Processing Versus Latency - Best picture and low latency modes; latency 
as low as 0.25-frame progressive inputs, 1.25-field interlaced inputs.

 ● Selectable I/O Lock Mode - Or frame rate conversion mode.
 ● Selectable Aspect Ratio Conversion - Or incoming aspect ratio preserve mode.
 ● Flexible Colour Calibration Controls - RGB Gains, RGB Cut-Offs/Black Levels, 
Saturation, Hue, Brightness, Contrast controls, Gamma selection.

 ● Built-in Test Pattern Generator.
 ● Non-Voltatile Memory - Auto-saves and recalls settings.
 ● USB Port - For upgrading firmware.
 ● Programmable Customer Logo on Menu.
 ● Flexible Control Options - RS-232, TCP/IP API and Web Server, keypad for direct 
input selection, PC-based Warp Map Generator tool and OSD menu access.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 1U rack space 
with the optional RK-T2B rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 component video YPbPr(S) or RGBS/RGsB on 3 or 4 BNC 
connectors, 1 DVI/HDMI on a DVI−I connector,  
1 VGA (common with the DVI/HDMI input) on a DVI−I connector.

OUTPUT: 1 DVI/HDMI on a DVI connector.
OUTPUT RESOLUTIONS: Common VESA formats from 640x480 to 1920x1200, and HD 

formats at 720p, 1080p.
LATENCY: As low as 0.25−frame progressive inputs, 1.25−field interlaced inputs.
SIGNAL PROCESSING: 10−bit signal inputs, 12−bit accurate internal processing;  

4−field full resolution SD & HD processing.
DE-INTERLACING: Motion adaptive per pixel video de−interlacing,  

multi−directional diagonal de−interlace filter.
WARP APPS: Full Warp Mapping, 4−Corner, Rotate, Pin/Barrel, Portrait, Keystone.
EDGE BLENDING: 10−bit alpha blend.
POWER SOURCE: 12V DC, 1.5A approx.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 16.7cm x 15.8cm x 3.9cm (6.58" x 6.23" x 1.54") W, D, H (excluding 

connectors).
WEIGHT: 0.5kg (1.1lb).
INCLUDED ACCESSORIES: 12V DC power supply, DVI−D cable, user manual/CD.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34
C-HM/DM HDMI to DVI Cable 8.41
BC-2T Stereo Audio/Control Bulk Cable 8.19

RS-232

DVI

Projector
Computer

Graphics Source

VGA

DVD Player
(Component)

YUV
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 ● Full Warp Mapping - Easy warp map creation for stacked projector alignment and 
curved screen multi-projector tiling via an included PC application.

 ● Powerful Geometry Correction - For off-axis projection, pin/barrel and image rotation, 
pan, tilt and zoom.

 ● Edge Blending - 4-sided professional grade edge blend with 48-bit processing, 
degamma & multi-region black level correction.

 ● Multi-Format Operation - HDMI, DVI, computer graphics and component inputs for 
signals up 1080p & WUXGA.

 ● HQV® Video Processing - HQV (Hollywood Quality Video) processing represents the 
state-of-the-art in video processing technology, with the highest quality de-interlacing 
(with 3:2 & 2:2 pull down), 4D motion adaptive SD noise reduction and outstanding 
scaling performance for both standard-definition and high-definition signals.

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● Supported Resolutions - HD 720p, 1080i, 1080psf, 1080p23.97/24/25/30, 
1080p30, 1080p50, 1080p59.94, 1080p60; ED 480p, 576p; SD 625i (576i), 525i 
(480i); common VESA graphics formats from 640x480 to 1920x1200 (with reduced 
blanking for 1920x1200 and 1600x1200 modes).

 ● HDMI Support - Deep color up to 12 bit.

TECHNICAL SPECIFICATIONS

INPUTS: 1 HDMI, 1 DVI, 1 computer graphics  
on a 15−pin HD connector.

OUTPUT: 1 DVI/HDMI on a DVI connector,  
1 S/PDIF on an RCA connector.

OUTPUT RESOLUTIONS: Common VESA formats from 640x480 to 
1920x1200, and HD formats at 720p, 1080p.

LATENCY: As low as 0.25−frame progressive inputs,  
1.25−field interlaced inputs.

SIGNAL PROCESSING: 10−bit signal inputs, 12−bit accurate 
internal processing; 4−field full resolution 
SD & HD processing.

DE-INTERLACING: Motion adaptive per pixel video de−interlacing, 
multi−directional diagonal de−interlace filter.

WARP APPS: Full warp mapping, 4−corner, rotate, 
pin/barrel, portrait, keystone.

EDGE BLENDING: 48−bit per pixel, 4:4:4 16−bit per color edge 
blend with de−gamma processing and multi−
region black level correction.

POWER SOURCE: 100−264V AC, 35W typical.
OPERATING 
TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7.2" x 1U W, D, H, rack mountable.
WEIGHT: 2,5kg (5.5lbs).
INCLUDED ACCESSORIES: DVI−D cable, user manual/CD, power cord.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

NEW

The VP-793 is a high-performance scaler for HDMI, DVI 
and computer graphics signals developed specifically 
for driving large screen displays and multiple screen 
applications from video or graphics sources. It up- or 
down-scales the incoming signal, processes the image 
with HQV, professional grade edge blending, flexible 
warping & geometry correction and outputs the signal to 
a DVI/HDMI connector.

VP‑793

C B - c $ P j d H @ [] ()

Multi−Format to DVI/HDMI Digital Scaler with Professional Warping and Blending

 ● Superior De-interlacing - Motion adaptive per pixel video de-interlacing 
with multi-directional diagonal de-interlace filter reduces HD & SD 
image flicker and artifacts.

 ● Selectable Processing Versus Latency - Best picture and low latency 
modes; latency as low as 0.25-frame progressive inputs, 1.25-field 
interlaced inputs.

 ● Selectable I/O Lock Mode - Or free run selectable output modes.
 ● Selectable Aspect Ratio Conversion - Or incoming aspect ratio 
preserve mode.

 ● Flexible Color Calibration Controls - RGB Gains, RGB Cut-Offs/Black 
Levels, Saturation, Hue, Brightness, Contrast controls, Gamma selection.

 ● Audio De-embedding - From HDMI to S/PDIF compatible formats.
 ● Built-in Test Pattern Generator.
 ● Non-Voltatile Memory - Auto-saves and recalls settings.
 ● USB Port - For upgrading firmware.
 ● Flexible Control Options - RS-232, TCP/IP API and Web Server, 
keypad for direct input selection, PC-based Warp Map Generator 
tool and OSD menu access.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U).

FEATURES

DVI-D IN

DVI-D (HDMI) OUT

DVI

DVI Source
Computer

Graphics Source

VGA

DVI

DVD Player 
(HDMI)

HDMI

RS232 HOST

LAN

USBFLASHUPGRADE

VGA INHDMI IN

SPDIFOUT

Eth.

Projector
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S-VIDEO IN1

DVI-D (HDMI) OUT

CV IN1

LCD Display
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DVI Source
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DVD Player 1
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3G SDIOUT

VGA OUT

S
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GENLOCK IN
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NEW

The VP-794 is a high-performance switcher/scaler/
edge-blend & warp for analog and digital video signals 
developed specifically for driving large screen displays 
and multiple screen applications from video or graphics 
sources. It up- or down-scales the incoming signal, 
processes the image with HQV and flexible warping, 
geometry correction and professional grade edge 
blending and outputs the signal to 3G HD-SDI, DVI/HDMI, 
VGA and S/PDIF connectors. VP-794 includes a special 
mode for driving LED video walls with pixel-accurate 
output image sizing.

VP‑794

C B - = G P

8−Input Universal Live Event Scaler/Switcher/Warp & Blend for Projection & LED Videowalls

SUGGESTED CABLES ‑ For complete list see our Web site.

C-DM/DM DVI Copper Cable 8.42

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized 

for 3G HD−SDI Bulk Cable
8.8

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28
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FEATURES

 ● Optimized Operating Modes - For LED video walls, or soft edge-
blend and warp for projection, or scan conversion/scaling for 
general purpose scaler/switcher use.

 ● Multi-Format Operation - 3G HD-SDI, HDMI, DVI, computer 
graphics, component, composite and s-Video inputs for signals up 
1080p & WUXGA.

 ● Full Warp Mapping - Easy warp map creation for stacked projector 
alignment and curved screen multi-projector tiling via an included 
PC application.

 ● Powerful Geometry Correction - For off-axis projection, pin/barrel 
and image rotation, pan, tilt and zoom.

 ● Edge Blending - 4-sided professional grade edge blend with 48-bit 
processing, degamma & multi-region black level correction.

 ● HQV® Video Processing - HQV (Hollywood Quality Video) processing 
represents the state-of-the-art in video processing technology, 
with the highest quality de-interlacing (with 3:2 & 2:2 pull down), 
4D motion adaptive SD noise reduction and outstanding scaling 
performance for both standard-definition and high-definition signals.

 ● HDTV Compatible.
 ● HDCP Compliant.
 ● Supported Resolutions - HD 720p, 1080i, 1080psf (psf digital 
only), 1080p23.97/24/25/30, 1080p30, 1080p50, 
1080p59.94, 1080p60; ED 480p, 576p (not via SDI); SD 
625i (576i), 525i (480i); common VESA graphics formats from 
640x480 to 1920x1200 (with reduced blanking for 1920x1200 
and 1600x1200 modes).

 ● Genlock (V-Lock) - Accepts bi-level, tri-level sync or black & burst.
 ● Selectable Lock Modes - Genlock (V-Lock), I/O lock or frame rate 
conversion.

 ● HDMI Support - Deep color up to 12 bit.
 ● Multi-Standard Support - For CVBS & YC in PAL, NTSC, SECAM 
formats with selectable 3D comb for composite.

 ● Superior De-interlacing - Motion adaptive per pixel video de-
interlacing with multi-directional diagonal de-interlace filter reduces 
HD & SD image flicker and artifacts.

 ● Live Image Capture - Logo/still/backdrop capture with full scale 
warp/blend of the captured image, 4 memories.

 ● Selectable Processing Versus Latency - Best picture and low 
latency modes; latency as low as 0.25-frame progressive inputs, 
1.25-field interlaced inputs.

 ● Selectable Aspect Ratio Conversion - Or incoming aspect ratio 
preserve mode.

 ● Built-in Time Base Corrector - Stabilizes unstable video sources.
 ● Flexible Colour Calibration Controls - RGB Gains, RGB Cut-Off/Black 
Level, Saturation, Hue, Brightness, Contrast controls, Gamma 
selection with separate calibration memories per input channel.

 ● Audio De-embedding - From HDMI & 3G HS-SDI to S/PDIF 
compatible formats.

 ● Built-in Test Pattern Generator.
 ● USB Port - For upgrading firmware.
 ● Non-Volatile Memory - Auto-saves and recalls settings.
 ● Flexible Control Options - Front panel buttons, jog wheel and LCD 
menu display, RS-232, TCP/IP API and Web Server, PC-based 
Warp Map Generator tool.

 ● Setting Backup - Save complete system config to disk via Web 
browser interface to clone or restore units.

 ● Front Panel Lockout.
 ● Picture In Picture - In LED and scaler modes with flexible pixel-
accurate PIP sizing.

 ● Worldwide Power Supply - 100-240V AC.
 ● Standard 19" (1U).

TECHNICAL SPECIFICATIONS

INPUTS: 2 composite video on BNC and RCA connectors, 
1 YC/s−Video on a 4−pin connector, 
1 component video YPbPr(S) or RGsB/RGBS on 
3/4 BNC connectors, 
1 HDMI connector, 
1 DVI with HDCP, 
1 VGA on a 15−pin HD connector, 
1 SD/HD/3G HD−SDI on a BNC connector, 
1 genlock (V−Lock) accepts bi−level, tri−level 
sync or black & burst, 50/59.94/60Hz 
formats on a BNC connector.

OUTPUT: 1 SD/HD/3G HD−SDI on a BNC connector,  
1 DVI/HDMI on a DVI connector,  
1 VGA on a 15−pin HD connector,  
1 S/PDIF on an RCA connector.

OUTPUT RESOLUTIONS: DVI/VGA common VESA formats 640x480 
to 1920x1200, 720p, 1080p; 3G HD−SDI 
in SMPTE formats 480i, 576i, 720p, 1080i, 
1080p with selectable audio embed.

OPERATING MODES: LED video wall, projection, 
scaler/switcher/scan converter.

MINIMUM LED  
VIDEOWALL SIZE: 128X96 pixels.
PROJECTION MODE  
WARP APPS: Full Warp Mapping, 4−Corner, Rotate, 

Pin/Barrel, Portrait, Keystone.
PROJECTION MODE  
EDGE BLENDING: 48−bit per pixel, 4:4:4 16−bit per color edge 

blend with de−gamma processing and multi−
region black level correction.

LATENCY: As low as 0.25−frame progressive inputs, 
1.25−fields interlaced inputs.

SIGNAL PROCESSING: 10−bit signal inputs, 12−bit accurate internal 
processing; 4−field full resolution SD & HD 
processing.

DE-INTERLACING: Motion adaptive per pixel video de−interlacing, 
multi−directional diagonal de−interlace filter.

POWER SOURCE: IR remote control, power cord, rack “ears”,  
and null−modem adapter.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −30° to +70°C (−22° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7.2" x 1U W, D, H, rack mountable.
WEIGHT: 2.5kg (5.5lb).
INCLUDED ACCESSORIES: DVI−D cable, user manual/CD, power cord.

VP-794 (contd.) 
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TECHNICAL SPECIFICATIONS

INPUT: 1 UXGA on a 15−pin HD (F) connector.
OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector;  

1 Y/C (s−Video), 1Vpp/75Ω (Y), 0.3Vpp/75Ω (C)  
on a 4−pin connector.

OUTPUT STANDARD: PAL, NTSC (user−selectable).
MAX. OUTPUT LEVEL: 1Vpp.
INPUT RESOLUTION: VGA up to UXGA/1080p.
S/N RATIO: 49dB.
CONTROLS: Front panel and OSD: ProcAmp video controls, freeze, 

underscan/overscan, auto−image, 8 color bars.
POWER CONSUMPTION: 12V DC, 380mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The VP-501N is a scan converter for computer graphics and 
HDTV component video signals. It converts the input up to UXGA 
(1600x1200) and HDTV (1080p) to composite and s-Video (Y/C) 
signals simultaneously in either PAL or NTSC formats.

Computer Graphics Video & HDTV Scan Converter
VP‑501N

FEATURES

 ● Input Compatibility - Up to UXGA (1600x1200) and HD (1080p).

 ● ProcAmp Control - Color, sharpness, contrast, and brightness controls.

 ● Color Space - RGB or YUV (selectable).

 ● Multi-Standard - PAL or NTSC (selectable).

 ● Multi-Format Capability - Composite video and s-Video (Y/C) 
simultaneously.

 ● Control - Front panel with on screen display (OSD).

 ● Multiple Memory Locations - Store and recall up to 4 presets (ProcAmp, 
input, output, zoom, and no input test pattern).

 ● Flicker Reduction.

 ● Built-in Test Patterns - Select 1 of 7 test patterns to display when no 
input signal is detected.

 ● Selectable Overscan or Underscan with LED Indicator.

 ● Freeze Frame with LED Indicator.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

s-Video
Recorder

Composite Video
Recorder

Computer
Graphics
Source

VGA

CV Y/C

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.28

B - $
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TECHNICAL SPECIFICATIONS

INPUT: 1 SD/HD/3G HD−SDI with loop on BNC connectors.
OUTPUTS: 1 composite video on a BNC connector,  

1 Y/C (s−Video) on a 4−pin connector, 
1 unbalanced stereo audio on RCA connectors.

OUTPUT FORMATS: PAL, NTSC.
OUTPUT REFRESH RATE: 50Hz (PAL), 60Hz (NTSC).
OUTPUT SIZE: Full, overscan, underscan, letterbox, panscan.
PROCESSING DELAY: 30ms.
CONTROLS: Menu, Enter, - and Freeze front panel buttons.
POWER CONSUMPTION: 5V DC, 1.25A.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 18.8cm x 11.3cm x 2.6cm (7.4” x 4.5” x 1”) W, D, H.
WEIGHT: 0.57kg (1.26lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

5V DC

SDI

Display
Digital

Camera Amplifier

SDI Audio L/R

CV

Display

s-Video
Recorder

Y/C

The VP-505 is a high-performance scan converter for digital video 
signals up to 3G HD-SDI. The unit de-embeds the audio to unbalanced 
stereo audio and down-scales the video to composite and s-Video 
(Y/C) simultaneously in either PAL or NTSC formats.

3G HD−SDI Scan Converter
VP‑505

FEATURES

 ● Max. Data Rate - 3Gbps.

 ● Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), 
HD-SDI (SMPTE 292M) and 3G HD-SDI (SMPTE 424M) inputs; PAL or 
NTSC selectable outputs.

 ● Looping Input - With clocking and equalization.

 ● Multiple Output Sizes - Full, overscan, underscan, letterbox, panscan.

 ● Built-In Proc Amp - Brightness, contrast, color, hue.

 ● Non-Volatile Memory - Saves final settings.

 ● Image Freeze Frame.

 ● Control - Front panel and OSD (On Screen Display).

 ● Indicators - ON and SDI signal LEDs.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI Bulk Cable 8.8

B - 4 o
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TECHNICAL SPECIFICATIONS

INPUT: 1 DVI−I (DVI−D, VGA, YPbPr) on a 24−pin Molex 
connector.

OUTPUT: 1 composite video, 1Vpp/75Ω on an RCA connector.
INPUT RESOLUTIONS: Up to WUXGA/1080p.
CONTROLS: Front panel and OSD: ProcAmp video controls, freeze, 

underscan/overscan, 8 color bars.
POWER CONSUMPTION: 5V DC, 540mA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The VP-506 is a high-quality scan converter for down-scaling DVI, 
computer graphics (VGA) and component video (YPbPr)  to PAL or 
NTSC video. It supports VGA up to UXGA, as well as component 
resolutions up to 1080p.

DVI & Computer Graphics Video Scan Converter
VP‑506

FEATURES

 ● Max. Resolution - UXGA & 1080p.

 ● HDTV Compatible Input.

 ● Selectable Video Standards - PAL or NTSC.

 ● Memory Locations - Saves and recalls up to four setups, including 
picture, input, output, zoom and advanced feature setups.

 ● Built-In ProcAmp Features - Color, sharpness, contrast and brightness.

 ● Control - Front panel buttons and OSD (on screen display).

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

CV

V
G

A
/

D
V
I

LCD Display
with Speakers

Computer Graphics
Source

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35

C-DM/DM DVI Copper Cable 8.42

C G # []{_
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TECHNICAL SPECIFICATIONS

INPUT: 1 computer graphics or component HDTV 
with loop on 15-pin HD connectors.

OUTPUTS: 2 CV on BNC connectors, 2 s−Video on 
4−pin connectors.

INPUT RESOLUTION: Up to 2048x2048 (computer) and 1080p 
(HDTV). 24−100kHz H−Freq & 40−150Hz 
V−Freq.

OUTPUT STANDARDS: NTSC or PAL (selectable).
CONTROLS: Front panel, IR, and RS−232.
POWER CONSUMPTION: 12V DC.
DIMENSIONS: 21.85cm x 15.0cm x 4.2cm  

(8.6" x 5.9" x 1.65") W, D, H.
WEIGHT: 0.6kg (1.3lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−701xl 19" rack adapter.

The VP-701xl is a scan converter for computer graphics video signals. 
The unit converts computer graphics video signals up to 2048x2048 
or HDTV signals up to 1080p to two composite and two s-Video (Y/C) 
signals simultaneously in either PAL or NTSC formats.

Computer Graphics Video & HDTV Scan Converter
VP‑701xl

DC 12V

PC/HD IN

PC/HD(LOOP)
CV 1 OUT CV 2 OUT

YC 1 OUT
YC 2 OUT

UPDATE PORT

s-Video
Display

Video
DisplayPC DisplayPC

VGA

VGA CV Y/C

FEATURES

 ● Input Compatibility - Up to 2048x2048 and 1080p.

 ● HDTV Compatible.

 ● AutoTrak™ Auto Setup Technology - One button auto setup 
that automatically sizes, shifts, and centers any input 
image on the display device.

 ● Multi-Standard Output - PAL or NTSC (selectable).

 ● Looping Input.

 ● Built-In ProcAmp - Brightness, contrast, color, hue (NTSC 
only).

 ● Flicker Reduction - 2, 4 or 6-line flicker reduction 
(selectable).

 ● Freeze Frame.

 ● Front Panel Lock Out.

 ● Aspect Ratio - 3 settings.

 ● Zoom & Pan - Up to 10x.

 ● Control - RS-232 (for firmware updates) & IR remote 
(included) with on-screen display.

 ● Power Supply - 12V DC.

 ● Compact Desktop - Can be rack mounted in a 1U rack 
space with the optional RK-701xl adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

C-SM/SM s−Video Cable 8.37

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

B - % []{_
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Kramer offers a full line of cable solutions to connect every Pro AV or broadcast system. Our comprehensive 
line of cables includes bulk cables, cable assemblies and termination accessories.

 ■ Bulk Cable - Unterminated cable on spools (without connectors) is designed for custom installations 
where the installer terminates the cable. Bulk cables are available in a wide range of formats (coaxial, 
multiconductor presentation, audio, control, speaker, and twisted pair) in varying length spools. Selected 
bulk cables are available in low smoke halogen free and plenum rated versions.

 ■ Cable Assemblies - Assemblies are precut and terminated cables in varying lengths ready for use in virtually 
every connectivity application. They are available with a wide range of connectors, including 15-pin HD, BNC, 
RCA, 4-pin s-Video, HDMI, DVI, DisplayPort, FireWire®, XLR, 3.5mm mini jack and RJ-45. Several types of 
these cables are available in low smoke halogen free and plenum rated versions.

 ■ Termination Accessories - The perfect way to complete your cable installation with Kramer’s bulk cable. 
They include industry standard connectivity adapters, gender changers and solder-on connectors as well 
as our high performance radial compression system and industry-standard crimp system for installing 
BNC, RCA or F-type connectors.
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CABLES & CONNECTORS
MODEL DESCRIPTION ITEM PAGE

STANDARD CABLES

8.1   BULK CABLES

8.1.1   VIDEO CABLES

BC-RG63G 1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI Bulk Cable Cable 8.8

BC-1X 1 Coax RG−6 Super High−Resolution Bulk Cable Cable 8.9

BC-1X59 1 Coax RG−59 High−Resolution Bulk Cable Cable 8.10

BC-2X 2 Mini Coax High−Resolution s−Video Bulk Cable Cable 8.11

BC-3X 3 Mini Coax High−Resolution Bulk Cable Cable 8.12

BC-4X 4 Mini Coax High−Resolution Bulk Cable Cable 8.13

BC-5X 5 Mini Coax High−Resolution Bulk Cable Cable 8.14

BC-5X5S 5 Mini Coax High−Resolution & 5 Single−Strand Bulk Cable Cable 8.15

BC-5X26 5 Mini Coax High−Resolution Enhanced Bulk Cable Cable 8.16

BC-3X2T7S 14 Conductor Presentation/VGA Bulk Cable Cable 8.17

8.1.2   AUDIO/CONTROL CABLES

BC-1T Mono Audio/Control Bulk Cable Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable Cable 8.19

BC-2S Speaker Bulk Cable Cable 8.20

8.1.3   T WISTED PAIR CABLES

BC-DGKat524 Four−Pair F/UTP Data Bulk Cable (24AWG) Cable 8.21

BC-DGKat623 Four−Pair U/FTP Data Bulk Cable (23AWG) Cable 8.22

BC-DGKat7a23 Four−Pair S/FTP Data Bulk Cable (23AWG) Cable 8.23

BC-HDKat6a NEW Four−Pair U/FTP HDBaseT Bulk Cable (23AWG) Cable 8.24

BC-CAT6a NEW Four−Pair U/FTP Data Bulk Cable (23AWG) Cable 8.25

BC-XTP Pico−Skew UTP Bulk Cable Cable 8.26

BC-STP CAT 5e STP Bulk Cable Cable 8.27

8.2   CABLE ASSEMBLIES

VIDEO ASSEMBLIES

8.2.1   15‑PIN HD

C-GM/GM & C-GM/GF 15−pin HD Cable Cable 8.28

C-MGM/MGM 15−pin HD Micro Cable Cable 8.28

C-GM/GM(45) 15−pin HD Cable with a 45° Side−Angled Connector Cable 8.28

C-GM/GM(90) 15−pin HD Cable with a 90° Down−Angled Connector Cable 8.29

C-GM/GM(90-UP) 15−pin HD Cable with a 90° Up−Angled Connector Cable 8.29

C-GM/xl 15−pin HD to Open End Installation Cable with EDID Cable 8.29

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable Cable 8.30

C-MGMA/MGMA 15−pin HD & 3.5mm Stereo Audio Micro Cable Cable 8.30

C-GMA/GMA(45) 15−pin HD & 3.5mm Stereo Audio Cable with a 45° Side−Angled Connector Cable 8.30

C-GMA/GMA(90) 15−pin HD & 3.5mm Stereo Audio Cable with a 90° Down−Angled Connector Cable 8.31

C-GMA/GMA(90-UP) 15−pin HD & 3.5mm Stereo Audio Cable with a 90° Up−Angled Connector Cable 8.31

C-MDMA/MGMA 15−pin HD to DVI & 3.5mm Stereo Audio Cable Cable 8.44

C-GMAC/GMAC 15−pin HD, 3.5mm Stereo Audio & RJ−45 Cable Cable 8.31

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Cable Cable 8.32

C-MHWP500 Multi−Head to Open End WP−500 Installation Cable Cable 8.32

C-GM/3RVM & C-GM/3RVF 15−pin HD to 3 RCA Breakout Cable Cable 8.32

C-GM/5BM & C-GM/5BF & C-
GF/5BM & C-GF/5BF

15-pin HD to 5 BNC Breakout Cable Cable 8.33

ADC-DPM/GF DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80

ADC-MDP/GF Mini DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80
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8.2.2   BNC

C-BM/BM BNC Coax Video Cable Cable 8.34

C-MBM/MBM BNC Mini Coax Video Cable Cable 8.34

C-5BM/5BM 5 BNC RGBHV Mini Coax Cable Cable 8.34

C-GM/5BM & C-GM/5BF & C-
GF/5BM & C-GF/5BF

15-pin HD to 5 BNC Breakout Cable Cable 8.33

C-DMA/5BM DVI−A to 5 BNC Breakout Cable Cable 8.44

8.2.3   RCA

C-RVM/RVM RCA Composite Video Cable Cable 8.35

C-MRVM/MRVM RCA Composite Video Mini Coax Cable Cable 8.35

C-3RVM/3RVM 3 RCA Component Video Cable Cable 8.35

C-R3VM/R3VM 3 RCA Component Video Mini High−Resolution Cable Cable 8.35

C-3RVAM/3RVAM 3 RCA Composite Video & Stereo Audio Cable Cable 8.36

C-R4VM/R4VM 4 RCA Component Video & Digital Audio Mini High−Resolution Cable Cable 8.36

C-5RVAM/5RVAM 5 RCA Component Video & Stereo Audio Cable Cable 8.36

C-SMA/SMA s−Video & 2 RCA Stereo Audio Cable Cable 8.37

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Cable Cable 8.32

C-GM/3RVM & C-GM/3RVF 15−pin HD to 3 RCA Breakout Cable Cable 8.32

C-SF/2RVM & C-SM/2RVM s-Video to 2 RCA Breakout Cable Cable 8.37

8.2.4   S‑VIDEO (4‑PIN)

C-SM/SM s−Video Cable Cable 8.37

C-SMA/SMA s−Video & 2 RCA Stereo Audio Cable Cable 8.37

C-SM/2BM & C-SM/2BF s−Video to 2 BNC Breakout Cable Cable 8.37

C-SF/2RVM & C-SM/2RVM s-Video to 2 RCA Breakout Cable Cable 8.37

8.2.5   HDMI

C-HM/HM Standard HDMI Cable Cable 8.38

C-HM/HM/ETH Standard HDMI Cable with Ethernet Cable 8.38

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet Cable 8.38

C-HM/HM/PICO NEW Ultra-Slim High−Speed HDMI Flexible Cable with Ethernet Cable 8.39

C-HM/HM-KRTL High−Speed HDMI Cable with Ethernet - Retail Pack Cable 8.39

C-HM/HM/FLAT/ETH High−Speed HDMI Flat Cable with Ethernet Cable 8.39

C-HM/HM/FLAT-KRTL High−Speed HDMI Flat Cable with Ethernet - Retail Pack Cable 8.40

C-MHM/MHM High−Speed HDMI Flexible Cable with Ethernet Cable 8.40

C-MHMA/MHMA Flexible High−Speed HDMI Cable with Ethernet & 3.5mm Stereo Audio Cable 8.40

C-FOHM/FOHM Fiber Optic/HDMI Hybrid Cable Cable 8.41

C-HM/HM/A-C High−Speed HDMI with Ethernet to Mini HDMI Cable Cable 8.41

C-HM/HM/A-D High−Speed HDMI with Ethernet to Micro HDMI Cable Cable 8.41

C-HM/DM HDMI to DVI Cable Cable 8.41

C-DPM/HM DisplayPort to HDMI Cable Cable 8.46

C-MDP/HM Mini DisplayPort to HDMI Cable Cable 8.46

ADC-DPM/HF DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

ADC-MDP/HF Mini DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

8.2.6   DVI

C-DM/DM DVI Copper Cable Cable 8.42

C-DM/DM/XL DVI Copper Cable Cable 8.42
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8.2.6   DVI (continued)

C-MDM/MDM NEW Flexible DVI Cable Cable 8.42

C-DM/DM/FLAT(W) DVI Flat Cable Cable 8.42

C-FODM/FODM Fiber Optic/DVI Hybrid Cable with Converters Cable 8.43

C-AFDM/AFDM DVI All Fiber Optic Cable with Converters Cable 8.43

C-4FDM/4FDM DVI Four Fiber Optic Cable with Converters Cable 8.44

C-MDMA/MGMA 15−pin HD to DVI & 3.5mm Stereo Audio Cable Cable 8.44

C-DMA/5BM DVI−A to 5 BNC Breakout Cable Cable 8.44

C-HM/DM HDMI to DVI Cable Cable 8.41

AD-DF/HM DVI-I (F) to HDMI (M) Adapter Adapter 8.79

ADC-DF/HM DVI-I (F) to HDMI (M) Adapter Cable Cable 8.80

ADC-DM/HF DVI-D (M) to HDMI (F) Adapter Cable Cable 8.80

AD-DF/DM/RA DVI-I (F) to DVI-I (M) Right-Angled Adapter Adapter 8.80

AD-DF/DF/RA DVI−I (F) to DVI−I (F) Right−Angled Gender Changer Adapter 8.80

ADC-DM/DF+GF DVI-I (M) to DVI-D (F) & 15-pin HD (F) Adapter Cable Cable 8.80

ADC-DPM/DF DisplayPort (M) to DVI−I (F) Adapter Cable Cable 8.80

ADC-MDP/DF Mini DisplayPort (M) to DVI−D (F) Adapter Cable Cable 8.80

602R/T Detachable DVI Optical Transmitter & Receiver Misc 5.64

610R/T Detachable DVI Optical Transmitter & Receiver Misc 5.65

614R/T Single−Fiber Detachable DVI Optical Transmitter & Receiver Misc 5.66

616R/T Dual Link Detachable DVI Optical Transmitter & Receiver Misc

8.2.7   DISPL AY PORT

C-DPM/DPM DisplayPort Cable Cable 8.45

C-MDPM/MDPM NEW Flexible DisplayPort Cable Cable 8.45

C-MDPMA/MDPMA NEW Flexible DisplayPort Cable & 3.5mm Stereo Audio Cable 8.45

C-FODPM/FODPM Optical Fiber/DisplayPort Hybrid Extension Cable Cable 8.46

C-DPM/HM DisplayPort to HDMI Cable Cable 8.46

C-MDP/HM Mini DisplayPort to HDMI Cable Cable 8.46

ADC-DPM/GF DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80

ADC-DPM/HF DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

ADC-DPM/DF DisplayPort (M) to DVI−I (F) Adapter Cable Cable 8.80

ADC-MDP/GF Mini DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80

ADC-MDP/HF Mini DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

ADC-MDP/DF Mini DisplayPort (M) to DVI−D (F) Adapter Cable Cable 8.80

8.2.8   FIREWIRE®

C-FM4/FM4 4−pin FireWire® Cable Cable 8.47

C-FM6/FM4 6-pin to 4-pin FireWire® Cable Cable 8.47

C-FM6/FM6 6−pin FireWire® Cable Cable 8.47

C-FM9/FM9 9−pin FireWire® Cable Cable 8.47

8.2.9   LC FIBER OPTIC

C-2LC/2LC 2 LC Fiber Optic Cable Cable 8.48

C-4LC/4LC 4 LC Fiber Optic Cable Cable 8.48

8.2.10   SC FIBER OPTIC

C-SC/SC/OM3 OM3 Multi-Mode Fiber Optic Cable Cable 8.48
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AUDIO ASSEMBLIES

8.2.11   3.5MM

C-A35M/A35M 3.5mm Stereo Audio Cable Cable 8.49

C-A35M/A35F 3.5mm IR or Mono Audio Extension Cable Cable 8.49

C-AS35M/AS35F 3.5mm IR or Stereo Audio Extension Cable Cable 8.49

C-A35M/2RAM & C-A35F/2RAM 3.5mm to 2 RCA Breakout Cable Cable 8.49

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable Cable 8.30

C-GMA/GMA(45) 15−pin HD & 3.5mm Stereo Audio Cable with a 45° Side−Angled Connector Cable 8.30

C-GMA/GMA(90) 15−pin HD & 3.5mm Stereo Audio Cable with a 90° Down−Angled Connector Cable 8.31

C-GMA/GMA(90-UP) 15−pin HD & 3.5mm Stereo Audio Cable with a 90° Up−Angled Connector Cable 8.31

C-MGMA/MGMA 15−pin HD & 3.5mm Stereo Audio Micro Cable Cable 8.30

C-MHMA/MHMA Flexible High−Speed HDMI Cable with Ethernet & 3.5mm Stereo Audio Cable 8.40

C-MDMA/MGMA 15−pin HD to DVI & 3.5mm Stereo Audio Cable Cable 8.44

C-GMAC/GMAC 15−pin HD, 3.5mm Stereo Audio & RJ−45 Cable Cable 8.31

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Cable Cable 8.32

C-MHWP500 Multi−Head to Open End WP−500 Installation Cable Cable 8.32

8.2.12   RCA

C-A35M/2RAM & C-A35F/2RAM 3.5mm to 2 RCA Breakout Cable Cable 8.49

C-2RAM/2RAM RCA Stereo Audio Cable Cable 8.50

C-RVM/RVM RCA Composite Video Cable Cable 8.35

C-MRVM/MRVM RCA Composite Video Mini Coax Cable Cable 8.35

C-3RVAM/3RVAM 3 RCA Composite Video & Stereo Audio Cable Cable 8.36

C-5RVAM/5RVAM 5 RCA Component Video & Stereo Audio Cable Cable 8.36

C-SMA/SMA s−Video & 2 RCA Stereo Audio Cable Cable 8.37

C-MH1/MH1 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Cable Cable 8.32

C-MHWP500 Multi−Head to Open End WP−500 Installation Cable Cable 8.32

8.2.13   XLR

C-XLQM/XLQF XLR Quad Cable Cable 8.50

CONTROL ASSEMBLIES 

8.2.14   9‑PIN D (RS‑232) 

C-A35M/D9F 9-pin D-sub to 3.5mm Adapter Cable Cable 8.50

C-MHWP500 Multi−Head to Open End WP−500 Installation Cable Cable 8.32

8.2.15   3.5MM 

C-A35M/D9F 9-pin D-sub to 3.5mm Adapter Cable Cable 8.50

C-A35M/A35F 3.5mm IR or Mono Audio Extension Cable Cable 8.49

C-AS35M/AS35F 3.5mm IR or Stereo Audio Extension Cable Cable 8.49

C-A35M/IRE 3.5mm to Single IR Emitter Cable Cable 8.51

C-A35M/2IRE 3.5mm to Dual IR Emitter Cable Cable 8.51

C-A35M/IRR 3.5mm to IR Receiver Cable Cable 8.51

8.2.16   IR EMIT TER 

C-A35M/IRE 3.5mm to Single IR Emitter Cable Cable 8.51

C-A35M/2IRE 3.5mm to Dual IR Emitter Cable Cable 8.51

C-A35M/A35F 3.5mm IR or Mono Audio Extension Cable Cable 8.49

C-AS35M/AS35F 3.5mm IR or Stereo Audio Extension Cable Cable 8.49
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8.2.17   IR RECEIVER

C-A35M/IRR 3.5mm to IR Receiver Cable Cable 8.51

C-A35M/A35F 3.5mm IR or Mono Audio Extension Cable Cable 8.49

C-AS35M/AS35F 3.5mm IR or Stereo Audio Extension Cable Cable 8.49

C-IRR/HDR4F-KIT IR Receiver Cable Kit Kit 8.51

T WISTED PAIR ASSEMBLIES

8.2.18   RJ‑45 (CAT 5)

C-DGK6/DGK6 Four−Pair U/FTP Data Cable  (23AWG) Cable 8.52

C-HDK6/HDK6 NEW RJ−45 Four−Pair U/FTP Cable (23AWG) Optimized for HDBaseT Cable 8.52

C-GMAC/GMAC 15−pin HD, 3.5mm Stereo Audio & RJ−45 Cable Cable 8.31

8.2.19   TOSLINK

C-TOSLINK/KRTL NEW TOSLINK® Optical Digital Cable - Retail Pack Cable 8.52

PLENUM CABLES 

8.3   BULK CABLES  

8.3.1   VIDEO CABLES

BCP-RG63G NEW Plenum−Rated RG−6 Cable 8.53

BCP-4F/50M NEW Optical Fiber Plenum & LSZH Rated Breakout Cable Cable 8.54

BCP-5X-SOLID 5 Mini Coax High−Resolution Solid Core Bulk Plenum Cable Cable 8.55

8.3.2   AUDIO/CONTROL CABLES

BCP-2/22 NEW 2−Conductor Plenum−Rated Shielded Audio Cable Cable 8.56

BCP-2/16 NEW Plenum−Rated 2−Conductors 16AWG Speaker Cable Cable 8.57

BCP-1T Balanced Mono Audio or Control Bulk Plenum Cable Cable 8.58

BCP-2T Dual Shielded Pair Bulk Plenum Cable Cable 8.59

BCP-2S Plenum Rated 16 AWG Speaker Cable Cable 8.60

8.3.3   T WISTED PAIR CABLES

BCP-DGKat623 Plenum−Rated Shielded CAT 6 + Four Pair F/UTP Data Bulk Cable (23 AWG) Cable 8.61

8.4   CABLE ASSEMBLIES 

VIDEO ASSEMBLIES 

8.4.1   15‑PIN HD 

CP-GM/GM/xl 15−pin HD Plenum Cable with a 45° Side−Angled Connector Cable 8.62

CP-GMA/GMA/xl 15−pin HD & 3.5mm Audio Plenum Cable with a 45° Side−Angled Connector Cable 8.62

CP-GM 15−pin HD to Bare End Installation Plenum Cable Cable 8.63

CP-MH1/MH1/xl 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Plenum Cable Cable 8.63

8.4.2   RCA

CP-MH1/MH1/xl 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Plenum Cable Cable 8.63

CP-3RVAM/3RVAM 3 RCA AV Plenum Cable Cable 8.64

8.4.3   HDMI

CP-HM/HM/ETH HDMI Plenum Cable with Ethernet Cable 8.64

CP-HM/DM Plenum Rated HDMI to DVI Cable Cable 8.64

AUDIO ASSEMBLIES 

8.4.4   3.5MM

CP-A35M/A35M 3.5mm Audio Plenum Cable Cable 8.65

CP-GMA/GMA/xl 15−pin HD & 3.5mm Audio Plenum Cable with a 45° Side−Angled Connector Cable 8.62

CP-MH1/MH1/xl 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Plenum Cable Cable 8.63

8.4.5   RCA

CP-MH1/MH1/xl 15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Plenum Cable Cable 8.63

CP-2RAM/2RAM 2 RCA Stereo Audio Plenum Cable Cable 8.65

CP-3RVAM/3RVAM 3 RCA AV Plenum Cable Cable 8.64

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

8.5

C A B L E S  &  C O N N E C T O R S



C
A

B
L

E
S

 &
 C

O
N

N
E

C
T

O
R

S

MODEL DESCRIPTION ITEM PAGE

CONTROL ASSEMBLIES

8.4.6   USB

CPA-UAM/UAF NEW Plenum Rated USB Active Extender Cable Cable 8.65

T WISTED PAIR ASSEMBLIES

8.4.7   RJ‑45 (CAT 5)

CP-DGK6/DGK6 Four−Pair STP Data (Shielded Twisted Pair) Plenum Cable (23AWG) Cable 8.66

LOW SMOKE & HALOGEN FREE

8.5   BULK CABLES

8.5.1   VIDEO CABLES

BC-1X/LSHF(22AWG)-300M 1 Coax RG−59 Super High−Resolution Bulk Cable (22AWG) − Low Smoke & Halogen Free Cable 8.67

BC-5X/LSHF 5 Mini Coax High−Resolution Bulk Cable − Low Smoke & Halogen Free Cable 8.68

8.5.2   AUDIO/CONTROL CABLES

BC-1T/LSHF Mono Audio/Control Bulk Cable − Low Smoke & Halogen Free Cable 8.69

BC-2S/LSHF Speaker Bulk Cable 16AWG − Low Smoke & Halogen Free Cable 8.70

BC-2S14/LSHF NEW Speaker Bulk Cable 14AWG − Low Smoke & Halogen Free Cable 8.71

BC-2S12/LSHF NEW Speaker Bulk Cable 12AWG − Low Smoke & Halogen Free Cable 8.72

BC-4S14/LSHF NEW Speaker Bulk Cable Dual Pair 14AWG − Low Smoke & Halogen Free Cable 8.73

8.5.3   T WISTED PAIR CABLES

BC-DGKat623/LSHF NEW Four−Pair U/FTP Data Bulk Cable (23AWG) − Low Smoke & Halogen Free Cable 8.74

BC-XTP/LSHF Pico Skew UTP (Unshielded Twisted Pair) Bulk Cable − Low Smoke & Halogen Free Cable 8.75

BC-CAT5E/LSHF CAT 5e UTP (Unshielded Twisted Pair) Bulk Cable − Low Smoke & Halogen Free Cable 8.76

8.6   CABLE ASSEMBLIES

VIDEO ASSEMBLIES

8.6.1   15‑PIN HD

CLS-GM/GM 15−pin HD Cable − Low Smoke & Halogen Free Cable 8.77

CLS-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable − Low Smoke & Halogen Free Cable 8.77

8.6.2   DVI

CLS-DM/DM DVI Copper Cable − Low Smoke & Halogen Free Cable 8.78

8.6.3   HDMI

CLS-HM/HM/ETH Standard HDMI Cable with Ethernet − Low Smoke & Halogen Free Cable 8.78

8.6.4   3.5MM

CLS-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable − Low Smoke & Halogen Free Cable 8.77

ACCESSORIES AND TERMINATIONS 

8.7   TOOLS, ADAPTERS & CONNECTORS 

8.7.1   ADAPTERS & ADAPTER CABLES 

AD-BF/RM BNC (F) to RCA (M) Adapter Adapter 8.79

AD-RF/RF RCA (F/F) Gender Changer Adapter 8.79

AD-A35M/2RF 3.5mm (M) to 2 RCA (F) Adapter Adapter 8.79

AD-BM/RF BNC (M) to RCA (F) Adapter Adapter 8.79

AD-BF/BF BNC (F/F) Gender Changer Adapter 8.79

AD-BM/75 BNC (M) 75Ω Terminator Adapter Adapter 8.79

AD-BM/2BFY BNC (M) to 2 BNC (F) "Y" Adapter Adapter 8.79

AD-BM/2BFT BNC (M) to 2 BNC (F) "T" Adapter Adapter 8.79

VA-122 BNC (M) to 2 BNC (F) Adapter Adapter 8.79

AD-GM/GM 15-pin HD (M/M) Gender Changer Adapter 8.79

AD-GF/GF 15-pin HD (F/F) Gender Changer Adapter 8.79

AD-GM/GF/RA 15−pin HD (M) to 15−pin HD (F) Right−Angled Adapter Adapter 8.79

AD-D9M/D9M 9-pin D (M/M) Gender Changer Adapter 8.79

AD-D9F/D9F 9-pin D (F/F) Gender Changer Adapter 8.79
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MODEL DESCRIPTION ITEM PAGE

8.7.1   ADAPTERS & ADAPTER CABLES (continued)

AD-DM/GF DVI (M) to 15-pin HD (F) Adapter Adapter 8.79

AD-DM/HF DVI−D (M) to HDMI (F) Adapter Adapter 8.79

AD-DF/HM DVI-I (F) to HDMI (M) Adapter Adapter 8.79

AD-HF/HF HDMI (F/F) Gender Changer Adapter 8.79

AD-HF/HM/RA HDMI (F) to HDMI (M) Right-Angled Adapter Adapter 8.79

AD-HF/HF/RA HDMI (F) to HDMI (F) Right-Angled Gender Changer Adapter 8.80

AD-HF/HF/RA-FLAT HDMI (F) to HDMI (F) Right-Angled Flat Gender Changer Adapter 8.80

AD-DF/DM/RA DVI-I (F) to DVI-I (M) Right-Angled Adapter Adapter 8.80

AD-DF/DF/RA DVI−I (F) to DVI−I (F) Right−Angled Gender Changer Adapter 8.80

AD-DF/DF/RA-FLAT DVI-I (F) to DVI-I (F) Flat Right-Angled Gender Changer Adapter 8.80

ADC-DF/HM DVI-I (F) to HDMI (M) Adapter Cable Cable 8.80

ADC-DM/HF DVI-D (M) to HDMI (F) Adapter Cable Cable 8.80

ADC-DMA/5BF-1 DVI−A (M) to 5 BNC (F) Adapter Cable Cable 8.80

ADC-DM/DF+GF DVI-I (M) to DVI-D (F) & 15-pin HD (F) Adapter Cable Cable 8.80

ADC-HM/HF/PICO NEW Ultra−Slim High−Speed HDMI Flexible Adapter Cable with Ethernet Cable 8.80

ADC-DPM/DF DisplayPort (M) to DVI−I (F) Adapter Cable Cable 8.80

ADC-DPM/GF DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80

ADC-DPM/HF DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

ADC-MDP/DF Mini DisplayPort (M) to DVI−D (F) Adapter Cable Cable 8.80

ADC-MDP/GF Mini DisplayPort (M) to 15−pin HD (F) Adapter Cable Cable 8.80

ADC-MDP/HF Mini DisplayPort (M) to HDMI (F) Adapter Cable Cable 8.80

C-SF/2RVM & C-SM/2RVM s-Video to 2 RCA Breakout Cable Cable 8.37

C-D9F/3PM 9−pin D−sub (F) to 3−pin Adapter Cable Cable 8.80

C-UAM/DC35-3 Fiber Optic Power Cable Cable 8.80

8.7.2   TOOLS 

TL-STRIP Coax Stripper HandHeld 8.81

TL-STRIP/C Cable Stripper − Extra Blade Cartridge Misc 8.81

TL-LCT Compression Tool for All Kramer Bulk Cables HandHeld 8.81

TL-B/CRIMP Crimping Tool for Kramer Coax Bulk Cables HandHeld 8.81

TL-B/REM BNC Install/Removal Tool for Tight Spaces HandHeld 8.81

TL-WS Cable & Wire Stripper Tool HandHeld 8.81

8.7.3   CONNECTORS

CC-BNC/RCA/F BNC, RCA & F Compression Connectors Misc 8.83

COLOR RINGS Color Rings for Compression Connectors Misc 8.84

CCR-BNC BNC Crimp Connectors Misc 8.84

CTW-BNC Neutrik BNC Twist Connector for RG−6 Misc 8.84

CCR-RJ45 Shielded RJ-45 Connectors for CAT Cable  (23AWG) Misc 8.85

CABLE BOOT Connector Boot for RJ−45 Misc 8.85

CON-HD15 15−pin HD Metal Body Connectors Misc 8.85

8.7.4   MISCELL ANEOUS

CABLE PULL SLEEVE In−Wall Installation Tool HandHeld 8.86

FERRITE CORES Ferrite Cores Misc 8.86
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BC‑RG63G

1 Coax RG−6 Broadcast Quality Optimized for 3G HD−SDI Bulk Cable 

Kramer's BC-RG63G is a high-performance broadcast-grade RG-6 
cable for 3G HD-SDI applications. It has been optimized for the Sierra 
Aspen 3G HD-SDI routers that have a system range of 500ft.

FEATURES

 ● Quality Construction - 18AWG solid center conductor and dual shield design 
consisting of aluminum braid and dual aluminum Mylar foil. Rugged and flexible 
with low attenuation. Tested to 3G.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 152/305m (500/1000ft).

SPECIFICATIONS:

CONSTRUCTION

Coax Center Conductor: 18AWG solid bare copper.

Insulation: Film PE.

Shield: Heat−sealed aluminum/polyester.

Braided Shield: Tinned copper.

Outside Jacket: PVC.

Center Conductor: 1.02mm (0.0403in).
ELECTRICAL

Impedance: 75Ω +/−3db.

Capacitance: 16.2pF/ft +/−2pF/ft.

Attenuation (dB/100FT): 0.28dB @1MHz

0.77dB @10MHz

1.53dB @50MHz

1.98dB @100MHz

2.73dB @200MHz

3.90dB @400MHz 

5.24dB @700MHz

6.35dB @1000MHz

7.75dB @1450MHz

9.74dB @2200MHz

11.64dB @3000MHz.
OVERALL

Temperature: −20° to 75°C (−4° to 167°F).
REGULATORY

Flame Test: FT4.

UL: E132276−A.

CSA: C(UL).
ROHS: In compliance with European directive 2002/95/IEC.

conductor

heat-sealed
aluminum 
polyester

braid shield

jacket

8.8 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C A B L E S  &  C O N N E C T O R S   B U L K  C A B L E S   V I D E O  C A B L E S



C
A

B
L

E
S

 &
 C

O
N

N
E

C
T

O
R

S

BC‑1X

1 Coax RG−6 Super High−Resolution Bulk Cable   

Kramer’s BC-1X is a super high-resolution RG-6 style coaxial cable perfect for 
long distance composite and 3G HD-SDI runs that require precision performance 
with analog or digital video signals.

FEATURES

 ● Quality Construction - 18AWG solid center conductor and dual shield design 
consisting of aluminum braid and dual aluminum Mylar foil. Rugged and flexible 
with low attenuation. Tested to 3G.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100/300m (328/984ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 18AWG solid bare copper.

Dielectric: Skin foam.

Shield: (A) 61% braid 34AWG aluminum wire.

(B) Dual aluminum Mylar foil 25% overlap rate.

Outside Jacket: PVC.

Outside Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 1.02mm (0.0403in).

Dielectric: 4.57mm (0.179in).

Outside Diameter: 6.95mm (0.391in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 21.8Ω/km (6.6Ω/1000ft).

Capacitance: 53.1pF/m (16.1pF/ft).

Velocity of Propagation: 82%

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.3dB @1MHz

−0.6dB @5MHz

−0.8dB @10MHz

−1.6dB @50MHz

−2.0dB @100MHz

−2.8dB @180MHz

−4.4dB @400MHz

−5.7dB @750MHz

−6.7dB @1000MHz

REGULATORY
UL: CL2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 2002/95/IEC.

center conductor

insulation

dual aluminum  
Mylar foil

braid

rip cord

jacket
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BC‑1X59

1 Coax RG−59 High−Resolution Bulk Cable

Kramer’s BC-1X59 is a high-resolution RG-59 coaxial cable perfect for long 
distance runs that require precision performance with analog or digital video 
signals.

FEATURES

 ● Quality Construction - 20AWG solid center conductor and dual shield design 
consisting of copper braid and dual aluminum Mylar foil. Rugged and flexible with 
low attenuation. Tested to 3GHz.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100/300m (328/985ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 20AWG solid bare copper.

Dielectric: Skin foam.

Shield: (A) 95% braid 36AWG tinned copper wire. 

(B) Dual aluminum Mylar foil 25% overlap rate.

Outside Jacket: PVC.

Outside Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.813mm (0.032in).

Dielectric: 3.70mm (0.145in).

Outside Diameter: 6.00mm (0.236in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 34.6Ω/km (10.5Ω/1000ft).

Capacitance: 57pF/m (17.3pF/ft).

Velocity of Propagation: 83%.

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.3dB @1MHz

−0.6dB @5MHz

−0.9dB @10MHz

−1.3dB @50MHz

−2.3dB @100MHz

−3.0dB @180MHz

−4.7dB @400MHz

−6.5dB @750MHz

−7.8dB @1000MHz.
REGULATORY
UL: CMG.

CSA: FT4.

RoHS: In compliance with European directive 2002/95/IEC.

center conductor

insulation
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Mylar foil
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BC‑2X

2 Mini Coax High−Resolution s−Video Bulk Cable 

Kramer’s BC-2X is a high-resolution dual mini coaxial cable perfect for routing 
s-Video (Y/C) signals in commercial or residential AV systems.

FEATURES

 ● Quality Construction - Each coax has a 26AWG center conductor and dual shield 
design consisting of copper spiral and Mylar/foil. Rugged and flexible with low 
attenuation.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp system and 4-pin s-Video connectors.

 ● Length - Available in reels of 100/300m (328/985ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 26AWG 7/34 tinned copper.

Dielectric: Foam polyethylene.

Shield: (A) 90% spiral 38AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.

Drain Wire: 24AWG 7/32 tinned copper.

Coax Jacket Colors: Yellow & white.

Outside Jacket: PVC.

Outside Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.474mm (0.018in).

Dielectric: 1.95mm (0.176in).

Individual Coax: 2.6mm (0.102in).

Outside Diameter: 6.2mm (0.244in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 148Ω/km (45Ω/1000ft).

Capacitance: 53.1pF/m (17.3pF/ft).

Velocity of Propagation: 76%.

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.5dB @1MHz

−1.2dB @5MHz

−1.8dB @10MHz

−4.4dB @50MHz

−6.7dB @100MHz.
REGULATORY
UL: CL2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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center
conductor
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drain wire
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BC‑3X

3 Mini Coax High−Resolution Bulk Cable

Kramer’s BC-3X is a high-resolution, 75Ω 3 mini-coaxial cable perfect for 
routing component or composite video and stereo audio signals in commercial 
or residential AV systems. It is fully compatible with all analog and digital 
component video formats including YUV, Y R-Y B-Y, YPbPr, and YCrCb.

FEATURES

 ● Quality Construction - Each coax has a 28AWG center conductor and dual shield 
design consisting of copper braid and aluminum Mylar foil. Coax jackets are color-
coded red, green, blue. Rugged and flexible with low attenuation.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100m (328ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 28AWG 7/36 tinned copper.

Dielectric: Foam polyethylene.

Shield: 90% braid 38AWG tinned copper.

Coax Jacket Colors: Red, green, blue.

Outer Jacket: PVC.

Outer Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.38mm (0.015in).

Dielectric: 1.6mm (0.063in).

Individual Coax: 2.75mm (0.108in).

Outside Diameter: 7.5mm (0.295in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 237Ω/km (72.2Ω/1000ft).

Capacitance: 60pF/m (18.3pF/ft).

Velocity of Propagation: 78%.

Temperature: −20° to 75°C (−4 to 167°F).

Attenuation (dB/100ft): −0.6dB @1MHz−1.4dB @5MHz

−2.1dB @10MHz

−4.7dB @50MHz

−6.8dB @100MHz

−9.2dB @180MHz

−14.2dB @400MHz

−20.1dB @750MHz

−23.8dB @1000MHz.
REGULATORY

UL: CL2.

CSA: FT4.

RoHS: In compliance with European directive 2002/95/IEC.

jacket

insulation

braid

center conductor

tissue paper
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BC‑4X

4 Mini Coax High−Resolution Bulk Cable

Kramer’s BC-4X is a high-resolution, 75Ω 4 mini-coaxial cable perfect for routing 
component video and digital audio signals in commercial or residential AV 
systems. It is fully compatible with all analog and digital component video formats 
including YUV, Y R-Y B-Y, YPbPr and YCbCr as well as all digital audio standards 
that use a single 75Ω coax including S/PDIF.

FEATURES

 ● Quality Construction - Each coax has a 28AWG center conductor and copper braid 
shield. Coax jackets are color-coded red, green, blue, black. Rugged and flexible 
with low attenuation.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100m (328ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 28AWG 7/36 tinned copper.

Dielectric: Foam polyethylene.

Shield: 90% braid 38AWG tinned copper.

Coax Jacket Colors: Red, green, blue, black.

Outer Jacket: PVC.

Outer Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.38mm (0.015in).

Dielectric: 1.6mm (0.063in).

Individual Coax: 2.75mm (0.108in).

Outside Diameter: 8.5mm (0.334in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 237Ω/km (72.2Ω/1000ft).

Capacitance: 60pF/m (18.3pF/ft).

Velocity of Propagation: 78%.

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.6dB @1MHz

−1.4dB @5MHz

−2.1dB @10MHz

−4.7dB @50MHz

−6.8dB @100MHz

−9.2dB @180MHz

−14.2dB @400MHz

−20.1dB @750MHz

−23.8dB @1000MHz.
REGULATORY
UL: CL2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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BC‑5X

5 Mini Coax High−Resolution Bulk Cable  

Kramer’s BC-5X is a high-resolution, 75Ω 5 mini-coaxial cable perfect for routing 
RGBHV signals in commercial or residential AV systems.

FEATURES

 ● Quality Construction - Each coax has a 28AWG center conductor and copper braid 
shield. Coax jackets are color-coded red, green, blue, yellow, black. Rugged and 
flexible jacket with internal rip cord and sequential markings every meter.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100/300m (328/985ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 28AWG 7/36 tinned copper.

Dielectric: Foam polyethylene.

Shield: 90% braid 38AWG tinned copper.

Coax Jacket Colors: Red, green, blue, yellow, black.

Outer Jacket: PVC.

Outer Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.38mm (0.015in).

Dielectric: 1.6mm (0.063in).

Individual Coax: 2.75mm (0.108in).

Outside Diameter: 9.2mm (0.362in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 237Ω/km (72.2Ω/1000ft).

Capacitance: 60pF/m (18.3pF/ft).

Velocity of Propagation: 78%.

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.6dB @1MHz

−1.4dB @5MHz

−2.1dB @10MHz

−4.7dB @50MHz

−6.8dB @100MHz

−9.2dB @180MHz

−14.2dB @400MHz

−20.1dB @750MHz

−23.8dB @1000MHz.

REGULATORY
UL: CL2.

CSA: C(UL) CL2.

center
conductor

insulator

filler

shield
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ripcord
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BC‑5X5S 

5 Mini Coax High−Resolution & 5 Single−Strand Bulk Cable

Kramer’s BC-5X5S is a high-resolution, 28AWG 75Ω 5 mini-coaxial cable with 5 
additional 28AWG single strands and an outer shield.  Its unique design is ideal 
for building into 5 BNC or 15-pin HD (VGA/UXGA) cables and routing computer 
graphic video signals in professional AV systems. 

FEATURES

 ● Quality Construction - Each coax has a 28AWG solid center conductor and dual 
shield design consisting of copper braid and aluminum Mylar foil. A dual layer 
outer shield surrounds the other components and consists of a copper braid and 
aluminum Mylar foil. Coax jackets are color-coded red, green, blue, yellow, black. 
Rugged and flexible jacket with internal rip cord and sequential markings every 
meter.

 ● Extra Single Strands - Extra strands allow passing of extra pins for ID bit support 
in 15-pin HD cables.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100/300m (328/985ft).

SPECIFICATIONS:

Center Conductor: 28AWG 7/36 tinned copper.

Dielectric: Foam polyethylene.
INNER JACKET: PVC.

Jacket Colors: Red, green, blue, yellow, black.
DIAMETERS

Center Conductor: 0.38mm (0.015in).

Dielectric: 1.6mm (0.063in).

Individual Coax: 2.75mm (0.108in).
ELECTRICAL

Impedance: 75Ω.

DC Resistance: 237Ω/km (72.2Ω/1000ft).

Capacitance: 60pF/m (18.3pF/ft).

Velocity of Propagation: 78%.

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.6dB @1MHz

−1.4dB @5MHz

−2.1dB @10MHz

−4.7dB @50MHz

−6.8dB @100MHz

−9.2dB @180MHz

−14.2dB @400MHz

−20.1dB @750MHz

−23.8dB @1000MHz.
SINGLE STRAND

Conductor: 28AWG 7/36 tinned copper.

Jacket: HD polyethylene.

Diameter: 0.82mm (0.032in).

Jacket Colors: Red, orange, brown yellow & black.
OVERALL

Shield: (A) 85% braid 36AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.
Outer Jacket: PVC.
Outer Jacket Color: Dark gray with white lettering.

Outer Diameter: 10.0mm (0.393in).
REGULATORY

UL: CL2.

CSA: C(UL) CL2.
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BC‑5X26

5 Mini Coax High−Resolution Enhanced Bulk Cable  

Kramer’s BC-5X26 is a high-resolution, 26AWG 75Ω 5 mini-coaxial cable 
designed for routing high-resolution RGBHV signals in professional AV systems.

FEATURES

 ● Quality Construction - Each coax has a 26AWG center conductor and dual shield 
design consisting of copper spiral and aluminum Mylar foil. Coax jackets are color-
coded red, green, blue, yellow, black. Rugged and flexible jacket with sequential 
markings every meter.

 ● High Resolution - Supports higher resolution and longer distances than 28AWG 
versions.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 100/300/500m (328/985/1640ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 26AWG 7/34 tinned copper.

Dielectric: Foam polyethylene.

Shield: (A) 90% spiral 38AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.

Coax Jacket Colors: Red, green, blue, yellow, black.

Outer Jacket: PVC.

Outer Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.48mm (0.019in).

Dielectric: 1.93mm (0.08in).

Individual Coax: 2.67mm (0.11in).

Outside Diameter: 9.1mm (0.358in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 105.0Ω/km (32Ω/100ft).

Capacitance: 52.0pF/m (15.7pf/ft).

Velocity of Propagation: 83%.

Temperature: −40° to 80°C (−40° to 167°F).

Attenuation (dB/100ft): −0.5dB @1MHz

−1.2dB @5MHz

−3.8dB @50MHz

−5.4dB @100MHz

−7.3dB @180MHz

−11.5dB @400MHz

−16.4dB @750MHz

−19.5dB @1000MHz

−43.6dB @3000MHz.
REGULATORY
UL: CL2.

CSA: FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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BC‑3X2T7S 

14 Conductor Presentation/VGA Bulk Cable  

Kramer’s BC-3X2T7S is a high-resolution multi-conductor containing 3 mini 
coaxes, 2 shielded pairs, and 7 single strands. It is the most common type of 
cable used for construction of 15-pin HD (VGA/UXGA) cables.  

FEATURES

 ● Quality Construction - Each coax has a 26AWG center conductor and dual shield 
design consisting of copper braid and aluminum Mylar foil. Rugged and flexible 
jacket with internal rip cord and sequential markings every meter. Coax dielectrics 
are color-coded red, green, blue.

 ● High Resolution - Supports higher resolution and longer distances than 28AWG 
versions.

 ● Length - Available in reels of 100m (328ft).

SPECIFICATIONS:

COAX
Conductor: 26AWG 7/34 tinned copper.

Dielectric: Foam polyethylene with red, green, blue color 
coding.

Shield: (A) 90% spiral 38AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.

Inner Jacket: PVC.

Jacket Colors: Black.
DIAMETERS

Center Conductor: 0.48mm (0.019in).

Dielectric: 1.95mm (0.076in).

Individual Coax: 2.6mm (0.102in).
ELECTRICAL
Impedance: 75Ω.

DC Resistance: 148Ω/km (45Ω/1000ft).

Capacitance: 57pF/m (17.3pF/ft).

Temperature: −4° to 167°F (−20° to 75°C).

Attenuation (dB/30m (100ft)): −0.5dB @1MHz 
−1.3dB @5MHz 
−1.9dB @10MHz 
−4.0dB @50MHz 
−5.7dB @100MHz 
−8.0dB @180MHz 
−14.0dB @400MHz.

SHIELDED PAIR
Conductors: 26AWG 7/34 tinned copper.

Jacket: HD−polyethylene.

Diameter: 0.34in (0.88mm).

Shield: (A) 85% spiral 36AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.
Jacket Colors: White, white/black, red, red/black.
SINGLE STRAND
Conductor: 26AWG 7/34 tinned copper.

Jacket: HD polyethylene.

Diameter: 0.88mm (0.34in).

Jacket Colors: Red, orange, brown, yellow, black, red/black.
OVERALL
Shield: (A) 85% spiral 36AWG tinned copper. 

(B) Aluminum Mylar foil 25% overlap rate.
Outer Jacket: PVC.

Outer Jacket Color: Dark gray with white lettering.

Outer Diameter: 10.0mm (0.393in).

REGULATORY
UL: CL2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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BC‑1T

Mono Audio/Control Bulk Cable

Kramer’s BC-1T is a high-quality shielded pair cable designed for routing balanced 
mono or unbalanced stereo mic or line level audio signals in commercial or 
residential AV systems.

FEATURES

 ● Quality Construction - Conductors and drain wire are stranded 20AWG tinned 
copper.

 ● Rugged and Flexible Jacket - With sequential markings every meter.

 ● Easy Stripping - Exceptionally easy to strip because the foil shield is bonded to the 
inside of the jacket.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 20AWG, (10/30) tinned copper 

conductors.
Insulation: PVC color coded: red, black.

Drain Wire: 20AWG (10/30) tinned copper (in 
contact with shield).

Shield: Aluminum Mylar foil 25% overlap rate.

Outer Jacket Color: Dark gray with blue lettering.

DIAMETERS
Conductor: 0.916mm (0.036in).

PVC Insulation: 0.44mm (0.071in) nominal thickness, 
1.8mm diameter.

Outer Jacket: 5.4mm (0.213in).

ELECTRICAL
Impedance: 40 to 100Ω.

DC Resistance: 34.6Ω/km (10.5Ω/1000ft).

Mutual Capacitance Conductor-Conductor: 89pF/m (27pF/ft).

Mutual Capacitance Connected to Shield: 161pF/m (49pF/ft).

Temperature: −20° to 75°C (−4° to 167°F).
REGULATORY
UL: CL−2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 
2002/95/IEC.
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BC‑2T

Stereo Audio/Control Bulk Cable

Kramer’s BC-2T is a high-quality, dual shielded pair cable designed for routing 
balanced stereo mic or line level audio signals in commercial or residential AV 
systems.  

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● Easy Stripping - Exceptionally easy to strip because the foil shield is bonded to the 
inside of the jacket.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 20AWG, (10/30) tinned copper conductors.

Insulation: PVC color coded: red/black & green/white.

Drain Wire: 20AWG (10/30) tinned copper (in contact with shield).

Shield: Aluminum Mylar foil 25% overlap rate.

Outer Jacket Color: Dark gray with white lettering.

DIAMETERS
Center Conductor: 0.916mm (0.036in).

PVC Insulation: 0.44mm (0.017in) nominal thickness, 1.8mm 
diameter.

Outer Jacket: 5.6mm (0.221in).

ELECTRICAL
Impedance: 40 to 100Ω.

DC Resistance: 34.6Ω/km (10.5Ω/1000ft).

Mutual Capacitance 
Conductor-Conductor:

89pF/m (27pF/ft).

Mutual Capacitance 
Connected to Shield:

161pF/m (49pF/ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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BC‑2S

Speaker Bulk Cable

Kramer’s BC-2S is a high-quality twisted pair cable designed for connecting 
speakers and amplifiers in commercial or residential AV systems. 

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● Easy Stripping - Exceptionally easy to strip because the foil shield is bonded to the 
inside of the jacket.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 16AWG, (26/30) bare copper conductors.

Insulation: PVC color coded: red, black.

Outer Jacket Color: Light gray with blue lettering.

DIAMETERS
Center Conductor: 1.478mm (0.058in).

PVC Insulation: 2.0mm (0.079in).

Outer Jacket: 5.2mm (0.205in).

ELECTRICAL
DC Resistance: 13.7Ω/km (4.17Ω/1000ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

jacket

center 
conductor

insulator

* See more speaker cables in the Low Smoke Halogen Free section, pages 8.70-8.73.
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BC‑DGKat524

Four−Pair F/UTP Data Bulk Cable (24AWG)

Kramer's BC-DGKat524 is 4-pair F/UTP (foil around unshielded twisted 
pair) cable designed as the ideal companion to Kramer's twisted pair digital 
transmitter-receiver sets to provide optimum range and performance. 

FEATURES

 ● Quality Construction - 4 non-shielded (F/UTP) twisted pairs of 24AWG solid copper 
conductors are cabled together and shielded with a polyester-aluminum tape and 
outer jacket.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair digital transmitter-receiver sets. Terminate with shielded RJ-45 connectors.

 ● Length - Available in pull boxes of 100/305m (328/1000ft).

SPECIFICATIONS:

CONSTRUCTION
Center Conductor: 24AWG, solid bare copper.

Outer Jacket Color: White.

Total Wires: 8.

Drain Wire: Solid 24AWG tinned copper.

Outer Shield Material: Polyester aluminum tape.

Conductor Color Code: White/blue, white/orange, white/green, white/
brown.

DIAMETERS
Outside Diameter: 6.1mm nominal.

CONDUCTOR SIZE: 0.5mm (0.02in).
ELECTRICAL

Impedance: 100Ω.

DC Resistance: 94Ω/km (31Ω/1000ft) nominal.

Max. Resistance Unbalanced: 2%.

Capacitance: 1.2pF/m max.

Propagation Delay Skew: 35ns/100m (1.14ns/100ft) max.
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BC‑DGKat623

Four−Pair U/FTP Data Bulk Cable (23AWG)

Kramer's BC-DGKat623 is a 4-pair U/FTP (unshielded around foiled twisted 
pair) cable designed as the ideal companion to Kramer's twisted pair digital 
transmitter-receiver sets to provide optimum range and performance. The cable 
construction is based on unique insulation foam materials and shielding materials 
usually not used in conventional IT CAT cables. As a result Kramer BC-DGKat623 
cables maintain much better signal integrity on longer cable runs and provide 
less crosstalk between the twisted pairs inside the cable for modern high-
frequency digital video signals. Using Kramer’s BC-DGKat623 cable adds much 
needed “invisible power reserve” to your installation to make them hassle-free and 
ensuring piece of mind in demanding AV applications.  

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper 
conductors are cabled together in an unshielded outer jacket.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair digital transmitter-receiver sets. Terminate with shielded RJ-45 connectors.

 ● RJ-45 Connector - The larger diameter 23AWG twisted pair cable requires a 
special RJ-45 connector. Use the Kramer CCR-RJ45-TP6.

 ● Length - Available in pull boxes of 100/305m (328/1000ft).

SPECIFICATIONS:

CONSTRUCTION
Conductor Size: 23AWG bare solid copper.

Outer Jacket Color: Blue.

Total Wires: 8.

Drain Wire: Solid 23AWG tinned copper.

Overall Shield Material: Polyester aluminum tape.

Conductor Color Code: White/blue, white/orange, white/green, white/brown.

Min. Bend Radius: 35mm.

DIAMETERS
Outside Diameter: 7.2mm nominal.
ELECTRICAL

Propagation Delay Skew: 35ns/100m max.

Impedance: 100Ω.

DC Resistance: 73Ω/km (21Ω/1000ft) nominal.

Max. Resistance Unbalanced: 2%.
Capacitance: 1.2pF/m max.

Temperature: −20° to +70°C (−4° to 158°F).
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BC‑DGKat7a23

Four−Pair S/FTP Data Bulk Cable (23AWG)

Kramer's BC-DGKat7a23 is a 4-pair S/FTP (braided shield around foiled twisted 
pair) cable designed as the ideal companion to Kramer's twisted pair digital 
transmitter-receiver sets to provide optimum range and performance. The cable 
is optimized for the new 10GBase-T applications as defined in IEEE 802.3an and 
for PoE+.  

FEATURES

 ● Quality Construction - 4 individually aluminum-foil shielded twisted pairs (S/FTP), 
cabled with a drain conductor and overall braid-shielded.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair digital transmitter-receiver sets.  Terminate with shielded RJ-45 connectors.

 ● Length - Available in pull boxes of 100/305m (328/1000ft).

SPECIFICATIONS:

CONSTRUCTION
Conductor Size: 23AWG bare solid copper.

Total Wires: 8.

Internal Shield Material: Aluminum poly foil.

Drain Wire: Solid 0.41mm (0.016in) tinned copper.

Overall Shield Material: Tinned−copper braid.

Conductor Color Code: White/blue, white/orange, white/green, white/brown.

DIAMETERS
Outside Diameter: 8.1mm nominal.

ELECTRICAL
Frequency Range: 1 to 1200MHz.

Propagation Delay Skew: 20ns/100m max.

Velocity of Propagation: 80% nominal.

Impedance: 100Ω.

DC Resistance: 65Ω/km (21Ω/1000ft) @20°C nominal.

Max Resistance Unbalanced: 2%.

Capacitance: 1.2pF/m max.

Temperature: −40° to +65°C (−40° to 149°F).
Attenuation (dB per 100ft): −1.8dB  @1MHz

−4.9dB  @10MHz

−15.7dB @100MHz

−27.8dB @300MHz

−40.0dB @600MHz

−52.7dB @1000MHz
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NEWBC‑HDKat6a

Four−Pair U/FTP HDBaseT Bulk Cable (23AWG)

Kramer's BC-HDKat6a is an HDBaseT certified 4-pair U/FTP (unshielded around 
foiled twisted pair) cable designed as the ideal companion to Kramer's HDBaseT 
transmitter-receiver sets to provide optimum range and performance.  

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper 
conductors are cabled together in an unshielded outer jacket.

 ● HDBaseT Tested & Certified.

 ● Optimized for HDBaseT Installations - Use with wide range of HDBaseT twisted pair 
digital transmitter-receiver sets.

 ● RJ-45 Connector - The larger diameter 23AWG twisted pair cable requires a 
special RJ-45 connector. Use the Kramer CCR-RJ45-TP6.

 ● Length - Available in pull boxes of 305m (1000ft).

SPECIFICATIONS:

CONSTRUCTION
Conductor Size: 23AWG bare solid copper.

Outer Jacket Color: Purple (RAL−4001).

Total Wires: 8.

Drain Wire: Solid 23AWG tinned copper.

Overall Shield Material: Polyester aluminum tape.

Conductor Color Code: White/blue, white/orange, white/green, white/brown.

Min. Bend Radius: 35mm.

DIAMETERS
Outside Diameter: 7.6mm nominal.
ELECTRICAL

Propagation Delay Skew: 45ns/100m max.

Impedance: 100Ω.

DC Resistance: 73Ω/km (21Ω/1000ft) nominal.

Max. Resistance Unbalanced: 2%.
Capacitance: 1.2pF/m max.

Temperature: −20° to +70°C (−4° to 158°F).
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NEWBC‑CAT6a

Four−Pair U/FTP Data Bulk Cable (23AWG)

Kramer's BC-CAT6a is a 4-pair U/FTP (unshielded around foiled twisted pair) 
cable designed for IT, LAN and Ethernet installations.  

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper 
conductors are cabled together in an unshielded outer jacket.

 ● Optimized for IT/LAN/Ethernet Installations.

 ● CAT6a Certified.

 ● RJ-45 Connector - The larger diameter 23AWG twisted pair cable requires a 
special RJ-45 connector. Use the Kramer CCR-RJ45-TP6.

 ● Length - Available in pull boxes of 305m (1000ft).

SPECIFICATIONS:

CONSTRUCTION

Conductor Size: 23AWG bare solid copper.

Outer Jacket Color: White aluminum.

Total Wires: 8.

Drain Wire: Solid 23AWG tinned copper.

Overall Shield Material: 100% aluminum foil, 25% overlap.

Conductor Color Code: White/blue, white/orange, white/green, white/brown.

Min. Bend Radius: 35mm.

DIAMETERS
Outside Diameter: 7.6mm nominal.

ELECTRICAL
Propagation Delay Skew: 45ns/100m max.

Impedance: 100Ω.

DC Resistance: 48Ω/km (13.8Ω/1000ft) nominal.

Max. Resistance Unbalanced:2%.

Capacitance: 1.2pF/m max.
Temperature: −20° to +70°C (−4° to 158°F).
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BC‑XTP

Pico−Skew UTP Bulk Cable

Kramer's BC-XTP unshielded twisted pair (UTP) cable is designed as the 
ideal companion to Kramer analog twisted pair transmitter-receiver sets. 
BC-XTP resembles typical CAT 5e, but with internal components optimized for 
transmission of video/audio signals rather than high-speed data. 

FEATURES

 ● Quality Construction - Durable and flexible bulk cable. Four pairs of 24AWG solid copper.

 ● Optimized for High-res Video/Audio Signals - Four pairs are twisted at the same 
ratio so the actual length of each is identical. Video shift or “skew” is eliminated in 
long runs because the RGB color signals arrive at the same time. Note that BC-XTP 
is not suited for high-speed data or network applications.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair transmitter-receiver sets such as PT-110/PT-120, WP-110/PT-120, 
etc. Terminate with RJ-45 connectors, or strip and attach to terminal strips or 
punchdown blocks as needed.

 ● Length - Available in pull boxes of 100/300m (328/985ft).

SPECIFICATIONS:

CONSTRUCTION
Center Conductor: 24AWG, solid bare copper.

Jacket Colors: Brown, brown/white, blue, blue/white, orange, 
orange/white, green, green/white.

Outer Jacket Color: Green with white lettering.

Outer Jacket: PVC.

DIAMETERS
Center Conductor: 0.1mm (0.004in).

Outside Diameter: 5.5mm (0.22in).

ELECTRICAL
Impedance: 100Ω.

DC Resistance: 100Ω/km (30.4Ω/1000ft).

Pair to Pair Skew: 1.5ns/100m.

Attenuation (dB/100ft): −0.6dB @1MHz

−2.0dB @10MHz

−6.7dB @100MHz

−8.5dB @155MHz

−9.7dB @200MHz

−13.6dB @350MHz.
Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: C(UL) CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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BC‑STP

CAT 5e STP Bulk Cable

Kramer’s BC-STP is a high-quality shielded twisted pair cable (STP) suitable 
for use in environments with high levels of EMI. It meets the CAT 5e standard 
and is suitable for use in network applications or with Kramer’s twisted pair 
transmitter/receiver sets. 

FEATURES

 ● Quality Construction - Four pairs of solid 24AWG copper surrounded by aluminum 
Mylar foil outer shield.

 ● Length - Available in pull boxes of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Center Conductor: 24AWG, solid bare copper.

Jacket Colors: Brown, brown/white, blue, blue/white, orange, orange/
white, green, green/white.

Shield: Aluminum Mylar foil 25% overlap rate.

Drain Wire: 24AWG 7/32 tinned copper.

Outer Jacket: Gray PVC with white lettering.

DIAMETERS
Center Conductor: 0.5mm (0.019in).

Outside Diameter: 6.0mm (0.236in).

ELECTRICAL
Impedance: 100Ω.

DC Resistance: 93.8Ω/km (30.7Ω/1000ft).

Mutual Capacitance: 56nF/km nominal.

Delay Skew: 45nS/100m.

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CUL: C(UL) CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.
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C‑GM/GM & C‑GM/GF 

15−pin HD Cable  

Kramer’s GM/GM and GM/GF computer graphics video cables are high-performance 
cables with molded 15-pin HD connectors on both ends. They are used for connecting 
computer graphics video signals between computers or video scalers and plasma, LCD 
or other popular display technologies.

FEATURES

 ● Quality Construction - High-resolution 26AWG mini coax for video.

 ● Easy Installation - Pre-terminated with molded 15-pin HD connectors, gold-plated pins and 
thumbscrews for easy connection.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Cable Specs - For detailed cable specs, see Kramer BC-3X2T7S.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 45.7m (1 to 150ft). 

C‑MGM/MGM

15−pin HD Micro Cable

Kramer’s MGM Micro computer graphics video cables are high-performance cables with 
molded 15-pin HD connectors on both ends. These micro coax cables are thin and flexible 
and excellent choices for connecting computer graphics video signals between computers 
or video scalers and plasma, LCD or other popular display technologies.

FEATURES

 ● Quality Construction - Constructed using micro coax conductors and outer diameter of 
5.4mm (0.212in). The 15-pin HD connectors are specially designed with small profile to 
fit any high-density installation and all 15 pins are passed through the cable.

 ● Multiple Applications - Ideal for video presentations, home theater and any installation in 
tight spaces. Use these cables with our table solutions for your comfort and efficiency.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15 and 
25ft).

C‑GM/GM(45)

15−pin HD Cable with a 45° Side−Angled Connector

Kramer’s VGA (15-pin HD) cables with angled connectors, are high-performance cables 
for computer graphics with molded 15-pin HD connectors at both ends, one angled at 
45°.

FEATURES

 ● Angled Connector - 45° connector with the cable to the side provides a shallower profile 
for tight quarters behind a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GM/GM cables, using 28AWG conductors and an outer diameter of 8.5mm (0.334in).

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).
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C‑GM/GM(90‑UP)

15−pin HD Cable with a 90° Up−Angled Connector

Kramer’s VGA (15-pin HD) cables with angled connectors, are high-performance cables 
for computer graphics with molded 15-pin HD connectors at both ends, one connector 
angled up at 90°.

FEATURES

 ● Angled Connector - 90° connector with the cable angled up provides a shallower profile for 
tight quarters behind a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GM/GM cables, using 28AWG conductors and an outer diameter of 8.5mm (0.334in).

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).

C‑GM/GM(90)

15−pin HD Cable with a 90° Down−Angled Connector

Kramer’s VGA (15-pin HD) cables with angled connectors, are high-performance cables 
for computer graphics with molded 15-pin HD connectors at both ends, one connector 
angled down at 90°.

FEATURES

 ● Angled Connector - 90° connector with the cable angled down provides a shallower profile 
for tight quarters behind a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GM/GM cables, using 28AWG conductors and an outer diameter of 8.5mm.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).

C‑GM/xl

15−pin HD to Open End Installation Cable with EDID

Kramer's new xl generation of C-GM cables offers the highest possible performance and 
a new configuration designed to give installers and users a new level of convenience 
and aesthetics. They are ideal for any application requiring no-compromise quality and 
performance in a VGA cable. 

FEATURES

 ● Quality Construction - Molded male 15-pin HD connector installed on one end, and the 
corresponding RGBHV coaxes exposed, prestripped and tinned at the other end. Includes 
two additional wires to connect pins 12 and 15 for EDID support.

 ● Easy Installation - Pre-stripped and tinned conductors at the bare end provide the easiest 
possible installation of a 15-pin HD connector, or to the rear of a Kramer wall plate with 
terminal blocks. For typical 5 BNC installation, just cut and prepare the coaxes as usual 
for crimp or compression connectors on 26/28AWG mini coax.

 ● Cable Specs - See Kramer BC-5X26 for detailed cable specs.

 ● Varied Selection of Lengths - Available in versions of 4.6 to 45.7m (15, 25, 35, 50, 75, 
100 and 150ft).



C
A

B
L

E
S

 &
 C

O
N

N
E

C
T

O
R

S

8.30 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C A B L E S  &  C O N N E C T O R S   C A B L E  A S S E M B L I E S   1 5 - P I N  H D

C‑GMA/GMA

15−pin HD & 3.5mm Stereo Audio Cable

Kramer’s GMA series are high-performance cables with male 15-pin HD and 3.5mm 
stereo audio connectors at each end. They are perfect for computer graphics video to 
display installations that require an audio signal as well.

FEATURES

 ● Quality Construction - Constructed using our rugged and flexible 14-conductor cable.
 ● Easy Connection - Pre-terminated with molded 15-pin HD connectors (male to male), gold-

plated pins and thumbscrews for easy connection and a 3.5mm stereo mini jack.
 ● Easy Installation - Audio leads extend 24in (61cm) beyond the 15-pin HD head at one end, 

and 20cm (8in) at the other.
 ● All Pins Connected for DDC2 and EDID Support.
 ● Cable Specs - For detailed cable specs, see Kramer BC-3X2T7S.
 ● Varied Selection of Lengths - Available in versions of 0.9 to 22.9m (3, 6, 10, 15, 25, 35, 

50 and 75ft).

C‑MGMA/MGMA

15−pin HD & 3.5mm Stereo Audio Micro Cable

Kramer’s MGMA series are micro sized high-performance cables for computer graphics 
and audio with slim molded 15-pin HD and 3.5mm connectors at both ends. These micro 
coax cables are thin and flexible and excellent choices for connecting computer graphics 
video and audio signals between computers or video scalers and plasma, LCD or other 
popular display technologies.

FEATURES

 ● Quality Construction - Constructed using micro coax conductors and outer diameter of 
6.0mm (0.236in). The 15-pin HD connectors are specially designed with a small profile 
to fit any high density installation and all 15 pins are passed through the cable. The audio 
leads are 61.0cm (24in) long at one end and 20.3cm (8in) on other end.

 ● Multiple Applications - Ideal for video presentations, home theater and any installation in 
tight spaces. Use these cables with our table solutions for your comfort and efficiency.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).

C‑GMA/GMA(45)

15−pin HD & 3.5mm Stereo Audio Cable with a 45° Side−Angled Connector

Kramer’s 15-pin HD cables with angled connectors, are high-performance cables for 
computer graphics applications. The cable has molded 15-pin HD and 3.5mm connectors 
at both ends with one 15-pin HD connector angled to the side at 45°.

FEATURES

 ● Angled Connector - One 45° connector with the cable to the side provides a shallower 
profile for tight quarters behind a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GMA/GMA cables, using 28AWG conductors and an outer diameter of 8.5mm.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).
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C‑GMA/GMA(90)

15−pin HD & 3.5mm Stereo Audio Cable with a 90° Down−Angled Connector

Kramer’s 15-pin HD cables with angled connectors, are high-performance cables 
for computer graphics applications. The cable  has molded 15-pin HD and 3.5mm 
connectors at both ends with one 15-pin HD connector angled down 90°.

FEATURES

 ● Angled Connector - 90° connector with the cable angled down provides a shallower profile 
for tight quarters behind a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GMA/GMA cables, using 28AWG conductors and an outer diameter of 8.5mm.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3,6,10 and 15ft).

C‑GMA/GMA(90‑UP)

15−pin HD & 3.5mm Stereo Audio Cable with a 90° Up−Angled Connector

Kramer’s 15-pin HD cables with angled connectors, are high-performance cables for 
computer graphics applications. The cable has molded 15-pin HD and 3.5mm connectors 
at both ends with one 15-pin HD connector angled up 90°. 

FEATURES

 ● Angled Connector - 90° up connector provides a shallower profile for tight quarters behind 
a wall plate or rack mounted equipment.

 ● Quality Construction - The cables have a slightly slimmer construction than our regular 
C-GMA/GMA cables, using 28AWG conductors and an outer diameter of 8.5mm.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).

C‑GMAC/GMAC

15−pin HD, 3.5mm Stereo Audio & RJ−45 Cable 

Kramer’s GMAC cables feature 15-pin HD, 3.5mm stereo audio and RJ-45 connectors 
at each end. They are designed for PC and laptop users who require connection of VGA, 
audio and LAN over a single cable. 

FEATURES

 ● Quality Construction - Flexible cable, all pins of the 15-pin HD connector are passed 
through. The audio leads are 61.0cm long (24in) at one end and 20.0cm (8in) on the 
other end. The RJ-45 ends are 15cm (6in) long with gold-plated connectors.

 ● Conductors - Micro coax conductors for the VGA cable and 24AWG wire for the UTP  
CAT 5e.

 ● Connectors - Small profile 15-pin HD connectors fit high-density installations.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15, 25ft).
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C‑MH1/MH1

15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Cable

Kramer's Hydra multi-head cables contain a 15-pin HD (M), 3.5mm (M) & 3 RCA (M) 
cables. They are designed for applications that require multiple signals in a single jacket.

FEATURES

 ● Quality Construction - Rugged and flexible cable with attractive high-quality molded 
connectors.

 ● Flexible Applications - Use the 15-pin HD, 3.5mm stereo, and 3 RCA connectors for any 
combination of typical VGA, video, and audio signals. The mini connector may also support 
remote control in some cases, and the RCAs support composite video, analog or digital 
audio.

 ● Companion Wall Plate - The MH1 style multi-head cable is designed to match the Kramer 
WAV-5 wall plate.

 ● All Pins Connected for DDC2 and EDID Support.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 45.7m (3, 6, 10, 15, 25, 35, 
50, 75, 100, 125 and 150ft).

C‑MHWP500

Multi−Head to Open End WP−500 Installation Cable

Kramer’s C-MHWP500 is a cost-effective cable assembly designed for use with the 
WP-500 Wall Plate switcher. The multipurpose cable bundles cables for computer 
graphics video, composite video, stereo audio, RS-232 and IR signals in a single jacket. It 
is constructed of several connectors at one end and bare wire at the other end.

FEATURES

 ● Quality Construction - Molded 15 pin HD (M), 9-pin D-sub(M), 3.5mm mini jack (M), 3 RCA 
(M), and 3.5mm mini jack (F) connectors installed on one end, and the corresponding 
exposed, pre-stripped and tinned wires at the other end.

 ● Easy Installation - Pre-stripped and tinned conductors at the bare end, all labeled according 
to the print of the rear panel of the WP-500 to provide the easiest possible installation.

 ● Flexible Applications - Easily and quickly integrated into conference room and classroom 
environments.

 ● Companion Wall Plate - WP-500.

 ● Varied Selection of Lengths - 10.7 and 15.2m (35 and 50ft).

C‑GM/3RVM & C‑GM/3RVF 

15−pin HD to 3 RCA Breakout Cable 

Kramer’s computer graphics video to component video breakout cables are constructed 
from 3 mini coax cables with a 15-pin HD (M) connector at one end and 3 RCA (M or 
F) connectors at the other. These cables send or receive computer graphics video or 
component video signals. 

FEATURES

 ● Quality Construction - Rugged and high-resolution 3 mini coax cable with molded 
connectors.

 ● Numerous Applications - Allows Kramer 15-pin HD distribution amplifiers, switchers and 
scaler switchers to route component video signals.

 ● Varied Selection of Lengths - Male-to-male 0.9 and 1.8m (3 and 6ft), male-to-female 0.3m 
(1ft).

Male - Female

Male - Male
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C‑GM/5BM & C‑GM/5BF & C‑GF/5BM & C‑GF/5BF

15-pin HD to 5 BNC Breakout Cable

Kramer’s computer graphics video breakout cables are constructed of 5 mini coax cables 
with a molded 15-pin HD (M or F) on one end and 5 BNC (M or F) on the other. They 
convert between the two most common cabling formats used for routing computer 
graphic video signals, 15-pin HD, and 5 BNC.

FEATURES

 ● Quality Construction - Constructed using Kramer BC-5X high resolution mini coax cable, 
terminated with molded 15-pin HD connector on one end and 75Ω BNC connectors on 
the other.

 ● Easy Installation - Models 1.8m (6ft) or longer have an 46.0cm (18in) long spread at the 
5 BNC end to fit large routers/switchers such as the Sierra Pro 32 series.

 ● Cable Specs - For detailed cable specs, see Kramer BC-5X.

 ● Varied Selection of Lengths - Available in versions of 0.2 to 30.5m (0.5 to 100ft).

Male - Male

Female - Male

Male - Female

Female - Female
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C‑BM/BM

BNC Coax Video Cable  

Kramer’s BM series cables are constructed of high performance RG-6 cable with 
75Ω BNC connectors at each end. They offer outstanding quality, durability, and high 
performance for any video signal application. 

FEATURES

 ● Quality Construction - RG-6 cable for the highest resolution signals.

 ● High-Quality Connectors - True 75Ω BNC connectors maintain correct impedance end-to-
end.

 ● Cable Specs - Tested to 3G. For detailed cable specs, see Kramer BC-1X.

 ● Varied Selection of Lengths - Available in versions of 0.45 to 45m (1.5, 3, 6, 10, 15, 25, 
35, 50, 75, 100 and 150ft).

C‑MBM/MBM

BNC Mini Coax Video Cable

Kramer’s MBM series are “micro” sized video cables with male BNC connectors at both 
ends. They are ideal for short to medium length composite video applications when an 
extremely small profile and maximum flexibility is desired.

FEATURES

 ● Quality Construction - Built from compact, durable and flexible 28AWG mini coax cable with 
molded 75Ω BNC connectors.

 ● Compatibility - Use this cable to patch together sources and destinations that use BNC 
connectors for video signals.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15 and 
25ft).

C‑5BM/5BM

5 BNC RGBHV Mini Coax Cable 

Kramer’s 5BM series cables are constructed of 5 mini coax cables in a single jacket with 
75Ω BNC connectors at each end. They offer outstanding quality, durability, and high 
performance for any RGBHV video signal application.

FEATURES

 ● Quality Construction - Constructed from flexible, high quality 5 mini coax cable.

 ● Applications - Ideal for routing typical computer graphics video RGBHV signals to display 
devices such as projectors and monitors.

 ● Easy Installation - Breakout length is 0.5m (18in) on any cables 1.8m (6ft) or longer.  
Shorter cables have approx 0.18m (7in) breakout length.

 ● Cable Specs - For detailed cable specs, see Kramer BC-5X.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 30.5m (3, 6, 10, 15, 25, 35, 
50, 75 and 100ft).
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C‑RVM/RVM

RCA Composite Video Cable

Kramer's RVM series cables are constructed of RG-59 cable with male RCA connectors 
at each end. They offer outstanding quality, durability, and high-performance for any 
composite video or mono audio signal.

FEATURES

 ● Quality Construction - Constructed from RG-59 cable for transparent performance with 
composite video signals.

 ● High-Quality Connectors - Molded connectors are yellow to match video connectors on 
typical equipment.

 ● Varied Selection of Lengths - Available in 3, 6, 10, 12, 15, 25, 35, 50, 75 and 100ft 
versions (0.9 to 30.5m).

C‑MRVM/MRVM

RCA Composite Video Mini Coax Cable

Kramer’s MRVM series cables are “micro” sized video cables with male RCA connectors 
at both ends. They are ideal for short to medium length composite video applications 
when an extremely small profile and maximum flexibility is desired.

FEATURES

 ● Quality Construction - Built from compact, durable and flexible 28AWG mini coax cable with 
molded RCA connectors.

 ● Compatibility - Use this cable to patch together sources and destinations that use RCA 
connectors for video signals.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15 and 
25ft).

C‑R3VM/R3VM

3 RCA Component Video Mini High−Resolution Cable

Kramer's R3VM series cables are constructed of 28AWG high resolution mini coax 
cables in a single jacket with male RCA connectors at each end. They offer outstanding 
quality, durability, and high-performance and are designed for home theater applications.  

FEATURES

 ● Quality Construction - Constructed using rugged and flexible 28AWG cable containing 3 
mini coaxes.

 ● High-Quality Connectors - Coaxes are contained in a single round jacket, and are 
terminated with premium quality gold-plated, color-coded RCA connectors.

 ● Multiple Applications - This cable is compatible with any standard or high definition analog 
component video signal including YUV, Y B-Y R-Y, YPbPr and YCbCr.

 ● Cable Specs - For detailed cable specs, see Kramer BC-3X specs.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35 
and 50ft).

C‑3RVM/3RVM

3 RCA Component Video Cable

Kramer's 3RVM series cables are constructed of 3 RG-59 cables in a flat configuration 
with male RCA connectors at each end. They offer outstanding quality, durability, and 
high-performance for any component video application.

FEATURES

 ● Quality Construction - Constructed from triple RG-59 cable for perfect transmission of any 
interlaced or high definition component video signal.

 ● High Quality Connectors - Rugged gold-plated RCA connectors are color coded red, green, 
and blue to match component video connectors on typical equipment.

 ● Multiple Applications - This cable is compatible with any standard or high-definition analog 
component video signal including YUV, Y B-Y R-Y, YPbPr and YCbCr.  It is also great for 
composite video and stereo audio use.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 30.5m (3, 6, 10, 12, 15, 25, 
35, 50, 75 and 100ft).
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C‑3RVAM/3RVAM

3 RCA Composite Video & Stereo Audio Cable

Kramer's 3RVAM series are high-quality 3 RCA cable assemblies designed for video 
and stereo audio signals. They are perfect for connection of DVD players, VCRs, and 
consumer style display devices that are routinely used in professional AV systems.

FEATURES

 ● Quality Construction - Constructed using high-quality 75Ω RG-59 for the video, and two 
smaller stranded conductors for L/R audio signals.

 ● Precision Connection - Gold-plated RCA connectors are featured for the best possible signal 
transmission without corrosion.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 12, 15, 25, 
35 and 50ft).

C‑R4VM/R4VM

4 RCA Component Video & Digital Audio Mini High−Resolution Cable

Kramer’s 4RVM series cables are constructed from 4 mini coax cables terminated 
with RCA connectors at each end. They offer outstanding quality, durability, and high-
performance for any component video & digital audio application.

FEATURES

 ● Quality Construction - Constructed using rugged and flexible cable containing four mini 
coaxes.

 ● High Quality Connectors - Coaxes are contained in a single round jacket, and are 
terminated with premium quality gold-plated, color-coded RCA connectors.

 ● Multiple Applications - This cable is compatible with any standard or high definition analog 
component video signal including YUV, Y B-Y R-Y, YPbPr and YCbCr.  Also compatible with 
typical digital audio formats including S/PDIF, Dolby Digital, DTS, Pro Logic II, etc.

 ● Cable Specs - For detailed cable specs, see Kramer BC-4X.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 12, 15, 25, 35 
and 50ft).

C‑5RVAM/5RVAM

5 RCA Component Video & Stereo Audio Cable

Kramer's 5RVAM series are high-quality 5 RCA cable assemblies designed for component 
video and stereo audio signals. They are perfect for connection of DVD players, VCRs, 
and consumer style display devices that are routinely used in professional AV systems.

FEATURES

 ● Quality Construction - Constructed with 3 high-quality 75Ω RG-59 for video and 2 stranded 
conductors for L/R audio signals; terminated with 5 male RCA connectors at both ends.

 ● Precision Connection - Gold-plated RCA connectors are used for the best possible signal 
transmission without corrosion.

 ● Easy to Use - Connectors are molded and color coded red, green, blue for video, and 
red and white for audio to match component video and audio connectors found on most 
consumer style equipment.

 ● Varied Selection of Lengths - Available in versions of 1.8 to 7.6m (6, 12 and 25ft).
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C‑SM/SM

s−Video Cable

Kramer’s SM series cables are high performance s-Video (Y/C) cables with molded 4-pin 
mini DIN connectors at each end. Luminance and chrominance signals are carried on 
separate internal coaxes for superior quality over composite video. 

FEATURES

 ● Quality Construction - Passes luminance (Y) and chrominance (C) signals over a high-quality 
26AWG dual coax cable terminated with 4-pin mini DIN connectors.

 ● High-Quality Connectors - Gold-plated connectors for corrosion resistance and best possible 
connection.

 ● Cable Specs - For detailed cable specs, see Kramer BC-2X.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 30.5m (3, 6, 10, 15, 25, 35, 
50, 75 and 100ft).

C‑SMA/SMA

s−Video & 2 RCA Stereo Audio Cable

Kramer's SMA series cables provide a “1-piece” solution for connecting s-Video (Y/C) and 
dual RCA audio signals.  Each end is configured with a male 4-pin mini DIN connector and 
male L/R RCAs. 

FEATURES

 ● Quality Construction - Durable and flexible dual coax cable with molded connectors.

 ● Compatibility - Use this cable to patch together sources and destinations like DVD players, 
satellite receivers, TVs etc, which use standard consumer type s-Video and dual RCA audio 
connectors.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35 
and 50ft).

C‑SM/2BM & C‑SM/2BF

s−Video to 2 BNC Breakout Cable

Kramer’s s-Video (Y/C) breakout cable is constructed of dual mini coax cables with a 
male s-Video (4-pin) connector on one end and 2 BNCs on the other. They are used 
for converting an s-Video signal from the typical 4-pin format to higher quality dual BNC 
format preferred for long cable runs. Recommended for use with the VP-730 and VP-731 
Presentation Scaler/Switchers.

FEATURES

 ● Quality Construction - Luminance (Y) and chrominance (C) signals are passed through a 
high-quality 26AWG dual coax cable terminated with 4-pin mini DIN and high quality BNC 
connectors.

 ● High Quality Connectors - Gold-plated s-Video connectors for corrosion resistance and best 
possible connection, and 75Ω BNCs for correct impedance matching.

 ● Flexible Applications - Perfect for integrating consumer products into commercial display 
systems.

 ● Lengths - Available in versions of 0.3 and 1.8m (1 and 6ft).

C‑SF/2RVM & C‑SM/2RVM

s-Video to 2 RCA Breakout Cable

Kramer's s-Video (RCA) breakout cables are designed for VP-728 and VP-729 scalers 
that require s-Video (Y/C) to be presented in dual RCA format.  

FEATURES

 ● Quality Construction - Molded male or female 4-pin s-Video connector at one end, dual male 
RCAs connectors at the other.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 3m (0.5, 3, 6 and 10ft).



C
A

B
L

E
S

 &
 C

O
N

N
E

C
T

O
R

S

8.38 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM C A B L E S  &  C O N N E C T O R S   C A B L E  A S S E M B L I E S   H D M I

C‑HM/HM

Standard HDMI Cable

Kramer's HDMI cables are high-performance cables with molded HDMI connectors at 
both ends. HDMI standard supports high-definition video plus multi-channel audio in a 
single cable. 

FEATURES

 ● Quality Performance - Kramer’s new High Definition Multimedia Interface (HDMI) cables 
provide an uncompressed digital link between consumer electronics equipment such as 
DVD players, set-top boxes and audio/video monitors such as plasma display screens for 
high-definition TVs.

 ● High-Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35 
and 50ft).

C‑HM/HM/ETH

Standard HDMI Cable with Ethernet

Kramer's HDMI cables are high-performance cables with molded HDMI connectors at 
both ends. They support Ethernet Channel, Deep Color, x.v.Color™, Lip Sync, HDMI 
Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC and ARC. 

FEATURES

 ● Quality Performance - Kramer’s new High Definition Multimedia Interface (HDMI) cables 
provide an uncompressed digital link between consumer electronics equipment such as 
DVD players, set-top boxes and audio/video monitors such as plasma display screens for 
high-definition TVs.

 ● High-Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35, 
and 50ft).

C‑HM/HM/PRO 

High−Speed HDMI Cable with Ethernet

Kramer’s C-HM/HM/PRO high-speed HDMI cable with Ethernet is designed for advanced 
equipment that requires high-speed cable connections to ensure a high-definition 
experience with the maximum audio and visual impact. 

FEATURES

 ● High Data Transfer Rate - Up to 10.2Gbps.

 ● Supported Resolutions - 720p/1080i/1080p, ideal for connecting HD devices to HD/full 
HD plasma/LCD, PSP3, Blu-ray and HD DVD.

 ● Deep Color - Supports 24-bit, 30-bit, 36-bit and 48-bit (RGB or YCbCr) color depths. Best 
for multimedia applications or home cinema and surround systems.

 ● Multi-Channel Audio Support - Supports audio stream for external decoding by AV receivers 
and automatic audio syncing capabilities.

 ● High Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 19.8m (3, 6, 10, 15, 25, 35, 
50 and 65ft).
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C‑HM/HM‑KRTL

High−Speed HDMI Cable with Ethernet - Retail Pack

Kramer’s C-HM/HM-KRTL high-speed HDMI cable with Ethernet is designed for advanced 
equipment that requires high-speed cable connections to ensure a high-definition 
experience with the maximum audio and visual impact. 

FEATURES

 ● High Data Transfer Rate - Up to 10.2Gbps.

 ● Supported Resolutions - 720p/1080i/1080p, ideal for connecting HD devices to HD/full 
HD plasma/LCD, PSP3, Blu-ray and HD DVD.

 ● Deep Color - Supports 24-bit, 30-bit, 36-bit and 48-bit (RGB or YCbCr) color depths. Best 
for multimedia applications or home cinema and surround systems.

 ● Multi-Channel Audio Support - Supports audio stream for external decoding by AV receivers 
and automatic audio syncing capabilities.

 ● High Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provide 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in retail packaged versions of 1, 2, 3m (3, 7 and 10ft).

C‑HM/HM/PICO

Ultra-Slim High−Speed HDMI Flexible Cable with Ethernet

Kramer's C-HM/HM/PICO is an ultra-slim high-speed HDMI cable with Ethernet. The slim 
HDMI connector and narrower cable diameter fit more easily into tight spaces behind 
televisions or in a cabinet. The short cable relieves the stress of repeated plug insertions/
removals and transfers the weight of the cable connection away from the device. 

FEATURES

 ● Quality Performance - Kramer’s new HDMI cables provide an uncompressed digital link 
between consumer electronics equipment such as DVD players, set-top boxes and audio/
video monitors such as plasma display screens for high-definition TVs.

 ● High-Quality Connectors - Slim HDMI connector heads 16.0 mm wide and 8.0mm thick 
(5/8" wide and 5/16" thick).

 ● Space Saving - A tighter bend radius combined with the low-profile connector can save up 
to 1" of depth behind the equipment.

 ● HDMI Support - Signals up to 4K, HDMI Ethernet Channel, 3D, x.v.Color™, Deep Color, Lip 
Sync, HDMI Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 3.0m (1, 2, 3, 6 and 10ft).

C‑HM/HM/FLAT/ETH

High−Speed HDMI Flat Cable with Ethernet

Kramer’s C-HM/HM/FLAT/ETH high-speed flat HDMI cable with Ethernet is designed 
for “invisible” and long distance installations. It routes through the wall, under the carpet, 
around corners and behind the entertainment system with ease. The flat design of the 
cable renders it unobtrusive.  

FEATURES

 ● Quality Construction - Constructed from flexible flat cable structured to have less crosstalk 
and interference than with traditional round HDMI cables.

 ● High Resolution - The cables are capable of carrying extremely high bandwidth signals, 
including 1080p over longer runs than conventional designs, without signal degradation.

 ● High-Quality Connectors - Gold-plated connectors resist corrosion, cut down on impedance 
and offer the best possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip connection.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 22.9m (3, 6, 10, 15, 25, 35, 50 
and 75ft).
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C‑MHM/MHM

High−Speed HDMI Flexible Cable with Ethernet

Kramer's C-MHM/MHM is a flexible high-speed HDMI cable with Ethernet. It is a high-
performance cable with molded HDMI connectors at both ends that supports signals 
up to 1920x1200 @60Hz and HDMI Ethernet Channel, 12-bit Deep Color, x.v.Color™,  
Lip Sync, HDMI Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC. 

FEATURES

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15, 25ft).

C‑MHMA/MHMA

Flexible High−Speed HDMI Cable with Ethernet & 3.5mm Stereo Audio

Kramer's C-MHMA/MHMA is a flexible high-speed HDMI cable with Ethernet and 3.5mm 
stereo audio. It is a high-performance cable with molded HDMI connectors at both ends 
that supports signals up to 1920x1200 @60Hz and HDMI Ethernet Channel, 12-bit 
Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed Audio Channels, Dolby TrueHD, 
DTS-HD, CEC. The cable does not embed audio. 

FEATURES

 ● K-Lock Pull-Resistant Connectors - Provides 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15, 25ft).

C‑HM/HM/FLAT‑KRTL

High−Speed HDMI Flat Cable with Ethernet - Retail Pack

Kramer’s C-HM/HM/FLAT-KRTL is a high-speed flat HDMI cable with Ethernet.

FEATURES

 ● High Data Transfer Rate - Up to 10.2Gbps.

 ● Supported Resolutions - 720p/1080i/1080p, ideal for connecting HD devices to HD/full 
HD plasma/LCD, PSP3, Blu-ray and HD DVD.

 ● Deep Color - Supports 24-bit, 30-bit, 36-bit and 48-bit (RGB or YCbCr) color depths. Best 
for multimedia applications or home cinema and surround systems.

 ● Multi-Channel Audio Support - Supports audio stream for external decoding by AV receivers 
and automatic audio syncing capabilities.

 ● High Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● K-Lock Pull-Resistant Connectors - Provide 15lbs of restraining force for a non-slip 
connection.

 ● Varied Selection of Lengths - Available in retail packaged versions of 1, 2, 3, 5, 7, 10, 
15m (3 to 49ft).
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C‑FOHM/FOHM

Fiber Optic/HDMI Hybrid Cable

Kramer’s all-HDMI cable system is constructed of high-performance hybrid cable 
containing fiber optic and copper wires terminated with HDMI connectors on each end. 
Transmitter and receiver modules are built in to the cable for sending HDMI signals long 
distances with pristine digital image quality.

FEATURES

 ● Quality Construction - Pristine digital transmission of HDMI signals at distances up to 100m 
(328ft); available in black jacket. Note: A FODM series cable is an active electronic product 
which, like any other, comes with a slight chance of needing removal or replacement in 
the future. Therefore, we suggest that these not be permanently fixed into installations as 
might be appropriate with an ordinary cable. If permanent installation is required, see our 
detachable equivalents such as the 631T/R.

 ● High Resolution - Compatible with all HDTV standards up to 1080p and all VESA resolutions 
up to WUXGA (1920x1200) at 60Hz refresh rate with 1 pixel/clock mode.

 ● Flexible Power Options - Uses +5V internal power supplied via the HDMI/DVI graphic 
source to power the transmitter and receiver or from the provided external +5V power 
adapter.

 ● Varied Selection of Lengths - Available in versions of 10, 15.2, 20, 30, 50, 100m (32.8 to 328ft).

C‑HM/HM/A‑C

High−Speed HDMI with Ethernet to Mini HDMI Cable

Kramer's high-speed HDMI with Ethernet to mini HDMI cable is a high-performance cable 
with molded HDMI connectors at both ends. The HDMI standard supports high-definition 
video plus multi-channel audio in a single cable.

EATURES

 ● Lengths - Available in versions of 0.9 to 3m (3, 6 and 10ft).

C‑HM/DM 

HDMI to DVI Cable

Kramer's HDMI/DVI series are high-performance cables with HDMI connectors at one 
end and a DVI connector at the other. They are designed to connect between digital video 
sources and displays and recorders that don’t have both DVI and HDMI connectors.

FEATURES

 ● Quality Construction - HDMI to DVI Single Link (18+1 pin) cable provides excellent 
conductivity at high frequencies and longevity without degradation.

 ● High Quality Connectors - Gold-plated connectors resist corrosion and offer the best 
possible connectivity.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35, 
and 50ft).

C‑HM/HM/A‑D

High−Speed HDMI with Ethernet to Micro HDMI Cable

Kramer's high-speed HDMI with Ethernet to micro HDMI cable is a high-performance 
cable with molded HDMI connectors at both ends. The HDMI standard supports high-
definition video plus multi-channel audio in a single cable. 

FEATURES

 ● Lengths - Available in versions of 0.9 to 3m (3, 6 and 10ft).
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C‑DM/DM

DVI Copper Cable

Kramer's DVI cables are high-performance cables with molded DVI-D connectors at both 
ends. These dual link cables are designed to carry digital-only signals (24+1 pin) used for 
direct digital connections between a source and display device such as flat panel monitors 
and video/data projectors.

FEATURES

 ● Quality Construction - DVI-D connection eliminates the analog conversion process providing 
maximum clarity and resolution in displayed images.

 ● HDCP & Dual Link Compliant.

 ● Fiber Optic Options - Also see Kramer’s DVI-over-fiber products for transmission distances 
up to 500m (1640ft).

 ● Varied Selection of Lengths - Available in versions of 0.9 to 19.8m (3, 6, 10, 15, 25, 33, 
40, 50 and 65ft).

C‑DM/DM/FLAT(W)

DVI Flat Cable

Kramer’s flat DVI cable is designed for “invisible” and long distance installations. It goes 
through the wall, under the carpet, around corners and behind the entertainment system 
with ease. The flat design of the cables renders them unobtrusive.

FEATURES

 ● Unique Flat Configuration - Allows the DVI cables to lie flat under carpets. The white jacket 
installs unobtrusively along walls.

 ● HDCP & Single Link Compliant.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35 
and 50ft).

C‑DM/DM/XL

DVI Copper Cable

Kramer’s C-DM/DM/XL, single link DVI cable, is designed to support advanced equipment 
that requires high performance cable connections. These cables are designed to carry 
digital-only signals (18+1 pin) used for direct digital connections between a source and 
display device such as flat panel monitors and video/data projectors.

FEATURES

 ● Quality Construction - DVI-D connection eliminates the analog conversion process providing 
maximum clarity and resolution in displayed images.

 ● HDCP Compliant.

 ● High Resolution - 1920x1200 @60Hz, 1080p (12-bit) @60Hz.

 ● Fiber Optic Options - For transmission distances up to 500m (1640ft), see Kramer’s DVI-
over-fiber products.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 19.8m (3, 6, 10, 15, 25, 35, 
50 and 65ft).

C‑MDM/MDM

Flexible DVI Cable

Kramer's C-MDM/MDM flexible DVI cables are high-performance cables with molded DVI-D 
connectors at both ends. These single link cables, designed to carry digital-only signals 
(18+1 pin), support signals up to 1920x1200 @60Hz and 1080p with 12-bit deep color. 
These cables are ideal for any installation or rack building that requires flexible cables.

FEATURES

 ● Quality Construction - Tinned copper 30AWG conductors, triple shielded and flexible PVC 
jacket, terminated with molded DVI-D connectors.

 ● HDCP Compliant.

 ● Fiber Optic Options - Also see Kramer’s DVI-over-fiber products for transmission distances 
up to 500m (1640ft).

 ● Unique Thin & Flexible Cable - Ideal for use with Kramer TBUS products and rack building.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).
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C‑FODM/FODM

Fiber Optic/DVI Hybrid Cable with Converters

Kramer’s all DVI cable system is constructed of high-performance hybrid cable containing 
fiber optic and copper wires terminated with DVI-D connectors on each end. They are 
designed to transmit DVI-D signals extremely long distances with pristine digital image 
quality video with the copper cable carrying additional data required for HDCP compliance.

FEATURES

 ● Quality Construction - Kramer FODM cables comply with the DVI standard and support the 
DDC2B mode. They are very flexible and usually do not require external power, making 
them very “installer friendly”. Note: A FODM series cable is an active electronic product 
which, like any other, comes with a slight chance of needing removal or replacement in 
the future. Therefore, we suggest that these not be permanently fixed into installations as 
might be appropriate with an ordinary cable. If permanent installation is required, see our 
detachable equivalents such as the 610T/R, 602R/T, 621T/R or 622T/R.

 ● HDCP Compliant.

 ● High Resolution - Compatible with all DVI single link and HDTV standards up to 1080p and 
all VESA resolutions up to WUXGA (1920x1200) at 60Hz refresh rate with 1 pixel/clock 
mode.

 ● Flexible Power Options - Can use either DC power from the graphic card or AC/DC power 
from an external +5V adapter that plugs into the connector.

 ● Varied Selection of Lengths - Available with black or orange jackets in versions of 10, 15.2, 
20, 30, 50 and 100m (33 to 328ft).

C‑AFDM/AFDM

DVI All Fiber Optic Cable with Converters

Kramer’s All Fiber DVI cable system is constructed of high-performance fiber optic cable 
with DVI-D connectors on each end. It transmits DVI-D signals extremely long distances 
with pristine digital image quality.

FEATURES

 ● Built-in Fiber Optic Converters - The C-AFDM/AFDM has converters built into DVI-D 
connectors on both ends of the cable. The transmitter (connected to the source) 
converts DVI signals into fiber-optic light pulses that can travel much greater distances 
than traditional copper-based systems. The receiver converts the light pulses back to 
DVI-D signals that connect to a display or other receiving device. Note: A FODM series 
cable is an active electronic product which, like any other, comes with a slight chance 
of needing removal or replacement in the future. Therefore, we suggest that these not 
be permanently fixed into installations as might be appropriate with an ordinary cable. If 
permanent installation is required, see our detachable equivalents such as the 610T/R, 
602R/T, 621T/R or 622T/R.

 ● HDCP Compliant.

 ● High Resolution - Compatible with all DVI single link and HDTV standards up to 1080p and 
all VESA resolutions up to WUXGA (1920x1200) at 60Hz refresh rate with 1 pixel/clock 
mode.

 ● Zero EMI - The cable does not emit any electromagnetic interference or emission, making 
it suitable for medical or other EMI sensitive environments.

 ● Flexible Power Options - The transmitter requires DC power from either the graphic card 
or AC/DC power from an external +5V adapter. The receiver requires external power 
(supplied).

 ● Varied Selection of Lengths - Available in ready-made assemblies of 10, 20, 30, 50 and 
100m (32.8 to 328ft) or built-to-order assemblies of any length from 50 to 500m (164 
to 1640ft).
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C‑4FDM/4FDM

DVI Four Fiber Optic Cable with Converters

Kramer's C-4FDM series cables add to an impressive line of long-distance DVI solutions. 
4FDM features an extremely durable but thin cable containing only 4 strands of fiber.

FEATURES

 ● Long-Distance DVI Solution - Uses extremely durable but thin cable containing only 4 
strands of fiber for applications that do not require HDCP compliance. Note: A FODM 
series cable is an active electronic product which, like any other, comes with a slight 
chance of needing removal or replacement in the future. Therefore, we suggest that these 
not be permanently fixed into installations as might be appropriate with an ordinary cable. 
If permanent installation is required, see our detachable equivalents such as the 610T/R, 
602R/T, 621T/R or 622T/R.

 ● High Resolution - Compatible with all DVI single link and HDTV standards up to 1080p and 
all VESA resolutions up to WUXGA (1920x1200) at 60Hz refresh rate with 1 pixel/clock 
mode.

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Power Options - The transmitter requires DC power from either the graphic card or AC/
DC power from an external +5V adapter. The receiver requires external power (supplied).

 ● Varied Selection of Lengths - Available in versions of 10, 20, 30, 50 and 100m (32.8 to 
328ft).

C‑DMA/5BM

DVI−A to 5 BNC Breakout Cable

Kramer’s DMA/5BM series DVI male to 5 BNC male are cables designed to adapt 
between the analog pins of DVI-I and typical RGBHV. DVI video cards often output signals 
in both digital and analog format and, conversely, display devices often accept an analog 
RGBHV type signal using a DVI connector.

FEATURES

 ● Quality Construction - Rugged cable with molded connectors and gold-plated pins.

 ● Compatibility - Use this adapter when you need access to the analog signal present at a 
DVI-I source, or when you need to connect analog RGBHV to a display that provides only 
a DVI-I input. Note that this adapter does not convert analog to digital or digital to analog. 
Always verify compatibility details for the source/destination in your application.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 4.6m (3, 6, 10 and 15ft).

C‑MDMA/MGMA

15−pin HD to DVI & 3.5mm Stereo Audio Cable

Kramer's C-MDMA/MGMA cable is designed to connect laptop computers to video 
conference systems that have a DVI input. It adapts the analog pins of DVI-A to a 15-pin 
HD connector and includes an unbalanced audio cable with 3.5mm mini jacks at each 
end. Also bundled is a short cable that adapts a 3.5mm mini jack to RCA connectors.

FEATURES

 ● Quality Construction - Rugged cable with molded connectors.

 ● Compatibility - Use this adapter when you need access to the analog signal present at a 
DVI-I source, or when you need to connect analog RGBHV to a display that provides only 
a DVI-I input. Note that this adapter does not convert analog to digital or digital to analog. 
Always verify compatibility details for the source/destination in your application.

 ● Varied Selection of Lengths - Available in lengths of 3, 6, 10, 15, 25 and 35ft (0.9 to 
10.7m).
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C‑DPM/DPM

DisplayPort Cable

Kramer's C-DPM/DPM cable for DisplayPort helps set a new digital standard for high-
resolution video. It offers a locking connector, higher bit rates, deeper color modes, and 
supports optional 128-bit encryption, stereoscopic 3D, and other advancements over 
HDMI and DVI.

FEATURES

 ● Supports DisplayPort 1.1.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.0m (3, 6, 10, 15, 25, 35 
and 50ft).

NEW

NEW

C‑MDPM/MDPM

Flexible DisplayPort Cable

Kramer's C-MDPM/MDPM is a flexible DisplayPort cable. It is a high-performance cable 
with molded connectors at both ends that supports signals up to 2K and 1080p 12-bit.  

FEATURES

 ● Max. Resolution - Up to 2K and 1080p 12-bit.

 ● Unique Thin and Flexible Cable - Ideal for use with Kramer TBUS products and rack building.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15, 25ft).

C‑MDPMA/MDPMA

DisplayPort Cable

Kramer's C-MDPMA/MDPMA is a flexible cable for DisplayPort and stereo audio. It is a 
high-performance cable with molded connectors at both ends that supports signals up to 
2K and 1080p 12-bit.  

FEATURES

 ● Max. Resolution - Up to 2K and 1080p 12-bit.

 ● Unique Thin and Flexible Cable - Ideal for use with Kramer TBUS products and rack building.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 7.6m (1, 2, 3, 6, 10, 15, 25ft).
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C‑FODPM/FODPM

Optical Fiber/DisplayPort Hybrid Extension Cable

Kramer's C-FODPM/FODPM is a copper/fiber hybrid cable for DisplayPort signals. The 
four multimode fiber cables carry the DP interface while embedded copper wires carry 
the auxiliary channel, Hot Plug Detect and advanced power management signals. The 
cable extends the hybrid DisplayPort signal up to 100m (328ft).

FEATURES

 ● Quality Construction - Fire retardant PVC, enclosing 4 fiber strands and 5 shielded copper wires.

 ● High Resolution - Up to WQXGA (2560x1600) at 60Hz vertical refresh rate or 2.7Gbps bandwidth 
per lane (total data rate is 10.8Gbps).

 ● Range - Extends DisplayPort up to 100m (328ft) for WQXGA (2560x1600) at a 60Hz refresh rate.

 ● Standards - Supports DP 1.1 with 36 bit color depth, fully implemented by fiber-optic 
communication.

 ● HDCP Compliant and HDTV Compatible.

 ● HDMI Support - Lip Sync, HDMI Uncompressed Audio Channels, Dolby TrueHD, DTS-HD, CEC.

 ● EDID PassThru - Passes EDID signals from source to display.

 ● Zero EMI - High data security with negligible RFI/EMI emissions.

 ● Varied Selection of Lengths - Available in versions of 33 to 328ft (10, 15.2, 20, 30, 50 and 
100m).

C‑DPM/HM

DisplayPort to HDMI Cable

Kramer's C-DPM/HM is perfect for connecting a DisplayPort source directly to an HDMI 
monitor or display. The male-to-male configuration eliminates the extra cable connection 
required by adapters with a male-to-female configuration. This simplifies the system and 
reduces the number of failure points. It is perfect for applications that require a video 
connection between a new laptop or desktop and an HDMI-enabled display.

FEATURES

 ● Compatibility - Requires a dual-mode DisplayPort device that implements both HDMI and 
DisplayPort signals. These devices are usually identified with the DP++ logo.

 ● Varied Selection of Lengths - 0.9 to 4.6m (3, 6, 10 and 15ft).

C‑MDP/HM 

Mini DisplayPort to HDMI Cable 

Mini DisplayPort (M) to HDMI (M) Cable

FEATURES

 ● Compatibility - Connects Mac® or other computer with Mini DisplayPort video output to an 
HDMI monitor.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 3.0m (3, and 6ft).
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C A B L E S  &  C O N N E C T O R S   C A B L E  A S S E M B L I E S   F I R E W I R E ®

C‑FM4/FM4

4−pin FireWire® Cable  

Kramer’s FM4/FM4 cables are high performance cables with 4-pin FireWire® 
connectors at both ends. They are used primarily for data transfer (IEEE 1394) at speeds 
up to 400Mbps between multimedia devices such as digital cameras, VCRs, CD drives, 
hard disks, scanners, graphic cards and editing systems.

FEATURES

 ● Quality Construction - Constructed using two separately double-shielded data cables, in an 
overall double-shielded outer jacket.

 ● High-Quality Connectors - Molded 4-pin connectors on both ends.  The 4-pin connector is 
popular on cameras and other small devices due to its compact size, but does not support 
power transmission.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).

C‑FM6/FM4

6-pin to 4-pin FireWire® Cable

Kramer's FM6/FM4 cables are high-performance cables with 6-pin FireWire® connectors 
at one end, and a 4-pin connector at the other. They are used primarily for data transfer 
(IEEE 1394)  at speeds up to 400Mbps between multimedia devices such as digital 
cameras, VCRs, CD drives, hard disks, scanners, graphic cards and editing systems. 

FEATURES

 ● Quality Construction - Constructed using two separately double-shielded data cables, in an 
overall double-shielded outer jacket.

 ● High-Quality Connectors - Has a molded 4-pin connector on one end, and a molded 6-pin 
connector on the other.  The 4-pin connector is popular on cameras and other small 
devices due to its compact size, but PC’s and other larger devices often use the 6-pin.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).

C‑FM6/FM6

6−pin FireWire® Cable 

Kramer's FM6/FM6 cables are high-performance cables with 6-pin FireWire® 
connectors at both ends. They are used primarily for data transfer (IEEE 1394)  at 
speeds up to 400Mbps between multimedia devices such as digital cameras, VCRs, CD 
drives, hard disks, scanners, graphic cards and editing systems.  

FEATURES

 ● Quality Construction - Constructed using two separately double-shielded data cables and a 
22AWG pair for power transmission, all in an overall double-shielded outer jacket.

 ● High-Quality Connectors - Has molded 6-pin connectors on both ends.  The 6-pin connector 
is popular on larger devices like computers because it offers full support of high speed data 
transmission, and the ability to power a device downstream.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).

C‑FM9/FM9

9−pin FireWire® Cable 

Kramer's FM9/FM9 cables are high-performance cables with 9-pin FireWire® 
connectors at both ends. They are used primarily for data transfer (IEEE 1394) at speeds 
up to 800Mbps between multimedia devices such as digital cameras, VCRs, CD drives, 
hard disks, scanners, graphic cards and editing systems.  

FEATURES

 ● Quality Construction - Constructed using two separately double-shielded data cables and a 
26AWG pair for power transmission, all in an overall double-shielded outer jacket.

 ● High-Quality Connectors - Has molded 9-pin connectors on both ends.  The 9-pin connector 
is popular on larger devices like computers because it offers full support of high speed data 
transmission, and the ability to power a device downstream.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 7.6m (3, 6, 10, 15 and 25ft).
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C‑SC/SC/OM3

OM3 Multi-Mode Fiber Optic Cable

Kramer's SC/SC/OM3 series is an OM3 fiber optic multi-mode 50/125um cable in a 
transparent PVC jacket terminated with SC connectors.  

FEATURES

 ● Quality Construction - Developed for 10Gbps standards. 850nm OM3 multi-mode fiber in a 
flexible transparent PVC outer jacket of 0.9mm (0.035in) diameter.

 ● Numerous Applications - Connects Kramer's 670T/R, 671T/R, and 673T/R transmitter/
receivers for long-distance transmission of high-resolution digital video signals over fiber.

 ● Varied Selection of Lengths - Available in versions of 10, 20, 30, 50, 75 and 100m (33 
to 328ft).
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C‑2LC/2LC

2 LC Fiber Optic Cable

Kramer’s 2LC fiber optic cables are constructed of 2 individual color coded multi-mode 
50/125um simplex cables of diameter 2.0mm each, contained in a round orange jacket. 
They are companions to various Kramer detachable transmitter/receiver sets. 

FEATURES

 ● Quality Construction - Multimode optical fiber with operating wavelength: 850nm. 
Sub-cables are color coded: yellow and white and are terminated with the popular LC 
connectors for easy installation and are shipped with dust caps at the ends.

 ● Numerous Applications - Use these cables to connect our FireWire® Fiber Optic Repeater 
648 and the 602R/T transmitter/receiver.

 ● Varied Selection of Lengths - Available in versions of 10, 20, 30 and 50m (33 to 164ft).

C‑4LC/4LC 

4 LC Fiber Optic Cable

Kramer’s 4LC fiber optic cables are constructed of four color coded multi-mode 
50/125um simplex cables of 2.0mm (0.079in) diameter each, contained in a round 
overall orange jacket. They are intended primarily as companion to various Kramer 
detachable transmitter/receiver sets.  

FEATURES

 ● Quality Construction - Multimode optical fiber with an operating wavelength of 850nm. 
Sub-cables are color coded: red, green, blue and orange, terminated with the popular LC 
connectors for easy installation and are shipped with dust caps at the ends.

 ● Numerous Applications - Use these cables to connect our optical transmitter and receivers 
for DVI and HDMI, such as: 610T/R, 621T/R and 631T/R.

 ● Varied Selection of Lengths - Available in versions of 10, 20, 30, 50, 60, 100, 200, 300 
and 500m (33 to 1640ft).
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C A B L E S  &  C O N N E C T O R S   C A B L E  A S S E M B L I E S   3 . 5 M M

C‑A35M/A35M

3.5mm Stereo Audio Cable

Kramer’s A35M series mini audio cables are constructed from high-quality shielded pair 
style cable terminated with molded male 3.5mm stereo connectors on both ends. 

FEATURES

 ● Quality Construction - Constructed from flexible, high-quality 28AWG cable for transparent 
performance with line level audio signals.

 ● Numerous Applications - Ideal for use with typical computer sound cards, projectors, 
portable music players, etc. Also great for serial or IR remote control that often uses 
shielded pair wire for transmission of transmit, receive, and ground signals.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 12, 15, 25, 
35, 50, 65, 75 and 100ft).

C‑A35M/A35F

3.5mm IR or Mono Audio Extension Cable

Kramer’s A35M/A35F cable is constructed of a two conductor cable with a male 3.5mm 
connector at one end and a female 3.5mm connector at the other. It is an outstanding 
solution for extending the cable length of infrared emitters and sensors. 

FEATURES

 ● Quality Construction - Molded mono 3.5mm (1/8in), male and female connectors.

 ● Available Lengths - Available in versions of 15.2 and 18.3m (50 and 60ft).

C‑AS35M/AS35F

3.5mm IR or Stereo Audio Extension Cable

Kramer’s AS35M/AS35F cables constructed of three conductor cable with a male 
3.5mm connector at one end and a female 3.5mm connector at the other. They are 
an outstanding solution for extending the cable length of infrared emitters and sensors.

FEATURES

 ● Quality Construction - Molded stereo 3.5mm (1/8in), male and female connectors.

 ● Length - Available in 50ft (15.2m) length.

C‑A35M/2RAM & C‑A35F/2RAM

3.5mm to 2 RCA Breakout Cable

Kramer’s A35M/2RAM and A35F/2RAM series cables are simple adapters that have a 
stereo 3.5mm connector at one end, and two male RCA connectors at the other. They 
provide passive conversion between 3.5mm and dual RCA connectors, most often adapting 
a PC sound card or MP3 player to the audio inputs of a sound system or display device.  

FEATURES

 ● Quality Construction - Dual molded male RCAs on one end and molded 3.5mm on the other.

 ● High-Quality Connectors - RCA connectors are color coded red, white to match audio 
connectors on typical equipment.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 15.2m (1, 6, 10, 15, 25, 35 
and 50ft).

Female - Male  

Male - Male
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C‑2RAM/2RAM

RCA Stereo Audio Cable

Kramer’s 2RAM series are high quality dual RCA cable assemblies designed for stereo 
audio signals. They are perfect for audio connection of DVD players, VCRs, and other 
consumer style devices that are routinely used in professional AV systems.

FEATURES

 ● Quality Construction - Constructed using 2 coaxial conductors for L/R audio signals 
terminated with male RCA connectors on both ends.

 ● Precision Connectors - Gold-plated RCA connectors are featured for the best possible signal 
transmission without corrosion.

 ● Easy to Use - Connectors are molded and color-coded red and white to match audio 
connectors found on most consumer style equipment.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 15.2m (1, 2, 3, 6, 10, 12, 
15, 25, 35 and 50ft). 

C‑XLQM/XLQF

XLR Quad Cable

Kramer’s XLQ cables are quad style professional-grade mic or line level audio cables. 
4-core star quad cables with mutually offsetting twisting technology can reduce induction 
noise levels to 10% of that in regular two-pair balanced microphone cable.

FEATURES

 ● Quality Construction - The four-conductor quad style arrangement cancels 
electromagnetically induced noise from fluorescent lighting ballasts and AC power 
transformers.

 ● Super Flexibility - Large numbers of thin bare copper wire strands in both the conductors 
and shield produce a highly flexible cable.

 ● Special XLPE Insulation - Excellent electrical characteristics and no shrink-back during 
soldering. Hand-soldered premium XLR connectors.

 ● Varied Selection of Lengths - Available in versions of 0.3 to 45.7m (1, 1.5, 3, 6, 10, 15, 
25, 35, 50, 75, 100, 125 and 150ft).

C‑A35M/D9F

9-pin D-sub to 3.5mm Adapter Cable

Kramer's C-A35M/D9F is an adapter cable for converting RS-232 on a 3.5mm stereo 
plug (M) to a 9-pin D (F) connector.

FEATURES

 ● Quality Construction - Data cable with a molded 3.5mm stereo plug at one end and a 9-pin 
D-sub female at the other.

 ● Length - Available in a 1.8m (6ft) length.
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C‑A35M/IRE 

3.5mm to Single IR Emitter Cable

Kramer’s C-A35/IRE is an infrared emitter permanently mounted on a 3m (10ft) cable.

FEATURES

 ● Application - Use the C-A35M/IRE with any remote control system that offers a port for 
transmission of IR control information via hard wire to an IR controllable device. The 3m 
(10ft) cable is terminated with a 3.5mm mini connector that can be removed if needed. 
The transparent emitter adheres to the IR receiving device with double-sided tape.

 ● Kramer Control System - Use this IR emitter with Kramer RC series remote control panels 
and VP-23RC presentation switcher.

 ● Length - Available in a 3m (10ft) version.

C‑A35M/2IRE 

3.5mm to Dual IR Emitter Cable

Kramer’s C-A35/2IRE is a dual infrared emitter permanently mounted on a 3m (10ft) 
cable.

FEATURES

 ● Application - Use the C-A35M/2IRE with any remote control system that has a port for 
transmitting IR control information via hard wire. The 3m (10ft) cable is terminated with a 
3.5mm mini connector that can be removed if needed. The transparent emitters adhere 
to the IR receiving device with double-sided tape.

 ● Kramer Control System - Use this IR emitter with Kramer RC series remote control panels.

 ● Length - Available in a 3m (10ft) version.

C‑A35M/IRR

3.5mm to IR Receiver Cable

Kramer's C-A35M/IRR is an IR receiver cable designed as a companion to a Kramer 
infrared repeater such as the PT-4iREX that has an external remote IR receiver input.

FEATURES

 ● Quality Construction - The compact IR receiver module is mounted to a 15.2m (50ft) cable 
terminated with a molded 3.5mm connector.

 ● Available Lengths - Available in versions of 0.9 and 15.2m (3 and 50ft).

C‑IRR/HDR4F‑KIT

IR Receiver Cable Kit

Kramer's IR Receiver Cable Kit is an internal cable that connects between the IR on-
board circuit and an external IR receiver. Once connected, the Kramer machine can be 
controlled from a distance using the included 15m (50ft) IR Receiver cable. This distance 
can be further extended up to 60m (200ft) by using four Kramer C-AS35M/AS35F-50 
stereo cables of 15m each (50ft).

FEATURES

 ● Connector Types - 3.5mm mini jack and 4-pin connector.

 ● Extends IR Control to Up to 60m (200ft).

 ● Length - Available in a 50ft (15.2m) version.

C A B L E S  &  C O N N E C T O R S   C A B L E  A S S E M B L I E S   I R  E M I T T E R / R E C E I V E R
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C‑DGK6/DGK6

Four−Pair U/FTP Data Cable  (23AWG)

Kramer's C-DGK6/DGK6 shielded twisted pair (U/FTP) data cable assembly is made 
from Kramer's BC-DGKat623 bulk cable. It is the ideal companion to Kramer's twisted 
pair digital transmitter-receiver sets and provide optimum range and performance. 

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper conductors 
are cabled together in an unshielded outer jacket.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted pair 
digital transmitter-receiver sets.

 ● RJ-45 Connector - Shielded.

 ● Varied Selection of Lengths - Available in versions of 2 to 60m (6, 10, 25, 35, 50, 75, 
100, 125, 150, 200ft).

C‑HDK6/HDK6

RJ−45 Four−Pair U/FTP Cable (23AWG) Optimized for HDBaseT

Kramer's C-HDK6/HDK6 is an HDBaseT certified 4-pair U/FTP (unshielded around foiled 
twisted pair) cable designed as the ideal companion to Kramer's HDBaseT transmitter-
receiver sets to provide optimum range and performance. 

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper conductors 
are cabled together in an unshielded outer jacket.

 ● HDBaseT Tested & Certified.

 ● Optimized for HDBaseT Installations - Use with wide range of HDBaseT twisted pair digital 
transmitter-receiver sets.

 ● Varied Selection of Lengths - Available in versions of 6, 10, 15, 25, 35, 50, 75, 100, 
125, 150ft (1.8-45.7m).

C‑TOSLINK/KRTL

TOSLINK® Optical Digital Cable - Retail Pack

Kramer’s C-TOSLINK/KRTL Optical Digital Cable is designed to connect your DVD player, 
CD player, satellite receiver, game console or other digital audio equipment for clear, 
accurate and fully detailed sound. 

FEATURES

 ● Quality Construction - High-quality 1.0mm PMMA optical fiber with 2.2mm of shield, PVC 
jacket and an overall stylish braided jacket which adds flexibility and durability for years of 
listening pleasure.

 ● Zero EMI - Optical digital cables use light to transfer the signal, thus completely eliminating 
any chance for RFI, EMI or ground loop interference.

 ● Non-Slip Rubber Connector - With Zinc alloy metallic shell enables easy installation.

 ● Protective Plastic Cover - Protects lens from dust, dirt, and other material.

 ● Maximum Optical Data Rate - 100Mbps.

 ● Varied Selection of Lengths - Available in versions of 0.8, 1.2 & 2.0m (2.6, 4 & 6.6ft).
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P L E N U M  C A B L E S

C A B L E S  &  C O N N E C T O R S   B U L K  C A B L E S   V I D E O  C A B L E S

NEWBCP‑RG63G

Plenum−Rated RG−6

Video Cable, plenum-CMP, RG6, 18AWG solid bare copper, foam FEP insulation, 
85% copper braid.

FEATURES

 ● Lengths - Available in 500' & 1000' lengths.

SPECIFICATIONS:

Conductors 1 18AWG Solid Bare Copper
Insulation Teflon

Outer Jacket PVC

Overall Nominal Diameter 0.231 in.

Impedance 75 ohm

Max. Operating Voltage 300 V RMS
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NEWBCP‑4F/50M

Optical Fiber Plenum & LSZH Rated Breakout Cable

Kramer’s BCP-4F/50M Bulk Plenum Rated OM4 fiber optic cables are 
constructed of four color-coded multi-mode 50/125um simplex cables of 
2.0mm (0.0787in) diameter each, contained in a round overall aqua jacket. 
They are intended primarily as a companion to various Kramer video-over-fiber 
transmitter/receiver sets.

FEATURES

 ● Quality Construction - Multimode optical fiber with an operating wavelength of 
850nm. Sub-cables are color coded brown, green, blue and orange.

 ● Numerous Applications - Use these cables to connect our optical transmitter and 
receivers for DVI and HDM; low to medium fiber count requirements, in-building 
backbone or horizontal deployment, office wiring, factory floor automation and 
harsh environment installations.

 ● Lengths - Available in lengths of 500 & 1000ft (152 & 305m).

SPECIFICATIONS:

Fiber Type 50 Micron (OM4)

Number of Fibers 4

Buffer Tube Material Thermoplastic

Breakout Element Diameter .0787

Outer Jacket Material PVC

Outer Jacket Color Aqua

Overall Nominal Diameter 0.263 in.

Shipping Weight (500ft) 15 lbs.

Shipping Weight (1000ft) 30 lbs.
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P L E N U M  C A B L E S

C A B L E S  &  C O N N E C T O R S   B U L K  C A B L E S   V I D E O  C A B L E S

BCP‑5X‑SOLID

5 Mini Coax High−Resolution Solid Core Bulk Plenum Cable

Kramer’s BCP-5X-SOLID is a plenum rated high resolution 5-coax cable typically 
used for routing RGBHV signals in professional AV systems. It is optimized for use 
with a new generation of one piece compression connectors. It offers the best 
possible precision and ease of use in the field when working with BNCs and RCAs. 
In addition, the solid center conductor is ideal for connecting directly to equipment 
with terminal blocks.

FEATURES

 ● Plenum Rated - The low smoke and fire resistant properties of plenum rated 
cable allow it to reside in air return spaces of ceilings, floors, and walls, often 
saving the cost of installing conduit.

 ● Quality Construction - Each mini coax is a precision system consisting of a solid 
25AWG center conductor and foamed FEP dielectric surrounded by aluminum 
Mylar foil and tinned copper spiral shields. A white stripe in the jacket makes it 
easy to distinguish from its stranded counterpart.

 ● Numerous Applications - The most common application is routing RGBHV signals 
in pro AV systems but BCP-5X-SOLID also offers excellent performance with any 
combination of component or composite video, and/or unbalanced audio.

 ● New Generation One-Piece Connectors - For quickest assembly use Kramer linear 
compression and stripper coax tools.

 ● Varied Selection of Length - Available in reels of 76/152/304m 
(250/500/1000ft).

SPECIFICATIONS:

CONSTRUCTION
Coax Center Conductor: 25AWG solid bare copper.

Dielectric: Foamed FEP.

Shield: (A) 38AWG tinned copper 90% spiral. 

(B) Aluminum Mylar foil 25% overlap rate.
Coax Jacket Colors: Red, green, blue, yellow, black.

Outer Jacket: XPbP lead−free plenum PVC.

Outer Jacket Color: Black with white stripe extruded into jacket opposite 
side from the print legend.

DIAMETERS
Center Conductor: 0.457mm (0.018in).

Dielectric: 1.88mm (0.074in).

Individual Coax Outer Jacket: 2.7mm (0.106in) nominal.

Outside Diameter: 8mm (0.315in) nominal.

ELECTRICAL
Impedance: 75Ω nominal.

DC Resistance: 105Ω/km (32Ω/1000ft) at 20ºC.

Capacitance: 16pF/ft nominal.

Time Delay: 1.2ns/ft nominal.

Attenuation (dB/100ft): −5.1dB @100MHz

−7.1dB @200MHz

−10.5dB @400MHz

−17.9dB @1000MHz.
REGULATORY

UL: CMP per Article 800 NEC; CL2P per Article 725 
NEC.

RoHS:
In compliance with European directive 2002/95/IEC. 
Issue 13.2.2003.

Note: Keep plenum cables at room temperature for 24 
hours before use.

outer jacket

ripcord

binder

coaxial 
component
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NEWBCP‑2/22 

2−Conductor Plenum−Rated Shielded Audio Cable   

Security and commercial audio cable, plenum-CMP, 4-22 AWG stranded tinned 
copper pairs with insulation. 

FEATURES

 ● Length - 1000ft (305m).  

SPECIFICATIONS:

Conductors 2 22AWG 7x30 Stranding Tinned Copper

Outer Shield Tape Aluminum Foil−Polyester

Outer Jacket PVC−Black

Outer Shield Drain 24 AWG 7x32 Tinned Copper

Overall Nominal Diameter 0.130 in.

Shipping Weight 12 lbs.

Jacket & Shield Bonded so both can be removed on automatic 
stripping equipment. Drain wire is inside foil shield 
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C A B L E S  &  C O N N E C T O R S   B U L K  C A B L E S   A U D I O / C O N T R O L  C A B L E S

P L E N U M  C A B L E S

NEWBCP‑2/16 

2−Conductor Plenum−Rated Shielded Audio Cable  

Security and commercial audio cable, plenum-CMP 2-16 AWG stranded bare 
copper conductors with insulation 

FEATURES

 ● Length - Available in lengths of 250, 500 & 1000ft (76 to 305m).

SPECIFICATIONS:

Conductors 2−16AWG Bare Copper

Outer Jacket Low Smoke PVC

Overall Cable Color Code 1−Black, 1−Red

Max Operating Voltage 300 V RMS

Shipping Weight (250ft) 7 lbs

Shipping Weight (500ft) 13 lbs

Shipping Weight (1000ft) 25 lbs
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BCP‑1T 

Balanced Mono Audio or Control Bulk Plenum Cable   

Kramer’s BCP-1T is a high-quality, plenum rated, shielded pair style cable that 
routes balanced mono or unbalanced stereo audio signals in professional AV 
systems. It is also ideal for any application where a low capacitance 22AWG 
shielded pair is appropriate including control panels for Sierra Video matrix 
switchers. 

FEATURES

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated 
cable allow it to reside in air return spaces of ceiling, floors, and walls, often 
saving the cost of installing conduit. The drain wire is in continuous contact with 
the aluminum Mylar foil.

 ● Easy Stripping - Exceptionally easy to strip because the foil shield is bonded to the 
inside of the jacket.

 ● Varied Selection of Lengths - Available in reels of 76/152/304m 
(250/500/1000ft).

SPECIFICATIONS:

ELECTRICAL
DC Resistance: 48.6Ω/km (14.8Ω/1000ft).

Mutual Capacitance: 15.5pF/ft.

Voltage: 300V RMS.

Temperature: 0° to 75°C (32° to 167°F).

SHIELDED PAIR
Conductors: 22AWG, 7/30 tinned copper.

Insulation: Plenum rated PVC insulation 0.23mm (0.009in) 
nominal thickness, 2 conductors in 2−in lay length,  
1 twist per every 5cm (2in).

Insulation Colors: Red, black.

Diameter: 0.071mm (0.003in).

Diameter with Insulation: 1.24mm (0.049in).

Drain Wire: 24AWG 7/32 tinned copper (in contact with foil 
shield), diameter 0.71 mm (0.028in).

Shield: Aluminum Mylar foil 25% overlap rate.

OVERALL
Outer Jacket: Lead−free plenum rated PVC.

Outer Jacket Color: Black with white lettering.

Outer Jacket  Diameter: 3.30mm (0.130in).

REGULATORY
UL: CL2P.

CSA: CMP, FT6.

RoHS: In compliance with European directive 2002/95/IEC, 
issue 13.2.2003.

Note: For best results, keep plenum cable at room 
temperature for 24 hours before use.

shield foil 

22AWG component

outer jacket

24AWG drain wire
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BCP‑2T 

Dual Shielded Pair Bulk Plenum Cable  

Kramer BCP-2T is a plenum rated bulk cable designed for high-performance 
transmission of audio and control signals in a wide range of professional and 
residential AV applications. BCP-2T is slim, flexible, and contains two 22AWG 
shielded pairs, each with its own shield and drain wire. 

FEATURES

 ● Quality Construction - BCP-2T is a durable and flexible plenum rated bulk cable 
manufactured to CL-3P and CMP standards per National Electric Code articles 
725 and 800, and it is RoHS compliant.

 ● Precision Engineered - The extremely slim and flexible structure is ideal when high 
performance is required even in tight quarters. Each pair has its own shield and 
drain wire, and the two systems are electrically isolated from one another.

 ● Numerous Applications - Perfect for balanced or unbalanced line level and 
microphone audio signals, as well as many serial or IR control requirements 
including K-NET™ cables in Kramer Summit View systems.

 ● Easy to Use - The main conductors are color-coded red/black and green/white. 
Sequential numbering by foot is printed on the jacket for easy calculation of length.

 ● Varied Selection of Lengths - Available in pull-boxes of 76/152/304m 
(250/500/1000ft).

SPECIFICATIONS:

CONSTRUCTION

Conductor: 4−stranded 22AWG (7/0.0096) tinned copper 
conductors.

Insulation: 9 mils minimum average of plenum rated PVC.

Jacket Insulation Colors: Red, black & white, green.

Rip Cord: Nylon rip cord under the jacket.

Jacket: 15 mils of plenum rated PVC.

Outer Jacket Color: Dark gray.
DIAMETERS

Center Conductor: 0.64mm (0.025in).

Insulation: 1.244mm (0.049in).

Outside Diameter: 3.93mm (0.155in).
ELECTRICAL

Conductor DCR: 50.5Ω/km (15.4Ω/1000ft) @20°C (68°F).

Capacitance: Conductor to conductor: 52pF/ft nominal; conductor 
to conductor connected to shield: 97pF/ft.

Impedance: 42Ω.

Shield DCR: 78.7Ω/km (24Ω/1000ft).
REGULATORY

UL: CL3P.

C(UL): CMP.

NEC: In accordance with article 725 and 800.

RoHS: In compliance with European directive 2002/95/IEC, 
issue 13.2.2003.

Pair Shield: Foil free aluminum/polyester tape (for shield 
isolation) helically applied with foil side facing inward.

jacket

center 
conductor

drain wire

Al Mylar foil
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BCP‑2S 

Plenum Rated 16 AWG Speaker Cable   

Kramer BCP-2S is a plenum rated bulk cable designed for high-performance 
transmission of speaker level audio signals in a wide range of professional and 
residential AV applications. BCP-2S provides one set of 16 AWG bare copper 
speaker wires in a slim and flexible design. 

FEATURES

 ● Quality Construction - BCP-2S is a durable and flexible plenum rated bulk cable 
manufactured to CL-3P and CMP standards per National Electric Code articles 
725 and 800, and it is RoHS compliant.

 ● Precision Engineered - The extremely slim and flexible structure is ideal when 
high performance is required even in tight quarters. Dense stranding (65/34) 
provides excellent high frequency performance.

 ● Numerous Applications - Perfect for connecting amplifier outputs to speakers 
in classrooms, conference rooms, auditoriums, digital signage, residential, and 
many other applications. Including in Kramer Summit View systems when the 
plenum option is ordered.

 ● Easy to Use - The two conductor jackets are color-coded red and black. 
Sequential numbering by foot is printed on the jacket for easy calculation of 
length.

 ● Varied Selection of Lengths - Available in pull-boxes of 75/150/300m 
(246/492/984ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 2 stranded 16 AWG (65/34) bare copper 

conductors.
Insulation: Each conductor insulated with 10 mils minimum 

average of plenum rated PVC color coded red & 
black.

Rip Cord: Nylon rip cord under the jacket.

Temperature: 0° to 75°C (32° to 167°F).
SHIELDED PAIR

Conductors: 22AWG, 7/30 tinned copper.

Insulation: Plenum rated PVC insulation 0.23mm (0.009in) 
nominal thickness, 2 conductors in 2−in lay length,  
1 twist per every 5cm (2in).

Insulation Colors: Red, black.

Diameter: 0.071mm (0.003in).

Diameter with Insulation: 1.24mm (0.049in).

Drain Wire: 24AWG 7/32 tinned copper (in contact with foil 
shield), diameter 0.71 mm (0.028in).

Shield: Aluminum Mylar foil 25% overlap rate.
OVERALL

Outer Jacket: Lead−free plenum rated PVC.

Outer Jacket Color: Black with white lettering.

Outer Jacket  Diameter: 3.30mm (0.130in).
REGULATORY

UL: CL2P.

CSA: CMP, FT6.

RoHS: In compliance with European directive 2002/95/IEC, 
issue 13.2.2003.

Note: For best results, keep plenum cable at room 
temperature for 24 hours before use.

shield foil 

22AWG component

outer jacket

24AWG drain wire
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P L E N U M  C A B L E S

BCP‑DGKat623

Plenum−Rated Shielded CAT 6 + Four Pair F/UTP Data Bulk Cable (23 AWG)

Kramer's BCP-DGKat623 is a plenum rated shielded twisted pair (STP) cable, 
the ideal companion to Kramer's twisted pair digital transmitter-receiver sets for 
optimum range and performance.

FEATURES

 ● Quality Construction - 4 twisted pairs of 23 AWG solid copper conductors are 
cabled together and shielded with a polyester-aluminum tape and outer jacket.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair digital transmitter-receiver sets. Terminate with shielded RJ-45 connectors.

 ● System Range - 295' (720p/1080i @ 60Hz) & 230' (1080p @60Hz).

 ● Varied Selection of Length - Available in pull boxes of 152m (500ft) & 305m 
(1000ft).

SPECIFICATIONS:

CONSTRUCTION

Conductor Size 4 Pair 23 AWG

Pair Color Code Chart 1: Whilte/Blue Stripe & Blue

2: White/Orange Stripe & Orange

3: White/Green Stripe & Green

4: White/Brown Stripe & Brown
Outer Jacket Color Black

Outer Jacket Ripcord: for easy jacket stripping

Polyvinyl chloride 0.20 wall thickness.
Outer Jacket Diameter 0.285 Inches

Total wires 4 shielded twisted pairs.

Braided Shield 38 AWG tinned copper, 65% minimum 
coverage.

Conductor Color code Blue/white, brown/white, green/white, orange/
white.

ELECTRICAL

Impedance 100Ω +/−10%

Max. Conductor Resistance 27Ω/1000ft.

Maximum Resistance Unbalanced 5%.

Mutual Capacitance Unbalanced 160pF/100m @1kHz.

Pair to Pair Skew 12ns/100m max.

Capacitance (Cond-Cond) 40pF/m nominal.
REGULATORY

UL Listing

RoHS Compliant
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CP‑GM/GM/xl 

15−pin HD Plenum Cable with a 45° Side−Angled Connector

Kramer's new xl generation of CP-GM/GM cables offers the highest possible performance 
and a new configuration designed to give installers and users a new level of convenience 
and aesthetics. They are ideal for any application requiring no-compromise quality and 
performance in a plenum rated VGA cable.

FEATURES

 ● Plenum Rating - CP versions of Kramer VGA cables are constructed from CL2P and CMP 
rated cables.

 ● Newly Updated - Slim connectors with shallow depth profile are top priority in this new 
generation. At the same time aesthetics are even nicer than before, using elegant molded 
connectors at one end where it is typically connected to a projector. At the other end 
an extra shallow 45º VGA connector with removable metal shells is used to provide all 
possible options for installation in tight quarters.

 ● Cable Specs - For detailed specs, see Kramer BCP-6X2T bulk cable. Full support of DDC 
and pin 9.

 ● Quality Construction - Hybrid construction using molded and back shell connectors is unique 
to Kramer.

 ● Flexible Applications - RGBHV signals are all assigned to coaxes so it is easy to cut and 
convert one end to 5 BNC in the field if needed.

 ● Companion Wall Plates - Use Kramer wall plates like WP-209.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 45.7m (3, 6, 10, 15, 25, 35, 
50, 75, 100, 125 and 150ft).

CP‑GMA/GMA/xl

15−pin HD & 3.5mm Audio Plenum Cable with a 45° Side−Angled Connector

Kramer's new xl generation of CP-GMA/GMA cables offers the highest possible 
performance and a new configuration designed to give installers and users a new level of 
convenience and aesthetics. They are ideal for any application requiring no-compromise 
quality and performance in a plenum rated VGA plus audio cable. 

FEATURES

 ● Plenum Rating - CP versions of Kramer VGA cables are constructed from CL2P and CMP 
rated cables.

 ● Newly Updated - Slim connectors with shallow depth profile are top priority in this new 
generation. At the same time aesthetics are even nicer than before, using elegant molded 
connectors at one end where it is typically connected to a projector. At the other end 
an extra shallow 45º VGA connector with removable metal shells is used to provide all 
possible options for installation in tight quarters.

 ● Cable Specs - For detailed specs, see Kramer BCP-6X2T bulk cable. Full support of DDC 
& pin 9.

 ● Quality Construction - Hybrid construction using molded and back shell connectors is unique 
to Kramer. The 3.5mm audio pigtails are 20cm (8in) at one end, and 61cm (24in) at the 
other.

 ● Flexible Applications - RGBHV signals are all assigned to coaxes so it’s easy to cut and 
convert one end to 5 BNC in the field if needed. The audio travels on an independent 
shielded pair.

 ● Companion Wall Plates - Use Kramer wall plates like a simple modular system consisting 
of FRAME-1G and WXA-2P.

 ● Varied Selection of Lengths - Available in  versions of 0.9 to 45.7m (3, 6, 10, 15, 25, 35, 
50, 75, 100, 125 and 150ft).
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P L E N U M  C A B L E S

CP‑GM 

15−pin HD to Bare End Installation Plenum Cable

Kramer's CP-GM series are premium quality single-ended cables constructed of plenum 
rated multi-conductor cable.  They have a metal backshell style 15-pin HD connector at 
one end and no termination at the other for easier pulling through walls, floors, etc.

FEATURES

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated cable allow it 
to reside in air return spaces of ceiling, floors, and walls, often saving the cost of installing 
conduit.

 ● Cable Specs - See Kramer BCP-6X2T bulk cable for detailed specs.

 ● Quality Construction - Constructed from flexible, high quality plenum rated cable containing 
6 mini coaxes and 2 shielded pairs. Designed to pass extra pins for full support of ID bit 
and other advanced communication functions if desired.

 ● Numerous Applications - Ideal for routing typical computer video signals in professional AV 
systems.

 ● Varied Selection of Lengths - Available in lengths of 15, 25, 35, 50, 75, 100, 125 and 
150ft (4.6 to 45.7m).

CP‑MH1/MH1/xl

15−pin HD, 3.5mm Stereo Audio & 3 RCA Hydra™ Multi−Head Plenum Cable

Kramer's new xl generation of Hydra CP-MH1/MH1 multi-headed cables offers the 
highest possible performance and the features most requested by installers and users. 
The Hydra MH1 configuration is ideal for any application requiring a cost-effective one 
piece cable solution for the signals most often found in AV equipped rooms today.

FEATURES

 ● Quality Construction - Hybrid construction using molded and back shell connectors is unique 
to Kramer.

 ● Plenum Rating - CP versions of Multi-Head are constructed from CL2P and CMP rated cable 
containing six high-resolution mini coaxes and 2 shielded pairs.

 ● Newly Updated - Slim connectors with shallow depth profile are top priority in the new XL 
generation. At the same time, aesthetics are even nicer than before, using elegant molded 
connectors at one end where it is typically connected to a projector, and an extra shallow 45º 
VGA connector with removable metal shells is used at the other end to provide all possible 
options for installation in tight quarters.

 ● Flexible Applications - Use the 15-pin HD, 3.5mm stereo, and 3 RCAs for any combination of 
VGA, video and audio signals. The mini connector may also support remote control in some 
cases. The RCAs are typically used for composite video and L/R audio, but can be used for 
analog component video.

 ● Companion Wall Plate - Designed as the perfect fit with the WAV-5 wall plate.

 ● Cable Specs - For detailed specs, see Kramer BCP-6X2T bulk cable. Note that the 15-pin HD 
portion only passes RGBHV so there is no ID/DDC support.

 ● Varied Selection of Lengths - Available in versions of 1.8 to 45.7m (6, 10, 15, 25, 35, 50, 
75, 100, 125 and 150ft).
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CP‑3RVAM/3RVAM

3 RCA AV Plenum Cable

Kramer's plenum rated video/audio cables are constructed of mini coax cable terminated 
with three molded male RCA connectors at each end. They offer outstanding durability 
and high-performance for any video/audio signal application where a plenum rating is 
required.

FEATURES

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated cable allow it 
to reside in air return spaces of ceilings, floors, and walls, often saving the cost of installing 
conduit.

 ● Quality Construction - Constructed from flexible, high-quality plenum rated cable containing 
mini coaxes. Gold-plated contacts for corrosion resistance, long life, and precise connections.

 ● Cable Specs - See Kramer BCP-5X bulk cable for detailed specs.

 ● Applications - Ideal for routing typical composite video and dual RCA stereo audio signals in 
professional AV systems.

 ● Varied Selection of Lengths - Available in 10, 15, 25, 35, 50, 75, 100, 125 and 150ft 
versions (3 to 45.7m).

CP‑HM/HM/ETH

HDMI Plenum Cable with Ethernet

Kramer's HDMI plenum rated cables are high-performance cables with molded HDMI 
connectors at both ends. HDMI standard supports high-definition video plus multi-channel 
audio in a single cable.

FEATURES

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated cable allow it 
to reside in air return spaces of ceiling, floors, and walls, often saving the cost of installing 
conduit.

 ● Quality Construction - 24AWG, High Definition Multimedia Interface (HDMI) cables provide an 
uncompressed digital link for digital audio and high definition signals between electronic source 
equipment such as DVD players, set-top boxes and computers and high-definition televisions 
and large screen displays.

 ● High-Quality Connectors - Gold-plated connectors resist corrosion, and provide the best possible 
connectivity.

 ● K-Lock Pull-Resistant Connectors - Provide 15lbs of restraining force for a non-slip connection.

 ● Varied Selection of Lengths - Available in versions of 4.6 to 15.2m (15, 25, 35, 40, 45, 50ft).

CP‑HM/DM

Plenum Rated HDMI to DVI Cable

Kramer's HDMI/DVI series are high-performance plenum cables with HDMI connectors 
at one end and a DVI connector at the other. They are designed to connect between 
digital video sources and displays and recorders that don’t have both DVI and HDMI 
connectors.

FEATURES

 ● Quality Construction - HDMI to DVI Single Link (18+1 pin) cable provides excellent conductivity 
at high frequencies and longevity without degradation.

 ● High Quality Connectors - Gold-plated connectors resist corrosion and offer the best possible 
connectivity.

 ● Varied Selection of Lengths - Available in versions of 25, 35, 50 & 65 ft.
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CP‑2RAM/2RAM

2 RCA Stereo Audio Plenum Cable

Kramer’s CP-2RAM/2RAM series dual RCA audio cables are premium quality plenum 
rated cables constructed of dual mini coax cable terminated with two molded male RCA 
connectors at each end. They offer outstanding durability and high-performance for any 
stereo unbalanced audio signal application where a plenum rating is required.

FEATURES

 ● Quality Construction - Constructed from flexible, high-quality plenum rated cable containing 
2 mini coaxes. Gold-plated contacts for corrosion resistance, long life, and precise 
connections.

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated cable allow 
it to reside in air return spaces of ceilings, floors, and walls, often saving the cost of 
installing conduit.

 ● Applications - Ideal for routing unbalanced audio signals in professional AV systems.
 ● Cable Specs - For detailed specs, see Kramer BCP-2X bulk cable.
 ● Varied Selection of Lengths - Available in versions of 3 to 45.7m (10, 15, 25, 35, 50, 75, 

100, 125 and 150ft).

CP‑A35M/A35M

3.5mm Audio Plenum Cable

Kramer’s CP-A35M/A35M series mini stereo audio cables are premium quality plenum 
rated cables constructed of shielded pair style cable terminated with precision male tip-
ring-sleeve style 3.5mm connectors at each end. They offer outstanding durability and 
high performance for any stereo unbalanced audio signal application where a plenum 
rating is required.

FEATURES

 ● Plenum Rated - The low smoke and fire-resistant properties of plenum rated cable allow 
it to reside in air return spaces of ceilings, floors, and walls, often saving the cost of 
installing conduit.

 ● Quality Construction - Constructed from flexible, high-quality plenum rated 22AWG shielded 
pair style cable.

 ● Cable Specs - For detailed specs, see Kramer BCP-1T bulk cable.
 ● Varied Selection of Lengths - Available in versions of 3 to 45.7m (10, 15, 25, 35, 50, 75, 

100, 125 and 150ft).

NEWCPA‑UAM/UAF

Plenum Rated USB Active Extender Cable

Due to its design, USB cable has a normal maximum length of about 5 meters (16.4 
feet), but you can get longer distances by using the CPA-UAM/UAF active USB extension 
cable from Kramer!
 
This is a bus-powered extension cable that can be used to increase the length of a device 
without any signal loss or potential performance problems. It contains active electronics, 
which boost the USB signal for maximum reliability and performance over extended 
distances. The cable operates as self-powered extender, for use with USB cameras‚ 
printers‚ webcams‚ keyboard/mouse, etc.
 

IT IS A TRUE PLUG-AND-PLAY DEVICE. NO ADDITIONAL DRIVERS ARE REQUIRED.

FEATURES

 ● Plenum CMP USB 2.0 USB A-Type Female to A-Type Male.

 ● 1 Pair 24AWG + 2Pair 22AWG + Drain Wire 24AWG.

 ● Tinned copper braid construction.

 ● Requires no external power plug & play-pulls power from source.

 ● Data transfer rate only not for charging.

 ● UL Approved.

 ● Buffers incoming and outgoing signal.

 ● 480 Mb/s backward compatible with USB 1.0.

 ● Varied Selection of Lengths - Available in versions of 7.6 to 19.8m (25, 35, 50 & 65ft).
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CP‑DGK6/DGK6

Four−Pair STP Data (Shielded Twisted Pair) Plenum Cable (23AWG)

Kramer's CP-DGK6/DGK6 is a plenum rated shielded twisted pair (S/FTP) cable, the 
ideal companion to Kramer's twisted pair digital transmitter-receiver sets for optimum 
range and performance.

FEATURES

 ● Connectors - Shielded RJ-45 (M).

 ● System Range - 295ft (720p/1080i @60Hz) & 230ft (1080p @60Hz).

 ● Varied Selection of Lengths - Available in versions of 7.6 to 61m (25, 35, 50, 75, 100, 
125, 150 & 200ft).
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BC‑1X/LSHF(22AWG)‑300M

1 Coax RG−59 Super High−Resolution Bulk Cable (22AWG) − Low Smoke & Halogen Free

Kramer’s BC-1X(22AWG) is a super high-resolution low-smoke, halogen free 
RG-59 coaxial cable perfect for long distance composite and 3G HD-SDI ru 
ns that require precision performance with analog or digital video signals. 

FEATURES

 ● Quality Construction - 22AWG solid center conductor and dual-shield design 
consisting of aluminum braid and dual aluminum Mylar foil. Rugged and flexible 
with low attenuation. Tested to 3G.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION

Coax Center Conductor: 22AWG solid bare copper.

Dielectric: Foam PE.

Shield: (A) 61% braid tinned solid copper.

(B) Dual aluminum Mylar foil 25% overlap rate.

Outside Jacket: PVC.

Outside Jacket Color: Green with black lettering.

DIAMETERS
Center Conductor: 0.643mm (0.0253in).

Dielectric: 2.8mm (0.11in).

Outside Diameter: 4.5mm (0.177in).

ELECTRICAL
Impedance: 75Ω.

DC Resistance: 17.6Ω/km (5.4Ω/1000ft).

Capacitance: 53.1pF/m (16.5pF/ft).

Velocity of Propagation: 81.3%

Temperature: −20° to 75°C (−4° to 167°F).

Attenuation (dB/100ft): −0.3dB @1MHz

−0.8dB @5MHz

−1.6dB @25MHz

−2.7dB @80MHz

−4.8dB @270MHz

−7.0dB @540MHz

−9.6dB @1000MHz

−18.2dB @3000MHz.
REGULATORY

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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BC‑5X/LSHF

5 Mini Coax High−Resolution Bulk Cable − Low Smoke & Halogen Free

Kramer’s BC-5X/LSHF is a high-resolution low-smoke, halogen free 75Ω 5-mini 
coaxial cable perfect for routing RGBHV signals in commercial or residential AV 
systems. 

FEATURES

 ● Quality Construction - Each coax has a 28AWG center conductor and copper braid 
shield. Coax jackets are color-coded red, green, blue, yellow, black. Rugged and 
flexible jacket with internal rip cord and sequential markings every meter.

 ● Universal Compatibility - Compatible with Kramer’s compression connectors as well 
as typical crimp systems.

 ● Length - Available in reels of 328ft (100m).

SPECIFICATIONS:

CONSTRUCTION

Coax Center Conductor: 28AWG 7/36 tinned copper.

Dielectric: Foam polyethylene.

Shield: 38AWG tinned copper 90% braid.

Coax Jacket Colors: Red, green, blue, yellow, black.

Outer Jacket: LSHF.

Outer Jacket Color: Dark gray with white lettering.
DIAMETERS

Center Conductor: 0.38mm (0.015in).

Dielectric: 1.6mm (0.063in).

Individual Coax: 2.75mm (0.108in).

Outside Diameter: 9.2mm (0.362in).
ELECTRICAL

Impedance: 75Ω.

DC Resistance: 237Ω/km (72.2Ω/1000ft).

Capacitance: 60pF/m (18.3pF/ft).

Velocity of Propagation: 78%.

Attenuation (dB/100ft): −0.6dB @1MHz

−1.4dB @5MHz

−2.1dB @10MHz

−4.7dB @50MHz

−6.8dB @100MHz

−9.2dB @180MHz

−14.2dB @400MHz

−20.1dB @750MHz

−23.8dB @1000MHz.
Temperature: −20° to 75°C (−4° to 167°F).
REGULATORY

UL: CL2.

CSA: C(UL) CL2.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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CABLES & CONNECTORS  LOW SMOKE & HALOGEN FREE  AUDIO/CONTROL CABLES

BC‑1T/LSHF

Mono Audio/Control Bulk Cable − Low Smoke & Halogen Free

Kramer’s BC-1T/LSHF is a high-quality low-smoke, halogen free shielded pair 
cable designed for routing balanced mono or unbalanced stereo mic or line level 
audio signals in commercial or residential AV systems. 

FEATURES

 ● Quality Construction - Conductors and drain wire are stranded 20AWG tinned 
copper.

 ● Rugged and Flexible Jacket - With internal rip cord and sequential markings every 
meter.

 ● Easy Stripping - Exceptionally easy to strip because the foil shield is bonded to the 
inside of the jacket.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION

Conductors: 20AWG, (10/30) tinned copper conductors.

Insulation: Polypropylene color coded: red, black.

Drain Wire: 20AWG (10/30) tinned copper (in contact with shield).

Shield: Aluminum Mylar foil with 25% overlapping.

Outer Jacket Color: Dark gray with blue lettering.

Outer Jacket: LSHF.
DIAMETERS

Conductor: 0.916mm (0.036in).

PVC Insulation: 0.44mm (0.017in) nominal thickness, 1.8mm (0.071in) 
diameter.

Outer Jacket: 5.4mm (0.213in).
ELECTRICAL

Impedance: 40 to 100Ω.

DC Resistance: 34.6Ω/km (10.5Ω/1000ft).

Mutual Capacitance 
Conductor-Conductor:

89pF/m (27pF/ft).

Mutual Capacitance 
Connected to Shield:

161pF/m (49pF/ft).

Temperature: −20° to 75°C (−4 to 167°F).
REGULATORY

UL: CL2.

CSA: C(UL) FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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BC‑2S/LSHF

Speaker Bulk Cable 16AWG − Low Smoke & Halogen Free

Kramer’s BC-2S/LSHF is a high-quality low-smoke, halogen free twisted pair cable 
designed for connecting speakers and amplifiers in commercial or residential AV 
systems. 

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● High Performance - Use anywhere an unshielded stranded 16AWG pair is suitable.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 16AWG, (26/30) bare copper.

Insulation: Polypropylene color coded: red, black.

Outer Jacket Color: Light gray with blue lettering.

Outer Jacket: LSHF

DIAMETERS
Center Conductor: 1.478mm (0.058in).

PVC Insulation: 2.0mm (0.079in).

Outer Jacket: 5.2mm (0.205in).

ELECTRICAL
DC Resistance: 13.7Ω/km (4.17Ω/1000ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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CABLES & CONNECTORS  LOW SMOKE & HALOGEN FREE  AUDIO/CONTROL CABLES

NEWBC‑2S14/LSHF

Speaker Bulk Cable 14AWG − Low Smoke & Halogen Free

Kramer’s BC-2S14/LSHF is a high-quality low-smoke, halogen free twisted 
pair cable designed for connecting speakers and amplifiers in commercial or 
residential AV systems. 

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● High Performance - Use anywhere an unshielded stranded 14AWG pair is suitable.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 14AWG, (26/30) bare copper.

Insulation: Polypropylene color coded: red, black.

Outer Jacket Color: Light gray with blue lettering.

Outer Jacket: LSHF

DIAMETERS
Center Conductor: 1.478mm (0.058in).

PVC Insulation: 2.0mm (0.079in).

Outer Jacket: 5.2mm (0.205in).

ELECTRICAL
DC Resistance: 13.7Ω/km (4.17Ω/1000ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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NEWBC‑2S12/LSHF

Speaker Bulk Cable 12AWG − Low Smoke & Halogen Free

Kramer’s BC-2S12/LSHF is a high-quality low-smoke, halogen free 12AWG 
twisted pair cable designed for connecting speakers and amplifiers in commercial 
or residential AV systems. 

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● High Performance - Use anywhere an unshielded stranded 12AWG pair is suitable.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 12AWG, (26/30) bare copper.

Insulation: Polypropylene color coded: red, black.

Outer Jacket Color: Light gray with black lettering.

Outer Jacket: LSHF

DIAMETERS
Center Conductor: 1.478mm (0.058in).

PVC Insulation: 2.0mm (0.079in).

Outer Jacket: 5.2mm (0.205in).

ELECTRICAL
DC Resistance: 13.7Ω/km (4.17Ω/1000ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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CABLES & CONNECTORS  LOW SMOKE & HALOGEN FREE  AUDIO/CONTROL CABLES

NEWBC‑4S14/LSHF

Speaker Bulk Cable Dual Pair 14AWG − Low Smoke & Halogen Free

Kramer’s BC-4S14/LSHF is a high-quality low-smoke, halogen free, dual twisted 
pair cable designed for connecting speakers and amplifiers in commercial or 
residential AV systems. 

FEATURES

 ● Quality Construction - Rugged and flexible jacket with sequential markings every 
meter.

 ● High Performance - Use anywhere an unshielded stranded 14AWG dual pair  
(4 conductors) is suitable.

 ● Length - Available in reels of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Conductors: 4 conductors, 14AWG, (26/30) bare copper.

Insulation: Polypropylene color coded: red, black.

Outer Jacket Color: Light gray with blue lettering.

Outer Jacket: LSHF

DIAMETERS
Center Conductor: 1.478mm (0.058in).

PVC Insulation: 2.0mm (0.079in).

Outer Jacket: 5.2mm (0.205in).

ELECTRICAL
DC Resistance: 13.7Ω/km (4.17Ω/1000ft).

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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NEWBC‑DGKat623/LSHF

Four−Pair U/FTP Data Bulk Cable (23AWG) − Low Smoke & Halogen Free

Kramer's BC-DGKat623 is a low smoke and halogen free, 4-pair U/FTP 
(unshielded around foiled twisted pair) cable designed as the ideal companion 
to Kramer's twisted pair digital transmitter-receiver sets to provide optimum 
range and performance. The cable construction is based on unique insulation 
foam materials and shielding materials usually not used in conventional IT CAT 
cables. As a result Kramer BC-DGKat623 cables maintain much better signal 
integrity on longer cable runs and provide less crosstalk between the twisted 
pairs inside the cable for modern high-frequency digital video signals. Using 
Kramer’s BC-DGKat623 cable adds much needed “invisible power reserve” to your 
installation to make them hassle-free and ensuring piece of mind in demanding 
AV applications. 

FEATURES

 ● Quality Construction - 4 shielded twisted pairs (U/FTP) of 23AWG solid copper 
conductors are cabled together in an unshielded outer jacket.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair digital transmitter-receiver sets. Terminate with shielded RJ-45 connectors.

 ● RJ-45 Connector - The larger diameter 23AWG twisted pair cable requires a 
special RJ-45 connector. Use the Kramer CCR-RJ45-TP6.

 ● Length - Available in pull boxes of 100/305m (328/1000ft).

SPECIFICATIONS:

CONSTRUCTION
Conductor Size: 23AWG bare solid copper.

Outer Jacket Color: Black.

Total Wires: 8.

Drain Wire: Solid 23AWG tinned copper.

Overall Shield Material: Polyester aluminum tape.

Conductor Color Code: White/blue, white/orange, white/green, white/brown.

Min. Bend Radius: 35mm.

DIAMETERS
Outside Diameter: 7.2mm nominal.

ELECTRICAL
Propagation Delay Skew: 35ns/100m max.

IMPEDANCE: 100Ω.

DC Resistance: 73Ω/km (21Ω/1000ft) nominal.

Max. Resistance Unbalanced: 2%.

Capacitance: 1.2pF/m max.

Temperature: −20° to +70°C (−4° to 158°F).
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CABLES & CONNECTORS  LOW SMOKE & HALOGEN FREE  TWISTED PAIR CABLES

BC‑XTP/LSHF

Pico Skew UTP (Unshielded Twisted Pair) Bulk Cable − Low Smoke & Halogen Free

Kramer's BC-XTP/LSHF is low-smoke, halogen free unshielded twisted pair 
(UTP) type cable designed as the ideal companion to Kramer analog twisted pair 
transmitter-receiver sets. BC-XTP/LSHF resembles typical CAT 5e, but with 
internal components optimized for transmission of video/audio signals rather 
than high-speed data. 

FEATURES

 ● Quality Construction - Durable and flexible bulk cable. 4 pairs of solid 24AWG 
copper.

 ● Optimized for High-Res Video/Audio Signals - 4 pairs are twisted at the same ratio 
so the actual length of each is identical. Video shift or “skew” is eliminated in long 
runs because the RGB color signals arrive at the same time. Note that BC-XTP/
LSHF is not suited for high-speed data or network applications.

 ● Optimized for Kramer Hardware - Use with any of Kramer’s wide range of twisted 
pair transmitter-receiver sets such as PT-110/PT-120, WP-110/PT-120, 
etc. Terminate with RJ-45 connectors, or strip and attach to terminal strips or 
punchdown blocks as needed.

 ● Length - Available in pull boxes of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Center Conductor: 24AWG, solid bare copper.

Jacket Colors: Brown, brown/white, blue, blue/white, orange, orange/
white, green, green/white.

Outer Jacket Color: Green with white lettering.

Outer Jacket: LSHF.

DIAMETERS
Center Conductor: 0.1mm (0.004in).

Outside Diameter: 5.5mm (0.22in).

ELECTRICAL
Impedance: 100Ω.

DC Resistance: 100Ω/km (30.4Ω/1000ft).

Pair to Pair Skew: 1.5ns/100m.

Attenuation (dB/100ft): −0.6dB @1MHz

−2.0dB @10MHz

−6.7dB @100MHz

−8.5dB @155MHz

−9.7dB @200MHz

−13.6dB @350MHz.

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CSA: C(UL) CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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BC‑CAT5E/LSHF

CAT 5e UTP (Unshielded Twisted Pair) Bulk Cable − Low Smoke & Halogen Free

Kramer's BC-CAT5E/LSHF is a low-smoke, halogen-free unshielded twisted pair 
(UTP) CAT 5e cable for computer/LAN use. 

FEATURES

 ● Quality Construction - Durable and flexible bulk cable. 4 pairs of 24AWG solid bare 
copper.

 ● Length - Available in pull boxes of 300m (985ft).

SPECIFICATIONS:

CONSTRUCTION
Center Conductor: 24AWG, solid bare copper.

Jacket Colors: Brown, brown/white, blue, blue/white, orange, orange/
white, green, green/white.

Outer Jacket: LSHF.

DIAMETERS
Center Conductor: 0.5mm (0.019in).

Outside Diameter: 5.5mm (0.216in).

ELECTRICAL
Impedance: 100Ω. 

DC Resistance: 93.8Ω/km (30.7Ω/1000ft).

Mutual Capacitance: 56nF/km nominal.

Delay Skew: 45nS/100m.

Temperature: −20° to 75°C (−4° to 167°F).

REGULATORY
UL: CM.

CUL: C(UL) CM, FT4.

RoHS: In compliance with European directive 2002/95/IEC.

DIN & EU Equivalent: EN 50265−1:1998

EN 50265−2−1:1998

EN 50267−2−1:1998

EN 50267−2−2:1998.
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C A B L E S  &  C O N N E C T O R S   L O W  S M O K E  &  H A L O G E N  F R E E   1 5 - P I N  H D

CLS‑GM/GM

15−pin HD Cable − Low Smoke & Halogen Free

Kramer’s CLS-GM/GM computer graphics video cable is a high-performance cable with 
molded 15-pin HD connectors on both ends. It is used for connecting computer graphics 
video signals between computers or video scalers and plasma, LCD or other popular 
display technologies. DDC2 is supported. The CLS Series is low smoke and halogen free.

FEATURES

 ● Quality Construction - High-resolution 26AWG mini coax for video.

 ● Easy Installation - Pre-terminated with molded 15-pin HD connectors, gold-plated pins and 
thumbscrews for easy connection.

 ● All 15 Pins Connected.

 ● Low Smoke, Halogen Free.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15m (3, 6, 10, 12, 15, 25, 
35 and 50ft).

CLS‑GMA/GMA

15−pin HD & 3.5mm Stereo Audio Cable − Low Smoke & Halogen Free

Kramer’s CLS-GMA/GMA is a high-performance cable with male 15-pin HD and 3.5mm 
stereo audio connectors at each end. It is perfect for installations of computer graphics 
video to display that require an audio signal as well. DDC2 is supported. The CLS Series 
is low smoke and halogen free.

FEATURES

 ● Quality Construction - Constructed with rugged and flexible 14-conductor cable.

 ● Easy Connection - Pre-terminated with molded 15-pin HD connectors (male to male), gold 
plated pins and thumbscrews for easy connection and a 3.5mm stereo audio mini jack.

 ● Easy Installation - Audio leads extend 24in (61cm) beyond the 15-pin HD head at one end, 
and 20cm (8in) at the other.

 ● Low Smoke, Halogen Free.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15m (3, 6, 10, 15, 25, 35 
and 50ft).
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CLS‑DM/DM

DVI Copper Cable − Low Smoke & Halogen Free

Kramer's CLS-DM/DM is a high-performance DVI cable with molded DVI-D connectors at 
both ends. This dual link cable is designed to carry digital-only signals (24+1 pin) used for 
direct digital connections between a source and display device such as flat panel monitors 
and video/data projectors. The CLS Series is low smoke and halogen free.

FEATURES

 ● Quality Construction - DVI-D connection eliminates the analog conversion process providing 
maximum clarity and resolution in displayed images.

 ● HDCP & Dual Link Compliant.

 ● Low Smoke, Halogen Free.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15m (3, 6, 10, 15, 25 and 
50ft).

CLS‑HM/HM/ETH

Standard HDMI Cable with Ethernet − Low Smoke & Halogen Free

Kramer's CLS-HM/HM/ETH is a high-performance HDMI cable with Ethernet having 
molded HDMI connectors at both ends. It supports HDMI Ethernet Channel, Deep Color, 
x.v.Color™, Lip Sync, HDMI Uncompressed Audio Channels, Dolby TrueHD, DTS-HD and 
CEC. The CLS Series is low smoke and halogen free.

FEATURES

 ● Quality Performance - Kramer’s new High Definition Multimedia Interface (HDMI) cables 
provide an uncompressed digital link between consumer electronics equipment such as 
DVD players, set-top boxes and audio/video monitors such as plasma display screens for 
high-definition TVs.

 ● High-Quality Connectors - Gold-plated connectors resist corrosion, and offer the best 
possible connectivity.

 ● Low Smoke, Halogen Free.

 ● Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 15, 25, 35 
and 50ft).
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CABLES & CONNECTORS  TOOLS, ADAPTERS & CONNECTORS  ADAPTERS & ADAPTER CABLES

AD‑BF/RM

BNC (F) to RCA (M) Adapter

AD‑RF/RF

RCA (F/F) Gender Changer

AD‑A35M/2RF

3.5mm (M) to 2 RCA (F) 
Adapter

AD‑BM/RF

BNC (M) to RCA (F) Adapter

AD‑BF/BF

BNC (F/F) Gender Changer

AD‑BM/75

BNC (M) 75Ω Terminator 
Adapter

AD‑BM/2BFY

BNC (M) to 2 BNC (F) "Y" 
Adapter

VA‑122

BNC (M) to 2 BNC (F) 
Adapter

AD‑BM/2BFT

BNC (M) to 2 BNC (F) "T" 
Adapter

AD‑GM/GM

15-pin HD (M/M) Gender 
Changer

AD‑GF/GF

15-pin HD (F/F) Gender 
Changer

AD‑D9M/D9M

9-pin D (M/M) Gender 
Changer 

AD‑D9F/D9F

9-pin D (F/F) Gender 
Changer 

AD‑DM/GF

DVI (M) to 15-pin HD (F) 
Adapter

AD‑GM/GF/RA

15−pin HD (M) to 15−pin HD 
(F) Right−Angled Adapter

AD‑DF/HM

DVI-I (F) to HDMI (M) Adapter 

AD‑DM/HF

DVI−D (M) to HDMI (F) 
Adapter

AD‑HF/HF

HDMI (F/F) Gender Changer

AD‑HF/HM/RA

HDMI (F) to HDMI (M) Right-
Angled Adapter
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AD‑HF/HF/RA

HDMI (F) to HDMI (F)  
Right-Angled Gender Changer 

AD‑HF/HF/RA‑FLAT

HDMI (F) to HDMI (F)  
Right-Angled Flat Gender 
Changer

AD‑DF/DM/RA

DVI-I (F) to DVI-I (M)  
Right-Angled Adapter

AD‑DF/DF/RA

DVI−I (F) to DVI−I (F) Right−
Angled Gender Changer

ADC‑DM/DF+GF

DVI-I (M) to DVI-D (F) & 15-pin 
HD (F) Adapter Cable

ADC‑DMA/5BF‑1

DVI−A (M) to 5 BNC (F) 
Adapter Cable

ADC‑DM/HF

DVI-D (M) to HDMI (F)  
Adapter Cable

ADC‑DPM/HF

DisplayPort (M) to HDMI (F) 
Adapter Cable

ADC‑MDP/HF

Mini DisplayPort (M) to HDMI 
(F) Adapter Cable

ADC‑DPM/GF

DisplayPort (M) to 15−pin HD 
(F) Adapter Cable

ADC‑MDP/GF

Mini DisplayPort (M) to 15−pin 
HD (F) Adapter Cable

C‑D9F/3PM

9−pin D−sub (F) to 3−pin 
Adapter Cable

ADC‑DPM/DF

DisplayPort (M) to DVI−I (F) 
Adapter Cable

ADC‑HM/HF/PICO

Ultra−Slim High−Speed HDMI 
Flexible Adapter Cable with 
Ethernet

ADC‑MDP/DF

Mini DisplayPort (M) to 15−pin 
HD (F) Adapter Cable

ADC‑DF/HM

DVI-I (F) to HDMI (M)  
Adapter Cable

AD‑DF/DF/RA‑FLAT

DVI-I (F) to DVI-I (F) Flat  
Right-Angled Gender Changer

C‑UAM/DC35‑3

Fiber Optic Power Cable

NEW
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TL‑STRIP

Coax Stripper

This professional Coax Stripping Tool works for all of Kramer's 26/28AWG mini coaxes, 
as well as RG-6 and RG-59. Preparing installed wire and cable in video/audio system with 
the standard 1/4in format has never been easier or more consistent. One spare blade 
cartridge is included.

FEATURES

 ● Spare Blade Cartridge - Extra blade cartridges available separately as TL-STRIP/C.

TL‑STRIP/C

Cable Stripper − Extra Blade Cartridge

Extra blade cartridges for TL-STRIP stripping tool.

TL‑LCT

Compression Tool for All Kramer Bulk Cables

The Linear Compression Tool is designed for the professional installer and features the 
most rugged design in the industry. The solid-steel tool is virtually unbreakable.

FEATURES

 ● Connector Types - BNC, RCA and F radial connectors (to fit mini coax 22/26AWG, RG-59 
and RG-6 cables).

 ● Effortless One Step Operation.
 ● Convenient Size - Fits in the palm of your hand.
 ● No Adjustments Required.
 ● Solid-Steel Construction.
 ● Self-Adjusting Design.
 ● Tool Comes With 3 Insert Tips - Gold & silver for RCA, and black for the new right angle 

compression connectors.

TL‑B/CRIMP

Crimping Tool for Kramer Coax Bulk Cables

Kramer’s precision Crimping Tool is used for terminating bulk coax cable with Kramer's crimp 
connectors. The multi-format die attaches the three most common connector/cable sets used 
in professional AV including RG-6, RG-59, and 26/28AWG high-resolution mini coax (RG-179).

FEATURES

 ● Precision Machined Ratchet/Release System.
 ● Consistent & Predictable Operation.
 ● Color-Coded Die Openings.
 ● Lightweight & Comfortable.

TL‑B/REM

BNC Install/Removal Tool for Tight Spaces

Use for inserting and removing BNC connectors in high density or hard-to-reach locations. 
12in (30.5cm) long blade.

TL‑WS

Cable & Wire Stripper Tool

Kramer’s Wire Stripper Tool is a high-quality, multi-use stripping tool optimized for use in 
professional AV system installation.
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RG‑6 RCA

RG‑6 BNC
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CC‑BNC/RCA/F

BNC, RCA & F Compression Connectors

Kramer’s solder-free compression connectors reduce service calls by supplying strong, secure and lasting connections. Crafted to 
withstand 80lb (36.3kg) of force, our compression connectors provide full 360° electrical continuity even under the most punishing 
conditions. The radial design reduces the possibility of an impedance problem and defeats ingress/egress at the connector. Internal “O” 
sealing rings prevent moisture migration, while the large ferrule surface insures proper RF and digital interfaces.

FEATURES

 ● One Compression Tool for All Connectors.

 ● Color-Coded Connectors - See table below.

 ● 5 Connectors Per Package.

MODEL
COLOR CODE USE FOR SIZING MIN - MAX (In) MIN - MAX (mm)

KRAMER’S 

CABLE

CC-BNC-6 Green
BNC Compression Connector 

for RG-6 Cable. Center Conductor

Dialectric

Outer Jacket

0.0399 - 0.0418

0.180 - 0.193

0.265 - 0.305

1.0135 - 1.0617

4.572 - 4.9022

6.731 - 7.747

BC-1X

CC-RCA-6 Green
RCA Compression Connector 

for RG-6 Cable.

CC-F6 Green
“F” Type Compression 

Connector for RG-6 Cable.

CC-BNC-R6 Green
Right Angle BNC Compression 

Connector for RG-6 Cable.

CC-RCA-R6 Green
Right Angle RCA Compression 

Connector for RG-6 Cable

CC-BNC-59 Red
BNC Compression Connector 

for RG-59 Cable.
Center Conductor

Dialectric

Outer Jacket

0.0317 - 0.0339

0.144 - 0.157

0.232 - 0.273

0.8052 - 0.8611

3.6576 - 3.9878

5.8928 - 6.9342

BC-1X59, 

BCP-1X59

CC-RCA-59 Red
RCA Compression Connector 

for RG-59 Cable.

CC-F9 Red
“F” Type Compression 

Connector for RG-59 Cable.

CC-BNC-R59 Red
Right Angle BNC Compression 

Connector for RG-59 Cable

CC-RCA-R59 Red
Right Angle RCA Compression 

Connector for RG-59 Cable

CC-BNC-179 Orange
BNC Compression Connector 

for Mini Coax Cable.
Center Conductor

Dialectric

Outer Jacket

0.015 - 0.025

0.065 - 0.078

0.095 - 0.160

0.381 - 0.635

1.651 - 1.9812

2.413 - 4.064

BC-2X,     

BC-3X, 

BC-4X,     

BC-5X, 

BC-5X26

BC-5X5S,

BC-3X2T7S, 

All BCP-*

CC-RCA-179 Orange
RCA Compression Connector 

for Mini Coax Cable.

CC-BNC-R179 Orange
Right Angle BNC Compression 

Connector for Mini Coax Cable

CC-RCA-R179 Orange
Right Angle RCA Compression 

Connector for Mini Coax Cable

CC-BNC-22 Purple
BNC Compression Connector 

for 22 AWG Cable. Center Conductor

Dialectric

Outer Jacket

0.015 - 0.025

0.095 - 0.105

0.145 - 0.160

0.381 - 0.635

2.413 - 2.667

3.683 - 4.064CC-RCA-22 Purple
RCA Compression Connector 

for 22 AWG Cable.
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CCR‑BNC

BNC Crimp Connectors

CONFIGURATIONS

MODEL DESCRIPTION

CCR-BNC-6 BNC (M) PLUG CRIMP FOR RG-6

CCR-BNC-59 BNC (M) PLUG CRIMP FOR RG-59

CCR-BNCM-179 BNC (M) PLUG CRIMP FOR MINI COAX

CCR-BNCF-179 BNC (F) PLUG CRIMP FOR MINI COAX

CTW‑BNC

Neutrik BNC Twist Connector for RG−6

CONFIGURATIONS

MODEL DESCRIPTION

CTW-BNC-6 BNC Twist-on Connector for RG-6 Cable

COLOR RINGS

Kramer’s Color Rings identify the compression connectors and let you retrofit connectors 
quickly and easily.

CONFIGURATIONS

MODEL DESCRIPTION

CRC-RED 100 Red Color Rings

CRC-GREEN 100 Green Color Rings

CRC-BLUE 100 Blue Color Rings

CRC-YELLOW 100 Yellow Color Rings

CRC-WHITE 100 White Color Rings

CRC-BLACK 100 White Color Rings
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CCR‑RJ45

Shielded RJ-45 Connectors for CAT Cable  (23AWG)

CONFIGURATIONS

MODEL DESCRIPTION

CCR-RJ45-TP6
Crimp Style Shielded RJ-45 Connector for CAT 6 23AWG 

Twisted Pair Cable (Minimum Purchase, 10 Units)

CABLE BOOT

Connector Boot for RJ−45

CONFIGURATIONS

MODEL DESCRIPTION

CB-BLUE 10 Cable Boots - Blue

CB-GRAY 10 Cable Boots - Gray

CB-GREEN 10 Cable Boots - Green

CB-BLACK 10 Cable Boots - Black

CB-PURPLE 10 Cable Boots - Purple

CON‑HD15

15−pin HD Metal Body Connectors

CONFIGURATIONS

MODEL DESCRIPTION

CON-HD15/H 15-pin HD Hoods for 10mm (0.39in) Cable

CON-HD15/BM 15-pin HD Male Solder Type Connector Body

CON-HD15/BF 15-pin HD Female Solder Type Connector Body

CON-HD15/G
50 Grommet Set to Adapt Hood to 9/8/7/6/5mm 

(0.354 to 0.197in) Cables
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CABLE PULL SLEEVE

Use Kramer’s Cable Pull Sleeve for easier installation when pulling pre-built cables into 
position through walls and other tight spaces to protect the connectors. The Cable Pull 
Sleeve is an excellent solution for pulling many types of cable assemblies including VGA, 
DVI, 5 BNC, HDMI, Hydra series, etc.

FERRITE CORES

Kramer's snap-on Ferrite Cores help eliminate EMI (electromagnetic interference) on bulk 
cables during installation. Available in two sizes, they fit over the cable jacket or on an 
individual mini coax

CONFIGURATIONS

MODEL DESCRIPTION

FER-3.8 Ferrite Core For 3.8mm (0.15in) Diameter Cable



Kramer's full line of room connectivity solutions elegantly integrates every Pro AV or broadcast system. Our 
comprehensive line of Installer Solutions includes wall plates and table-mounted cable management solutions.

 ■ Wall Plates - Kramer offers a wide range of attractive and functional passive and active wall plates. Our 
passive line offers the flexibility of numerous optional adapters to outfit wall plates for any application 
requirement. Our active wall plates come in both 1- and 2-gang configurations to meet the widest variety 
of applications. 

 ■ Table Mounted Cable Management Solutions - Conference tables are central elements of many Pro 
AV systems. The challenge facing system designers is to provide inputs in tabletops for computer video, 
audio, network, and power signals in the most unobtrusive way possible. Kramer’s table mounted cable 
management and connection products are designed to provide maximum connectivity for an easy, neat 
and flexible installation.

From time to time, we add new products to our Installer Solutions product line on the basis of special customer 
requests. Contact us with any connection-related problem and we will provide a solution on a case-by-case basis.

GROUP 9
ROOM CONNECTIVITY
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ROOM CONNECTIVITY
MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

TABLE CONNECTIONS

9.1   MODULAR SOLUTIONS 

TBUS

9.1.1   ENCLOSURE

TBUS-1Axl Table Mount Modular Multi−Connection Solution − Tilt−Up Lid N/A N/A T-BUS® N/A 9.12

TBUS-3xl Table Mount Modular Multi−Connection Solution − Tilt−Up Lid N/A N/A T-BUS® N/A 9.13

TBUS-4xl Table Mount Modular Multi−Connection Solution − Tilt−Up Lid N/A N/A T-BUS® N/A 9.14

TBUS-5xl Table Mount Modular Multi−Connection Solution − Manually 
Retracting Lid

N/A N/A T-BUS® N/A 9.15

TBUS-6xl Table Mount Modular Multi−Connection Solution − Manually 
Retracting Lid

N/A N/A T-BUS® N/A 9.16

TBUS-10xl Table Mount Modular Multi−Connection Solution − Manually 
Retracting Lid

N/A N/A T-BUS® N/A 9.17

UTBUS-1xl Under−the−Table Modular Multi−Connection Solution Enclosure N/A N/A T-BUS® N/A 9.18

9.1.2   INNER FRAME

T1AF TBUS−1Axl Inner Frames N/A N/A Frame N/A 9.19

T3F TBUS−3xl Inner Frames N/A N/A Frame N/A 9.20

T4F TBUS−4xl Inner Frames N/A N/A Frame N/A 9.20

T5F TBUS−5xl Inner Frames N/A N/A Frame N/A 9.21

T6F TBUS−6xl Inner Frames N/A N/A Frame N/A 9.21

T10F TBUS−10xl Inner Frames N/A N/A Frame N/A 9.21

9.1.3   POWER SOCKET

TS-Power-Socket TBUS Power Socket Modules 1 AC Power 1 AC Power Misc N/A 9.22

TS-201 POWER-
SOCKETS NEW

TBUS Power Socket Modules for TBUS−201xl 1 AC Power 1 AC Power Misc N/A 9.23

9.1.4   POWER CORD

C-AC/POWERCORD TBUS AC Power Cords 1 AC Power 1-2 AC Power Cable N/A 9.24

ACCESSORY PRODUCTS

9.1.5   CONTROLLERS

RC-76R 6−Button Room Controller 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
6 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A 3.27

RC-78R 8−Button Room Controller 2 RS-232
1 RS-485
1 GPI/O
1 K-Net
1 Ethernet
8 Buttons

2 IR
2 Relay
1 GPI/O

Wallplate N/A

RC-8iR 8−Button Universal Room Controller with IR Learning 8 Buttons 1 Ethernet
2 IR
2 Relay
2 RS-232
1 RS-485

Wallplate N/A 3.31

9.1.6   CABLE RETRACTORS

K-ABLE-BOX Cable Retractor N/A N/A Misc N/A 9.25

9.1.7   BRACKETS

T-2INSERT TBUS Bracket to Install 2 Inserts in a Power Socket Opening N/A N/A Misc N/A 9.26

SID-XBP NEW Black Front Panel for SID−XN Family N/A N/A Misc N/A 9.26

T-TBLANK TBUS Inner Frame Blank Plate for Kramer TOOLS 1 Blank 1 Blank DigiTOOLS® N/A 9.27

T-RC TBUS Mounting Bracket for Installing Controllers N/A N/A Misc N/A 9.27

9.2   FIXED SOLUTIONS 

K-POD301 Podium Table Bus N/A N/A T-BUS® U 9.28

RTBUS-11 Round Table Mount Multi−Connection Solution − 
Pneumatic Lid − 88mm Cut−Out

1 110V AC
1 15-pin HD
1 HDMI
1 3.5mm
1 RJ-45

1 110V AC
1 15-pin HD
1 HDMI
1 3.5mm
1 RJ-45

T-BUS® U 9.29
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

9.2   FIXED SOLUTIONS (continued)

RTBUS-12 Round Table Mount Multi−Connection Solution for 
SID−X1N − Pneumatic Lid − 88mm Cut−Out

1 15-pin HD
1 HDMI
1 3.5mm
1 DP

1 15-pin HD
1 HDMI
1 3.5mm
1 DP

T-BUS® U 9.30

RTBUS-21 Round Table Mount Multi−Connection Solution − 
Pneumatic Lid − 110mm Cut−Out

1 220V AC
1 15-pin HD
1 HDMI
1 3.5mm
1 RJ-45

1 220V AC
1 15-pin HD
1 HDMI
1 3.5mm
1 RJ-45

T-BUS® U 9.31

TBUS-201xl Pop−Up Table Mount Multi−Connection Solution 1 220V AC
1 VGA
1 HDMI
1 Stereo (U)
1 Ethernet

1 220V AC
1 VGA
1 HDMI
1 Stereo (U)
1 Ethernet

T-BUS® N/A 9.32

TBUS-202xl NEW Dual Pop−Up Table Mount Multi−Connection Solution 2 AC Power
2 HDMI
2 Ethernet
2 15-pin HD
2 3.5mm (F)

2 AC Power
2 HDMI
2 Ethernet
2 15-pin HD
2 3.5mm (F)

T-BUS® N/A 9.33

WALL PL ATES

9.3   FRAMES 

FRAME-1G Frame for Wall Plate Inserts − 1 Gang 2/3 Insert Slots 2/3 Insert Slots Wallplate N/A 9.35

FRAME-2G Frame for Wall Plate Inserts − 2 Gang 4/6 Insert Slots 4/6 Insert Slots Wallplate N/A 9.35

VPM-2 Active Wall Plate − Computer Graphics Video Line Driver & 
Insert Frame

1 VGA
3 Insert Slots

1 VGA
3 Insert Slots

Wallplate N/A 9.39

WP-3TB Wall Plate Frame 3 Insert N/A Wallplate N/A 9.35

9.4   FIXED SOLUTIONS 

ACTIVE

9.4.1   SUMMIT VIEW ™ INPUT

SV-301 SummitView™ Computer Graphics Video, DDC Data & 
Stereo Audio Wall Plate

1 VGA 2 CAT 5 Wallplate U 3.10

SV-301xl SummitView™ Computer Graphics Video & Stereo Audio 
Wall Plate with Enhanced EDID

1 VGA 1 CAT 5 Wallplate U

SV-302 SummitView™ Composite Video, Stereo Audio & IR Wall Plate 1 CV 1 CAT 5
1 IR

Wallplate U 3.11

SV-303 SummitView™ s−Video, Stereo Audio & IR Wall Plate 1 Y/C 1 CAT 5
1 IR

Wallplate U 3.11

SV-304 SummitView™ Component Video, S/PDIF Audio & IR Wall Plate 1 YUV 2 CAT 5
1 IR

Wallplate D 3.12

SV-305 SummitView™ Component Video, Stereo Audio & IR Wall Plate 1 YUV 2 CAT 5
1 IR

Wallplate U 3.13

SV-306 SummitView™ HDMI & IR Over Twisted Pair Wall Plate 1 HDMI 1 DGKat
1 IR

Wallplate E 3.14

9.4.2   AV (AUDIO & VIDEO)

WP-27 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Transmitter

1 CV
1 Y/C
1 YUV

1 CAT 5 Wallplate U/D 9.36

WP-28 Active Wall Plate − Composite, s−Video, Component Video & 
Audio Receiver

1 CAT 5 1 CV
1 Y/C
1 YUV

Wallplate U/D

WP-210 Active Wall Plate − Computer Graphics Video to 5 BNC Line 
Amplifier

1 VGA 1 RGBHV Wallplate U 9.42

WP-220 Active Wall Plate − Computer Graphics Video & Composite 
Video Line Amplifier with Stereo Audio

1 CV
1 VGA

1 RGBHV
2 T-Block

Wallplate U 9.44

WP-230 Active Wall Plate − Computer Graphics, Composite Video & 
s−Video & Stereo Audio Line Amplifier with RJ−45 Pass−Through

1 CV
1 VGA
1 Y/C

1 RGBHV
4 T-Block

Wallplate B/U 9.44

WP-306 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 1 DGKat
1 IR

Wallplate E 5.47

WP-561 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 2 CAT 5 Wallplate E 5.48

WP-562 Active Wall Plate − HDMI over Twisted Pair Receiver 2 CAT 5 1 HDMI Wallplate E

WP-571 Active Wall Plate − HDMI over Twisted Pair Transmitter 1 HDMI 1 DGKat Wallplate E 5.49

WP-572 Active Wall Plate − HDMI over Twisted Pair Receiver 1 DGKat 1 HDMI Wallplate E
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

9.4.2   AV (AUDIO & VIDEO) (continued)

WP-580T Active Wall Plate − HDMI over HDBaseT Twisted Pair 
Transmitter

1 HDMI 1 HDBaseT Wallplate E 5.43

WP-580R Active Wall Plate − HDMI over HDBaseT Twisted Pair Receiver 1 HDBaseT 1 HDMI Wallplate E

WP-580TXR Active Wall Plate − HDMI over Extended Range HDBaseT 
Twisted Pair Transmitter

1 HDMI 1 HDBaseT Wallplate E 5.44

WP-580RXR Active Wall Plate − HDMI over Extended Range HDBaseT 
Twisted Pair Receiver

1 HDBaseT 1 HDMI Wallplate E

9.4.3   VIDEO ONLY

WPN-11 Active Wall Plate − Computer Graphics Video & 
Component Video Transmitter

1 VGA
1 YUV

T-Block Wallplate N/A 9.39

WPN-12 Active Wall Plate − Computer Graphics Video & 
Component Video Receiver

T-Block 1 VGA
1 YUV

Wallplate N/A 9.39

WV-11N Active Wall Plate − Composite Video over Twisted Pair 
Transmitter

1 CV (BNC) 1 CAT 5 Wallplate N/A 9.37

WV-12N Active Wall Plate − Composite Video over Twisted Pair Receiver 1 CAT 5 1 CV (BNC) Wallplate N/A 9.37

WV-20N Active Wall Plate − Composite Video over Twisted Pair 
Transmitter & 1:2 Distribution Amplifier

1 CV (BNC) 2 CAT 5 Wallplate N/A 9.37

9.4.4   AUDIO ONLY

WA-20N Active Wall Plate − RCA Unbalanced Stereo Audio over 
Twisted Pair Receiver

1 CAT 5 1 Stereo (U) Wallplate U 9.38

WA-21N Active Wall Plate − 3.5mm Unbalanced Stereo Audio over 
Twisted Pair Transmitter

1 Stereo (U) 1 CAT 5 Wallplate U 9.38

WA-22N Active Wall Plate − 3.5mm Unbalanced Stereo Audio over 
Twisted Pair Receiver

1 CAT 5 1 Stereo (U) Wallplate U 9.38

WA-23N Active Wall Plate − RCA Unbalanced Stereo Audio over 
Twisted Pair Transmitter

1 Stereo (U) 1 CAT 5 Wallplate U 9.38

9.4.5   COMPUTER (15‑PIN HD) 

VPM-2 Active Wall Plate − Computer Graphics Video Line Driver & 
Insert Frame

1 VGA
3 Insert Slots

1 VGA
3 Insert Slots

Wallplate N/A 9.39

WPN-11 Active Wall Plate − Computer Graphics Video & 
Component Video Transmitter

1 VGA
1 YUV

T-Block Wallplate N/A 9.39

WPN-12 Active Wall Plate − Computer Graphics Video & 
Component Video Receiver

T-Block 1 VGA
1 YUV

Wallplate N/A 9.39

WP-101 Active Wall Plate − Computer Graphics Video and Stereo Audio 
Line Driver

1 VGA 1 RGBHV Wallplate U 9.40

WP-110 Active Wall Plate − Computer Graphics Video Transmitter 1 VGA/HD 1 CAT 5 Wallplate N/A 9.40

WP-110xl NEW Active Wall Plate − Computer Graphics Video over Twisted Pair 
Transmitter with EDID

1 VGA/HD 1 CAT 5 Wallplate N/A 9.41

WP-120 Active Wall Plate − Computer Graphics Video Receiver 1 CAT 5 1 VGA/HD Wallplate N/A 9.41

WP-121 Active Wall Plate − Computer Graphics Video & Stereo Audio 
over Twisted Pair Transmitter with EDID

1 VGA/HD 2 CAT 5 Wallplate U 9.42

WP-210 Active Wall Plate − Computer Graphics Video to 
5 BNC Line Amplifier

1 VGA 1 RGBHV Wallplate U 9.42

WP-210A Active Wall Plate − Computer Graphics Video to 
5 BNC Line Amplifier with Stereo Audio

1 VGA 1 RGBHV Wallplate U 9.43

WP-211DS Active Wall Plate − 2x1 Computer Graphics Video 
Automatic Switcher

2 VGA T-Block Wallplate U 9.43

WP-220 Active Wall Plate − Computer Graphics Video & 
Composite Video Line Amplifier with Stereo Audio

1 CV
1 VGA

1 RGBHV
2 T-Block

Wallplate U 9.44

WP-230 Active Wall Plate − Computer Graphics, Composite Video & 
s−Video & Stereo Audio Line Amplifier with RJ−45 Pass−Through

1 CV
1 VGA
1 Y/C

1 RGBHV
4 T-Block

Wallplate B/U 9.44

WP-301xl Active Wall Plate − Computer Graphics Video & Stereo Audio 
Transmitter with Enhanced EDID

1 VGA 1 CAT 5 Wallplate U 9.45

9.4.6   POWER AMPLIFIERS

WAP-1 Active Wall Plate − Power Amplifier With 2x1 Switching 2 Stereo (U) Speaker Lo-Z Wallplate U 9.45

9.4.7   MEDIA /ROOM CONTROLLERS

RC-2 Wall Plate - RS−232 Controller 2 Buttons 1 RS-232 Wallplate N/A 3.16

RC-2C Wall Plate - RS−232 & IR Controller 2 Buttons 1 RS-232
1 IR Emitters

Wallplate N/A 3.17
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MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

9.4.7   MEDIA /ROOM CONTROLLERS (continued)

RC-52A 6−Button Universal Room Controller with Analog Volume Control 6 Buttons
1 USB-C
1 Knob

1 RS-232
1 IR

Wallplate N/A 3.19

RC-52N 6−Button Universal Room Controller 6 Buttons
1 USB-C

1 RS-232
1 IR

Wallplate N/A 3.20

RC-62L 6−Button Room Controller with IR Learning & Back−Lit LCD 
Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.21

RC-62 6−Button Room Controller with IR Learning & Printed 
Group Labels

6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-62X 6−Button Room Controller with IR Learning 6 Buttons
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63A 6−Button Room Controller with Analog Volume Control & 
Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.22

RC-63AL 6−Button Room Controller with Analog Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63AX 6−Button Room Controller with Analog Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63D 6−Button Room Controller with Digital Volume Control & 
Printed Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A 3.23

RC-63DL 6−Button Room Controller with Digital Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DX 6−Button Room Controller with Digital Volume Control 6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-63DLN 6−Button Room Controller with Digital Volume Control & 
LCD Group Labels

6 Buttons
1 Knob
1 USB-C

2 K-Net
1 RS-232
1 IR
2 Relay

Wallplate N/A

RC-6iR 6−Button Universal Room Controller with IR Learning 6 Buttons 1 Ethernet
2 IR
2 Relay
2 RS-232
1 RS-485

Wallplate N/A 3.24

RC-74DL 12−Button Master Room Controller with Digital Volume Knob 12 Buttons
1 Knob

2 IR
4 Relay
2 GPI/O
3 RS-232
1 RS-485
2 K-Net

Wallplate N/A 3.25

RC-7B 7−Button Media & Room Controller Wall Plate with IR Learning 7 Buttons 2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.28

RC-7LC 5−Button Media & Room Controller Wall Plate with IR Learning 5 Buttons
1 Knob

4 Relay
2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.29

RC-7RL 7−Button Media & Room Controller Wall Plate with IR Learning 7 Buttons 4 Relay
2 IR Emitters
2 RS-232
1 RS-485

Wallplate N/A 3.30

RC-8iR 8−Button Universal Room Controller with IR Learning 8 Buttons 1 Ethernet
2 IR
2 Relay
2 RS-232
1 RS-485

Wallplate N/A 3.31

WP-4iR Active Wall Plate − IR Repeater 1 IR 4 IR Emitters Wallplate N/A 3.51
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9.4.7   MEDIA /ROOM CONTROLLERS (continued)

WP-500 Active Wall Plate Solution for Simple Room Control & 
Signal Switching

1 CV
2 VGA
2 Knob
4 Buttons

1 CV
1 VGA
1 RS-232
1 IR Emitters

Wallplate U 3.32

WP-501 Active Wall Plate Solution for Simple Room Control & 
Signal Switching

1 CV
2 VGA
2 Knob
4 Buttons

1 CV
1 VGA
1 RS-232
1 IR Emitters
2 Relay

Wallplate U 3.33

9.4.8   POWER SUPPLIES (DC)

WP-2UC NEW Active Wall Plate − USB Charger N/A 2 USB-A Wallplate N/A 9.45

9.5   PASSIVE

9.5.1   COMPUTER (15‑PIN HD) 

WPX-3 Passive Wall Plate − 15−pin HD 1 15-pin HD (F) T-Block Wallplate N/A 9.46

WXV-1 Passive Wall Plate − RCA & 15−pin HD 1 15-pin HD (F)
1 RCA (F)

T-Block Wallplate N/A 9.46

WXA-1 Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

2 T-Block Wallplate U 9.46

WXA-3 Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

3 T-Block Wallplate U 9.46

WXA-H Passive Wall Plate − 15−pin HD, 3.5mm Audio & HDMI 1 15-pin HD
1 3.5mm
1 HDMI

1 15-pin HD
1 3.5mm
1 HDMI

Wallplate U 9.51

WAV-5 Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio & 3 RCA 1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47

WAV-5C Passive Wall Plate − 15−pin HD Breakout, 
3.5mm Stereo Audio & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

5 BNC (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47

WAV-5YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video, Dual RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

Wallplate U 9.47

WAV-6H Passive Wall Plate − HDMI, 15−pin HD,  3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U/E 9.51

WAV-6YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video & 3 RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-645 Passive Wall Plate − 15−pin HD, RJ−45, 3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-6UBA Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
USB & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-B (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-A (F)

Wallplate U 9.48

9.5.2   RCA

WXV-1 Passive Wall Plate − RCA & 15−pin HD 1 15-pin HD (F)
1 RCA (F)

T-Block Wallplate N/A 9.46

WVS-1 Passive Wall Plate − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

T-Block Wallplate U 9.49

WVS-2 Passive Wall Plate − RCA, s−Video & Dual 3.5mm Stereo Audio 1 RCA (F)
1 4-pin (F)
2 3.5mm (F)

T-Block Wallplate U 9.49

WAV-DA1 Passive Wall Plate − DVI & RCA 1 DVI-I (F)
1 RCA (F)

1 DVI-I (F)
1 RCA (F)

Wallplate N/A 9.52

WAV-DA2 Passive Wall Plate − DVI & Dual RCA 1 DVI-I (F)
2 RCA (F)

1 DVI-I (F)
2 RCA (F)

Wallplate U 9.52

WAV-2 Passive Wall Plate − 3 RCA & 3.5mm Stereo Audio 3 RCA (F)
1 3.5mm (F)

T-Block Wallplate U 9.49

WAV-5 Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio & 3 RCA 1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47

WAV-5C Passive Wall Plate − 15−pin HD Breakout, 3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

5 BNC (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47
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9.5.2   RCA (continued)

WAV-5H Passive Wall Plate − HDMI, s−Video & 3 RCA 1 HDMI (F)
1 4-pin (F)
3 RCA (F)

1 HDMI (F)
1 4-pin (F)
3 RCA (F)

Wallplate U/E 9.50

WAV-5YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video, Dual RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

Wallplate U 9.47

WAV-6H Passive Wall Plate − HDMI, 15−pin HD,  3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U/E 9.51

WAV-6YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video & 3 RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-645 Passive Wall Plate − 15−pin HD, RJ−45, 3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-6UBA Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
USB & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-B (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-A (F)

Wallplate U 9.48

9.5.3   S‑VIDEO

WVS-1 Passive Wall Plate − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

T-Block Wallplate U 9.49

WVS-2 Passive Wall Plate − RCA, s−Video & Dual 3.5mm Stereo Audio 1 RCA (F)
1 4-pin (F)
2 3.5mm (F)

T-Block Wallplate U 9.49

WAV-5H Passive Wall Plate − HDMI, s−Video & 3 RCA 1 HDMI (F)
1 4-pin (F)
3 RCA (F)

1 HDMI (F)
1 4-pin (F)
3 RCA (F)

Wallplate U/E 9.50

WAV-5YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video, Dual RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

Wallplate U 9.47

WAV-6YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video & 3 RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

9.5.4   HDMI

WP-H1M Passive Wall Plate − HDMI 1 HDMI (F) 1 HDMI (F) Wallplate N/A 9.50

WP-H2M Passive Wall Plate − Dual HDMI 2 HDMI (F) 2 HDMI (F) Wallplate N/A 9.50

WAV-5H Passive Wall Plate − HDMI, s−Video & 3 RCA 1 HDMI (F)
1 4-pin (F)
3 RCA (F)

1 HDMI (F)
1 4-pin (F)
3 RCA (F)

Wallplate U/E 9.50

WAV-6H Passive Wall Plate − HDMI, 15−pin HD,  3.5mm Stereo Audio 
& 3 RCA

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U/E 9.51

WXA-H Passive Wall Plate − 15−pin HD, 3.5mm Audio & HDMI 1 15-pin HD
1 3.5mm
1 HDMI

1 15-pin HD
1 3.5mm
1 HDMI

Wallplate U 9.51

9.5.5   DVI

WAV-DA1 Passive Wall Plate − DVI & RCA 1 DVI-I (F)
1 RCA (F)

1 DVI-I (F)
1 RCA (F)

Wallplate N/A 9.52

WAV-DA2 Passive Wall Plate − DVI & Dual RCA 1 DVI-I (F)
2 RCA (F)

1 DVI-I (F)
2 RCA (F)

Wallplate U 9.52

9.5.6   3.5MM

WVS-2 Passive Wall Plate − RCA, s−Video & Dual 3.5mm Stereo Audio 1 RCA (F)
1 4-pin (F)
2 3.5mm (F)

T-Block Wallplate U 9.49

WXA-1 Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

2 T-Block Wallplate U 9.46

WXA-3 Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

3 T-Block Wallplate U 9.46

WAV-2 Passive Wall Plate − 3 RCA & 3.5mm Stereo Audio 3 RCA (F)
1 3.5mm (F)

T-Block Wallplate U 9.49

WAV-5 Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio & 3 RCA 1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

9.7

R
O

O
M

 C
O

N
N

E
C

T
IV

IT
Y

R O O M  C O N N E C T I V I T Y 

MODEL DESCRIPTION INPUTS OUTPUTS SIZE AUDIO PAGE

9.5.6   3.5MM (continued)

WAV-5C Passive Wall Plate − 15−pin HD Breakout, 
3.5mm Stereo Audio & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)

5 BNC (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.47

WAV-5YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video, Dual RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
2 RCA (F)

Wallplate U 9.47

WAV-6H Passive Wall Plate − HDMI, 15−pin HD,  
3.5mm Stereo Audio & 3 RCA

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 HDMI (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U/E 9.51

WAV-6YC Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
s−Video & 3 RCA

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 4-pin (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-645 Passive Wall Plate − 15−pin HD, RJ−45, 
3.5mm Stereo Audio & 3 RCA

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

1 15-pin HD (F)
1 RJ-45 (F)
1 3.5mm (F)
3 RCA (F)

Wallplate U 9.48

WAV-6UBA Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
USB & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-B (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-A (F)

Wallplate U 9.48

WXA-H Passive Wall Plate − 15−pin HD, 3.5mm Audio & HDMI 1 15-pin HD
1 3.5mm
1 HDMI

1 15-pin HD
1 3.5mm
1 HDMI

Wallplate U 9.51

9.5.7   XLR

WXL-1FM Passive Wall Plate − Dual  XLR (F+M) 1 XLR (F)
1 XLR (M)

T-Block Wallplate N/A 9.53

WXL-2F Passive Wall Plate − Dual  XLR (F+F) 2 XLR (F) T-Block Wallplate B 9.53

9.5.8   USB

WP-2UC NEW Active Wall Plate − USB Charger N/A 2 USB-A Wallplate N/A 9.45

WAV-6UBA Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, 
USB & 3 RCA

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-B (F)

1 15-pin HD (F)
1 3.5mm (F)
3 RCA (F)
1 USB-A (F)

Wallplate U 9.48

9.6   ACCESSORIES

9.6.1   RACK ADAPTERS

RK-121WP 19-Inch Rack Adapter for Multiple European Wall Plates N/A N/A 19” (2U) N/A 10.7

RK-2WP 19-Inch Rack Adapter for Single 2−Gang European Wall Plate N/A N/A 19” (2U) N/A 10.8

9.6.2   WALL BOXES

On-Wall Box 
(Decora) NEW

On−Wall Box Decora 3/6 Insert Slots N/A Wallplate N/A 9.54

On-Wall Box (EU) 
NEW

On−Wall Box European Size 2/4 Insert Slots N/A Wallplate N/A 9.54

On-Wall Box 
(Merten) NEW

On−Wall Box Merten 4 Insert Slots N/A Wallplate N/A 9.55

On-Wall Box (US) 
NEW

On−Wall Box US Size 9 Insert Slots N/A Wallplate N/A 9.55

FLOOR BOX FRAMES

9.7   MOUNTING FRAMES

F-010 Active Mounting Box − Computer Graphics Video Line Amplifier 
for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

1 T-Block Mounting 
frame

N/A 9.56

F-021 Active Mounting Box − Computer Graphics Video & 
Audio Line Amplifier for OBO Bettermann Floor Box

1 VGA
2 Insert Slots

3 T-Block Mounting 
frame

U 9.56

F-571 Active Mounting Box − HDMI over Twisted Pair Transmitter for 
Floor Boxes

1 HDMI
2 Insert Slots

1 DGKat Mounting 
frame

E 9.57

F-121 Active Mounting Box − Computer Graphics Video & Stereo Audio 
over Twisted Pair Transmitter with EDID for Floor Boxes

1 VGA
2 Insert Slots

1 CAT 5 Mounting 
frame

U 9.57

FLA-10 Wall Plate Insert Mounting Frame for OBO Bettermann 
Floor Boxes

5 Insert Slots 5 Insert Slots Mounting 
frame

N/A 9.58

FLA-12 Wall Plate Insert Mounting Frame for GB2 OBO Bettermann 
Floor Boxes

4 Insert Slots 4 Insert Slots Mounting 
frame

N/A 9.58

FLA-13 Wall Plate Insert Mounting Frame for GB3 OBO Bettermann 
Floor Boxes

5 Insert Slots 5 Insert Slots Mounting 
frame

N/A 9.58
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9.8   ACCESSORIES

FLA-1F Single−Slot Wall Plate Frame For FLA−10 Mounting Structure 1 Insert Slots 1 Insert Slots Misc N/A 9.58

FLA-2F Dual−Slot Wall Plate Frame For FLA−10 Frame 
Mounting Structure

2 Insert Slots 2 Insert Slots Misc N/A 9.58

INSERTS

9.9   SINGLE & DOUBLE INSERTS

9.9.1   COMPUTER (15‑PIN HD) 

F-110 Active Wall Plate Insert − Computer Graphics Video 
Line Transmitter

1 VGA 1 CAT 5 Double Insert N/A 9.59

WX-2F Wall Plate Insert − 15−pin HD (F/F) 1 15-pin HD (F) 1 15-pin HD (F) Single Insert N/A 9.59

WX-2M Wall Plate Insert − 15−pin HD (M/M) 1 15-pin HD (M) 1 15-pin HD (M) Single Insert N/A 9.59

WX-FM Wall Plate Insert − 15−pin HD (F/M) 1 15-pin HD (F) 1 15-pin HD (M) Single Insert N/A 9.60

WX-MF Wall Plate Insert − 15−pin HD (M/F) 1 15-pin HD (M) 1 15-pin HD (F) Single Insert N/A 9.60

WX-F5B Wall Plate Insert − 15−pin HD to 5 BNC Breakout 1 15-pin HD (F) 5 BNC (F) Single Insert N/A 9.60

WX-1N Wall Plate Insert − 15−pin HD (F) to Terminal Block 15-pin HD (F) T-Block Single Insert N/A 9.60

WXA-2P Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

1 15-pin HD (F)
1 3.5mm (F)

Double Insert U 9.61

WXA-2 Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio 
to Terminal Block

1 15-pin HD (F)
1 3.5mm (F)

T-Block Double Insert U 9.61

WSI-1VGA Wall Plate Insert − 15−pin HD Step−In Module 1 VGA 1 VGA Double Insert U 2.38

9.9.2   BNC

WAV-1N Wall Plate Insert − BNC & 3.5mm Stereo Audio 
to Terminal Block

1 3.5mm (F)
1 BNC (F)

T-Block Single Insert U 9.66

WBR Wall Plate Insert − BNC & RCA 1 BNC (F)
1 RCA (F)

1 BNC (F)
1 RCA (F)

Single Insert N/A 9.61

WX-F5B Wall Plate Insert − 15−pin HD to 5 BNC Breakout 1 15-pin HD (F) 5 BNC (F) Single Insert N/A 9.60

9.9.3   RCA

WRR Wall Plate Insert − Dual RCA 2 RCA (F) 2 RCA (F) Single Insert U 9.61

WA-2N Wall Plate Insert − Dual RCA 2 RCA (F) T-Block Single Insert U 9.62

WAV-3 Wall Plate Insert − 3 RCA 3 RCA (F) 3 RCA (F) Double Insert U 9.62

WHC-3 Wall Plate Insert − 3 RCA 3 RCA (F) 3 RCA (F) Double Insert N/A 9.62

WAV-1RP Wall Plate Insert − RCA & 3.5mm Stereo Audio 1 RCA (F)
1 3.5mm (F)

1 RCA (F)
1 3.5mm (F)

Single Insert U 9.67

WAV-1R Wall Plate Insert − RCA & 3.5mm  Stereo Audio 
to Terminal Block

1 RCA (F)
1 3.5mm (F)

T-Block Single Insert U 9.67

WBR Wall Plate Insert − BNC & RCA 1 BNC (F)
1 RCA (F)

1 BNC (F)
1 RCA (F)

Single Insert N/A 9.61

WAS-3P Wall Plate Insert − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

1 4-pin (F)
2 RCA (F)

Double Insert U 9.63

WAS-3 Wall Plate Insert − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

T-Block Double Insert U 9.63

WAS-4 Wall Plate Insert − s−Video & 3 RCA to Terminal Block 1 4-pin (F)
3 RCA (F)

T-Block Double Insert U 9.63

WR45 Wall Plate Insert − RCA & RJ−45 1 RJ-45 (F)
1 RCA (F)

1 RJ-45 (F)
1 RCA (F)

Single Insert N/A 9.62

9.9.4   S‑VIDEO (4‑PIN)

W-S1 Wall Plate Insert − s−Video 1 4-pin (F) 1 4-pin (F) Single Insert N/A 9.63

WAS-1N Wall Plate Insert − s−Video & 3.5mm Stereo Audio 
to Terminal Block

1 4-pin (F)
1 3.5mm (F)

T-Block Single Insert U 9.67

WAS-3P Wall Plate Insert − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

1 4-pin (F)
2 RCA (F)

Double Insert U 9.63

WAS-3 Wall Plate Insert − s−Video & Dual RCA 1 4-pin (F)
2 RCA (F)

T-Block Double Insert U 9.63

WAS-4 Wall Plate Insert − s−Video & 3 RCA to Terminal Block 1 4-pin (F)
3 RCA (F)

T-Block Double Insert U 9.63

9.9.5   HDMI

W-H HDMI Wall Plate Insert 1 HDMI 1 HDMI Single Insert E 9.63
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9.9.6   DVI

W-DVI Wall Plate Insert − DVI 1 DVI-I (F) 1 DVI-I (F) Double Insert N/A 9.64

W-DVIA Wall Plate Insert − DVI & 3.5mm Stereo Audio 1 DVI-I (F)
1 3.5mm (F)

1 DVI-I (F)
1 3.5mm (F)

Double Insert D 9.64

9.9.7   DISPL AY PORT

W-DP Wall Plate Insert − DisplayPort 1 DP 1 DP Single Insert N/A 9.64

9.9.8   “F”

W-1F Wall Plate Insert − F Connector 1 F (F) 1 F (F) Single Insert N/A 9.65

9.9.9   3.5 mm

WA-1PN Wall Plate Insert − 3.5mm Stereo Audio 1 3.5mm (F) 1 3.5mm (F) Single Insert U 9.65

WA-1H Wall Plate Insert − 3.5mm Stereo Audio to Terminal Block 1 3.5mm T-Block Single Insert U 9.65

WA-3N Wall Plate Insert − Dual 3.5mm Stereo Audio to Terminal Block 2 3.5mm T-Block Single Insert U 9.66

WA-45 Wall Plate Insert − 3.5mm Stereo Audio & RJ−45 1 3.5mm (F)
1 RJ-45 (F)

1 3.5mm
1 RJ-45 (F)

Single Insert N/A 9.66

WAV-1N Wall Plate Insert − BNC & 3.5mm Stereo Audio 
to Terminal Block

1 3.5mm (F)
1 BNC (F)

T-Block Single Insert U 9.66

WAV-1RP Wall Plate Insert − RCA & 3.5mm Stereo Audio 1 RCA (F)
1 3.5mm (F)

1 RCA (F)
1 3.5mm (F)

Single Insert U 9.67

WAV-1R Wall Plate Insert − RCA & 3.5mm  Stereo Audio 
to Terminal Block

1 RCA (F)
1 3.5mm (F)

T-Block Single Insert U 9.67

WAS-1N Wall Plate Insert − s−Video & 3.5mm Stereo Audio 
to Terminal Block

1 4-pin (F)
1 3.5mm (F)

T-Block Single Insert U 9.67

WXA-2P Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio 1 15-pin HD (F)
1 3.5mm (F)

1 15-pin HD (F)
1 3.5mm (F)

Double Insert U 9.61

WXA-2 Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio 
to Terminal Block

1 15-pin HD (F)
1 3.5mm (F)

T-Block Double Insert U 9.61

9.9.10   XLR

WA-1XLF Wall Plate Insert − XLR (F) 1 XLR (F) Solder Cups Double Insert B 9.68

WA-1XLM Wall Plate Insert − XLR (M) 1 XLR (M) Solder Cups Double Insert B 9.68

9.9.11   SPE AKER/ VOLUME CONTROLLER

W-LM Wall Plate Insert − Volume Control & On/Off Switch 1 Knob 1 Mono Single Insert U 9.68

WSP-1 Wall Plate Insert − Loudspeaker T-Block Single Insert U 9.68

9.9.12   9‑PIN D‑SUB (RS‑232)

WD-2F Wall Plate Insert − 9−pin D−sub (F/F) 1 9-pin D (F) 1 9-pin D (F) Single Insert N/A 9.69

WD-2M Wall Plate Insert − 9−pin D−sub (M/M) 1 9-pin D (M) 1 9-pin D (M) Single Insert N/A 9.69

WD-FM Wall Plate Insert − 9−pin D−sub (F/M) 1 9-pin D (F) 1 9-pin D (M) Single Insert N/A 9.69

WD-MF Wall Plate Insert − 9−pin D−sub (M/F) 1 9-pin D (M) 1 9-pin D (F) Single Insert N/A 9.69

W-COM1 Wall Plate Insert − 9−pin D−sub (F) to Terminal Block 1 9-pin D (F) T-Block Single Insert N/A 9.69

9.9.13   USB

W-2UC NEW Wall Plate Insert − Dual USB Charger N/A 2 USB-A Double Insert 9.73

WU-AB Wall Plate Insert − USB (A/B) 1 USB-A 1 USB-B Single Insert N/A 9.70

WU-AA Wall Plate Insert − USB (A/A) 1 USB-A 1 USB-A Single Insert N/A 9.70

WU-BA Wall Plate Insert − USB (B/A) 1 USB-B 1 USB-A Single Insert N/A 9.70

9.9.14   RJ‑45 (CAT 5/ETHERNET )

WA-45 Wall Plate Insert − 3.5mm Stereo Audio & RJ−45 1 3.5mm (F)
1 RJ-45 (F)

1 3.5mm
1 RJ-45 (F)

Single Insert N/A 9.66

W4545 Wall Plate Insert − Dual RJ−45 2 RJ-45 (F) 2 RJ-45 (F) Single Insert N/A 9.71

W1145 Wall Plate Insert − RJ−45 & RJ−11 1 RJ-11 (F)
1 RJ-45 (F)

1 RJ-11 (F)
1 RJ-45 (F)

Single Insert N/A 9.71

WR45 Wall Plate Insert − RCA & RJ−45 1 RJ-45 (F)
1 RCA (F)

1 RJ-45 (F)
1 RCA (F)

Single Insert N/A 9.62
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9.9.15   RJ‑11 (PHONE)

W1145 Wall Plate Insert − RJ−45 & RJ−11 1 RJ-11 (F)
1 RJ-45 (F)

1 RJ-11 (F)
1 RJ-45 (F)

Single Insert N/A 9.71

9.9.16   CABLE PASS‑THROUGH

WCP Wall Plate Insert − Cable Pass−Through 1 Pass-Thru 1 Pass-Thru Single Insert N/A 9.71

WCP-2 Wall Plate Insert − Dual Cable Pass−Through 2 Pass-Thru 2 Pass-Thru Single Insert N/A 9.71

WCP-21 Wall Plate Insert − Two-Sized Cable Pass−Through 2 Pass-Thru 2 Pass-Thru Single Insert N/A 9.71

9.9.17   BL ANK COVER PL ATE

W-BLANK Wall Plate Insert − Blank Slot Cover Plate 1 Blank 1 Blank Single Insert N/A 9.72

W-2BLANK Wall Plate Insert − Double Blank Slot Cover Plate 1 Blank 1 Blank Double Insert N/A 9.72

9.9.18   CONTROL

RC-10TB Wall Plate Insert − 1−Button Contact Closure Switch 1 Buttons 1 CClosure Single Insert N/A 9.72

RC-11TB NEW Wall Plate Insert − 1−Button Contact Closure Switch 1 Buttons 1 CClosure Single Insert N/A 9.72

RC-20TB Wall Plate Insert − 2−Button Contact Closure Switch 2 Buttons 1 CClosure Single Insert N/A 9.73

RC-21TB NEW Wall Plate Insert − 2−Button Contact Closure Switch 2 Buttons 1 CClosure Single Insert N/A 9.73

RC-5B2 Wall Plate Insert − 2−Button Auxiliary Control Panel 2 Buttons 2 K-Net Double Insert N/A 3.40

RC-5B4 Wall Plate Insert − 4−Button Auxiliary Control Panel 4 Buttons 2 K-Net Double Insert N/A

9.9.19   POWER SUPPLIES (DC)

W-2UC NEW Wall Plate Insert − Dual USB Charger N/A 2 USB-A Double Insert 9.73

W-5PS Wall Plate Insert − 5V or 12V DC Passive Distributor 1 DC 5 DC Double Insert N/A 9.73

9.10   LONG INSERTS

RC-3TBU 3−Button Remote Control Panel with USB 3 Buttons 1 K-Net Long  Insert N/A 3.38

SI-1VGA Remote Control Step−In Module Insert 1 VGA 1 VGA Long  Insert U 2.36

9.11   RACK ADAPTERS

RK-WP16 19-Inch Rack Adapter for Single & Double Wall Plate Inserts 16 Insert Slots 16 Insert Slots 19” (2U) N/A 10.8

RK-WP6 19-Inch Rack Adapter for Single Wall Plate Inserts 6 Insert Slots 6 Insert Slots 19” (1U) N/A 10.8

ROOM CONTROL

9.12   STEP‑IN MODULES

SID-DP DisplayPort over Twisted Pair Transmitter & Step−In Module 1 DP 1 DGKat DigiTOOLS® U/E 2.68

SID-DVI DVI over Twisted Pair Transmitter & Step−In Module 1 DVI 1 DGKat DigiTOOLS® U 2.69

SID-H HDMI over Twisted Pair Transmitter & Step−In Module 1 HDMI (F) 1 DGKat DigiTOOLS® U/E 2.70

SID-VGA Computer Graphics over Twisted Pair Transmitter & 
Step−In Module

1 VGA 1 DGKat DigiTOOLS® U 2.71

SID-X1N NEW 4−Input Multi−Format Video over DGKat Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 DGKat MegaTOOLS™ U/E 2.72

SID-X2N NEW 4−Input Multi−Format Video over HDBaseT Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDBaseT MegaTOOLS™ U/E 2.73

SID-X3N NEW 4−Input Multi−Format Video over HDMI Transmitter & 
Step−In Commander

1 VGA
1 HDMI
1 DP
1 DVI

1 HDMI MegaTOOLS™ U/E 2.74

SI-VGAT Computer Graphics Video Step−In Module 1 VGA 1 VGA TOOLS U 2.37

WSI-1VGA Wall Plate Insert − 15−pin HD Step−In Module 1 VGA 1 VGA Double Insert U 2.38
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9.13   SUMMIT VIEW™ SYSTEM

9.13.1   SWITCHER/PROCCESSOR

SV-551 SummitView™ BrainBox™ Processor/Switcher & 
Room Controller

Multi-Format
- 8 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 2 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 Line Audio

Desktop U/D 3.6

SV-551ALC SummitView™ BrainBox™ Processor/Switcher & 
Room Controller with Cables

Multi-Format
- 8 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 2 CV
- 1 Y/C
- 1 YUV
- 1 VGA
- 1 Line Audio

Desktop U/D

SV-552 SummitView™ BrainBox™ Processor/Switcher & 
Room Controller

Multi-Format
- 6 CAT 5
1 Ethernet

Multi-Format
- 1 CV
- 1 VGA
- 1 HDMI/DVI
- 2 Line Audio

Desktop U/E 3.8

SV-552ALC SummitView™ BrainBox™ Processor/Switcher & 
Room Controller with Cables

Multi-Format
- 6 CAT 5
1 Ethernet
1 USB-C

Multi-Format
- 1 CV
- 1 VGA
- 1 HDMI/DVI
- 2 Line Audio

Desktop U/E

9.13.2   WALL PL ATES INPUTS

SV-301 SummitView™ Computer Graphics Video, DDC Data & 
Stereo Audio Wall Plate

1 VGA 2 CAT 5 Wallplate U 3.10

SV-301xl SummitView™ Computer Graphics Video & Stereo Audio 
Wall Plate with Enhanced EDID

1 VGA 1 CAT 5 Wallplate U

SV-302 SummitView™ Composite Video, Stereo Audio & IR Wall Plate 1 CV 1 CAT 5
1 IR

Wallplate U 3.11

SV-303 SummitView™ s−Video, Stereo Audio & IR Wall Plate 1 Y/C 1 CAT 5
1 IR

Wallplate U 3.11

SV-304 SummitView™ Component Video, S/PDIF Audio & IR Wall Plate 1 YUV 2 CAT 5
1 IR

Wallplate D 3.12

SV-305 SummitView™ Component Video, Stereo Audio & IR Wall Plate 1 YUV 2 CAT 5
1 IR

Wallplate U 3.13

SV-306 SummitView™ HDMI & IR Over Twisted Pair Wall Plate 1 HDMI 1 DGKat
1 IR

Wallplate E 3.14

9.13.3   MOUNTING ACCESSORIES

MT-P6P 6-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

MT-P9P 9-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

RK-551 19−Inch Rack Adapter for the SV−551 & SV−552 N/A N/A 19” (1U) N/A 3.15

SV-1 SV-551/SV-552 Pole Mounting Kit N/A N/A Misc N/A 3.15

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR cable, RS-232, RS-485

K-NET

COLOR KEY
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Table Mount Modular Multi−Connection Solution − Tilt−Up Lid

TBUS‑1Axl

The TBUS-1Axl is the enclosure of a new modular system with a tilt-up 
lid. A complete TBUS system requires the enclosure, an inner frame, a 
power socket, inserts and a power cord.

NOTE: The TBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Cover - Manually opens & closes.

 ● Inner Frame - 6 different "TIAF" inner frame options are available that can 
accommodate a combination of up to 4 power sockets, 6 cable pass-
through or connector inserts, 1 long insert and up to 3 Kramer TOOLS.

 ● Power Sockets - 8 different "TS" single and 8 dual power socket options are 
available to accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords (and 3 "Y" power cords) 
for each power socket.

 ● Optional Accessories - TBUS Brackets, K-Able Box Cable Reels, Step-In 
Modules and Controllers are available.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 19.1cm x 15.2cm (7.51in x 5.98in).

 ● Dimensions - 20.5cm x 17cm x 13.2cm (8.1" x 6.7" x 5.2") W, D, H.

 ● Weight - TBUS-1Axl: 1.5kg (3.3lbs) approx.; table clamps: 0.26kg (0.57lbs);  
metal template: 0.125kg (0.28lbs).

CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-1Axl(B) Enclosure - Black Anodized Aluminum Top

TBUS-1Axl(BC) Enclosure - Brushed Clear Aluminum Top
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CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-3xl(B) Enclosure - Black Anodized Aluminum Top

TBUS-3xl(BC) Enclosure - Brushed Clear Aluminum Top

Table Mount Modular Multi−Connection Solution − Tilt−Up Lid
TBUS‑3xl

The TBUS-3xl is the enclosure of a new modular system with a tilt-up 
lid. A complete TBUS system requires the enclosure, an inner frame, a 
power socket, inserts and a power cord.

NOTE: The TBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Inner Frame - 3 different "T3F" inner frame options are available that can 
accommodate a combination of up to 4 power sockets, 6 cable pass-
through or connector inserts, 1 long insert and up to 3 Kramer TOOLS.

 ● Power Sockets - 8 different "TS" single power socket options are available 
to accommodate the power requirements worldwide.

 ● Power Cords - 8 different "C-AC" single power cords for each power socket.

 ● Optional Accessories - TBUS Brackets, K-Able Box Cable Reels, Step-In 
Modules and Controllers are available.

 ● Cover - Manually opens & closes.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 158mm x 123mm (6.23" x 4.85").

 ● Dimensions - Top plate: 17.6cm x 14.0cm (6.9" x 5.5") W, D; Enclosure: 
13.6cm x 10.2cm x 13.0cm (5.4" x 4.0" x 5.1") W, D, H.

 ● Weight - 1.02kg (2.25lb) approx.; table clamps: 0.257kg (0.566lbs); 
template: 0.125kg (0.275lbs).
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Table Mount Modular Multi−Connection Solution − Tilt−Up Lid
TBUS‑4xl

The TBUS-4xl is the enclosure of a new modular system with a tilt-up 
lid. A complete TBUS system requires the enclosure, an inner frame, a 
power socket, inserts and a power cord.

NOTE: The TBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Inner Frame - 2 different "T4F" inner frame options are available that can 
accommodate a combination of up to 4 power sockets, 6 cable pass-
through or connector inserts, 1 long insert and up to 3 Kramer TOOLS.

 ● Power Sockets - 8 different "TS" single socket options are available to 
accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords (and 3 "Y" power cords) 
for each power socket.

 ● Optional Accessories - TBUS Brackets, K-Able Box Cable Reels, Step-In 
Modules and Controllers are available.

 ● Cover - Manually opens & closes.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 225mm x 123mm (8.87" x 4.85").

 ● Dimensions - Top plate: 24.3cm x 14.0cm (9.6" x 5.5") W, D; Enclosure: 
20.3cm x 10.2cm x 13.0cm (8.0" x 4.0" x 5.1") W, D, H.

 ● Weight - TBUS-4xl: 1.35kg (2.8lbs) approx.; table clamps: 0.25kg (0.6lbs).

CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-4xl(B) Enclosure - Black Anodized Aluminum Top

TBUS-4xl(BC) Enclosure - Brushed Clear Aluminum Top
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CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-5xl(B) Enclosure - Black Anodized Aluminum Top

TBUS-5xl(BC) Enclosure - Brushed Clear Aluminum Top

Table Mount Modular Multi−Connection Solution − Manually Retracting Lid
TBUS‑5xl

The TBUS-5xl is the enclosure of a new modular system with a retractable 
lid. A complete TBUS system requires the enclosure, an inner frame, a 
power socket, inserts and a power cord.

NOTE: The TBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Inner Frame - 2 different "T5F" inner frame options are available that can 
accommodate a combination of up to 4 power sockets, 6 cable pass-
through or connector inserts, 1 long insert and up to 3 Kramer TOOLS.

 ● Power Sockets - 8 different "TS" single power socket options are available 
to accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords for each power socket.

 ● Optional Accessories - TBUS Brackets, K-Able Box Cable Reels, Step-In 
Modules and Controllers are available.

 ● Retractable Lid - Manually slides into unit.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 158mm x 123mm (6.23" x 4.85").

 ● Dimensions - Top plate: 17.6cm x 14.0.4cm (6.9" x 5.5") W, D; Enclosure: 
15.4cm x 10.2cm x 13.0cm (6.1" x 4.0" x 5.1") W, D, H.

 ● Weight - 0.9kg (2.0lbs) approx.; table clamps: 0.25kg (0.55lbs) approx.
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Table Mount Modular Multi−Connection Solution − Manually Retracting Lid
TBUS‑6xl

The TBUS-6xl is the enclosure of a new modular system with a tilt-up 
lid. A complete TBUS system requires the enclosure, an inner frame, a 
power socket, inserts and a power cord.

NOTE: The TBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Inner Frame - 3 different "T3F" inner frame options are available that can 
accommodate a combination of up to 4 power sockets, 6 cable pass-
through or connector inserts, 1 long insert and up to 3 Kramer TOOLS.

 ● Power Sockets - 8 different "TS" single power socket options are available 
to accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords (and 3 "Y" power cords) 
for each power socket.

 ● Optional Accessories - TBUS Brackets, K-Able Box Cable Reels, Step-In 
Modules and Controllers are available.

 ● Retractable Lid - Manually slides into unit.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 225mm x 123mm (8.87" x 4.85").

 ● Dimensions - Top plate: 24.3cm x 14.0cm (9.6" x 5.5") W, D; Enclosure: 
22.1cm x 10.2cm x 13.0cm (8.7" x 4.0" x 5.1") W, D, H.

 ● Weight - 1.35 kg (2.8 lbs) approx.; table clamps: 0.25 kg (0.6 lbs) approx.

CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-6xl(B) Enclosure - Black Anodized Aluminum Top

TBUS-6xl(BC) Enclosure - Brushed Clear Aluminum Top
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CONFIGURATIONS:

MODEL DESCRIPTION

TBUS-10XL(B) Enclosure - Black Anodized Aluminum Top

TBUS-10XL(BC) Enclosure - Brushed Clear Aluminum Top

Table Mount Modular Multi−Connection Solution − Manually Retracting Lid
TBUS‑10xl

The TBUS-10xl is the enclosure of a new modular system with a manually 
retracting lid. A complete TBUS system requires the enclosure, an inner 
frame, a power socket, inserts and a power cord.

NOTE: The TBUS enclosure, inner frame, power socket(s), power cord & 
inserts are purchased separately.

FEATURES

 ● Cover - Manually opens & closes.

 ● Inner Frames - T10F-22M can accommodate a combination of up to  
2 power sockets, 2 inserts, 1 opening for a Kramer MegaTOOL SID-X1N; 
T10F-33 contains 3 power sockets and 3 inserts.

 ● Power Sockets - 11 different "TS" single and 10 dual power socket options 
are available to accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords (and 3 "Y" power cords) 
for each power socket. UL and CE qualified.

 ● Connector Depth - Adjustable.

 ● Installation Requirement - Table cutout of 245mm x 154mm (9.65" x 6.07").

 ● Dimensions - Top plate: 171.6mm x 261mm (6.8" x 10.3") W, D.

 ● Weight - TBUS-10xl: 1.35kg (2.8lbs) approx.; table clamps: 0.25kg 
(0.6lbs) approx.

 ● Accessories - TBUS clamps (part of the TBUS enclosure), cut-out template, 
template screws, self-locking ties.

 ● Options - Inner frames, passive wall plates and interfaces, power socket 
kits, power cord, T-2INSERT kit, T-RC-8IR kit, T-RC-76 kit, T-RC-78 kit, 
Kramer K-Able Box (furniture-mounted cable extension).
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Under−the−Table Modular Multi−Connection Solution Enclosure
UTBUS‑1xl

The UTBUS-1xl is the enclosure of a new modular system. A complete 
UTBUS system requires the enclosure, a power socket, inserts and a 
power cord.

NOTE: The UTBUS enclosure, power socket, power cord & inserts are 
purchased separately.

FEATURES

 ● Power Sockets - 8 different "TS" single power socket options are available 
to accommodate the power requirements worldwide.

 ● Power Cord - 8 different "C-AC" single power cords for each power socket.

 ● Fixed Connectors - 1 computer graphics on a 15-pin HD, 1 unbalanced 
stereo audio on a 3.5mm mini jack.

 ● Insert Slots - 4.

 ● Installation Requirement - Requires 25.0cm x 13.7cm (9.84" x 5.4") of free 
space beneath the table.

 ● Weight - 0.6kg (1.32lbs) approx.
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TBUS−1Axl Inner Frames

T1AF

The T1AF inner frame comes in six different configurations that can hold 
single or double power sockets, single or double inserts, long inserts and 
Kramer Tools.

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T1AF-16 1 Single Power Socket Slot

6 Insert Slots (Includes 4 Blank & 2 Cable Pass-Through Inserts)

T1AF-26 1 Double Power Socket Slot

6 Insert Slots (Includes 4 Blank & 2 Cable Pass-Through Inserts)

T1AF-44 2 Double Power Sockets Slots

4 Insert Slots (Includes 2 Blank & 2 Cable Pass-through Inserts)

T1AF-14L 1 Single Power Socket Slot

4 Insert Slots (Includes 2 Blank & 2 Cable Pass-through Inserts)

1 Long Insert Slot

T1AF-14T 1 Single Power Socket Slot

4 Insert Slots (Includes 2 Blank & 2 Cable Pass-Through Inserts)

1 Slot for 1 Kramer TOOLS

T1AF-1T3 1 Single Power Socket Slot

1 Slot for 3 Kramer TOOLS

T1AF-22_03U 2 Single Power Socket Slots

2 Insert Slots (Includes 1 Blank & 1 Cable Pass-Through Insert)

1 Slot for a Single 0.3U TOOL

T1AF-16

T1AF-44

T1AF-14T

T1AF-26

T1AF-14L

T1AF-1T3
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TBUS−3xl Inner Frames

TBUS−4xl Inner Frames

T3F

T4F

The T3F inner frame comes in three different configurations that can 
hold a single power socket, single or double inserts or fixed cable pass-
throughs.

The T4F inner frame comes in two different configurations that can 
hold a single power socket, single or double inserts and standard fixed 
connectors.

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T3F-1S 1 Single Power Socket Slot

1 Fixed 15-pin HD (PC)

1 Fixed USB-A

1 Fixed RJ-45 (Ethernet)

1 Fixed 3.5mm (Audio)

T3F-13 1 Single Power Socket Slot

3 Insert Slots (Includes 2 Blank & 1 Cable Pass-Through Inserts)

T3F-1C 1 Single Power Socket slot

4 Fixed Cable Pass-Through

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T4F-2S 2 Single Power Sockets Slots

2 Fixed 15-pin HD (PC)

2 Fixed USB-A

2 Fixed RJ-45 (Ethernet)

2 Fixed3.5mm (Audio)

T4F-23 2 Single Power Sockets Slot

3 Insert Slots (Includes 2 Blank & 1 Cable Pass-Through Inserts)

T3F-1S

T4F-2S

T4F-23

T3F-1C

T3F-13
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TBUS−5xl Inner Frames

TBUS−6xl Inner Frames

TBUS−10xl Inner Frames

T5F

T6F

T10F

The T5F inner frame comes in two different configurations that can 
hold a single power socket, single or double inserts and standard fixed 
connectors.

The T6F inner frame comes in three different configurations: two power 
sockets and four pairs of pre-built interfaces, two power sockets and 
three blank inserts, and three inserts and one MegaTool slot.

The T10F inner frame comes in two different configurations: one with 
one dual and one single power sockets, two blank inserts and one cable 
pass-through (T10F-33), and one with two single power sockets, one 
blank insert, one cable pass-through and a slot for SID-X1N (or Kramer 
MegaTOOL) (T10F-22M).

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T5F-1S 1 Power Socket Slot

1 Fixed 15-pin HD (PC)

1 Fixed USB-A

1 Fixed RJ-45 (Ethernet)

1 3.5mm (Audio)

T5F-13 1 Power Socket Slot

3 Insert Slots (Includes 2 Blank & 1 Cable Pass-Through Inserts)

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T6F-2S 2 Single Power Sockets Slots

2 Insert Slots

2 Fixed 15-pin HD (PC)

2 Fixed RJ-45 (Ethernet)

2 Fixed 3.5mm (Audio

2 Fixed USB-A

T6F-23 2 Single Power Socket Slots

3 Insert Slots (Includes 2 Blank & 1 Cable Pass-Through Inserts)

T6F-03M 3 Insert Slots (Includes 3 Blank Inserts)

1 Slot for a Kramer MegaTOOL

T6F-09 9 Insert Slots (Includes 6 Blank & 3 Cable Pass-Through Inserts)

CONFIGURATIONS:

MODEL DESCRIPTION

Inner Frames

T10F-22M 2 Single Power Socket Slots

2 Insert Slots

1 Slot for a Kramer MegaTOOL

T10F-33 1 Dual & 1 Single Power Socket Slots

2 Blank Insert Slots

1 Cable Pass−Through

T5F-1S

T6F-2S

T10F

T6F-23

T6F-03M

T5F-13
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TBUS Power Socket Modules

TS‑Power‑Socket

TBUS power sockets are available in single, dual and country-specific 
modules.

CONFIGURATIONS:

MODEL DESCRIPTION

Single Power Socket

TS-1U TBUS Power Socket - Universal

TS-1US TBUS Power Socket - USA

TS-1GB TBUS Power Socket - Great Britain

TS-1DE TBUS Power Socket - Germany

TS-1FR TBUS Power Socket - France

TS-1IT TBUS Power Socket - Italy

TS-1CH TBUS Power Socket - Switzerland

TS-1AU TBUS Power Socket - Australia

TS-1IL TBUS Power Socket Bracket for Legrand Mosaic Sockets 

(sockets not included)

TS-1ZA TBUS Power Socket Bracket - South Africa (socket not included)

TS-BR TBUS  Power Socket - Brazil (contains 2 sockets in a single 

socket opening)

Dual Power Socket

TS-2U TBUS Dual Power Socket - Universal

TS-2US TBUS Dual Power Socket - USA

TS-2GB TBUS Dual Power Socket - Great Britain

TS-2DE TBUS Dual Power Socket - Germany

TS-2FR TBUS Dual Power Socket - France

TS-2IT TBUS Dual Power Socket - Italy

TS-2CH TBUS Dual Power Socket - Switzerland

TS-2AU TBUS Dual Power Socket - Australia

TS-2IL TBUS Power Socket Bracket for 2 Legrand Mosaic Sockets 

(sockets not included)

TS-2ZA TBUS Power Socket Bracket - South Africa (socket not included)

TS-1U

TS-2U

TS-2DE

TS-2IT

TS-1DE

TS-1US

TS-2US

TS-2FR

TS-2AU

TS-1AU
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NEWTBUS Power Socket Modules for TBUS−201xl

TS‑201 POWER‑SOCKETS

TBUS-201xl single power sockets are available in country-specific 
modules.

CONFIGURATIONS:

MODEL DESCRIPTION

Single Power Socket

TS-201U TBUS-201 Power Socket - Universal

TS-201AU TBUS-201 Power Socket - Australia

TS-201IL TBUS-201 Power Socket - Israel

TS-201CH TBUS-201 Power Socket - Switzerland

TS-201US TBUS-201 Power Socket - 110V AC USA

TS-201ZA TBUS-201 Power Socket - South Africa

TS-201DE TBUS-201 Power Socket - Germany

TS-201IT TBUS-201 Power Socket - Italy

TS-201BR TBUS-201 Power Socket - Brazil

TS-201FR TBUS-201 Power Socket - France

TS-201GB TBUS-201 Power Socket - Great Britain



R
O

O
M

 C
O

N
N

E
C

T
IV

IT
Y

9.24 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM ROOM CONNECTIVITY  TABLE CONNECTIONS  MODULAR SOLUTIONS  POWER CORD

TBUS AC Power Cords

C‑AC/POWERCORD

AC power cords for modular TBUS units in a variety of styles.

CONFIGURATIONS:

MODEL DESCRIPTION

C-AC/US TBUS AC Power Cord - 6ft USA 110V AC

C-AC/EU TBUS AC Power Cord - Right-Angle Europe 6ft 220V AC

C-AC/UK TBUS AC Power Cord - UK 6ft 250V AC

C-AC/JP TBUS AC Power Cord - Japan 6ft 125V AC

C-AC/IL TBUS AC Power Cord - Israel 6ft 220V AC

C-AC/IN TBUS AC Power Cord - Right-Angle India 6ft 250V AC

C-AC/CN TBUS AC Power Cord - Right-Angle China 6ft 250V (10amp)

C-AC/ZA TBUS AC Power Cord - Right-Angle South Africa 6ft 250V (10amp)

Y-Type

C-ACY/US TBUS AC Power Cord Dual Outputs - USA 6ft 110V AC

C-ACY/EU TBUS AC Power Cord Dual Outputs - Right-Angle Europe 6ft 220V AC

C-ACY/UK TBUS AC Power Cord Dual Outputs - UK 6ft 240V AC

C-AC/US

C-AC/Y/EU
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Cable Retractor

K‑ABLE‑BOX

The K-Able Box is a furniture-mounted cable extender, retractor and 
housing that is easily installed underneath a table top or in a podium. The 
device is available with one of seven cable types and can be mounted in a 
variety of positions and configurations for use with the Kramer TBUS line 
or independently as a stand-alone product.

FEATURES

 ● Available Cable Types - VGA, VGA and audio, HDMI/Ethernet, and CAT 6 
twisted pair. Available soon: audio (3.5mm), USB-A & DVI.

 ● Cable Length - 1.2m (3.9ft).

 ● TBUS Compatibility - TBUS-1A, TBUS-3, TBUS-4, TBUS-5, TBUS-6, TBUS-10 
with WCP, WCP-2 or WCP insert installed.

 ● Mounting Positions - Horizontally or vertically as a stand-alone unit, vertically 
in conjunction with the Kramer TBUS range of products, or vertically in a 
bank of up to three units. Single mounting bracket included.

TECHNICAL SPECIFICATIONS

DIMENSIONS: 26.7cm x 21.1cm x 4.6cm (10.5" x 8.3" x 1.8") W, D, H.
WEIGHT: 1.4kg (3.1lbs) approx.
INCLUDED ACCESSORIES: 4 horizontal mount wood screws, cable exit bracket, 

plastic friction bushing, single unit vertical mounting bracket, 
front pin, rear carriage bolt, nut and washer, 
9 vertical mount/cable exit bracket wood screws.

OPTIONS: Vertical mount bracket for 2 units, vertical mount bracket 
for 3 units.

CONFIGURATIONS:

MODEL DESCRIPTION

K-ABLE-VGA Retractable VGA (15-pin HD) Cable Reel, 3ft (1m).

K-ABLE-A Retractable Stereo Audio (3.5mm) Cable Reel, 3ft (1m).

K-ABLE-VGA/A Retractable VGA (15-pin HD) & Stereo Audio (3.5mm) Cable Reel, 

3ft (1m).

K-ABLE-CAT6 Retractable CAT 6 (RJ-45) Cable Reel, 3ft (1m).

K-ABLE-USB Retractable USB-A Cable Reel, 3ft (1m).

K-ABLE-H Retractable HDMI with Ethernet Cable Reel, 3ft (1m).

K-ABLE-DP Retractable DisplayPort Cable Reel, 3ft (1m).
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NEW

TBUS Bracket to Install 2 Inserts in a Power Socket Opening

T‑2INSERT

A bracket for installing two inserts in a power socket opening.

Black Front Panel for SID−XN Family

SID‑XBP

Black front replacement panel for SID-XN family to match TBUS.

CONFIGURATIONS:

MODEL DESCRIPTION

SID-X1NBP Black Front Panel for SID-X1N

SID-X2NBP Black Front Panel for SID-X2N

SID-X3NBP Black Front Panel for SID-X3N
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TBUS Inner Frame Blank Plate for Kramer TOOLS

T‑TBLANK

A cover plate for TBUS Inner Frames that holds Kramer TOOLS.

TBUS Mounting Bracket for Installing Controllers

T‑RC

TBUS Mounting Bracket to install RC-8IR, RC-76R & RC-78R controllers 
in TBUS inner frames with a dual-power socket opening.

CONFIGURATIONS:

MODEL DESCRIPTION

T-RC-8IR TBUS Mounting Bracket to Install RC-8IR 

(European version only)

T-RC-76 TBUS Mounting Bracket to Install RC-76

T-RC-78 TBUS Mounting Bracket to Install RC-78

T-RC-8IR T-RC-76R T-RC-78R
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Podium Table Bus
K‑POD301

The K-POD301 is a high-quality metal connection box for boardrooms 
and conference rooms, especially designed for mounting any 3 gang US 
Kramer wall plate device (such as the WP-500) or three RC-3TB remote 
control panels on podiums or lecterns. The unit is sturdy, cost-effective 
and easy to install.

FEATURES

 ● Front Panel - Can accept any 3 gang US wall plate device or up to 3 optional 
RC-3TB remote control panels.

 ● Tie Hole Bars - 2 four-hole bars for attaching cables.

 ● Mounting Holes - 3 holes for mounting the unit on a flat surface (table, 
podium, shelf).

 ● Underside Openings - 2 openings for routing cables.

 ● Keyholes - 2 openings for mounting the unit on wall screws.

 ● Single Slot Insert - 1 removable cover for routing cables through the rear 
of the box.

 ● Dimensions - 162mm x 121mm x 101mm (6.4" x 4.8" x 4.0") W, D, H.

 ● Weight - 1kg (2.2lbs) approx.
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Round Table Mount Multi−Connection Solution − Pneumatic Lid − 88mm Cut−Out
RTBUS‑11

The RTBUS-11 is a round, furniture-mounted, connection bus that is 
easily installed in a table or podium top. The unit connects AV equipment 
to the room’s presentation system.

FEATURES

 ● 4 Inputs - 15-pin HD, HDMI, 3.5mm, & RJ-45.

 ● Power Input - 110V AC (USA only).

 ● Cover - Pneumatic pop-up lid.

 ● Cutout Size (Mount Dimension) - 88mm diameter.

$ P 8 H
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Round Table Mount Multi−Connection Solution for SID−X1N − Pneumatic Lid − 88mm Cut−Out
RTBUS‑12

The RTBUS-12 is an elegant furniture-mounted, round connection bus, 
designed to be used with the Kramer SID-X1N Step-In Commander. The 
RTBUS-12 features a pneumatic mechanism for pneumatic lifting and 
smooth closing of its lid. It is easily installed into a table or podium top, 
and its interface enables you to connect the Kramer SID-X1N Step-In 
Commander installed in the room.

FEATURES

 ● 4 Inputs - 15-pin HD, HDMI, DP & 3.5mm.

 ● Input Select/Step-in Buttons - With LEDs, for step-in switching through 
the SID-X1N.

 ● Audio Mode Switch - For manual/automatic audio.

 ● Cover - Pop-up pneumatic lid.

 ● Cutout Size (Mount Dimension) - 88mm diameter.

$ P F 8
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Round Table Mount Multi−Connection Solution − Pneumatic Lid − 110mm Cut−Out
RTBUS‑21

The RTBUS-21 is a round, furniture-mounted, connection bus that is 
easily installed in a table or podium top. The unit connects AV equipment 
to the room’s presentation system.

FEATURES

 ● 4 Inputs - 15-pin HD, 3.5mm, RJ-45, HDMI.

 ● Power Input - International and European 220V AC power sockets available.

 ● Cover - Pneumatic pop-up lid.

 ● Cutout Size (Mount Dimension) - 110mm diameter.
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Pop−Up Table Mount Multi−Connection Solution
TBUS‑201xl

Kramer's TBUS-201xl provides an extremely simple, affordable and 
elegant single-push pop-up multi-connection boardroom solution. 
By pressing down gently on the lid, the unit opens and closes 
pneumatically.  TBUS-201xl is fast and easy to install and flexible to 
configure. It customizes to your own needs and is intuitive to operate.

FEATURES

 ● Pneumatic Lift - Easy opening & closing by pressing down gently on the 
cover. When not in use, it lowers flush with the table.

 ● Power Input - Universal, USA, European and many other worldwide power 
sockets available.

 ● 4 Fixed Inputs - 15-pin HD, HDMI, 3.5mm & Ethernet.

 ● Elegant and Rugged Rectangular Design - The sturdy and attractive anodized 
aluminum enclosure provides maximum connectivity in the smallest possible 
footprint, and at the same time is cost effective and easy to install.

 ● Installation - Requires tools and expertise to cut a 133mm x 120mm (5.2” x 4.7”)  
rectangular hole in the surface of the furniture. Maximum table thickness 
is 7.6cm (3").

 ● Note - The power socket module is not included. Purchase the country-
specific module separately.

$ P 8 H
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NEWDual Pop−Up Table Mount Multi−Connection Solution
TBUS‑202xl

Kramer's TBUS-202xl provides an extremely simple, affordable 
and elegant single-push dual pop-up multi-connection boardroom 
solution. By pressing down gently on the lid, the unit opens and closes 
pneumatically. TBUS-202xl is fast and easy to install and flexible to 
configure. It opens facing both sides of the table making it ideal for any 
meeting room.

FEATURES

 ● Pneumatic Lift - Easy opening & closing by pressing down gently on the 
covers. When not in use, they lower flush with the table.

 ● Power Input - Universal, USA, European and many other worldwide power 
sockets available. Power socket modules are purchased separately.

 ● 4 Fixed Inputs per Connecting Surface - 15-pin HD, HDMI, 3.5mm & Ethernet.

 ● Elegant and Rugged Rectangular Design - The sturdy and attractive anodized 
aluminum enclosure provides maximum connectivity in the smallest possible 
footprint, and at the same time is cost effective and easy to install.

 ● Installation Requirements - Requires tools and expertise to cut a 267mm 
x 122mm (10.5” x 4.8”) rectangular hole in the surface of the furniture. 
Maximum table thickness is 76mm (3").

$ P 8 H
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WALL PLATES

This series includes passive and active wall plate devices for interfacing audio, video, s-Video and computer 

graphics video signals to standards as needed in presentation and other applications. For modular systems, 

start by choosing one of the frames below (or the TBUS-1 or TBUS-2) and populate it with insert modules 

on the following pages.

CATEGORIES DIMENSIONS (W X H) SIZE CODE

1 Gang US 69mm x 114.3mm (2.75" x 4.5”) U

2 Gang US 114.3mm x 114.3mm (4.5” x 4.5”) U

1 Gang Europe/UK 86mm x 86mm (3.5” x 3.5”) E/UK

2 Gang Europe/UK 146mm x 86mm (5.7” x 3.5”) E/UK

1 Gang Belgium/Germany 80mm x 80mm (3.1” x 3.1”) B/G

2 Gang Germany 151mm x 80mm (71mm between holes)

5.9” x 3.1” (2.8” between holes)

G

2 Gang Belgium 151mm x 80mm (56mm between holes)

5.9” x 3.1” (2.2” between holes)

B

WALL PLATE COLORS

MOST KRAMER WALL PLATES ARE AVAILABLE IN A CHOICE OF EITHER GRAY OR WHITE

European version

US version
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Frame for Wall Plate Inserts − 1 Gang

FRAME‑1G

Wall Plate Insert Frame

FEATURES

 ● USA Version - Holds 3 single wall plate inserts.

 ● International Versions - Hold 2 single wall plate inserts.

 ● Wall Plate - 1 gang European or US.US version BELGIAN and GERMAN version EUROPE and UK version

Frame for Wall Plate Inserts − 2 Gang

FRAME‑2G

Wall Plate Insert Frame

FEATURES

 ● USA Version - Holds 6 wall plate inserts.
 ● International Versions - Hold 4 wall plate inserts.
 ● Wall Plate - 2 gang European or US.

EUROPE and UK versionUS version
BELGIAN version

GERMAN version

Wall Plate Frame

WP‑3TB

The WP-3TB Wall Plate Frame houses up to three Kramer RC-3TB Remote 
Control Panels. The WP-3TB can be mounted either in the OWB-3G wall box or in 
a standard US 3-gang wall opening.

FEATURES

 ● Capacity - Houses up to 3 Kramer RC-3TB remote control panels.
 ● Wall Plate - 3  gang US.
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European version 

US version

Active Wall Plate − Composite, s−Video, Component Video & Audio Transmitter & Receiver

WP‑27/WP‑28

The WP-27 and WP-28 are a twisted pair transmitter and receiver for 
composite video, s-Video, or component video and unbalanced stereo or 
S/PDIF audio signals. The WP-27 converts a single audio and video input 
into a twisted pair signal and the WP-28 converts the twisted pair signal 
back into the original audio and video formats.

FEATURES

 ● Video Switching - Between either CV and component video or s-Video and 
component.

 ● Audio Switching - Between unbalanced stereo and S/PDIF audio.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 50m (150ft) of 
each other.

 ● System Range - Up to 100m (330ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Dimensions - 16.2cm x 4.08cm x 11.4cm (6.38" x 1.6" x 4.49") US; 
15.1cm x 4.08cm x 8.6cm (5.94" x 1.6" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 3 gang US.

European version 

US version
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Active Wall Plate − Composite Video over Twisted Pair Receiver

WV‑12N

The WV-12N is a wall plate receiver for composite video signals. 
It receives a twisted pair signal from the WV-11N transmitter that it 
converts  back into a composite video signal.

FEATURES

 ● Front Panel Connection - BNC (F) input.

 ● Rear Panel Connections - 3-pole and 2-pole terminal block input.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 

Active Wall Plate − Composite Video over Twisted Pair Transmitter & 1:2 Distribution Amplifier

WV‑20N

The WV-20N is a wall plate transmitter and distribution amplifier for 
composite video signals. It converts a composite video input to two 
twisted pair signals that it transmits to two WV-12N twisted pair 
receivers.

FEATURES

 ● Front Panel Connection - BNC (F) input.

 ● Rear Panel Connections - 4-pole terminal block outputs.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 

Active Wall Plate − Composite Video over Twisted Pair Transmitter

WV‑11N

The WV-11N is a wall plate transmitter for composite video signals. 
It converts a composite video input into a twisted pair signal that it 
transmits to the WV-12N receiver.

FEATURES

 ● Front Panel Connection - BNC (F) input.

 ● Rear Panel Connections - 3-pole and 2-pole terminal block output.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 



9.38 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

R
O

O
M

 C
O

N
N

E
C

T
IV

IT
Y

R O O M  C O N N E C T I V I T Y   W A L L  P L A T E S   A C T I V E   A U D I O  O N L Y

Active Wall Plate − 3.5mm Unbalanced Stereo Audio over Twisted Pair Transmitter

WA‑21N

The WA-21N is a wall plate transmitter for unbalanced stereo audio signals. 
It converts an unbalanced stereo audio input to a balanced stereo, twisted 
pair signal that it transmits to a WA-22N receiver.

FEATURES

 ● Front Panel Connection - 3.5mm mini jack (F) input.
 ● Rear Panel Connections - 6-pole terminal block output.
 ● Audio Level Controls - Left & right.
 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).
 ● Wall Plate - 1 gang European or US.

    US version

European version  

    US version

European version  

Active Wall Plate − 3.5mm Unbalanced Stereo Audio over Twisted Pair Receiver

WA‑22N

The WA-22N is a wall plate receiver for unbalanced stereo audio signals. 
It receives a balanced stereo audio, twisted pair signal from a WA-21N 
transmitter that it converts back into an unbalanced stereo audio output.

FEATURES

 ● Front Panel Connection - 3.5mm mini jack (F) output.
 ● Rear Panel Connections - 6-pole and 2-pole terminal block input.
 ● Termination Switch - Allows operation of multiple WA-22Ns from a common 
source.

 ● Audio Level Controls - Left & right.
 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).
 ● Wall Plate - 1 gang European or US.

Active Wall Plate − RCA Unbalanced Stereo Audio over Twisted Pair Receiver

WA‑20N

The WA-20N is a wall plate receiver for unbalanced stereo audio signals. 
It receives a twisted pair signal from a WA-23N transmitter that it 
converts back into an unbalanced stereo audio output.

FEATURES

 ● Front Panel Connections - 2 RCA (F) connectors.
 ● Rear Panel Connections - 6-pole terminal block input.
 ● Termination Switch - Allows operation of multiple WA-20Ns from a common 
source.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).
 ● Wall Plate - 1 gang European or US.

    US version

European version 

Active Wall Plate − RCA Unbalanced Stereo Audio over Twisted Pair Transmitter

WA‑23N

The WA-23N is a wall plate transmitter for unbalanced stereo audio 
signals. It converts an unbalanced stereo audio input to a balanced stereo, 
twisted pair signal that it transmits to a WA-20N receiver.

FEATURES

 ● Front Panel Connections - 2 RCA (F) connectors.
 ● Rear Panel Connections - 6-pole and 2-pole terminal block output.
 ● Audio Level Controls - Left & right.
 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US; 8.6cm x 4.0cm 
x 8.6cm (3.39" x 1.57" x 3.39") or 8cm x 4.0cm x 8cm (3.15" x 1.57" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).
 ● Wall Plate - 1 gang European or US.

    US version

European version 
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Active Wall Plate − Computer Graphics Video Line Driver & Insert Frame

VPM‑2

The VPM-2 is a wall plate line driver for computer graphics video signals 
with resolutions up to and exceeding UXGA. Multiple units can be 
connected to a Kramer switcher (such as the VP-81xl).

FEATURES

 ● High Bandwidth - 380MHz (-3dB).

 ● HDTV Compatible.

 ● Front Panel Connection - 15-pin HD input.

 ● Rear Panel Connection - 15-pin HD output.

 ● Looping Input.

 ● Remote Switcher Input Control - Contact closure sent to Kramer switcher 
(such as VP-8xl) to activate input from wall plate.

 ● ID Bit Control.

 ● EQ (Peaking) Control.

 ● Auxiliary  Inputs - 3 removable panels that can be replaced with passive 
Kramer “WP” series wall plate input modules.

 ● Dimensions - 21.1cm x 2.5cm x 11.4cm (8.3" x 0.98" x 4.49") US; 
18.15cm x 2.5cm x 9.55cm (7.15" x 0.98" x 3.76") EU W, D, H.

 ● Wall Plate - 4 gang US only.

Active Wall Plate − Computer Graphics Video & Component Video Transmitter

WPN‑11

European version 

US version

The WPN-11 is a wall plate transmitter for computer graphics video with 
resolutions up to and exceeding UXGA, component video, s-Video (Y/C) or 
composite video signals. It is used in conjunction with a WPN-12 receiver.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 450MHz (-3dB).

 ● Front Panel Connections - 1 15-pin HD (F) and 3 RCA (F) for component 
video, s-Video (Y/C) or composite video inputs.

 ● Rear Panel Connections - Terminal block output.

 ● Control - Input selection.

 ● Dimensions - 16.2cm x 4.3cm x 11.4cm (6.38" x 1.69" x 4.49") US; 
15.1cm x 4.3cm x 8.6cm (5.94" x 1.69" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 1 gang US.

Active Wall Plate − Computer Graphics Video & Component Video Receiver

WPN‑12

European version 

US version

The WPN-12 is a wall plate receiver for computer graphics video with 
resolutions up to and exceeding UXGA, component video, s-Video (Y/C) 
or composite video signals. It is used in conjunction with a WPN-11 
transmitter.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 450MHz (-3dB).

 ● Front Panel Connections - 1 15-pin HD (F) and 3 RCA (F) for component 
video, s-Video (Y/C) or composite video outputs.

 ● Rear Panel Connections - Terminal block input.

 ● Dimensions - 16.2cm x 4.3cm x 11.4cm (6.38" x 1.69" x 4.49") US; 
15.1cm x 4.3cm x 8.6cm (5.94" x 1.69" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 1 gang US.
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Active Wall Plate − Computer Graphics Video Transmitter

WP‑110

The WP-110 is a wall plate transmitter for computer graphics video 
signals with resolutions up to and exceeding UXGA. It converts a 
computer graphics video signal into a twisted pair signal that it transmits 
to the TP-120 receiver or other compatible Kramer receiver.

FEATURES

 ● Max. Resolution - WUXGA & 1080p.

 ● HDTV Compatible.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 50m (150ft) of 
each other. All the system units must have the Power Connect system to 
use this feature.

 ● Advanced Sync Processing - Ensures compatibility with a wide range of 
computers.

 ● Front Panel Connection - 15-pin HD (F) input.

 ● Rear Panel Connection - RJ-45 output.

 ● Sync Polarity Settings - H & V switches for improved display compatibility 
with the CAT 5 outputs.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Dimensions - 6.9cm x 4.1cm x 11.4cm (2.71" x 1.63" x 4.49") US; 8.6cm x 4.1cm 
x 8.6cm (3.39" x 1.63" x 3.39") and 8cm x 4.1cm x 8cm (3.15" x 1.63" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version  

Active Wall Plate − Computer Graphics Video and Stereo Audio Line Driver

WP‑101

The WP-101 is a wall plate line driver for computer graphics video (up 
to UXGA) and unbalanced stereo signals. The unit outputs balanced and 
unbalanced stereo audio and RGBHV video signals.

FEATURES

 ● HDTV Compatible.

 ● High Video Bandwidth - 380MHz (-3dB).

 ● Front Panel Connections - 1 UXGA input on a 15-pin HD (F) connector,  
1 unbalanced stereo audio on a 3.5mm mini jack.

 ● Rear Panel Connections - Audio outputs: 1 balanced and 1 unbalanced 
stereo on an 8-pin terminal block; 1 RGBHV component video output on a 
9-pin terminal block or on 5 BNC cables.

 ● EQ (Peaking) Control.

 ● EDID Handling - Captures EDID automatically or has 16 preset EDID 
settings.

 ● Dimensions - 114.3mm x 114.3mm (4.5” x 4.5") W, H.

 ● Wall Plate - 2  gang US.

     US version
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WP‑110xl

The WP-110xl is an extended range wall plate transmitter for computer 
graphics video signals with resolutions up to and exceeding UXGA. It 
converts a computer graphics video signal into a twisted pair signal that 
it transmits to a compatible Kramer receiver.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - WUXGA & 1080p.

 ● Extended Transmission Range - Up to 250m (820ft).

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) of 
each other.

 ● Increased Interference Protection - Against noise, spikes and interference 
in adverse environments.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Dimensions - 11.4cm x 3.5 cm  x 11.4cm (4.49" x 1.4" x 4.49") US; 
15.2cm x 3.5cm  x 8.0/8.6cm (5.98" x 1.4" x 3.15/3.39") EU W, D, H.

 ● Wall Plate - 2 gang European or US.

Active Wall Plate − Computer Graphics Video Receiver

WP‑120

The WP-120 is a wall plate receiver for computer graphics video signals 
with resolutions up to UXGA. It receives a twisted pair signal from the  
PT-110 transmitter (or other compatible Kramer transmitter) and 
converts it back into a computer graphics video signal.

FEATURES

 ● HDTV Compatible.

 ● Resolution - WUXGA & 1080p.

 ● Twisted Pair Input - RJ-45 connector.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Sync Polarity Settings - H & V switches for improved monitor compatibility 
with the CAT 5 outputs.

 ● System Range - Up to 100m (320ft), greater distances possible depending 
on resolution and cable.

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) of 
each other.

 ● Dimensions - 6.9cm x 4.1cm x 11.4cm (2.71" x 1.63" x 4.49") US; 8.6cm x 4.1cm 
x 8.6cm (3.39" x 1.63" x 3.39") and 8cm x 4.1cm x 8cm (3.15" x 1.63" x 3.15") 
EU W, D, H.

 ● Optional - RK-121WP 19" adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version  

European version  

US version  

NEWActive Wall Plate − Computer Graphics Video over Twisted Pair Transmitter with EDID
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Active Wall Plate − Computer Graphics Video & Stereo Audio over Twisted Pair Transmitter with EDID

WP‑121

The WP-121 is a wall plate transmitter for computer graphics video 
signals up to and exceeding UXGA and unbalanced stereo audio. It 
converts the input signals into a twisted pair signal that it transmits to a 
compatible twisted pair receiver. The WP-121 is a US model.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - UXGA & 1080p.

 ● EDID Capture - Copies and stores the EDID from a display device.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 50m (150ft) of 
each other.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Twisted Pair Connectors - RJ-45 or 9-pin terminal block connectors.

 ● Dimensions - 11.4cm x 3.5 cm x 11.4cm (4.49" x 1.4" x 4.49") W, D, H (US); 
15.2cm x 3.5cm x 8.0/8.6cm (5.98" x 1.4" x 3.15/3.39") W, D, H (EU).

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or US.

US version 

Active Wall Plate − Computer Graphics Video to 5 BNC Line Amplifier

WP‑210

The WP-210 is a wall plate line driver for computer graphics video 
signals with resolutions up to and exceeding UXGA. It provides controls to 
compensate for signal losses inherent in long cable runs.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 400MHz (-3dB).

 ● Advanced Sync Processing - For compatibility with a wide range of computers.

 ● Front Panel Connections - Looping analog red, green, blue signals on 15-pin 
HD (F) connectors.

 ● Rear Panel Connection - 1 RGBHV on 5 BNC connectors.

 ● Input Signal Termination.

 ● Selectable Sync Input Impedance.

 ● ID Bit Control.

 ● EQ (Peaking) Control.

 ● Dimensions - 6.9cm x 6.2cm x 11.4cm (2.71" x 2.44" x 4.49") US; 
15.1cm x 3.98cm x 8.6cm (5.94" x 1.57" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 1 gang US.

US version   

European version   
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Active Wall Plate − 2x1 Computer Graphics Video Automatic Switcher

WP‑211DS

The WP-211DS is a high-performance wall plate switcher for computer 
graphics video signals with resolutions up to and exceeding UXGA 
and unbalanced stereo audio signals.  When configured as a standby 
switcher, it switches to the secondary input upon loss of the primary 
input.

FEATURES

 ● High Bandwidth - 300MHz (-3dB).

 ● Automatic Standby Switching - Switches from the secondary input to the 
primary input when a signal is detected.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units. All system units must have the Power Connect 
system to use this feature.

 ● Front Panel Connections - 2 15-pin HD (F) and 2 3.5mm mini jacks (F).

 ● Rear Panel Connections - Terminal block outputs for stereo audio, contact 
closure control, RGBHV and twisted pair for computer graphics video.

 ● Looping Input - Input 1.

 ● Control - Automatic or contact closure switching and output disconnect 
with LED status indicator.

 ● ID Bit Control.

 ● System Range - CAT 5 up to 100m (320ft).

 ● Twisted Pair Cable - UTP (unshielded twisted pair) or STP (shielded twisted 
pair) such as CAT 5.

 ● Dimensions - 16.2cm x 3.98cm x 11.4cm (6.38" x 1.57" x 4.49") US; 
15.1cm x 3.98cm x 8.6cm (5.94" x 1.57" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 3 gang US.

European version 

US version

Active Wall Plate − Computer Graphics Video to 5 BNC Line Amplifier with Stereo Audio

WP‑210A

The WP-210A is a wall plate line driver for computer graphics video with 
resolutions up to and exceeding UXGA together with unbalanced stereo 
audio signals. The set-up controls are located on the front panel.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 350MHz (-3dB).

 ● Advanced Sync Processing - Ensures compatibility with a wide range of 
computers.

 ● Front Panel Connections - 1 15-pin HD (F) (for VGA/UXGA) and 1 3.5mm 
mini jack (F) (for stereo audio).

 ● Rear Panel Connections - 5 BNCs and terminal block (for balanced stereo 
audio).

 ● Looping Input - 15-pin HD.

 ● Input Signal Termination.

 ● Front Panel Controls - All controls are located on the front panel for 
convenient adjustment.

 ● Level (Gain) and EQ (Peaking Controls.

 ● Selectable Sync Input Impedance - 75Ω (analog) or 510Ω (TTL).

 ● Audio Level Controls - Left & right.

 ● Active Input LED Indicator.

 ● ID Bit Control.

 ● Dimensions - 6.9cm x 6.2cm x 11.4cm (2.71" x 2.44" x 4.49") US; 
15.1cm x 3.98cm x 8.6cm (5.94" x 1.57" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 1 gang US.

US version   

European version   
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Active Wall Plate − Computer Graphics Video & Composite Video Line Amplifier with Stereo Audio

WP‑220

The WP-220 is a wall plate line driver for computer graphics video with 
resolutions up to and exceeding UXGA and composite video, each with 
stereo audio signals. It provides controls to compensate for signal losses 
inherent in long cable runs.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 500MHz (-3dB) for 15-pin HD and 490MHz for composite 
video.

 ● Advanced Sync Processing - Ensures compatibility with a wide range of 
computers.

 ● Front Panel Connections - 15-pin HD (PC) with 3.5mm stereo audio, and 
RCA for composite video with 2 RCAs for stereo audio inputs.

 ● Rear Panel Connections - 5 BNC for computer graphics signals, terminal 
blocks for the composite video signal, and balanced stereo terminal blocks 
for each stereo audio signal.

 ● Level (Gain) and EQ (Peaking) Controls.

 ● Audio Level Controls - Left & right for stereo audio on 2 RCAs.

 ● Dimensions - 6.9cm x 6.2cm x 11.4cm (2.71" x 2.44" x 4.49") US; 
15.1cm x 3.98cm x 8.6cm (5.94" x 1.57" x 3.39") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or 1 gang US.

Active Wall Plate − Computer Graphics, Composite Video & s−Video & Stereo Audio Line Amplifier 
with RJ−45 Pass−Through

WP‑230

The WP-230 is a wall plate line driver for computer graphics video signals 
with resolutions up to and exceeding UXGA, composite video, s-Video 
(Y/C) signals and stereo audio signals. It provides controls to compensate 
for signal losses inherent in long cable runs.

FEATURES

 ● HDTV Compatible.

 ● High Bandwidth - 520MHz (-3dB) for 15-pin HD, 438MHz (-3dB) for 
composite video, 155MHz (-3dB) for Y/C.

 ● Front Panel Connections - 15-pin HD (F) with 3.5mm (F) stereo audio and 
RCA for composite video; 4-pin mini DIN for Y/C with 2 RCAs for stereo 
audio inputs; RJ-45 pass-through.

 ● Rear Panel Connections - 5 BNC (F) for the computer graphics signals; 
terminal blocks for the composite video and Y/C signals; balanced stereo 
terminal blocks for each stereo audio signal; RJ-45 pass-through.

 ● Level (Gain) Control - Line level audio from 2 RCA (F), composite video and 
s-Video (both Y and C).

 ● EQ (Peaking) Control - 15-pin HD & composite video.

 ● Audio Level Controls - Left & right for stereo audio on 2 RCA.

 ● Dimensions - 6.9cm x 6.2cm x 11.4cm (2.71" x 2.44" x 4.49") W, D, H.

 ● Wall Plate - 1 gang US.

US version   European version   

US version   
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Active Wall Plate − Power Amplifier With 2x1 Switching

WAP‑1

The WAP-1 is a high-performance power amplifier for line level 
unbalanced stereo audio signals. It delivers a speaker output of 9 watts 
RMS per channel into a 4Ω load.

FEATURES

 ● Front Panel Connections - 2 3.5mm inputs for inputs 1 and 2.

 ● Rear Panel Connections - Terminal blocks for secondary input (input 1) and 
terminal blocks for 2 speaker outputs.

 ● Control - Level (volume).

 ● Dimensions - 11.4cm x 3.14cm x 11.4cm (4.49" x 1.23" x 4.49") US; 15.1cm 
x 3.14cm x 8.6cm (5.94" x 1.23" x 3.39") or 15.1cm x 3.14cm x 8.0cm 
(5.94" x 1.23" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 2 gang European or US.

US version

European version 

Active Wall Plate − Computer Graphics Video & Stereo Audio Transmitter with Enhanced EDID

WP‑301xl

The WP-301xl is a wall plate transmitter for computer graphics video & 
stereo audio signals. The unit converts the input signals to a twisted pair 
signal that it transmits to a compatible Kramer receiver.

FEATURES

 ● Front Panel Connections - 15-pin HD & stereo 3.5mm.

 ● Rear Panel Connections - RJ-45 on US version, easy-insert CAT 5 terminal 
on EU version, power.

 ● HDTV Compatible.

 ● EDID Storage - EDID information can be stored in the wall plate by using the 
FC-200 XGA EDID Copier.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) of 
each other.

 ● Dimensions - 7.9cm x 3.3cm x 12.4cm (3.12" x 1.31" x 4.88") US; 8.6cm 
x 3.1cm x 8.6cm (3.39" x 1.22" x 3.39") and 8cm x 3.1cm x 8cm (3.15" 
x 1.22" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US (US version includes a removable wall 
plate frame).

European version 

US version

Active Wall Plate − USB Charger

WP‑2UC

Dual USB Charger, Decora Wall Plate

FEATURES

 ● Two 5V DC USB Power Outlets - Provide up to 20W/4A of total power 
(shared between the two connectors) for charging mobile devices such as 
smartphones and tablets.

 ● Front Panel Connections - 2 USB-A connectors.

 ● Rear Panel Connection - 1 2-pole terminal block for 5V DC.

 ● Wall Plate - 1 gang US.
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Passive Wall Plate − RCA & 15−pin HD

WXV‑1

Composite Video & Computer Graphics Video Passive Wall Plate

FEATURES

 ● Front Panel Connections - RCA (F) and 15-pin HD (F).

 ● Rear Panel Connections - 2 6-pole terminal blocks.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version European version  

WXA‑1
Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio

Computer Graphics Video & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F) and 3.5mm (F).

 ● Rear Panel Connections - 2 6-pole terminal blocks.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
     US version European version 

    US version

European version 

WPX‑3
Passive Wall Plate − 15−pin HD

Computer Graphics Passive Wall Plate

FEATURES

 ● Front Panel Connection - 15-pin HD (F).

 ● Rear Panel Connection - 2 6-pin terminal blocks.

 ● EDID PassThru - Passes EDID signals from source to display.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

Passive Wall Plate − 15−pin HD & 3.5mm Stereo Audio

WXA‑3

Computer Graphics Video & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F) and 3.5mm (F).

 ● Rear Panel Connections - 2 6-pole terminal blocks, 1 3-pole terminal block.

 ● EDID PassThru - Passes EDID signals from source to display.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 
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Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio & 3 RCA

WAV‑5

Computer Graphics Video, Composite Video & Stereo Audio Passive  
Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), 3.5mm (F) & 3 RCA (F).

 ● Rear Panel Connections - 15-pin HD (F), 3.5mm (F) & 3 RCA (F).

 ● Dimensions - 6.9cm x 2.1cm x 11.4cm (2.71" x 0.82" x 4.49") US;  
8.6cm x 2.1cm x 8.6cm (3.39" x 0.82" x 3.39") and 8cm x 2.1cm x 8cm 
(3.15" x 0.82" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.    US version

European version 

Passive Wall Plate − 15−pin HD Breakout, 3.5mm Stereo Audio & 3 RCA

WAV‑5C

Computer Graphics Video, Composite Video, & Stereo Audio Passive  
Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), 3.5mm (F) & 3 RCA (F).

 ● Rear Panel Connections - 5 BNC (F) pigtail, 3.5mm (F), 3 RCA (F).

 ● Dimensions - 6.9cm x 3.5cm x 11.4cm (2.71" x 1.37" x4.49 ") US;  
8.6 cm x 3.5cm x 8.6cm (3.39" x 1.37" x 3.39") and 8cm x 3.5cm x 8cm 
(3.15" x 1.37" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

US version

European version 

Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, s−Video, Dual RCA

WAV‑5YC

Computer Graphics, s-Video & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), 4-pin mini DIN (F), 3.5mm (F) & 2 RCA (F).

 ● Rear Panel Connections - 15-pin HD (F), 4-pin mini DIN (F), 3.5mm (F) & 2 RCA (F).

 ● Dimensions - 6.9cm x 2.5cm x 11.4cm (2.71" x 0.98" x 4.49") US;  
8.6cm x 2.5cm x 8.6cm (3.39" x 0.98" x 3.39") and 8cm x 2.5cm x 8cm 
(3.15" x 0.98" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version

European version 



9.48 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

R
O

O
M

 C
O

N
N

E
C

T
IV

IT
Y

RO O M CO NNE CT IV I TY   W A L L  P L A T E S   P A S S I V E   C O M P U T E R  ( 1 5 ‑ P I N  H D )

Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, s−Video & 3 RCA

WAV‑6YC

Computer Graphics Video, Composite Video, s-Video & Stereo Audio 
Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), 4-pin mini DIN (F), 3.5mm (F) & 
3 RCA (F).

 ● Rear Panel Connections - 15-pin HD (F), 4-pin mini DIN (F), 3.5mm (F) & 
3 RCA (F).

 ● Dimensions - 6.9cm x 2.5cm x 11.4cm (2.71" x 0.98" x 4.49") US; 8.6cm 
x 2.5cm x 8.6cm (3.39" x 0.98" x 3.39") and 8cm x 2.5cm x 8cm (3.15" 
x 0.98" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 

US version

Passive Wall Plate − 15−pin HD, RJ−45, 3.5mm Stereo Audio & 3 RCA

WAV‑645

Computer Graphics Video, Composite Video, Network & Stereo Audio 
Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), RJ-45 (F), 3.5mm (F) & 3 RCA (F).

 ● Rear Panel Connections - 15-pin HD (F), RJ-45 (F), 3.5mm (F) & 3 RCA (F).

 ● Dimensions - 6.9cm x 3.5cm x 11.4cm (2.71" x 1.37" x 4.49") US.

 ● Wall Plate - 1 gang US.

Passive Wall Plate − 15−pin HD, 3.5mm Stereo Audio, USB & 3 RCA

WAV‑6UBA

Computer Graphics, USB, Composite Video & Stereo Audio Passive  
Wall Plate

    US version

European version 

FEATURES

 ● Front Panel Connections - 15-pin HD (F), USB-B (F), 3.5mm (F), & 3 RCA (F).

 ● Rear Panel Connections - 15-pin HD (F), USB-A cable (F), 3.5mm (F), & 3 RCA (F).

 ● Dimensions - 6.9cm x 3.4cm x 11.4cm (2.71" x 1.34" x 4.49") US;  
8.6cm x 3.4cm x 8.6cm (3.39" x 1.34" x 3.39") and 8cm x 3.4cm x 8cm 
(3.15" x 1.34" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
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Passive Wall Plate − 3 RCA & 3.5mm Stereo Audio

WAV‑2

3 Composite Video & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - 3.5mm (F) & 3 RCA (F).

 ● Rear Panel Connections - 3-pole & 6-pole terminal block.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version

European version 

Passive Wall Plate − s−Video & Dual RCA

WVS‑1

s-Video & Stereo Audio Passive Wall Plate

    US version

European version 

FEATURES

 ● Front Panel Connections - 4-pin mini DIN (F) & dual RCA (F).

 ● Rear Panel Connections - 8-pole terminal block.

 ● Dimensions - 6.9cm x 2.93cm x 11.4cm (2.71" x 1.15" x 4.49") US;  
8.6cm x 2.93cm x 8.6cm (3.39" x 1.15" x 3.39") and 8cm x 2.93cm x 8cm  
(3.15" x 1.15" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

Passive Wall Plate − RCA, s−Video & Dual 3.5mm Stereo Audio

WVS‑2

Composite Video, s-Video & Dual Stereo Audio Passive Wall Plate

    US version

European version 

FEATURES

 ● Front Panel Connections - RCA (F), 4-pin mini DIN (F) & dual 3.5mm (F).

 ● Rear Panel Connections - Dual 6-pole terminal block output.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US;  
8.6cm x 4.0cm x 8.6cm (3.39" x 1.57" x 3.39") and 8cm x 4.0cm x 8cm 
(3.15" x 1.57" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
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Passive Wall Plate − Dual HDMI

WP‑H2M

Dual HDMI Passive Wall Plate

FEATURES

 ● Front Panel Connections - 2 HDMI (F).

 ● Rear Panel Connections - 2 HDMI (F) on flat, flexible cable.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US;  
8.6cm x 4.0cm x 8.6cm (3.39" x 1.57" x 3.39") and 8cm x 4.0cm x 8cm 
(3.15" x 1.57" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version

European version 

Passive Wall Plate − HDMI

WP‑H1M

HDMI Passive Wall Plate

FEATURES

 ● Front Panel Connection - 1 HDMI (F).

 ● Rear Panel Connection - 1 HDMI (F) on a flat, flexible cable.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US;  
8.6cm x 4.0cm x 8.6cm (3.39" x 1.57" x 3.39") and 8cm x 4.0cm x 8cm 
(3.15" x 1.57" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version

European version 

Passive Wall Plate − HDMI, s−Video & 3 RCA

WAV‑5H 

HDMI, s-Video, Composite Video & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - HDMI (F), 4-pin mini DIN (F) & 3 RCA (F).

 ● Rear Panel Connections - HDMI cable (F), 4-pin mini DIN (F) & 3 RCA (F).

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US;  
8.6cm x 4.0cm x 8.6cm (3.39" x 1.57" x 3.39") and 8cm x 4.0cm x 8cm 
(3.15" x 1.57" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version

European version 
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Passive Wall Plate − 15−pin HD, 3.5mm Audio & HDMI

WXA‑H

Computer Graphics Video, HDMI & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - 15-pin HD (F), HDMI (F) and 3.5mm (F).

 ● Rear Panel Connections - 15-pin HD (F), HDMI (F) and 3.5mm (F).

 ● EDID PassThru - Passes EDID signals from source to display.

 ● Dimensions - 6.9cm x 4.0cm x 11.4cm (2.71" x 1.57" x 4.49") US;  
8.6cm x 4.0cm x 8.6cm (3.39" x 1.57" x 3.39") and 8cm x 4.0cm x 8cm 
(3.15" x 1.57" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

European version 

Passive Wall Plate − HDMI, 15−pin HD,  3.5mm Stereo Audio & 3 RCA

WAV‑6H

Computer Graphics, HDMI, Composite Video & Stereo Audio Passive  
Wall Plate

FEATURES

 ● Front Panel Connections - HDMI (F), 15-pin HD (F), 3.5mm & three RCA (F).

 ● Rear Panel Connections - HDMI cable (F), 15-pin HD (F), 3.5mm & three 
RCA (F).

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version
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Passive Wall Plate − DVI & RCA

WAV‑DA1

DVI & S/PDIF Passive Wall Plate

FEATURES

 ● Front Panel Connections - DVI (F) & 1 RCA (F).

 ● Rear Panel Connections - DVI (F) connector on a flat flexible cable &  
1 RCA (F).

 ● Dimensions - 6.9cm x 3.3cm x 11.4cm (2.71" x 1.3" x 4.49") US;  
8.6cm x 3.3cm x 8.6cm (3.39" x 1.3" x 3.39") and 8cm x 3.3cm x 8cm 
(3.15" x 1.3" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version European version 

Passive Wall Plate − DVI & Dual RCA

WAV‑DA2

DVI & Stereo Audio Passive Wall Plate

FEATURES

 ● Front Panel Connections - DVI (F) & 2 RCA (F).

 ● Rear Panel Connections - DVI (F) on a flat, flexible cable & 2 RCA (F).

 ● Dimensions - 6.9cm x 3.3cm x 11.4cm (2.71" x 1.3" x 4.49") US;  
8.6cm x 3.3cm x 8.6cm (3.39" x 1.3" x 3.39") and 8cm x 3.3cm x 8cm 
(3.15" x 1.3" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.

    US version

European version 
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Passive Wall Plate − Dual  XLR (F+F)

WXL‑2F

XLR Passive Wall Plate

FEATURES

 ● Front Panel Connections - 2 XLR (F).

 ● Rear Panel Connections - 6-pole terminal block.

 ● Dimensions - 6.9cm x 3.7cm x 11.4cm (2.71" x 1.46" x 4.49") US;  
8.6cm x 3.7cm x 8.6cm (3.39" x 1.46" x 3.39") and 8cm x 3.7cm x 8cm 
(3.15" x 1.46" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version European version 

Passive Wall Plate − Dual  XLR (F+M)

WXL‑1FM

XLR Passive Wall Plate

FEATURES

 ● Front Panel Connections - XLR (F) & XLR (M).

 ● Rear Panel Connections - 6-pole terminal block.

 ● Dimensions - 6.9cm x 3.7cm x 11.4cm (2.71" x 1.46" x 4.49") US;  
8.6cm x 3.7cm x 8.6cm (3.39" x 1.46" x 3.39") and 8cm x 3.7cm x 8cm 
(3.15" x 1.46" x 3.15") EU W, D, H.

 ● Optional - RK-121WP 19" rack adapter (for EU size wall plates only).

 ● Wall Plate - 1 gang European or US.
    US version European version 
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NEW

NEW

On−Wall Box Decora
On‑Wall Box (Decora)

The On-Wall Box (Decora) is a white plastic box for installing a single 1 or 
2 gang Decora wall plate. The box is mounted on the wall for applications 
where in-wall installation is not possible.

FEATURES

 ● Size - 1 gang - 75.1mm x 119.5mm x 48mm (2.96” x 4.71” x 1.89”);  
2 gang - 121.3mm x 119.5mm x 48mm (4.78” x 4.71” x 1.89”).

 ● Availability - Available in white, include a frame for 3/6 wall plate inserts. 
Inserts and blanks are not included.

On−Wall Box European Size
On‑Wall Box (EU)

The On-Wall Box (EU) is a white plastic box for installing a single 1/2/3 
gang European wall plate. The box is mounted on the wall for applications 
where in-wall installation is not possible.

FEATURES

 ● Size - 1 gang - 80mm x 80mm x 40mm (3.1” x 3.1” x 1.5”);  
2 gang - 148mm x 80mm x 40mm (5.8” x 3.1” x 1.5”);  
3 gang - 216mm x 80mm x 40mm (8.5” x 3.1” x 1.5”).

 ● Color - Available in white.

 ● Included Hardware - Frame for 2/4/6 wall plate inserts. Inserts and blanks 
are not included.

OWB-1G/D

OWB-2G/D

OWB-2G/EU

OWB-1G/EU

CONFIGURATIONS:

MODEL DESCRIPTION

OWB-1G/D On−Wall Box, 1 Gang Decora

OWB-2G/D On−Wall Box, 2 Gang Decora

CONFIGURATIONS:

MODEL DESCRIPTION

OWB-1G/EU On−Wall Box, 1 Gang European

OWB-2G/EU On−Wall Box, 2 Gang European
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NEW

NEW

On−Wall Box Merten
On‑Wall Box (Merten)

The OWB-2G/M is a polar white plastic box for installing a single 2 gang 
European wall plate. The box is mounted on the wall for applications 
where in-wall installation is not possible. Use this box for installing the 
RC-76M and RC-712M that can fit into this box.

FEATURES

 ● Dimensions - 148mm x 80mm x 40mm (5.8” x 3.1” x 1.5”).

 ● Size - 2 gang EU, available in polar white.

 ● Included Hardware - Housing (4 preformed cable entries, sealed with 
blanking caps) and M-Smart frame.

 ● Product Identical to MERTEN 512219 & 484219.

On−Wall Box US Size
On‑Wall Box (US)

The OWB-3G/US is a white plastic box for installing a single 3 gang US 
wall plate (such as the WP-500). The box is mounted on the wall for 
applications where in-wall installation is not possible in US and non-US 
installations.

FEATURES

 ● Dimensions - 163mm x 115mm x 57mm (6.4” x 4.5” x 2.2”).

 ● Color - Available in white.

 ● Wall Plate - 3  gang US.
OWB-3G/US

OWB-2G/M

CONFIGURATIONS:

MODEL DESCRIPTION

OWB-2G/M On−Wall Box, 2 Gang Merten

CONFIGURATIONS:

MODEL DESCRIPTION

OWB-3G/US On−Wall Box, 3 Gang US
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Active Mounting Box − Computer Graphics Video Line Amplifier for OBO Bettermann Floor Box

Active Mounting Box − Computer Graphics Video & Audio Line Amplifier for OBO Bettermann Floor Box

F‑010

F‑021

The F-010 mounting box for OBO Bettermann floor boxes is a line 
amplifier for computer graphics video signals up to and exceeding UXGA. 
The unit includes two adjacent openings for Kramer inserts.

The F-021 mounting box for OBO Bettermann floor boxes is a line 
amplifier for computer graphics video signals up to and exceeding UXGA 
and balanced stereo audio. The unit includes two adjacent openings for 
Kramer inserts.

FEATURES

 ● HDTV Compatible.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Max. Resolution - Up to UXGA.

 ● Front Panel Connection - UXGA on a 15-pin HD connector.

 ● Rear Panel Connections - RGBHV & power.

 ● Indicator - Power LED: lights red when powered on, green when receiving 
a signal.

 ● Fits GB2 and GB3 OBO Bettermann Floor Boxes.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - Up to UXGA.

 ● EDID PassThru - Passes EDID signals between the source and display.

 ● Front Panel Connections - 15-pin HD (F) with 3.5mm (F) stereo audio.

 ● Rear Panel Connections - RGBHV for computer graphics and balanced 
stereo audio on terminal block connectors.

 ● Range - More than 100m (300ft) and a 20kHz audio bandwidth with an 
S/N ratio that exceeds 80dB over the same transmission range.

 ● Audio Level (Gain) and Video EQ (Peaking) Controls.

 ● Built-In Audio Amplifier.

 ● Modular Expandability - Accommodates two single or one dual Kramer wall 
plate inserts (covered with blank inserts).

 ● Note - Suitable for mounting into OBO Bettermann flush floor service units 
that accept GB2 and GB3 size boxes.



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

9.57

R
O

O
M

 C
O

N
N

E
C

T
IV

IT
Y

R O O M  C O N N E C T I V I T Y  F L O O R  B O X  F R A M E S  M O U N T I N G  F R A M E S

Active Mounting Box − HDMI over Twisted Pair Transmitter for Floor Boxes

Active Mounting Box − Computer Graphics Video & Stereo Audio over Twisted Pair Transmitter 
with EDID for Floor Boxes

F‑571

F‑121

The F-571 mounting box for Ackermann or Bettermann floor boxes is 
a DGKat™ twisted pair transmitter for HDMI signals. The unit converts 
an HDMI signal to a DGKat™ twisted pair signal that it transmits to a 
compatible twisted pair receiver.

The F-121 mounting box for Ackermann or Bettermann floor boxes is a 
transmitter for computer graphics signals up to and exceeding UXGA and 
unbalanced stereo audio. It converts the input signals into a twisted pair 
signal that it transmits to a compatible twisted pair receiver.

FEATURES

 ● Max. Data Rate - 4.95Gbps (1.65Gbps per graphic channel).
 ● HDTV Compatible.
 ● HDCP Compliant.
 ● DGKat™ Signal Integration - Kramer’s unique technology for converting TMDS as 
well as control and communication to signals that run over twisted pair cables. 
We strongly recommend using Kramer DGKat™ cables designed specifically for 
optimum performance.

 ● HDMI Support - 3D, Deep Color, x.v.Color™, Lip Sync, HDMI Uncompressed Audio 
Channels, Dolby TrueHD, DTS-HD.

 ● 3D Pass-Through.
 ● System Range - Up to 90m (295ft) at 1080i, or up to 30m (98ft) at 1080p on 
shielded BC-DGKat524 cable. Up to 90m (295ft) at 1080i, or up to 70m (230ft) 
at 1080p on shielded BC-DGKat623 cable. Up to 100m (330ft) at 1080i or up 
to 90m (295ft) at 1080p on shielded BC-DGKat7a23 cable.

 ● Cable - For optimum range and performance, use Kramer's BC-DGKat524,  
BC-DGKat623 or BC-DGKat7a23 cables. Note that the transmission range 
depends on the signal resolution, graphics card and display used. The distance 
using non-Kramer CAT 5, CAT 6, and CAT 7 cables may not reach these ranges.

 ● EDID PassThru - Passes EDID signals from source to display.
 ● Active Indication Reporting - Status LED lights red when receiving power only, 
orange when output and power are attached, and yellow when both an active 
input and output are attached.

 ● Power Connect™ System - A single connection to the transmitter powers the receiver.
 ● Modular Expandability - Accommodates two single or one dual Kramer wall plate 
inserts (covered with blank inserts).

 ● Note - Suitable for mounting into Ackermann (GB) or Bettermann (DE) flush floor 
service units that accept GB2 and GB3 size boxes.

FEATURES

 ● HDTV Compatible.

 ● Max. Resolution - UXGA/1080p.

 ● EDID Programmable from FC-200.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 50m (150ft) of 
each other.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such as CAT 5.

 ● Twisted Pair Connector - 8-pin terminal block.

 ● Modular Expandability - Includes room for two single or one dual Kramer 
wall plate inserts (covered with blank inserts).

 ● Note - Suitable for mounting into Ackermann or Bettermann flush floor 
service units.
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Single−Slot Wall Plate Frame For FLA−10 Mounting Structure

FLA‑1F

The FLA-1F is a single-slot insert frame for mounting one single-slot wall 
plate insert into a FLA-10 mounting structure.

FEATURES

 ● Insert Capacity - 1 single-slot wall plate insert.

Dual−Slot Wall Plate Frame For FLA−10 Frame Mounting Structure

FLA‑2F

The FLA-2F is a dual-slot insert frame for mounting two single-slot or one 
double-slot wall plate inserts into a FLA-10 mounting structure.

FEATURES

 ● Insert Capacity - 2 single-slot or 1 double-slot wall plate inserts.

Wall Plate Insert Mounting Frame for OBO Bettermann Floor Boxes

FLA‑10

The FLA-10 is a mounting structure that fits into an OBO Bettermann 
GB3 Flush Floor Service Unit. The unit includes two FLA-2 (dual insert) 
and one FLA-1F (single insert) modules, but can hold up to 5 modules.

FEATURES

 ● Inserts Included - 2 FLA-2 (dual insert) and 1 FLA-1F (single insert) modules.

 ● Insert Capacity - Up to 5 modules.

Wall Plate Insert Mounting Frame for GB2 OBO Bettermann Floor Boxes

FLA‑12

The FLA-12 is a frame for mounting up to 2 double-slot or 4 single-slot 
wall plate inserts into an OBO Bettermann GB2 floor box.

FEATURES

 ● Insert Capacity - Up to 2 double-slot or 4 single-slot wall plate inserts.

Wall Plate Insert Mounting Frame for GB3 OBO Bettermann Floor Boxes

FLA‑13

The FLA-13 is a frame for mounting up to 2 double-slot or 5 single-slot 
wall plate inserts into an OBO Bettermann GB3 floor box.

FEATURES

 ● Insert Capacity - Up to 2 double-slot or 5 single-slot wall plate inserts.
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Active Wall Plate Insert − Computer Graphics Video Line Transmitter

F‑110

The F-110 is a wall plate insert transmitter for computer graphics 
video signals with resolutions up to and exceeding UXGA. It converts a 
computer graphics video signal into a twisted pair signal that it transmits 
to a TP-120 twisted pair receiver (or other compatible Kramer receiver).

FEATURES

 ● Max. Resolution - UXGA.

 ● Power Connect™ System - A single connection to the transmitter or the 
receiver powers both units when the devices are within 150ft (50m) of 
each other. All the system units must have the Power Connect system to 
use this feature.

 ● Front Panel Connection - 15-pin HD (F) input.

 ● Rear Panel Connection - Terminal block.

 ● Sync Polarity Settings - H & V switches for improved display compatibility 
with the twisted pair outputs.

 ● System Range - Up to 100m (320ft).

 ● Cable - UTP (unshielded twisted pair) or STP (shielded twisted pair) such 
as CAT 5.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − 15−pin HD (F/F)

WX‑2F

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F).

 ● Rear Panel Connections - 15-pin HD (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 15−pin HD (M/M)

WX‑2M

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (M).

 ● Rear Panel Connections - 15-pin HD (M).

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − 15−pin HD (F/M)

WX‑FM

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F).

 ● Rear Panel Connections - 15-pin HD (M).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 15−pin HD (M/F)

WX‑MF

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (M).

 ● Rear Panel Connections - 15-pin HD (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 15−pin HD to 5 BNC Breakout

WX‑F5B

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F).

 ● Rear Panel Connections - 5 BNC (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 15−pin HD (F) to Terminal Block

WX‑1N

Computer Graphics Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F).

 ● Rear Panel Connections - 6-pole & 2-pole terminal block.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio

WXA‑2P

Computer Graphics Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F) & 3.5mm (F).

 ● Rear Panel Connections - 15-pin HD (F) & 3.5mm (F).

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − 15−pin HD & 3.5mm Stereo Audio to Terminal Block

WXA‑2

Computer Graphics Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 15-pin HD (F) & 3.5mm (F).

 ● Rear Panel Connections - 3-pin & 8-pin terminal blocks.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − BNC & RCA

WBR

Dual Composite Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - BNC (F) & RCA (F).

 ● Rear Panel Connections - BNC (F) & RCA (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Dual RCA
WRR

Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 2 RCA (F).

 ● Rear Panel Connections - 2 RCA (F).

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − Dual RCA
WA‑2N

Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 2 RCA (F).

 ● Rear Panel Connections - 4-pole terminal block.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 3 RCA
WAV‑3

Audio & Video Wall plate Insert

FEATURES

 ● Front Panel Connections - 3 RCA (F).

 ● Rear Panel Connections - 3 RCA (F).

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − RCA & RJ−45
WR45

Composite Video & Ethernet Wall Plate Insert

FEATURES

 ● Front Panel Connections - RCA (F) & RJ-45.

 ● Rear Panel Connections - RCA (F) & RJ-45.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 3 RCA
WHC‑3

Component Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 3 RCA (F).

 ● Rear Panel Connections - 3 RCA (F).

 ● Wall Plate Insert - Dual slot.
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Wall Plate Insert − s−Video

W‑S1

s-Video Wall Plate Insert

FEATURES

 ● Front Connections - 4-pin mini DIN (F).

 ● Rear Panel Connections - 4-pin mini DIN (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − s−Video & Dual RCA

WAS‑3P

s-Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 4-pin (F) s-Video and 2 RCA (F).

 ● Rear Panel Connections - 4-pin (F) s-Video and 2 RCA (F).

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − s−Video & Dual RCA

WAS‑3

s-Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 4-pin mini DIN (F) & 2 RCA (F).

 ● Rear Panel Connections - 3-pole & 4-pole terminal blocks.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − s−Video & 3 RCA to Terminal Block

WAS‑4

Composite Video, s-Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 4-pin mini DIN (F) & 3 RCA (F).

 ● Rear Panel Connections - Two 4-pin terminal blocks.

 ● Wall Plate Insert - Dual slot.

HDMI Wall Plate Insert

W‑H

HDMI Wall Plate Insert

FEATURES

 ● Front Panel Connections - HDMI (F).

 ● Rear Panel Connections - HDMI cable (F).

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − DVI

W‑DVI

DVI-I Wall Plate Insert

FEATURES

 ● Front Panel Connections - DVI-I (F).

 ● Rear Panel Connections - DVI-I cable (F).

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − DVI & 3.5mm Stereo Audio

W‑DVIA

DVI-I & S/PDIF Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - DVI-I (F) & 3.5mm (F) connectors.

 ● Rear Panel Connections - DVI-I cable (F) & 3.5mm cable (F).

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − DisplayPort

W‑DP

Wall Plate Insert - DisplayPort.

FEATURES

 ● Front Panel Connection - DisplayPort (F).

 ● Rear Panel Connection - DisplayPort cable (F).

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − F Connector

W‑1F

"F" Connector Wall Plate Insert

FEATURES

 ● Front Panel Connection - F connector (F).

 ● Rear Panel Connection - F connector (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 3.5mm Stereo Audio

WA‑1PN

Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connection - 3.5mm (F).

 ● Rear Panel Connection - 3.5mm (F) on a 12cm (4.7") cable.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 3.5mm Stereo Audio to Terminal Block

WA‑1H

Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connection - 3.5mm (F).

 ● Rear Panel Connections - 3-pole terminal block.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − Dual 3.5mm Stereo Audio to Terminal Block

WA‑3N

Dual Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 2 3.5mm (F).

 ● Rear Panel Connections - 6-pole terminal block.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 3.5mm Stereo Audio & RJ−45

WA‑45

3.5mm & RJ-45 Pass-Through Wall Plate Insert

FEATURES

 ● Front Connections - 3.5mm (F), RJ-45.

 ● Rear Connections - 3.5mm cable (F), RJ-45.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − BNC & 3.5mm Stereo Audio to Terminal Block

WAV‑1N

Stereo Audio & Composite Video Wall Plate Insert

FEATURES

 ● Front Panel Connections - 3.5mm (F) & BNC (F).

 ● Rear Panel Connections - 2 3-pole terminal blocks.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − RCA & 3.5mm Stereo Audio

WAV‑1RP

Composite Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 3.5mm (F) & RCA (F).

 ● Rear Panel Connections - 3.5mm (F) & RCA (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − RCA & 3.5mm  Stereo Audio to Terminal Block

WAV‑1R

Composite Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - RCA (F) & 3.5mm (F) connectors.

 ● Rear Panel Connections - 3-pole and 2-pole terminal blocks.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − s−Video & 3.5mm Stereo Audio to Terminal Block

WAS‑1N

s-Video & Stereo Audio Wall Plate Insert

FEATURES

 ● Front Panel Connections - 4-pin mini DIN (F) & 3.5mm (F).

 ● Rear Panel Connections - 2 3-pole terminal blocks.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − XLR (F)

WA‑1XLF

XLR Wall Plate Insert

FEATURES

 ● Front Panel Connection - XLR 3-pin (F).

 ● Rear Panel Connections - Solder cups.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − XLR (M)

WA‑1XLM

XLR Audio Wall Plate Insert

FEATURES

 ● Front Panel Connection - XLR 3-pin (M).

 ● Rear Panel Connections - Solder cups.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − Loudspeaker

WSP‑1

Loudspeaker Wall Plate Insert

FEATURES

 ● Front Panel Connections - 4-pole with clips.

 ● Rear Panel Connections - 4-pin terminal block.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Volume Control & On/Off Switch

W‑LM

The W-LM is a remote volume and mute control insert for frames, 
TBUSes or floor boxes. The unit remotely controls the volume of any 
Kramer power amplifier or preamplifier that has a remote volume control 
port, such as the 908 and 912.

FEATURES

 ● Controls - Combined volume control and push-ON/push-OFF switch.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − 9−pin D−sub (F/F)

WD‑2F

Serial Control Wall Plate Insert

FEATURES

 ● Front Panel Connections - 9-pin D-sub (F).

 ● Rear Panel Connections - 9-pin D-sub (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 9−pin D−sub (M/M)

WD‑2M

Serial Control Wall Plate Insert

FEATURES

 ● Front Panel Connections - 9-pin D-sub (M).

 ● Rear Panel Connections - 9-pin D-sub (M).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 9−pin D−sub (F/M)

WD‑FM

Serial Control Wall Plate Insert

FEATURES

 ● Front Panel Connections - 9-pin D-sub (F).

 ● Rear Panel Connections - 9-pin D-sub (M).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 9−pin D−sub (M/F)

WD‑MF

Serial Control Wall Plate Insert

FEATURES

 ● Front Panel Connections - 9-pin D-sub (M).

 ● Rear Panel Connections - 9-pin D-sub (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 9−pin D−sub (F) to Terminal Block

W‑COM1

Serial Control Wall Plate Insert

FEATURES

 ● Front Panel Connections - 9-pin D-sub (F).

 ● Rear Panel Connections - 5-pole terminal block.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − USB (A/B)
WU‑AB

USB Wall Plate Insert

FEATURES

 ● Front Panel Connection - USB-A (F).

 ● Rear Panel Connection - USB-B cable (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − USB (A/A)
WU‑AA

USB Wall Plate Insert

FEATURES

 ● Front Panel Connection - USB-A (F).

 ● Rear Panel Connection - USB-A cable (F).

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − USB (B/A)
WU‑BA

USB Wall Plate Insert

FEATURES

 ● Front Panel Connection - USB-B (F).

 ● Rear Panel Connection - USB-A cable (F).

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − Dual RJ−45

W4545

Dual Ethernet Wall Plate Insert

FEATURES

 ● Front Panel Connections - 2 RJ-45.
 ● Rear Panel Connections - 2 RJ-45.
 ● Wall Plate Insert - Single slot.

Wall Plate Insert − RJ−45 & RJ−11

W1145

Ethernet & Telephone Wall Plate Insert

FEATURES

 ● Front Panel Connections - RJ-11 & RJ-45.
 ● Rear Panel Connections - RJ-11 & RJ-45.
 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Cable Pass−Through

WCP

Cable Pass-Through Wall Plate Insert

FEATURES

 ● Pass-Through - Accommodates cables up to 12.5mm in diameter.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Dual Cable Pass−Through

WCP‑2

Dual Cable Pass-Through Wall Plate Insert.

FEATURES

 ● Pass-Through - Accommodates cables up to 9.5mm in diameter.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Two-Sized Cable Pass−Through

WCP‑21

Two-Sized Cable Pass-Through Wall Plate Insert

FEATURES

 ● Pass-Through - Large pass-through accommodates a cable up to 12.5mm in 
diameter, small pass-through accommodates a cable up to 9mm in diameter.

 ● Wall Plate Insert - Single slot.
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Wall Plate Insert − Blank Slot Cover Plate

W‑BLANK

Wall Plate Insert Slot

FEATURES

 ● Blank Cover Plate - For unused wall plate insert slot.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Double Blank Slot Cover Plate

W‑2BLANK

Wall Plate Insert Slot

FEATURES

 ● Blank Cover Plate - For 2 unused wall plate insert slots.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − 1−Button Contact Closure Switch

RC‑10TB

The RC-10TB is a remote one-button contact closure switch, ideal for remote 
control in boardrooms and conference rooms. It can be used with the  
SID-X1N step-in commander or any other Kramer product with contact 
closure control.

FEATURES

 ● Contact Closure Button - Remotely takes control of the input of a machine 
via its remote contact closure terminal blocks.

 ● Companion Product for Step-In Commanders.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 1−Button Contact Closure Switch

RC‑11TB

The RC-11TB is a remote 1-button momentary contact closure switch 
ideal for remote control in boardrooms and conference rooms. It is a 
single slot wall plate insert that can be used with the SID-X1N step-in 
commander or any other Kramer product with contact closure control.

FEATURES

 ● Contact Closure Button - Remotely takes control of the input of a machine 
via its remote contact closure terminal blocks. Larger button than the 
RC-10TB.

 ● Companion Product for Step-In Commanders.

 ● Wall Plate Insert - Single slot.
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NEW

Wall Plate Insert − 2−Button Contact Closure Switch

RC‑20TB

The RC-20TB is a two-button remote contact closure switcher. The wall 
plate insert can be used with the VP-81SIDN step-in switcher or any other 
Kramer product with momentary contact closure control.

FEATURES

 ● Two-Button Faceplate - 2 momentary buttons.

 ● Output Connectors - Terminal block.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − Dual USB Charger

W‑2UC

Dual USB Charger Insert

FEATURES

 ● Two 5V DC USB Power Outlets - Provide up to 20W/4A of total power 
(shared between the two connectors) for charging mobile devices such as 
smartphones and tablets.

 ● Front Panel Connections - 2 USB-A connectors.

 ● Rear Panel Connection - 1 2-pole terminal block for 5V DC.

 ● Wall Plate Insert - Dual slot.

Wall Plate Insert − 2−Button Contact Closure Switch

RC‑21TB

The RC-21TB is a remote 2-button momentary contact closure switch. 
The wall plate insert can be used with the VP-81SIDN step-in switcher or 
any other Kramer product with momentary contact closure control.

FEATURES

 ● Two-Button Faceplate - 2 illuminated momentary buttons.

 ● Output Connectors - Terminal block.

 ● Wall Plate Insert - Single slot.

Wall Plate Insert − 5V or 12V DC Passive Distributor

W‑5PS

The W-5PS is a five output DC distributor for 5V or 12V Kramer products. 
The unit is ideal for powering up to five active units in a floor box.

FEATURES

 ● Input - 1 5V/12V DC on a 2-pin terminal block.

 ● Outputs - 5 5V/12V DC on 2-pin terminal blocks.

 ● Indicator - Power LED.

 ● Wall Plate Insert - Dual slot.
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Kramer offers a wide variety of unique “solution” products for today’s AV professional. We are constantly 
designing new products to meet niche needs for our customers in the Pro AV and broadcast markets.

Kramer offers a complete line of professional rack adapters for your desktop and world-famous Kramer TOOLS™ 
products. When you need a simple solution for a professional application, Kramer has what you need and the 
adapter to fit it into your system.

GROUP 10
MOUNTING & RACK ADAPTERS





KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

10.1

M
O

U
N

T
IN

G
 &

 R
A

C
K

 A
D

A
P

T
E

R
S

 

M O U N T I N G  &  R A C K  A D A P T E R S 

MOUNTING & RACK ADAPTERS
MODEL DESCRIPTION PAGE

RACK ADAPTERS

10.1   DESK TOP

RK-1 19-Inch Rack Adapter for Selected Desktop & MultiTOOLS® 10.3

RK-13 19-Inch Rack Adapter for Selected Desktop Models 10.3

RK-1UTB Under the Table Rack Enclosure For Desktop & Insert Size Models 10.9

RK-1UTB/T Under the Table Rack Enclosure for Desktop & TOOLS Size Models 10.9

RK-4X 19-Inch Rack Adapter for Selected Desktop Models 10.3

RK-551 19−Inch Rack Adapter for the SV−551 & SV−552 3.15

RK-701xl 19-Inch Rack Adapter for VP−701xl 10.3

RK-81 19-Inch Rack Adapter for Selected Desktop Models 10.4

RK-81X 19-Inch Rack Adapter for Selected Desktop Models 10.4

RK-MEDN 19-Inch Rack Adapter for Selected Desktop Models 10.4

RK-SM 19-Inch Rack Adapter for Selected Desktop Models 10.4

10.2   TOOLS & DIGITOOLS®

RK-1T2PT 19-Inch Rack Adapter for TOOLS™ & Pico TOOLS™ 10.6

RK-2T1PT 19-Inch Rack Adapter for TOOLS™ & Pico TOOLS™ 10.6

RK-3T 19-Inch Rack Adapter for TOOLS™ 10.5

RK-6T 19-Inch Rack Adapter for TOOLS™ 10.5

RK-9T 19-Inch Rack Adapter for TOOLS™ 10.5

RK-T2SB 19-Inch Rack Adapter for TOOLS™ & MegaTOOLS™ 10.7

10.3   MULTITOOLS™

RK-1 19-Inch Rack Adapter for Selected Desktop & MultiTOOLS® 10.3

RK-1UTB Under the Table Rack Enclosure For Desktop & Insert Size Models 10.9

10.4   PICO TOOLS™

RK-1T2PT 19-Inch Rack Adapter for TOOLS™ & Pico TOOLS™ 10.6

RK-2T1PT 19-Inch Rack Adapter for TOOLS™ & Pico TOOLS™ 10.6

RK-4PT 19-Inch Rack Adapter for Pico TOOLS™ 10.6

10.5   L ARGE TOOLS

RK-3TR 19-Inch Rack Adapter for Oversize TOOLS 10.7

RK-T2B 19-Inch Rack Adapter for MegaTOOLS™ 10.7

RK-T2SB 19-Inch Rack Adapter for TOOLS™ & MegaTOOLS™ 10.7

10.6   WALL PL ATES & INSERTS

FRAME-1G Frame for Wall Plate Inserts − 1 Gang 9.35

FRAME-2G Frame for Wall Plate Inserts − 2 Gang 9.35

RK-121WP 19-Inch Rack Adapter for Dual 2−Gang European Wall Plates 10.8

RK-2WP 19-Inch Rack Adapter for Single 2−Gang European Wall Plate 10.8

RK-WP16 19-Inch Rack Adapter for Single & Double Wall Plate Inserts 10.8

RK-WP6 19-Inch Rack Adapter for Single Wall Plate Inserts 10.8

WP-3TB Wall Plate Frame 9.35
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M O U N T I N G  &  R A C K  A D A P T E R S 

MODEL DESCRIPTION INPUT OUTPUT SIZE AUDIO PAGE

ACCESSORIES

10.7   UNDER TABLE MOUNTING BRACKETS

RK-19 19-Inch Under the Table Brackets N/A N/A 19” (1U) N/A 10.9

RK-1UTB Under the Table Rack Enclosure For Desktop & Insert Size Models 2 110V AC
2 Insert Slots

N/A 19” (1U) N/A 10.9

RK-1UTB/T Under the Table Rack Enclosure for Desktop & TOOLS Size Models 2 110V AC
1 TOOLS Slot

N/A 19” (1U) N/A 10.9

10.8   PROJECTOR CEILING MOUNT ACCESSORIES

MTH-1 VESA Adapter Plate N/A N/A Misc N/A 10.10

MTH-2 VESA Adapter Brackets N/A N/A Misc N/A 10.10

MTH-3 VESA Adapter Bracket N/A N/A Misc N/A 10.10

MT-P6P 6-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

MT-P9P 9-Inch Projector Mounting Pole N/A N/A Misc N/A 3.15

PTH-1 Projector Column Mounting Bracket for Kramer TOOLS™/Kramer 
PicoTOOLS™

N/A N/A Misc N/A 10.11

PTH-1 Long Wing Long Wing for PTH-1 Mounting Bracket N/A N/A Misc N/A 10.11

PTH-1 Second Wing Second Wing for PTH-1 Mounting Bracket N/A N/A Misc N/A 10.11

SV-1 SV-551/SV-552 Pole Mounting Kit N/A N/A Misc N/A 3.15
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RK‑1

19-inch rack adapter for mounting multiple desktop and/or 
MultiTOOLS® models into a 1U rack space.

RK‑4X

19-inch rack adapter for mounting 2 desktop models into a 2U 
rack space.

RK‑13

19-inch rack adapter for mounting 3 one-third size desktop 
models into a 1U rack space.

RK‑701xl

19-inch rack adapter for mounting a VP-701 into a 1U rack 
space.
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RK‑MEDN

19-inch rack adapter for mounting 1 desktop model into a 1U 
rack space.

RK‑SM

19-inch rack adapter for mounting 3 desktop models into a 2U 
rack space.

RK‑81X

19-inch rack adapter for mounting 1 desktop model into a 1U 
rack space.

RK‑81

19-inch rack adapter for mounting 2 desktop models into a 1U 
rack space.
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MOUNT ING  &  RACK  ADAPTERS   RACK  ADAPTERS   TOOLS  &  D IG I TOOLS ®

RK‑3T

19-inch rack adapter for mounting 3 Kramer TOOLS™ into a 
1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-3T are also 
compatible with racks: RK-6T, RK-9T, RK-1T2PT, RK-2T1PT 
& RK-T2SB.

RK‑6T

19-inch rack adapter for mounting 6 Kramer TOOLS™ into a 
2U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-6T are also 
compatible with racks: RK-3T, RK-9T, RK-1T2PT, RK-2T1PT 
& RK-T2SB.

RK‑9T

19-inch rack adapter for mounting 9 Kramer TOOLS™ into a 
3U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-9T are also 
compatible with racks: RK-3T, RK-6T, RK-1T2PT, RK-2T1PT 
& RK-T2SB.
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MOUNT ING  &  R A C K  A D A P T E R S   R A C K  A D A P T E R S   P I C O  T O O L S

RK‑2T1PT

19-inch rack adapter for mounting 2 Kramer TOOLS™ and 1 
Kramer Pico TOOLS™ into a 1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-2T1PT are also 
compatible with racks: RK-4PT & K-1T2PT (Pico TOOLS); RK-3T, 
RK-6T, RK-9T, RK-1T2PT & RK-T2SB (TOOLS).

RK‑1T2PT

19-inch rack adapter for mounting 1 Kramer TOOLS™ and 2 
Kramer Pico TOOLS™ into a 1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-1T2PT are also 
compatible with racks: RK-4PT & RK-2T1PT (Pico TOOLS); 
RK-3T, RK-6T, RK-9T, RK-2T1PT & RK-T2SB (TOOLS).

RK‑4PT

19-inch rack adapter for mounting 4 Kramer Pico TOOLS™ into 
a 1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-4PT are also 
compatible with racks: RK-1T2PT & RK-2T1PT.
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M O U N T I N G  &  R A C K  A D A P T E R S   R A C K  A D A P T E R S   M E G A  T O O L S

RK‑T2SB

19-inch rack adapter for mounting 1 Kramer MegaTOOLS™ 
and 1 standard size Kramer TOOLS into a 1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-T2SB are also 
compatible with racks: RK-T2B (MegaTOOLS); RK-3, RK-6T, 
RK-9T, RK-1T2PT, RK-2T1PT (TOOLS).

RK‑3TR

19-inch rack adapter for mounting 3 oversize Kramer TOOLS™ 
into a 1U rack space.

RK‑T2B

19-inch rack adapter for mounting 2 Kramer MegaTOOLS™ 
into a 1U rack space.

FEATURES

 ● Compatibility - Models compatible with the RK-T2B are also 
compatible with racks: RK-T2SB.
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MOUNT ING  & RACK ADAPTERS  RACK ADAPTERS  WALL PLATES & INSERTS

RK‑2WP

19-inch rack adapter for mounting 1 European 2 gang wall 
plate in a 19" 2U rack space.

RK‑WP16

19-inch rack adapter for wall plate 
inserts with 8 double slots that can 
hold 16 single or 8 double slot inserts 
in a 2U rack space.

RK‑WP6

19-inch rack adapter for mounting 6 
single slot wall plate inserts into a 1U 
rack space.

RK‑121WP

19-inch rack adapter for mounting 2 European 1 gang and  
1 European 2 gang wall plates in a 2U rack space.
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MOUNTING & RACK ADAPTERS  ACCESSORIES  UNDER TABLE MOUNTING BRACKETS

RK‑1UTB

The RK-1UTB is an under the table enclosure that easily installs 
underneath a wooden table or podium top. It holds Desktop 
models totaling 1/2 19" 1U and two single slot wall plate 
inserts.

RK‑19

The RK-19 is two brackets that mount all types of Kramer  
19-inch 1U machines underneath wooden tables or podiums.

RK‑1UTB/T

The RK-1UTB/T is an under the table enclosure that easily 
installs underneath a wooden table or podium top. It holds 
Desktop models totaling 1/2 19" 1U and one Kramer TOOL.
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MOUNT ING  & RACK ADAP TERS  AC C ES SOR I ES   PROJEC TOR C E IL ING MOUNT

MTH‑2

The MTH-2 VESA Adapter Brackets are for mounting Kramer 
TOOLS™, Pico TOOLS® and MegaTOOLS® on the rear panel of 
large displays.

MTH‑3

The MTH-3 VESA Adapter Bracket is for mounting Kramer 
TOOLS™, Pico TOOLS® and MegaTOOLS® on the rear panel 
of large displays.

MTH‑1

The MTH-1 is a VESA adapter plate for mounting Kramer 
TOOLS™, Pico TOOLS® and MegaTOOLS® on the rear panel 
of large displays. The MTH-1 consists of a range of VESA 
standard hole patterns that match the rear side of various TV 
sets.
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MOUNT ING  & RACK ADAP TERS  AC C ES SOR I ES   PROJEC TOR C E IL ING MOUNT

PTH‑1

The PTH-1 is a projector column bracket used for mounting 
Kramer TOOLS™ and Kramer PicoTOOLS™ around a projector 
column (of 1" to 2" in diameter). The PTH-1 can be installed on 
the column in the horizontal or vertical position.

FEATURES

 ● Mounts Up to 2 Wings.

 ● Horizontal or Vertical Mounting.

 ● Optional Wing Kits - Kramer MegaTOOLS™ and 1/3U extrusion 
units; Kramer TOOLS™, Kramer PicoTOOLS™, 1/8U extrusion 
and 1/4U extrusion units.

PTH‑1 Second Wing

Optional metal wing for mounting Kramer TOOLS™, Kramer 
Pico TOOLS™, 1/8U extrusion and 1/4U extrusion units on 
the PTH-1 column mount.

PTH‑1 Long Wing

Optional metal wing for mounting Kramer Mega TOOLS™ and 
1/3U extrusion units on the PTH-1 column mount.
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Sierra Video’s superior quality video and audio equipment can be found in Pro AV and broadcast installations 
worldwide in a variety of vertical markets, e.g., command and control, emergency services, sports, presentation, 
post-production, and education.

Sierra Video offers a broad range of fully-featured routing switchers, MultiViewers and control products for 
both analog and digital applications. Sierra Video and Kramer products are used together to provide powerful 
integrated solutions for our customers.
 

GROUP 11
SIERRA VIDEO
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S I E R R A   V I D E O   P R O D U C T S

SIERRA VIDEO PRODUCTS
MODEL DESCRIPTION PAGE

11.1   LASSEN

Lassen XL™ & Lassen HD™ Series Routing Switchers 16x16 & 32x32 Overview 11.2

Lassen XL™ 16 Series Video Routing Switchers 16x16 Composite Video Routing Switchers with Balanced Stereo Audio 11.3

Lassen XL™ 32 Series Video Routing Switchers 32x32 Composite Video Routing Switchers with Balanced Stereo Audio 11.4

Lassen HD™ 16 Series Video Routing Switchers 16x16 HD-SDI (1.5G) Routing Switchers with Analog or Digital Audio 11.5

Lassen HD™ 32 Series Video Routing Switchers 32x32 HD-SDI (1.5G) Routing Switchers with Analog or Digital Audio 11.6

Lassen XL™ 16 & 32 Series Audio Routing Switchers 16x16 & 32x32 Analog & Digital Audio only Routing Switchers 11.7

11.2   VIPER

Viper Composite Video Routing Switchers 8x8 & 64x64 Modular Composite Video Routing Switchers 11.10

11.3   YOSEMITE

Yosemite Composite Video Routing Switchers 32x96 to 128x128 Modular Composite Video Routing Switchers 11.12

Yosemite Analog Audio Series Routing Switchers 32x32 to 128x128 Modular Analog Audio Routing Switchers 11.14

11.4   ALTA PRO

Alta Pro™ Series Video Routing Switchers 8x4, 8x8, 12x4 & 12x8 Overview 11.16

Alta Pro™ Routing Switchers 8x4, 8x8, 12x4 & 12x8 RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio 11.17

11.5   SIERRA PRO XL

Sierra Pro™ XL Series Routing Switchers 8x16, 16x8, 16x16,16x32, 32x16, 32x32 Overview 11.19

Sierra Pro™ XL 16 Series Video Routing Switchers 8x16, 16x8 & 16x16 RGBHV & RGB/YUV Routing Switchers with Balanced Stereo 
Audio 

11.20

Sierra Pro™ XL 32 Series Video Routing Switchers 16x32, 32x16 & 32x32 RGBHV & RGB/YUV Routing Switchers 11.21

Sierra Pro™ XL 16 and 32 Series Front Control Panels Sierra Pro™ XL Front Control Panel Overview 11.22

Sierra Pro™ XL 32 Series Audio Routing Switchers 16x32, 32x16 & 32x32 Companion Balanced Stereo Audio Routing Switchers 11.23

Sierra Pro™ 64 XL Series Video Routing Switchers 32x48 to 64x64 Overview 11.25

Sierra Pro™ 64 XL Series Video Routing Switchers RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio 11.26

11.6   ASPEN

Aspen 3G HD-SDI Routing Switchers 16x16, 32x32 & 72x72 3G HD-SDI Routing Switchers 11.28

Aspen Remote Control Panels 16x16, 32x32 & 72x72 Ethernet XY Remote Control Panels for Aspen Routers 11.29

11.7   PONDEROSA

Ponderosa 3G HD-SDI Routing Switchers 8x8 to 128x128 Modular 3G HD-SDI Routing Switchers 11.31

11.8   SIERRAVIEW™

SierraView™ SVG MultiViewer 4-20 HDMI/HD-SDI input Pro-Centric Modular MultiViewer 11.33

SierraView™ SMP-xx and MV-xx MultiViewer Family SMP-xx amd MV-xx Broadcast-Centric Family Overview    11.34

SierraView™ SMP-xx MultiViewer Family 4-16 HDMI/HD-SDI input Broadcast-Centric Modular MultiViewer 11.35

SierraView™ MV-xx MultiViewer Family 4-64 HDMI/HD-SDI input Broadcast-Centric Modular MultiViewer 11.36

11.9   CONTROL SOFTWARE

TyLinx Pro Router Control Software 11.39

MediaNAV™ Advanced Browser-Based Control and Configuration Software and Mediator-EC 
Controller

11.42

11.10   HARDWARE CONTROL PANELS

Sierra Programmable Control Panels 11.43

Sierra Single Bus & XY Control Panels 11.45

11.11   MEDIA PROCESSING 

SP-14 Broadcast-Grade Frame Rate and Standards Converter with Motion Estimation and 
Motion Compensation

11.46
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S I E R R A  V I D E O  P R O D U C T S   L A S S E N

Lassen XL™ & Lassen HD™ Series Routing Switchers 
16x16 & 32x32 Composite or 1.5G HD‑SDI Video and Audio Routing Switchers. 

 

The Lassen Series is comprised of three fully-featured, routing switcher families: 

Lassen XL™ Analog Video for Composite Video with/without Analog Audio routing 

Lassen XL™ Audio for Analog and Digital Audio only routing

Lassen HD™ Digital Video for 1.5G HD-SDI Video with/without Digital, or Analog, audio routing. The HD-SDI models are backwards 
compatible with SDI signals.

LASSEN XL™ ANALOG (COMPOSITE) VIDEO FEATURES

 ● Bandwidth - 100MHz (-3dB) fully loaded.

 ● Very Low Crosstalk - -80@1MHz, -47dB @100MHz.

 ● Qwik Adjust Knob™ Rotary Control Interface - This user-intuitive knob along with the 80 character LCD display provides 
quick and convenient setup, adjustment and signal switching.

 ● Genlock Input - Looping sync input for vertical interval switching.

LASSEN HD™ 1.5G HD-SDI VIDEO FEATURES

 ● Backwards Compatible with SDI Signals.

 ● Maximum Data Rates - 1.485Gbps single link, 2.97Gbps dual link. 

 ● Standards - SMPTE 372M, SMPTE 310M, SMPTE 259M, SMPTE 344M, SMPTE 292M, DVB-ASI.

 ● Jitter - <0.2UI.

ANALOG AUDIO FEATURES

 ● Audio Type - Balanced or un-balanced on terminal blocks.

 ● Input (Level) Adjustment Capability - (-8dB to +20.5dB) Each input can be adjusted independently via RS-232, front panel, 
or TyLinx Pro software.

 ● Output (Volume) Adjustment Capability - (Mute, -59.5dB to +15dB) Each output can be adjusted independently via 
RS-232, front panel, or TyLinx Pro.

 ● No Zipper Effect - Lassen routing switchers use zero-crossover chip technology that eliminates the annoying “zipper 
sound effect” associated with digital volume controls.

 ● Crosstalk - 80dB @1kHz, 70dB @20kHz.

 ● S/N Ratio (20Hz to 20kHz) - >90dB.

DIGITAL AUDIO FEATURES

 ● Standards - Balanced AES/EBU on terminal blocks.

 ● Jitter - +/- 20ns.

OTHER FEATURES

 ● Front Panel - Local front panel control with 80 character LCD readout.

 ● RS-232/RS-422.

 ● RS-485 - For optional remote control panels.

 ● Supports TCP/IP Protocol - Rear panel RJ-45 connector.

 ● WEB Browser Control.

 ● Tylinx Pro Router Control Software - Free download.

 ● MediaNAV™ Network-Enabled Router Control Software via 1RU Mediator - Optional.

 ● Redundant Power Supplies - Optional on 32x32 models.

 ● UL and CE Approvals.

 ● Optional Control Panels - Programmable, single bus and XY.

WARRANTY - 7 years.
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Lassen XL™ 16 Series Routing Switchers
16x16 Composite Video Routing Switchers with Balanced Stereo Audio

The Lassen XL 16 Series are high performance routing switchers for composite video signals. These units feature a compact 2U 
(3.5”) frame and can be ordered with, or without, balanced stereo audio.  Sierra Routers are true matrix switchers and therefore 
can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be 
connected to a single input.

Lassen XL 1616 Series
16 X 16 CONFIGURATIONS WITH 100MHZ (-3dB) VIDEO BANDWIDTH

OPTIONAL CONFIGURATIONS:

1616V-XL 16x16 Composite Video.
16x16 Composite Video with Stereo Audio.1616VS-XL 

Lassen 1616VS-XL (2RU)
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Lassen XL™ 32 Series Video Routing Switchers 
32x32 Composite Video Routing Switchers with Balanced Stereo Audio 

The Lassen XL 32 Series are high performance routing switchers for composite video signals. These units feature a compact 3RU 
(5.25”) frame and can be ordered with, or without, balanced stereo audio. Sierra Routers are true matrix switchers and therefore 
can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be 
connected to a single input.

Lassen XL 3232 Series
32 X 32 CONFIGURATIONS WITH 100MHZ (-3dB) VIDEO BANDWIDTH

OPTIONAL CONFIGURATIONS:

3232V-XL 32x32 Composite Video.

3232VS-XL 32x32 Composite Video and Stereo Audio.

A redundant power supply is optional on all 3232 series. Add “R” to the model number.The frame size increases to 4RU (7”) when the 
redundant power supply is added.

Lassen XL 3232VS-XL (3RU)
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Lassen HD™ 16 Series Video Routing Switchers 
16x16 HD‑SDI (1.5G) Routing Switchers with Analog or Digital Audio 

The Lassen 16 Series are high performance routing switchers for 1.5G HD-SDI (SMPTE 292M single link SMPTE 372M dual 
link) video signals. These units feature a compact 2RU (3.5”) frame and can be ordered with, or without, analog or digital audio. 
Sierra Routers are true matrix switchers and therefore can switch any of the inputs to any of the outputs. Any input can be 
connected to any or all outputs.  Each output can only be connected to a single input. HD-SDI models can input SDI and HD-SDI 
simultaneously, but there is no conversion between formats.

Lassen HD 1616 Series
16X16 HD-SDI & AUDIO CONFIGURATIONS UP TO 1.485GBPS SINGLE LINK, 2.97GBPS DUAL LINK 

OPTIONAL CONFIGURATIONS:

1616HD-XL 16x16 HD-SDI and SDI Video.

1616HDS-XL 16x16 HD-SDI and SDI Video with Stereo Audio.

1616HDEE-XL 16x16 HD-SDI and SDI Video with 2 Streams of AES Audio.

Lassen 1616HDEE-XL (2RU)
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Lassen HD™ 32 Series Video Routing Switchers 
32x32 HD‑SDI  (1.5G) Routing Switchers with Analog or Digital Audio 

The Lassen 32 Series are high performance routing switchers for HD-SDI (SMPTE 292M single link, SMPTE 372M dual link) 
video signals. These units feature a compact 3RU (5.25”) frame and can be ordered with or without analog or digital audio. 
Sierra Routers are true matrix switchers and therefore can switch any of the inputs to any of the outputs. Any input can be 
connected to any or all outputs.  Each output can only be connected to a single input. HD-SDI models can input SDI and HD-SDI 
simultaneously, but there is no conversion between formats.

Lassen HD 3232 Series
32X32 HD-SDI & SDI CONFIGURATIONS UP TO 1.485GBPS SINGLE LINK, 2.97GBPS DUAL LINK 

OPTIONAL CONFIGURATIONS:

3232HD-XL 32x32 HD-SDI and SDI Video.

3232HDS-XL 32x32 HD-SDI and SDI Video with Stereo Audio.

3232HDEE-XL 32x32 HD-SDI and SDI Video with 2 Streams of AES Audio.

A redundant power supply is optional on all 3232 series. Add “R” to the model number. The frame size increases to 4RU (7”) when the 
redundant power supply is added.

Lassen 3232HDEE-XL (3RU)
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Lassen XL™ 16 & 32 Series Audio Routing Switchers
16x16 & 32x32 Analog & Digital Audio only Routers

The Lassen XL™ 16 & 32 Series Audio are high performance routing switchers for balanced analog or AES/EBU audio signals. 
These units feature a compact 2RU (3.5”) or 3RU (5.25”) frame. Sierra Routers are true matrix switchers and therefore can switch 
any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be connected to a 
single input.

Lassen XL™ Audio Routing Switchers  
16X16 & 32X32 ANALOG AND DIGITAL AUDIO CONFIGURATIONS 

OPTIONAL CONFIGURATIONS: 

ANALOG

1616S-XL 16x16 Balanced Audio Matrix Switcher. 2RU.

3232S-XL 32x32 Balanced Audio Matrix Switcher. 3RU.

DIGITAL

1616EE-XL 16x16 2 Channels Balanced AES/EBU Matrix Switcher. 2RU.

3232EE-XL 32x32 2 Channels Balanced AES/EBU Matrix Switcher. 3RU.

A redundant power supply is optional on all 3232 series. Add “R” to the model number. The frame size increases to 4RU (7”) when the 
redundant power supply is added.

Lassen XL 3232S-XL (3RU)
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Lassen Performance Specifications

HD-SDI

Data Rates .........................................................................................................................................................1.485Gbps

Data Types ................................................... SMPTE 372M, SMPTE 344M, SMPTE 310M, SMPTE 292M, DVB-ASI, ITU-R BT.601

Jitter ....................................................................................................................................................................... <0.2 UI

INPUT

Video Level ................................................................................................................................................800mVpp +/-10%

Impedance ................................................................................................................................................................... 75Ω

Return Loss .......................................................................................................................................... <-15dB up to 1.5GHz

Cable Equalization Range ...........................................................................................0 - 100m for SMPTE 292M, Belden 8281

0 - 300m for all other standards, Belden 8281

Connector Type............................................................................................................................................................. BNC

OUTPUT

Video Level ................................................................................................................................................800mVpp +/-10%

Impedance ................................................................................................................................................................... 75Ω

Return Loss .......................................................................................................................................... <-15dB up to 1.5GHz

Rise/Fall Times .....................................................................................................................................................<270psec

Connector Type............................................................................................................................................................. BNC

ANALOG COMPOSITE VIDEO

Bandwidth ................................................................................................................................................... >100MHz (-3dB)

Video Gain....................................................................................................................................................................Unity 

Crosstalk ......................................................................................................................................................  -80dB @1MHz

-47dB @100MHz

Switching Speed ................................................................................................................................................ Deterministic

INPUT

Video Level ......................................................................................................................................... 300mV to 2.5Vpp Max

Impedance ........................................................................................................................................................75Ω nominal

Return Loss ................................................................................................................................................ .<-30dB @5MHz

Connector Type............................................................................................................................................................. BNC

OUTPUT

Video Level ......................................................................................................................................... 300mV to 2.5Vpp Max

Impedance ........................................................................................................................................................75Ω nominal

Return Loss ................................................................................................................................................. <-30dB @5MHz

Connector Type............................................................................................................................................................. BNC

AES/EBU DIGITAL AUDIO - AES3      

Data Rates ....................................................................................................................................................32kHz - 96kHz

Jitter ..................................................................................................................................................................<0.20 UIpp

Max. distance .............................................................................................................................................................100m

Cable ............................................................................................................................................................................STP

INPUT

Input Type ...............................................................................................................................................................Balanced

Return Loss. .................................................................................................................................................<-30dB @6MHz

Minimum Input....................................................................................................................................................... 200mVpp

Connector Type................................................................................................................................................ Terminal block

OUTPUT

Audio Level........................................................................................................................................................3.5V nominal

Return Loss ..................................................................................................................................................<-30dB @6MHz

Connector Type................................................................................................................................................ Terminal block
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ANALOG STEREO AUDIO

Input Adjust Ranges ........................................................................................................................... Range +20.5dB to -8dB

Output Adjust Range ........................................................................................................+15dB to -59.5dB and fully off (MUTE)

Frequency Response........................................................................... 20Hz to 20kHz +/-1dB (typical -3dB @120kHz) (unity gain)

Dynamic Range ....................................................................................................96dB (20Hz to 20kHz unweighted) (unity gain)

Crosstalk (all inputs hostile) .............................................................................................................. <-80dB @1kHz (unity gain)

 .................................................................................................................................................. <-60dB @10kHz (unity gain)

IM & THD (20 to 20kHz) ............................................................................... THD: <0.05% (20Hz to 20kHz @+4dBu) (unity gain)

 ......................................................................................................................... IM: <0.025% SMPTE-DIN @+4dBu (unity gain)

 ........................................................................................................................................<0.01% CCIF @+16dBu (unity gain)

INPUT

Max. Source Level .....................................................................................................................................................+24dBu

Impedance ................................................................................................................................................................ >20kΩ

Connector Type.....................................................................................5-pin terminal block for balanced or unbalanced operation

OUTPUT

Max. Source Level ....................................................................................................................................... +24dBu balanced

+18dBu unbalanced

Impedance ..................................................................................................................................................................<50Ω

Connector Type.....................................................................................5-pin terminal block for balanced or unbalanced operation

CONTROL

Serial ............................................................................... General purpose 9-pin D-sub connector, switchable RS-232 or RS-422

 ............................................................................................................................................... 9600, 38400, 115200 baud

Protocols ............................................................................................................... SVS host, simple Kramer, and select others

Ethernet ........................................................................................................................10BaseT, full-duplex, RJ-45 connector

Protocols ............................................................................................................................ ARP, ICMP, TCP/IP, Telnet, HTTP

Web Server .........................................................................................................................................................For control

Control Panels ....................................................................................................... Supports SCP programmable control panels,

 ...............................................................................................................................................XY & single bus control panels

GENERAL

RACK UNIT SIZE/FRAME

16 Series .................................................................................................................................................................... 2RU 

32 Series  ................................................................................................................................................................... 3RU 

32 Series with Redundant Power Supply ........................................................................................................................... 4RU

DIMENSIONS 

16 Series .................................................................................................................................... 19” x 17.7” x 3.5” W, D, H

32 Series .................................................................................................................................. 19” x 18.7” x 5.25” W, D, H

32 Series with Redundant Power Supply .............................................................................................. 19” x 18.7” x 7” W, D, H

 .................................................................................................................................................Mounts in standard 19” rack

 ....................................................................................Depth measurements do not include front panel hardware or rear cabling

Power ............................................................................................................ 90-240V AC, 50/60Hz (<150W) auto-detecting

Redundant Power Supply .............................................................................................................. Optional on 32 Series models

Storage Temperature ................................................................................................................. -40° to +150°F (-40° to 66°C)

Operating Temperature ........................................................................................................30° to 100°F (-1° to 38°C) ambient

Humidity  ...................................................................................................................................10% to 90 % non-condensing

Warranty  ................................................................................................................................................................ 7 years
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Viper Composite Video Routing Switchers 
8x8 & 64x64 Modular Frame 

The Sierra Video Viper™ routers are high performance modular routing switchers for composite video signals. The Viper features 
a compact 4RU modular frame where inputs and outputs can be expanded on demand from a minimum of 8x8 to a maximum 
64x64 configuration in increments of 8 inputs and/or 8 outputs at a time. All modules are hot swappable from the front of the 
unit for critical applications. Companion analog audio is available using a Yosemite 5RU audio frame. Sierra Routers are true matrix 
switchers and therefore can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each 
output can only be connected to a single input. 

VIDEO FEATURES 

 ● 150MHz Bandwidth for Composite Video. 

 ● Modular Configurations - Expandable from 8x8 to 64x64 by 8 input and/or 8 output increments. 

 ● Compact Frame Size - 4RU. 

 ● Hot-Swappable - Video I/O boards, CPU boards, & power supplies. 

 ● Passive Back Plane - No components to fail or require service. 

 ● Optional Redundant Power Supplies.

 ● Control 

 ● RS-232/RS-422. 

 ● RS-485 - For optional remote control panels.

 ● Supports TCP/IP Protocol - Rear panel RJ-45 connector. 

 ● WEB Browser Control - The Viper includes MediaNAV™ Advanced Control and Configuration software as standard on its 
Control Processor (an additional 1RU Mediator Box is not required).

Viper 64 Composite Video Frame 
8X8 TO 64X64 COMPOSITE VIDEO CONFIGURATIONS 

SAMPLE CONFIGURATIONS:

3232CVR 32x32 Composite Video router in a 4RU 64x64 Modular Frame with Redundant Power Supply

4848CVR 48x48 Composite Video router in a 4RU 64x64 Modular Frame with Redundant Power Supply

6464CVR 64x64 Composite Video router in a 4RU 64x64 Modular Frame with Redundant Power Supply

OPTIONS:

RPS Redundant Power Supply

BNC Input Module 8-input BNC Coax Module

BNC Output Module 8-output BNC Coax Module

Each frame has additional I/O configurations. Call your Kramer representative for a price quote customized to your application.

VIPER™ 

Viper 1648CVR in a 4RU 64x64 frame
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PERFORMANCE SPECIFICATIONS 

VIDEO SPECIFICATIONS 

Bandwidth ........................................................................................................... Composite Video 150MHz +/-3dB fully loaded 

Video Gain....................................................................................................................................................................Unity 

Crosstalk ....................................................................................................................................................... -80dB @1MHz 

Switching Speed ................................................................................................................................................ Deterministic 

INPUT 

Video Level ...............................................................................................................................................0.03Vpp to 2.5Vpp 

Impedance ................................................................................................................................................................... 75Ω 

Return Loss ................................................................................................................................................ < -30dB @5MHz 

Connector Type............................................................................................................................................................. BNC 

OUTPUT 

Video Level .......................................................................................................................................................0V to 2.5Vpp 

Impedance ................................................................................................................................................................... 75Ω 

Return Loss ................................................................................................................................................... -30dB @5MHz 

Connector Type ............................................................................................................................................................ BNC 

CONTROL SPECIFICATIONS 

Serial .............................................. 3 general purpose 9 pin-D, each switchable RS-232 or RS-422. 9600, 38400, 115200 baud 

Protocols ................................................................................................................ SVS host, simple Kramer and select others 

Ethernet ...............................................................................................................10/100Base-T, full duplex, RJ-45 connector 

Protocols ............................................................................................................................ ARP, ICMP, TCP/IP, Telnet, HTTP 

Web Server ................................................................................................................................ For configuration and control 

Control Panels .....................................................................................................Supports full line of SCP remote control panels 

Legacy SVS Product Control ......................................................................25 pin-D expansion port, up to 8 additional signal levels 

GENERAL SPECIFICATIONS 

Rack Unit/Frame Size  .................................................................................................................................................. 4RU

Dimensions  .............................................................................................................................. 19” x 7” x 20 3/8” (W, H, D) 

Mounts in standard  

19” rack depth measurements do not include front panel hardware or rear cabling

Power  .................................................................................................  90V AC -> 240V AC 50/60Hz (<150W) auto-detecting 

Redundant Power Supply ............................................................................................................................................Optional 

Storage Temperature ................................................................................................................. -40° to +150°F (-40° to 66°C) 

Operating Temperature ........................................................................................................30° to 100°F (-1° to 38°C) ambient 

Humidity .....................................................................................................................................10% to 90% non-condensing 

Warranty ................................................................................................................................................................. 7 years 

Investment Protection ................................................................................................................... Trade In/Trade Up Program 

Customer Service ...................................................................................................................... 24 hours a day, 7 days a week
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Yosemite Composite Video Series Routing Switchers
32x96 to 128x128 Modular Frame 

The Sierra Video Yosemite™ Composite routers are high-performance routing switchers for composite video signals. The Yosemite 
Video routers feature a 14RU modular frame where inputs and outputs can be expanded on demand from 32x96 up to a maximum 
of 128x256 configuration in increments of 32 inputs and/or 32 outputs at a time. All modules are hot swappable from the front of 
the unit for critical applications. Sierra Routers are true matrix switchers and therefore can switch any of the inputs to any of the 
outputs. Any input can be connected to any or all outputs.  Each output can only be connected to a single input.

COMPOSITE VIDEO FEATURES

 ● Expandability - From 32x96 to 128x128 in a single frame or up to 128x256 (by adding a second frame).

 ● Dual Outputs.

 ● Bandwidth - 40-60MHz (-3dB). 

 ● Video Gain - Unity (+/- 2dB adjustable). 

 ● Crosstalk (all inputs hostile) - >60dB@5MHz. 

 ● Switching Speed - Deterministic. 

 ● Front Loading & Hot-Swappable Modules - Video I/O modules. 

 ● Optional Redundant Power Supplies & Controllers.

Each frame has additional I/O configurations including slave configurations for integration into multi-level Sierra routing systems.
Call your Kramer representative for a price quote customized to your application.

Yosemite Video 128 Frame
32X96 TO 128X128 COMPOSITE VIDEO CONFIGURATIONS

SAMPLE CONFIGURATIONS:

6464VR-128-MA   64x64 Composite Video Router in a 14RU Modular Frame with Redundant Power Supply - Master Frame

9696VR-128-MA   96x96 Composite Video Router in a 14RU Modular Frame with Redundant Power Supply - Master Frame

64128VR-128-MA   64x128 Composite Video Router in a 14RU Modular Frame with Redundant Power Supply - Master Frame

12864VR-128-MA  128x64 Composite Video Router in a 14RU Modular Frame with Redundant Power Supply - Master Frame

128128VR-128-MA 128x128 Composite Video Router in a 14RU Modular Frame with Redundant Power Supply - Master Frame

Yosemite-128128VR-128-MA (14RU)
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PERFORMANCE SPECIFICATIONS

COMPOSITE VIDEO

Video Gain........................................................................................................................................ Unity (+/-2dB adjustable) 

Crosstalk ...................................................................................................................................................... >60dB @5MHz 

Switching Speed ................................................................................................................................................ Deterministic 

Bandwidth .................................................................................................................................................. 40-60MHz (-3dB)

INPUT

Video Level .................................................................................................................................................................. 1Vpp 

Impedance ................................................................................................................................................................... 75Ω 

Return Loss ................................................................................................................................................. <-30dB @5MHz 

Connector Type............................................................................................................................................................. BNC 

OUTPUT 

Video Level .................................................................................................................................................................. 1Vpp 

Impedance ................................................................................................................................................................... 75Ω 

Return Loss ................................................................................................................................................. <-30dB @5MHz 

Connector Type............................................................................................................................................................. BNC 

CONTROL FEATURES

Serial ............................................................................................................................................ 2 General Purpose 9 pin-D 
each switchable RS-232 or RS-422 

9600, 38400, 115200 baud
Protocols ............................................................................................................................................................... SVS host
Redundant Control Processor  ....................................................................................................................................Optional
Control Panels (Optional) .............................................. Supports SCP programmable control panels, XY & single bus control panels

GENERAL

RACK UNIT SIZE / FRAME

128x128 Video Frames ............................................................................................................................................... 14RU 

DIMENSIONS
128x128 Video Frames .................................................................................................................. 19” x 19” x 24.5” W, D, H 
Optional Redundant Control Processor Frame..................................................................................... 19” x 19” x 1.75” W, D, H

Mounts in standard 19” rack 
Depth measurements do not include front panel hardware or rear cabling 

Power ............................................................................................................. 90-240V AC 50/60Hz (<150W) auto-detecting 
Redundant Power Supply ............................................................................................................................................Optional 
Storage Temperature ................................................................................................................  -40° to +150°F (-40° to 66°C)  
Operating Temperature ....................................................................................................... 30° to 100°F (-1° to 38°C) ambient
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Yosemite Analog Audio Series Routing Switchers
32x32 & 128x128 Modular Frames

The Sierra Video Yosemite™ analog audio routers are high-performance routing switchers for mono or stereo audio signals. They 
are stand-alone or companion audio routers for the Sierra Pro 64XL, Yosemite, Ponderosa and Viper video frames. These units 
are available in two frame sizes: 64x64 (3RU) and 128x128 (5RU). All modules are hot swappable for critical applications. Sierra 
Routers are true matrix switchers and therefore can switch any of the inputs to any of the outputs. Any input can be connected to 
any or all outputs.  Each output can only be connected to a single input.

ANALOG AUDIO FEATURES

 ● Frame Sizes - 64x64 or 128x128. 

 ● Front Loading & Hot-Swappable I/O Modules. 

 ● Operate as Stand-Alone Audio - Requires optional serial control module.

 ● Companion Audio Router - For Sierra Pro 64 XL, Yosemite, Ponderosa or Viper Video Frame, does not require separate serial 
control module. 

 ● Mono / Stereo Analog Audio - Analog frames can be configured as mono or stereo. Stereo configurations may require 2 audio 
frames depending on I/O requirements.  

Yosemite Analog Audio 64 Frame
32X32 TO 64X64 ANALOG AUDIO CONFIGURATIONS

MONO AUDIO:

3232AR-64-MA  32x32 Mono Audio Master Router (3RU Modular Frame)

3264AR-64-MA  32x64 Mono Audio Master Router (3RU Modular Frame)

6432AR-64-MA  64x32 Mono Audio Master Router (3RU Modular Frame)

6464AR-64-MA  64x64 Mono Audio Master Router (3RU Modular Frame)

STEREO AUDIO:

3232ASR-64-MA   32x32 Stereo Audio Master Router (3RU Stand-Alone Frame)

Each frame has additional I/O configurations including slave configurations for integration into multi-level Sierra routing systems. 
Call your Kramer representative for a price quote customized to your application.

Yosemite Analog Audio 128 Frame
32X32 TO 128X128 ANALOG AUDIO CONFIGURATIONS

MONO AUDIO:

6464AR-128-MA 64x64 Mono Audio Master Router (5RU Stand-Alone Frame)

9696AR-128-MA 96x96 Mono Audio Master Router (5RU Stand-Alone Frame)

64128AR-128-MA 64x128 Mono Audio Master Router (5RU Stand-Alone Frame)  

12864AR-128-MA 128x64 Mono Audio Master Router (5RU Stand-Alone Frame)

128128AR-128-MA 128x128 Mono Audio Master Router (5RU Stand-Alone Frame)

STEREO AUDIO:

3232ASR-128-MA 32x32 Stereo Audio Master Router (5RU Stand-Alone Frame)  

4848ASR-128-MA 48x48 Stereo Audio Master Router (5RU Stand-Alone Frame)  

3264ASR-128-MA 32x64 Stereo Audio Master Router (5RU Stand-Alone Frame)  

6432ASR-128-MA 64x32 Stereo Audio Master Router (5RU Stand-Alone Frame) 

6464ASR-128-MA 64x64 Stereo Audio Master Router (5RU Stand-Alone Frame) 

Yosemite Analog Audio 6464A-64 (3RU)
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PERFORMANCE SPECIFICATIONS

ANALOG AUDIO INPUT CHARACTERISTICS

ANALOG AUDIO

Nominal Input Level ..................................................................................................................... +8 dBm (0dBm + .775Vrms)

Maximum Input Level ...............................................................................................................................................+ 21dBm

Input Impedance ........................................................................................................................................... 15KΩ, balanced

Common Mode Rejection ............................................................................................................................... ≥ 40dB @ 60Hz 

ANALOG AUDIO OUTPUT CHARACTERISTICS

ANALOG AUDIO

Nominal Output Level .................................................................................................................................................+8 dBm

Maximum Output Level .............................................................................................................................. +21dBm into 150Ω

Output Source Impedance .............................................................................................................................. 150Ω, balanced

 

ANALOG AUDIO SYSTEM PERFORMANCE

ANALOG AUDIO

Voltage Gain Unity .................................................................................................................................. ± 0.5dB (High-Z load)

Frequency Response...............................................................................................................................20Hz 20kHz ± 0.5dB

Bandwidth ................................................................................................................................................................100kHz

Signal-to-Noise Ratio ...................................................................................................................................... (20Hz to 20kHz)

>-79dBm

Crosstalk Isolation (all inputs hostile) ................................................................................................................>-90 dB @ 1kHz

>-70dB @ 10kHz

IM & THD (20Hz to 20kHz) ......................................................................................................................≤ 0.025% @ + 4dBu

 

CONTROL FEATURES

Serial  ............................................................................................................................................2 general purpose 9 pin-D
each switchable RS-232 or RS-422 

9600, 38400, 115200 baud 
Protocols  .............................................................................................................................................................. SVS host 
Redundant Control Processor  ....................................................................................................................................Optional 
Control Panels (Optional)  ............................................. Supports SCP programmable control panels, XY & single bus control panels 

 

GENERAL

RACK UNIT SIZE / FRAME

64x64  .....................................................................................................................................................Audio Frames 3RU 

128x128  .................................................................................................................................................. Audio Frame 5RU 

 

DIMENSIONS

64x64  ..................................................................................................................... Audio Frames 19” x 19” x 5.25” W, D, H  

128x128  ................................................................................................................. Audio Frames 19” x 19” x 8.75” W, D, H  

Power  .................................................................................................... 90V AC->240V AC 50/60Hz (<150W) auto-detecting 

Redundant Power Supply  ......................................................................................................................................... Standard 

Storage Temperature  ................................................................................................................ -40° to +150°F (-40° to 66°C)

Operating Temperature  .......................................................................................................30° to 100°F (-1° to 38°C) ambient

Humidity  ....................................................................................................................................10% to 90% non-condensing 

Warranty  ................................................................................................................................................................ 7 years 
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S I E R R A  V I D E O  P R O D U C T S   A L T A  P R O

Alta Pro™ Series Routing Switchers
8x4, 8x8, 12x4, 12x8 RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio

Alta Pro RGBHV and RGB/YUV routing switchers offer the highest-available bandwidth in the industry with extremely low crosstalk 
and a reduced foot-print while providing a significant reduction in power consumption. Alta Pro routing switchers employ a single 
vertically-mounted video board that contains all the signal paths for video routing. Fewer boards mean a simpler and more reliable 
product. These routing switchers are ideal for demanding RGBHV and RGB/YUV signal routing applications. Sierra Routers are true 
matrix switchers and therefore can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  
Each output can only be connected to a single input.

ROUTING SWITCHER FEATURES 
 ● High Bandwidth - 600MHz (-3dB) fully loaded.
 ● Extremely Low Crosstalk - < -85dB @1MHz.
 ● AV Breakaway Switch Routing - Video and audio may be switched separately for enhanced performance with projectors 

and displays.
 ● Room Grouping - Several inputs may be grouped and operated independently of other input groups on the routing 

switchers. This way one routing switcher is used for multiple “rooms” where the control system for each room addresses 
only the inputs and outputs assigned to that room.

 ● Video Follow Sync™ Switching - The H and V channels of an RGBHV signal are switched in advance of the RGB video 
channels of the signal (“AV Mute Delay”) to provide clean, glitch-free switching between non-synchronous sources.

 ● Front Panel VU Meters - For setting audio levels and monitoring audio.
 ● Color-coded Rear Panel - Red, green, blue, white and yellow for ease of cable installation.
 ● Video Mute Capability - Switches to “no source” for blank display.

SYNC FEATURES 

 ● Sync Reporting - Captures and reports the input sync rates for each input signal. Those rates can be read using Sierra 
Video’s TyLinx Pro™ Router Control Software or the Host port protocol. An optional local control panel setting displays 
any input that does not have a valid sync signal.

 ● Input Detection - 200mv. Re-shapes and re-squares sync to output the correct TTL level.

 ● Selectable Termination - 510Ω or 75Ω on inputs 1 to 8.

AUDIO FEATURES

 ● Audio Type - Balanced or unbalanced stereo on terminal blocks.

 ● Input (Level) Adjustment (-8dB to +10dB) - For each input via RS-232, front panel, and TyLinx Pro Router Control 
Software. Balances audio levels in systems passing consumer and professional audio levels.

 ● Output (Volume) Adjustment (Mute, -59.5dB to +15dB) - For each output via RS-232, front panel, and TyLinx Pro 
Router Control Software.

 ● Audio Mute Capability.

 ● Crosstalk - < -89dB @1MHz.

 ● LED Bar Graph Display - For indicating audio signal levels on the front panel meter.

CONTROL FEATURES

 ● Dedicated Front Panel Control - Simple push-button interface on the front panel. 

 ● Tri-Color LED Buttons - 28 backlit buttons: 12 input, 8 output, and 8 function buttons. 

 ● Special Setup Functions - For easy installation. 

 ● Adjustable Button Brightness - 8 levels of button light intensity.

 ● Remote Control

 ● RS-232/RS-422.

 ● RS-485 - For optional remote control panels.

 ● WEB Browser Control.

 ● Supports TCP/IP Protocol - Rear panel RJ-45 connector.

 ● Tylinx Pro Router Control Software - Free download.

 ● MediaNAV™ Network-Enabled Router Control Software via 1RU Mediator - Optional.

OTHER FEATURES

 ● Energy Savings - Uses 40% less power than previous generation RGB/YUV & RGBHV routing switchers.

 ● Certifications - UL & CE.

 ● Control Panels (Optional) - Programmable, single bus and XY.

WARRANTY - 7 years.

AltaPRO is not currently available for sale in the United States.
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Alta Pro 88 Series  
ALTA PRO 8 X 8 CONFIGURATIONS WITH 600MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

Alta Pro 88HB3 8x8 Three-channel 600MHz at -3dB wideband video

Alta Pro 88HB3S 8x8 Three-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 88HB5 8x8 Five-channel 600MHz at -3dB wideband video

Alta Pro 88HB5S 8x8 Five-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 84 Series 
ALTA PRO 8 X 4 CONFIGURATIONS WITH 600MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

Alta Pro 84HB5 8x4 Five-channel 600MHz at -3dB wideband video

Alta Pro 84HB5S 8x4 Five-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro™ Routing Switchers
8x4, 8x8, 12x4 & 12x8 RGBHV & RGB/YUV Routing Switchers with Balanced Audio

The Alta Pro features a compact 3RU (5.25”) frame with extremely reliable single-board architecture that controls RGBHV and 
RGB/YUV signals. Alta Pro routing switchers accommodate balanced or unbalanced audio and AV Breakaway Split Routing that 
provides RGB muting for enhanced performance with projectors and displays. The unit supports TCP/IP protocol and RS-232 
serial control. A front control panel is standard. Sierra Routers are true matrix switchers and therefore can switch any of the 
inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be connected to a single input.

Alta Pro 1208 Series  
ALTA PRO 12 X 8 CONFIGURATIONS WITH 600MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

Alta Pro 1208HB3 12x8 Three-channel 600MHz at -3dB wideband video

Alta Pro 1208HB3S 12x8 Three-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 1208HB5 12x8 Five-channel 600MHz at -3dB wideband video

Alta Pro 1208HB5S 12x8 Five-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 1204 Series 
ALTA PRO 12 X 4 CONFIGURATIONS WITH 600MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

Alta Pro 1204HB3 12x4 Three-channel 600MHz at -3dB wideband video

Alta Pro 1204HB3S 12x4 Three-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 1204HB5 12x4 Five-channel 600MHz at -3dB wideband video

Alta Pro 1204HB5S 12x4 Five-channel 600MHz at -3dB wideband video + stereo audio

Alta Pro 1208HB5S (3RU)
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Alta Pro Performance Specifications
WIDEBAND VIDEO

Bandwidth .................................................................................................................................................... 600MHz @-3dB

Video Gain....................................................................................................................................................................Unity

Crosstalk ....................................................................................................................................................... -85dB @1MHz

 ................................................................................................................................................................ -56dB @100MHz

 ................................................................................................................................................................ -50dB @150MHz

Switching Speed ................................................................................................................................................ Deterministic

INPUT

  Video Level ............................................................................................................................ 0.2V to 2.25Vpp with no offset

  Impedance ........................................................................................................................................................ Video: 75Ω

 Sync: 75Ω or 510Ω, switchable

  Return Loss ............................................................................................................................................................<-11dB

  Connector Type........................................................................................................................................................... BNC

OUTPUT

  Video Level ................................................................................................................................................0.2V to 2.25Vpp

  Impedance ................................................................................................................................................................. 75Ω

  Return Loss ............................................................................................................................................................<-10dB

  Connector Type........................................................................................................................................................... BNC

ANALOG STEREO AUDIO

Input Gain Adjust Range ..............................................................................................................................+10dB to full mute

Output Gain Adjust Range ............................................................................................................................+10dB to full mute 

Frequency Response........................................................................................................................ 20Hz to 20kHz +/- 0.5dB

Dynamic Range .................................................................................................................................. >96dB (20Hz to 20kHz)

Crosstalk (all inputs hostile) ............................................................................................................. < -89dB @1kHz (unity gain)

THD ..................................................................................................................< 0.025% (20Hz to 20kHz @+4dBu unity gain)

IM ......................................................................................................................... < 0.025% SMPTE-DIN @+4dBu (unity gain)

 .......................................................................................................................................< 0.01% CCIF @+14dBu (unity gain)

INPUT

  Max. Source Level ...................................................................................................................................................+14dBu

  Impedance .............................................................................................................................................................. >20kΩ

  Connector Type...................................................................................5-pin terminal block for balanced or unbalanced operation

OUTPUT

  Max. Source Level ...................................................................................................................................................+14dBu

 ............................................................................................................................................................... +8dBu unbalanced

  Impedance ................................................................................................................................................................<50Ω

  Connector Type...................................................................................5-pin terminal block for balanced or unbalanced operation

CONTROL

Serial ............................................................................... General purpose 9-pin D-sub connector, switchable RS-232 or RS-422

9600, 38400, 115200 baud

Protocols ............................................................................................................... SVS host, simple Kramer, and select others

Ethernet ................................................................................................................10/100BaseT, full-duplex, RJ-45 connector

Protocols ............................................................................................................................ ARP, ICMP, TCP/IP, Telnet, HTTP

Web Server .........................................................................................................................................................For control

Control Panels ............................................................ Supports SCP programmable control panels, XY & single bus control panels

GENERAL

Rack Unit Size/Frame ................................................................................................................................................... 3RU

Dimensions ................................................................................................................................ 19” x 12.5” x 5.25” W, D, H

 .................................................................................................................................................Mounts in standard 19” rack

 ....................................................................................Depth measurements do not include front panel hardware or rear cabling

Power Requirement .......................................................................................... 90-240V AC, 50/60Hz (<150W) auto-detecting

Power Usage .............................................................................................................................................................. ≤0.3A

Storage Temperature ................................................................................................................. -40° to +150°F (-40° to 66°C)

Operating Temperature ........................................................................................................30° to 100°F (-1° to 38°C) ambient

Humidity .....................................................................................................................................10% to 90% non-condensing

Warranty ................................................................................................................................................................. 7 years
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Sierra Pro™ XL Series Routing Switchers
8x16, 16x8, 16x16, 16x32, 32x16 & 32x32 RGBHV & RGB/YUV Routing Switchers with  

Balanced Stereo Audio

The Sierra Pro XL Series are fully-featured high-bandwidth routing switchers for RGBHV & component video (RGB/YUV) signals. 
Each frame can be ordered with optional balanced stereo audio and high-bandwidth video boards in place of the H and V or 
composite sync boards so that video can be input into all channels (or levels) of the routing switcher. Sierra Routers are true matrix 
switchers and therefore can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each 
output can only be connected to a single input.

VIDEO FEATURES - R/G/B VIDEO BOARDS

 ● High Bandwidth - 450MHz (-3dB) fully loaded.

 ● Very Low Crosstalk - -80dB @1MHz, -47dB @100MHz, -30dB @150MHz.

 ● Matrix Mapping™ Universal Breakaway Switching - This unique Sierra Pro XL feature provides independent switching 
of every level of every R, G, B, H, V, left and right audio input on the routing switcher. You can switch a single level or any 
combination of levels. For example, you can input a composite video signal on the R level of input one and an s-Video (Y/C) 
signal on the G and B levels of input one, then switch only the composite video signal on the R level, only the s-Video Y and 
C signals on the G and B levels, or switch all three levels together. 

 ● Room Grouping Capability - Several inputs may be grouped and operated independently of other input groups on the 
routing switchers. This way one routing switcher is used for multiple “rooms” where the control system for each room 
addresses only the inputs and outputs assigned to that room.

 ● Video Follow Sync™ Switching - The H and V channels of an RGBHV signal are switched in advance of the RGB video 
channels of the signal (“AV Mute Delay”) to provide clean, glitch-free switching between most non-synchronous sources.

 ● Qwik Adjust Knob™ Rotary Control Interface - This user-intuitive knob, along with the 80 character LCD display, 
provides quick and convenient setup, adjustment and signal switching.

 ● Video Mute Capability - Switches to “no source” for blank display.

SYNC FEATURES - H/V SYNC BOARDS

 ● Sync Reporting - The routing switcher can capture and report the input sync rates for each input signal. Those rates 
can be read using Sierra Video’s TyLinx Pro™ Router Control Software or the Host port protocol.

 ● Input Detection - Reshapes and re-squares the sync to return the output to the correct TTL level. 

 ● Selectable Termination - 510Ω or 75Ω (each input).

 ● Genlock Input - Looping external sync input for vertical interval switching.

AUDIO FEATURES

 ● Audio Type - Balanced or un-balanced stereo on terminal blocks.

 ● Input (Level) Adjustment Capability - (-8dB to +20.5dB) For each input via RS-232, front panel, and TyLinx Pro Router 
Control Software.

 ● Output (Volume) Adjustment Capability - (Mute, -59.5dB to +15dB) For each output via RS-232, front panel, and TyLinx 
Pro Router Control Software.

 ● No Zipper Effect - Sierra Pro XL routing switchers use zero-crossover chip technology that eliminates the annoying 
“zipper sound effect” associated with digital volume controls.

 ● Audio Mute Capability.

 ● Crosstalk - <80dB @1kHz. 

OTHER FEATURES

 ● Local Front Panel Control - With 80 character LCD readout.

 ● RS-232/RS-422.

 ● RS-485 - For optional remote control panels.

 ● Supports TCP/IP Protocol - Rear panel RJ-45 connector.

 ● WEB Browser Control.

 ● Tylinx Pro Router Control Software - Free download.

 ● MediaNAV™ Network-Enabled Router Control Software via 1RU Mediator - Optional.

 ● Redundant Power Supplies - Optional in 8x16, 16x8 & 16x16; As standard in 16x32, 32x16 and 32x32 models.

 ● UL and CE Approvals.

 ● Optional Control Panels - Programmable, single bus and XY.

WARRANTY - 7 years.
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Sierra Pro™ XL 16 Series Routing Switchers 
8x16, 16x8 & 16x16 RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio

The Sierra Pro XL 16 Series are high-bandwidth routing switchers for RGBHV & RGB/YUV configurations, each with or without 
balanced stereo audio. These units feature a compact 6RU (10.5”) frame. Sierra Routers are true matrix switchers and therefore 
can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be 
connected to a single input.

Sierra Pro XL 1608 Series 
SIERRA PRO XL 16 X 8 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

1608V3-XL 16x8 Three-channel (3 video channels)

1608V3S-XL 16x8 Three-channel (3 video channels) + stereo audio

1608V5-XL 16x8 Five-channel (3 video & 2 sync channels)

1608V5S-XL 16x8 Five-channel (3 video & 2 sync channels) + stereo audio

Custom 5-channel (V5V) model contains five high-bandwidth video channels.
Optional redundant power supply. Add “R” to the model number.

Sierra Pro XL 816 Series
SIERRA PRO XL 8 X 16 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

816V3-XL 8x16 Three-channel (3 video channels)

816V3S-XL 8x16 Three-channel (3 video channels) + stereo audio

816V5-XL 8x16 Five-channel (3 video & 2 sync channels)

816V5S-XL 8x16 Five-channel (3 video & 2 sync channels) + stereo audio

Sierra Pro XL 1616 Series 
SIERRA PRO XL 16 X 16 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

1616V3-XL 16x16 Three-channel (3 video channels)

1616V3S-XL 16x16 Three-channel (3 video channels) + stereo audio

1616V5-XL 16x16 Five-channel (3 video & 2 sync channels)

1616V5S-XL 16x16 Five-channel (3 video & 2 sync channels) + stereo audio

Sierra Pro XL 1616V5S-XL  (6RU)
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Sierra Pro XL 32 Series Video Routing Switchers 
16x32, 32x16 & 32x32 RGBHV & RGB/YUV Routing Switchers

The Sierra Pro XL 32 Series are high-bandwidth routing switchers for RGBHV & RGB/YUV configurations, each with or without 
balanced stereo audio. These units feature a compact 9RU (15.75”) frame for the video routing with a separate 3RU (5.25”) 
companion frame for the audio if required. Sierra Routers are true matrix switchers and therefore can switch any of the inputs to 
any of the outputs. Any input can be connected to any or all outputs.  Each output can only be connected to a single input.

A redundant power supply is standard on all Sierra Pro XL 32 Series video frames.
For companion audio to the Sierra Pro XL video frames, see page 11.23.
The custom 5-channel (V5V) model contains five high-bandwidth video channels.

Sierra Pro XL 3216 Series 
SIERRA PRO XL 32X16 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

3216V3R-XL 32x16 Three-channel (3 video channels)

3216V3SR-XL 32x16 Three-channel (3 video channels) + stereo audio 

3216V5R-XL 32x16 Five-channel (3 video & 2 sync channels)

3216V5SR-XL 32x16 Five-channel (3 video & 2 sync channels) + stereo audio

Sierra Pro XL 1632 Series 
SIERRA PRO XL 16X32 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

1632V3R-XL 16x32 Three-channel (3 video channels)

1632V3SR-XL 16x32 Three-channel (3 video channels) + stereo audio

1632V5R-XL 16x32 Five-channel (3 video & 2 sync channels)

1632V5SR-XL 16x32 Five-channel (3 video & 2 sync channels) + stereo audio

Sierra Pro XL 3232 Series
SIERRA PRO XL 32X32 CONFIGURATIONS WITH 450MHZ (-3dB) VIDEO CHANNELS

OPTIONAL CONFIGURATIONS:

3232V3R-XL 32x32 Three-channel (3 video channels)

3232V3SR-XL 32x32 Three-channel (3 video channels) + stereo audio

3232V5R-XL 32x32 Five-channel (3 video & 2 sync channels)

3232V5SR-XL 32x32 Five-channel (3 video & 2 sync channels) + stereo audio

Sierra Pro XL 3232V5R-XL  (9RU)
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Sierra Pro XL Front Control Panel for 8x16, 16x8 & 16x16 Video Models

Sierra Pro XL Front Control Panel for 16x32, 32x16 & 32x32 Video Models
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Sierra Pro XL 32 Series Companion Audio Routing Switchers 
16x32, 32x16 & 32x32 Balanced Audio Routing Switchers

The Sierra Pro XL 32 Audio Series are high-performance routing switchers for balanced stereo audio signals. These units feature a 
3RU (5.25”) frame and redundant power supply as standard. They are companion units to the Sierra Pro XL 32 series video frames 
and are not stand-alone routing switchers. Sierra Routers are true matrix switchers and therefore can switch any of the inputs 
to any of the outputs. Any input can be connected to any or all outputs but each output can only be connected to a single input. 

A redundant power supply is standard on all Sierra Pro XL 32 Series audio companion frames.
1632SR-XL, 3216SR-XL and 3232SR-XL are not stand-alone frames, they are companion units for the Sierra Pro XL 32 Series video 
frames only.

Sierra Pro XL 3232SR-XL
SIERRA PRO XL 32X32 BALANCED STEREO AUDIO FRAME

Sierra Pro XL 3232SR-XL 32x32 for use with all Sierra Pro XL 1632 video series configurations.

Sierra Pro XL 3216SR-XL
SIERRA PRO XL 32X16 BALANCED STEREO AUDIO FRAME

Sierra Pro XL 3216SR-XL 32x16 for use with all Sierra Pro XL 1632 video series configurations.

Sierra Pro XL 1632SR-XL
SIERRA PRO XL 16X32 BALANCED STEREO AUDIO FRAME

Sierra Pro XL 1632SR-XL 16x32 for use with all Sierra Pro XL 1632 video series configurations.

Sierra Pro XL 3232SR-XL Companion Balanced Stereo Analog Audio Frame (3RU)
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Sierra Pro XL Performance Specifications

WIDEBAND VIDEO
Bandwidth .................................................................................................................................................... 450MHz @-3dB
Video Gain....................................................................................................................................................................Unity 
Crosstalk ....................................................................................................................................................... -80dB @1MHz
 ................................................................................................................................................................ -47dB @100MHz
 ................................................................................................................................................................ -30dB @150MHz
Switching Speed ................................................................................................................................................ Deterministic

INPUT
Video Level ......................................................................................................................................................0.2 to 5.0Vpp 
Impedance ................................................................................................................................................................... 75Ω
Return Loss ................................................................................................................................................. <-30dB @5MHz
Connector Type............................................................................................................................................................. BNC

OUTPUT
Video Level ......................................................................................................................................................0.2 to 5.0Vpp 
Impedance .................................................................................................................................................................. .75Ω
Return Loss ................................................................................................................................................. <-30dB @5MHz
Connector Type............................................................................................................................................................. BNC

ANALOG STEREO AUDIO
Input Adjust Range ....................................................................................................................................... +20.5dB to -8dB
Output Adjust Range ........................................................................................................+15dB to -59.5dB and fully off (MUTE)
Frequency Response........................................................................... 20Hz to 20kHz +/-1dB (typical -3dB @120kHz) (unity gain)
Dynamic Range ....................................................................................................96dB (20Hz to 20kHz unweighted) (unity gain)
Crosstalk (all inputs hostile) .............................................................................................................. <-80dB @1kHz (unity gain)
              ..................................................................................................................................... <-60dB @10kHz (unity gain)
IM & THD (20Hz to 20kHz) ........................................................................... THD: <0.05% (20Hz to 20kHz @+4dBu) (unity gain)

          ....................................................................................................................... IM: <0.025 SMPTE-DIN @+4dBu (unity gain)
                 .............................................................................................................................<0.01% CCIF @+16dBu (unity gain)

INPUT
Max. Source Level .....................................................................................................................................................+24dBu
Impedance ................................................................................................................................................................ >20kΩ
Connector Type.....................................................................................5-pin terminal block for balanced or unbalanced operation

OUTPUT
Max. Level ................................................................................................................................................. +24dBu balanced
                     ......................................................................................................................................... +18dBu unbalanced
Impedance ................................................................................................................................................................ >20kΩ
Connector Type.....................................................................................5-pin terminal block for balanced or unbalanced operation

CONTROL
Serial ...................................................................... General purpose 9-pin D-sub connectors, each switchable RS-232 or RS-422
 ....................................................................................................................................... 2 on 32x32 models, 1 on all others
 ............................................................................................................................................... 9600, 38400, 115200 baud
Protocols ............................................................................................................... SVS host, simple Kramer, and select others
Ethernet ........................................................................................................................10BaseT, full-duplex, RJ-45 connector
Protocols ............................................................................................................................ ARP, ICMP, TCP/IP, Telnet, HTTP
Web Server .........................................................................................................................................................For control
Control Panels ............................................................ Supports SCP programmable control panels, XY & single bus control panels

GENERAL

RACK UNIT SIZE/FRAME

8x16, 16x8 & 16x16 (Video and Audio)................................... ............................... .........................................................6RU 

16x32, 32x16 & 32x32 (Video) .................................................................................... .................................................9RU 

16x32, 32x16 & 32x32 (Audio) ............................................................................................. ........................................3RU  

DIMENSIONS

8x16, 16x8 & 16x16 (Video and Audio) ......................................................................................... 19” x 18.5” x 10.5” W, D, H

16x32, 32x16 & 32x32 (Video) ................................................................................................. 19” x 16.5” x 15.75” W, D, H

16x32, 32x16 & 32x32 (Audio) ...................................................................................................... 19” x 17” x 5.25” W, D, H
 .............................................................................................................................................. Mounts in a standard 19” rack 
 ....................................................................................Depth measurements do not include front panel hardware or rear cabling
Power ......................................................................90-240V AC, 50/60Hz auto-detecting power DEPENDENT ON ROUTER SIZE 
Redundant Power Supply ..................................... Optional in 8x16, 16x8 & 16x16; As standard in 16x32, 32x16 & 32x32 models 
Storage Temperature ................................................................................................................. -40° to +150°F (-40° to 66°C)
Operating Temperature ........................................................................................................30° to 100°F (-1° to 38°C) ambient
Humidity .....................................................................................................................................10% to 90% non-condensing
Warranty ................................................................................................................................................................. 7 years
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Sierra Pro 64 XL Series Video Routing Switchers 
32x48 to 64x64 RGBHV & RGB/YUV Routing Switchers 

The Sierra Pro 64 XL Series routing switchers are full-featured 500MHz routing switchers for RGBHV, & component video  
(RGB/YUV) signals. The Sierra Pro 64 XL Series can be ordered as a 5-channel (RGBHV) or 3-channel (RGB/YUV) system. The  
H and V frames can also be ordered with high bandwidth video boards in place of sync (composite sync) boards so that video can 
be input into all channels (or levels) of the routing switcher. Companion stereo analog audio is available using a Yosemite 5RU audio 
frame. Sierra Routers are true matrix switchers and therefore can switch any of the inputs to any of the outputs. Any input can be 
connected to any or all outputs.  Each output can only be connected to a single input.

VIDEO FEATURES

 ● High Bandwidth - 500MHz (-3dB) fully loaded.

 ● Very Low Crosstalk - -80dB @1MHz.

 ● Matrix Mapping™ Universal Breakaway Switching - This unique Sierra Pro XL feature provides independent switching 
of every level of every R, G, B, H, V, left and right audio input on the routing switcher. You can switch a single level or any 
combination of levels. For example, you can input a composite video signal on the R level of input one and an s-Video (Y/C) 
signal on the G and B levels of input one, then switch only the composite video signal on the R level, only the s-Video Y and 
C signals on the G and B levels, or switch all three levels together.

 ● Room Grouping Capability - Several inputs may be grouped and operated independently of other input groups on the 
routing switchers. This way, one routing switcher is used for multiple “rooms” where the control system for each room 
addresses only the inputs and outputs assigned to that room.

 ● Video Follow Sync™ Switching - The H and V channels of an RGBHV signal are switched in advance of the RGB video 
channels (“AV Mute Delay”) to provide clean, glitch-free switching between most non-synchronous sources.

 ● Video Mute Capability - Switch to “no source” for blank display.

 ● Output Disconnect Feature.

 ● Genlock Input - Looping sync for vertical interval switching.

SYNC FEATURES - H/V SYNC BOARDS.

 ● Selectable Termination - 510Ω or 75Ω (each input).

 ● Digital Sync Channels (HV) - USP™ Sync Technology. Reshapes and re-squares the sync to return the output to the 
correct TTL level. 

AUDIO FEATURES (VIA SEPARATE 5RU YOSEMITE AUDIO FRAME)

 ● Voltage Gain - Unity ± 0.5dB (High-Z load). 

 ● Frequency Response - 20Hz 20kHz ± 0.5dB. 

 ● Bandwidth - 100KHz.

 ● Signal-to-Noise Ratio - (20Hz to 20kHz) >-79dBm.

 ● Crosstalk Isolation - (all inputs hostile) >-90 dB @ 1kHz; >-70dB @ 10kHz.

 ● IM & THD - (20Hz to 20kHz) ≤ 0.025% @ + 4dBu.

CONTROL FEATURES

 ● Local Control Panel (Standard) - Local front panel control (red channel frame) with 64x64 I/O label-capable buttons,a 
take button plus 6 additional buttons.

 ● RS-232, RS-485, RS-422 & Ethernet.

 ● Optional Remote Control Panels - Via RS-485.

 ● Supports TCP/IP Protocol - Rear Panel RJ-45 connector.

 ● WEB Browser Control

 ● TyLinx Pro Router Control Software.

 ● MediaNav™ Network-Enabled Router Control Software via 1RU Mediator - Optional.

 ● Redundant Power Supplies - Standard (each frame) with primary & redundant status indicators and dual AC inlets.
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Sierra Pro 64 XL Video Series Routing Switchers 
RGBHV & RGB/YUV Routing Switchers with Balanced Stereo Audio 

The Sierra Pro 64 XL Series are 500MHz routing switchers for RGBHV & RGB/YUV signals up to 64x64. Each 20RU system 
includes 5 compact 4RU frames, one each for the R, G, B, H & V signals. For systems with audio, an additional 5RU Yosemite audio 
frame is also included making an RGBHV & audio system 25RU in total. Sierra Routers are true matrix switchers and therefore can 
switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can only be connected 
to a single input.

Models with stereo audio include a Yosemite 5RU audio frame.
Custom 5-channel (V5V) model contains five 500MHz video channels. 
Redundant power supply as standard. Also available as V3R Configuration (RGB/YUV) in 3 frames.

Call your Kramer representative for a price quote customized to your application.

Sierra Pro 64 XL Video Series 
OPTIONAL CONFIGURATIONS:

3248V5R-XL 32x48 5-channel (3 video and 2 sync channels).

3248V5SR-XL 32x48 5-channel (3 video and 2 sync channels) with stereo audio.

3264V5R-XL 32x64 5-channel (3 video and 2 sync channels).

3264V5SR-XL 32x64 5-channel (3 video and 2 sync channels) with stereo audio.

4832V5R-XL 48x32 5-channel (3 video and 2 sync channels).

4832V5SR-XL 48x32 5-channel (3 video and 2 sync channels) with stereo audio.

4848V5R-XL 48x48 5-channel (3 video and 2 sync channels).

4848V5SR-XL 48x48 5-channel (3 video and 2 sync channels) with stereo audio.

4864V5R-XL 48x64 5-channel (3 video and 2 sync channels).

4864V5SR-XL 48x64 5-channel (3 video and 2 sync channels) with stereo audio.

6432V5R-XL 64x32 5-channel (3 video and 2 sync channels).

6432V5SR-XL 64x32 5-channel (3 video and 2 sync channels) with stereo audio.

6448V5R-XL 64x48 5-channel (3 video and 2 sync channels).

6448V5SR-XL 64x48 5-channel (3 video and 2 sync channels) with stereo audio.

6464V5R-XL 64x64 5-channel (3 video and 2 sync channels).

6464V5SR-XL 64x64 5-channel (3 video and 2 sync channels) with stereo audio.

Sierra Pro 6464V5R-XL (RED SIGNAL FRAME) (Other frames do not have front panel control)
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Sierra Pro 64 XL Performance Specifications

VIDEO

Bandwidth ..................................................................................................................................................... 500MHz (-3dB)

Horizontal Frequency ............................................................................................................................................ 15-150kHz

Vertical Frequency ................................................................................................................................................. 50-150Hz

Video Gain....................................................................................................................................................................Unity 

Crosstalk ......................................................................................................................................................  -80dB @1MHz

Switching Speed ................................................................................................................................................ Deterministic

INPUT ................................................................... RGBHV, RGBS, RGBsB, RsGsBs. Generates composite sync from any video input
Level ............................................................................................................................................... 0.03 to 2.5Vpp, nominal 
Impedance ................................................................................................................................................................... 75Ω 
Return Loss ................................................................................................................................................ .<-30dB @5MHz
Connector Type............................................................................................................................................................. BNC

OUTPUT 
Video Level .......................................................................................................................................................0.2V to 5Vpp 
Impedance ................................................................................................................................................................... 75Ω
Return Loss ................................................................................................................................................... -30dB @5MHz
Connector Type............................................................................................................................................................. BNC

SYNC

Input Level .......................................................................................................................................................TTL level sync
Input Impedance ........................................................................................................... 75Ω or 510Ω for each input switchable
Output Level ....................................................................................................................... 5Vpp TTL into high impedance load
Output Impedance ......................................................................................................................................................... 75Ω

CONTROL

Serial ................ 3 general purpose 9-pin D-sub connectors, each switchable RS-232 or RS-422 at 9600, 38,400 or 115,200 baud

Protocols ...................................................................................................................SVS host, simple Kramer & select others

Ethernet ..................................................................................................................10BaseT, full-duplex on a RJ-45 connector

Protocols ........................................................................................ ARP, ICMP, Telnet, FTP, TCP/IP, UDP, HTTP, SNMP, SMTP 

Web Server .......................................................................................................................................... For full router control

Local Control Panel ................................................................................................................... Standard (Red Channel Frame)

Remote Control Panels .................................................. Supports full line of programmable, XY & single bus remote control panels

Legacy SVS Product Control ......................................................................25-pin-D expansion port, up to 8 additional signal levels

GENERAL

Rack Unit, Video .................................................................................................................. 4RU per signal (20RU for RGBHV)

Dimensions (inches), Video ................... 19” x 20 3/8” x 7” W, D, H. Dimensions do not include front panel hardware or rear cabling

Redundant Power Supplies ................................................................................................... Standard. Dual AC inlets per frame

Storage Temperature ................................................................................................................. -40° to +150°F (-40° to 66°C)

Humidity ............................................................................................................................... 10% to 90% RH non-condensing

Warranty ................................................................................................................................................................. 7 years

Investment Protection ............................................................................. Trade In/Trade Up Routing Switcher Exchange Program

Customer Service ...................................................................................................................... 24 hours a day, 7 days a week
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Aspen 3G HD-SDI Series
16X16, 32X32 & 72X72 CONFIGURATIONS UP TO 3GBPS

OPTIONAL CONFIGURATIONS:

1616HD-3G 16x16 3G HD-SDI Video Routing Switcher - 1RU

3232HD-3G 32x32 3G HD-SDI Video Routing Switcher - 2RU

7272HD-3G 72x72 3G HD-SDI Video Routing Switcher - 4RU

OPTIONS:
RPS-16/32 Redundant Power Supply for Aspen 1616 and 3232 models

RPS-72 Redundant Power Supply for Aspen 7272 model

A SPEN™

Aspen
16x16, 32x32 & 72x72 3G HD‑SDI Routing Switchers

The Aspen 3G HD-SDI family offers compact and lightweight routers with multi-rate support up to 3Gbps. This perfect match of 
size and functionality is coupled with Aspen’s innovative design for signal integrity providing cable runs of over 170 meters at 3Gbps 
and operation at extremely low power. Sierra Routers are true matrix switchers and therefore can switch any of the inputs to any 
of the outputs. Any input can be connected to any or all outputs.  Each output can only be connected to a single input.

 ● 3G HD-SDI Multi-Rate Video in Compact Frame - 2.5 inches deep.

 ● 4K Support  - @30Hz routing via the dual link mapping feature.

 ● Max. Data Rate - 2.97Gbps.

 ● Re-Clocking - 270Mbs, 1.485Gbps, 2.97Gbps.

 ● Very High Signal Integrity - Supports cable runs of 170M at 2.97Gbps (Via BC-RG63G).

 ● Front Control Panel Standard with Multi-Color Buttons - 1616HD3G & 3232HD3G models only.

 ● Front Panel Lockout.

 ● Browser Based GUI - Aspen routers offer full set up and control via the intuitive web browser GUI which is also fully compatible 
with point & click and touch & click devices such as tablets and smartphones. The browser based control eliminates the need 
to download software and ensures full compatibility with your existing operating system.

 ● Write and Recall Multiple Switching Salvos.

 ● Optional Redundant Power.

 ● Optional Ethernet-Based Remote Control Panels.

 ● Slave Audio Routers - Can be added to and controlled from the Aspen.

 ● Low Power Consumption.

Aspen 1616HD-3G 1RU

Aspen 3232HD-3G 2RU

Aspen 3232HD-3G 2RU (Rear View)

Aspen 3232HD-3G 2RU (Side View 2.5”)

Aspen 7272HD-3G 4RU

Aspen 1616HD-3G 1RU (Rear View)

Aspen 7272HD-3G 4RU (Rear View)
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Aspen RCP Ethernet Remote Control Panels
16x16, 32x32 & 72x72 Ethernet Remote Control Panels 

The Aspen RCP Ethernet Remote control panels are compatible with the Sierra Aspen range of 3G HD-SDI routing switchers and 
provide full XY control over the connected Aspen router.  If the Aspen router is configured with an audio slave level they also allow 
breakaway control of the audio level.

Aspen RCP Ethernet Remote Control panels
16X16, 32X32 & 72X72 ETHERNET REMOTE CONTROL PANELS CONFIGURATIONS 

OPTIONAL CONFIGURATIONS:

RCP-1616 16x16 XY Ethernet Remote Control Panel – 1RU

RCP-3232 32x32 XY Ethernet Remote Control Panel – 2RU

RCP-7272 72x72 XY Ethernet Remote Control Panel – 2RU

Aspen RCP-1616 1RU

Aspen RCP-3232 2RU

Aspen RCP-7272 2RU
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Aspen 3232HD‑3G Performance Specifications

VIDEO

Data Rates .......................................................................................................................................... 19Mbps to 2.97Gbps

Data Types ..........................................................................................SMPTE 424M, SMPTE 292M, SMPTE 259M-C , DVB-ASI 

Input cable EQ range: (Belden 1694A)  .............................................2.97Gbps – 155m , 1.485Gbps – 200m, 270 Mbps – 400m 

Input return loss .........................................................................................................≥15dB@1.485Gbps - ≥10dB@2.97Gbps

Output level ..............................................................................................................................................800mVpp +/- 10%

Output timing jitter .................................................................................SMPTE 424M ≤ 2.0UI, 292M ≤ 1.0UI, 259M-C ≤ 0.2UI

Output alignment jitter ........................................................................... SMPTE 424M ≤ 0.3UI , 292M ≤ 0.2UI, 259M-C ≤ 0.2UI

Output return loss ......................................................................................................≥15dB @1.485Gbps, ≥10dB @2.97Gbps

MECHANICAL

I/O connectors ...................................................................................................................................................... 75Ω BNC

Operating Temperature .................................................................................................................... 32° to 104°F (0° to 40°C)

Dimensions ........................................................................................................3.5” (89mm) x 19.0” (483mm) x 2.5” (64mm) 

Weight ........................................................................................................................................................... 4.0lbs (1.8kg)

Connector Type............................................................................................................................................................. BNC

ELECTRICAL

AC Input range  .............................................................................................................................. 50-60Hz, 100 – 240V AC 

 ................................................................................................................................................................................. 30W

COMMUNICATION

Ethernet (1) ...................................................................................................................................... 10/100 Base-T (RJ-45)

Serial Port (1) ............................................................................................................................ RS-232/RS-422 (9-pin D-sub) 



KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

11.31

S
IE

R
R

A
 V

ID
E

O
 

S I E R R A  V I D E O  P R O D U C T S   P O N D E R O S A 

Ponderosa 3G HD-SDI 64 Frame
8X8 TO 64X64 3G SDI, HD-SDI & 3G HD-SDI VIDEO CONFIGURATIONS

SAMPLE CONFIGURATIONS:

3232HDR-64 32x32 3G HD-SDI Matrix Switcher in a 4RU 64x64 Frame with Redundant Power Supply

4848HDR-64 48x48 3G HD-SDI Matrix Switcher in a 4RU 64x64 Frame with Redundant Power Supply

6464HDR-64 64x64 3G HD-SDI Matrix Switcher in a 4RU 64x64 Frame with Redundant Power Supply

OPTIONS:

 ● Redundant Power Supply. 
 ● Additional 8 Input/8 output modules:

 ● BNC Coax (Supporting up to 3G HD-SDI).
 ● LC Fibre optic.
 ● Composite Video to SDI input.
 ● SDI to Composite Video output.

Ponderosa 3G HD-SDI 128 Frame
8X8 TO 128X128 3G SDI, HD-SDI & 3G HD-SDI VIDEO CONFIGURATIONS

SAMPLE CONFIGURATIONS:

3232HDR-128 32x32 3G HD-SDI Matrix Switcher in an 8RU 128x128 Frame with Redundant Power Supply 

4848HDR-128 48x48 3G HD-SDI Matrix Switcher in an 8RU 128x128 Frame with Redundant Power Supply 

6464HDR-128 64x64 3G HD-SDI Matrix Switcher in an 8RU 128x128 Frame with Redundant Power Supply 

9696HDR-128 96x96 3G HD-SDI Matrix Switcher in an 8RU 128x128 Frame with Redundant Power Supply

128128HDR-128 128x128 3G HD-SDI Matrix Switcher in an 8RU 128x128 Frame with Redundant Power Supply 

PONDEROSA™ 

Ponderosa 3G HD‑SDI Video Routing Switchers
32x32 & 128x128 Modular Frames

The Sierra Video Ponderosa™ routers are high-performance routing switchers for 3G HD-SDI video signals. These units are 
available in two frame sizes: 64x64 (4RU) and 128x128 (8RU). All modules are hot swappable from the front of the router for critical 
applications. Companion analog audio is available using a Yosemite 5RU audio frame. Sierra Routers are true matrix switchers and 
therefore can switch any of the inputs to any of the outputs. Any input can be connected to any or all outputs.  Each output can 
only be connected to a single input.

HD-SDI VIDEO FEATURES
 ● Max. Data Rate - 3Gbps. 
 ● Compact Frame Size - 4RU up to 64x64 & 8RU up to 128x128.
 ● Modular Configurations - Expandable from 8x8 by 8 input and/or 8 output increments. 
 ● Front Loading & Hot-Swappable Modules - Video modules, CPU boards, and power supplies. 
 ● Fiber Optic I/O Board Set Option. 
 ● A-D Input Card Option - Composite video sources will convert to SD-SDI.
 ● D-A Output Card Option - SD-SDI signals from the router converted to composite video outputs.
 ● Intelligent Reclocking & Automatic Cable Equalization. 
 ● Redundant Power Supply - Optional. 
 ● Control

 ● RS-232/RS-422. 
 ● RS-485 - For optional remote control panels. 
 ● Supports TCP/IP Protocol - Rear Panel RJ-45 Connector. 
 ● WEB Browser Control - The Ponderosa includes MediaNAV™ Advanced Control and Configuration software as standard 

on it’s Control Processor (an additional 1RU Mediator Box is not required).

Ponderosa-1648HD-64 in a 4RU 64x64 frame

Each frame has additional I/O configurations. Call your Kramer representative for a price quote customized to your application.
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PERFORMANCE SPECIFICATIONS

HD-SDI/SDI MULTI-RATE DIGITAL VIDEO SPECIFICATIONS

Data Rates ............................................................................................................................................19Mbps – 2.97Gbps

Data Types ............................................SMPTE 424, SMPTE 372M, SMPTE 310M, SMPTE 259M, SMPTE 344M, SMPTE 292M,  

DVB-ASI, ITU-R BT.601

Jitter ...................................................................................................................................................................... < 0.2 UI

INPUT

Video Level  ...............................................................................................................................................800mVpp +/-10%

Impedance  .................................................................................................................................................................. 75Ω
Return Loss  ........................................................................................................................................ < -15dB up to 1.5GHz

Cable Equalization Range ....................... 0-100 meters for SMPTE 292M or SMPTE 372M, Belden 8281 0-300 meters for all other

standards, Belden 8281

Connector Type ............................................................................................................................................................ BNC

OUTPUT

Video Level  ..............................................................................................................................................800mVpp +/- 10%

Impedance  .................................................................................................................................................................. 75Ω
Return Loss  ......................................................................................................................................... <-15dB up to 1.5GHz

Rise/Fall Times  ...................................................................................................................................................< 270psec

Connector Type ............................................................................................................................................................ BNC

CONTROL

Serial  .............................................. 3 general purpose 9 pin-D, each switchable RS-232 or RS-422 9600, 38400, 115200 baud

Protocols  .................................................................................................. SVS host, simple Kramer and select others Ethernet

Ethernet  ..............................................................................................................10/100Base-T, full duplex, RJ-45 connector

Protocols  ........................................................................................................................... ARP, ICMP, TCP/IP, Telnet, HTTP

Web Server  ........................................................................................................................................................For control

Control Panels  ....................................................................................................Supports full line of SCP remote control panels

Legacy SVS Product Control  .....................................................................25 pin-D expansion port, up to 8 additional signal levels

GENERAL

RACK UNIT/FRAME SIZE

Up to 64x64  ............................................................................................................................................................... 4RU 

Up to 128x128  ........................................................................................................................................................... 8RU 

DIMENSIONS

Up to 64x64  .............................................................................................................................. 19” x 20 3/8” x 7” W, D, H

Up to 128x128  ........................................................................................................................ 19” x 20 3/8” x 14” W, D, H

Mounts in standard 19” rack

Depth measurements do not include front panel hardware or rear cabling

Power  .................................................................................................. 90V AC -> 240V AC 50/60Hz (<150W) auto-detecting

Redundant Power Supply  ...........................................................................................................................................Optional

Storage Temperature  ................................................................................................................ -40° to +150°F (-40° to 66°C)

Operating Temperature  .......................................................................................................30° to 100°F (-1° to 38°C) ambient

Humidity  ....................................................................................................................................10% to 90% non-condensing

Warranty  ................................................................................................................................................................ 7 years
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SierraView™ SVG
4‑20 HDMI/HD‑SDI input Pro‑Centric Modular MultiViewer

The SierraView™ SVG Modular MultiViewer uses a modular architecture, which allows handling of up to 20 high-quality, auto-
sensing inputs plus a local HDMI input located on each output module. This gives a total of 21 inputs displayed on a single HDMI or 
HD−SDI monitor (or up to 18 inputs for a system using dual output cards). 

The Input modules each offer four inputs and consist of the CV/SD module (auto−sensing CVBS & SD/SDI), the 3G HD−SDI module 
(auto−sensing SD−HD/SDI) and an HDCP supporting HDMI module (with EDID). 

The output module offers an HD−SDI output with a cloned HDMI output (to 1920x1080p) as well as the local HDMI input.

The flexibility of the SVG Multiviewer together with its intuitive and user friendly interface makes the SVG an ideal choice for a wide 
range of Professional AV applications, especially monitoring and command and control facilities.  It is also a popular choice for 
broadcast, editing and post-production facilities where the extensive audio monitoring features of the other SierraView ranges are 
not required.  The SVG supports customizable layouts, real time audio and video monitoring with alarms, waveform displays, and 
UMD & tally from switchers and routers.

 ● Compact 1RU Frame. 
 ● Multi-format Input Options - (4 inputs per module), Choose from:

 ● HDMI with HDCP support.
 ● Auto-sensing Composite Video/SDI.
 ● HD-SDI (up to 3G).

 ● Output Resolutions - Up to 1920x1080p in either HDMI or HD-SDI. 
 ● Audio Level Monitoring - Up to 4 channels of embedded audio per input. 
 ● Web Browser Set Up and Control - Eliminates need to download software and compatibility issues with PC/MAC operating systems. 
 ● Analog and Digital Clocks - On-air timer and countdown timer. 
 ● Dynamic UMD & Tally Support.
 ● Format Display of Input Signals - With AFD information.
 ● Video and Audio Loss Alarms. 
 ● TSL & GPS Serial Timing.
 ● Dual Power Supplies as Standard.
 ● 5 Year Warranty.

MODEL DESCRIPTION

FRAME

SVG-FRAME 1RU frame with dual / redundant power supplies standard.

INPUT MODULES

SVG-CVSD The SVG-CVSD provides 4 channels of Composite/SD-SDI (auto detect) video input, 4 channels of analog audio input and a tally interface.

SVG-3GHD The SVG-3GHD provides 4 channels of HD-SDI (auto detect) video input, 4 channels of analog audio input and a tally interface.

SVG-HDMI The SVG-HDMI provides 4 channels of HDMI inputs with embedded audio. It supports input resolutions of 720p, 1080i, and 1080p.

OUTPUT MODULES

SVG-OM-HDHDMI This module provides one HDMI and a parallel HD-SDI output. The output resolution is up to 1920 x 1080.

SVG Modular MultiViewer  (1RU)
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SierraView™ MultiViewer
SMP‑xx amd MV‑xx Broadcast‑Centric Family Overview 

The SierraView™ SMP-xx and MV-xx Modular MultiViewers offer an extensive feature set particularly suited to the Broadcast sector.  
However, they are also a perfect fit for many professional Audio Viisual applications including command, control and monitoring. 

MultiViewers are a flexible, cost-effective method of combining and displaying multiple images on a video display device. SierraView™ 
is extremely versatile, and user-friendly: for each image (or “tile”), content, size, labels and positioning may be changed to suit any 
application, as can the display background. 

The SMP-xx is our new addition to our Broadcast-centric MultiViewer family and allows handling of up to 16 multi-format inputs to 
2 independent outputs in a compact 1RU frame.  Each output in turn supports both HDMI and HD-SDI in parallel.

The MV-xx allows handling of up to 64 multi-format inputs to 2 independent DVI-I outputs in a 3RU frame.  Each DVI-I output supports 
both the digital and analog parts of the DVI-I signal in parallel (I.e. DVI-D Single link and DVI-A (Analog VGA)).   The MV-xx frame is also 
available in a dual multi-viewer configuration offering two 32-input/dual output multi-viewers in a 3RU frame.

 ● Video Input Options - HD-SDI (to 3G), Composite Video, HDMI (up to 1080p).

 ● Video Outputs:

 ● 2 x Independent outputs each offering HDMI & HD-SDI in parallel (SMP-xx).
 ● 2 x Independent DVI-I outputs each offering DVI-D single link and DVI-A in parallel (MV-xx).

 ● Output resolutions up to - Up to 1080p/60Hz on MV-xx or; 4K/30Hz on SMP-xx. 

 ● Audio Monitoring - Up to 16 channels of embedded audio via a wide range of balistically correct scales together with phase indication. 

 ● Optional Dolby ® Audio Monitoring - Via our new VIP-3D scaler card. 

 ● Superior Scaling Quality - Via our new VIP-3 scaler card. 

 ● Hot-swappable - Audio/video input/output cards. 

 ● Multiple Analog or Digital Clocks - Across multiple time zones. 

 ● On Air and Countdown Timers.

 ● Logo Insertion.

 ● Safe Area Markers.

 ● Reads and Displays Time-code.

 ● Range of Video and Audio Alarms.

 ● 5 Year Warranty.
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SierraView™ SMP‑xx Modular MultiViewer Family
4‑16 HDMI/HD‑SDI input Broadcast‑Centric Modular MultiViewer

The SierraView™ SMP-xx series MultiViewer is housed in a 1RU frame with 4, 8, 12 or 16 inputs.

OPTIONAL CONFIGURATIONS:

3G HD-SDI without internal 16x16 router:

SMP-S4HD SMP-Sxx 4xHD-SDI(3G) in 2 out MultiViewer 1RU

SMP-S8HD SMP-Sxx 8xHD-SDI(3G) in, 2 out MultiViewer 1RU

SMP-S12HD SMP-Sxx 12xHD-SDI(3G) in, 2 out MultiViewer 1RU

SMP-S16HD SMP-Sxx 16xHD-SDI(3G) in, 2 out MultiViewer 1RU

3G HD-SDI with internal 16x16 router:

SMP-R4HD SMP-Rxx4xHD-SDI(3G) in, 2 out MultiViewer 1RU (with router)

SMP-R8HD SMP-Rxx 8xHD-SDI(3G) in, 2 out MultiViewer 1RU (with router)

SMP-R12HD SMP-Rxx 12xHD-SDI(3G) in, 2 out MultiViewer 1RU (with router)

SMP-R16HD SMP-Rxx 16xHD-SDI(3G) in, 2 out MultiViewer 1RU (with router)

HDMI with HDCP support:

SMP-S4H SMP-Sxx 4xHDMI in 2 out MultiViewer 1RU

SMP-S8H SMP-Sxx 8xHDMI in, 2 out MultiViewer 1RU

SMP-S12H SMP-Sxx 12xHDMI in, 2 out MultiViewer 1RU

SMP-S16H SMP-Sxx 16xHDMI in, 2 out MultiViewer 1RU

 ● Compact 1RU Frame.

 ● Multiple Input Formats Available - 3G HD-SDI, Composite Video, HDMI (with HDCP support). 

 ● Modular Format - Allows future expansion from 4 to 16 Inputs In Increments of 4. 

 ● Dual Independent Outputs - Each output supports both HDMI and HD−SDI in parallel.

 ● Max Input Resolution - 1080p, 1920x1200 & 3G HD−SDI.

 ● Max Output Resolution - 4K/30Hz.

 ● Control & Setup via LAN - The SMP-xx has a built in Browser to enable easy set up and control.

 ● Front Control Panel - For recall of pre−set configurations.

 ● Hot Swappable Cards.

 ● Intelligent Fan Control - For quiet operation.

 ● Alarms - For video/ audio and metadata.

 ● GPI & Tally Support.

 ● Under Monitor Display Support - Including dynamic UMD when paired with Sierra router.

 ● Audio Metering - Up to 16 channels of embedded audio with balistically correct scales. 

 ● Dolby ® E Monitoring Option - Via VIP-3D.

 ● 2 Frame Options Available:

 ● SMP-Sxx without internal router.
 ● SMP-Rxx with internal 16x16 HD-SDI router.

 ● Discrete Analog & Digital Audio - Optional.

 ● Redundant Power Supply (RPS) - Optional.

 ● 5 year Warranty.

16 Input MultiViewer (1RU)
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OPTIONAL CONFIGURATIONS:

SV-MV-xxS 3RU Single MultiViewer. Up to 64 inputs (3G HD-SDI, SDI, Composite, HDMI and independent 2 outputs (DVI-I)

SV-MV-xxD 3RU Dual MultiViewer. Up to 32 inputs (3G HD-SDI, SDI, Composite, HDMI and independent 2 outputs (DVI-I)  
in each MultiViewer

The SierraView™ MV-xx series is a Modular MultiViewer housed in a 3RU Frame. It is available either as a Single MultiViewer with 
up to 64 inputs and 2 independent or as a Dual MultiViewer with up to 32 inputs and 2 independent outputs in each MultiViewer.

 ● Single or Dual MultiViewer 3RU Frame Options:

 ● MV-xxS: up to 64 video inputs, 2 outputs.
 ● MVxxD: 2 MultiViewers, each up to 32 video inputs, 2 outputs.

 ● Modular Format - Allows Future Expansion from 4 to 64 Inputs In Increments of 4. 

 ● Multiple Input Formats Available - 3G HD-SDI, Composite Video, HDMI (without HDCP support). 

 ● Dual Independent Outputs - Each DVI-I output supports both DVI-D single link and DVI-A (Analog VGA) in parallel.

 ● Max Input Resolution - 1080p, 1920x1200 & 3G HD−SDI.

 ● Max Output Resolution - 1080p/60Hz.

 ● Control & Setup via LAN - The MV-xx has a built in Browser to enable easy set up and control.

 ● Hot Swappable Cards.

 ● Alarms - For video/ audio and metadata.

 ● GPI & Tally Support.

 ● Under Monitor Display Support - Including dynamic UMD when paired with Sierra router. 

 ● Audio Metering - Up to 16 channels of embedded audio with balistically correct scales. 

 ● Dolby ® E Monitoring Option - Via VIP-3D.

 ● Discrete Analog & Digital Audio - Optional.

 ● Redundant Power Supply (RPS) - Optional.

 ● 5 year Warranty.

SierraView™ MV‑xx MultiViewer Family

4‑64 HDMI/HD‑SDI input Broadcast‑Centric Modular MultiViewer 

Single 64x2 MultiViewer or Dual 32x2 MultiViewers  

MV-xxS Single 64x2 Modular MultiViewer in a 3RU Frame
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SINGLE MULTIVIEWER OPTION

64 inputs, 2 outputs in 3RU

Typical Applications: • Studio • ENG/OB Van

DUAL MULTIVIEWER OPTION

2 x MultiViewers in a 3RU frame. Each MultiViewer has up to 32 inputs and 2 ouputs

Typical Applications: • Television Master Control • Radio Master Control
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PERFORMANCE SPECIFICATIONS 

SMP‑xx amd MV‑xx Broadcast‑Centric Family Overview 

INPUTS 

VIDEO 

Input Card Option 1 (VIP-3) .........................................HD-SDI SMPTE 424M & SMPTE 292M, HDMI 1920 x 1080 and CVBS 1Vpp 

Input Card Option 2 (VIP-3D) .....HD-SDI SMPTE 424M & SMPTE 292M, HDMI 1920 x 1080 and CVBS 1Vpp and Dolby ® audio metering 

Input Loop-Through ........................Optional on SDI and HD-SDI: these are provided on 1.0/2.3connectors on a rear connector panel 

 .............................................................................................................................................. that occupies a single card slot

AUDIO

Internal Inputs ...............................................................................................Embedded audio, up to 16 channels per video feed

External Audio (Optional) .....................................................................................................Analog, up to 32 channels (16 pairs)

 ..................................................................................................................................AES/EBU, up to 32 channels (16 pairs)

OUTPUTS

Video .......2 x independent outputs (HDMI and HD-SDI in parallel) (SMP-xx) or 2 x independent DVI-I outputs (analog and digital) (MV-xx) per MultiViewer, 

 ........................................................................................................ supporting resolutions up to 1080p (1920 x 1080, 16:9)

 ........................................Compatible with displays handling XGA TG, XGA, 720p60, 720p50, SXGA, SXGA+, 1080p50, 1080p60

Sources ............................................................................................... Fully scalable and displayed in native format, 4:3 or 16:9

Audio Monitoring ......................................Up to 8 analog output channels standard supporting resolutions, XGA, 720p60, 720p50, 

 .......................................................................................................SXGA, SXGA+ 1080p60, and 1080p50, 16:9 aspect ratio

Image Configuration ......................................... Images can be continuously varied in size and position on screen or may be displayed 

in pre-configured layouts, positions and sizes

Two Display Output .................................................................................................Tiles may be assigned to one or both outputs

Audio Metering Standards ................. Optional AES/EBU, BBC PPM, DIN PPM, Nordic PPM, VU and Extended VU Loudness metering

ALARMS

On video inputs  ................................................................................................................Video sync loss; Black; Freeze-frame;

On metadata inputs  ....................................................................................... VITC loss; Subtitles loss; Teletext loss; V-chip loss; 

On audio inputs ........................................................................ Embedded audio loss; External audio loss; Over level; Out of phase;

With outputs to .................................................................................................Tallies; Borders; GPIs/GPOs; LAN; SNMP traps

OTHER FEATURES

UMD  ................................................... Sierra Router protocol (via serial or LAN), browser software via LAN, and RS-232/RS-422 

serial software supporting TSL, Image Video or other protocols

Clock Inputs  ................................................................................................................................................. Via NTP or LTC

File Upload .................................................................... Up to 4 bitmap files can be uploaded and may be displayed simultaneously

GPI/GPO ............................................................................................................................................... 16 inputs, 8 outputs

GENERAL

Frame  ............................................................ MV-xx 3RU with removable front panel, 20 card slots and rear connector modules, 

 ................................................................................heat sensitive, fan-assisted ventilation with status LED, 2 power status LEDs

 ........................................................................................................................................................................SMP-xx 1RU

Frame Dimensions .......................................................................................MV-xx .....................19” x 16.54” x 5.25” W, D, H

 SMP-xx.......................19” x 19.63” 1.75” W, D, H

Frame Weight MV-xx.........................41lbs. (full frame, estimated)

 SMP-xx…......…………..11lbs. (full frame, estimated)

Connectors .............................................................. BNC, HDMI, 26 pic “D” HD male, 26 pin “D” HD female, 44 pin “D” HD male, 

44 pin “D” HD female, LAN, RS-422, USB-2, DVI-I, IEC Power, Low-voltage connector

Power Requirements ............................................................................................. 84-260V AC, 50/60Hz, optional 12-24V DC

Indicators............................................................................................ Power supply and fan failure LED indicators on front panel

Redundant Power Supply ...................................................................................Optional back-up external 1kW 1RU power supply

Control and Configuration ......................................................................................................... Using browser software via LAN
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S I E R R A  V I D E O  P R O D U C T S   C O N T R O L  S O F T W A R E

Router Control Software

TyLinx Pro is Sierra Video’s free router setup and control software, unique in that it has three distinct levels of functionality for different 
classes of users. With TyLinx Pro, administrators, workflow designers, and end users each have a distinct interface (or “console”) 
tailored to their specific needs. The software allows administrators to create a limitless number of unique profiles for system users, 
guiding signal routing options on a user-by user basis. An intuitive, graphics-rich interface makes TyLinx Pro incredibly easy to use.

TyLinx Pro supports setup and configuration of multiple routing switchers in a system. The software automatically synchronizes 
with routing switchers to retrieve their configuration information, including source and destination names. TyLinx Pro programs and 
fires salvos, performs multi-destination takes and break-away switching, and implements destination locks with optional password 
protection. The software supports TCP/IP and RS-232 serial control. TyLinx Pro offers advanced system setup features including 
Mapping, gain control, changeable output slew rates, and input equalization. 

TyLinx Pro Router Control Software

FEATURES:

 ● Zero-charge download.

 ● Compatibility - Windows® XP SP2, XP Pro x64 SP1, Windows Server® 2003 and Windows Vista® x86 & x64 editions. 

 ● Automatic retrieval - Source and destination data from the router.

 ● Records and Stores Salvos - For routine routing requirements.

 ● Control Panel Programming - Level mapping and admin utilities.

 ● Supports TCP/IP Protocol - And RS-232 serial communication.

Sierra Video’s SCP Series programmable remote control panels can be programmed using TyLinx Pro. 

Programming options include:

 ● Button Programming.

 ● Salvo Selection.

 ● Display/Luminosity Control.

 ● Copy-and-paste-settings Function - For like panels.

 ● Panel Settings Reset.

 ● Software Updates.

TyLinx Pro - Console Player - localhost
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S I E R R A  V I D E O  P R O D U C T S   C O N T R O L  S O F T W A R E

 ●    ADMIN CONSOLE

TyLinx Pro utilizes three-tiers of user access: the Admin Console, the Console Designer, and the Console Player.

The Admin Console is designed for Administrative-level users who have authority over system set-up and user permissions.
 ● Name - Sources, destinations and router levels. 
 ● Matrix Mapping - For splitting up levels within a single input/output channel. 
 ● Activity (“active”) Status - Of routers, levels and control panels. 
 ● Programming and Saving Salvos.
 ● Signal Equalization.
 ● Graphic Rich Audio Table - For intuitive gain adjustment. 
 ● Programming SCP Control Panels.
 ● Create Unlimited Accounts - With username and password protection. 
 ● Three Levels of System Access  - Admin, Design, or Player.
 ● Specific Access Rights per User.

File   Account   Configure   Launch   Help

TyLinx Pro - Console Player - localhost
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S I E R R A  V I D E O  P R O D U C T S   C O N T R O L  S O F T W A R E

CONSOLE DESIGNER

The Console Designer feature allows for complete customization of the Player Console, allowing each user (or “Player”) to work in 
his or her own version of the routing system, seeing and interacting only with the equipment and options relevant to that specific 
Player. The Console Designer shares some abilities with the Admin Console. 

 ● Assign Basic Properties.

 ● Select Available Sources & Destinations.

 ● Create or Select Preprogrammed Salvos.

 ● Assign User Names & Passwords.

 ● Assign User & Equipment Permissions.

CONSOLE PLAYER

The Console Player is for the everyday video user in the system: from video editors to command and control center operators. While 
the Player’s access to the system may be limited through the Admin Console, the Player works in a seamless environment where 
routing choices are clearly displayed and off-limit equipment is invisible.

 ● Personal User Name and Password.

 ● Custom View Limited to Relevant Equipment.

 ● Animated Indicator - For corresponding sources & destinations.

 ● Switch Between - Switch between Button Per Source and XY views of system. 
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S I E R R A  V I D E O  P R O D U C T S   C O N T R O L  S O F T W A R E

MediaNAV™ 
Advanced Browser‑Based Control and Configuration Software and Mediator‑EC Controller

Sierra Video’s MediaNAV™ runs on Select Sierra Video routers and control platforms. System configuration and control can be

performed from any device with a Web browser including laptops, tablets and even smartphones.
 ● Configure - Routing switchers, remote control panels, user consoles, and more via the easy to use browser GUI 

(Graphical User Interface).
 ● Manage - Routing switchers, crosspoints, names, power supply status.  Monitor hardware panels, MultiViewers, routers, 

and more.
 ● Operate - Source, destination, level and preset selections. Trigger router salvos and MultiViewer layout recalls, and more 

all via a custom browser GUI (Graphical User Interface).

MediaNAV™ 
Advanced System Control Framework

CONTROL PLATFORMS GUI PLATFORMS

Ponderosa Router with 
MediaNAV™ CPU

or Mediator-EC Controller

serial

Windows/MacOS

iOS

AndroidHardware Control PanelsVideo & Audio RoutersSierraView™ MultiView

Aspen Routers
LAN/WAN

The MediaNAV™ Software is supplied as standard on the control processors of the Ponderosa, Viper and Sierra Pro 64 XL 
Routers. It is optional on all other platforms.

 ● Hierarchical and Modular - Manages & controls small or large systems, routing switchers, MultiViewers, and other devices.

 ● Designed for Today’s Mobile Environments - Point & click, touch & click, remote access.

 ● Browser-based Graphical User Interface - No software application to load. Supports Windows, MAC, iPad and smartphones. 

 ● Intuitive, Easy to Use and Configure GUI. 

 ● Switching of multiple routers - From a single user interface. 

 ● Control - From hardware control panels or from a web based GUI. 

 ● User Access Control - With powerful security layer.  

 ● Scalable - From small to large systems.  

 ● Recall Layouts on SierraView™ MultiViewers. 

 ● Mediator - EC Controller - Ethernet 10/100/1000 Mbps, solid state drive. No hard drive. RS-232, RS-485 for remote AUX 
panels, power: AC 100−240v, 50−60Hz, FCC, CE, UL and ROHS compliance.
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Sierra Programmable Control Panels
FEATURES: 

 ● LCD Display (Most Models). 

 ● Label Capable Backlit Buttons. 

 ● Front Panel Lockout. 

 ● Memory Locations - Stores multiple switches to be recalled and executed all at once. 

 ● Paging & Scrolling. 

 ● TyLinx Pro and MediaNAV™ Programming Software. 

 ● Routing Switcher I/O Names. 

 ● Shift Keys. 

 ● Multiple Level Control. 

 ● Multiple Control Panels - Up to 64 can be connected to a single routing switcher.  

 ● AV Breakaway. 

 ● Control - Looping RS-485 (Mini XLR). 

 ● Power - 9VDC.

SCP-20
PROGRAMMABLE CONTROL PANEL

 ● 20 Programmable Buttons.

 ● LCD Display. 

 ● Desktop Size - 9” x 5” x 2.5” W, D, H 

SCP-112
PROGRAMMABLE CONTROL PANEL

 ● 12 Programmable Buttons.

 ● LCD Display.

 ● Standard 19” Rack Mount Size - 1RU.

SCP-150
PROGRAMMABLE CONTROL PANEL

 ● 44 Programmable Buttons 

 ● Standard 19” Rack Mount Size - 1RU
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SCP-224
PROGRAMMABLE CONTROL PANEL

 ● 24 Programmable Buttons. 

 ● LCD Display. 

 ● Standard 19” Rack Mount Size - 2RU. 

SCP-240
PROGRAMMABLE CONTROL PANEL

 ● 37 Programmable Buttons - 8 for multi-level control. 

 ● Dual LCD Display. 

 ● Standard 19” Rack Mount Size - 2RU. 
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Sierra Single Bus & XY Control Panels

16x1 (804047) 
16X1 SINGLE BUS CONTROL PANEL

32x1 1RU (804014) 
32X1 SINGLE BUS CONTROL PANEL

16x16 XY 1RU (804048) 
16X16 XY CONTROL PANEL

16x16 XY 2RU (804148) 
16X16 XY CONTROL PANEL

32x32 XY (804015) 
32X32 XY CONTROL PANEL
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The SP−14 is a broadcast grade Frame rate and Standards converter with Motion Estimation and Motion Compensation technology 
(MEMC). It accepts HD, SD & computer graphics signals, performs frame rate conversion, format conversion, frame synchronization, 
scan conversion and aspect ratio conversion as required, as well as embedded timecode processing and closed caption conversion. 
It is also applies powerful noise reduction & image enhancement to improve poor quality video.

 ● Frame Rate Conversion - Motion Estimation Motion Compensated (MEMC) conversion.

 ● Content Adaptive MEMC - Phase Plane Correlation and Block Matching Motion Estimation.

 ● Conversion Capabilities - Near−HD from SD up−conversion, SD to HD, HD to SD, HD to HD with support for CEA & SMPTE 
formats, scan converts computer VESA or CEA graphics with motion compensation, converts between all common broadcast 
and film frame rates.

 ● 3G HD-SDI, DVI/HDMI & Analog.

 ● Scene Cut Detection.

 ● Cadence-Aware MEMC - Preserves film−look by cadence conversion on scene−by−scene basis.

 ● Aspect Ratio Conversion & Pan/Zoom/Tilt/Trim.

 ● Broadcast Grade Performance - With 1024−tap scaling filter.

 ● Closed Caption Support - HD CEA708 & SD CEA608 formats.

 ● VITC/LTC Embedded Timecode Support - With automatic delay correction.

 ● Frame Synchronizer.

 ● Channel Logo Insertion.

 ● Audio Embed and De-Embed, Audio Delay Correction.

 ● Flexible Proc-Amp Controls.

 ● 2D Detail Enhancement - Sharpness control, Detail Enhance, Real−Time Unsharp Mask.

 ● De-Interlacer - Post−production/broadcast grade motion adaptive SD & HD de−interlacer with 3:2, 2:2 and non−standard/
variable cadence detection.

 ● Noise Filtering and Reduction - Per pixel motion adaptive temporal/film noise filtering HD & SD, MPEG2 codec mosquito and 
block noise reduction for SD.

 ● AES & Embedded Audio In & Out.

 ● Built-In Test Pattern Generator.

 ● USB Port - For firmware upgrade.

 ● Control - Front panel controls with character LCD display, Web server for remote contol via TCP/IP, API−based remote control 
via RS−232 serial port or TCP/IP.

 ● Dual Redundant Power Supply - Two power feeds for critical applications, 100−264V AC.

SP-14 MEMC Frame Rate Converter

SP‑14
Broadcast‑Grade Frame Rate and Standards Converter with Motion Estimation  

and Motion Compensation



Dynamic digital signage is the future of message management in advertising, marketing, entertainment, and 
information sharing. Kramer Electronics offers digital signage solutions to answer a growing demand for 
multimedia communication. Kramer has a full range of products to ensure that the right content reaches the 
right audience at the right place and time.

We offer solutions in a wide variety of digital signage applications such as retail, transportation, quick-service 
restaurants, and corporate communications. Our solutions use the latest in HDBaseT, HDMI, IP extension, and 
RS-232 connectivity technology and are widely scalable for installations of up to hundreds 
of displays.

Retail
How do you influence consumer behavior? How do you enhance in-store customer experience? Kramer Digital 
Signage products provide the perfect infrastructure for a comprehensive solution that increases retail sales 
and expands your brand awareness.

Quick Service Restaurants (QSR)
Kramer’s Digital Signage products are the ideal infrastructure for Quick Service Restaurants (QSR). They can 
deliver all kinds of menu information, branding, product features, and entertainment to multiple screens. In 
the process, our products play a significant role in increasing sales and revenue through ads and promotional 
messages.

Transportation Services
Kramer’s Digital Signage products provide the ideal infrastructure for transportation service providers. Our 
products enable the transmitting of all types of travel information: wayfinding, schedules, fares, and more. 
Kramer digital signage products also enhance the waiting experience by exposing passengers to ads and 
promotional messages.

Corporate Communications
The Kramer line of unique digital signage products enables the delivering of company data, statistics, human 
resource messages, visitor greetings, schedules, employee highlights, and all other types of corporate 
communications, an integral part of any business environment.

GROUP 12
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DIGITAL SIGNAGE
MODEL DESCRIPTION INPUT OUTPUT SIZE AUDIO PAGE

12.1  DISTRIBUTION SYSTEMS

DS Vision Digital 
(DSVD) 

HDMI & Stereo over HDBaseT Transmitter, 
Broadcaster & Receiver

1 HDMI
1 DP++
1 Ethernet
1 RS-232
1 HDBaseT

1 HDMI
1 Ethernet
1 RS-232
1-3 HDBaseT

Misc E 12.2

DS Vision 3000 
(DSV3K) 

Computer Graphics Video, Stereo Audio 
& Bidirectional RS−232 over Twisted Pair 
Transmitter, Broadcaster, Splitter & Receiver

1 VGA/HD
1 CAT 5
1 RS-232
1 Stereo (U)

1-2 VGA/HD
1/8/16 CAT 5
1-2 RS-232
1-2 Stereo (U)

Misc U 12.4

Audio Video Display 
System (AVDS) 

Computer Graphics Video & Mono Audio over 
Twisted Pair Broadcaster, Splitter & Receiver

1 VGA/HD
1 Mono
1 CAT 5

1 VGA/HD
1 Mono
1 CAT 5

Misc U 12.6

Video Display System 
(VDS) 

Computer Graphics Video over Twisted Pair 
Broadcaster, Splitter & Receiver

1 VGA/HD
1 CAT 5

1-2 VGA/HD
1 CAT 5

Misc N/A 12.8

12.2  EXTENSION SYSTEMS

EXT-RS232 Bidirectional RS−232 over Twisted Pair Extender 1 RS-232
CAT 5

1 RS-232
1 CAT 5

Misc N/A 12.10

EXT-VGA Computer Graphics Video over Twisted Pair 
Extender

1 VGA/HD
1 CAT 5

2 VGA/HD
1 CAT 5

Misc N/A 12.11

TP-580T HDMI, Bidirectional RS−232 & IR over HDBaseT 
Twisted Pair Transmitter

1 HDMI
1 RS-232
1 IR

1 HDBaseT DigiTOOLS® E 5.43

TP-580R HDMI, Bidirectional RS−232 & IR over HDBaseT 
Twisted Pair Receiver

1 HDBaseT 1 HDMI
1 RS-232
1 IR

DigiTOOLS® E

WP-580T Active Wall Plate − HDMI over HDBaseT Twisted 
Pair Transmitter

1 HDMI 1 HDBaseT Wallplate E

WP-580R Active Wall Plate − HDMI over HDBaseT Twisted 
Pair Receiver

1 HDBaseT 1 HDMI Wallplate E

TP-580TXR HDMI, Bidirectional RS−232 & IR over Extended 
Range HDBaseT Twisted Pair Transmitter

1 HDMI
1 RS-232
1 IR

1 HDBaseT DigiTOOLS® E 5.44

TP-580RXR HDMI, Bidirectional RS−232 & IR over Extended 
Range HDBaseT Twisted Pair Receiver

1 HDBaseT 1 HDMI
1 RS-232
1 IR

DigiTOOLS® E

WP-580TXR Active Wall Plate − HDMI over Extended Range 
HDBaseT Twisted Pair Transmitter

1 HDMI 1 HDBaseT Wallplate E

WP-580RXR Active Wall Plate − HDMI over Extended Range 
HDBaseT Twisted Pair Receiver

1 HDBaseT 1 HDMI Wallplate E

TP-582T 2x1 HDMI Plus Bidirectional RS−232, Ethernet 
& IR over HDBaseT Twisted Pair Switcher/
Transmitter

2 HDMI
1 IR
1 Ethernet
1 RS-232

1 HDBaseT MegaTOOLS™ E 5.45

TP-581T HDMI, Bidirectional RS−232, Ethernet & IR over 
HDBaseT Twisted Pair Transmitter

1 HDMI
1 IR
1 Ethernet
1 RS-232

1 HDBaseT MegaTOOLS™ E

TP-582R 1:2 HDMI Plus Bidirectional RS−232, Ethernet & 
IR over HDBaseT Twisted Pair Receiver

1 HDBaseT 2 HDMI
1 IR
1 Ethernet
1 RS-232

MegaTOOLS™ D/E

12.3   VIDEO OVER IP

KDS-EN1 H.264 HD IP Encoder 1 3G HD-SDI
1 CV
1 YUV
1 HDMI

2 ASI
1 IP

19” (1U) E/B 6.48

KDS-EN2T/R HDMI over IP Transmitter & Receiver 1 HDMI
1 IP

1 IP
1 HDMI

DigiTOOLS® E 6.50

KDS-EN3 HD Video Encoder & Streamer 1 HDMI 1 HDMI
1 VGA

Misc U 6.49

KDS-DEC3 HD Video Decoder 2 Ethernet
1 HDMI

DigiTOOLS® U

12.4   MEDIA PLAYERS

KDS-MP1 Video over IP Digital Media Player 1 IP
2 USB-A

1 HDMI
1 VGA/HD
1 CV

DigiTOOLS® U/E 6.24

12.5   WIRELESS

KW-11 Wireless High Definition Transmitter/Receiver 1 HDMI
1 Wireless RF

1 Wireless RF
1 HDMI

MiniTOOLS™ E 6.25
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DS Vision Digital (DSVD)

Media Player

Receiver Receiver Receiver ReceiverReceiver Receiver

Broadcaster Broadcaster

Ethernet Switch

IP Camera Wi-Fi
Access Point

Up to 100m

CABLE LEGEND

 
HDMI Cable

 

 System Cable

Ethernet Cable

RS-232 Cable

Smart TV

The DS Vision Digital family is an HDBaseT distribution system for 
HDMI and DisplayPort signals up to 1080p @60, bidirectional 
RS-232 and Ethernet. The system can distribute the input signals 
over a single CATx cable from one source to multiple display devices.

HDMI & Stereo over HDBaseT Transmitter, Broadcaster & Receiver

P d H []

12.2

D I G I T A L  S I G N A G E  D I S T R I B U T I O N  S Y S T E M S 

KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM 

D
IG

IT
A

L
 S

IG
N

A
G

E
 



TECHNICAL SPECIFICATIONS

MAX. RESOLUTION: 1080p @60Hz, 48−bit per pixel, 
uncompressed.

I/O VIDEO SIGNALS: Input HDMI compatible up to 10.2Gbps or 
DP++, output HDMI.

AUDIO: HDMI specified.
HDMI CONNECTOR: Receptacle, Type A.
DDC: HDMI standard, 5V.
SYSTEM CABLE: CAT 5e/6/7 UTP, STP or FTP, 2x4x24AWG 

solid wire.
SYSTEM CONNECTOR: RJ−45.
ETHERNET PORT: RJ−45.
ETHERNET SPEED: 100Mbps.
MAX. RANGE: 100m (330ft).
MTBF: 400,000hrs.
SERIAL CONNECTION: 9−pin D−sub.
LED INDICATORS: Power, Ethernet, System.
POWER CONNECTOR: 1.65mm DC power jack, standard polarity.
POWER CONSUMPTION: 5W.
POWER SUPPLY: 12V DC, 2A.
OPERATING  
TEMPERATURE: 0°C to 40°C (32°F to 104°F).
STORAGE TEMPERATURE: −40°C to 85°C (−40°F to 185°).
WARRANTY: 3 years.
TRANSMITTER CABLES  
& CONNECTORS:

 
HDMI in, HDMI type A
DP in, DP++
System, RJ−45
Serial in, 9−pin D−sub.

TRANSMITTER  
DIMENSIONS:

 
14.2cm x 14.0cm x 4.0cm  
(5.6" x 5.5" x 1.6") W. D. H.

RECEIVER CABLES  
& CONNECTORS:

System, RJ−45
HDMI out, HDMI type A
Serial out, 9−pin D−sub
Audio in, 3.5mm mini jack
Mounting compatibility, VESA.

RECEIVER DIMENSIONS: 19.0cm x 12.3cm x 2.7cm  
(7.5" x 4.8" x 1.1") W. D. H.

INCLUDED ACCESSORIES: Power supply.

FEATURES

 ● Max. Resolution - 1080p.

 ● HDTV Compatible.

 ● HDBaseT Technology.

 ● HDMI & DisplayPort ++ Inputs.

 ● EDID Support.

 ● Single CATx Cable.

 ● System Range - 100m (330ft), longer ranges by cascading.

 ● Bidirectional RS-232 Control.

 ● 100MB Ethernet Pass-Through.

 ● Terminal IP Connectivity.

DS Vision Digital (DSVD)

SUGGESTED CABLES ‑ For complete list see our Web site.

C-HM/HM/PRO High−Speed HDMI Cable with Ethernet 8.38

BC-2T Stereo Audio/Control Bulk Cable 8.19
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DS Vision 3000 (DSV3K)

Media Player Broadcaster

CABLE LEGEND

 
Video Cable

 

 System Cable

Audio Cable

RS-232 Cable

Download Cable

Receiver Receiver Receiver Receiver Receiver Receiver

Receiver

Line Splitter

Local Screen PC w/Service Utility

Touchscreen
Console

Up to 600m*

*Total distance from Broadcaster

Up to 300m

% r 8 d []
The DS Vision 3000 family is a distribution system for computer 
graphics video signals up to 1080p, stereo audio and bidirectional 
RS-232. The system can distribute the input signals over CAT 5 cable 
from one to hundreds of displays.

Computer Graphics Video, Stereo Audio & Bidirectional RS−232 over Twisted Pair Transmitter, Broadcaster, Splitter & Receiver
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TECHNICAL SPECIFICATIONS

RESOLUTION: Up to 1920x1440 @60Hz  
(depending on cable length).

MAX. SYSTEM RANGE: Receiver short: 110m (360ft), receiver long: 
300m (1000ft), receiver long with line splitter 
long: 600m (2000ft) (2x300m (1000ft)).

I/O VIDEO SIGNALS: Analog red, green, blue, 75Ω 0.7Vpp.
SYNC: TTL compatible.
HORIZONTAL/VERTICAL 
SYNC:

 
Positive/negative.

SYSTEM CABLE: CAT 5/5e/6/7 UTP/FTP cable, 2x4x24AWG 
solid wire.

SKEW COMPENSATION: Up to 63nsec.
DDC: Complies with VESA DDC−2 specification.
RS-232 CONNECTION: Full serial: RXD, TXD, DTR, DSR, RTS, CTS.
SERIAL BAUD RATE: 57,600.
FREQUENCY RESPONSE: 20Hz to 20kHz, +/−1dB.
S/N RATIO: 80dBA.
THD+N: 0.017%.
CROSSTALK (all hostile): −70dB.
INPUT IMPEDANCE 10kΩ.
LINE LEVEL OUTPUT: Supports multimedia speakers.
MAX. I/O LEVEL: 3.1Vpp (line level).
OPERATING TEMPERATURE: 5°C to 40°C (41°F to 104°F).
STORAGE TEMPERATURE: −40°C to 70°C (−104°F to 158°F).
WARRANTY: 3 years.

FEATURES

 ● Max. Resolution - 1080p.

 ● HDTV Compatible.

 ● Single CAT 5 Cable.

 ● System Range - 600m (2000ft).

 ● Bidirectional RS-232 Control - Enables remote screen control 
(query & power).

 ● Service Utility - For easy setup and maintenance.

 ● Palm-Held Video Tuning Unit.

 ● DDC Support.

 ● Out-of-Band Operation.

 ● VESA Screen Mounts.

 ● Open Protocol - For CMS integration.

DS Vision 3000 (DSV3K)

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52
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Audio Video Display System (AVDS)
Computer Graphics Video & Mono Audio over Twisted Pair Broadcaster, Splitter & Receiver

Media Player Broadcaster Line Splitter

CABLE LEGEND

 
Video Cable

 

 System Cable

Audio Cable

Local Screen Control Unit

Up to 110m

Remote RemoteRemote Remote Remote Remote

Download Cable

% r 8 []
The Audio Video Display System is a distribution system for computer 
graphics video up to 1080p and mono audio signals. The system, 
including a broadcaster, splitter and receivers, can distribute input 
signals over CAT 5 cable to hundreds of displays.
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FEATURES

 ● System Range - 110m (360ft).

 ● HDTV Compatible.

 ● Max. Resolution - 1080p.

 ● Local PC Input - On remote for classroom control applications.

 ● Single CATx Cable.

 ● Out-of-band System - Frees network from heavy image transfer.

 ● No Player or Computer Needed at Display End.

 ● Optional Remote On/Off Screen Control.

TECHNICAL SPECIFICATIONS

COMPONENTS: 8−port broadcaster/transmitter,
Line splitter,
Remote power or remote long receivers for 
each display device.

MAX. RESOLUTION: HDTV 1080p, 1920x1080 @60Hz  
(depending on cable length).

SYSTEM CABLE: CAT 5/5e/6/7 shielded FTP/UTP
2x4x24AWG solid wire cable,
Power remote can work with UTP cable.

MAX. RANGE: 110m (360ft) @720p.
AUDIO: Mono.
OPERATING TEMPERATURE: 5° to 40°C (41° to 104°F).
STORAGE TEMPERATURE: −40° to 70°C (−40° to 158°F).
WARRANTY: 3 years.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GMA/GMA 15−pin HD & 3.5mm Stereo Audio Cable 8.30

Audio Video Display System (AVDS)
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% r
The Video Display System is a distribution system for analog 
computer graphics video signals up to 1080p. The system, including 
a broadcaster, splitter and receiver, can distribute the signals over 
CAT 5 cable from the source to hundreds of displays.

Video Display System (VDS)

Media Player Broadcaster Line Splitter

CABLE LEGEND

 
Video Cable

 

 

System Cable

Local Screen Control Unit

Up to 110m

Remote RemoteRemote Remote

Dual Remote 
Receiver

Download Cable

Computer Graphics Video over Twisted Pair Broadcaster, Splitter & Receiver
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TECHNICAL SPECIFICATIONS

COMPONENTS: 8−port broadcaster and compact, 
optional control unit,
8−port line splitter,
remote for each display device.

RESOLUTION: HDTV 1080p, 1920x1080 @60Hz  
(depending on cable length).

I/O VIDEO SIGNALS: Analog red, green, blue, 0.7Vpp/75Ω.
SYNC: TTL compatible.
HORIZONTAL/VERTICAL 
SYNC POLARITY: Positive/negative.
SYSTEM CABLE: CAT 5 shielded FTP/UTP cable 2x2x24AWG.
MAX. RANGE: 250m (825ft) @720p with remote long using 

a low−skew cable.
OPERATING TEMPERATURE: 0° to 40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to 70°C (−40° to 158°F).
HUMIDITY: 80% non−condensing relative humidity.
WARRANTY: 3 years.

Video Display System (VDS)

FEATURES

 ● Max Resolution - 1080p.

 ● System Range - 110m (360ft), 250m (820ft).

 ● Cost Efficient Transmission - Transmit to two back-to-back 
screens via a single (dual screen) remote.

 ● Out-of-Band System - For fast image transfer.

 ● Local PC Input - On remote for classroom control applications.

 ● Power Over CATx - No need for power supply at the remote 
side.

 ● No Player or Computer Needed at Display End.

 ● Optional Remote - On/off screen control.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-XTP Pico−Skew UTP Bulk Cable 8.26

BC-2T Stereo Audio/Control Bulk Cable 8.19

EXT‑RS232

Bidirectional RS−232 over Twisted Pair Extender

The EXT-RS232 is a twisted pair transmitter and receiver for RS-232 
signals. It converts RS-232 signals into a twisted pair signal, which is 
then converted back to a RS-232 signal.

TECHNICAL SPECIFICATIONS

INPUTS: RS−232 on a 9−pin D−sub F connector (local unit), CAT 
5 on an RJ−45 connector (remote unit).

OUTPUTS: CAT 5 on an RJ−45 connector (local unit), RS−232 on 
a 9−pin D−sub M connector  (remote unit).

SYSTEM CABLE: CAT 5 UTP/FTP 2x4x24AWG solid wire cable.
OPERATING TEMPERATURE:0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 80% RHL non−condensing.
DIMENSIONS: 7.5cm x 4.5cm x 2.5cm (3.0” x 1.8” x 1.0”).
WEIGHT: 0.12kg (0.26lbs).
INCLUDED ACCESSORIES: 12V DC, 1A power supply.

FEATURES

 ● System Range - 1000m (3300ft).

 ● Transmission Rate - 57.6kbps.

 ● Full-Duplex Data Communication.

 ● Compatible with all RS-232 Protocols.

r d

CABLE LEGEND

 
Serial Cable

 System Cable

Up to 1000m

EXT-RS232
(Remote)

EXT-RS232
(Local)
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The EXT-VGA is a twisted pair transmitter and receiver for computer 
graphics video signals up to 1080p. It converts a computer graphics 
signal into a twisted pair signal which is then converted back to a 
computer graphics video signal playable on two screens at once.

Computer Graphics Video over Twisted Pair Extender

EXT‑VGA

FEATURES

 ● System Range - 110m (360ft).

 ● Max. Resolution - 1080p.

 ● Place Screens Up Front & Players In Back Rooms.

 ● Dual Remote - Transmits to two back-to-back screens.

 ● Scalable - Distributes to multiple screens (with VDS splitter).

 ● Easy Installation - Small size, plug-and-play design & low density CAT 
5 cable.

TECHNICAL SPECIFICATIONS

COMPONENTS: 1 transmitter, 1 (dual screen) receiver, CAT 5 VDS line 
splitter for broadcasting to multiple screens.

MAX. RANGE: 110m (360ft) @ 720p.
SCREEN  RESOLUTION: Up to 1080p/1920X1080 @60Hz (depending on 

cable type/length).
SYSTEM CABLE: CAT 5/5e/6/7 cable, 2x4x24AWG solid wire.
TRANSMITTER CABLES: VGA − 15−pin HD, system − RJ−45, power − USB.
RECEIVER CABLES: 2 VGA - 15−pin HD, system - RJ−45.
TRANSMITTER POWER 
SUPPLY: From connected computer via USB connection.
RECEIVER POWER SUPPLY: 5V DC external switching power adapter.
WARRANTY: 3 years.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−49° to 158°F).
HUMIDITY: 80% non−condensing relative humidity.
DIMENSIONS: 89mm x 46mm x 25.3mm (3.5" x 1.8" x 1.0") W. D. H.
SHIPPING WEIGHT: 552g (1.21lb).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-GM/GM 15−pin HD to 15−pin HD Cables 8.17

% r ! []

CABLE LEGEND

 
Video Cable

 System Cable

Media Player

Up to 110m

ReceiverTransmitter
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Kramer offers a wide array of over 100 audio products and end-to-end audio solutions that include audio 
distribution amplifiers, matrixes, mixers, processors, delays, format convertors, cables, volume controllers, 
switchers, amplifiers, and a diverse range of dynamic speakers.  
Kramer’s new speaker families and our growing selection of amplifiers reinforce the company’s position as a 
global player in audio. 

Kramer Speaker Families
Galil Speakers - A classic fits-all speaker solution designed for transportation centers, hotels, educational 
facilities, small and large boardrooms, shopping centers, and other large venues. Galil offers an affordable 
range of 4”/6.5”/8” open and closed (UL) in-ceiling round speakers and an affordable full line of 4”/5.25”/6.5” 
on-wall speakers. All Galil speakers include tapping transformers (70V/100V/8Ω). Galil is supported by constant 
voltage amplifiers and Lo-Z to Hi-Z audio transformers.

Yarden Speakers - Kramer’s new performance-based line with exceptional sound quality for executive boardrooms, 
high-end hotels, banks, embassies, government facilities and music halls. Yarden includes 4”/6.5”/8” in-ceiling 
round speakers and 4”/5.25”/6.5” on-wall speakers with multiple tweeters that provide varying degrees of 
dispersion for a variety of purposes.  
Yarden features stereo or stereo/mono speakers, a music/speech switch to enhance intelligibility, Kevlar(R) 
woofers, titanium pivoting tweeters such as ceiling-tile speakers, round in-ceiling high-power speakers, on-wall 
speakers, and more. 

Tavor Speakers - Powered speakers that offer all-in-one solutions where time and space saving installations are 
important. Tavor is designed for transportation centers, hotels, educational facilities, small and large boardrooms, 
shopping centers, and other large venues. Tavor includes ceiling-tile speakers, on-wall and subwoofers.

Dolev Speakers - High-quality bi-amplified studio-grade speakers that deliver clear and balanced flat response 
with low THD even at high volume. Dolev speakers are designed for control rooms, editing studios, sports bars, 
music clubs, high-end facilities, and home entertainment. Dolev offers three different models: 5.25” with a 50W 
amplifier, 6.5” with a 75W amplifier and 8” with a 100W amplifier.

Kramer Amplifiers
Kramer offers 20 different small (10W), medium (40W) and large (100W) amplifiers for a wide range of 
applications. Kramer amplifiers come in both Lo-Z (4Ω/8Ω) for classic/stereo use and Hi-Z (70V/100V) for 
medium and large installations. Kramer amps also come both with and without (RS232 and IP-based) remote 
controls. All Kramer amplifiers are designed for high-efficiency, Class D and fan-less operation.  
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13.1  SPEAKERS

13.1.1   COMMERCIAL (GALIL)

Galil 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.4

Galil 4-CO NEW 4-Inch, Open−Back Ceiling Speakers 15 Watts N/A Speakers - 2 N/A 13.5

Galil 6-C 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.6

Galil 6-CO 6.5-Inch, Open−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.7

Galil 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.8

Galil 8-CO NEW 8−Inch, 2−Way Open−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.9

Galil 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.10

Galil 5-O 5.25−Inch, 2−Way On−Wall Speakers 30 Watts N/A Speakers - 2 N/A 13.11

Galil 6-O 6.5−Inch, 2−Way On−Wall Speakers 40 Watts N/A Speakers - 2 N/A 13.12

Galil 6-I 6.5-Inch, 2−Way Open−Back Rectangular In−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.13

13.1.2   HIGH‑PREFORMANCE ( YARDEN) 

Yarden 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.14

Yarden 6-C NEW 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.15

Yarden 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.16

Yarden 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.17

Yarden 5-O NEW 5.25−Inch, 2−Way On−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.18

Yarden 6-O NEW 6.5−Inch, 2−Way On−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.19

Yarden 6-OD NEW 6.5−Inch, High−Performance, On−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.20

Yarden 6-ID NEW 6.5−Inch, High−Performance, In−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.21

Yarden 6-CH NEW 6.5−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.22

Yarden 8-CH NEW 8−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.23

Yarden 8-T NEW 8−Inch, High−Performance, Ceiling Tile Stereo Speaker 2x40 Watts N/A Speaker - 1 N/A 13.24

13.1.3   POWERED ( TAVOR)

Tavor 5-O 5.25−Inch, Powered On−Wall Speaker System 1 3.5mm
1 T-Block
2 RCA

2x30 Watts Speakers - 2 N/A 13.25

Tavor 8-T NEW 8−Inch, High−Performance, Powered Ceiling Tile Speaker 1 T-Block 40 Watts Speaker - 1 N/A 13.26

13.1.4   STUDIO‑GRADE (DOLEV )

Dolev 5 NEW 5−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

50 Watts Speaker - 1 N/A 13.27

Dolev 6 NEW 6−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

75 Watts Speaker - 1 N/A 13.28

Dolev 8 NEW 8−Inch, Powered Studio Grade Speaker 1 XLR
1 RCA
1 6.5mm

100 Watts Speaker - 1 N/A 13.29

13.1.5   IN‑CEILING

Galil 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.4

Galil 4-CO NEW 4−Inch, 2−Way Open−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.5

Galil 6-C NEW 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.6

Galil 6-CO 6.5−Inch, 2-Way Open−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.7

Galil 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.8

Galil 8-CO NEW 8−Inch, 2−Way Open−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.9

Yarden 4-C NEW 4−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.14

Yarden 6-C NEW 6.5−Inch, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.15

Yarden 8-C NEW 8−Inch, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.16

Yarden 6-CH NEW 6.5−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 30 Watts N/A Speakers - 2 N/A 13.22

Yarden 8-CH NEW 8−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers 64 Watts N/A Speakers - 2 N/A 13.23

Yarden 8-T NEW 8−Inch, High−Performance, Ceiling Tile Stereo Speaker 2x40 Watts N/A Speaker - 1 N/A 13.24

Tavor 8-T NEW 8−Inch, High−Performance, Powered Ceiling Tile Speaker 3 T-Block 40 Watts Speaker - 1 N/A 13.26
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13.1.6   ON‑WALL

Galil 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.10

Galil 5-O 5.25−Inch, 2−Way On−Wall Speakers 30 Watts N/A Speakers - 2 N/A 13.11

Galil 6-O 6.5−Inch, 2−Way On−Wall Speakers 40 Watts N/A Speakers - 2 N/A 13.12

Yarden 4-O NEW 4−Inch, 2−Way On−Wall Speakers 20 Watts N/A Speakers - 2 N/A 13.17

Yarden 5-O NEW 5.25−Inch, 2−Way On−Wall Speakers 30 Watts N/A Speakers - 2 N/A 13.18

Yarden 6-O NEW 6.5−Inch, 2−Way On−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.19

Yarden 6-OD NEW 6.5−Inch, High−Performance, On−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.20

Tavor 5-O 5.25−Inch, Powered On−Wall Speaker System 1 3.5mm
1 T-Block
2 RCA

2x30 Watts Speakers - 2 N/A 13.25

13.1.7   IN‑WALL

Galil 6-I 6.5-Inch, 2−Way Open−Back Rectangular In−Wall Speakers 80 Watts N/A Speakers - 2 N/A 13.13

Yarden 6-ID NEW 6.5−Inch, High−Performance, In−Wall Stereo Speaker 2x30 Watts N/A Speaker - 1 N/A 13.21

13.1.8   ACCESSORIES

SWM-1 Wall Mount Device for Cabinet Loudspeakers N/A N/A Misc N/A 13.30

SKIC Suspended Ceiling Speaker Mounting Kit N/A N/A Misc N/A 13.31

13.2  POWER AMPLIFIERS

13.2.1   HI‑Z (70V/100V )

920 NEW Power Amplifier (200W into 70V/100V) 1 Stereo (B)
1 Stereo (U)
1 Mic

1 Speaker Hi-Z 19” (1U) B/U 13.32

13.2.2   LO‑Z (4Ω/8Ω)

900N Stereo Audio Power Amplifier (8.4 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker TOOLS B/U 13.33

900xl Stereo Audio Power Amplifier (10 Watts per Channel) 2 Stereo (U) Speaker TOOLS U 13.34

901 2x1 Personal Stereo Audio Power Amplifier & Switcher (2 
Watts per Channel)

1 Mic
1 Stereo (U)

1 Phones
Speaker

TOOLS U 13.35

902 4x1 Personal Stereo Audio Amplifier & Switcher (4.5 Watts 
per Channel)

4 Stereo (U) 1 Phones
Speaker

MegaTOOLS™ U 13.36

903 4x1 Personal Stereo Audio Amplifier & Switcher (10 Watts per 
Channel)

4 Stereo (U) 1 Phones
Speaker

MegaTOOLS™ U 13.37

905xl Stereo Audio Power Amplifier (110 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker 19” (1U) B/U 13.38

906 2x1 Stereo Audio Amplifier & Switcher (6.8 Watts per 
Channel)

1 Stereo (B)
1 Stereo (U)

Speaker MegaTOOLS™ B/U 13.39

907 Stereo Audio Power Amplifier (40 Watts per Channel) 1 Stereo (B) Speaker MultiTOOLS® B 13.40

907xl Stereo Audio Power Amplifier/Mixer (40 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker MultiTOOLS® B/U 13.41

908 Stereo Audio Amplifier & Switcher (40 Watts per Channel) 1 Stereo (B)
1 Stereo (U)

Speaker MegaTOOLS™ B/U 13.42

910 Digital Audio Preamplifier & Mixer 1 Stereo (B)
1 Stereo (U)
1 S/PDIF
1 Mic

1 Stereo (B)
1 Stereo (U)
1 S/PDIF

19” (1U) B/D/U 13.43

914 NEW Stereo Audio Power Amplifier (100 Watts per Channel) 1 Stereo (B) Speaker Desktop B 13.44

VS-106 1x10 Stereo Audio Line Switcher or 1x6 8 Watt RMS Stereo 
Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.45

VS-406 1x10 Stereo Audio Line Switcher or 1x6 33 Watt RMS Stereo 
Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.46

13.3  VOLUME CONTROLLERS

VA-8xl 8−Channel Balanced Stereo Volume Controller 8 Stereo (B) 8 Stereo (B) 19” (1U) B 13.47

VA-16xl 16−Channel Balanced Stereo Volume Controller 16 Stereo (B) 16 Stereo (B) 19” (1U) B

13.4   TRANSFORMERS AND ISOLATORS 

TR-1A Balanced Mono Audio Isolation Transformer 1 Mono (B) 1 Mono (B) TOOLS B 13.48

TR-2A Balanced Stereo Audio Isolation Transformer 1 Stereo (B) 1 Stereo (B) TOOLS B 13.49

TR-3 Video & Balanced Stereo Audio Isolation Transformer 1 CV
1 Stereo (B)

1 CV
1 Stereo (B)

TOOLS B 13.50

TR-91 Audio Transformer 1 Speaker Lo-Z 1 Speaker Hi-Z Desktop U 13.51

TR-92 Dual Audio Transformer 2 Speaker Lo-Z 2 Speaker Hi-Z Desktop U

TR-93 NEW Audio Transformer 1 Speaker Lo-Z 1 Speaker Hi-Z Desktop U

TR-94 NEW Dual Audio Transformer 2 Speaker Lo-Z 2 Speaker Hi-Z 19” (1U) U
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13.5   MIXERS AND PROCESSORS

102xl 2−Channel Balanced Mono Audio Mixer 2 XLR 1 XLR MultiTOOLS® B 13.52

102MX 2−Channel Stereo Audio Mixer 1 Mic/Line
1 Stereo (U)

1 Stereo (U) TOOLS U 13.53

910 Digital Audio Preamplifier & Mixer 1 Stereo (B)
1 Stereo (U)
1 S/PDIF
1 Mic

1 Stereo (B)
1 Stereo (U)
1 S/PDIF

19” (1U) B/D/U 13.43

VA-14 4−Channel Balanced Audio Mixer 4 XLR 2 XLR Desktop B 13.54

VA-256xl Audio Delay for Balanced Stereo Audio 1 Stereo (B) 1 Stereo (B) TOOLS B 13.55

VA-680D Professional Digital Audio Delay 2 S/PDIF
2 TOSLINK®

1 S/PDIF
1 TOSLINK®

TOOLS D 13.56

13.6   DISTRIBUTION AMPLIFIERS

PT-102AN 1:2 Stereo Audio Distribution Amplifier 1 Stereo (U) 2 Stereo (U) Pico TOOLS™ U 1.62

VM-3AN 1:3 Balanced Stereo Audio Distribution Amplifier 1 Stereo (B) 3 Stereo (B) TOOLS B 1.63

105A 1:5 Stereo Audio Distribution Amplifier 1 Stereo (U) 5 Stereo (U) TOOLS U 1.64

VM-50AN 1:5 Balanced & Unbalanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Stereo (B)
- 1 Stereo (U)

Dual-Mode
- 5 Stereo (B)
- 5 Stereo (U)

Desktop B/U 1.65

VM-1110xl 1:10 Balanced Mono Audio Distribution Amplifier Dual-Mode
- 1 Mono (B)
- 2 Stereo (B)

Dual-Mode
- 10 Mono (B)
- 5 Stereo (B)

19” (1U) B 1.66

VM-1120 1:10 Balanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Mono (B)
- 1 Stereo (B)

Dual-Mode
- 20 Mono (B)
- 10 Stereo (B)

19” (2U) B 1.67

VM-1610 1:10 Balanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Stereo (B)
- 2:1 Stereo (B)

Dual-Mode
- 10 Stereo (B)
- 5 Stereo (B)

19” (1U) B 1.68

VM-50AN 1:5 Balanced & Unbalanced Stereo Audio Distribution Amplifier Dual-Mode
- 1 Stereo (B)
- 1 Stereo (U)

Dual-Mode
- 5 Stereo (B)
- 5 Stereo (U)

Desktop B/U 1.65

6505 1:5 S/PDIF Distribution Amplifier 1 S/PDIF 5 S/PDIF DigiTOOLS® D 1.96

13.7   SWITCHERS

VS-106 1x10 Stereo Audio Line Switcher or 1x6 8 Watt RMS Stereo 
Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.45

VS-406 1x10 Stereo Audio Line Switcher or 1x6 33 Watt RMS Stereo 
Amplifier & Switcher

1 Stereo (U) 10 Stereo (U)
6 Speaker

19” (1U) U 13.46

4x4A 4x1:4 Stereo Audio Switcher 4 Stereo (U) 1:4 Stereo (U) TOOLS U 2.40

VS-4X 4x1 Balanced Stereo Audio Mechanical Switcher 4 Stereo (B) 1 Stereo (B) Desktop B 2.41

VS-55A 5x1 Stereo Audio Switcher 5 Stereo (U) 1 Stereo (U) Desktop U 2.42

VS-81SP 8x1 Loudspeaker Switcher 8 Stereo 1 Stereo 19” (1U) U 2.43

6502 4x1:2 S/PDIF Switcher 4 S/PDIF 1:2 S/PDIF TOOLS D 2.60

VS-88A 8x8 Balanced Stereo Audio Matrix Switcher 8 Stereo (B) 8 Stereo (B) 19” (1U) B 2.101

VS-1616A 16x16 Balanced Stereo Audio Matrix Switcher 16 Stereo (B) 16 Stereo (B) 19” (2U) B 2.102

VS-3232A 32x32 Balanced Stereo Audio Matrix Switcher 32 Stereo (B) 32 Stereo (B) 19” (2U) B 2.103

13.8   FORMAT CONVERTORS

465 AES/EBU & TOSLINK® Audio Transcoder 1 AES/EBU
1 TOSLINK®

1 TOSLINK®
1 AES/EBU

TOOLS D 13.57

482xl Balanced/Unbalanced Stereo Audio Transcoder 1 Stereo (U)
1 Stereo (B)

1 Stereo (B)
1 Stereo (U)

TOOLS B/U 13.58

6410N Digital Audio to Balanced Stereo Audio Format Converter 1 AES/EBU
1 AES-3id
1 S/PDIF
1 TOSLINK®

1 Phones
1 Stereo (B)

DigiTOOLS® B/D 13.59

6420N Balanced Stereo Audio to Digital Audio Format Converter 1 Stereo (B) 1 AES/EBU
1 AES-3id
1 S/PDIF
1 TOSLINK®

DigiTOOLS® B/D 13.60

PT-1SPDIF S/PDIF to TOSLINK® Digital Audio Format Converter 1 S/PDIF 1 TOSLINK® MiniTOOLS™ D 13.61

PT-2SPDIF TOSLINK® to S/PDIF Digital Audio Format Converter 1 TOSLINK® 1 S/PDIF MiniTOOLS™ D

DVI, HDMI, FireWire®, USB, SDI, DisplayPort

s-Video, Composite Video, Component Video, Scart, RGB, RGBHV

Fiber

Power

Relays

RF

CAT 5

Ethernet

VGA

Audio, Speakers

IR cable, RS-232, RS-485

K-NET

COLOR KEY

A
U

D
IO



13.4 KRAMER ELECTRONICS, Ltd     

DIRECTORY OF PRODUCTS 2015/2016     

WWW.KRAMERELECTRONICS.COM A U D I O  S P E A K E R S  C O M M E R C I A L  ( G A L I L )

NEW

Galil 4‑C

4−Inch, 2−Way Closed−Back Ceiling Speakers

The Galil 4-C Closed-back Compact Ceiling Speaker features a multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation. 
The Galil 4-CO open-back version is also available.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 85Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 4” (103mm) polypropylene with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 30W/15W/7.5W/3.7W/Off (Lo−Z), 

100V - 30W/15W/7.5W/Off (Lo−Z).
SENSITIVITY: 85dB SPL, 1W@1m.
MAX SPL: Continuous: 95dB, peak: 97dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 6kHz.
COVERAGE ANGLE: 90°.
DIRECTIVITY FACTOR (Q): 4.2 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.2dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 1.75kg (3.9lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 6.1kg (13.5lbs) approx.
DIMENSIONS: External diameter: 19.5cm (7.68");  

cutout diameter: 16.7cm (6.57").
INSTALLATION CLEARANCE: Mounting depth: 10.7cm (4.2”).
ACCESSORIES: Installation bracket, safety cord attached  

to grill, ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 4” polypropylene cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V: 30W/15W/7.5W/3.7W/Off (Lo-Z);  
100V: 30W/15W/7.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.

INPUT 1

G TX RX

24V DC

ETHERNET

RS-232

10 V VOL

+   -  G  +   -

LEFT      RIGHT

DVDDVD

A
udio A

udio

FACTORYRESET PROGRAM

LEFT    RIGHT
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NEW

Galil 4‑CO

4-Inch, Open−Back Ceiling Speakers

The Galil 4-CO is a pair of two-way, open-back, 8Ω speakers designed 
for mounting in the ceiling. The speakers feature a multi-tap power 
transformer for selecting direct 8Ω (bypassing the transformer) or 
70V/100V power settings suitable for array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way open−back ceiling speakers.
FREQUENCY RESPONSE: 60Hz to 20kHz @−10dB, 80Hz to 3.6kHz @±3dB.
WOOFER: 4” (103mm) polypropylene with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V-15W/7.5W/3.7W/Off (Lo−Z), 

100V-15W/7.5W/Off (Lo−Z).
SENSITIVITY: 83dB SPL, 1W@1m.
MAX SPL: Continuous: 95dB; peak: 98dB.
POWER HANDLING: 15W RMS, 40W continuous program.
CROSSOVER FREQUENCY: 13kHz.
COVERAGE ANGLE: 104°.
DIRECTIVITY FACTOR (Q): 8 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 9dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: Frame, aluminum grill, safety cord attached 

to grill.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 0.95kg (2.09lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 2.6kg (5.73lbs) approx.
DIMENSIONS: External diameter: 16.7cm (6.57"); cutout 

diameter: 13.9cm (5.47").
INSTALLATION CLEARANCE: Mounting depth: 6.82cm (2.7”).
INCLUDED ACCESSORIES: Cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial round open-back ceiling speaker with infinite baffle 
design.

 ● Woofer - 4" polypropylene cone with rubber surround.

 ● Tweeter - 0.5" Mylar.

 ● Frequency Response - 60Hz to 20kHz.

 ● Impedance - 8Ω.

 ● Sensitivity - (SPL) 83dB (1W @1m with 1kHz).

 ● Recommended Power - RMS 15W, 40W max.

 ● Grill - White baffle aluminum grills.

 ● Installation Bracket - SKIC (not included).

 ● Dimensions - External diameter: 16.7cm (6.57"); mounting depth: 
6.82cm (2.7"); cutout size: 13.9cm (5.47").

 ● Package - 2 speakers (1 pair), template and user manual.

 ● Weight (Single Speaker) - 0.95kg (2.1lbs) approx.

 ● Shipping Weight (Pair) - 2.6kg (5.73lbs) approx.
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Galil 6‑C

6.5−Inch, 2−Way Closed−Back Ceiling Speakers

The Galil 6-C (formerly SPK-C612) Closed-back Ceiling Speaker 
features a multi-tap power transformer for selecting 8Ω (bypassing 
the transformer) or 70V/100V power settings that are suitable for 
an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 80Hz to 20kHz @ −10dB, 95Hz to 20kHz @ ±3dB.
WOOFER: 6.5” (165mm) polypropylene with rubber surround.
TWEETER: 0.5” (13mm) Mylar dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 3.7W/7.5W/15W/30W/Off (Lo−Z), 

100V - 7.5W/15W/30W/Off (Lo−Z).
SENSITIVITY: 87dB SPL, 1W @1m.
MAX SPL: Continuous: 100.7dB, peak: 103.7dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 9.2kHz.
COVERAGE ANGLE: 101°.
DIRECTIVITY FACTOR (Q): 7.5 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 8.6dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F) .
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2.85kg (6.28lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 8kg (17.64lbs) approx.
DIMENSIONS: External diameter: 25.1cm (9.88"); cutout 

diameter: 22.4cm (8.82").
INSTALLATION CLEARANCE: Mounting depth: 19.6cm (7.72").
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 6.5” polypropylene cone.

 ● Tweeter - 1” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V: 30W/15W/7.5W/3.7W/Off (Lo-Z);  
100V: 30W/15W/7.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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Galil 6‑CO

6.5-Inch, Open−Back Ceiling Speakers

The Galil 6-CO is a pair of two-way open-back 8Ω speakers designed 
for mounting in the ceiling. The speakers feature a multi-tap power 
transformer for selecting direct 8Ω (bypassing the transformer) or 
70V/100V power settings suitable for array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way open−back ceiling speakers.
HIGH FREQUENCY DRIVER: 0.5" Mylar dome tweeter.
LOW FREQUENCY DRIVER: 6.5” polypropylene cone with rubber surround 

woofer.
IMPEDANCE: 8Ω.
DISPERSION COVERAGE: 120° @2kHz.
CROSSOVER FREQUENCY: 3kHz.
NOMINAL SENSITIVITY: 87dB SPL @1m, 1W.
COVERAGE ANGLE: 104°.
DIRECTIVITY FACTOR (Q): 8.5 (averaged 100Hz to 10kHz).
DIRECTIVITY INDEX (DI): 9.2dB (averaged 100Hz to 10kHz).
FREQUENCY RESPONSE: 60Hz to 20kHz.
INPUT POWER: 30W RMS, 80W continuous program.
TRANSFORMER: 70V - 3.7W/7.5W/15W/30W; 

100V - 7.5W/15W/30W.
RECOMMENDED AMPLIFIER 
POWER: 30W.
INPUT CONNECTOR: Spring−type push terminal block.
WEIGHT PER SINGLE SPEAKER: 1.55kg (3.41lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 4.05kg (8.91lbs) approx.
DIMENSIONS (OD): 23cm (9.06").
CUTOUT SIZE (MOUNT DIMENSION):19.5cm (7.68").
MOUNT DEPTH: 7.5cm (2.95").
INCLUDED ACCESSORIES: Ceiling mounting kit.
OPTIONAL: Kramer Suspended Ceiling Speaker Mounting Kit 

(SKIC).

FEATURES

 ● Type - 2-way coaxial round open-back ceiling speaker with infinite baffle 
design.

 ● Woofer - 6.5" polypropylene cone with rubber surround.

 ● Tweeter - 0.5" Mylar.

 ● Frequency Response - 60Hz to 20kHz.

 ● Impedance - 8Ω.

 ● Sensitivity - (SPL) 87dB (1W @1m with 1kHz).

 ● Recommended Power - RMS 30W, 80W max.

 ● Grill - White baffle aluminum grills.

 ● Installation Bracket - SKIC (not included).

 ● Dimensions - External diameter: 23cm (9.06");  
mounting depth: 7.5cm (2.95"); cutout size: 19.5cm (7.68").

 ● Package - 2 speakers (1 pair), template and user manual.

 ● Weight (Single Speaker) - 1.55kg (3.41lbs) approx.

 ● Shipping Weight (Pair) - 4.05kg (8.91lbs) approx.
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NEW

Galil 8‑C

8−Inch, 2−Way Closed−Back Ceiling Speakers

The Galil 8-C Closed-back Ceiling Speaker features a multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 85Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) polypropylene with rubber surround.
TWEETER: 1” (25.4mm) silk dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 64W/32W/16W/8W/4W/Off (Lo−Z), 

100V - 64W/32W/16W/8W/Off (Lo−Z).
SENSITIVITY: 89dB SPL, 1W@1m.
MAX SPL: Continuous: 104dB, peak: 107dB.
POWER HANDLING: 64W RMS, 180W continuous program.
CROSSOVER FREQUENCY: 6.3kHz.
COVERAGE ANGLE: 110°.
DIRECTIVITY FACTOR (Q): 4.6 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.5dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 4.9kg (10.8lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 13.6kg (30lbs) approx.
DIMENSIONS: External diameter: 30.5cm (12"); cutout diameter: 

27.3cm (10.75").
INSTALLATION CLEARANCE: Mounting depth: 22.6cm (8.9”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 8” polypropylene cone.

 ● Tweeter - 1” silk dome.

 ● Impedance - 8Ω.

 ● Power Handling - 64W RMS, 180W continuous program.

 ● Transformer Taps - 70V: 64W/32W/16W/8W/4W/Off (Lo-Z); 
100V: 64W/32W/16W/8W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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NEW

Galil 8‑CO

8−Inch, 2−Way Open−Back Ceiling Speakers

The Galil 8-CO Open-back Ceiling Speaker features a multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way open−back ceiling speakers.
FREQUENCY RESPONSE: 60Hz to 20kHz @−10dB, 47Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) polypropylene with rubber surround.
TWEETER: 1” (25.4mm) silk dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V: 50W/25W/12W/6W/Off (Lo−Z); 100V: 

50W/25W/12W/Off (Lo−Z).
SENSITIVITY: 88.5dB SPL, 1W@1m.
MAX SPL: Continuous: 106dB, peak: 109dB.
POWER HANDLING: 50W RMS, 140W continuous program.
CROSSOVER FREQUENCY: 3.15kHz.
COVERAGE ANGLE: 104°.
DIRECTIVITY FACTOR (Q): 8 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 9dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2.55kg (5.62lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 7.1kg (15.7lbs) approx.
DIMENSIONS: External diameter: 27.5cm (11"); cutout diameter: 

23.7cm (9.33").
INSTALLATION CLEARANCE: Mounting depth: 8.8cm (3.5”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 8” polypropylene cone.

 ● Tweeter - 1” silk dome.

 ● Impedance - 8Ω.

 ● Power Handling - 50W RMS, 140W continuous program.

 ● Transformer Taps - 70V: 50W/25W/12W/6W/Off (Lo-Z);  
100V: 50W/25W/12W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), template and user manual.
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NEW

Galil 4‑O

4−Inch, 2−Way On−Wall Speakers

The Galil 4-O On-wall Compact Speaker features a multi-tap power 
transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation. 
Available in white or black.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 90Hz to 20kHz @−10dB, 160Hz to 16kHz @±3dB.
WOOFER: 4” (101.5mm) polypropylene cone.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 5W/2.5W/1.2W/Off (Lo−Z), 

100V - 10W/5W/2.5W/Off (Lo−Z).
SENSITIVITY: 89dB 1W @1m.
MAX SPL: Continuous:95dB, peak: 98dB.
POWER HANDLING: 20W RMS, 60W continuous program.
CROSSOVER FREQUENCY: 6kHz.
DIRECTIVITY FACTOR (Q): 4 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, grill and brackets steel; cabinet ABS.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 1.2kg (2.65lbs) approx.
WEIGHT WITH MOUNTING KIT: 1.6kg (3.5lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 3.2kg (7.05lbs) approx.
DIMENSIONS: 11.9cm x 10.5cm x 18.8cm  

(4.7” x 4.13” x 7.4”), W, D, H.
DIMENSIONS with mounting 
brackets: 18.5cm x 10.7cm x 20.9cm  

(7.28” x 4.23” x 8.2”), W, D, H.
INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket):  

15cm (5.9”), back panel to wall (with mounting 
bracket): 4.5cm (1.8”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and  
4 mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 4” polypropylene cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 20W RMS, 60W continuous program.

 ● Transformer Taps - 70V: 5W/2.5W/1.2W/Off (Lo-Z);  
100V: 10W/5W/2.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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Galil 5‑O

5.25−Inch, 2−Way On−Wall Speakers

The Galil 5-O On-wall Speaker features a multi-tap power transformer 
for selecting 8Ω (bypassing the transformer) or 70V/100V power 
settings that are suitable for an array installation. Available in white 
or black.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 80Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 5.25” (133mm) polypropylene cone.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 20W/10W/5W/2.5W/Off (Lo−Z), 

100V - 20W/10W/5W/Off (Lo−Z).
SENSITIVITY: 89dB 1W @1m.
MAX SPL: Continuous: 103dB, peak: 106dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 7.2kHz.
DIRECTIVITY FACTOR (Q): 4.0, averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.0 dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, grill and brackets steel; cabinet ABS.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2kg (4.4lbs) approx.
WEIGHT WITH MOUNTING KIT: 2.4kg (5.3lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 4.8kg (10.6lbs) approx.
DIMENSIONS: 18.5cm x 16.5cm x 24.9cm  

(7.28” x 6.5” x 9.8”), W, D, H.
DIMENSIONS with mounting 
brackets:

18.5cm x 16.7cm x 27cm  
(7.28” x 6.6” x 10.6”), W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 21cm 
(8.2”), back panel to wall (with mounting bracket): 
4.5cm (1.8”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and  
4 mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 5.25” polypropylene cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V - 20W/10W/5W/2.5W/Off (Lo-Z),  
100V - 20W/10W/5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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Galil 6‑O

6.5−Inch, 2−Way On−Wall Speakers

The Galil 6-O On-wall Speaker features a multi-tap power transformer 
for selecting 8Ω (bypassing the transformer) or 70V/100V power 
settings that are suitable for an array installation. Available in white 
or black.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 80Hz to 20kHz @±3dB.
WOOFER: 6.5” (165mm) polypropylene cone with  

rubber surround.
TWEETER: 1” (25mm) silk dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 30W/15W/7.5W/3.7W/Off (Lo−Z), 

100V - 30W/15W/7.5W/Off (Lo−Z).
SENSITIVITY: 87dB SPL, 1W @1m.
MAX SPL: Continuous: 102dB, peak: 105dB.
POWER HANDLING: 40W RMS, 110W continuous program.
CROSSOVER FREQUENCY: 4.3kHz.
DIRECTIVITY FACTOR (Q): 3.9 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 5.9dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, aluminum grill, steel brackets and ABS 

cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2.8kg (6.2lbs) approx.
WEIGHT WITH MOUNTING KIT: 3kg (6.6lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 6.6kg (14.6lbs) approx.
DIMENSIONS: 21.5cm x 19.4cm x 30.1cm  

(8.5” x 7.6” x 11.9”), W, D, H.
DIMENSIONS WITH 
MOUNTING BRACKETS:

21.5cm x 22.5cm x 30.1cm  
(8.5” x 8.9” x 11.9”), W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 
22.7cm (8.9”), back panel to wall 
(with mounting bracket): 3.8cm (1.5”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and  
4 mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 6.5” polypropylene cone.

 ● Tweeter - 1” silk dome.

 ● Impedance - 8Ω.

 ● Power Handling - 40W RMS, 110W continuous program.

 ● Transformer Taps - 70V: 30W/15W/7.5W/3.7W/Off (Lo-Z);  
100V: 30W/15W/7.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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Galil 6‑I

6.5-Inch, 2−Way Open−Back Rectangular In−Wall Speakers

The Galil 6-I is a pair of two-way, open-back speakers designed for 
mounting in the wall. They have an infinite baffle design and aluminum 
grills.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

SPEAKER TYPE: 2−way in-wall speakers.
FREQUENCY RESPONSE: 50Hz to 20kHz @−15dB, 60Hz to 20kHz @±3dB.
WOOFER: 6.5” (165mm) polypropylene with rubber surround.
TWEETER: 1” (25.4mm) silk.
IMPEDANCE: 8Ω.
SENSITIVITY: 87dB SPL, 1W@1m.
MAX. SPL: Continuous: 109dB, peak: 112dB.
POWER HANDLING: 80W RMS, 220W continuous program.
CROSSOVER FREQUENCY: 1.8kHz.
COVERAGE ANGLE: 107Deg. (if mounted on the ceiling).
DIRECTIVITY FACTOR (Q): 3.4, averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 5.3dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS Frame, aluminum grill, safety cord attached 

to the grill.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 1.6kg (3.5lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 3.8kg (8.4lbs) approx.
DIMENSIONS: 22.8cm x 8cm x 30.4cm (8.98” x 3.15” x 11.97”) 

W, D, H; 
cutout dimensions: 18.5cm x 27.3cm 
(7.28” x 10.75”), W, H.

INSTALLATION CLEARANCE: Mounting depth: 7cm (2.76”).
INCLUDED ACCESSORIES: Cutout template.
COLORS: Available in white.
OPTIONS: Kramer SKIC mounting kit.

FEATURES

 ● Type - 2-way open-back in-wall speaker with infinite baffle design.

 ● Woofer - 6.5” (165mm) polypropylene with rubber surround.

 ● Tweeter - 1” (25.4mm) silk.

 ● Frequency Response - 50Hz to 20kHz @-15dB, 60Hz to 20kHz 
@±3dB.

 ● Impedance - 8Ω.

 ● Sensitivity - 87dB SPL, 1W@1m.

 ● Recommended Power - RMS 80W, 220W continuous program.

 ● Grill - White baffle with aluminum grills with UV treatment compliance. 
Locking arms for quick in-wall installation.

 ● Weight (Single Speaker) - 1.6kg (3.5lbs) approx.

 ● Shipping Weight (Pair) - 3.8kg (8.4lbs) approx.

 ● Package - 2 speakers (1 pair), template and user manual.
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NEW

Yarden 4‑C

4−Inch, 2−Way Closed−Back Ceiling Speakers

The Yarden 4-C Closed-back Compact High Performance Ceiling 
Speaker features a Kevlar(R) woofer, 2nd level cross-over design 
and multi-tap power transformer for selecting 8Ω (bypassing the 
transformer) or 70V/100V power settings that are suitable for an 
array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 85Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 4” (103mm) Kevlar(R) with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 30W/15W/7.5W/3.7W/Off (Lo−Z), 

100V - 30W/15W/7.5W/Off (Lo−Z).
SENSITIVITY: 85dB SPL, 1W@1m.
MAX SPL: Continuous: 95dB, peak: 97dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 6kHz.
COVERAGE ANGLE: 90°.
DIRECTIVITY FACTOR (Q): 4.2 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.2dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 1.75kg (3.9lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 6.1kg (13.5lbs) approx.
DIMENSIONS: External diameter: 19.5cm (7.68"); cutout 

diameter: 16.7cm (6.57").
INSTALLATION CLEARANCE: Mounting depth: 10.7cm (4.2”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 4” Kevlar(R) cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V: 30W/15W/7.5W/3.7W/Off (Lo-Z); 100V: 
30W/15W/7.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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NEW

Yarden 6‑C

6.5−Inch, 2−Way Closed−Back Ceiling Speakers

The Yarden 6-C Closed-back Compact High Performance Ceiling 
Speaker features a Kevlar(R) woofer, 2nd level cross-over design 
and multi-tap power transformer for selecting 8Ω (bypassing the 
transformer) or 70V/100V power settings that are suitable for an 
array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 80Hz to 20kHz @−10dB, 95Hz to 20kHz @±3dB.
WOOFER: 6.5” (165mm) Kevlar(R) with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 30W/15W/7.5W/3.7W/Off (Lo−Z), 

100V - 30W/15W/7.5W/Off (Lo−Z).
SENSITIVITY: 87dB SPL, 1W @1m.
MAX SPL: Continuous: 102dB, peak: 105dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 10kHz.
COVERAGE ANGLE: 100°.
DIRECTIVITY FACTOR (Q): 7.5 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 8.6dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 3.6kg (7.9lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 9.7kg (21.4lbs) approx.
DIMENSIONS: External diameter: 25.1cm (9.88"), cutout 

diameter: 22.4cm (8.82").
INSTALLATION CLEARANCE: Mounting depth: 19.6cm (7.7”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 6.5” Kevlar(R) cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V: 30W/15W/7.5W/3.7W/Off (Lo-Z);  
100V: 30W/15W/7.5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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Yarden 8‑C

8−Inch, 2−Way Closed−Back Ceiling Speakers

The Yarden 8-C Closed-back High Performance Ceiling Speaker 
features a Kevlar(R) woofer, 2nd level cross-over design and multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way closed−back ceiling speakers.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 85Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) Kevlar(R) with rubber surround.
TWEETER: 1” (25.4mm) titanium dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 64W/32W/16W/8W/4W/Off (Lo−Z), 

100V - 64W/32W/16W/8W/Off (Lo−Z).
SENSITIVITY: 87dB SPL, 1W @1m.
MAX SPL: Continuous: 104dB, peak: 107dB.
POWER HANDLING: 64W RMS, 180W continuous program.
CROSSOVER FREQUENCY: 6.3kHz.
COVERAGE ANGLE: 105°.
DIRECTIVITY FACTOR (Q): 4.6 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.5dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 4.9kg (10.8lb) approx.
SHIPPING WEIGHT (FOR PAIR): 13.6kg (30lb) approx.
DIMENSIONS: External diameter: 30.5cm (12"); cutout diameter: 

27.3cm (10.75").
INSTALLATION CLEARANCE: Mounting depth: 22.6cm (8.9”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 8” Kevlar(R) cone.

 ● Tweeter - 1” titanium dome.

 ● Impedance - 8Ω.

 ● Power Handling - 64W RMS, 180W continuous program.

 ● Transformer Taps - 70V: 64W/32W/16W/8W/4W/Off (Lo-Z); 
100: 64W/32W/16W/8W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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NEW

Yarden 4‑O

4−Inch, 2−Way On−Wall Speakers

The Yarden 4-O Compact High Performance On-wall Speaker features 
a Kevlar(R) woofer, 2nd level cross-over design and multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 80Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 4” (102mm) Kevlar(R) with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 5W/2.5W/1.2/Off (Lo−Z), 

100V - 10W/5W/2.5W/Off (Lo−Z).
SENSITIVITY: 85dB SPL 1W @1m.
MAX SPL: Continuous: 95dB, peak: 98dB.
POWER HANDLING: 20W RMS, 60W continuous program.
CROSSOVER FREQUENCY: 6kHz.
DIRECTIVITY FACTOR (Q): 3.8 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 5.6dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal block connectors.
MATERIALS: Frame, aluminum grill, steel brackets and 

ABS cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 1.2kg (2.65lbs) approx.
WEIGHT WITH MOUNTING KIT: 1.6kg (3.5lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 3.2kg (7.05lbs) approx.
DIMENSIONS: 11.9cm x 11.1cm x 18.8cm (4.7” x 4.4” x 7.4”), 

W, D, H.
DIMENSIONS with mounting 
brackets:

11.9cm x 13.6cm x 21.9cm  
(4.7” x 5.4” x 8.6”), W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 
15.5cm (6.1”), back panel to wall (with mounting 
bracket): 4.3cm (1.7”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and 
4 mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 4” Kevlar(R) cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 20W RMS, 60W continuous program.

 ● Transformer Taps - 70V: 10W/5W/2.5W/Off (Lo-Z):  
100V: 5W/2.5W/1.2W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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NEW

Yarden 5‑O

5.25−Inch, 2−Way On−Wall Speakers

The Yarden 5-O High Performance On-wall Speaker features a 
Kevlar(R) woofer, 2nd level cross-over design and multi-tap power 
transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 80Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 5.25” (133mm) Kevlar(R) with rubber surround.
TWEETER: 0.5” (13mm) Mylar.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 20W/10W/5W/2.5W/Off (Lo−Z), 

100V - 20W/10W/5W/Off (Lo−Z).
SENSITIVITY: 88dB SPL, 1W @1m.
MAX SPL: Continuous:101dB, peak: 104dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 9kHz.
DIRECTIVITY FACTOR (Q): 4 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, aluminum grill, steel brackets and 

ABS cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2.15kg (4.7lbs) approx.
WEIGHT WITH MOUNTING KIT: 2.3kg (5.1lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 5.3kg (11.7lbs) approx.
DIMENSIONS: 18.4cm x 16.7cm x 24.5cm (7.24” x 6.6” x 9.65”), 

W, D, H.; with mounting brackets: 18.4cm x 
19.0cm x 24.5cm (7.24” x 7.5” x 9.65”), W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 18.7 
cm (7.4”), back panel to wall (with mounting 
bracket): 2.4 cm (0.9”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and 4 
mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 5.25” Kevlar(R) cone.

 ● Tweeter - 0.5” Mylar dome.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W continuous program.

 ● Transformer Taps - 70V: 20W/10W/5W/2.5W/Off (Lo-Z);  
100V: 20W/10W /5W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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NEW

Yarden 6‑O

6.5−Inch, 2−Way On−Wall Speakers

The Yarden 6-O High Performance On-wall Speaker features a 
Kevlar(R) woofer, 2nd level cross-over design and multi-tap power 
transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on−wall speakers.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 83Hz to 20kHz @±3dB.
WOOFER: 6.5” (166mm) Kevlar(R) with rubber surround.
TWEETER: 1” (25.4mm) titanium.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 60W/30W/15W/7.5W/Off (Lo−Z), 

100V - 60W/30W/15W/Off (Lo−Z).
SENSITIVITY: 86dB SPL, 1W@1m.
MAX SPL: Continuous: 104dB, peak: 107dB.
POWER HANDLING: 80W RMS, 220W continuous program.
CROSSOVER FREQUENCY: 1.9kHz.
DIRECTIVITY FACTOR (Q): 7.1 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 8.5dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, aluminum grill, steel brackets and 

ABS cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 3.93kg (8.66lb) approx.
WEIGHT WITH MOUNTING KIT: 4.18kg (9.22lb) approx.
SHIPPING WEIGHT (FOR PAIR): 9kg (19.84lb) approx.
DIMENSIONS: 21.5cm x 19.4cm x 30.1cm (8.5” x 7.6” x 11.9”), 

W, D, H.
DIMENSIONS WITH 
MOUNTING BRACKETS:

21.5cm x 22.5cm x 30.1cm (8.5” x 8.9” x 11.9”), 
W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 
22.7cm (8.9”); back panel to wall 
(with mounting bracket): 3.8cm (1.5”).

ACCESSORIES: 2 mounting brackets (including 4 knobs and 
4 mounting screws).

OPTIONS: BCP−2S speaker cable.
COLORS: Available in white or black.

FEATURES

 ● Type - 2-way on-wall speaker.

 ● Woofer - 6.5” Kevlar(R) cone.

 ● Tweeter - 1” titanium dome.

 ● Impedance - 8Ω.

 ● Power Handling - 80W RMS, 220W continuous program.

 ● Transformer Taps - 70V: 60W /30W/15W/7.5W/Off (Lo-Z); 
100V: 60W/30W /15W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair).
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NEW

Yarden 6‑OD

6.5−Inch, High−Performance, On−Wall Stereo Speaker

The Yarden 6-OD High Performance On-wall Stereo Speaker features 
a Kevlar(R) woofer, dual pivoting titanium tweeters, 2nd level cross-
over design and multi-tap power transformer for selecting 8Ω 
(bypassing the transformer) or 70V/100V power settings that are 
suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way on wall stereo speaker.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 80Hz to 20kHz @±3dB.
WOOFER: 6.5” (166mm) Kevlar(R) with rubber surround.
TWEETER: 2 0.8” (20mm) pivoting titanium domes.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 20W/10W/5W/2.5W/1.25W/Off (Lo−Z), 

100V - 20W/10W/5W/2.5W/Off (Lo−Z).
SENSITIVITY: 84dB SPL, 1W @1m.
MAX SPL: Continuous: 99dB, peak: 102dB.
POWER HANDLING: 2 x 30W RMS, 2 x 80W continuous program.
CROSSOVER FREQUENCY: 2.6kHz.
DIRECTIVITY FACTOR (Q): 5.3 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 7.4dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
MATERIALS: Frame, aluminum grill, steel brackets; 

ABS cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 2.85kg (6.28lbs) approx.
WEIGHT WITH MOUNTING KIT: 3kg (6.61lbs) approx.
SHIPPING WEIGHT: 3.7kg (8.16lb) approx.
DIMENSIONS: 21.5 cm x 19.4 cm x 30.1 cm  

(8.5” x 7.6” x 11.9”), W, D, H.
DIMENSIONS WITH 
MOUNTING BRACKETS:

21.5cm x 22.5cm x 30.1cm  
(8.5” x 8.9” x 11.9”), W, D, H.

INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 
22.7cm (8.9”); back panel to wall 
(with mounting bracket): 3.8cm (1.5”).

ACCESSORIES: Mounting bracket  
(including 2 knobs and 2 mounting screws).

COLORS: Available in white and black.

FEATURES

 ● Type - 2-way on-wall stereo speaker.

 ● Woofer - 6.5” Kevlar(R) cone.

 ● Tweeter - Two pivoting 1” titanium domes.

 ● Impedance - 8Ω.

 ● Stereo/Mono Switch Selector.

 ● Package - 1 speaker.

 ● Power Handling - 2 x 30W RMS, 2 x 80W continuous program.

 ● Transformer Taps - 70V: 20W/10W/5W/2.5W/1.25W/Off (Lo-Z); 
100V: 20W/10W/5W/2.5W/Off (Lo-Z).
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NEW

Yarden 6‑ID

6.5−Inch, High−Performance, In−Wall Stereo Speaker

The Yarden 6-ID High Performance In-wall Stereo Speaker features 
a Kevlar(R) woofer, dual pivoting titanium tweeters, speech mode 
to improve intelligibility, 2nd level cross-over design and multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way in−wall speaker.
FREQUENCY RESPONSE: 40Hz to 20kHz @ −10dB, 60Hz to 20kHz @ ±3dB.
WOOFER: 6.5” (166mm) Kevlar(R) with rubber surround.
TWEETER: 2 pivoting 1” (25mm) titanium.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 30W/15W/7.5W/3.7W/Off (Lo−Z), 

100V - 30W/15W/7.5W/Off (Lo−Z).
SENSITIVITY: 85dB SPL 1W @1m.
MAX SPL: Continuous: 100dB, peak: 103dB.
POWER HANDLING: 30W RMS, 80W continuous program.
CROSSOVER FREQUENCY: 2.3kHz.
DIRECTIVITY FACTOR (Q): 7.5 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 8.8dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal blocks.
CONTROLS: Mono/Stereo select switch, Music/Speech 

select switch.
MATERIALS: Frame, aluminum grill, ABS cabinet.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT: 3.03kg (6.68lbs) approx.
SHIPPING WEIGHT: 3.85kg (8.49lbs) approx.
DIMENSIONS: 48cm x 28cm x 8.8cm  

(18.9” x 11.02” x 3.46”), W, D, H.
INSTALLATION CLEARANCE: Mounting depth: 8.3cm (3.27").
COLORS: Available in white.

FEATURES

 ● Type - 2-way in-wall stereo speaker.

 ● Woofer - 6.5” Kevlar(R) cone.

 ● Tweeters - Two pivoting 1” titanium domes.

 ● Impedance - 8Ω.

 ● Speech/Music Selector Switch.

 ● Stereo/Mono Selector Switch.

 ● Power Handling - 0W RMS, 80W continuous program.

 ● Transformer Taps - 70V - 30W/15W/7.5W/3.7W/Off (Lo-Z),  
100V - 30W/15W/7.5W/Off (Lo-Z).

 ● Package - 1 speaker.
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NEW

Yarden 6‑CH

6.5−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers

The Yarden 6-CH High-performance Directional Closed-Back speaker 
features improved speech intelligibility and musical clarity in difficult 
acoustics venues and high ceiling rooms. The speaker focuses 
specific frequencies and creates a narrow listening area directly 
under the speaker. It features a multi-tap power transformer for 
selecting 8Ω (bypassing the transformer) or 70V/100V power 
settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way high−power closed−back ceiling speakers.
FREQUENCY RESPONSE: 75Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 6.5” (165mm) Kevlar(R) with rubber surround.
TWEETER: 1” (25mm) horn.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 60W/30W/15W/7.5W/Off (Lo−Z), 

100V - 60W/30W/15W/Off (Lo−Z).
SENSITIVITY: 88dB SPL 1W @1m.
MAX SPL: Continuous: 106dB, peak: 109dB.
POWER HANDLING: 60W RMS, 170W continuous program.
CROSSOVER FREQUENCY: 4.9kHz.
COVERAGE ANGLE: 105°.
DIRECTIVITY FACTOR (Q): 7.48 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 8.7dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 4.5kg (9.9lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 11.4kg (25.1lbs) approx.
DIMENSIONS: External diameter: 25.1cm (9.88"); cutout 

diameter: 22cm (8.66").
INSTALLATION CLEARANCE: Mounting depth: 19.6cm (7.7”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 6.5” Kevlar(R) cone.

 ● Tweeter - 1" horn.

 ● Impedance - 8Ω.

 ● Power Handling - 30W RMS, 80W Continuous program.

 ● Transformer Taps - 70V - 60W/30W/15W/7.5W/Off (Lo-Z),  
100V - 60W/30W/15W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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NEW

Yarden 8‑CH

8−Inch, High−Power, 2−Way Closed−Back Ceiling Speakers

The Yarden 8-CH High-performance Directional Closed-Back speaker 
features improved speech intelligibility and musical clarity in difficult 
acoustics venues and high-ceiling rooms. The speaker focuses 
specific frequencies and creates a narrow listening area directly 
under the speaker. It features a multi-tap power transformer for 
selecting 8Ω (bypassing the transformer) or 70V/100V power 
settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way high power closed−back ceiling speakers.
FREQUENCY RESPONSE: 70Hz to 20kHz @−10dB, 90Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) Kevlar(R) with rubber surround.
TWEETER: 1.4” (34.5mm) titanium dome.
IMPEDANCE: 8Ω (transformer tap in off position).
TRANSFORMER TAPS: 70V - 64W/32W/16W/8W/4W/Off (Lo−Z), 

100V - 64W/32W/16W/8W/Off (Lo−Z).
SENSITIVITY: 90dB SPL, 1W @1m.
MAX SPL: Continuous: 104dB, peak: 107dB.
POWER HANDLING: 64W RMS, 180W continuous program.
CROSSOVER FREQUENCY: 6.3kHz.
COVERAGE ANGLE: 110°.
DIRECTIVITY FACTOR (Q): 4.6, averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 6.5dB averaged 1kHz to 10kHz.
INPUT CONNECTOR: Terminal block.
MATERIALS: ABS bezel, aluminum grill, metal back can.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT PER SINGLE SPEAKER: 5.5kg (12.1lb) approx.
SHIPPING WEIGHT (FOR PAIR): 14.8kg (32.6lb) approx.
DIMENSIONS: External diameter: 30.5cm (12"); cutout diameter: 

27.3cm (10.75").
INSTALLATION CLEARANCE: Mounting depth: 22.6cm (8.9”).
ACCESSORIES: Installation bracket, safety cord attached to grill, 

ceiling mounting kit, cutout template.
COLORS: Available in white.

FEATURES

 ● Type - 2-way coaxial speaker.

 ● Woofer - 8” Kevlar(R) cone.

 ● Tweeter - 1.4" titanium dome.

 ● Impedance - 8Ω.

 ● Power Handling - 64W RMS, 180W continuous program.

 ● Transformer Taps - 70V: 64W/32W/16W/8W/4W/Off (Lo-Z); 
100V: 64W/32W/16W/8W/Off (Lo-Z).

 ● Package - 2 speakers (1 pair), ceiling mounting kit, template and user 
manual.
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NEW

Yarden 8‑T

8−Inch, High−Performance, Ceiling Tile Stereo Speaker

The Yarden 8-T High-Performance Ceiling Tile Stereo Speaker 
features a Kevlar(R) woofer, four pivoting titanium tweeters, complete 
K-overage ESD™ (Equal Sound Dispersion) design for almost 180 
degrees of sound dispersion. It features speech mode to improve 
intelligibility, music mode for an extra wide frequency response 
and stereo and mono modes to fit any kind of installation. It also 
features a magnetically held grill (with two security screws) for 
time saving installation, 2nd level cross-over design and multi-tap 
power transformer for selecting 8Ω (bypassing the transformer) or 
70V/100V power settings that are suitable for an array installation.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: Ceiling tile speaker.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 80Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) Kevlar(R) with rubber surround.
TWEETER: 4 0.75” (20mm) pivoting titanium dome.
IMPEDANCE: 8Ω stereo, 4Ω mono (transformer tap in off 

position).
TRANSFORMER TAPS: Stereo: 70V - 3.75W/7.5W/15W/30W; 

100V - 7.5W/15W/30W, Mono: 
70V - 7.5W/15W/30W/60W; 
100V - 15W/30W/60W.

SENSITIVITY: 87dB 1W @1m.
MAX SPL: Continuous: 102dB, peak: 105dB.
POWER HANDLING: 40W RMS, 110W continuous program.
CROSSOVER FREQUENCY: 2.175kHz.
DIRECTIVITY FACTOR (Q): 9.43 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 9.5dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal block connectors.
CONTROLS: Mono/Stereo select switch, Music/Speech 

select switch.
MATERIALS: Frame, steel grills (595x595mm, 600x600mm), 

cable holder.
DIMENSIONS: 60cm x 60cm x 10cm (tile size),  

59.5cm x 59.5cm x 10cm (tile size) for any region 
with suspended ceiling tiles of 595mm.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT: 8.8 kg (19.3lb) approx.
SHIPPING WEIGHT: 10.5 kg (27.1lb) approx.
ACCESSORIES: 2 available grills (595x595mm, 600x600mm).
COLORS: Available in white.

FEATURES

 ● Type - 2-way ceiling tile speaker.

 ● Woofer - 8” Kevlar(R) cone.

 ● Tweeters - Four pivoting 1” titanium domes.

 ● Impedance - Stereo 8Ω, mono 4Ω.

 ● Stereo/Mono Selector Switch.

 ● Speech/Music Selector Switch.

 ● Power Handling - 2 x 40W RMS, 2 x 110W continuous program.

 ● Transformer Taps - Stereo: 70V: 2 x 30W/15W/7.5W/3.7W, 
100V: 2 x 30W/15W/7.5W; Mono: 70V: 60W/30W/15W/7.5W, 
100V: 60W/30W/15W.

 ● Package - 1 Speaker.
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NEW

Tavor 5‑O

5.25−Inch, Powered On−Wall Speaker System

The Tavor 5-O is a pair of powered two-way speakers 
designed for indoor wall mounting. The active speaker 
accepts a line-level stereo input and amplifies it using a 
built-in amplifier and outputs a speaker signal to the passive 
speaker.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way powered speaker.
BUILT IN POWER AMPLIFIER: 2x30W RMS, 2x80W continuous program.
FREQUENCY RESPONSE: 75Hz to 20kHz @−10dB, 100Hz to 20kHz @±3dB.
WOOFER: 5.25” polypropylene cone with rubber edge woofer.
TWEETER 0.5" Mylar dome tweeter.
SENSITIVITY: 85dB SPL, 1W@1m.
MAX SPL: Continuous: 105dB, peak: 110dB.
POWER SOURCE: 90−240V AC, 50/60Hz.
CROSSOVER FREQUENCY: 8kHz.
DIRECTIVITY FACTOR (Q): 5.8 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 7.6dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Line level unbalanced stereo audio on a 3.5mm mini jack,

line level balanced stereo audio on a terminal block connector,
line level unbalanced stereo audio on left and right RCA 
connectors.

OUTPUT CONNECTORS: Speaker (to connect to the external passive speaker),
3.5mm mini jack lineout for optional sub−woofer,
3.5mm mini jack loop output.

DAMPING FACTOR: >100 @8Ω/400Hz.
S/N RATIO: >83dB.
THD: <0.2%.
CONTROLS: Volume, bass and treble.
STANDBY MODE POWER  
CONSUMPTION: 0.7W.
INPUT SIGNAL FOR SYSTEM  
“WAKE-UP” FROM STANDBY MODE: +8mV to +11mV.
MATERIALS: Aluminum grill, steel brackets, ABS cabinet.
WEIGHT PER SINGLE SPEAKER: Active speaker: 2.7kg (5.95lbs) approx.

Passive Speaker: 2.2kg (4.85lbs) approx.
WEIGHT WITH MOUNTING KIT: Active Speaker: 3.1kg (6.83lbs) approx.

Passive Speaker:2.6kg (5.73lbs) approx.
SHIPPING WEIGHT (FOR PAIR): 6kg (13.23lbs) approx.
DIMENSIONS: 18.3cm x 17cm x 24.4cm (7.2” x 6.7” x 9.6”) W, D, H.
DIMENSIONS with mounting 
brackets: 18.3cm x 17.2cm x 26.5cm (7.2” x 6.8” x 10.4”) W, D, H.
INSTALLATION CLEARANCE: Front panel to wall (with mounting bracket): 22cm (8.7in).

Back panel to wall (with mounting bracket): 4.5cm (1.8in).
ACCESSORIES: 1 pair of U−shaped rotating mounting brackets with 4 

mounting knobs, 4m (13.1ft) power cord, 4m (13.1ft) 
loudspeaker cable and a 2m (6.6ft) 3.5mm to 2 RCA cable.

COLORS: Available in white or black.

FEATURES

 ● Active Loudspeaker - Stereo 2x30W RMS, 2x80W continuous program 
amplifier and volume control.

 ● Audio Level Controls - Volume, treble and bass.

 ● Magnetically Shielded.

 ● Enhanced Bass Reflex.

 ● Auto Power - Shuts off when system is not in use, indicated by a LED.

 ● Automatic Input Voltage Selector - 90 to 240V AC, 50 to 60Hz.

 ● Indoor Wall Mounting.

 ● Available in Black or White.

 ● Mounting Configuration - Active speaker: left, passive speaker: right.

 ● Weight (Single Speaker) - Active speaker 2.7kg (5.95lbs) approx., 
passive speaker 1.7kg (4.85lbs) approx.

 ● Package - 2 speakers (1 pair), 1 pair of U-shaped rotating mounting 
brackets with 4 mounting bracket screws, 3m power cord, 4m 
loudspeaker cable and a 2m RCA cable, user manual.
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NEW

Tavor 8‑T

8−Inch, High−Performance, Powered Ceiling Tile Speaker

The Tavor 8-T High Performance Powered Ceiling Tile Speaker 
features a 40 watt built-in class D power amplifier, three inputs, 
Kevlar(R) woofer, four pivoting titanium tweeters, complete K-overage 
ESD™ (Equal Sound Dispersion) design for almost 180 degrees of 
sound dispersion, magnet held grill (with two security screws) for 
time saving installation and a 2nd level cross-over.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20

TECHNICAL SPECIFICATIONS

DESCRIPTION: Active flat ceiling speaker.
FREQUENCY RESPONSE: 65Hz to 20kHz @−10dB, 80Hz to 20kHz @±3dB.
WOOFER: 8” (200mm) Kevlar(R) cone with rubber surround.
TWEETER: Four 0.8" titanium pivoting tweeters.
SENSITIVITY: 87dB 1W @1m.
MAX SPL: Continuous: 102dB, peak: 105dB.
POWER HANDLING: 40W RMS, 110W continuous program.
CROSSOVER FREQUENCY: 2kHz.
DIRECTIVITY FACTOR (Q): 9.43 averaged 1kHz to 10kHz.
DIRECTIVITY INDEX (DI): 9.5dB averaged 1kHz to 10kHz.
INPUT CONNECTORS: Terminal block connectors.
CONTROLS: 3 independent input level trimmer,  

1 master volume trimmer.
MATERIALS: Frame, steel grills (595x595mm, 600x600mm), 

cable holder.
DIMENSIONS: 60cm x 60cm x 10cm (tile size),  

59.5cm x 59.5cm x 10cm (tile size) for any region 
with suspended ceiling tiles of 595mm.

OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
WEIGHT: 8.8kg (19.3lbs) approx.
SHIPPING WEIGHT: 10.5kg (27.1lbs) approx.
ACCESSORIES: 24V DC power adapter, 2 available grills 

(595x595mm, 600x600mm).
COLORS: Available in white.

FEATURES

 ● Type - 2-way ceiling tile speaker.

 ● Built-in  Power Amplifier - 40W RMS, 110W continuous program.

 ● Woofer - 8” Kevlar(R) cone.

 ● Tweeter - Four pivoting 1” titanium domes.

 ● 3 Inputs with Individual Volume Control.

 ● Master Volume Control.

 ● Package - 1 Speaker.
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NEW

Dolev 5

5−Inch, Powered Studio Grade Speaker

Kramer’s Dolev 5 is a five-inch, two-way, bi-amplified studio grade 
speaker that provides superior clarity for high-end applications or any 
other task that requires precise, accurate and detailed sound.

n

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.50

C-A35M/2RAM & C-A35F/2RAM 3.5mm to 2 RCA Breakout Cable 8.49

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way bi−amplified powered speaker.
BUILT IN POWER AMPLIFIER: 50W RMS; tweeter: 30W; woofer:30W.
AMPLIFIER CLASS: A/B.
FREQUENCY RESPONSE: 55Hz to 20kHz @±3dB.
WOOFER: 5.25” fiberglass cone, rubber surround.
TWEETER: 1” soft silk dome, neodymium.
SENSITIVITY: 88dB SPL, 1W @1m.
MAX SPL: 109dB.
POWER SOURCE: 110V AC 60Hz, 220V AC 50Hz.
CROSSOVER FREQUENCY: 3.7kHz.
CONTROLS: Volume and high−frequency gain.
INPUT CONNECTORS: 1 balanced XLR connector, 1 balanced 1/4” TRS 

connector, 1 unbalanced RCA connector.
MATERIALS: Wooden cabinet, magnet−held fabric grill.
WEIGHT OF SPEAKER: 6.14kg (6.83lbs) approx.
SHIPPING WEIGHT: 6.68kg (13.23lbs) approx.
DIMENSIONS: 18.6cm x 25.4cm x 27.7cm (7.2” x 6.7” x 9.6”) W, 

D, H.
INCLUDED ACCESSORIES: Power cord.
COLOR: Available in black.
OPTIONS: XLR quad cable (C−XLQM/XLQF); 

3.5mm to 2 RCA breakout cable (C−A35M/2RAM).

FEATURES

 ● Type - Two-way bi-amplified studio-grade speaker.

 ● Woofer - 5.25” fiberglass cone.

 ● Tweeter - 1” neodymium soft dome.

 ● Frequency Response - 55Hz—20kHz.

 ● Amplifier - Bi-amplified - 50W total.

 ● Input - XLR (3-pin), RCA & 1/4" TRS - 10kΩ balanced/unbalanced.

 ● Shielding - Magnetically shielded.

 ● Dimensions - 186mm × 254mm × 277mm (7.33" x 10.0" x 10.9") 
W, D, H (including grill).
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NEW

Dolev 6

6−Inch, Powered Studio Grade Speaker

Kramer’s Dolev 6 is a six-inch, two-way, bi-amplified studio-grade 
speaker that provides superior clarity for high-end applications or any 
other task that requires precise, accurate and detailed sound.

n

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way bi−amplified powered speaker.
BUILT IN POWER AMPLIFIER: 75W RMS; tweeter: 45W; woofer: 45W.
AMPLIFIER CLASS: A/B.
FREQUENCY RESPONSE: 47Hz to 20kHz @±3dB.
WOOFER: 6.5” fiberglass cone, rubber surround.
TWEETER: 1” soft silk dome, neodymium.
SENSITIVITY: 88dB SPL, 1W @1m.
MAX SPL: 113dB.
POWER SOURCE: 110V AC 60Hz, 220V AC 50Hz.
CROSSOVER FREQUENCY: 3.7kHz.
CONTROLS: Volume and high−frequency gain.
INPUT CONNECTORS: 1 balanced XLR connector, 1 balanced ¼” TRS 

connector, 1 unbalanced RCA connector.
MATERIALS: Wooden cabinet, magnet−held fabric grill.
WEIGHT OF SPEAKER: 8.54kg (18.83lbs) approx.
SHIPPING WEIGHT: 9.12kg (20.11lbs) approx.
DIMENSIONS: 22.5cm x 26.5cm x 32cm (8.9” x 10.4” x 12.6”) 

W, D, H.
INCLUDED ACCESSORIES: Power cord.
COLORS: Available in black.
OPTIONS: XLR quad cable (C−XLQM/XLQF); 3.5mm to 

2 RCA breakout cable (C−A35M/2RAM).

FEATURES

 ● Type - Two-way bi-amplified studio-grade speaker.

 ● Woofer - 6.5” fiberglass cone.

 ● Tweeter - 1” neodymium soft dome.

 ● Frequency Response - 47Hz—20kHz.

 ● Amplifier - Bi-amplified - 75W total.

 ● Input - XLR (3-pin), RCA & 1/4" TRS - 10kΩ balanced/unbalanced.

 ● Shielding - Magnetically shielded.

 ● Dimensions - 225mm × 271mm × 320mm (8.87" x 10.7" x 12.6") 
W, D, H (including grill).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.50

C-A35M/2RAM & C-A35F/2RAM 3.5mm to 2 RCA Breakout Cable 8.49
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Dolev 8

8−Inch, Powered Studio Grade Speaker

Kramer’s Dolev 8 is an eight-inch, two-way, bi-amplified studio-grade 
speaker that provides superior clarity for high-end applications or any 
other task that requires precise, accurate and detailed sound.

n

TECHNICAL SPECIFICATIONS

DESCRIPTION: 2−way bi−amplified powered speaker.
BUILT IN POWER AMPLIFIER:100W RMS; tweeter: 70W; woofer: 70W.
AMPLIFIER CLASS: A/B.
FREQUENCY RESPONSE: 43Hz to 20kHz @±3dB.
WOOFER: 8” fiberglass cone, rubber surround.
TWEETER: 1” soft silk dome, neodymium.
SENSITIVITY: 90dB SPL, 1W @1m.
MAX SPL: 119dB.
POWER SOURCE: 110V AC 60Hz, 220V AC 50Hz.
CROSSOVER FREQUENCY: 3.7kHz.
CONTROLS: Volume and high−frequency gain.
INPUT CONNECTORS: 1 balanced XLR connector, 1 balanced 1/4” TRS 

connector, 1 unbalanced RCA connector.
MATERIALS: Wooden cabinet, magnet−held fabric grill.
WEIGHT OF SPEAKER: 11.46kg (25.3lbs) approx.
SHIPPING WEIGHT: 12.08kg (26.6lbs) approx.
DIMENSIONS: 26.6cm x 30.5cm x 38.4cm (10.5” x 12” x 15.1”) 

W, D, H.
INCLUDED ACCESSORIES: Power cord.
COLORS: Available in black.
OPTIONS: XLR quad cable (C−XLQM/XLQF); 3.5mm to 2 RCA 

breakout cable (C−A35M/2RAM).

FEATURES

 ● Type - Two-way bi-amplified studio-grade speaker.

 ● Woofer - 8” fiberglass cone.

 ● Tweeter - 1” neodymium soft dome.

 ● Frequency Response - 43Hz—20kHz.

 ● Amplifier - Bi-amplified - 100W total.

 ● Input - XLR (3-pin), RCA & 1/4" TRS - 10kΩ balanced/unbalanced.

 ● Shielding - Magnetically shielded.

 ● Dimensions - 266mm × 305mm × 384mm (10.5" x 12.0" x 15.1") 
W, D, H (including grill).

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.50

C-A35M/2RAM & C-A35F/2RAM 3.5mm to 2 RCA Breakout Cable 8.49
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TECHNICAL SPECIFICATIONS

MATERIALS: Metal, plastic, aluminum.
MAXIMUM SPEAKER 
WEIGHT: 5kg (11lbs) per speaker.
AVAILABLE COLORS: Black and white.
DIMENSIONS: 8.8cm x 7.9cm x 7.2cm (3.5” x 3.1” x 2.8”), 

W, D, H.
WEIGHT: One wall mount: 0.19kg (0.42lbs) approx.

Shipping weight (for pair): 0.55kg (1.21lbs) 
approx.

SWM‑1
Wall Mount Device for Cabinet Loud Speakers

Suitable for mounting all Kramer on-wall speakers.

FEATURES

 ● Mounts Cabinet Loudspeakers up to 5kg.

 ● Versatile Mounting Solution - Suitable for single/dual-point 
and keyhole fixings.
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SKIC

Suspended Ceiling Speaker Mounting Kit

The SKIC is an optional kit for mounting a pair of Galil 6-CO seakers in suspended (drop) ceiling tiles.

FEATURES

 ● Kit Includes - 2 ceiling support rings (18.5cm c-rings to fit open 6.5" speakers) and 2 pairs of rails (to fit standard 60cm (24") ceiling 
rails).

 ● Use - In place of the locking arms included with each speaker for standard ceiling installations.

 ● Compatible Models - Optional mounting kit for Galil 6-CO speakers.
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The 920 is a high-performance 70V/100V power amplifier for 
balanced, unbalanced stereo and microphone inputs.

Power Amplifier (200W into 70V/100V)
920

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo +4dBu/10kΩ on 
a 5−pin removable terminal block, 
1 unbalanced stereo on 2 RCA 
connectors.

OUTPUT: 1 speaker 70/100V output on a 3−pin 
removable, large terminal block.

INPUT SENSITIVITY: 0.3V to 1.23V, -10dBu to 4dBu.
OUTPUT POWER: 200W.
AMPLIFIER TYPE: Class D.
MAXIMUM VOLTAGE GAIN: +26dB.
BANDWIDTH (-3dB): 20Hz to 20kHz.
S/N RATIO: -75dB @14dBu amplification (0.039%).
CONTROLS: Screw trimmer for line and mic input 

sensitivity.
HIGH PASS FILTER: When on, frequencies below 120Hz 

are attenuated by 12dB per octave:
-12dB @120Hz
-24dB @60Hz
-36dB @30Hz.

INPUT SATURATION: Maximum input level is 3.9Vpp  
@-48dB.

AUDIO THD + NOISE: 70v main output: -71dB @7.8dBu 
amplification; 100v main output:
-72 db @8.3dBu amplification.

AUDIO 2nd HARMONIC: 0.08% for 70v/100v output.
POWER SOURCE: 100−240V AC, 50/60Hz, 

480VA @220V; 330VA @110V.
DIMENSIONS: 19" x 7.25" x 1U (W, D, H).
WEIGHT: 1.7kg (3.75lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack "ears".Mic.

Audio
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FEATURES

 ● 200W Single Channel Power Amplifier.

 ● 70V or 100V Amplification.

 ● Balanced, Unbalanced and Microphone Inputs.

 ● Input Level Sensitivity Adjustment.

 ● Selectable Microphone 48V Phantom Power.

 ● Selectable High-Pass Filter.

 ● Class D Amplifier.

 ● Standard 19" (1U). Rack "ears" included.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20

900N
Stereo Audio Power Amplifier (8.4 Watts per Channel)

FEATURES

 ● High Efficiency - Class D operation.

 ● S/N Ratio - 55dB.

 ● Controls - Volume knob, On LED.

 ● Special Note - Before turning on the 900N, make sure the volume is 
turned down to the minimum.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on RCA connectors; 1 balanced 
stereo audio on a 5−pin terminal block connector.

OUTPUT: 1 stereo loudspeaker output on a 4−pin terminal block 
connector.

OUTPUT POWER: 8.4W RMS per channel into a 4Ω load.
OUTPUT MUSIC POWER: 35W RMS per channel into a 4Ω load.
BANDWIDTH (-3dB): 24kHz.
S/N RATIO: 55dB.
CONTROLS: Gain: -40dB to +19dB until the compression threshold.
COUPLING: Input: AC; speakers out: DC.
AUDIO THD + NOISE: 0.5% @1kHz.
AUDIO 2nd HARMONIC: 0.04% @1kHz.
POWER CONSUMPTION: 12V DC, 2.1A.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

The 900N is a high-performance power amplifier for balanced or 
unbalanced stereo audio signals. Either input can deliver a speaker 
output of 8.4 watts RMS power per channel into a 4Ω load.
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The 900xl is a high-performance power amplifier for line level stereo 
audio signals. The unit accepts unbalanced audio signals on either of 
two RCA or 3.5mm connectors and delivers a speaker output of 10 
watts RMS per channel into a 4Ω load.

Stereo Audio Power Amplifier (10 Watts per Channel)

900xl

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on a 3.5mm mini jack 
connector; 
1 unbalanced stereo audio on RCA connectors.

OUTPUT: 1 stereo differential speaker output.
OUTPUT POWER: 2x10W (4Ω).
INPUT SENSITIVITY: 460mV.
OUTPUT MUSIC POWER: 2x40W (4Ω).
BANDWIDTH (-3dB): 25kHz.
S/N RATIO: 85dB @1kHz, 0dBu output.
CONTROLS: Gain range: −14 to +32dB at high−gain; 

−21 to +20dB at low−gain.
COUPLING: Input: AC; output: DC.
AUDIO THD + NOISE: 0.6% @0dBu output.
AUDIO 2nd HARMONIC: 0.35% @0dBu output.
POWER CONSUMPTION: 12V DC, 2.0A.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 3.0" x 1.0") W, D, H.
WEIGHT: 0.2kg (0.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● High Efficiency - Class D operation.

 ● S/N Ratio - 60dB.

 ● Control - Volume & input selection from front panel & RS-232.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2S Speaker Bulk Cable 8.20

BC-2T Stereo Audio/Control Bulk Cable 8.19

o 8 n e
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The 901 is a high-performance integrated personal stereo amplifier 
for unbalanced stereo signals. It accepts a stereo audio signal and 
delivers a speaker output of two watts RMS power per channel into 
a 4Ω load.

2x1 Personal Stereo Audio Power Amplifier & Switcher (2 Watts per Channel)
901

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio, 1Vpp/50kΩ on RCA 
connectors; 1 mono microphone, 5mV/3.2kΩ 
(condenser) 4.8kΩ (dynamic) with a type selector, 
on a 6.5mm phone jack.

OUTPUTS: Unbalanced stereo audio, 2W/4Ω per channel on both 
3.5mm mini jack and 4−pole detachable terminal block 
speaker output.

MAX. OUTPUT LEVEL: 8Vpp at Hi−Z load (headphones).
BANDWIDTH (-3dB): 37kHz.
S/N RATIO: 74dB.
CONTROLS: Input selector switch, bass +/−10dB @100Hz,  

treble +/−12dB @10kHz, volume, balance.
COUPLING: AC.
AUDIO THD + NOISE: 0.04%.
AUDIO 2nd HARMONIC: 0.24%.
CROSSTALK: −60dB @1kHz, 20kHz.
POWER CONSUMPTION: 12V DC, 320mA.
DIMENSIONS: 12cm x 7.5cm x 2.5 cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.3kg (0.66 lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● High Efficiency - Class D operation.

 ● S/N Ratio - 74dB.

 ● Control - Volume, bass, treble, balance, mic selector.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2S Speaker Bulk Cable 8.20
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The 902 is a high-performance integrated personal stereo amplifier 
for unbalanced stereo signals. It allows selection between four inputs 
and delivers a speaker output of 4.5 watts RMS power per channel 
into a 4Ω load.

4x1 Personal Stereo Audio Amplifier & Switcher (4.5 Watts per Channel)
902

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio,  
1Vpp/50kΩ on a 3.5mm mini jack;  
3 unbalanced stereo audio, 1Vpp/50kΩ on  
RCA connectors.

OUTPUTS: Stereo headphone on a 6.5mm connector; loudspeakers 
on a terminal block connector; automatic switching 
when a headphone is plugged in.

BANDWIDTH (-3dB): 20kHz.
S/N RATIO: 68dB unweighted.
CONTROL: Input selector switches: bass (70Hz), mid (1kHz),  

treble (15kHz): +/−15dB; volume, balance and  
loudness controls.

OUTPUT POWER: 4.5W RMS per channel into 4Ω @15V supply.
AUDIO THD+NOISE: 0.059% @1kHz, 1V.
2nd HARMONIC: 0.025%.
POWER CONSUMPTION: 12−15V DC, 22V max, up to 1A.
DIMENSIONS: 19cm x 13.5cm x 2.5cm (7.5” x 5.3” x 0.98”) W, D, H.
WEIGHT: 0.6kg (1.32lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

FEATURES

 ● High Efficiency - Class D operation.

 ● S/N Ratio - 68dB (unweighted).

 ● Control - Volume, bass, mid, treble, balance, and loudness.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2S Speaker Bulk Cable 8.20
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FEATURES

 ● High Efficiency - Class D operation.

 ● S/N Ratio - 77dB (unweighted).

 ● Control - Volume, bass, mid, treble, balance, and loudness.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The 903 is a high-performance integrated personal amplifier for 
unbalanced stereo audio signals. It allows selection between four 
inputs and delivers a speaker output of 10 watts RMS power per 
channel into a 4Ω load.

4x1 Personal Stereo Audio Amplifier & Switcher (10 Watts per Channel)

903

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio, 1Vpp/50kΩ on  
a 3.5mm mini jack;  
3 unbalanced stereo audio, 1Vpp/50kΩ on  
RCA connectors.

OUTPUTS: Stereo headphone on a 6.5mm connector; loudspeakers 
on a terminal block connector; automatic switching 
when headphones are plugged in.

OUTPUT POWER: 2x10W (4Ω).
OUTPUT MUSIC POWER: 2x40W (4Ω).
BANDWIDTH (-3dB): 20kHz.
S/N RATIO: 77dB @1kHz.
CROSSTALK: −73dB @1kHz, all hostile.
CONTROLS: Input selector switches: bass (70Hz), mid (1kHz), 

treble (15kHz): +/−13dB; volume, balance and loudness 
controls.

COUPLING: AC.
AUDIO THD + NOISE: 0.5%.
AUDIO 2nd HARMONIC: 0.3%.
POWER CONSUMPTION: 12V DC, up to 2.5A.
DIMENSIONS: 19cm x 13.5cm x 2.5cm (7.5” x 5.3” x 0.98”) W, D, H.
WEIGHT: 0.6kg (1.32lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-A35M/A35M 3.5mm Stereo Audio Cable 8.52

BC-2S Speaker Bulk Cable 8.20
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Stereo Audio Power Amplifier (110 Watts per Channel)
905xl

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on  
RCA connectors,  
1 balanced stereo audio on  
a 5−pin terminal block connector.

OUTPUT: 1 speaker stereo audio on  
a 4−pin terminal block connector.

INPUT SENSITIVITY: 760mVpp (unbalanced), 1.2Vpp (balanced).
OUTPUT POWER: 55W per channel into 8Ω,  

110W per channel into 4Ω.
MAX. VOLTAGE GAIN: 8Ω: 49dB (unbalanced), 45dB (balanced) 

4Ω: 47dB (unbalanced), 44dB (balanced).
OUTPUT MUSIC POWER: 300W per channel into 4Ω.
BANDWIDTH (-3dB): >26kHz.
S/N RATIO: 80dB.
CROSSTALK: -120dB @1kHz, -111dB @20kHz.
CONTROLS: Bass:-15dB to 14dB @100Hz; 

mid: -13.7dB to 13.7dB @1kHz; 
treble: -13.7dB to 13.8dB @10kHz; 
balance: -46.9dB to 0dB;  
volume: -80dB to 32dB @1kHz.

ADDITIONAL CONTROLS: Loudness: -9dB @500Hz, -9dB 
@1kHz, -8.5dB @15kHz.

COUPLING: Input: AC, Output: DC.
AUDIO THD + NOISE: <1% @1kHz, 1V.
AUDIO 2nd HARMONIC: <0.1% @1kHz.
AMPLIFIER TYPE: Class D.
POWER CONSUMPTION: 220/110V AC, 50/60Hz, 510VA.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19” x 7.24” x 1U (W, D, H).
WEIGHT: 1.6kg (3.53lbs) approx.
INCLUDED ACCESSORIES: Power cord, rack ”ears”.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20

o A n d
FEATURES

 ● Stereo Mode - 2 x 110W @4Ω.

 ● Selectable Balanced and Unbalanced Inputs.

 ● Remote Control (RS-232) - Volume, EQ and input selection.

 ● Class D Amplifier.

 ● Standard 19" (1U). Rack "ears" included.

The 905xl is a high-performance remote-controllable power amplifier.
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2x1 Stereo Audio Amplifier & Switcher (6.8 Watts per Channel)

FEATURES

 ● High Efficiency - Class D operation.

 ● USB Port - For firmware update.

 ● Controls - Up/Down for volume, bass, mid, treble, balance; buttons 
for mute and loudness.

 ● Flexible Control Options - Front panel, RS-232, Ethernet, K-Net, IR 
remote (included) & 10kΩ volume level.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The 906 is a high-performance controllable power amplifier for line-
level stereo audio signals. It accepts either an unbalanced stereo 
audio signal on RCA connectors or a balanced stereo audio signal on 
a terminal block connector. It delivers a speaker output of 6.8 watts 
RMS per channel into a 4Ω load.

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on RCA connectors;  
1 balanced stereo audio on a 5−pin terminal block 
connector;  
1 USB connector.

OUTPUT: 1 speaker stereo audio on a 4−pin terminal block 
connector.

OUTPUT POWER: 2 x 5.3W per channel into 8Ω;  
2 x 6.8W per channel into 4Ω.

OUTPUT MUSIC POWER: 2 x 22W per channel into 8Ω;  
2 x 28W per channel into 4Ω.

BANDWIDTH (-3dB): 32.5kHz.
S/N RATIO: 67.5dB @1kHz.
CROSSTALK: −55.6dB @1kHz.
CONTROLS: Volume: <−37dB to 35.6dB; balance: <−20dB to 0dB; 

treble: −5.3dB to 10.9dB @10kHz;  
mid: −7.8dB to 13.2dB @1kHz;  
bass: −4.1dB to 15.1dB @100Hz.

ADDITIONAL CONTROLS: Input selector, mute, external potentiometer, remote 
by contact closure, infrared remote.

COUPLING: Input: AC, output: DC.
AUDIO THD + NOISE: 3.4% @1kHz.
AUDIO 2nd HARMONIC: 0.3% @1kHz.
POWER CONSUMPTION: 12V DC 1.2A (8Ω load), 1.7A (4Ω load).
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm  

(7.4" x 4.5" x 0.94") W, D, H.
WEIGHT: 0.6kg (1.32lbs).
INCLUDED ACCESSORIES: Power supply, IR remote control transmitter.
OPTIONS: RK−T2B 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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Stereo Audio Power Amplifier (40 Watts per Channel)

FEATURES

 ● High Efficiency - Class D operation.

 ● Controls - Volume control knob & mute button.

 ● Gain Control DIP-Switch.

 ● Mute and On Indicator LEDs.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

The 907 is a high-performance power amplifier for line-level stereo 
audio signals. It accepts a balanced stereo audio signal on a terminal 
block connector and delivers 40 watts per channel into an 8Ω load.

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo audio on a terminal block connector.
OUTPUT: 1 balanced stereo audio (speakers) on a terminal block 

connector.
OUTPUT POWER: 40 watts per channel into 8Ω.
OUTPUT MUSIC POWER: 150W per channel into 8Ω.
INPUT SENSITIVITY: 1.2Vrms.
AMPLIFIER TYPE: Class D.
VOLTAGE GAIN: 20dB (x10).
BANDWIDTH (-3dB): 20kHz.
S/N RATIO: 60.2dB.
COUPLING: DC.
AUDIO THD + NOISE: 1.9%.
AUDIO 2nd HARMONIC: 0.3%.
POWER CONSUMPTION: 24V DC, 5A.
DIMENSIONS: 10.7cm x 10.4cm x 4.0cm (4.2” x 4.1” x 1.6”) W, D, H.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK-1 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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Stereo Audio Power Amplifier/Mixer (40 Watts per Channel)

FEATURES

 ● High Efficiency - Class D operation.

 ● Controls - 1 volume control knob for each input & mute button.

 ● Gain Control DIP-Switches.

 ● Mute and On Indicator LEDs.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

The 907xl is a high-performance power amplifier for line-level stereo 
audio signals. It accepts a balanced stereo audio signal on a terminal 
block connector and an unbalanced stereo signal on RCA connectors. 
It delivers 40 watts per channel into an 8Ω load.

TECHNICAL SPECIFICATIONS

INPUTS: 1 balanced stereo audio on a terminal block 
connector, 1 unbalanced stereo audio on RCA 
connectors.

OUTPUT: Speaker output on a terminal block connector.
OUTPUT POWER: 40W per channel into 8Ω.
OUTPUT MUSIC POWER: 150W per channel into 8Ω.
INPUT SENSITIVITY: 1.2Vrms.
AMPLIFIER TYPE: Class D.
VOLTAGE GAIN: 36dB (x10).
BANDWIDTH (-3dB): 25kHz.
S/N RATIO: 66dB.
COUPLING: Inputs: AC, Outputs: DC.
AUDIO THD + NOISE: 1.2%.
AUDIO 2nd HARMONIC: 1%.
POWER CONSUMPTION: 24V DC, 2.2A.
CONTROLS: 2 gain DIP−switches, mute button,  

2 input level knobs, 1 volume knob.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 10.7cm x 10.4cm x 4.0cm (4.2" x 4.1" x 1.6").
WEIGHT: 0.32kg (0.7lbs).
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19” rack mount adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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Stereo Audio Amplifier & Switcher (40 Watts per Channel)

FEATURES

 ● High Efficiency - Class D operation.

 ● Controls - Control knob to adjust volume, bass, middle, treble and 
balance. Mute and loudness buttons, plus a 10V control port for 
adjusting the audio gain.

 ● USB Port - For firmware update.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), Ethernet, IR remote (included) and 10KΩ 
volume level.

 ● Compact MegaTOOLS® - 2 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-T2B rack adapter.

The 908 is a high-performance audio amplifier for line-level stereo 
audio signals. It accepts either a balanced or an unbalanced stereo 
audio signal and delivers a speaker output of 40 watts RMS per 
channel into 8Ω loads.

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on RCA connectors;  
1 balanced stereo audio on a 5−pin terminal block 
connector;  
1 USB connector.

OUTPUT: 1 speaker stereo audio on a 4−pin terminal block connector.
INPUT SENSITIVITY: Unbalanced: 360mVpp; balanced: 220mVpp.
MAX. VOLTAGE GAIN: Unbalanced: 35dB; balanced: 40.5dB.
OUTPUT POWER: 40W per channel into 8Ω.
BANDWIDTH (-3dB): 22kHz.
CROSSTALK: <−57dB @20kHz.
CONTROLS: Level: <−30dB to 35.5dB; balance: −30dB to 0dB; 

loudness: −14dB to 0dB @1kHz; bass: −15dB to 12dB 
@100Hz; mid: −15dB to 11dB @1kHz;  
treble: −14dB to 13dB @10kHz; input selector buttons, 
mute button, loudness, bass, mid, treble, balance,  
volume buttons, IR, RS−232, Ethernet,  
10V volume control,  
1 USB port for upgrading firmware.

COUPLING: Input: AC, output: DC.
AUDIO THD + NOISE: 0.15%.
AUDIO 2nd HARMONIC: 0.06%.
SIGNAL/NOISE RATIO: 63dB, 80dB @10% distortion.
AMPLIFIER TYPE: Class D.
POWER CONSUMPTION: 24V DC, 2A.
DIMENSIONS: 18.8cm x 11.4cm x 2.4cm (7.4" x 4.5" x 0.94") W, D, H.
WEIGHT: 0.6kg (1.32lbs).
INCLUDED 
ACCESSORIES:

Power supply, Windows®−based Kramer control 
software, IR remote control transmitter.

OPTIONS: RK−T2B 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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Digital Audio Preamplifier & Mixer

FEATURES

 ● ProcAmp Control - Volume, balance, bass, mid, treble, 
loudness, equalizer, delay, mute, expand and compress.

 ● Mic Input Controls - Selectable condenser or dynamic mic 
with talkover, mix and override controls.

 ● LCD Display - 24-character by 2-line display.

 ● USB Port - For firmware update.

 ● Flexible Control Options - Front panel, RS-232 (K-Router™ 
Windows®-based software is included), Ethernet and IR 
remote (included).

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U). Rack "ears" included.

The 910 is a high-performance audio preamplifier and mixer for 
balanced and unbalanced stereo audio, S/PDIF digital audio, and 
microphone signals. The unit processes the signals and outputs them 
to balanced, unbalanced and S/PDIF outputs simultaneously.

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on 2 RCA 
connectors;  
1 balanced stereo audio on a 5−pin 
terminal block;  
1 S/PDIF on an RCA connector;  
1 mono balanced microphone on an XLR 
(F) connector (provides 15V phantom 
power when the MIC switch is set for a 
condenser microphone).

OUTPUTS: 1 unbalanced stereo audio on 2 RCA 
connectors;  
1 balanced stereo audio on a 5−pin 
terminal block;  
1 S/PDIF on an RCA connector.

MAX. OUTPUT LEVEL: 8Vpp.
BANDWIDTH (-3dB): 21.7kHz.
S/N RATIO: 75dB @1kHz, weighted.
COUPLING: AC.
AUDIO THD + NOISE: 0.1% @1kHz.
AUDIO 2nd HARMONIC: 0.03% @1kHz.
CONTROLS: Volume: <−75 to +23.5dB;  

Bass: −15 to +15dB @100Hz;  
Mid: −20 to +20dB @1kHz;
 Treble: −10 to +10dB @20kHz;  
Balance: <−64 to 0dB @1kHz;  
Delay: up to 60msec;  
Expand: +9.5dB @1kHz;  
Compress: −16dB @1kHz.

INDICATORS: Multi−character display on the front panel.
POWER CONSUMPTION: 100−240V AC, 50/60Hz, 9VA.
OPERATING TEMPERATURE:0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE:-40° to +70°C (-40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 19" x 7" x 1U  W, D, H, rack mountable.
WEIGHT: 2.0kg (4.4lbs).
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software, rack “ears”, IR remote control 
transmitter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

C-XLQM/XLQF XLR Quad Cable 8.53

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35
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The Kramer 914 is a high-performance 2x100W power 
amplifier that accepts a balanced stereo audio input on 
a 5-pin terminal block and converts the signal into a 
differential stereo audio output for speakers on a 4-pin 
terminal block.

FEATURES

 ● Stereo Mode - 2x100W @4Ω.

 ● BTL Mode - 1x200W @8Ω.

 ● ENERGY STAR® Compliant.

 ● Class D Amplifier.

 ● Input Level Sensitivity Adjustment.

 ● Remote Control - Volume, standby and mute.

 ● Audio Level Knob.

 ● Operating Modes - Stereo and bridged mono.

 ● Indicators - Independent left and right channel monitoring 
LEDs.

 ● Connectors - Easy-to-connect, detachable terminal blocks.

 ● Compact Desktop - 2 units can be rack mounted side-by-side 
in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo +4dBu/10kΩ on a 
5−pin removable terminal block.

OUTPUT: 1 stereo or bridged mono speaker 
output on a 4−pin removable large 
terminal block.

INPUT SENSITIVITY: 0.3V to 1.23V -10dBu to 4 dBu.
OUTPUT POWER: 2x100W @4Ω, 2x50W @8Ω, 

1x200W @8Ω BTL.
AMPLIFIER TYPE: Class D.
MAXIMUM VOLTAGE GAIN: 22.7dB.
BANDWIDTH (-3dB): 20Hz to 20kHz.
S/N RATIO: -70dB @ 14dBu amplification.
CONTROLS: Screw trimmer for line input sensitivity, 

remote 10k trimmer, contact−closure 
controls for mute and standby.

AUDIO THD+NOISE: 0.05% @75W RMS @4Ω 6.67kHz.
AUDIO 2nd HARMONIC: 0.08% @75W RMS @4Ω 6.67kHz.
POWER SOURCE: 100−240V AC, 50/60Hz, 420VA.
DIMENSIONS: 21.2cm x 22.8cm x 4.3cm  

(8.35" x 8.98" x 1.69") W, D, H.
WEIGHT: 1.0kg (2.2lbs) approx.
INCLUDED ACCESSORIES: Power cord, mounting bracket.
OPTIONS: RK−1 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-2S Speaker Bulk Cable 8.20
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VS‑106

1x10 Stereo Audio Line Switcher or 1x6 8 Watt RMS Stereo Amplifier & Switcher

FEATURES

 ● Amplifier - 8 watts RMS per channel into 4Ω.

 ● Mechanical Switching - Unpowered 1x10 line to line 
switching, amplified 1x6 line to speaker switching.

 ● Bandwidth (-3dB) - 20kHz.

 ● Speaker Gain Adjustment - 19dB, 25dB (factory setting), 
31dB & 37dB.

 ● Control - Speaker volume control knob.

 ● Indicator - Power ON LED.

 ● Power Supply - 12V DC.

 ● Standard 19" (1U). Rack "ears" included.

The VS-106 is a switcher/amplifier for unbalanced stereo audio 
signals. The unit mechanically switches a single stereo line input to 
one of ten stereo line outputs, or to one of six 8 watt RMS per channel 
amplified speaker outputs.

TECHNICAL SPECIFICATIONS

INPUT: 1 unbalanced stereo audio on RCA 
connectors.

OUTPUTS: 6 stereo speakers on 4−pin terminal 
blocks; 10 line level unbalanced audio 
stereo on RCA connectors.

INPUT SENSITIVITY: 230mVpp @37dB gain program  
max. level.

OUTPUT POWER: 8W RMS per channel into 4Ω.
VOLTAGE GAIN: <−53 to +37dB.
BANDWIDTH (-3dB): >20kHz.
S/N RATIO: Power amplifier: 76dB; line level 

92dB@1kHz.
CONTROLS: Volume control knob.
COUPLING: Speakers: input - AC, output - DC; Line: 

input - DC, output - DC.
AUDIO THD + NOISE: 3.5% (power output).
AUDIO 2nd HARMONIC: 1.2% @1kHz.
AMPLIFIER TYPE: Class D.
POWER CONSUMPTION: 12V DC, 2A.
DIMENSIONS: 19” x 4.0” x 1U.
WEIGHT: 1kg (2.2lbs).
INCLUDED ACCESSORIES: Power supply, rack "ears".

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2S Speaker Bulk Cable 8.20
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The VS-406 is a switcher/amplifier for unbalanced stereo audio 
signals. The unit mechanically switches a single stereo line input to one 
of ten stereo line outputs, or to one of six 33 watt RMS per channel 
amplified speaker outputs.

FEATURES

 ● Amplifier - 33 watts RMS per channel into 8Ω.
 ● Mechanical Switching - Unpowered 1x10 line to line 
switching, amplified 1x6 line to speaker switching.

 ● Bandwidth - 20kHz (-3dB).
 ● Speaker Gain Adjustment - 26dB, 32dB, 38dB (factory 
setting), 42dB.

 ● Control - Speaker volume control knob.
 ● Indicator - Power ON LED.
 ● Power Supply - 24V DC.
 ● Standard 19" (1U). Rack "ears" included.

VS‑406

1x10 Stereo Audio Line Switcher or 1x6 33 Watt RMS Stereo Amplifier & Switcher

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced stereo audio on RCA 
connectors.

OUTPUTS: 6 powered speakers on terminal blocks 
with springs; 10 line level unbalanced 
audio stereo on RCA connectors.

INPUT SENSITIVITY: 0.5Vpp @38dB total gain.
MAXIMUM OUTPUT LEVEL: 40Vpp @10% THD + N, 33W/channel, 

8Ω full load.
MAX. VOLTAGE GAIN: +38dB.
BANDWIDTH (-3dB): 20kHz.
S/N RATIO: 74dB @10% THD + N.
CONTROLS: Volume level range: −51dB to 38dB 

(internal gain switches are set to 38dB).
COUPLING: Input - AC, output - DC.
AUDIO THD + NOISE: 0.2% @2W into 8Ω.
AUDIO 2nd HARMONIC: 0.16% @2W into 8Ω.
AMPLIFIER TYPE: Class D.
POWER CONSUMPTION: 24V DC, 3.6A.
DIMENSIONS: 19” x 4.0” x 1U.
WEIGHT: 1kg (2.2lbs).
INCLUDED ACCESSORIES: Power supply, rack “ears”.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53

BC-2S Speaker Bulk Cable 8.20
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

BC-1T Mono Audio/Control Bulk Cable 8.18

VA‑8xl/VA‑16xl
8/16−Channel Balanced Stereo Volume Controllers

TECHNICAL SPECIFICATIONS

INPUTS: 8/16 balanced stereo audio,  
+4dBu/30kΩ on detachable  
terminal blocks.

OUTPUTS: 8/16 balanced stereo audio, 
+4dBu/50Ω on detachable  
terminal blocks.

GAIN: −95dB to +31dB.
MAX. OUTPUT LEVEL: >20dBu balanced.
BANDWIDTH (-3dB): 20Hz to 40kHz.
NOISE FLOOR: <90dB (gain 0dB).
AUDIO THD + NOISE: 0.006% @4dBu 1kHz.
CONTROL: Front push buttons, RS−232, and 

RS−485.
INDICATORS: Multi−character display on the front 

panel, gain in dB for left and right 
channels.

DIMENSIONS: 19" x 7" x 1U (W, D, H) rack mountable.
WEIGHT: 3.5kg (7.8lbs) approx.
INCLUDED ACCESSORIES: Power cord, null−modem adapter, 

Windows®−based Kramer control 
software.
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VA-16xl

The VA-8xl and VA-16xl are high-performance 8- and 16-channel stereo 
input volume controllers for balanced stereo audio signals on terminal 
block connectors. The volume of each stereo channel (L & R) can be 
adjusted independently of the other stereo channel.

FEATURES

 ● S/N Ratio - >90dB.

 ● Volume - -95dB to +31dB in 0.5dB steps; L&R channels 
may be controlled separately or together.

 ● Control - Front panel, RS-232 and RS-485.

 ● Worldwide Power Supply - 100-240V AC.

 ● Standard 19" (1U).
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Balanced Mono Audio Isolation Transformer

FEATURES

 ● S/N Ratio - -83dB @+4dBu, 1kHz.

 ● External Input & Output Ground Terminals.

 ● Grounding Options - DIP-switch selectable.

 ● Passive - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3TR rack adapter.

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced audio,  
+4dBu/600Ω on a detachable terminal block.

OUTPUT: 1 balanced audio,  
+4dBu/600Ω on a detachable terminal block.

MAX. OUTPUT LEVEL: +26dBu.
BANDWIDTH (-3dB): 20Hz to 20kHz.
S/N RATIO: −83dB @+4dBu/1kHz.
CONTROLS: DIP−switches to connect to chassis.
COUPLING: Transformer.
AUDIO THD + NOISE: <0.025% @+4dBu/1000Hz.
DIMENSIONS: 12.1cm x 7.2cm x 3cm (4.77” x 2.85” x 1.2”) W, D, H.
WEIGHT: 0.34kg (0.75lbs) approx.
INCLUDED ACCESSORIES: Mounting brackets.
OPTIONS: RK−3TR 19" rack adapter.

The TR-1A is a high-performance isolation transformer for balanced 
mono audio signals. It completely isolates devices to eliminate hum, 
ground loops and DC offsets that can degrade the audio quality.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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TR‑2A

Balanced Stereo Audio Isolation Transformer

FEATURES

 ● S/N Ratio - -83dB @+4dBu, 1kHz.

 ● External Input & Output Ground Terminals.

 ● Grounding Options - DIP-switch selectable.

 ● Passive - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3TR rack adapter.

The TR-2A is a high-performance isolation transformer for balanced 
stereo audio signals. It completely isolates devices to eliminate hum, 
ground loops, and DC offsets that can degrade audio quality.
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TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo audio,  
+4dBu/600Ω on detachable terminal block.

OUTPUT: 1 balanced stereo audio,  
+4dBu/600Ω on detachable terminal block.

MAX. OUTPUT LEVEL: +26dBu.
BANDWIDTH (-3dB): 20Hz to 20kHz.
S/N RATIO: −83dBu @+4dBu/1000Hz.
CONTROLS: DIP−switches to connect to chassis.
COUPLING: Transformer.
AUDIO THD + NOISE: 0.025% @+4dBu/1000Hz.
DIMENSIONS: 12.1cm x 7.2cm x 3cm (4.77” x 2.85” x 1.2”) W, D, H.
WEIGHT: 0.34kg (0.75lbs) approx.
INCLUDED ACCESSORIES: Mounting brackets.
OPTIONS: RK−3TR 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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Video & Balanced Stereo Audio Isolation Transformer

FEATURES

 ● Video Bandwidth - <10kHz to 5.8MHz (-3dB).

 ● Audio S/N Ratio - -83dB to +4dBu @1kHz.

 ● Audio & Video Input & Output External Ground Terminals.

 ● Audio & Video Grounding Options - DIP-switch selectable.

 ● Passive - No power required.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3TR rack adapter.

The TR-3 is a high-performance isolation transformer for composite 
video and balanced stereo signals. It provides complete isolation 
between devices to eliminate hum, ground loops and DC offsets that 
can degrade the audio and video quality.

TECHNICAL SPECIFICATIONS

INPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
2 balanced stereo audio, +4dBu/600Ω on detachable 
terminal blocks.

OUTPUTS: 1 composite video, 1Vpp/75Ω on a BNC connector; 
2 balanced stereo audio, +4dBu/600Ω on detachable 
terminal blocks.

INSERTION LOSS: 0.8dB (video).
MAX. OUTPUT LEVEL: Video:  4Vpp/75Ω; Audio: +26dBu.
BANDWIDTH (-3dB): Video: <10Hz to 5.8MHz −3dB; Audio: 20Hz to 20kHz.
DIFF. GAIN: 0.05%.
DIFF. PHASE: 0.05Deg.
K-FACTOR: <1.2%.
S/N RATIO: Video: 73dB; Audio: −83dBu @+4dBu/1000Hz.
CONTROLS: DIP−switches to connect to chassis.
VIDEO TILT: 0.1% @pulse & bar.
VIDEO NON LINEARITY: 0.1%.
COUPLING: Video: transformer; Audio: transformer.
AUDIO THD + NOISE: 0.025% @+4dBu/1000Hz.
DIMENSIONS: 12.1cm x 7.2cm x 3cm (4.77” x 2.85” x 1.2”) W, D, H.
WEIGHT: 0.34kg (0.75lbs) approx.
INCLUDED ACCESSORIES: Mounting brackets.
OPTIONS: RK−3TR 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-BM/BM BNC Coax Video Cable 8.34

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FEATURES

 ● Bandwidth - 18kHz (-3dB).

 ● Max. Power - TR-91:100W, TR-92: 2 x 100W,  
TR-93: 200W, TR-94: 2 x 200W.

 ● Passive Operation - No power required.

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TR-91/TR-92/TR-93/TR-94 are transformers for 
70V/100V audio amplification. The units can receive one 
or two 4Ω/8Ω speaker level inputs and transform them 
to 70V/100V outputs. The units can be connected both 
ways to allow a Lo-Z amplifier to work with Hi-Z speakers 
and vice versa.

TECHNICAL SPECIFICATIONS

INPUTS: 1/2 low−impedance (4Ω) speaker 
inputd on terminal block connectors.

OUTPUT: 1/2 high−impedance speakers on 
terminal block connectors.

MAX POWER: 100W, 2x100W, 200W, 2x200W 
(TR−91/TR−92/TR−93/TR−94).

VOLTAGE GAIN: 9dB/12dB (70V/100V).
BANDWIDTH (-3dB): 18kHz.
OPERATING TEMPERATURE: 0° to +40°C (32° to 104°F).
STORAGE TEMPERATURE: −40° to +70°C (−40° to 158°F).
HUMIDITY: 10% to 90%, RHL non−condensing.
DIMENSIONS: 21.4cm x 16.2cm x 4.3cm 

(8.4" x 6.4" x 1.7") W, D, H.
WEIGHT: 0.32kg (0.7lbs).
OPTIONS: RK−1 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2S Speaker Bulk Cable 8.20
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102xl
2−Channel Balanced Mono Audio Mixer  

The 102xl is a high-performance 2-channel mono audio mixer for 
balanced line level and mic level mono audio signals. The unit mixes 
two mono inputs and produces a mixed audio output signal.

FEATURES

 ● S/N Ratio - 91.5dB (line level), 62.5dB (mic level).

 ● Line or Mic Level - Input selectable.

 ● Phantom Power - 48V DC (input selectable).

 ● Level (Gain) Control - Input 1, input 2, and master.

 ● Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-1 rack adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 2 line/mic balanced mono on XLR (F) connectors.
OUTPUT: 1 line balanced mono on an XLR (M) connector.
MAX. OUTPUT LEVEL: 18Vpp.
BANDWIDTH (-3dB): >100kHz.
S/N RATIO: Line: 91.5dB Mic: 62.5dB, 1kHz.
CONTROLS: Line: <−48dB to +11.4dB, Mic: <−1.9dB to +62.5dB, 

minimum to absolute gain. Phantom +48V selection 
for condenser microphone by 90° DIP−switches; 
Line/microphone input mode selection by 90°  
DIP−switches.

COUPLING: Input: AC, Output: DC.
AUDIO THD + NOISE: Line: 0.013%, mic: 0.079%.
AUDIO 2nd HARMONIC: Line: 0.002%, mic: 0.01%.
POWER CONSUMPTION: 12V DC, 140mA (DC).
DIMENSIONS: 10.68cm x 16.2cm x 4.2cm (4.2" x 6.38" x 1.65") 

W, D, H.
WEIGHT: 0.65kg (1.4lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.53
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TECHNICAL SPECIFICATIONS

INPUTS: Mic/line 1: 10mV/1.6kΩ, 1Vpp/10kΩ, on a 6.5mm 
phone connector; Line 2: 1Vpp/10kΩ, stereo on RCA 
connectors.

OUTPUTS: Line level, stereo, up to 5.6Vpp/150Ω on RCA 
connectors.

BANDWIDTH (-3dB): 100kHz.
GAIN RANGE: −12dB to 68.5dB (mic); −12dB to +8.8dB (line).
DIFF. PHASE: 0.05Deg.
S/N RATIO: 69dB.
CONTROL: Mic/line 1 level, line 2 level, master level rotary 

controls, condenser/dynamic mic, line/mic, talkover 
selection switches.

AUDIO THD+NOISE: 0.018%.
2nd HARMONIC: 0.002%.
POWER CONSUMPTION: 12V DC, 40mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H.
WEIGHT: 0.25kg (0.55lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

The 102MX is a high-performance 2-channel stereo audio mixer for 
line level and mic level audio signals. It mixes one line level input with 
either a microphone or a second line level input and produces a mixed 
audio output signal.

2−Channel Stereo Audio Mixer
102MX

FEATURES

 ● S/N Ratio - 69dB.

 ● Level (Gain) Control - Line 1 (or microphone), line 2, and master level.

 ● Selectable Microphone Input - Dynamic or condenser microphone with 
bias voltage.

 ● Talkover Button - Microphone input signal mutes line audio output when 
a microphone detects sound.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-2RAM/2RAM RCA Stereo Audio Cable 8.53
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4−Channel Balanced Audio Mixer
VA‑14

The VA-14 is a high-performance 4-channel mixer for 
balanced mono audio signals on XLR connectors. The 
unit inputs four channels of any combination of balanced 
mic or line level audio signals and outputs two mixed 
balanced audio and one headphone signal.

FEATURES

 ● S/N Ratio - Mic in, phones out: 45.3dB; line in, phones 
out: 83.3dB; line in, line out: 84.3dB; mic in, line out: 
64dB.

 ● Level (Gain) Control - Individual for each input & master and 
headphone output.

 ● Phantom Power - 48V DC on each input (individually 
selectable).

 ● Compact Desktop - 2 units can be rack mounted side-by-
side in a 1U rack space with the optional RK-1 adapter.

TECHNICAL SPECIFICATIONS

INPUTS: 4 balanced mono audio, line or mic, on 
XLR (F) connectors.

OUTPUTS: 2 balanced mono audio on XLR (M) 
connectors; 1 headphone output on a 
6.5mm connector.

MAX. OUTPUT LEVEL: Line: 20Vpp; phones: 4.5Vpp; mic: 
300mVpp.

BANDWIDTH (-3dB): >40kHz.
S/N RATIO: Mic in, phones out: 45.3dB; line in, phones 

out: 83.3dB; line in, line out: 84.3dB; mic 
in, line out: 64dB.

CONTROLS: Line in, line out: <−57dB to −14.3dB; 
mic in, line out; <0dB to 60.5dB; line in, 
phones out: <−47dB to −18dB; mic in, 
phones out: <0dB to 58.9dB; in level and 
master/phones level, min to max position 
for both line in, mic out range: <−50dB 
to −25dB; mic in, mic out range:<0dB to 
21.6dB; underside slide switches: inputs: 
line/mic and +48V phantom ON/OFF; 
Outputs: Line/Mic.

COUPLING: IN: AC; OUT: bal line/mic, DC; phones, AC.
AUDIO THD + NOISE: Line in, line out: 0.007%; mic in, line out: 

0.15%; line in, phones out: 0.085%;mic in, 
phones out: 0.38%.

AUDIO 2nd HARMONIC: Line in, line out: 0.001%; mic in, line out: 
0.005%; line in, phones out: 0.009%; mic 
in, phones out: 0.024%.

POWER CONSUMPTION: 12V DC, 250mA.
DIMENSIONS: 21.5cm x 16.2cm x 4.4cm  

(8.46" x 6.38" x 1.73") W, D, H.
WEIGHT: 1.4kg (3.1lbs) approx.
INCLUDED ACCESSORIES: Power supply.
OPTIONS: RK−1 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-XLQM/XLQF XLR Quad Cable 8.53
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VA‑256xl

Audio Delay for Balanced Stereo Audio

FEATURES

 ● S/N Ratio - 90dB (unweighted).

 ● Resolution - 24-bit at 48kHz.

 ● Wide Range of Programmable Delay - 1 millisecond to 5.4 seconds in 
1 millisecond increments.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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The VA-256xl is a high-performance audio delay for balanced stereo 
audio signals. It synchronizes the audio and video signals when they 
are out of sync. This often happens in systems that perform heavy 
digital video processing, such as with scalers.

TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo audio, 4dBu/30kΩ on  
a detachable terminal block connector.

OUTPUT: 1 balanced stereo audio, 4dBu/50Ω on  
a detachable terminal block connector.

MAX. INPUT/OUTPUT LEVEL: +12dBu balanced.
BANDWIDTH: 20Hz to 20kHz.
THD + NOISE: <0.01%, +4dBu 1kHz.
S/N RATIO: >90dB unweighted, +10dBu.
A/D and D/A CONVERSION: 48kHz, 24−bit.
AUDIO DELAY CAPABILITIES: 1msec to 5400msec.
INDICATORS: 4−character display on the front panel.
POWER CONSUMPTION: 12V DC, 500mA.
DIMENSIONS: 12cm x 7.15cm x 2.76cm (4.7" x 2.81" 1.09") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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VA‑680D

Professional Digital Audio Delay  

The VA-680D is a high-performance audio delay for S/PDIF and 
optical audio signals. It synchronizes the audio and video signals when 
they are out of sync. This often happens in systems that perform 
heavy digital video processing, such as with scalers.

TECHNICAL SPECIFICATIONS

INPUTS: 2 S/PDIF on RCA connectors;  
2 TOSLINK® on optical connectors.

OUTPUTS: 1 S/PDIF on an RCA connector;  
1 TOSLINK® optical connector.

AUDIO SIGNAL COMPAT-
IBILITY:

Digital audio (S/PDIF): All current broadcast/DVD 
standards, including Dolby Digital, EX, DTS, ES and 
PCM. Audio sample rates of 32kHz, 44.1kHz, 48kHz 
(standard DVD) and 96kHz (DTS 96/24).

AUDIO DELAY CAPABILITIES 
(DIP-SWITCH SETTINGS):

0−999ms for 32kHz sample rate signals; 
0−740ms for 44.1kHz sample rate signals; 
0−680ms for 48kHz sample rate signals; 
0−340ms for 96kHz sample rate signals; 
4 user programmable presets (1 per input).

INDICATORS: 4−digit display on the front panel.
POWER CONSUMPTION: 12V DC, 300mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19” rack adapter.

FEATURES

 ● Multi-Function Performance - Digital audio delay, format conversion, 
and 4-input switching.

 ● Multi-Format - EIAJ CP1201, IEC-60958, AES & S/PDIF.

 ● Multiple Sampling Rates - 32kHz to 96kHz.

 ● Wide Range of Programmable Delay - 0 to 999 milliseconds in one 
millisecond increments.

 ● Control - Front panel with LED display.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35
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FEATURES

 ● Bidirectional Format Conversion - AES/EBU to TOSLINK® optical and 
TOSLINK® optical audio to AES/EBU audio simultaneously.

 ● Sampling Rates - Up to 96kHz.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

The 465 is a transcoder for AES/EBU and TOSLINK® optical digital 
audio signals. It simultaneously converts AES/EBU to TOSLINK® 
optical digital audio signals and TOSLINK® optical to AES/EBU digital 
audio signals.

AES/EBU & TOSLINK® Audio Transcoder
465

TECHNICAL SPECIFICATIONS

INPUT/OUTPUT: Electrical: transformer coupled 110Ω AES/EBU 
on detachable terminal blocks; Optical: TOSLINK® 
conforming to EIAJ standard CP−1201.

SAMPLING: 32, 44.1, 48, 96kHz sampling frequencies.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”) W, D, H. 
POWER CONSUMPTION: 12V DC, 60mA. 
WEIGHT: 0.25kg (0.6lbs) approx. 
INCLUDED ACCESSORIES: Power supply, mounting bracket. 
OPTIONS: RK−3T 19” rack adapter. 

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19
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FEATURES

 ● Bidirectional Format Conversion - Balanced stereo audio to unbalanced 
stereo audio and unbalanced stereo audio to balanced stereo audio 
simultaneously.

 ● Connectors - Terminal blocks (balanced & unbalanced).

 ● Level (Gain) Control - Independent L & R adjustment while transcoding 
for both balanced to unbalanced conversion and unbalanced to 
balanced conversion.

 ● S/N Ratio - 95dB balanced to unbalanced, 87dB unbalanced to 
balanced, unweighted.

 ● Compact TOOLS - 3 units can be rack mounted side-by-side in a 1U rack 
space with the optional RK-3T rack adapter.

Balanced/Unbalanced Stereo Audio Transcoder

The 482xl is a high-performance audio transcoder for balanced and 
unbalanced stereo audio signals. It simultaneously converts balanced 
stereo signals to unbalanced stereo audio and unbalanced stereo 
audio signals to balanced stereo audio.

TECHNICAL SPECIFICATIONS

INPUTS: 1 unbalanced audio stereo on a 3−pin terminal block 
connector;  
1 balanced audio stereo on a 5−pin terminal block.

OUTPUTS: 1 balanced audio stereo on a 5−pin terminal block 
connector;  
1 unbalanced audio stereo on a 3−pin terminal block 
connector.

MAX. OUTPUT LEVEL: Balanced: 21dBu; unbalanced: 21dBu @max gain.
BANDWIDTH (-3dB): >100kHz.
CONTROLS: −57dB to +6dB (balanced to unbalanced level); −16dB to 

+19dB (unbalanced to balanced level).
COUPLING: Balanced to unbalanced: in=AC, out=DC; Unbalanced to 

balanced: in=AC, out=DC.
THD+NOISE: 0.049%.
2ND HARMONIC: 0.005%.
S/N RATIO: 95dB/87dB balanced to unbalanced/unbalanced to 

balanced, unweighted.
POWER CONSUMPTION: 12V DC, 190mA (fully loaded).
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98") W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-1T Mono Audio/Control Bulk Cable 8.18

BC-2T Stereo Audio/Control Bulk Cable 8.19
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The 6410N is a high-performance format converter for digital audio 
signals. The unit converts AES/EBU, AES-3id, S/PDIF or TOSLINK® 
optical digital audio signals to two channels of balanced audio and a 
headphone output.

Digital Audio to Balanced Stereo Audio Format Converter
6410N

TECHNICAL SPECIFICATIONS

INPUTS: 4 digital audio inputs: AES−3id on a terminal 
block connector; AES/EBU on a BNC connector; 
S/PDIF on an RCA connector; TOSLINK® optical 
connector.

OUTPUTS: 2 analog outputs: balanced line out on detachable 
terminal blocks; 3.5mm headphone jack.

SAMPLE RATE CONVERSION: 32kHz, 44.1kHz, 48kHz, 96kHz.
CONVERSION GAIN: +12dB, +16dB, +20dB, +24dB.
BANDWIDTH (+4dBu/-3dBu): 20Hz to 22kHz. 
MAX. OUTPUT LEVEL: 11.2Vpp @1kHz. 
S/N RATIO: 88dB. 
AUDIO THD + NOISE: −92dB. 
AUDIO 2nd HARMONIC: 0.003%. 
CONTROLS: Input selector buttons, 8 gain switches, 

headphones level rotary control knob, 2 LEDs: ON 
and LINK. 

POWER CONSUMPTION: 12V DC, 1.25A. 
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.72" x 2.74" x 0.96") 

W, D, H. 
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

FEATURES

 ● S/N Ratio - 88dB.

 ● Standards - AES/EBU, AES-3id, S/PDIF, TOSLINK® optical.

 ● Sampling - 32, 44.1, 48, & 96kHz.

 ● Standard Selector - Professional or consumer.

 ● Reclocking & Equalization Automatic.

 ● Left & Right Gain Conversion Control - 0dB, +12dB, +16dB, +20dB 
or +24dB.

 ● Input Selector.

 ● Volume Control - Headphone output.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34
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The 6420N is a high-performance format converter for balanced 
audio signals. The unit converts two channels of balanced audio 
signals to AES/EBU, AES-3id, S/PDIF and TOSLINK® optical digital 
outputs simultaneously.

Balanced Stereo Audio to Digital Audio Format Converter
6420N

FEATURES

 ● Standards - AES/EBU, AES-3id, S/PDIF, TOSLINK® optical.

 ● Sampling - 32, 44.1, 48, & 96kHz (selectable).

 ● Professional or Consumer Bit Rate Selection.

 ● Left & Right Gain Conversion Control - 0dB, -12dB, -16dB, -20dB or 
-24dB.

 ● Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 
1U rack space with the optional RK-3T rack adapter.
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TECHNICAL SPECIFICATIONS

INPUT: 1 balanced stereo audio line in (10k) on detachable 
terminal blocks.

OUTPUTS: 4 digital audio outputs:  
1 AES−3id on a BNC connector,  
1 AES/EBU on a terminal block connector,  
1 S/PDIF on an RCA connector,  
1 TOSLINK® optical connector.

SAMPLE RATE CONVERSION: 32kHz, 44.1kHz, 48kHz, 96kHz.
MAX. INPUT LEVEL: 11.2Vpp @1kHz.
CONVERSION GAIN: −12dB, −16dB, −20dB, −24dB.
CONTROLS: 4 sample rate selector switches, system bit 

selector switch, 8 gain switches, ON LED.
COUPLING: AC.
POWER CONSUMPTION: 12V DC, 0.5A.
DIMENSIONS: 12cm x 6.95cm x 2.44cm (4.72" x 2.74" x 0.96") 

W, D, H.
WEIGHT: 0.3kg (0.66lbs) approx.
INCLUDED ACCESSORIES: Power supply, mounting bracket.
OPTIONS: RK−3T 19" rack adapter.

SUGGESTED CABLES ‑ For complete list see our Web site.

BC-2T Stereo Audio/Control Bulk Cable 8.19

C-RVM/RVM RCA Composite Video Cable 8.35

C-BM/BM BNC Coax Video Cable 8.34
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PT‑1SPDIF/PT‑2SPDIF

S/PDIF & TOSLINK® Digital Audio Format Converters

TECHNICAL SPECIFICATIONS

INPUT: 1 S/PDIF on an RCA connector 
(PT−1SPDIF); 1 TOSLINK® connector 
(PT−2SPDIF).

OUTPUT: 1 TOSLINK® connector (PT−2SPDIF);  
1 S/PDIF on an RCA connector 
(PT−1SPDIF).

SAMPLING: 32kHz to 192kHz.
POWER CONSUMPTION: 12V DC, 50mA.
DIMENSIONS: 4.27cm x 5.64cm x 2.2cm  

(1.68" x 2.22" x 0.87") W, D, H.
WEIGHT: 0.3kg (0.67lbs) approx.
INCLUDED ACCESSORIES: Power supply.
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The PT-1SPDIF and PT-2SPDIF are format converters 
for S/PDIF and TOSLINK® digital audio signals. The 
PT-1SPDIF converts an S/PDIF signal to a TOSLINK® 
optical signal. The PT-2SPDIF converts a TOSLINK® 
optical signal to an S/PDIF signal.

FEATURES

 ● S/PDIF Input and Output - RCA connector.

 ● TOSLINK® Output and Input - TOSLINK® connector.

 ● Compact Size - Part of the Kramer TOOLS family of 
compact high-quality and cost-effective solutions.

SUGGESTED CABLES ‑ For complete list see our Web site.

C-RVM/RVM RCA Composite Video Cable 8.35
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KRAMER ELECTRONICS, Ltd.
3 Am VeOlamo St.
Jerusalem, Israel, 9546303
Tel: + 972 73 265 0200
Fax: + 972 2 653 5369
E-mail: info@kramerel.com
Web: www.kramerelectronics.com

KRAMER ELECTRONICS USA, Inc.
HEADQUARTERS
6 Route 173 West
Clinton, NJ 08809, USA
Tel: (908) 735 0018
 (888) 275 6311
Fax: (908) 735 0515
Tech Support after 6pm EST:
 (888) 275 6311
E-mail: info@kramerus.com
Web: www.kramerus.com

SIERRA VIDEO INTERNATIONAL,  
SALES and TECHNICAL SUPPORT
PO Box 2462, Grass Valley, CA, 95945, USA
Toll-free: (888) 886-8875
Tel: (530) 478-1000
Fax: (530) 478-1105
E-mail: info@sierravideo.com
Tech Support – Worldwide:
Tel: (530) 478-1000
After Hours: (530) 888-3195
E-mail: service@sierravideo.com
Web: www.sierravideo.com

KRAMER ELECTRONICS EUROPE SA
Rue du Roussart, 2
B-1410 Waterloo, Belgium
Tel: + 32 2 357 01 40 
Fax: + 32 2 357 01 49
E-mail: info.kramee@skynet.be

KRAMER ELECTRONICS UK, Ltd.
2 Premus, Coldharbour Way, 
Aylesbury, Bucks. HP19, 8AP, UK 
Tel:  + 44 1296 330011 
Fax:  + 44 1296 330055 
E-mail: info@kramerelectronics.co.uk
Web: www.kramerelectronics.co.uk

KRAMER ELECTRONICS FRANCE S.A.S.
Z.I de la Bonde - Parc de la Roseraie - Bat F
15 rue du Buisson aux Fraises,
91300 Massy, France
Tel: + 33 (0)1 69 75 29 80
Fax: + 33 (0)1 60 11 76 94
E-mail: info@kramerfrance.com
Web: www.kramerfrance.com 

KRAMER ELECTRONICS ITALIA S.R.L. 
Via Cesare Cantù, 25  
20092 Cinisello Balsamo(MI), Italy  
Tel: + 39 02 66594771  
Fax: + 39 02 61296221  
E-mail: info@krameritalia.com 
Web: www.krameritalia.com

KRAMER ELECTRONICS ESPAÑA S.L. 
C/ Sierra De Gata 9 Nave 4
San Fernando De Henares
28830 Madrid, Spain
Tel: + 34 917478410 
Fax: + 34 917473409
E-mail: info@kramerspain.com
Web: www.kramerspain.com

KRAMER GERMANY GMBH
An Fürthenrode 59
52511 Geilenkirchen, Germany
Tel: + 49 (0) 2451 91161 0
Fax: + 49 (0) 2451 91161 10
E-mail: info@kramergermany.com
Web: www.kramergermany.com

KRAMER ELECTRONICS SWITZERLAND AG
Sägereistrasse 7
8834 Schindellegi SZ, Switzerland
Tel: + 41 (0)44 787 04 04
Fax: + 41 (0)44 787 04 05
E-mail: mail@kramerav.ch
Web: www.kramerav.ch 

KRAMER ELECTRONICS SWEDEN AB 
Arendalsvägen 22
434 39 Kungsbacka, Sweden
Tel: + 46 300 43 18 10
Fax: + 46 300 43 17 19
E-mail: info@kramersweden.com
Web: www.kramersweden.com

KRAMER ELECTRONICS FINLAND 
Höyläämötie 10, Helsinki, 
00380, Finland
Tel: + 358 (0)9 315 79220
E-mail: info@kramerav.fi
Web: www.kramerav.fi

KRAMER ELECTRONICS POLSKA SP. Z O.O.
ul.Okrzei 1 A
03 -715 Warszawa, Poland
Tel: + 48 22 333 80 31
Fax:  + 48 22 333 80 30
E-mail: info@kramerpoland.com
Web: www.kramerpoland.com

KRAMER ELECTRONICS AUSTRIA GMBH
Wiener Bundesstraße 2
5300 Salzburg – Hallwang, Austria
Tel: +43 (0) 662 660258
Fax: +43 (0) 662 660449
E-mail: info@kramerav.at
Web: www.kramerav.at

KRAMER ELECTRONICS CANADA, Ltd.
4450 Corporate Drive, Unit 5
Burlington, ON, Canada
L7L 5R3
Tel: (905) 592-9739 
Fax: (905) 592-9762
E-mail: info@kramercanada.ca
Web: www.kramercanada.ca

KRAMER ELECTRONICS MEXICO
Félix Parra No. 171
Col. San José Insurgentes
03900 México D.F.
Tel: + 52 (55) 5523 0604
 + 52 (55) 5523 0629
Fax: + 52 (55) 5543 5945
E-mail: info@kramermexico.com
Web: www.kramermexico.com

KRAMER LATIN AMERICA
Tel: + 1 305 600 4726
Tel: + 1 212 300 5188
E-mail: info@kramerlatinamerica.com
Web:  www.kramerlatinamerica.com 

KRAMER DO BRASIL COMÉRCIO 
DE ELETRÔNICOS LTDA
Rua Luis Coelho, 340 – Cj 101, Consolação
São Paulo, SP, 01309-903, Brasil
Tel: + 55 11 3926-9435
E-mail: info@kramerbrazil.com
Web:  www.kramerbrazil.com

KRAMER ELECTRONICS CHILE SPA
Avenida Vitacura 2909 Of. 811
Las Condes, 7550024 Santiago, Chile
Tel: + 56 2 2953 0660
Fax: + 56 2 2953 0661
E-mail: info@kramerchile.com
Web: www.kramer.cl

KRAMER ELECTRONICS ARGENTINA
Tel: + 54 (11) 4554 4621
Cel: + 54 (911) 6398 7576
Arg.: 011 15 6398 7576
Nextel: 593*476
E-mail: info@kramerargentina.com
Web: www.kramerargentina.com

KRAMER ELECTRONICS COLOMBIA
Tel: + 57 (1) 510 0376
Cel:  + 57 (320) 455 1070
E-mail: info@kramercolombia.com
Web: www.kramercolombia.com

KRAMER ASIA PACIFIC Pte, Ltd.
69 Ubi Crescent, 
#03-06/07 CES Building 
Singapore 408561 
Tel: + 65 6274 4474
Fax: + 65 6274 4414
E-mail: kap@kramerasia.com 
Web: www.kramerasia.com

KRAMER ELECTRONICS CHINA
Rm 1405, NO.798 Zhao Jia Bang Rd, 
Shanghai 200030, China
Tel: + 86 21 64453139,
 + 86 21 64453136
Fax: + 86 21 64455934
E-mail: info@kramerchina.com
Web: www.kramerchina.com

KRAMER ELECTRONICS KOREA 
#201 HyeopSung Bldg
309-148, Seongsu-dong 2Ga,
Seongdong-gu
Seoul, Korea
Tel: + 82 2 467 4747
Fax: + 82 2 467 4750
E-mail: info@kramerkorea.com
Web: www.kramerkorea.com

KRAMER ELECTRONICS HONG KONG, Ltd. 
Unit 302A, 3rd Floor, Park Building, 
No. 476 Castle Peak Road 
Kowloon Hong Kong 
Tel: + 852 3698 2972-4
Fax: + 852 3698 2975
E-mail: info@kramerav.com.hk
Web: www.kramerelectronics.com
 
KRAMER ELECTRONICS INDIA PVT, Ltd.  
No 18, Sufiya Elite, 3rd Floor
Cunningham Road
Bangalore - 560052 
Karnataka, India
Tel: + 91 80 4148 5388
Fax: + 91 80 4148 5387
E-mail: sales@kramerindia.com
Web: www.kramerindia.com

KRAMER ELECTRONICS AUSTRALIA Pty, Ltd.
Unit 3/1-5, Knobel Court 
Shailer Park, 4128, QLD
Brisbane, Australia
Tel: + 61 7 38 06 4290
Fax: + 61 7 38 06 4295
E-mail: sales@krameraustralia.com.au
Web: www.krameraustralia.com.au 

KRAMER ELECTRONICS NEW ZEALAND, Ltd. 
Unit 4B, 89B Ellice Road
Wairau Valley, 0629
Auckland, New Zealand
Tel: + 64 9 215 8083
Fax: + 64 9 929 3408
E-mail: theo@kramerav.co.nz 
Web: www.krameraustralia.com.au

KRAMER ELECTRONICS KENYA Ltd.
Denis Prit, Off Likoni Lane 
P.O. Box 35206 
ZIP Code- 00100 
Nairobi, Kenya
E-mail: WMichira@kramerav.com
Web: www.kramerelectronics.com
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