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COMPLETE AUDIO SOLUTION.

QUICK TO INSTALL.
COST-EFFECTIVE.

WITH BUILT-IN AMPLIFIERS AND EASY-TO-USE
CONTROL PANELS, TAVOR OFFERS SIMPLE,
COMPLETE SPEAKER SOLUTIONS FOR ANY-SIZE
MEETING ROOM OR CLASSROOM.




FEATURES

TAVOR 5-0, 6-0

The Tavor 5-O and 6-0 5.25" and 6.5" powered
two-way wall-mounted speakers offer ideal
clarity and power for a wide variety of indoor
spaces. They each feature a line-level stereo
input, line-level stereo output, built-in amplifier
and companion passive speaker.

Power: 30W / 50W RMS

Inputs: 2 unbalanced, 1 balanced
Outputs: Passive speaker, subwoofer /
looping

Auto-standby

Control: Volume, treble, bass

TAVOR 8-T

With a built-in power amplifier, three mixed
inputs, and virtually 180 degrees of sound
dispersion, the easy-to-install Tavor 8-T ceiling
tile speaker provides a complete, active
speaker solution in an elegant design.

Power: 40W RMS

Inputs: 3 unbalanced

Control: Master and individual input volume
Woofer: 8" Kevlar® cone

Tweeter: 4x pivoting 1" titanium domes

Equal Sound Dispersion: K-overage ESDTM
design for ~180° sound dispersion

TAVOR 8-5UB

The Tavor 8-Sub is an elegantly designed
powered subwoofer. The 8-Sub can be wall
mounted or placed on or parallel to the floor
nextto or away from the wallin a way that hides
the control panel. The product includes auto
standby and adjustable crossover frequencies.

Power: 50W RMS
Inputs: 1 unbalanced, 1 balanced
Auto-standby

Control: Volume, crossover frequency,
reverse phase




TAVOR 5-0

SPEAKER 3 1
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OUTPUT

POWER/
STANDBY
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DO NOT OPEN .
WARNING: SHOCK HAZARD-DO NOT OPEN
AC-INPUT
90-240VAC
50-60Hz
BOWATTS
1 INPUTS Unbalanced 3.5mm minijack | Unbalanced RCA (L+R) | Balanced terminal block
2 OUTPUTS Speaker terminal block | Subwoofer 3.5mm mini jack (optional) | Looping 3.5mm mini jack (optional)

3 CONTROLS Volumeknob | Treble knob | Bassknob




SPL VS FREQUENCY - 1 WATT @ 1 METER TAVOR 5-0 CLASSROOM APPLICATION
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TAVOR 6-0
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CONTROLS  Volumeknob | Trebleknob | Bass knob
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INPUTS Unbalanced 3.5mm minijack | Unbalanced RCA (L+R) | Balanced terminal block 1
OUTPUTS Speaker terminal block | Subwoofer 3.5mm mini jack (optional) | Looping3.5mm mini jack (optional)
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SPL VS FREQUENCY - 1 WATT @ 1 METER TAVOR 6-0 MEETING ROOM APPLICATION
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TAVOR 8-5UB

| 16
(1
POWERED
SUBWOOFER

1 INPUTS Unbalanced RCA (L+R) | Unbalanced binding posts (L/R +/-)

2 CONTROLS Volume knob | Crossover knob | Reverse phase switch | Auto standby switch
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TAVOR 8-5UB AUDITORIUM APPLICATION

SPL VS FREQUENCY - 1 WATT @ 1 METER
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TAVOR 8-T

1 INPUTS 3 mixed unbalanced terminal blocks

2 CONTROLS Individual input volume trimmers | Master volume trimmer




SPL VS FREQUENCY - 1 WATT @ 1 METER TAVOR 8-T EXECUTIVE BOARDROOM APPLICATION
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SPECIFICATIONS

TAVOR 5-0

DESCRIPTION

BUILT IN POWER AMPLIFIER

FREQUENCY RESPONSE

WOOFER

TWEETER

SENSITIVITY

MAX SPL

IMPEDANCE

POWER SOURCE

CROSSOVER FREQUENCY

DIRECTIVITY FACTOR (Q)

DIRECTIVITY INDEX (DI)

INPUT CONNECTORS

OUTPUT CONNECTORS

DISPERSION COVERAGE

DAMPING FACTOR

S/N RATIO

THD

CONTROLS

INPUT POWER

STANDBY MODE POWER
CONSUMPTION

INPUT SIGNAL FOR SYSTEM
“WAKE-UP” FROM STANDBY
MODE

DIMENSIONS

TAVOR 6-0

DESCRIPTION

BUILT IN POWER AMPLIFIER

FREQUENCY RESPONSE

WOOFER

TWEETER

SENSITIVITY

MAX SPL

IMPEDANCE

POWER SOURCE

CROSSOVER FREQUENCY

DIRECTIVITY FACTOR (Q)

DIRECTIVITY INDEX (DI)

INPUT CONNECTORS

S/N RATIO

THD

CONTROLS

INPUT POWER

STANDBY MODE POWER
CONSUMPTION

INPUT SIGNAL FOR SYSTEM
“WAKE-UP” FROM STANDBY

MODE

DIMENSIONS

TAVOR 8-T

TAVOR 8-SUB
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