CON-FIELD-360
CAT6A RJ45 Field plug 360
AWG 26/1 - 22/1, AWG 27/7 - 22/7

Mounting note for the installer

NOTE
Avoid connection errors!
Read installation instructions carefully before connecting!

<table>
<thead>
<tr>
<th>PIN Nr. / No. / contact no.</th>
<th>T568A</th>
<th>T568B</th>
<th>INDUSTRIAL (Profinet)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>WH-GN</td>
<td>WH-OG</td>
<td>YE</td>
</tr>
<tr>
<td>2</td>
<td>GN</td>
<td>OG</td>
<td>OG</td>
</tr>
<tr>
<td>3</td>
<td>WH-OG</td>
<td>WH-GN</td>
<td>WH</td>
</tr>
<tr>
<td>4</td>
<td>BU</td>
<td>BU</td>
<td>-</td>
</tr>
<tr>
<td>5</td>
<td>WH-BU</td>
<td>WH-BU</td>
<td>-</td>
</tr>
<tr>
<td>6</td>
<td>OG</td>
<td>GN</td>
<td>BU</td>
</tr>
<tr>
<td>7</td>
<td>WH-BN</td>
<td>WH-BN</td>
<td>-</td>
</tr>
<tr>
<td>8</td>
<td>BN</td>
<td>BN</td>
<td>-</td>
</tr>
</tbody>
</table>

1. Cut the cable to the desired length.
2. Select cable exit 4 x 90°.
3. Select cable exit 8 x 45°.
4. Connect the cable to the plug.
5. Ensure a secure fit by clicking into place.
6. Check all connections for accuracy.
7. Verify proper wiring by testing.
8. Finalize installation with additional security features.
CON-FIELD-360 | AWG 26/1 - 22/1, AWG 27/7 - 22/7 | CAT6A RJ45 Field plug 360

Mounting note for the installer

Disassembly

1. Press the latch to release the connector.
2. Twist the connector to disengage.
3. Use a flathead screwdriver to rotate the connector.
4. Pull the connector off the cable.
5. Remove the cable jacket.
6. Cut flush with a wire cutter.
7. Click to secure the connector to the cable.

KRAMER ELECTRONICS, Ltd.
Address: 3 Am VeOlamo St., Jerusalem, Israel
Tel: +972 732 650200          Fax: +972 2 653 53 69
E-mail: info@kramerel.com    Web: www.KramerAV.com