Mounting Kramer TOOLS (using the Kramer TOOL Brackets Kit)

You can mount a single Kramer TOOL using the pair of brackets included with this sheet. A Kramer TOOL can be mounted on a desktop, on a wall or similar area.

There are two types of brackets type A and type B:

![Type A Bracket](image1) ![Type B Bracket](image2)

The Kramer TOOL Bracket Kit includes:
- A pair of Kramer TOOLS brackets
- M3x8 screws (one for each bracket) for attaching the brackets to the TOOL (or you can use the screws that are already attached to the TOOL)
- 4x3/8” flat-head screws for mounting on a surface permanently

Installing the TOOL Brackets (Type A and Type B)

To install the TOOL Brackets, do the following:

1. Remove the two M3x8 side screws (see Figure 3).
   In some TOOL models, two M3x8 screws are attached to the sides of the Tool and can be used to fasten the brackets (see step 2). Otherwise, ignore this step, use the screws supplied with the kit, and continue to step 2.

![Removing the Side Screws](image3)

2. Attach the pair of brackets. To do so, fasten a bracket to each side using the M3x8 screw that is already attached to each side (see Figure 4).

![Attaching the Brackets](image4)

Be sure to position your TOOL near to the required wiring and power supply. Take care not to drill into water pipes, electric wires, and so on.

You can either lock the TOOL permanently to the mounting surface using the four 4x3/8” flat-head screws (one for each bracket) or let it slide in/out, as described below.

Locking the TOOL to the Mounting Surface (Type A)

To lock the TOOL to the mounting surface (as shown in Figure 5):

1. Hold the Kramer TOOL with the attached brackets against the mounting surface, and mark the location of the two screw holes.
2. Drill two 2.2 mm holes in the mounting surface at the marked screw locations.
3. Insert the two 4x3/8” flat-head screws into the bracket screw holes.
4. Place the TOOL against the mounting surface, and fasten the TOOL using the two 4x3/8” screws.

![Locking the TOOL to the Mounting Surface](image5)

Sliding the TOOL onto the Mounting Surface (Type A)

To lock the TOOL to the mounting surface (as shown in Figure 6):

1. Hold the Kramer TOOL with the attached brackets against the mounting surface, and mark the location of the two screw holes.

Be sure that this is the final location of the TOOL, since you will be sliding it onto the wall.

![Sliding the TOOL onto the Mounting Surface](image6)
2. Drill two 2.2 mm holes in the mounting surface at the marked screw locations.
3. Insert the two 4x3/8" screws into the center bracket screw hole but do not tighten them.
4. Slide the TOOL until it is fixed in place.

Mounting the Bracket (Type B)

1. Hold the Kramer TOOL with the attached brackets against the mounting surface, and mark the location of the four screw holes.
2. Drill four 2.2 mm holes in the mounting surface at the marked screw locations.
3. Insert the four 4x3/8" screws into the four bracket screw holes.
4. Place the TOOL against the mounting surface, and fasten the TOOL using the four 4x3/8" screws.