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Applications
Kramer delivers the uncompromising quality and reliability that healthcare providers depend on, all day, 
every day. With end-to-end solutions that are ideal for a variety of healthcare applications, and a decades old 
commitment to crafting audio-video equipment that meets the rigorous demands of the healthcare industry, 
you know you can count on Kramer.

For details regarding IEC 60601-1-2 certified products, please contact your local Kramer sales representative

Surgical AV Routing
Operating Rooms (ORs) are the very heart of any healthcare 
setting. ORs must be able to route and display multiple video 
sources, simultaneously, in high definition, without delay – both 
locally and remotely with minimal cable clutter. AV sources 
include in-light cameras, X-ray machines, ultrasound systems, 
endoscopes, C-arm units, and more.

Room Control
Control and coordination of all OR elements is simplified with our 
revolutionary, cloud-based control and management solution – 
Kramer Control. With code-free implementation and touch-based 
drag & drop operation our OR control solution is designed for IT 
and user satisfaction.

Live Surgery Learning
Live surgery training rooms enable real-time demonstration of 
medical treatments streamed directly from the OR to any location 
in or out of the hospital. Top quality audio and video with no 
latency enable effective learning with live commentary in training 
rooms, congress halls and study theaters.
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Multidisciplinary Teamwork & Telestration
Support the ever-growing field of telemedicine, including 
remote healthcare services, medical education, e-health patient 
monitoring, wireless health applications, and more. Deliver 
the most comprehensive patient care with multidisciplinary 
teams of health professionals from one or more organizations. 
Multidisciplinary teamwork benefits both patients and healthcare 
professionals alike.

Live Consulting & Telementoring
Consulting by specialists from all disciplines to support the 
surgeon and telementoring (supervision) during surgery 
of less experienced surgeons by remotely located experts. 
Telementoring enables providing real-time guidance during an 
operation and includes advanced AV teleconferencing, streaming, 
and telestration (annotation) capabilities.

Examination Rooms 
From routine physicals to complete and comprehensive 
screenings, medical professionals depend on the diagnostic and 
communication tools found in modern examination rooms to 
provide the accurate diagnosis of patients that lead to successful 
treatments. 
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Operating Room

Key Benefits

 y Scalable solution allowing for easy addition of new infrastructure 

 y Quickly customize by adding only the cards required

 y Kramer Network’s intuitive centralized enterprise AV management  

 y Future-proof value-focused modular matrix flexibility

IT RoomOperating Rooms
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Core Components

VS-1616DN-EM
Modular 4K60 4:2:0 Multi-Format Managed Digital 
Matrix Switcher
VS-1616DN-EM is a high-performance 2x2 to 16x16 4K60 4:2:0 
modular matrix switcher chassis for AV signals. The unit is a 
multi-format digital switcher, populated from 2x2 to 16x16 in 
increments of two inputs and/or two outputs. The chassis includes 
optional dual, redundant power supplies, a control module and 
a test module that can monitor and test any input and output in 
the matrix. VS-1616DN-EM supports a wide variety of input and 
output cards for different AV signals.

Kramer Network
Enterprise Management Platform 
Kramer Network is an enterprise AV management platform that 
lets IT and AV professionals easily deploy, configure and manage 
an entire Pro AV installation from anywhere in the network, 
including Dante™ and 3rd party devices.
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Room Control

KT-107 with BRAINware
7-Inch Wall & Table Mount PoE Touch Panel for  
Room Control
Kramer KT-107 is a 7-inch touch panel with 1280x800 resolution. 
Kramer BRAINware software enables users to execute all room 
control actions straight from the KT-107 without installing a 
physical brain between the user interface and the controlled 
devices. The touch panel can be deployed either tabletop or on-
wall, mounted inside standard in-wall junction boxes. KT-107 
is Android-based and supports wired PoE and advanced Wi-Fi 
connectivity options along with a fully customizable graphical 
user interface.

Kramer Control
Cloud-Based Control & Management Platform
Kramer Control is an enterprise-class, revolutionary, user-
friendly, cloud-based control and management solution 
providing IT/AV managers an easy way to control, monitor and 
support AV systems, infrastructures and any third party devices. 
By leveraging existing IP network infrastructures, and due to its 
distributed architecture, Kramer Control is highly scalable and 
has no single point of failure. Designed for enhanced scalability, 
Kramer Control’s cloud-based architecture frees you from the 
rigidness of programming. Setup your control system, modify 
and extend it from anywhere without the need to be physically 
on-site.

SL-240C
Compact 16-Port Master / Room Controller  
(Kramer Control Brain) with PoE
Kramer SL-240C can operate over Ethernet with control interfaces 
that include: four bidirectional RS-232, four IR, four GPI/O, and 
four relays. It controls devices such as scalers, video displays, 
audio amplifiers, Blu-ray players, sensors, screens, shades, door 
locks, and lights. Multiple Kramer Ethernet control gateways can 
be used to add remote I/O ports.
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Kramer Network
Enterprise Management Platform 
Kramer Network is an enterprise AV management platform that 
lets IT and AV professionals easily deploy, configure and manage 
an entire Pro AV installation from anywhere in the network, 
including Dante™ and 3rd party devices.

Key Benefits

 y Comprehensive Pro AV / IP device configuration and management including FW upgrade

 y Detailed analysis of devices usage

 y Speedy ROI with code-free drag & drop design

 y Highly scalable & inherently aware distributed architecture

 y Simple installation 

 y Intuitive, user-friendly operation
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Remote Learning

Training RoomOperating Room

Operating Room Training Room

Operating Room Training Room

Key Benefits

 y Real-time AV distribution 
over any distance

 y Supports multi-site 
installations

 y Hassle-free single-cable 
extension
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Core Components

VP-558
11x4:2 Presentation Boardroom Router / Scaler System 
The VP-558 is a high-performance 11x4 ProScale presentation 
scaler/matrix switcher that can output four independent scaled 
images. Each output includes an HDMI and HDBaseT connector. 
The product supports analog, digital and embedded audio. VP-
558 features six HDMI inputs, four HDBaseT inputs, an analog VGA 
input, and a 4x1 USB switcher. VP-558 also includes a microphone 
input, independent stereo audio outputs, a monitor output, an 
amplified speaker output, and audio DSP features.

TP-590TXR/TP-590RXR
4K60 4:2:0 HDMI PoE Transmitter/Receiver
TP-590TXR is a high-performance, extended-reach HDBaseT 2.0 
transmitter/receiver for 4K60 4:2:0 HDMI, USB, Ethernet, RS-232, 
IR and stereo audio signals over twisted pair. The TP-590TXR/TP-
590RXR converts signals to/from HDBaseT 2.0. It extends video 
signals to up 100m (330ft) over CAT copper cables at up to 4K60 
4:2:0 24bpp video resolution and provides even further reach for 
lower HD video resolutions.

691/692
4K60 4:2:0 HDMI MM/SM Fiber Optic Transmitter/Receiver 
691/692 are high-performance HDBaseT 2.0 fiber transmitters/
recievers for ultra-reach extension of 4K60 4:2:0 HDMI, USB, 
Ethernet, RS-232, IR and stereo audio signals over either multi-
mode or single-mode fiber optic. 691/692 convert all input signals 
to/from HDBaseT 2.0 signal over fiber optics. 691/692 extend 
video signals up to 33km (20.5 miles) over single-mode fiber at 
up to 4K60 4:2:0 resolution.

KDS-EN6/KDS-DEC6
4K60 4:2:0 HDCP 2.2 Video Encoder/Decoder
The KDS-EN6/KDS-DEC6 encoder/decoder provides streaming 
over an IP network that carries 4K60 4:2:0 video, audio, IR, RS-232, 
USB over IP with HDCP 2.2 in unicast (one-to-one) or multicast 
(many-to-many) configurations.
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Multidisciplinary Teamwork & Telestration

Key Benefits

 y Engaging & powerful collaboration

 y Complete BYOD connectivity

 y Real-time AV distribution over any distance

 y Supports multi-site installations

 y Hassle-free single-cable extension
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Core Components

Kramer VIAware Collaboration Solution
Kramer VIAware provides the ideal solution for discussing cases 
with remote specialists and physicians in multidisciplinary rooms 
and competence centers – even collaborating with surgeons in 
operating rooms.

All the advanced wireless presentation and collaboration tools 
offered by VIA Campus can now be used on any PC to enhance 
collaborative meetings, interactive learning and training in 
Corporate, Education and Healthcare environments. VIAware 
can show up to six user screens on one main display or up to 
12 screens on two displays (hardware-dependent) and features 
iOS mirroring for MacBook, iPad, and iPhone as well as native 
mirroring for Chromebook, Android, and Windows phone. Remote 
students can easily join the class and collaborate in real time with 
embedded 3rd-party video conferencing and office apps.

VIAware delivers the same security offered by all VIA devices and 
can be installed on any computer running Windows 10 64 bit OS, 
providing IT managers the versatility they need.

SOFTWARE-ONLY WIRELESS COLLABORATION

Features Participants

Third Party 
Apps

Settings

Screen 
Share

Display 
Layout

Web 
Browsing

Chat

Shutdown

Cloud

File 
Transfer

Reboot

Whiteboard
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Remote Real-Time Consultation 

Key Benefits

 y Zero latency

 y Transceiver based hardware for flexible configuration

 y 4K60 4:4:4 image quality

A professor located abroadOperating Room
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Core Components

VS-88H2
8x8 4K HDR HDCP 2.2 Matrix Switcher with Audio De-
embedding 
VS-88H2 is a high-performance 8x8 matrix switcher for 4K60 4:4:4 
HDR signals and de-embedded audio. It reclocks and equalizes 
the signals and can route any one of 8 HDMI, HDCP-compliant 
sources (selectable) to any or all outputs simultaneously. VS-88H2 
offers unmatched audio flexibility where any embedded digital 
audio input can be routed to any digital output in addition to 
eight ARC sources to produce an equivalent 16x2 audio matrix.

KDS-8
Zero Latency 4K HDR SDVoE Video Streaming 
Transceiver over Copper
KDS-8 is a high-performance, zero latency, 4K60 4:4:4 video 
streaming transceiver for streaming via Ethernet over copper 
cable. KDS-8 can be set as either an encoder or decoder. As an 
encoder, it encodes and streams the HDMI input along with IR, 
RS-232, and analog audio, over an IP network. As a decoder, it 
receives the encoded signal and decodes it for output.
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General Examination Room

Key Benefits

 y Support for multiview

 y Reliable connectivity

 y User-friendly control & operation

 y Simple installation
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Core Components

VSM-4x4HFS
4x4 Seamless Matrix Switcher/Multi–Scaler
The VSM-4x4HFS is a seamless matrix switcher that can also be 
used as a 2x2 video wall driver or dual and quad multi-viewers. 
The unit allows switching between inputs with a clean video cut 
(frame-to-frame switching with no glitches). The VSM-4x4HFS 
supports HDMI resolutions with deep color, up to eight channels 
of audio and includes per-port HDCP and EDID settings.

TP-780Txr
4K60 4:2:0 HDMI HDCP 2.2 PoE Transmitter IR over 
Extended-Reach HDBaseT 
TP-780Txr is a high-performance, extended-reach HDBaseT 
transmitter for 4K60 4:2:0 HDMI, Ethernet, RS-232 and IR signals 
over twisted pair. The TP-780Txr converts signals to HDBaseT. TP-
780Txr extends video signals up to 100m (330ft) over CAT copper 
cables at up to 4K60 4:2:0 24bpp video resolution and provides 
even further reach for lower HD video resolutions.

TP-789Rxr
4K60 4:2:0 HDMI Bidirectional PoE Receiver with 
Ethernet, RS-232 & IR over Extended-Reach HDBaseT
TP-789Rxr is an, extended-reach HDBaseT receiver for 4K60 4:2:0 
HDMI, Ethernet, RS-232 and IR signals and 2-way powering over 
twisted pair. It extends video signals up to 100m (330ft) over 
Kramer copper cables at up to 4K60 4:2:0 24bpp video resolution 
and provides even further reach for lower HD video resolutions. 

VM-2H2
1:2 4K HDR HDMI DA
VM-2H2 is a 1:2 distribution amplifier for up to 4K HDR, HDMI 2.0 
signals that comply with HDCP 2.2 content protection standard. 
The unit takes one HDMI input, equalizes and reclocks the signal 
and distributes it to two identical outputs.

.
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Ultrasound Examination Room

Key Benefits

 y Support for multiview

 y Reliable connectivity

 y User-friendly control & operation

 y Simple installation

Senior PhysicianExamination  Rooms  
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Core Components

SMP-S12H
12 Input Modular MultiViewer
The SMP-S12H provides flexibility for monitor a wide range of 
video and audio sources on one or two independent displays at 
up to 4K30 output resolutions.

617R/T
4K HDR HDMI Transmitter/Receiver over Extended-
Reach MM Fiber Optic
617R/T is a compact fiber optic transmitter and receiver capable of 
extending HDMI 2.0 signals over fiber optic cable. 617R/T supports 
4K60 4:4:4 resolution up to 656 feet (200 meters) on a dual LC 
multi-mode fiber cable.

VM-2H2
1:2 4K HDR HDMI DA
VM-2H2 is a 1:2 distribution amplifier for up to 4K HDR, HDMI 2.0 
signals that comply with HDCP 2.2 content protection standard. 
The unit takes one HDMI input, equalizes and reclocks the signal 
and distributes it to two identical outputs.

KT-107
7-Inch Wall & Table Mount PoE Touch Panel
KT-107 is a 7-inch IPS multi-touch touch panel with 1280x800 
resolution. KT-107 can be deployed either tabletop or on-wall and 
supports wired Power over Ethernet (PoE) and advanced Wi-Fi 
connectivity options. 

SL-240C
Compact 16–Port Master / Room Controller with PoE
SL-240C is a compact master/space controller with PoE. It can operate 
over Ethernet with control interfaces that include: four bidirectional 
RS-232, four IR, four GPI/O, and four relays. It controls devices such 
as scalers, video displays, audio amplifiers, Blu-ray players, sensors, 
screens, shades, door locks, and lights. Multiple Kramer Ethernet 
control gateways can be used to add remote I/O ports.
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NORTH AMERICA

Canada
Mexico
USA

EUROPE

Austria
Finland
France
Germany
Italy
Turkey
Poland
Spain
Sweden

LATIN AMERICA

Argentina
Brazil
Chile
Colombia
Peru

AFRICA

Kenya
Morocco
South Africa

ASIA

China
Hong Kong
India
Indonesia
Korea
Japan
Philippines

OCEANIA

Australia
New Zealand

Switzerland
UK
Israel
Denmark
Belgium
Norway
Holland
Russia
Portugal

Singapore
Taiwan
Thailand
Vietnam
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In 1981, Kramer was founded with passion and resolve to innovate in the video era. Since then, we 
have consistently grown and evolved with an industry that has raced forward at lightning speed. 
Today, along with our partners and distributors, we passionately serve Pro AV customers on six 
continents with innovative solutions powered by cutting-edge cloud technologies, advanced software 
applications and industry-leading hardware. 


