EDID Download Procedure
1. The procedure can be used for the following inputs

	No
	Mode
	Support mode
	Remark

	1
	VP-728
	VGA
	Doesn't support HDMI; EDID of the HDMI inputs is a part of master firmware

	2
	VP-729
	VGA
	Doesn't support HDMI; EDID of the HDMI inputs is a part of master firmware

	3
	VP-725xl/A
	VGA
	Doesn't support HDMI; EDID of the HDMI inputs is a part of master firmware

	4
	VP-725N/A
	VGA+HDMI
	EDID of both VGA and HDMI inputs is upgraded using this procedure

	5
	VP-730
	VGA+HDMI
	EDID of both VGA and HDMI inputs is upgraded using this procedure

	6
	VP-731
	VGA+HDMI
	EDID of both VGA and HDMI inputs is upgraded using this procedure


2. VGA Cable for EDID downloads
	Pin
	VGA
	Function

	1
	-
	-

	2
	-
	-

	3
	-
	-

	4
	-
	-

	5
	Connect
	Ground

	6
	-
	-

	7
	-
	-

	8
	-
	-

	9
	-
	-

	10
	-
	-

	11
	-
	-

	12
	Connect
	Data

	13
	-
	-

	14
	-
	-

	15
	Connect
	Clock


.
2. Software installation:

    Unzip file "EDID Upgrader AP.zip" in separate folder and install this software by running relevant Setup.exe file.
3. EDID upgrade procedure
1. If you are updating a VGA input on the scaler connect this input to VGA output of your PC via non-standard VGA cable as shown above (pins 5, 12 and 15 are connected, all other pins are disconnected).
2. If you are updating a DVI or HDMI input on the scaler connect this input to DVI or HDMI output of your PC a standard DVI or HDMI cable. It is possible to use DVI-HDMI adapters to connect between DVI and HDMI inputs and outputs.
3. Before upgrading HDMI input set EDID HDMI Protection in OSD of the scaler to OFF as in the screenshot below:
[image: image1.jpg]


 
4. Start EDID Upgrader software.

5. Click BROWSER button and browse to the appropriate PKG file.

Important Note: Pay attention to distinguish between EDID files for VGA and HDMI
6. In Step 2 select appropriate input on the scaler that you are going to update – for example VGA 1 or VGA 2 or HDMI 1 etc. For DVI ports select HDMI.

Important Note: Do not try to upgrade inputs which are not supported by this program. See table in Paragraph 1 of this document. 
7.  In Step 3 select appropriate scaler that you are going to upgrade. Kramer scalers are shown under KRMx name – usually KRM0.

Important Note: Carefully verify that you select only Kramer devices. Changing by mistake EDID file of any other device (for example built-in screen of a laptop) can cause irreversible damage.
8. In Step 4 select all 3 actions – Erase, Program and Verify
9. In Step 5 click Go. Wait until upgrade process ends.
10. In Information Box check success message (Pass) for verification.

11. You can check content of the EDID file using EnTech Monitor Assets Manager free software: http://www.entechtaiwan.com/util/moninfo.shtm
