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Burning the Slave
Use the following download procedure:
1. Connect the RS-232.

2. Select Slave over the following path:
0OSD>Setup>Advanced>Misc>Switch Download Path>Slave
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3. Exit the menu.
4. Open SW EPConsole.exe.

5. Choose the COM# port at speed 57600.

6. Choose the appropriate xx.hO0 file and the software will take other files automatically.

7. Verify the following:

7 BANE 0 POW_VhTest result\WVP-732\WP-732 new fw'\VP-732_FW\Slave\FW_R5232_VTI1.02:000c h0D

7 BANE 1 PAW_WhTest result \WP-732\WP-732 new fw'\VP-732_FW\Slave\FW_RS5232_VTI1.02-000c HI

7| BANE 2 PW_ W Test result \WP-732\WP-732 new fw\VP-732_FPW\Slave \FW_RS5232_VTI1.0220ccc HIZ
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8. Click—— to burn.
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. Verify successful burning.
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h EPConsole 3.7R [PAV_| [P-TIWP-732 new fu\VP-732 FWAS]

cas [s7600 - FOLE Q0. LA/ O
(e)

BANE 0 POW_W\Test result\VP-7325WP-732 new fw\VP-732_PW'\Slave \FW_RS5232_VTI1.02s000c 00 EliE
BANE 1 PAW_W\Test resut\VP-732\VP-732 new fw\VP-732_PW'Slave'\FW_RS5232_VTI1.022000c HO FILE
BANE 2 PAW_W\Test result\VP-7325VP-732 new fw\WP-732_PW\Slave \FW_RS5232_VTI1.02+000c HO2 EliE
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